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SEECEICATION forming part of Letters Patent No. 337,627, dated March 9, 1886. 
Application filed November 14, 1885. 

Zo a ZZ zv/hom, it innally concerºn: 
Beit known that I, FREDERICKH. SEYMOUR, 

of Detroit, in the county of Wayne and State 
of Michigan, have invented a new and useful 
Improvement in Pipe-Wrench Attachments 
for Monkey-Wrenches, of which the following 
is a specification. 
My invention consists in a pipe-wrench at 

tachment for a monkey-wrench, and is here 
inafter fully pointed out and described. 

Figure 1 is a vertical section through a mon 
key-wrench, except the handle, having my in 
vention applied thereto. Fig. 2 is a perspec 
tive of the pipe-wrench, attachment. 
A and B represent the fixed and movable 

jaws of a monkey-wrench. E and D being the 
posts on which the movable jaw slides, and 
C being a nut which engages with a thread 
cut on the post D, and which operates the 
movable jaw. 

if represents an attachment adapted to fit 
on the monkey-wrench and be held between 
the jaws thereof, to operate as a pipe-wrench. 
The attachment F has a Shank in which is cut 
a slot, M, to enbrace the posts ED, and the 
ends of the two parts of the shank are turned 
up into lugs LL, which fit against the head of 
the fixed jaw A and prevent the pipe at 
tachment from being drawn out from between 
the jaws A. B. At the other end of the pipe 
attachment F is a curved cam-head, which is 
toothed or serrated, as shown at T. At each 
end of this head a slot is cut therein, as shown 
in Fig. 2, forming lugs H H at the lower end 
of the head and lugs K K at the upper end. 
Between the lugs H H one end of a chain, I, 
is pivoted by a pin, G, which passes through 
the lugs H H and said chain and the other 
end of the chain is free. The slot at the other 
end of the head is of such width as to receive 
a link of chain i when placed therein with its 
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greater diameter parallel with the walls of the 
Slot, but too narrow to receive the chain in a 
Contrary position, so that when placed therein 
the greater diameter of the chain will come 
against the under sides of lugs KK, and the 
chain cannot be drawn through the slot. 
J represents a pipe in dotted lines. 
To use my invention the attachment F is 

placed between the jaws of the monkey 
Wrench in the manner shown in Fig. 1, and 
the movable jaw B is screwed up to hold the 
attachment in place. When a pipe is to be 
grasped the toothed portion of the head is 
placed against the pipe, the free end of the 
chain drawn around the pipe and passed into 
the slot between lugs KK, and the monkey 
Wrench turned S0 as to draw on the end of the 
chain, which is fastened to the pin G. Ow 
ing to can shape of the head of the pipe at 
tachment such motion tightens the chain I on 
the pipe in a manner well understood. 
What I claim as my invention, and desire to 

Secure by Letters Patent, is 
1. In combination with a monkey-wrench, a 

pipe attachment consisting of a slotted shank 
adapted to straddle the post or posts of the 
Wrench, and having at its end upturned lugs, 
and a cam-shaped head having a chain fast. 
ened to one end thereof, and at the other end 
a slot to receive the free end of said chain, 
Substantially as shown and described. 

2. As a new article of manufacture, a pipe 
Wrench attachment consisting of a slotted 
shank adapted to straddle the post of a wrench, 
and provided with a toothed cam-head hav. 
ing lugs R K, and a chain, I. attached to said 
Caill-head, Substantially as described. 

FREDK. H. SEYMOUR. 
Witnesses: 

- NATHAN NEFF, 
WILLIAM WAIDE. 
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