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SHIPPING CARTON AND PLATFORM 
Donald B. Hause and Thomas Frank Williams, 
Evanston, is assigners to Sprague, Warner & 
Congpany, Chicago, iii., a, eorporation of illi 
nois 

Application July 21, i832. 3erial No. 623,868 
4. Claims. (Cl. 336-34) 

The invention forming the subject matter of 
this application is a foldable container stamped 
out of sheet material, such as cardboard, and 
adapted for use as a nailing envelope for adver 
tising matter; and also adapted to serve as a 
platform on which to Support the advertising 
natter the container is designed to hold during 
transit. - 

ihe container-platform is designed for mail 
ing advertising collapsible cardboard easels, 
Which are usually placed on counters ol' in store 
windows for display purposes. 

it is the clusion for groce's and others who 
use display easels of this type to elevate the same 
at various heights When displayed in store win 
dOWS. Ordinarily, store keepers use an empty 
box or Sonething of that nature to give the re 
quiled elevation to the display ease. It is the 
object of the present invention to adapt the 
mailing container for such easels as a readily 
accessible platform for use as an elevating means 
of this kind. In other Words, the invention is 
desigrisd for use lot only as a shipping carton 
or enciosure for a, folding display easel, but also 

- J. as a platfor:l. upon Winich the easel When un 
foided can be elevated. 

Ctheir objects of the invention Will become ap 
parent as the detailed description thereof pro 
ceeds. . 

in the diaWing: 
Figure 1 is a perspective view of the container 

With the parts folded and S22.ied for the purpose 
of Silipping advertising innatter Such as a display 
eaSe; - 

Figure 2 is a fraginentary central longitudinai 
Section to an enlarged Scale of the aforesaid con 
tainer aind easel; 

Figure 3 is a perspective view illustrating the 
method of use of the shipping carton as a plat 
form; 

Figure 4 is a plain view of the stamped out 
blank forning the aforesaid combination ship 
pig. 3Ontainer and platform; and 

Figure 5 is a fragmentary detail illustrating 
tile inetical of detachably Securing the adjacen, 
flaps of the container-platform together. 
As showii in the drawing, the invention coin 

prises a blank designated generally by the reife 
ece character 1, Tiis blank includes a sub 
stantially rectangular rain body 2 lying between 
the dotted lines shown in Figure 4 of the draw 
ing. Side flaps 3 aidi 4 are hinged to the body 
2 about lines 5 and 6, respectively; these lines 
being formed simply by bending or creasing the 
material of Which the container platform is 

made. The flap 3 is provided with two series of 
slots 'i and 8; and the flap 4 is similarly provided 
with two series of slots 9 and 10. The slots 7 
and 8 are adapted to receive tabs 11 and 12; 
while the slots 9 and 10 are adapted to receive 30 
the tabs 13 and 14, the tabs 11 and i3 being 
formed on opposite edges of an end fiap 15, and 
the taios 12 and is being oin the opposite edges 
of the end flap 16. 
The distance between the outer straight edges 65 

of the tahs 11 and 13 and 12 and 14 is equal to 
the distance between the hinge lines 5 and 6 of the 
main body 2. In other words, the width of each 
of the end flaps 15 and 16 must not exceed the dis 
tance between the lines 5 and 6 so that these end 70 
flaps may be folded over onto the main body 2 and 
at the same time permit the side fiaps 4 and 5 to 
be folded over the end fiaps for the puigose of 
Cornpletely encasing the display ease it. The side 
flaps 3 a.ind 4 are Substantially equal in Width to 
one-half the distance between the hinge lines 5 
and 6, and the end aps 15 and 16 are of Sibstan 
tially the Sane th as tha Eide flap; 3 and . 
This is necessary in order that the parts winen 
unfolded and Secured to for in the platform, indi- 80 
cated generally by the reference character 3 in 
Figure 3, inay be properly Supported. On a floor or 
other platforn. 
The hinge lines for the end iiaps 15 and 16 are 

indicated in Figure 4 by the dotted lies 9 and 85 
20. Willen used as a nailing carton the display 
easel 17, which must not exceed when folded, the 
dimensions of the rectangle indicated by the dotted 
lines 5, 6, 19 and 20 in Figure 4, is arranged within 
this rectangle. he end flags 15 and 16 are then 
folded over the ends of the display easel; then, 
the Side flaps 5 and 6 are folded over the end flaps 
aiad the display matter contained therebetween. 
The side flaps are preferably secured to each other 
by a Strip of adhesive material Stoh as is conn. 
monly used for this purpose. - 
By reference to Figure 4 of the drawing, it will 

be noted that each slot of the series of slots 7, 8, 
9 and 10 are equai in width to the lengths of each 
of the tabs 11, 12, 13 and 14 and that these tabs 
are undercut so that they may be used to inter 
lock. With the Side iiaps 3 and 4 when the parts are 
aSSembled, as shown in Figures 3 and 5 of the 
drawing. The Series of slots are provided so that, 
the user may vary the height of the platform as 
desired. 

it Will be apparent from Figures 3, 4 and 5 of 
the drawing that when the device is assembled 
to form a Supporting platform the sides consti 
tuted by the flaps 3, 4, 15 and 16 are inclined in- (, 
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2. 
Wardly toward the body 2. This inward inclina 
tion limits the Outer dimensions of the platform 
to the width of the main body 2 thereof and results 
from the formation of the end flaps to perinit 
their proper folding between the side flaps when 
the device is used as a mailing container. It will 
also be evident that the height of the platform 
may be varied by inserting the locking end tabs 
in the different slots of the Several Series. 

It will also be obvious that the platform formed 
by this shipping container will be exceedingly light 
as compared with the ordinary make shift plat 
form resulting from the use of Wooden boxes Or 
other heavy cartons not specially designed for this 
purpose. The adjustability for height renders the 
container-platform a very desirable expedient for 
use in Supporting display easels, and similar mat 
ter, at different heights in an advertising display. 

It is to be understood that the carton may be 
made of cardboard or any material of a similar 
nature which can be creased to form means for 
hinging the side and end flaps to the main body 
portion. 
While we have described our invention as em 

bodied in concrete form and as operating in a 
specific manner in accordance with the provisions 
of the patent statutes, it should be understood 
that We do not limit our invention thereto, since 
various modifications thereof will suggest them 
selves to those skilled in the art without depart 
ing: from the spirit of our invention, the scope of 
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which is set forth in the annexed claims. 

1,930,896 
What we claim is: 
1. A mailing wrapper for display cards and the 

like comprising a blank of Stiff Sheet material 
creased to form a main body, a pair of Side flaps 
Of equal width and of the Same length as said body 
hinged to opposite edges of Said body, said end 
flaps being substantially equal in length to the 
width of Said body, said pairs of flaps being fold 
able-over said main body in a flat condition con 
pletely covering the same and being provided with 
cooperative interlocking means for detachably 
connecting the flaps to each other to form a box 
like Supporting platform. 

2. The structure set forth in claim 1, in which 
the said interlocking means detachably connects 
the pairs of flaps to each other with the plane of 
each flap extending at an angle less than a right 
angle to the main body. 

3. The structure Set forth in claim 1 in which 
the cooperative interlocking means is adjustable 
to vary the height of the main body relative to 
the free edges of the side flaps. 

4. The structure set forth in claim 1 in which 
the cooperative interlocking means comprises: a 
pair of similar series of slots formed in each of 
Said side flaps, and a pair of undercut tabs on the 
opposite edges of each end flap adapted to slide 
through any of Said slots and interlock with the 
opposite sides of Said side flaps. 

DONALD B. HAUSE. 
THOMAS FRANK WILLIAMS.. 
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