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(57) Claim

1. A gas generator comprising,
a single impact extruded perforated elongated housing

having a first end and a second end,
an end cap base enclosing said first end of said

housing,
an end cap enclosing said second end of said housing, 
a perforated bulkhead positioned at an intermediate

location within said housing, said bulkhead forming first and 
second elongated chambers within said housing and having 
formed therein a ball valve including a ball valve chamber and 
first and second openings connecting said ball valve chamber 
to said first and second elongated chambers, respectively, 
with the entrance to said second chamber being denoted a first 
position and the entrance to said first chamber being denoted 
a second position, said ball valve chamber housing a ball 
therein that is movable,

whereby, said ball is operable to move between said 
first and second positions to restrict flow of gas through 
said bulkhead,

whereby, at a second instant, said first chamber is
pressurized, forcing said ball of said ball valve into said
first position, suppressing gas flow into the second chamber
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and thereby insulating said first chamber from said second 
chamber,

whereby, at a third instant, a pressure drop in said 
first chamber loosens engagement of said ball of said ball 
valve in said ball valve chamber from said first position and 
increased pressure in said second chamber forces said ball 
into said second position and isolates said second chamber 
from said first chamber,

first and second elongated gas generating charges of 
solid pyrotechnic material contained in said first and second 
elongated chamber, respectively, first and second elongated 
perforated igniter tubes provided in operative relation with 
said first and second elongated gas generating charges, 
respectively, each of said perforated igniter tubes having a 
first end and a second end, and

an initiator provided in operative relation with only 
one of said perforated igniter tubes.



AUSTRALIAPatents Act
COMPLETE SPECIFICATION 

(ORIGINAL)

Class Int. ClassApplication Number:Lodged:
Complete Specification Lodged:Accepted:Published:Priorityft9 Related Art:

Applicant(s):Morton International, Inc.110 North Wacker Drive, Chicago, Illinois, 60606, UNITED STATES OF AMERICA
Address for Service is:

PHILLIPS ORMONDE & FITZPATRICK 
Patent and Trade Mark Attorneys

367 Collins Street 
Melbourne 3000 AUSTRALIAComplete Specification for the invention entitled:

PASSENGER AUTOMOTIVE RESTRAINT GENERATOR

Our Ref : 175266 POF Code: 1436/1436
The following statement is a full description of this invention, including the best method of performing it known to applicant(s):

16006



la

PATENT

1861-21-00

TITLE: PASSENGER AUTOMOTIVE RESTRAINT GENERATOR

0 ' » q ΰ a
O >; ©

a t« o
9 0 9

α «λ ©

o λ 09 O 0Ο o a 0
0 o 
O o
a a ο o

Ο O <3& O 9
5

f - o to. 4 O ©t > . ■ o a
. , :· V l3

« o o 
t, 9 a

10

BACKGROUND OF THE INVENTION

1· Field of the Invention

This invention relates to gas generators or 

inflators, and more particularly, to self-contained 

radial gas generators for inflating large passenger side 

occupant restraint airbags or crash bags where such 

generators utilize the combustion of solid gas generant 

compositions for the rapid generation of the inflating

gas .

2. Description of the Prior Art
9 at β u9 0 0on o
ua...2 Self-contained, single stage gas generators or

Ο β

inflators for automobile passenger side airbags that

utilize combustible solid gas generant compositions are

15 known in the prior art. A radial form of such generator
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is disclosed in U.S. Patent No. 4,296,084 that was 

issued on October 20, 1981 to G.V. Adams et al., 

which patent is assigned to the assignee of the present 

invention. The disclosure of patent 4,296,084, by 

reference, is incorporated herein. Common features of 

such generators are the inclusion in a single combustion 

chamber of a gas generant composition containing a 

pelletized alkali metal azide and means to filter and to 

cool the gas positioned between the gas generant 

composition and gas discharge orifices or outlet holes, 

as defined by the inflator housing. Such gas generant 

compositions are considered advantageous for use in 

automobile airbag inflating applications because the 

product of the combustion is mainly nitrogen, an inert 

gas. The speed of reaction or burning of such 

compositions may be selected to be such as to effect the 

generation of gas at a very rapid rate but without 

detonation .

A problem has been encountered with single stage, 

that is, single combustion chamber, passenger side 

radial gas generators. The single combustion chamber 

passenger side radial generators known in the prior art 

tend to perform at an initial pressure rise rate which 

is greater than desirable in the zero to twenty (0 to 

20) millisecond time frame after inflator initiation.

The initial rapid pressure rise has been identified as a

25
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possible cause for injuries to an out-of-position

occupant, and in particular, a child, during deployment

of the airbag.

5

In U.S. Patent No. 3,663,035 issued to

Thomas W. Norton on May 16, 1972, there is disclosed a
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crash bag inflator comprising a two-stage gas generator,

wherein a first stage is ignited to provide an initial

deployment thrust at a time prior to ignition of a

second stage. The two-stage gas generator, as

described, consists of a pair of first and second
η no

0 0 Ο
U ‘5 Ο

inflators that are positioned in parallel relation,
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being held together by a tie bar. Each stage has one

end attached to a block in which an ignition cavity

common to both stages is provided. A fixed delay .line

15 operatively separates the second stage from the ignition
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cavity and delays ignition of the second stage by a few

milliseconds. Both stages are said to be fully

operative within less than ten (10) milliseconds of
ο οο
0 0 4.

0 0 0 0
initiation by a pyrotechnic initiator responsively to a

20 crash .
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While described as providing a more controlled

delivery of gas to an airbag without disadvantageously

delaying the deployment thereof, the Norton two-stage

gas generator structure is complex and bulky and

25 requires a volume of space larger than desirable for

installation on the dashboard of an automotive vehicle.
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Thus, there is a need and a demand for improvement 

in passenger automotive restraint gas generators that 

have particular utility in protecting the

out-of-position passenger and that are of maximum 

5 compactness, requiring a minimum volume of space for

installation on the passenger side of an automotive 

vehicle. The present invention was devised to fill the 

technological gap that has existed in the art in this 

respect.
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SUMMARY OF THE INVENTION

An object of the invention is to provide an 

improved automotive restraint gas generator which 

features simplicity and efficiency in the construction 

thereof that enables economic manufacture and assembly, 

and that is operative to effect a controlled delivery of 

a gas for inflating a passenger side airbag for 

providing protection for the out-of-position passenger.

Another object of the invention is to provide such 

an improved gas generator that is of maximum compactness 

and requires a minimum volume of space for installation 

in the dashboard of an automotive vehicle, on the 

passenger side thereof.
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A further object of the invention is to provide a 

two-stage automotive restraint gas generator in which 

operation of a first stage responsively to an incipient 

collision is utilized by means of a delay body and ball

5 valve to effect delayed initiation of a second stage,

with the ball valve effecting a subsequent operation to 

stop repressurization of the first stage and thereby 

separating the action of the two stages.
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Still another object of the invention is to provide 

such an improved two-stage gas generator in which the 

arrangement of the first stage is such as to provide 

rapid pressurization and release of inflation gas to the 

airbag and the arrangement of the second stage is such 

as to provide less rapid pressuriztion and release of 

inflation gas to the airbag thereby to increase the 

delay time between the actuations of the first and 

second stages.

In accomplishing these and other objectives of the 

invention, there is provided an improved automotive 

restraint gas generator having particular utility for 

use on the passenger side of an automobile or similar 

vehicle. The gas generator comprises an inflator having 

first and second stages arranged in end-to-end relation 

in the same housing. Specifically, each stage is 

assembled into an individually associated chamber in an

O
ο β
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impact extruded lightweight housing which may be made of 
aluminum. A barrier or bulkhead positioned in suitably sealed 
relation at an intermediate location within the housing 
separates the two chambers. A ball valve in the bulkhead 
provides mechanical timing for ignition delay between firing 
of the two stages and for pressure control after ignition of 
both stages to prevent repressurizing the first stage.

The improved generator is further characterized in 
that each stage includes suitable provisions for cooling and 
filtering and for maintaining a neutral or nonpropulsive 
thrust upon ignition.

In accordance with the invention there is provided a 
gas generator comprising,

a single impact extruded perforated elongated housing 
having a first end and a second end,

an end cap base enclosing said first end of said
housing,

an end cap enclosing said second end of said housing, 
a perforated bulkhead positioned at an intermediate

location within said housing, said bulkhead forming first and 
second elongated chambers within said housing and having 
formed therein a ball valve including a ball valve chamber and 
first and second openings connecting said ball valve chamber 
to said first and second elongated chambers, respectively, 
with the entrance to said second chamber being denoted a first 
position and the entrance to said first chamber being denoted 
a second position, said ball valve chamber housing a ball 
therein that is movable,

whereby, said ball is operable to move between said 
fi 1st and second positions to restrict flow of gas through 
Sci.’> bulkhead,

whereby, at a second instant, said first chamber is 
pressurized, forcing said ball of said ball valve into said 
first position, suppressing gas flow into the second chamber 
and thereby insulating said first chamber from said second 
chamber,

whereby, at a third instant, a pressure drop in said

*2» ivj
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first chamber loosens engagement of said ball of said ball 
valve in said ball valve chamber from said first position and 
increased pressure in said second chamber forces said ball 
into said second position and isolates said second chamber

5 from said first chamber,
first and second elongated gas generating charges of

solid pyrotechnic material contained in said first and second 
elongated chamber, respectively, first and second elongated 
perforated igniter tubes provided in operative relation with

10 said first and second elongated gas generating charges,
respectively, each of said perforated igniter tubes having a 
first end and a second end, and

an initiator provided in operative relation with only 
one of said perforated igniter tubes.

15
.. The various features of novelty which characterizeβ 0 O

the invention are pointed out with particularity in the claims
0 9 0

°’°°°” annexed to and forming a part of this specification, for a
0 4 0.· better understanding of the invention, its operating0 o
• 20·· advantages, and specific objects attained by its use,
0 0 0

j: : reference is made to the accompanying drawings and descriptive
matter in which a preferred embodiment of the invention is

o’". : illustrated .0 o 04 0
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accompanying drawings which form part of the

specification, of which:

Fig. 1 is a longitudinal view, partly in section, 

of the dual chamber passenger automotive restraint gas 

generator according to the invention?

Fig. 2 is a plan view on an enlarged scale showing 

the bulkhead/ball valve of the gas generator of Fig. 1;

Fig. 3 is a view from the left end of the 

bulkhead/ball valve of Fig. 2; and

Fig. 4 is <3. graphic comparison of the pressure rise 

rate of a typical single-stage gas generator and the 

two-stage gas generator according to the present 

invention .

O Oft

o o 3 0

DESCRIPTION OB' THE PREFERRED EMBODIMENT

15 An automotive restraint gas generator according to

the invention is illustrated in Fig. 1 of the drawings. 

The gas generator, designated by the reference numeral 

10, includes a single impact extruded elongated tube or 

cylindrical housing 12. The extrusion process by which 

the housing 12 is formed is known to those skilled in 

the art and consists of shaping by forcing the material

20
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of which the housing is made through suitable dies under 

pressure. The extrusion process per se forms no part of 

the present invention, and therefore, will not further 

be described herein.

5 Housing 12 preferably is made of aluminum and

contains first and second elongated cylindrical housing 

chambers 14 and 16, respectively that are separated from 

each other by a perforated bulkhead 18, the outer

" o' \ periphery of the bulkhead 18 being suitably sealed byO - :. (J
’/'/IO means (not shown) to the inner side of the wall of
0 »’ ft

/’ housing 12. The chambers 14 and 16 may be of equal
tj a
° ’■ length, or of unequal length as shown in the drawing,

«··■> depending upon the performance required.

Bulkhead 18, which is shown enlarged and in greater 

o‘>- -o15 detail in Figs. 2 and 3, incorporates a ball valve-J - a O
a o% comprising delay body 20 having a ball valve chamber 22. ©

therein containing a ball 24. First and second
c. a o

passageways 26 and 28 connect the ball valve chamber 22 

to the housing chambers 14 and 16, respectively. The

’ — ' '20 arrangement is such that a gaseous flow from chamber 14

“ 0 to chamber 16, resulting from a pressure differential

therebetween, forces the ball 24 toward the adjacent end 

28a of passageway 28 to restrict the gaseous flow into 

chamber 16, thus limiting any resulting diminishing of

25 pressure in combustion chamber tube 46. Upon a reversal
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in that pressure differential, the resulting gaseous

flow, forces the ball 24 into engagement with ε valve

seat 30 on the adjacent end 26a of passageway 26 and

thereby stops such flow.

5 The housing 12 has a first end 32 and a second end

34 and includes a cylindrical wall 36 in which a

plurality of outlet orifices or holes 38 are formed.

Holes 38 may be formed in two rows on each side of the

0 CO
0 0 ο
'."'jo

0 Q «
o e o

o .· ο
0 0 c1·

housing 12 along the length thereof, being positioned in

uniformly spaced relation with respect to the housing

chambers 14 and 16. The arrangement is such that the

0 0 holes 38 of each row on one side of housing 12 are
o >
o o o spaced approximately 180° with respect to the holes of

one of the rows on the other side thereof. Such

15 positioning of holes 38 in housing wall 36 assures
CSC© 

ο o
0 >. 0 0
-. 0 © 0

o oo
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neutral thrust in the event of accidental ignition of

the generator 10 during shipping and storage, thus

4 0 60 β 0
ft β © β

precluding the possibility, upon such occurrence, of the

generator 10 jumping and becoming a projectile.

•«:?q The ends 32 and 34 of housing 12 are closed in a

sealing manner. Thus, the second end 34 of housing 12

is sealed by an end cap 40 which may be formed

integrally therewith during the extrusion process. An

end cap base 42, which may be made of aluminum, may be

25 inertia welded to the first end 32 of the housing 12 in

a manner described hereinafter.
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Provided within the first housing chamber 14, 

radially inwardly thereof and arranged concentrically 

therein, in the order named, are cylindrical outer 

cooling and filter screens 44, a cylindrical perforated 

steel combustion chamber tube 46, a rupturable foil 

barrier 48 in engagement with the inner side of the wall 

of tube 46, an inner cylindrical combustion chamber 

screen 50, and a centrally located cylindrical 

perforated igniter tube 52 having a rupturable foil tape 

54 wrapped around the outside thereof. The cooling and 

filtering screens 44 are positioned in surrounding 

relation to the combustion chamber tube 46. Positioned 

in the elongated annular space between the inner 

combustion chamber screen 50 and the igniter tube 52 is 

a gas generant charge or load comprising uniformly 

distributed pellets 56.

The foil barrier 48 and inner filtering screen 50 

are positioned in surrounding relation to the gas 

generant charge 56 and igniter tube 52.

20 Contained within the igniter tube 52 is an0 9 0Ο β 0
„ elongate! rapid detonating cord (RDC) fuze 58 which is• β ί 4 H β 0

surrounded by a booster charge 60 of igniter granules. 

The RDC fuze 58 is a high velocity ignition propagation 

cord that is manufactured by Teledyne McCormick Selph,

25 3601 Union Road, P. 0. Box 6, Hollister, California

95024-0006. The booster charge 60 of igniter granules
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surrounding the RDC cord may comprise a mixture of 25% 

boron powder and 75% potassium nitrate. The foil tape 

54 contains the igniter granules within the perforated 

igniter tube during manufacture.

In accordance with one embodiment of the invention, 

for a reason explained further hereinafter, the 

thickness of the foil barrier 48 in engagement with the 

inner wall of combustion chamber tube 46 was selected to

be 0.006 inches (0.015 centimeters).

The several enumerated components contained within 

the housing chamber 14 comprise the first stage of the 

gas generator 10 and are held firmly against radial and 

endwise movement within the chamber 14 by an end cap and 

perforated tube holder 62 that is positioned at the 

first end 32 of the housing 12 and by the delay body 20 

of the bulkhead 18. Specifically, a portion 64 of the 

holder 62 extends in close fitting or snug relation into 

one end of the combustion chamber.tube 46, and a portion 

66 of the delay body 20 extends in close fitting or snug 

relation into the other end thereof. Similarly, one end 

of the igniter tube 52 is snugly received within a 

receptacle 68 provided on the holder 62, centrally 
thereof, and the other end abuts against the surface of 

portion 66 of the delay body 20 with a rupturable delay 

foil 70 interposed therebetween. The delay foil 7025
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provides a rupturable barrier to the flow of hot gases 

through the passageway 26 from the combustion chamber 

tube 46 and the igniter tube 52.

Provided within the second housing chamber 16, 

radially inwardly thereof and arranged concentrically, 

in the order named, are a rupturable foil barrier 72 on 

the inner side of wall 36 of housing 12, cylindrical 

outer cooling and filter screens 74, a cylindrical 

perforated steel combustion chamber tube 76, an inner 

cylindrical combustion chamber screen 78, and a 

centrally located elongated cylindrical perforated 

igniter tube 80. The foil barrier 72 and the cooling 

and filtering screens 74 are positioned in surrounding 

relation to the combustion chamber tube 76. Positioned 

in the annular space between the combustion chamber 

screen 78 and the igniter tube 80 is a gas generant 

charge or load comprising uniformly distributed pellets 

82. The foil barrier 72 and the cooling and filtering 

screens 74 are positioned i'n surrounding relation to the 

combustion chamber tube 76.

Contained within the igniter tube 80 is an 

elongated cast or extruded booster charge 84 which may 

comprise a mixture of 25% boron and 75% potassium 

nitrate .
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The thickness of the foil barrier 72 on the inner 

side of wall 36 of housing 12 in the aforementioned 

embodiment of the invention was selected to be 0.004 

inches (0.010 centimeters).

5 The several enumerated components within the

housing chamber 16 comprise the second stage of the gas 

generator 10 and are held firmly against radial and 

endwise movement within the chamber 16 by the delay body

= ο» 20 of the bulkhead 18 and by an end cap and tube locator
O Cl s 9

10 86 that is positioned in the housing 12 at the second
Ο O <?

: end 34 therof. Specifically, a portion 88 of the delay
β <? 4 0

·’· body 20 extends in close fitting relation into one end
« ϋ 00° of the combustion chamber tube 76, and a portion 90 of

the end cap and tube locator 86 extends in close fitting

15 relation into the other end thereof. Also, one end of 

’„„„ „° igniter tube 80 is received within a suitable opening 92
o © u o

S in the portion 90 of end cap and tube locator 86 with

» the other end thereof positioned adjacent the end of

passageway 28 in delay body 20.

ρ“”ορ 20 An electrically actuatable initiator assembly 94,
0 which may comprise a conventional electric squib, is 

mounted in the end cap base 42 in sealing relation 

therewith and in alignment with the RDC fuze 58 at the 

adjacent end of the igniter tube 52.
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The material of which the gas generant pellets 56

and 82 is made may be any one of a number of

compositions meeting the requirements for burning rate,

non toxicity, and flame temperature, a preferred
5 material being that disclosed in U. S. Patent No.

4,203,787 issued to Fred E. Schneiter et al. on May 20,

1980, the disclosure of which patent by reference is

incorporated herein. Particularly preferred are

compositions comprising from about 65 weight percent to
0 «ί 9

10 about 70 weight percent metal azide, up to about 4
0 ί Φ
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weight percent sulfur and from about 27 weight percent

and about 33 weight percent molybdenum disulfide,

especially a composition comprising about 68 weight

percent sodium azide, about 2 weight percent sulfur and

15 about 30 weight percent molybdenum disulfide.
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As previously mentioned, the end cap base 42 may be

inertia welded to the first end 32 of the housing 12.

0 ο ο
0 0 0

UUU Φ

For facilitating the welding operation, the end cap base

42 includes a circular stub 42a that matches the end 32

20Ο ·ί <J >9
Ο 0 0

υ ο ©
β

0 ο V © ο **0 ο

of housing 12.

In the inertia welding operation, with the loaded

housing 12 mounted in a suitable tailstock fixture (not

shown) and the end cap base 42 mounted in an aligned

suitable headstock fixture (not shown), the end cap base

25 42 is rotated by power clutch means (not shown) to a
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speed which may be about 1930 revolutions per minute. 

Upon the attainment of such speed, the power clutch 

means is actuated to disconnect the power source and the 

freely spirining end cap base 42 is moved toward the 

housing 12 to bring the circular stub 42a into contact 

with the housing end 32, with a force of about 630 

pounds being applied. The resulting friction stops the 

spinning of the end cap base 42 in a fraction of a 

second but raises the temperature of the area 

sufficiently to cause consolidation thereat of the metal 

of the housing 12 and the end cap base 42. Pressure is 

maintained for a short period, for example, a second 

or two, to allow the weld to solidify. Upon completion 

of the weld, a circular apron 42b that overlaps the 

circular stub 42a may be rolled against the adjacent 

outer surface of the housing 12 at the end 32 thereof to 

conceal the weld.

In the operation of the gas generator 10, an 

electrical impulse from a crash sensor (not shown) fires 

the electrically actuatable initiator assembly 94.

Firing of the assembly 94 results in ignition of the RDC 

fuze 58 which instantly sets off the booster charge 60 

of igniter granules along the entire length of the 

perforated igniter tube 52. The foil tape 54 wrapped 

around the igniter tube 52 not only contains the igniter25
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granules during manufacture but also provides uniform 

ignition thereof. Specifically, upon ignition of 

booster charge 60, the pressure of the resulting gas 

builds up until a threshold value is reached at which 

the foil tape 54 ruptures. This action promotes uniform 

ignition of the igniter granules prior to rupture and 

breakout of the hot gases produced by the ignited 

booster charge 60 into the load of gas generant pellets 

56 contained within the perforated combustion chamber 

tube 46.

Upon such initiation of combustion of the gas 

generant pellets 56 in the perforated combustion chamber 

tube 46, the pressure of the resulting gas begins to 

rise until a peak is reached. The relatively thick foil 

barrier 48, which as noted hereinbefore is 0.006 inches 

thick, allows a rapid pressure build up. Prior to the 

attainment of peak pressure, however, during the 

combustion function time, the gas pressure reaches a 

threshold value at which the foil barrier 48 ruptures. 

Upon such rupture, the material of the foil barrier 48 

is blown out of the way and the hot generated gas is 

allowed to flow through a plurality of holes 96 in the 

wall of combustion chamber tube 46, such gas flow being 

cleaned, that is, filtered, of solid particles of 

combustion by the inner combustion chamber screen 50. 

Holes 96 in the combustion chamber tube 46 preferably

25
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are provided in two rows on each side spaced along the 

length thereof, with the rows of holes 96 on both sides 

offset by approximately 90° from the rows of holes 38 in 

the wall 36 of housing 12.

The hot generated gas released through the holes 96 

passes around and through the outer cooling and filter 

screens 44 and immediately through the holes 38 in the 

wall 36 of housing 12 into an air bag (not shown) to be 

inflated.

At the same time the hot generated gas under 

pressure in the combustion chamber tube 46 ruptures and 

breaks through the delay foil 70 on the surface of the 

portion 66 of the delay body 20. The hot gas then 

passes in sequence through the passageway 26, the ball 

valve chamber 22, and the passageway 28. An initial 

rush of such hot gas through the bulkhead 18 into the 

second stage of the generator 10 is quickly

diminished due to movement of the ball 24 against the 

adjacent opening of passgeway 28. Such flow of hot gas 

sets off the booster charge 84 in the igniter tube 80 

along the entire length thereof thereby to produce 

ignition of the gas generant pellets 82 in the 

perforated combustion chamber tube 76. Upon ignition of

the gas generant pellets 82, the pressure of the 

resulting gas begins to rise. Prior to the attainment25
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of peak pressure/ however, during the combustion 

fucntion time, the gas pressure reaches a threshold 

value at which the foil barrier 72 on the inside of wall 

36 of housing 12 ruptures.

Upon rupture of the barrier foil 72, the hot 

generated gas produced in the combustion chamber tube 76 

is released and delivered to the airbag (not shown) 

through a plurality of holes 98 in the wall of tube 76, 

such gas being released immediately without encountering 

any further barriers although having to pass in sequence 

through the inner combustion chamber screen 78 for 

filtering and through the outer cooling and filtering 

screens 74 for cooling and additional filtering.

At the same time, the pressurization of the gases 

in the second stage forces the ball 24 of the delay body 

and ball valve to reverse, that is, to move through the 

ball valve chamber 22 into engagement with the ball 

valve seat 30 at the end of passageway 26. This cuts 

off the flow of gas from the second stage into the first 

stage and thus stops repressurization of the first 

stage, and makes the action that of two separate gas 

generators with a delay time between the two, in one 

embodiment of the invention, being approximately 15 

milliseconds. A barrier foil 72 having a thickness of 

0.004 inches, which is less than that of the barrier 

foil 48 in the first stage, is selected so that the

25
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rupture thereof to effect release of the gas to an 

airbag occurs when the pressure in the two stages are 

approximately equal, thereby balancing the pressures of 

the two stages .

5 In Fig. 4 there is graphically illustrated a

comparison of the performance of a typical single stage 

passenger gas generator and the two-stage gas generator 

according to the invention. Curve 100 in Fig. 4 shows

; the performance of a typical single stage passenger gaso m
A1'· 10 generator, that is, the rate at which the generator4 1«
•j'*1 output pressure rises. Curve 102 shows the pressure
« 0
; rise rate of a physical embodiment of the two stage
6 0 9
£,! generator 10 according to the invention.

till 15
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As snown oy curve luu ot fig. 4, tnere is a delay 

of about 9 milliseconds from the instant of gas 

generator initiation (represented by the intersection of 

the horizontal and vertical axes of the graph) before 

the pressure begins to rise in the single stage 

generator. In the next 11 milliseconds the pressure 

rise rate is seen to be very steep, resulting in a 

"TANK" or airbag pressure in a 100 liter tank of about 

11 pounds per square inch gauge (PSIG) 20 milliseconds 

after initiation. The pressure rise rate continues to 

be very steep, although moderating somewhat at 40 

milliseconds from initiation, resulting in a maximum25
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pressure of almost 40 PSIG at 60 milliseconds from

initiation .

In the two-stage gas generator 10, according to the 

invention, the delay from the instant of initiation

5 before the pressure begins to rise is shown by curve 

102 to be about 4 milliseconds. At the end of 20 

milliseconds from initiation, the tank pressure, as 

shown by curve 102, is 7.54 PSIG, as compared to 11 PSIG

° „ ", for the typical gas generator as shown by curve 100.■ ’ Ο ·» ·)
10 This initial relatively low pressure rise for the

I,;· / generator 10 occurs since the output pressure thereof
0 ·
S h, during the initial 20 millisecond time frame is due, at
0 i, :
U o least primarily, to the operation of the first stage

only .

15 Initiation of operation of the second stage ofa i D η ί
generator 10 at the end of the initial 20 milliseconde o

time frame causes the tank pressure to rise at a steeper
o ·. 0v ο υ

rate to produce a pressure of 27.75 PSIG at the end of 

40 milliseconds. Thereafter, the rate of pressure rise
o.» ©

°»«° S 20 gradually diminishes until at the end of 60 milliseconds 
«

*« ’ « the pressure is 36.5 pounds with maximum pressure of

39.85 PSIG occurring at 92.90 milliseconds from 

initiation .

Thus , 

provided a

in accordance with the invention, there 

two-stage gas generator in which the

is

25
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operation of the first stage is effective to provide 

rapid pressurization and release of inflation gas to an 

airbag and in which the operation of the second stage is 

effective to provide less rapid pressurization and

5 release of inflation gas to the airbag, thereby

increasing the delay time between the actuation of the 

two stages .

A feature of the invention is the incorporation in

„ the two-stage gas generator 10 of two methods for0 0*0 0 ·» » 0
o ■· 10 effecting delay in the initiation and operation of the

0 0 0 *"
0 ( C

j /% second stage after initiation and operation of the first
ο O i> o '

stage responsively to an incipient crash, the delays0 0 r o
produced by these methods being accumulative. The first 

method involves the use of the delay body 20 and ball

15 valve including ball 20, ball valve chamber 22,

passageways 26 and 28 and delay foil 70 on the surface
0 π u Λ ; of delay body 20 for delaying the initiation in

„ operation of the second stage.
o

v ϋ 1 4»

The second method for effecting a delay between the 

oeu’"e 20 actuation of the two stages of generator 10 involves the
V O 0

use of the foil barrier 72 in engagement with the inside 

of wall 36 of housing 12 for delaying the breakout of 

hot gases from the second stage after ignition of the 

load of gas generant pellets 82 therein. As noted, no

25 barrier of foil is provided on the inside of wall 36 of
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housing 12 in the first stage. As a result, there is a 

fast breakout of hot gases from the first stage through 

holes 38 in wall 36 upon rupture of the foil barrier 48 

in engagement with the inside of the wall of the 

combustion chamber tube 46. Thus, the first stage is 

operative to begin delivery of gas to the airbag at a 

time sooner than it would if a barrier foil were 

provided on the inside of wall 36. The subsequent 

pressurization of the second stage following initiation 

thereof by the gas flow through the ball valve passages

26 and 28 forces the ball 24 to reverse and seat on the 

ball valve seat 30. This stops repressurization of the 

first stage and makes the action of the two stages that 

of two separate gas generators with a delay time 

between the two of approximately 15 milliseconds.

Other features of the invention comprise:

(a) The use of a lightweight aluminum housing 

together with a combination of' components that 

lend themselves to economical manufacture and 

ease of assembly therein.

(b) The bulkhead/bal1 valve structure provides 

mechanical timing Cor ignition delay between 

the first and second stages of the gas 

generator and pressure control after ignition

I
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of the second stage to prevent 

repressurization of the first stage.

(c) The provisions made for gas diversion for

cooling and filtering and the maintenance of a

5 neutral thrust unit.
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(d) The cast or extruded boron nitrate booster

charge in the igniter for the second stage of 

the generator 10 eliminates the need therein 

for igniter granules and an igniter fuze.

Also eliminated is the need for an aluminum 

foil to retain the igniter granules.

With this description of the invention in detail, 

those skilled in the art will appreciate that 

modifications may be made to the invention without 

departing from its spirit. Therefore, it is not 

intended that the scope of the invention be limited to 

the specific embodiments illustrated and described. 

Rather, it is intended that the scope of the invention 

be determined by the appended claims and their 

equivalents .
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THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

ft a «* β a
O ft ft ft

:
ft ft aft D ftft ft ft β

« ft « <« a » ι » «
’2.5

1. A gas generator comprising,
a single impact extruded perforated elongated housing

5 having a first end and a second end,
an end cap base enclosing said first end of said

housing,
an end cap enclosing said second end of said housing, 
a perforated bulkhead positioned at an intermediate

10 location within said housing, said bulkhead forming first and
second elongated chambers within said housing and having 
formed therein a ball valve including a ball valve chamber and 
first and second openings connecting said ball valve chamber 
to said first and second elongated chambers, respectively,

15 with the entrance to said second chamber being denoted a first
position and the entrance to said first chamber being denoted(
a second position, said ball valve chamber housing a ball> I I
therein that is movable,

whereby, said ball is operable to move between said 
first and second positions to restrict flow of gas through 
said bulkhead,

whereby, at a second instant, said first chamber is 
pressurized, forcing said ball of said ball valve into said 
first position, suppressing gas flow into the second chamber 
and thereby insulating said first chamber from said second

·’· chamber,
whereby, at a third instant, a pressure drop in said

ft 1 first chamber loosens engagement of said ball of said ballin *
, ’·; valve in said ball valve chamber from said first position and
30 increased pressure in said second chamber forces said ball

into said second position and isolates said second chamber
from said first chamber,

first and second elongated gas generating charges of 
solid pyrotechnic material contained in said first and second 

35 elongated chamber, respectively, first and second elongated
perforated igniter tubes provided in operative relation with 
said first and second elongated gas generating charges, 
respectively, each of said perforated igniter tubes having a 
first end and a second end, and
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an initiator provided in operative relation with only-
one of said perforated igniter tubes.

2. The gas generator as defined by claim 1,
5 wherein said initiator is provided in operative

relation with said first gas generating charge.
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3. The gas generator as defined by claim 2,
wherein said perforated elongated housing has a

cylindrical wall with a plurality of outlet holes formed 
therein along the length thereof in at least two rows on each 
of the opposite sides of said housing, and further including,

first and second elongated perforated combustion 
chamber tubes each of which has a first end and a second end 
and an inner wall,

first and second elongated filter screens,
first and second elongated rupturable foil barriers,
first and second elongated cooling and filter screens

each of which has a first end and a second end,
wherein said first and second elongated gas

generating charges are contained within said first and second 
combustion chamber tubes, respectively,

wherein said first and second filter screens are 
provided in surrounding relations to said first and second gas 
generating charges, respectively, within the respectively 
associated perforated combustion chamber tube,

wherein said first foil barrier is provided in 
surrounding relation to said filter screen and gas generating 
charge in said first perforated combustion chamber tube, and

wherein said first and second elongated cooling and 
filter screens are provided in surrounding relation to said 
first and second combustion chamber tubes, respectively, and

wherein said second foil barrier is provided in 
surrounding relation to said second cooling and filter screens.

35
4. The 
thickness of 
centimeters)

gas generator as defined 
said first foil barrier 
and the thickness of said 
(0.010 centimeters).

by claim 3 wherein the 
is 0.006 inches (0.015 
second foil barrier is
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5. The gas generator as defined by claim 4 wherein said 
elongated housing is made of aluminum and each of said first 
and second perforated tubes is made of steel.

6. The gas generator as defined by claim 2 further 
including

an end cap and tube holder positioned at the first 
end of said elongated housing,

an end cap and tube locator positioned at the second 
end of said elongated housing, and

a rupturable elongated third foil barrier,
said end cap and tube holder having a projecting

portion that extends into said first end of said first 
perforated combustion chamber tube,

said bulkhead having a first portion thereon that 
extends in snug relation to said second end of said first 
perforated combustion chamber tube,

said third foil barrier being positioned in operative 
relation with said first portion of said bulkhead to normally 
preclude the flow of gas through said first passageway,

said end cap and tube holder having a receptacle 
thereon that receives and locates the first end of said first 
perforated igniter tube,

said second end of said first perforated igniter tube 
being positioned in abutting relation with said second portion 
of said bulkhead with said third foil barrier interposed 
therebetween,

said end cap and tube locator having a projecting 
portion that extends in snug relation into said second end of 
said second perforated combustion chamber tube,

said bulkhead having a second portion thereon that 
extends in snug relation into said first end of said second 
perforated combustion chamber tube, and

said end cap and tube locator having a receptacle on 
said projecting portion thereof for receiving and locating 
said second end of said second perforated igniter tube.

The gas generator as defined by claim 6 wherein said
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35

end cap and tube holder includes another portion that retains
the first end of said first cooling and filter screens with
the second end of said first cooling and filter screens
positioned in abutting relation with said bulkhead, and

wherein said end cap and tube locator includes
another portion that retains the second end of said second 
cooling and filter screens with the first end of said second 
cooling and filter screens positioned in abutting relation 
with said bulkhead.

8. The gas generator as defined by claim 7 further 
including an end cap base provided in sealing relation at 
first end of said housing, said end cap base containing said 
initiator therein in sealed relation therewith.

9. The gas generator as defined by claim 8 wherein said 
initiator includes an electric squib having electrical 
connections leading externally of said end cap base and of 
said housing.

10. The gas generator as defined by claim 9 wherein said 
end cap base is inertia welded to said first end of said 
housing .

11. The gas generator as defined by claim 9 wherein the 
perforations in each of said first and second combustion 
chamber tubes comprise a plurality of holes formed along the 
length thereof in at least two rows on each of the opposite 
sides thereof with such rows of holes being positioned at 
approximately a right angle with respect to the rows of outlet 
holes formed in said housing.

12. The gas generator according to any one of claims 1 to
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11 substantially as herein described with reference to the 
drawings .

DATED: 27 April 19925
PHILLIPS ORMONDE & FITZPATRICK 
Attorneys for:
MORTON INTERNATIONAL, INC.
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