(22) Date de dépôt/Filing Date: 2007/02/13
(41) Mise à la disp. pub./Open to Public Insp.: 2007/11/10
(45) Date de délivrance/Issue Date: 2011/04/19
(30) Priorité/Priority: 2006/05/10 (US11/382,642)

(54) Titre : APPAREIL DE FIXATION TEMPORAIRE POUR UN COFFRET ELECTRIQUE
(54) Title: TEMPORARY ATTACHMENT APPARATUS FOR AN ELECTRICAL BOX

(57) Abrégé/Abstract:
An accessory attachment apparatus temporarily attaches an accessory to an electrical box with which the accessory is to be used. The accessory attachment apparatus includes an accessory adapted to be received by the electrical box. A stem, which has first
and second ends, extends outwardly from the accessory. The first end of the stem is connected to the accessory. A spacer member is connected to the second end of the stem. The spacer member has a groove adapted to receive an edge of a wall of the electrical box to secure the accessory to the electrical box.
Abstract of the Disclosure

An accessory attachment apparatus temporarily attaches an accessory to an electrical box with which the accessory is to be used. The accessory attachment apparatus includes an accessory adapted to be received by the electrical box. A stem, which has first and second ends, extends outwardly from the accessory. The first end of the stem is connected to the accessory. A spacer member is connected to the second end of the stem. The spacer member has a groove adapted to receive an edge of a wall of the electrical box to secure the accessory to the electrical box.
TEMPORARY ATTACHMENT APPARATUS FOR AN ELECTRICAL BOX

Field of the Invention
[0001] The present invention relates to an attachment apparatus for temporarily attaching an accessory to an electrical box with which the accessory is to be used. More particularly, the present invention relates to a temporary attachment apparatus that is secured to the electrical box during formation of the electrical box. Still more particularly, the present invention relates to a method of temporarily securing an attachment apparatus to an electrical box. The temporary attachment apparatus is secured to the electrical box during formation of the electrical box to prevent accidental removal of the accessory connected to the attachment apparatus prior to the intended use of the accessory with the electrical box.
Background of the Invention

[0002] Structures often require accessory components to provide additional benefits or features to a user. For example, electrical boxes require non-metallic cable connectors to facilitate reception of cables, wires and the like by the electrical box. The cable connector is received by an opening in the electrical box. The cable connector has an opening adapted to securely receive cables therethrough. Cables are then passed through the cable connector and into the interior of the electrical box. Other accessories, such as wall supports to stabilize electrical boxes, are available to enhance usage of the electrical box by users.

[0003] One problem facing installation of accessories with electrical boxes is loss of the accessory during shipment and installation. Installers have difficulties keeping needed accessories with electrical boxes. During large construction projects in which numerous electrical boxes are installed, much time is lost by installers having to find accessories to be attached to the electrical boxes as they are installed. This provides for inefficient and costly electrical box installation. A need exists for an apparatus for temporarily attaching an accessory to an electrical box with which the accessory is to be used.

[0004] Another problem facing installers is matching desired accessories with designated electrical boxes. Electrical boxes and accessories are ordered separately and it is an inefficient and time consuming endeavor for an installer to match the accessories with the electrical boxes. A need exists for temporarily attaching an accessory to a structure with which the accessory is to be used so that the structure can be shipped with the accessory temporarily attached.

[0005] This problem is further complicated when installers take accessories from the existing inventory to replace accessories that have been lost, thereby creating a shortage of accessories. This results in delayed installation as additional accessories must be ordered to replenish the depleted inventory. A need exists for an apparatus for temporarily attaching an accessory to a structure with which the accessory is to be used to prevent loss of the accessory.
[0006] Existing temporary attachment devices have been used to attach accessories to electrical boxes. However, such temporary attachment devices are prone to breaking or becoming disengaged from the electrical box, such that the accessory and electrical box are separated, thereby defeating the purpose of the temporary attachment device. Thus, a need exists for a temporary attachment apparatus that more securely connects the accessory to the electrical box.


[0008] Thus, there is a continuing need to provide an improved temporary attachment apparatus for securing an accessory to an electrical box with which the accessory is to be used.

**Summary of the Invention**

[0009] Accordingly, the present invention seeks to provide an improved temporary attachment apparatus for securing an accessory to an electrical box with which the accessory is to be used.

[0010] A further aspect of the present invention seeks to provide an improved temporary attachment apparatus that secures an accessory to an electrical box during formation of the electrical box.

[0011] A still further aspect of the present invention seeks to provide a method of temporarily attaching an accessory to an electrical box with which the accessory is to be used during formation of the electrical box.

[0012] An accessory attachment apparatus is provided for temporarily attaching an accessory to an electrical box with which the accessory is to be used. The accessory attachment apparatus includes an accessory adapted to be received by the electrical box. A stem, which has first and second ends, extends outwardly from the accessory. The first end of the stem is connected to the accessory. A spacer member is connected to the second end of the stem. The spacer member has a groove adapted
to receive an edge of a wall of the electrical box to secure the accessory to the electrical box.

[0013] A method of temporarily securing a non-metallic accessory to an electrical box is provided. A spacer member of an accessory attachment apparatus is positioned proximal an edge of a base of the electrical box. An edge of a side wall of the electrical box is inserted in a groove in the spacer member. The side wall is fastened to the base of the electrical box to secure the accessory attachment apparatus to the electrical box.

[0014] Other aspects, advantages and salient features of the invention will become apparent from the following detailed description, which, taken in conjunction with the annexed drawings, discloses exemplary embodiments of the invention.

**Brief Description of the Drawings**

[0015] Referring now to the drawings that form a part of the original disclosure:

[0016] FIG. 1 is a perspective view of a temporary attachment apparatus according to an exemplary embodiment of the present invention;

[0017] FIG. 2 is a rear elevational view of the temporary attachment apparatus of FIG. 1;

[0018] FIG. 3 is a front elevational view of the temporary attachment apparatus of FIG. 1;

[0019] FIG. 4 is a front elevational view of an assembled electrical box to which a temporary attachment apparatus has been secured;

[0020] FIG. 5 is a left side elevational view of the assembled electrical box of FIG. 4;

[0021] FIG. 6 is a left side elevational view of the assembled electrical box of FIG. 5 with a left side wall of the electrical box removed;

[0022] FIG. 7 is a top plan view of the assembled electrical box of FIG. 4;

[0023] FIG. 8 is a left side elevational view in partial cross section of a temporary attachment apparatus secured to an assembled electrical box;
FIG. 9 is a front elevational view in cross section taken along line 9-9 of FIG. 8 of the temporary attachment apparatus secured to the assembled electrical box; and

FIG. 10 is a front elevational view in cross section similar to FIG. 9 in which a second temporary attachment apparatus is secured to the assembled electrical box.

Throughout the drawings, like reference numerals will be understood to refer to like parts, components and structures.

**Detailed Description of Exemplary Embodiments**

As shown in FIGS. 1 – 10, the present invention relates to an apparatus 11 for temporarily attaching an accessory 13 to a structure, such as an electrical box 15, with which the accessory is to be used. The accessory attachment apparatus 11 includes an accessory 13 adapted to be received by the electrical box 15. A stem 21 having a first end 23 and a second end 25 extends outwardly from the accessory 13. The first end 23 of the stem 21 is connected to the accessory 13. A spacer member 31 is connected to the second end 25 of the stem 21. The spacer member 31 has a groove 39 adapted to receive a wall 41 of the electrical box 15 to secure the accessory to the electrical box.

The accessory attachment apparatus 11 includes a stem 21 connecting the accessory 13 to the spacer member 31, as shown in FIGS. 1 - 4 and 9 - 10. The stem 21 has a first end 23 that is connected to the accessory 13 and a second end 25 that is connected to the spacer member 31. The stem 21 extends outwardly from the accessory 13. The stem may have a score line 27, as shown in FIG. 10, to facilitate removing the accessory 13 from the stem 21 when the accessory is to be used with the electrical box.

The spacer member 31 secures the accessory 13 to the electrical box 15, as shown in FIGS. 4 - 10. The spacer member 31 is secured to the second end 25 of the stem 21, as shown in FIGS. 1 - 3. The spacer member 31 has a first wall 33 and a second wall 35 connected by a connecting portion 37, which is recessed from an outer
edge of the first and second walls, as shown in FIGS. 1-3. A groove 39 is formed between the first and second walls 33 and 35 and the connecting portion 37. Preferably, the groove 39 is substantially arcuate and extends over approximately ninety degrees, as shown in FIGS. 5 and 6. Preferably, an angle \( \alpha \) between the spacer member 31 and the stem 21 is approximately 64.9 degrees, as shown in FIG. 2.

[0030] A score line 27, as shown in FIG. 10, may be made in the stem 21 to provide for easy separation of the accessory 13 from the stem 21, thereby frangibly and removably coupling the accessory to the accessory attachment apparatus 11. Any other suitable means of detachment may be used instead of a score line, such as weakening the stem at the desired point of separation. Alternatively, the stem 21 may be simply cut with scissors or shears to separate the accessory 13 from the stem.

[0031] The accessory 13 may be any accessory suitable for use with the support 15 to which the accessory is attached. The accessory 13 shown in FIGS. 1-3 and 8-10 is a cable connector for use with an electrical box 15. Alternatively, any suitable accessory may be attached to the stem 21, such as a box support for stabilizing the electrical box or a fastener retainer. Suitable accessories are disclosed in co-pending patents U.S. No. 7,414,192, granted August 19, 2008, and U.S. No. 7,211,744, granted May 1, 2007, which may be referred to for further details.

[0032] The electrical box 15 has a base 41, as shown in FIGS. 4-10. A first side wall 43, a second side wall 45, a top wall 47 and a bottom wall 49 extend outwardly from the base 41. Preferably, the base 41 and the top and bottom walls 47 and 49 are unitarily formed. First and second side walls 43 and 45 are preferably removably connected to the base 41 and the top and bottom walls 47 and 49. The base 41, first and second side walls 43 and 45, and the top and bottom walls 47 and 49 define a cavity 51.

[0033] As shown in FIG. 5, cutout portions 53 are formed in the upper and lower rear corners of the first and second side walls 43 and 45. Each of the cutout portions 53 in the first and second side walls 43 and 45 has an edge 55 that is adapted to be received by the groove 39 of the spacer member 31. The first side wall 43 has a first tab 61 and the second side wall has a second tab 63. The bottom wall 49 has a first
recess (not shown) adapted to receive the first tab 61 of the first side wall 43. The top wall 47 has a second recess 64 adapted to receive the second tab 63 of the second side wall 45. Opposite edges of the top and bottom walls 47 and 49 have fastener tabs 71 and 73, respectively, adapted to receive fasteners 72 and 74 to facilitate retaining the first and second side walls 43 and 45. A recess 75 in the second side wall 45 is adapted to receive the second fastener tab 73, as shown in FIG. 5. A similar recess in the first side wall 43, which is not shown, is adapted to receive the first fastener tab 71. An indented portion 77 is formed on the outer surface of the second side wall 45 proximal the recess 75 to receive the fastener 74. A corresponding indented portion (which is not shown) is formed on the outer surface of the first side wall 43 proximal the fastener tab recess to receive the fastener 72. Preferably, the first and second side walls are substantially identical, and are mirror images upon assembly of the electrical box 15.

[0034] Mounting brackets 81 and 83 are secured by fasteners 85 and 86 to the top and bottom walls 47 and 49, respectively, as shown in FIGS. 4 – 7. Preferably, the mounting brackets 81 and 83 are substantially L-shaped, such that a first leg of the bracket is secured to the electrical box and the second leg of the bracket is adapted to receive an electrical device.

[0035] Preferably, the accessory 13, the stem 21 and the spacer member 31 are unitarily formed as one-piece by, for example, molding. Preferably, the attachment apparatus 11 is made of a non-metallic material, such as a polycarbonate.

Assembly and Disassembly

[0036] As shown in FIGS. 4 – 5 and 7 - 10, the electrical box is assembled. FIG. 6 shows the accessory attachment apparatus 11 positioned in the cavity 51 of the electrical box 15 prior to connecting the second side wall 45 to the electrical box.

[0037] The first tab 61 of the first side wall 43 is inserted in the recess in the bottom wall 49. The first side wall 43 is then pivoted such that the rear edge of the first side wall is substantially flush with the base 41 and such that the fastener tab 71 is received by the fastener tab recess in the first side wall. The fastener 72 is then
inserted in a fastener hole in the fastener tab 71 and threaded downwardly such that the fastener is received by the indented portion in the first side wall 43. The top edge of the first side wall 43 is substantially flush with the top wall 47 of the electrical box and the bottom edge is substantially flush with the bottom wall 49, thereby preventing the first side wall from moving further into the cavity 51 of the electrical box. The fastener 72 substantially prevents outward movement of the first side wall 43. The first tab being received in the recess in the bottom wall 49 further prevents outward movement of the first side wall 43.

[0038] Installation of the second side wall 45 is substantially similar to installation of the first side wall 43. Prior to connecting the second side wall 45 to the electrical box 15, the temporary attachment apparatus 11 is disposed within the cavity 51 of the electrical box, as shown in FIG. 6. The first wall 33 of the spacer member 31 is positioned such that the first wall abuts the inner surface of the top wall 47 and the inner surface of the base 41, as shown in FIGS. 8 and 9. The connecting portion 37 abuts the outer edges of the base 41 and the top wall 47 to further facilitate positioning the temporary attachment apparatus 11.

[0039] The second side wall 45 is then installed in a manner substantially similar to the installation of the first side wall 43. The second tab 63 of the second side wall 45 is inserted in the recess 64 in the top wall 47, as shown in FIG. 7. The second side wall 45 is then pivoted such that the rear edge of the second side wall is substantially flush with the base 41 and such that the fastener tab 73 is received by the fastener tab recess 75 in the second side wall. Additionally, the outer edge 55 of the cutout portion 53 of the second side wall 45 proximal the top edge of the wall is received by the groove 39 of the spacer member 31. The second wall 35 of the spacer member 31 is disposed proximal an outer surface 46 of the second side wall 45 and the first wall 33 is disposed proximal an inner surface 48 of the second side wall, as shown in FIGS. 9 and 10. The first and second walls 33 and 35 of the spacer member 31 are larger than the cutout portion 53 such that the temporary attachment apparatus is not movable through the cutout portion. The temporary attachment apparatus 11 is
secured to the electrical box 15, thereby preventing accidental removal or detachment of the temporary attachment apparatus from the electrical box.

[0040] The fastener 74 is then inserted in a fastener hole in the fastener tab 73 and threaded downwardly such that the fastener is received by the indented portion 77 in the second side wall 45. The top edge of the second side wall 45 is substantially flush with the top wall 47 of the electrical box and the bottom edge is substantially flush with the bottom wall 49, thereby preventing the first side wall from moving further into the cavity 51 of the electrical box. The fastener 74 substantially prevents outward movement of the second side wall 45. The second tab 63 being received in the recess 64 in the top wall 47 further prevents outward movement of the second side wall 45.

[0041] As shown in FIG. 10, a second temporary attachment apparatus 111 may be secured to the electrical box 15. The second temporary attachment apparatus 111 is substantially identical to the first temporary attachment apparatus 11. The second temporary attachment apparatus 111 is secured to the electrical box 15 in a manner substantially identical to the installation of the first temporary attachment apparatus 11, except that the second temporary attachment apparatus 121 is retained by the base 41, bottom wall 49 and first side wall 43. The groove of the second spacer member 131 is received by the first side wall 43. Alternatively, the second attachment member 111 may received an edge of the lower cutout portion in the second side wall 45.

[0042] The second accessory 113 is disposed within the cavity 51 of the electrical box. The first wall 133 of the second spacer member 131 is disposed proximal an inner surface 44 of the first side wall 43, and the second wall 135 is disposed proximal an outer surface 42 of the first side wall. A score line 127 may be provided to facilitate removing the second accessory 113 from the stem 121 of the second temporary attachment apparatus 111.

[0043] While advantageous embodiments have been chosen to illustrate the invention, it will be understood by those skilled in the art that various changes and
modifications may be made therein without departing from the scope of the invention as defined in the appended claims.
WHAT IS CLAIMED IS:

1. An accessory attachment apparatus, comprising:
   an accessory adapted to be received by an electrical box;
   a stem having first and second ends and extending outwardly from said
   accessory, said first end of said stem being connected to said
   accessory; and
   a spacer member connected to said second end of said stem, said spacer
   member having a groove adapted to receive an edge of a wall of the
   electrical box to secure said accessory to the electrical box.

2. An accessory attachment apparatus according to claim 1, wherein
   said accessory is a non-metallic cable connector.

3. An accessory attachment apparatus according to claim 1, wherein
   said accessory, stem and spacer member are unitarily formed as one piece.

4. An accessory attachment apparatus according to claim 1, wherein
   said accessory, stem and spacer member are made of a non-metallic
   material.

5. An accessory attachment apparatus according to claim 1, wherein
   said spacer member has first and second wall members between which
   said groove is disposed.

6. An accessory attachment apparatus according to claim 5, wherein
   said first wall member of said spacer member is adapted to be disposed
   inside the electrical box and said second wall member is adapted to be
   disposed outside the electrical box.
7. An accessory attachment apparatus according to claim 1, wherein said stem is removable from said accessory proximal said first end of said stem.

8. An accessory attachment apparatus according to claim 1, wherein said stem has a score line to facilitate removal of said stem from said accessory.

9. An accessory attachment apparatus according to claim 1, wherein an angle between the second end of the stem and the spacer member is approximately sixty-five degrees.

10. An accessory attachment apparatus for an electrical box, comprising: an accessory adapted to be received by said electrical box; a stem having first and second ends extending outwardly from said accessory, said first end of said stem being connected to said accessory; a spacer member connected to said second end of said stem, said spacer member having a groove; an electrical box having a base and a side wall connected to said base, said side wall having an outer edge; and said groove of said spacer member receiving said outer edge of said side wall of said electrical box to secure said accessory to said electrical box.

11. An accessory attachment apparatus according to claim 10, wherein said accessory is a non-metallic cable connector.

12. An accessory attachment apparatus according to claim 10, wherein said accessory, stem and spacer member are unitarily formed.
13. An accessory attachment apparatus according to claim 10, wherein said accessory, stem and spacer member are made of a non-metallic material.

14. An accessory attachment apparatus according to claim 10, wherein said spacer member has first and second wall members between which said groove is disposed.

15. An accessory attachment apparatus according to claim 14, wherein said first wall member of said spacer member is disposed proximal an inner surface of said electrical box side wall and said second wall member is disposed proximal an outer surface of said side wall.

16. An accessory attachment apparatus according to claim 10, wherein said stem is removable from said accessory proximal said first end of said stem.

17. An accessory attachment apparatus according to claim 10, wherein said stem has a score line to facilitate removal of said stem from said accessory.

18. An accessory attachment apparatus according to claim 10, wherein an angle between the second end of the stem and the spacer member is approximately sixty-five degrees
19. A method of temporarily securing a non-metallic accessory to an electrical box, comprising the steps of
   positioning a first spacer member of a first accessory attachment apparatus proximal a first edge of a base of the electrical box;
   inserting a first edge of a first side wall of the electrical box in a first groove in the first spacer member; and
   fastening the first side wall to the base of the electrical box to secure the first accessory attachment apparatus to the electrical box.

20. A method of temporarily securing a non-metallic accessory to an electrical box according to claim 19, further comprising
   positioning a second spacer member of a second accessory attachment apparatus proximal a second edge of the base of the electrical box opposite the first edge of the base;
   inserting a second edge of a second side wall of the electrical box in a second groove in the second spacer member; and
   fastening the second side wall to the base of the electrical box to secure the second accessory attachment apparatus to the electrical box, the second side wall being opposite the first side wall.