Provided is a coated cutting tool (10) having a binder enriched substrate (18). The coating includes at least one chemical vapor deposited (CVD) layer (30) and at least one physical vapor deposited (PVD) layer (34). The PVD layer contains residual compressive stresses.
DESIGNATIONS OF “SU”

Any designation of “SU” has effect in the Russian Federation. It is not yet known whether any such designation has effect in other States of the former Soviet Union.

FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Full Name</th>
<th>Code</th>
<th>Full Name</th>
<th>Code</th>
<th>Full Name</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SU+</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
BINDER ENRICHED CVD AND PVD COATED CUTTING TOOL

BACKGROUND OF THE INVENTION

The present invention pertains to the field of coated cutting tools. It is especially concerned with those coated cutting inserts which may be subjected to repeated impacts during use, such as would be encountered during milling or other interrupted cutting operations.

Among the various metalcutting processes, milling is the most demanding operation as far as cutting inserts are concerned. Milling involves interrupted chip removal at constant speed. The tool tip repeatedly enters, cuts and leaves the workpiece, sustaining both mechanical and thermal shocks. The magnitude of these shocks depends on the length of the cut and the interval between cuts. The entry and exit parameters may also determine the extent of the mechanical shock produced in the tool material. These conditions are aggravated when cutting speeds are increased.

Cemented carbide cutting inserts employed in the milling operation often exhibit a number of parallel thermal cracks oriented normal to the cutting edge. These thermal cracks, by themselves, do not limit tool life. However, the inserts may also exhibit cracks parallel to the cutting edge. These cracks are believed to originate from the imposed mechanical shocks. The intersection of the thermal and mechanical
cracks can cause edge chipping and premature tool failure.

The prevailing practice to combat the edge chipping problem with a given cutting edge geometry is to design the cemented carbide substrate with higher levels of the cobalt binder. This solution reduces the chipping problem, but introduces another problem, namely, deformation and/or flank wear of the cutting edge.

In the past, cemented carbide grades, both with and without a coating, have been utilized in milling applications. Examples of uncoated milling inserts include K2885 inserts and K2884 inserts, which are tungsten carbide based cemented carbide tools having about 10.5 and 8.5 weight percent cobalt, respectively, and both containing various levels of the solid solution carbide forming elements, tantalum, niobium and titanium. Examples of coated milling inserts include KC710 inserts and KC720 inserts, which are tungsten carbide based cemented carbide tools which have been PVD (physical vapor deposition) coated with a layer of titanium nitride having high residual compressive stresses. The substrates used in KC710 and KC720 tools contain about 8.5 and 11.5 weight percent cobalt, respectively, and various amounts of solid solution carbide forming elements.

It is known that PVD coatings may be applied to cemented carbide substrates by a variety of techniques, such as ion plating, magnetron sputtering and arc evaporation. In addition, each technique has many variations. It has been observed that these techniques and their variations result in PVD coated tools with a variety of properties. Depending on the exact technique used to deposit the coating, properties such as coating hardness, residual stress, tendency to react or bond to the substrate may be positively or adversely affected. These PVD techniques and the

It is the inventors' opinion that the technique that provides the best PVD coating is that
described in the Buhl et al patent and article mentioned above which utilizes the Balzers AG ion plating technology and equipment. This belief is based on their analysis of different types of PVD coated tools which have shown that, in PVD TiN coatings, the highest hardeneses and the highest compressive residual stresses are attainable in the Balzers AG ion plated PVD coating. These properties produce a cutting tool that has higher wear resistance and less susceptibility to edge chipping and breakage than possessed by other PVD coated cutting tools. The PVD TiN coating on KC710 and KC720 is produced by the above Balzers PVD technique.

In addition, binder enriched grades of cutting tools have also been utilized in milling applications. These inserts include KC850 inserts and KC950 inserts. KC850 inserts have a C-type porosity cobalt enriched tungsten carbide based cemented carbide substrate having a bulk cobalt content of about 5.9 weight percent cobalt, and having additions of solid solution carbide forming elements. The KC850 inserts further have a CVD (chemical vapor deposition) coating on the substrate, having three layers: an inner layer of titanium carbide; an intermediate layer of titanium carbonitride and an outer layer of titanium nitride. The CVD three layer coating is described in U. S. Patent No. 4,035,541.

The KC950 inserts have an A type porosity, cobalt enriched tungsten carbide based cemented carbide substrate having a bulk cobalt content of about 6.0 weight percent and having additions of solid solution carbide forming elements. The KC950 inserts further have a CVD coating composed of an inner layer of titanium carbide, a middle layer of aluminum oxide and an outer layer of titanium nitride. The cobalt-enrichment in KC850 inserts and KC950 inserts occurs in a zone at the periphery of the cemented carbide
substrate and may be accompanied by solid solution carbide depletion. The cobalt concentration in the enriched zone typically has a maximum value in the range of 150 to 300 percent of the bulk cobalt content.

The enrichment mechanism in KC950 is described in United States Patent No. 4,610,931. (KC950, KC850, KC, KC710, KC720, K, K2885 and K2884 are trademarks of Kennametal Inc. for its cemented carbide grades of cutting inserts and are used as such herein).

CVD coatings are characterized by residual tensile stresses and thermal cracks due to differences in the thermal expansion coefficients of the CVD coating and the cemented carbide substrate. Therefore, CVD coated tools are more susceptible to edge chipping than PVD coated tools.

While the foregoing prior art cutting insert grades have all been commercially useful, there is always a need to further reduce the aforementioned problems associated with milling, of either limited cutting edge lifetimes due to premature chipping or due to deformation and/or flank wear.

SUMMARY OF THE INVENTION

Applicants have now discovered a cemented carbide cutting insert, having a coating of hard refractory layers, which has an improved combination of toughness, edge strength, thermal and mechanical shock resistance, deformation resistance and wear resistance. Applicants have demonstrated that a metalcutting insert having a substrate with a peripheral zone enriched in cobalt combined with a hard refractory coating having a CVD inner layer and a PVD outer layer, surprisingly provides wear resistance and additional chipping resistance while improving both the cutting edge lifetime and the consistency of tool performance in the milling of AISI 4140 steel.
In accordance with the present invention, a cutting tool is provided having a rake face and a flank face with a cutting edge at a junction of the rake and flank faces. The cutting tool has a coating which is bonded to a substrate. The substrate is made of metal carbide grains bonded by a binder material. The concentration of the binder is greater near a peripheral boundary of the substrate compared to its concentration away from the peripheral boundary. The coating has a number of layers, including a chemical vapor deposition (CVD) layer and a physical vapor deposition (PVD) layer. Preferably, the outermost PVD layer of the coating is outside of the last CVD layer. At least one PVD layer, preferably one outside of the last CVD layer, is in a state of residual compressive stress.

Preferably, for milling inserts, the binder concentration is enriched at or near both the peripheral boundaries of the substrate which are parallel to the flank and rake faces of the coated tool.

Preferably, the maximum binder enrichment is between 125 to 300 percent of the bulk binder content, more preferably 150 to 300 percent of the bulk binder content, and most preferably 200 to 300 percent of the bulk binder content of the substrate.

The CVD layer, or layers, may be selected from any of the hard refractory materials, such as the carbides, nitrides, carbonitrides, borides, boronitrides, oxycarbides, of titanium, zirconium, hafnium, and their solid solutions, and mixtures, and the oxides, and oxynitrides of aluminum.

The PVD layer, or layers, are preferably selected from any of the hard refractory materials, especially those now commercially available, such as titanium nitride, titanium carbonitride, and titanium aluminum nitride.
These and other aspects of the present invention will become more apparent upon review of the detailed specification in conjunction with the figures which are briefly described below.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Figure 1 shows an isometric view of an embodiment of a cutting tool in accordance with the present invention.

Figure 2 shows a cross section of the cutting tool shown in Figure 1, taken along II-II, as shown in Figure 1.

**DETAILED DESCRIPTION OF THE INVENTION**

In accordance with the present invention, Figure 1 shows a preferred embodiment of an indexable cutting insert 10 having cutting edges 12 at the junction of rake face 14 with flank faces 16. The cutting insert 10 shown in Figure 1 and used in the subsequent examples is an SPGN-433 (ANSI B212.4-1986) in either a sharp (shown in Figure 2) or honed (not shown) cutting edge condition.

Figure 2 shows a cross section at the cutting edge 12, taken along section II-II of Figure 1. In the embodiment shown in Figure 2, the substrate 18 has two zones, a nonbinder enriched region 20 and an outer binder enriched zone near the peripheral boundaries 24 and 26 of the substrate. As shown in Figure 2, it is preferred for milling applications that the binder enriched zone 22 be present underneath peripheral boundaries which lie parallel to the rake surface 14 and flank surfaces 16 of the cutting tool 10. In other applications, it is contemplated that the enriched zone 22 would be present under only the rake surface, it having been removed (e.g., by grinding) from the other surface.

In a preferred embodiment, the substrate is a WC based cemented carbide substrate containing at least 70 weight percent WC, and more preferably, at least 80
weight percent WC. The binder is preferably cobalt or a cobalt alloy and, preferably, has a bulk concentration of 3 to 12 weight percent. More preferably, the bulk cobalt content is about 5 to about 8 weight percent, and most preferably, about 5.5 to about 7 weight percent. The substrate also preferably contains solid solution carbide forming elements such as Ti, Hf, Zr, Nb, Ta, V, preferably selected from Ti, Nb and Ta alone or in combination with each other. These elements preferably may be added to the mix as an element, alloy, carbide, nitride or carbonitride. Preferably, the concentration of these elements is as follows: Ta 0-12 w/o; Ti 0-10 w/o and Nb 0-6 w/o. More preferably, the sum of Ta plus Nb is between about 3 to about 7 w/o and the titanium content is between about 0.5 to 10 w/o. Most preferably, the titanium content is about 1.5 to 4.0 w/o.

These elements form solid solution carbides with the WC in the substrate, except that in the enriched zone 22, the solid solution carbides have been wholly or partially depleted.

Within the enriched zone, the binder (e.g., cobalt) content should reach a maximum value which is between about 125 to 300 percent, preferably 150 to 300 percent, and more preferably, 200 to 300 percent, of its bulk concentration in the substrate. The enriched zone preferably extends to the substrate peripheral boundaries 24 and 26, but alternatively there may be a thin layer adjacent to these boundaries in which cobalt content has been reduced due to evaporation during substrate sintering. The thickness of the enriched zone is preferably less than 50 micrometers (µm) and more preferably, less than 40 µm. Most preferably, the average thickness of the enriched zone is between about 5 to about 20 µm.
Bonded onto the peripheral boundaries 24 and 26 of the substrate 18 is a hard refractory coating having at least two layers, a CVD layer and a PVD layer, with the last PVD layer preferably being outside the last CVD layer. Applicants have found that, when the PVD layer also has a compressive residual stress, that excellent cutting edge lifetimes are provided in milling steel.

It should be understood that, while not a preferred option, the present invention, may however, include within its scope cutting tools having a CVD or other layer outside of the outermost PVD layer so long as the outermost CVD layer is not deposited at a temperature which significantly reduces the residual compressive stresses in the PVD layer, thereby reducing the chipping resistance of the cutting tool.

In the preferred embodiment, shown in Figure 2, the inner CVD layer 30 is preferably a refractory nitride, such as Ti, Zr or Hf nitride. Nitrides are preferred over refractory carbides or carbonitrides for the inner layer adjacent to the substrates in order to minimize the formation of eta phase (Co₃W₃C and/or Co₇W₆C) at the cemented tungsten carbide based substrate peripheral boundary. Eta phase is a brittle phase which may make the cutting edge more susceptible to chipping. The second layer 32 in the coating shown in Figure 2 is preferably a CVD refractory carbonitride, or carbide, such as Ti, Zr or Hf carbonitride or carbide, because of the higher hardness and abrasion resistance of the carbides and carbonitrides of Ti, Zr and Hf compared to their nitrides. The CVD second layer and any additional CVD layers may include, for example, alumina, either as a single layer or multiple layers separated from each other by a layer of another refractory material, such as a nitride, carbonitride or carbide of Ti, Hf or Zr, preferably, Ti.
Where it is desired to have an Al$_2$O$_3$ CVD layer next to the outer PVD layer, it is preferred, in order to improve the bond strength between the Al$_2$O$_3$ and the PVD layer that a CVD nitride, carbonitride or carbide layer of Ti, Hf or Zr is preferably deposited between the alumina CVD layer and the PVD layer.

The final and outermost layer 34 of the coating is a hard refractory PVD layer, such as a nitride or carbonitride of Ti, Zr or Hf. This outermost layer has residual compressive stresses.

Preferably, the total coating thickness (CVD plus PVD) is about 5 to 12 μm. In the past, while it has been known that greater thicknesses of coating improve wear lifetime, coating thicknesses for milling applications have been generally limited to about 5 μm or less, since above this thickness, chipping resistance decreases. Applicants have now found that, using the present invention, coating thicknesses of greater than 5 μm may be utilized to obtain a combination of improved chipping resistance and improved wear resistance in milling.

The present invention is further illustrated by the following examples which are provided purely for illustration and not limitation.

Binder enriched substrates were made by the following procedures and then coated with various layers as described below to produce SPGN-433 style inserts.

The substrate powder was produced in a two stage milling procedure as illustrated in Table 1. In the first stage, the components were added to a four foot diameter by 5 foot long mill jar with 3400 kilograms of cemented tungsten carbide cycloids along with 130 gallons of heptane and milled for 18 hours to a Fisher Apparent Particle Size of 1.05 μm. The second stage components along with 95 gallons of heptane were
then added and the mix was ball milled an additional 12 hours to a Fisher Apparent Particle Size of 1.05 \( \mu \)m.

**TABLE 1**

<table>
<thead>
<tr>
<th>Material</th>
<th>Size</th>
<th>Charge</th>
<th>C</th>
<th>Co</th>
<th>Ta</th>
<th>Ti</th>
<th>Nb</th>
<th>W</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stage 1 WC</td>
<td>-40 Mesh</td>
<td>53.8</td>
<td>3.32</td>
<td>3.91</td>
<td>3.66</td>
<td>2.00</td>
<td>0.37</td>
<td>Rem.</td>
</tr>
<tr>
<td>TiN</td>
<td>1.3 ( \mu )m</td>
<td>2.0</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>TaNbC</td>
<td>-40 Mesh</td>
<td>1.7</td>
<td>0.13</td>
<td>-</td>
<td>1.09</td>
<td>-</td>
<td>0.48</td>
<td>-</td>
</tr>
<tr>
<td>Stage 2 Co</td>
<td>1.5 -</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>WC</td>
<td>2.0 ( \mu )m</td>
<td>2.1</td>
<td>-</td>
<td>2.10</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>1.8 -</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>2.2 ( \mu )m</td>
<td>40.4</td>
<td>2.47</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>Rem.</td>
</tr>
<tr>
<td>C</td>
<td>&lt; .1</td>
<td>.25</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

**TOTAL**

|       |       | 100   | 6.17| 6.01| 4.75| 3.50| 0.85| Rem. |

Mill charge was then spray dried. SPGN-433 style insert substrates were then pressed and sintered. Sintering was performed at about 2650 degrees Fahrenheit for about 30 minutes under a vacuum. The resulting sintered substrates had their flank and rake faces ground, during which the binder enriched zone was removed. The cutting edges of some of the substrates were then honed, while in other substrates, the cutting edges were left in a sharp condition. The substrates were then resintered at 2650 degrees Fahrenheit for about 30 minutes in vacuum to again provide a cobalt enriched zone beneath both the flank and rake peripheral boundaries of the substrate. The base was then ground to insure flatness. The resulting substrates had a magnetic saturation value of 90 percent, indicating the absence of C type porosity, and a magnetic coercive force value, \( H_c = 191 \) oerstads. Substrates of this type typically have a bulk hardness of about 92 Rockwell A and A type porosity with
possibly minor amounts of B type porosity. Evaluation of the substrate by energy dispersive spectroscopy showed a binder enriched zone near a peripheral boundary of the substrate having a thickness of about 20 to 25 \( \mu \text{m} \) and having a maximum cobalt concentration averaging about 12.7 w/o or averaging about 200 to 210 percent of the bulk substrate concentration.

The substrates were then coated with the CVD and PVD layers described in the following examples shown in Tables 2 through 6. The CVD coating techniques used were conventional in nature. First, a CVD TiN layer was applied to the substrate, and then a CVD-TiCN layer was applied on top of the CVD TiN layer. These layers were deposited between 950 and 1000 degrees Centigrade.

After the CVD TiCN layer, all surfaces (i.e., the rake and flank surfaces) except for the bottom surface, were coated with a PVD layer of TiN in a Balzers BAI-830 (Balzers AG, Liechtenstein) ion plating PVD coating unit at about 500 degrees Centigrade using a titanium source and a nitrogen atmosphere (see U. S. Patent No. 4,448,802). As is common practice during the initial stage of coating, a very thin layer (detectable by high resolution TEM) of titanium was deposited on the CVD TiCN layer to provide improved adhesion between it and the PVD-TiN layer.

Residual stresses in the outermost TiN layer and in the WC of the substrate of the following inserts were analyzed:

1. Enriched substrate (made as described above) + CVD (TiN(1 \( \mu \text{m} \))/TiCN(3 \( \mu \text{m} \))) + PVD TiN(4 \( \mu \text{m} \))

2. Enriched substrate (made as described above) + CVD (TiN(1 \( \mu \text{m} \))/TiCN(3 \( \mu \text{m} \)))/TiN(4 \( \mu \text{m} \))
3. Nonenriched substrate B (see Table 2) + CVD (TiN(1 μm)/TiCN(3 μm)) + PVD TiN (4 μm)

4. Nonenriched substrate B + CVD (TiN(1 μm)/TiCN(3 μm)/TiN(4 μm))

The \( \sin^2 \psi \) method of residual stress measurement was performed on the rake face of a sample of each of the foregoing inserts. The \( \psi \) angles used were as follows: 0, 21, 30, 38, 45, 52, -21, -30, -45, -52. All the data were collected on a Rigaku DMAX diffractometer with a stress measurement attachment (manufactured by Rigaku of OSAKA, Japan). Conventional peak fitting methods were used to analyze the x-ray diffraction peaks. The data were then fed into a Rigaku stress analysis program. In performing the analysis, the following mechanical properties were assumed: for WC--Poisson Ratio = 0.2 and Young's Modulus = 700 GPa; and for TiN--Poisson Ratio = 0.2 and Young's Modulus = 640 GPa. The peak reflections analyzed were the (211) reflection for WC and the (422) and (511) reflections for TiN. The residual stress was then calculated using a least squares fit to the peak data. This analysis showed that, where the outermost layer was a CVD TiN layer, it was under a residual tensile stress, but where the outermost layer was a PVD TiN layer, it was under a residual compressive stress. In all cases, the WC in the substrate had a residual compressive stress.

The machining performance of cobalt-enriched and non-enriched tools were evaluated by flycut milling tests as described below:
Workpiece material:
  AISI 4140 Steel (197-207 BHN)

Flycut milling conditions:
  850 sfm (surface feet/minute)
  0.008 ipt (inch/tooth)
  0.125 inch doc (depth of cut)
Dry

Insert Style: SPGN-433
Edge preparation sharp or honed as indicated.

Milling cutter diameter and style:
  6 inch - Kennametal No. KDPR-6-SP4-30MB (see
  Pages 2 and 44 of "Kennametal/81 Milling
  Cutters for Greater Productivity"
  Catalogue No. A80-105(75)HO)

Width of Cut: 3 inch
Length of Cut: 24 inch
Type of Milling: Climb

Tool life criteria:
  FW = 0.015 inch uniform flank wear
  MW = 0.030 inch maximum local flank wear
  CH = 0.030 inch chip
  BK = breakage

In a first series of examples, non-enriched substrates of various types and an enriched substrate prepared as described above were each coated with a CVD TiN inner layer, a CVD TiCN intermediate layer and a PVD TiN outer layer. The nominal thickness of these three layers was, respectively, about 1, 3 and 4 micrometers (μm). The resulting sharp edge SPGN-433 tools were then tested against each other using the milling test procedure previously described in order to compare tool life and chipping resistance data. The results of these tests are shown in Tables 2, 3 and 4. As shown by the data of Table 2, the enriched substrate provided enhanced resistance to premature edge chipping, whereas the non-enriched substrates A and C showed susceptibility to failure by premature chipping.
The Substrate B tools, while they did not undergo premature chipping, when chipping did occur, it was of a severe nature, rendering the cutting edge useless for further cutting. However, in the tools having an enriched substrate, where chipping was observed, it was of a relatively mild nature.

Comparing tools having enriched versus nonenriched substrates in Table 3, in a honed cutting edge condition, it can be seen that the failure mechanism is one of flank wear versus chipping for the enriched and nonenriched substrates, respectively. Chipping was not premature in the honed nonenriched substrate tools, since honing acts to mechanically strengthen the cutting edge, thereby reducing the chances of premature chipping. However, since the chipping was severe and is a relatively unpredictable phenomenon, this is still an undesirable condition, as indicated by the higher standard deviations found in tools having substrates B and C. Honing eliminated failure due to even mild edge chipping in the enriched substrates.

The superior edge chipping resistance of the enriched substrate is further substantiated by the results shown in Table 4 gathered from a test in which three tools of each type shown were run for six passes and the number of instances of chipping noted.

These tests thus underscore the key role played by the binder enriched periphery in combating edge chipping.
### TABLE 2
COMPARISON OF ENRICHED AND NON-ENRICHED SUBSTRATES USING SHARP CVD (TiN (1µm)/TiCN (3µm)) + PVD TiN (4µm) COATED CUTTING TOOLS

<table>
<thead>
<tr>
<th>Tool Material</th>
<th>Tool Life (minutes)</th>
<th>x</th>
<th>s</th>
</tr>
</thead>
<tbody>
<tr>
<td>Enriched Substrate</td>
<td>9.4 mw</td>
<td>12.2 ch</td>
<td>13.6 fw-ch</td>
</tr>
<tr>
<td>Substrate A</td>
<td>4.7 ch</td>
<td>2.8 ch</td>
<td>10.5 fw-ch</td>
</tr>
<tr>
<td>Substrate B</td>
<td>11.2 mw</td>
<td>11.2 ch</td>
<td>12.6 ch</td>
</tr>
<tr>
<td>Substrate C</td>
<td>3.3 ch</td>
<td>4.4 ch</td>
<td>4.9 ch</td>
</tr>
</tbody>
</table>

*All coating thicknesses reported herein are nominal thicknesses measured on the rake face within 2mm of the cutting edge.

x = average tool life time in minutes
s = standard deviation in minutes

Substrate A = WC based cemented carbide with 10.5 w/o Co, 7 w/o Ta, 5.5 w/o Ti, 2.5 w/o Nb R_A = 91.4, H_C = 180, A porosity
Substrate B = WC based cemented carbide with 8.5 w/o Co, 10 w/o Ta, 6 w/o Ti, R_A = 91.2, H_C = 150, A porosity
Substrate C = WC based cemented carbide with 9.5 w/o Co, 7.5 w/o Ta, 6 w/o Ti, 2.5 w/o Nb R_A = 91.5, H_C = 150, A porosity

### TABLE 3
COMPARISON OF ENRICHED AND NON-ENRICHED SUBSTRATES USING HONED CVD (TiN (1µm)/TiCN (3µm)) + PVD TiN (4µm) COATED CUTTING TOOLS

<table>
<thead>
<tr>
<th>Tool Material</th>
<th>Tool Life (minutes)</th>
<th>x</th>
<th>s</th>
</tr>
</thead>
<tbody>
<tr>
<td>Enriched Substrate</td>
<td>12.1 fw</td>
<td>12.5 fw</td>
<td>13.3 mw</td>
</tr>
<tr>
<td>Substrate A</td>
<td>11.4 ch</td>
<td>12.6 ch</td>
<td>12.7 ch</td>
</tr>
<tr>
<td>Substrate B</td>
<td>13.1 ch</td>
<td>9.9 ch</td>
<td>10.2 ch</td>
</tr>
<tr>
<td>Substrate C</td>
<td>14.0 ch</td>
<td>12.7 mw</td>
<td>10.0 ch</td>
</tr>
</tbody>
</table>

Hone = .002 inch radius

### TABLE 4
COMPARISON OF ENRICHED AND NON-ENRICHED SUBSTRATES USING HONED AND CVD (TiN (1µm)/TiCN (3µm)) + PVD TiN (4µm) COATED CUTTING TOOLS

<table>
<thead>
<tr>
<th>Tool Material</th>
<th>Number of Instances of Chipping after Six Milling Passes (Three Tests)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Enriched Substrate</td>
<td>None</td>
</tr>
<tr>
<td>Substrate A</td>
<td>3</td>
</tr>
<tr>
<td>Substrate B</td>
<td>1</td>
</tr>
</tbody>
</table>
In a second series of examples, a PVD TiN coating and various CVD coatings were compared with CVD and PVD combination coatings. All substrates were enriched substrates (except as noted in Table 6) having the composition and prepared by the method previously described herein. The fly cut milling data are shown in Tables 5 and 6. The data show an absence of premature chipping and failure, and hence a more consistent tool life, in the case of tools coated with CVD layers plus an outer PVD layer. The data also shows that a PVD TiN coating alone does not provide sufficient resistance to tool wear in that the PVD TiN coated tools wore out rapidly compared with the CVD and the CVD + PVD coated tools (see Table 5). Table 6 demonstrates that, if the PVD coating is followed by a CVD coating without a final PVD coating (see coating 3), the tool is not provided with an improvement in lifetime (compare with coatings 1 and 2). This result is theorized to be due to the high temperatures (≈ 900 – 1000 degrees Centigrade) utilized in the application of the subsequent CVD layers reducing the compressive residual stresses in the prior TiN PVD layer. Table 6 also demonstrates that, in those coatings having a final PVD layer, the average tool lives are longer and more consistent compared with the tools having only a CVD coating. These results clearly demonstrate the superior performance of the CVD + PVD coated cutting tool. These tools combine the wear resistance of CVD coatings and the benefits of PVD coatings such as smoothness, compressive residual stresses and retention of edge strength, with edge chipping resistance provided by cobalt enrichment.
### TABLE 5
**COMPARISON OF CVD, PVD AND CVD + PVD COATINGS USING ENRICHED SUBSTRATES**

<table>
<thead>
<tr>
<th>Coating</th>
<th>Tool Life (minutes)</th>
<th>x</th>
<th>s</th>
</tr>
</thead>
<tbody>
<tr>
<td>CVD (TiN(1µm)/TiCN)</td>
<td>11.9 mw</td>
<td>11.1 ch</td>
<td>14.0 fw</td>
</tr>
<tr>
<td>(3µm)/TiN(4µm)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>PVD TiN (4µm)</td>
<td>6.3 fw</td>
<td>8.1 fw</td>
<td>5.1 fw</td>
</tr>
<tr>
<td>PVD TiN (8µm)</td>
<td>8.2 fw</td>
<td>6.7 fw</td>
<td>9.3 fw</td>
</tr>
<tr>
<td>CVD (TiN(1µm)/TiCN)</td>
<td>13.4 mw-ch</td>
<td>14.0 fw-ch</td>
<td>16.0 fw</td>
</tr>
<tr>
<td>(3µm)+PVD TiN(4µm)</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
| *sharp edge cutting tools*

### TABLE 6
**COMPARISON OF CVD AND CVD + PVD AND PVD + AND PVD + CVD AND PVD COATINGS USING ENRICHED SUBSTRATES**

<table>
<thead>
<tr>
<th>Coating</th>
<th>Tool Life (minutes) and Failure Mode</th>
<th>x</th>
<th>s</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. CVD*</td>
<td>3.3 ch</td>
<td>22.3 ch</td>
<td>10.6 ch</td>
</tr>
<tr>
<td>2. CVD* + PVD TiN (4µm)</td>
<td>25.2 fw/mw</td>
<td>25.1 ch</td>
<td>20.0 mw</td>
</tr>
<tr>
<td>3. PVD TiN (4µm) + CVD*</td>
<td>7.2 ch</td>
<td>10.0 ch</td>
<td>4.1 ch</td>
</tr>
<tr>
<td>4. CVD**</td>
<td>19.6 mw/ch</td>
<td>18.1 mw</td>
<td>5.4 ch</td>
</tr>
<tr>
<td>5. CVD** + PVD TiN (4µm)</td>
<td>20.4 mw</td>
<td>27.7 mw</td>
<td>19.5 mw</td>
</tr>
<tr>
<td>6. CVD (TiN(1µm)/TiCN)</td>
<td>15.1 ch</td>
<td>23.3 fw/mw</td>
<td>3.5 ch</td>
</tr>
<tr>
<td>(3µm)/TiN(4µm)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>7. CVD (TiN(1µm)/TiCN)</td>
<td>27.9 br</td>
<td>23.8fw/mw</td>
<td>23.9 mw</td>
</tr>
<tr>
<td>(3µm)+PVDTiN(4µm)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>8. KC7102*</td>
<td>7.3 ch</td>
<td>12.6 ch</td>
<td>11.5 mw/ch</td>
</tr>
</tbody>
</table>

* (5 sets of the following two layer combination
  TICN (0.8µm)/Al₂O₃(0.2) followed by a TiCN(1µm) layer)

** (2 sets of the following two layer combination
  TICN (0.8µm)/Al₂O₃(0.2) followed by a TiCN(1µm) layer)

1 All inserts tested in a sharp cutting edge condition.
2 Non-enriched prior art commercial grade having PVD TiN (4 µm) coating utilizing substrate type B.
All applications, patents and other documents referred to herein are hereby incorporated by reference.

Other embodiments of the invention will be apparent to those skilled in the art from a consideration of this specification or practice of the invention disclosed herein. It is intended that the specification and examples be considered as exemplary only, with the true scope and spirit of the invention being indicated by the following claims.
WHAT IS CLAIMED IS:

1. A cutting tool comprising:
a rake face and a flank face;
a cutting edge at a junction of said
rake face and said flank face;
said cutting tool having a coating and a
substrate, wherein said coating is bonded to said
substrate;
wherein said substrate is a cemented
carbide having hard refractory grains bonded together
by a binder material;
wherein the concentration of said binder
material is greater near a peripheral boundary of said
substrate than the binder concentration is away from
the peripheral boundary of the substrate;
said coating having a number of layers;
said layers including a chemical vapor
deposition layer and a physical vapor deposition layer,
wherein said physical vapor deposition layer is in a
state of residual compressive stress.

2. The cutting tool according to Claim 1
wherein said chemical vapor deposition layer includes a
layer composed of a hard nitride selected from the
group consisting of Ti, Hf, Zr, their alloys with each
other and other elements.

3. The cutting tool according to Claim 2
wherein the hard nitride layer is adjacent to said
substrate.
4. The cutting tool according to Claim 1 wherein said chemical vapor deposition layer includes a layer composed of a hard carbonitride selected from the group consisting of the carbonitrides of Ti, Hf, Zr and their alloys with each other and their alloys with other elements.

5. The cutting tool according to Claim 3 wherein said chemical vapor deposition layer further includes a layer composed of a hard carbonitride selected from the group consisting of the carbonitrides of Ti, Hf, Zr and their alloys with each other and their alloys with other elements.

6. The cutting tool according to Claim 1 wherein said physical vapor deposition layer is selected from the group consisting of the nitrides and carbonitrides of Ti, Zr, Hf, their alloys with each other, and their alloys with other elements.

7. The cutting tool according to Claim 2 wherein said physical vapor deposition layer is selected from the group consisting of the nitrides and carbonitrides of Ti, Zr, Hf, their alloys with each other, and their alloys with other elements.

8. The cutting tool according to Claim 3 wherein said physical vapor deposition layer is selected from the group consisting of the nitrides and carbonitrides of Ti, Zr, Hf, their alloys with each other, and their alloys with other elements.

9. The cutting tool according to Claim 4 wherein said physical vapor deposition layer is selected from the group consisting of the nitrides and carbonitrides of Ti, Zr, Hf, their alloys with each other, and their alloys with other elements.

10. The cutting tool according to Claim 5 wherein said physical vapor deposition layer is selected from the group consisting of the nitrides and carbonitrides of Ti, Zr, Hf, their alloys with each other, and their alloys with other elements.
11. A cutting tool comprising:
a rake face and a flank face;
a cutting edge at a junction of said
rake face and said flank face;
said cutting tool having a coating and a
substrate;
wherein said substrate is a tungsten
carbide based cemented carbide having a bulk
composition of—

0-12 weight percent Ta,
0-6 weight percent Nb,
0.0-10 weight percent Ti, and
3-12 weight percent Co;
wherein the cobalt concentration is
enriched in a zone near a peripheral boundary of said
substrate;
said zone having a maximum cobalt
centration of 125 percent to 300 percent of the bulk
substrate cobalt concentration and said zone having a
thickness of less than 50 μm;
said coating having a number of layers;
said layers including at least one
chemical vapor deposition layer and at least one
physical vapor deposition layer;
wherein said physical vapor deposition
layer is in a state of residual compressive stress.

12. The cutting tool according to Claim 1
wherein the outermost layer of said physical vapor
deposition layer and said chemical vapor deposition
layer is said physical vapor deposition layer.

13. The cutting tool according to Claim 11
wherein said physical vapor deposition layer having
residual compressive stress is the outermost layer of
said coating.
INTERNATIONAL SEARCH REPORT

PCT/US91/03397

I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

IPC (5): B21D 15/18

II. FIELDS SEARCHED

Minimum Documentation Searched

Classification System

Classification Symbols

U.S. 428/698, 697, 699, 469, 472; 51/293, 295, 307, 309

Documentation Searched other than Minimum Documentation to the extent that such Documents are included in the Fields Searched

III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>AMERICAN NATIONAL STANDARD for Cutting Tools- Indexable inserts-identification system ANSI B212.4-1986</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,640,869 (LOTH) 03 February 1987. See the entire document.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>DD, A 148 349 (EBERSBACH) 20 May 1981. Translation, see entire document.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,743,515 (FISCHER ET AL) 10 May 1988; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,705,124 (ABRAHAMS ON ET AL) 10 November 1987; See the Abstract.</td>
<td>1-13</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

A Document defining the general state of the art which is not considered to be of particular relevance
E Earlier document but published on or after the international filing date
L Document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O Document referring to an oral disclosure, use, exhibition or other means
P Document published prior to the international filing date but later than the priority date claimed
T Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X Document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step
Y Document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
Z Document member of the same patent family

IV. CERTIFICATION

Date of the Actual Completion of the International Search: 31 JULY 1991
Date of Mailing of this International Search Report: 23 AUG 1991

International Searching Authority: ISA/US

Signature of Authorized Officer: Archene A. Turner

Form PCT/ISA/210 (second sheet) (May 1986)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, \cite{with indication, where appropriate, of the relevant passages}</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A, 4,642,003 (YOSHIMURA) 10 February 1987; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,610,931 (NEMETH ET AL) 09 September 1986; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>JP, A, 60-25605 (MITSUBISHI METAL KK) 08 February 1985; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>JP, A, 57-192259 (ASAHI YUKIAZAI KOGYO KK (TTUN)) 26 November 1982; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>JP, A, 56-152541 (SUMITOMO ELEC IND KK) 26 November 1981; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>JP, A, 55-83517 (MITSUBISHI METAL KK) 24 June 1980; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>JP, A, 54-73392 (SUMITOMO ELEC IND KK) 12 June 1979; See the Abstract.</td>
<td>1-13</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,101,703 (SCHINTLMEISTER) 18 July 1978; See the Abstract.</td>
<td>1-13</td>
</tr>
</tbody>
</table>