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To all whom it may concern: 
Be it known that I, JAMES R. POLLOCK, 

of Mansfield, in the county of Richland and 
State of Ohio, have invented a new and use 
ful Improvement in Suspenders, of which the 
following is a specification, 1'eference being 
had to the accompanying drawings. 
The invention relates to an improvement in 

suspenders, braces, and other analogous de 
vices, and consists in the elements hereinafter 
more fully described. 
The object of the invention is to provide 

the suspending device with a loop attached 
to the end or ends of the same by means of a 
malleable corrugated metallic clamp, and also 
to furnish such device with an auxiliary loop 
for sustaining the drawers. 

Figures 1 and 2 are plan views, showing 
the obverse and reverse sides of a device em 
bodying the elements of the invention. Fig. 
3 is a transverse section through the line 3 4 
of Fig. 2, and Fig. 4 is a like view through 
the line 12 of Fig. 1. 

In the accompanying drawings, A repre 
sents a piece of webbing or other suitable ma 
terial, the lower corners of which are rolled or 
folded toward each other, enveloping the up 
per ends of the loop B. About these ends, and 
the parts of the webbing aforesaid, is placed 
the clamp D, corrugated so as to form ridges 
upon its interior, to firmly secure it in place, 
the ends of the clamp D being bent down 
ward, so that each end overlaps an end of the 
loop B, and is pressed to place, conforming to 
the rotundity of the cord. Thus, it is obvious 
that a loop is formed which can readily be 
used instead of a button-hole, and is perfectly 
secure, as the corrugations of the claimp effect 
ually prevent the loop or the ends of the cord 
from slipping. 

The ends of the plates, which are folded or 
bent downward upon the webbing, are sharp 
ened so as to bite thereon, and thus co-oper 
ate with the corrugations in securing the at 
tachment. . 
To the inside of the said elds of the cord 

are placed the ends of the second cord, which 
forms the auxiliary loop E. This loop must 
be of greater length than the loop B, and thus 
it can pass downward within the waistband, 
and be passed over a button upon the waist 
band of the drawers; or the loop E may be 
passed through the loop B outward, and be 
passed over a button on and sustain a pair of 
overalls. The upper ends of the loop E or of 
the cord composing it are secured to the Web 
bing A by means of the corrugated clamp D, 
it being applied as above set forth to secure 
the ends of both cords or loops to the web bing. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
1. A suspender-button end consisting of a 

cord secured to the end of a piece of webbing 
by means of a corrugated clamp of malleable 
metal or analogous material, substantially as 
specified. 

2. The suspender-button strap consisting of 
the loops B and E, secured to the webbing A, 
by means of the corrugated clamp D, substan 
tially as set forth. 

In testimony that I claim the foregoing im 
provement in suspenders, as above described, 
I have hereunto set my hand this 6th day of 
February, 1877. 

JAS. R. POLLOCK, 
Witnesses: 

J. H. HERRON, 
JOHN T. BURCH. 

  


