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(57) Abstract: A wafer stage (WST) is
moved while monitoring a position using an X
interferometer (127) and a Y interferometer (16),
and a Z position of a Y scale (39Y, 39Y,) arranged
on the wafer stage upper surface is measured using
a sensor (72a to 72d). In this case, for example,
from a difference of measurement results of two
sensors (72a, 72b), tilt of the Y scale (39Y,) in
the Y-axis direction is obtained. By measuring the
tilt of the entire surface of Y scales (39Y1, 39Y,),
two-dimensional unevenness data of the scales are
made. By correcting the measurement results of the
sensor using the unevenness data, and then using the
corrected measurement results, it becomes possible
to drive the wafer stage two-dimensionally with
high precision.
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Description

DRIVE METHOD AND DRIVE SYSTEM FOR A MOVABLE BODY

Technical Field

The present invention relates to movable body drive
methods and movable body drive systems, pattern formation
methods and apparatuses, exposure methods and apparatuses,
device manufacturing methods, and measuring methods, and more
particularly to a movable body drive method and a movable body
drive system in which a movable body is driven along a
substantially two-dimensional plane, a pattern formation
method using the movable body drive method and a pattern
formation apparatus equipped with the movable body drive
system, an exposure method using the movable body drive method
and an exposure apparatus equipped with the movable body drive
system, a device manufacturing method using the pattern
formation method, and a measuring method to measure unevenness

of the movable body surface.

Background Art

Conventionally, in a lithography process for
manufacturing electron devices (microdevices) such as
semiconductor devices (such as integrated circuits) and
liquid crystal display devices, exposure apparatuses such as

a projection exposure apparatus by a step-and-repeat method
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(a so-called stepper) and a projection exposure apparatus by
a step-and-scan method (a so-called scanning stepper (which
is also called a scanner) are mainly used.

However, the surface of a wafer serving as a substrate
subject to exposure is not always flat, for example, by
undulation and the like of the wafer. Therefore, especially
in a scanning exposure apparatus such as a scanner and the
like, when a reticle pattern is transferred onto a shot area
on a wafer by a scanning exposure method, positional
information (focus information) related to an optical axis
direction of a projection optical system of the wafer surface
is detected at a plurality of detection points set in an
exposure area, for example, using a multiple point focal point
position detection system (hereinafter also referred to as
a "multipoint AF system") and the like, and based on the
detection results, a so-called focus leveling control is
performed (refer to, for example, U.S. Patent No. 5,448,332)
to control the position in the optical axis direction and the
inclination of a table or a stage holding a wafer so that the
wafer surface constantly coincides with an image plane of the
projection optical system in the exposure area (the wafer
surface is within the focal depth of the image plane).

Further, with the stepper or the scanner and the like,
wavelength of exposure light used with finer integrated
circuits is becoming shorter year by year, and numerical
aperture of the projection optical system is also gradually
increasing (higher NA), which improves the resolution.
Meanwhile, due to shorter wavelength of the exposure light

and larger NA in the projection optical system, the depth of
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focus had becomne extremely small, which caused a risk of focus
margin shortage during the exposure operation. Therefore, as
a method of substantially shortening the exposure wavelength
while substantially increasing (widening) the depth of focus
when compared with the depth of focus in the air, the exposure
apparatus that uses the immersion method has recently begun
to gather attention (refer to, for example, the pamphlet of
International Publication No. 2004/053955) .

However, in the exposure apparatus using this liguid
immersion method or other exposure apparatus whose distance
(working distance) between the lower end surface of the
projection optical system and the wafer is small, it is
difficult to place the multipoint AF system in the vicinity
of the projection optical system. Meanwhile, in the exposure
apparatus, in order to realize exposure with high precision,
realizing surface position control of the wafer with high
precision is required.

Further, with the stepper or the scanner or the like,
position measurement of the stage (the table) which holds a
substrate (for example, a wafer) subject to exposure was
performed in general, using a laser interferometer having a
high resolution. However, because the optical path length of
the laser interferometry beam which measures the position of
the stage is around several hundred mm or more, and also because
positioncontrolofthestagewithhigherprecisioniskecoming
required due to finer patterns owing to higher integration
ofsemiconductordevices,short—termvariationofn@asurement
values which is caused by air fluctuation which occurs due

to the influence of temperature fluctuation or temperature



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

gradient of the atmosphere on the beam path of the laser
interferometer can no longer be ignored.

Accordingly, instead of the interferometer, it is
conceivable that a sensor system which directly measures
positional information (surface position information) of the
surface of the table in the optical axis direction is used,
however, in such a system, there are various kinds of causes

of error which are different from the interferometer.

Disclosure of Invention
Technical Solution

According to a first aspect of the present invention,
there is provided a movable body drive method in which a movable
body is driven substantially along a two-dimensional prlane,
the method comprising: a drive process in which a detection
device that has at least one detection position and detects
positional information related to a direction orthogonal to
the two-dimensional plane of the movable body at the detection
point is used to detect the positional information of a
specificportion<xEthenwvablebody,andbased<x1thedetected
information and information related to unevenness of a
detection subject of the detection device corresponding to
the specific portion, the movable body is driven in at least
one of the direction orthogonal to the two-dimensional plane
mmiatiltdirectionwithrespecttothetwo—dimensionalplane.

According to this method, positional information of a
specific portion of the movable body related to a direction
orthogonal to the two-dimensional plane is detected using a

detection device, and based on a detection value after
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correction whose measurement errors due to unevenness of a
detection subject of the detection device corresponding to
the specific portion of the movable body included in the
detection value have been corrected based on the information
related to unevenness, it becomes possible to drive the movable
body in at least one of a direction orthogonal to the
two-dimensional plane and a tilt direction with respect to
the two-dimensional plane. Accordingly, it becomes possible
to drive the movable body in at least one of the direction
orthogonal to the two~dimensional plane and the tilt direction
with respect to the two-dimensional plane with good accuracy
using the detection device, without being affected by the
unevenness of the detection subject of the detection device.

According to a second aspect of the present invention,
there is provided a pattern formation method, comprising: a
mount process in which an object is mounted on a movable body
that can move along a movement plane; and a drive process in
which the movable body is driven by the movable body drive
method of the present invention, to form a pattern on the
object.

According to this method, by forming a pattern on the
object mounted on the movable body which is driven with good
precision using the movable body drive method of the present
invention, it becomes possible to form a pattern on the object
with good accuracy.

According to a third aspect of the present invention,
there is provided a device manufacturing method including a
pattern forming process, wherein in the pattern formation

process, a pattern is formed on a substrate using the pattern
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formation method of the present invention.

According to a fourth aspect of the present invention,
there is provided an exposure method in which a pattern is
formed on an object by an irradiation of an energy beam wherein
for relative movement of the energy beam and the object, a
movable body on which the object is mounted is driven, using
the movable body drive method of the present invention.

According to this method, for relative movement between
an energy beam irradiated on the object and the object, the
movable body on which the object is mounted is driven with
good precision, using the movable body drive method of the
present invention. Accordingly, it becomes possible to form
a pattern on the object with good precision by scanning
exposure.

According to a fifth aspect of the present invention,
there is provided a measuring method in which information is
measuredrelatedixnunevennessofzadetectionsubjectdetected
by a detection device, which is arranged on a surface parallel
to a two-dimensional plane of a movable body that moves
substantially along the two-dimensional plane and has a
plurality of detection positions and detects positional
information of the movable body related to a direction
orthogonal to the two-dimensional plane at each detection
position, the method comprising: an unevenness measurement
process in which the movable body is moved in a predetermined
direction, and measurement information of at least one sensor
measuring positional information of the movable body related
to a direction orthogonal to the two-dimensional plane and

measurement information of a first interferometer measuring
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positional information of the movable body in the
predetermineddirectionaretakeninmnlthenmvement,andbased
on the measurement information, unevenness information of the
detection subject of the detection device corresponding to
the specific portion of the movable body where the sensor
passes during the movement is computed.

According to this method, unevenness information of the
detection subject of the detection device corresponding to
the specific portion of the movable body can be obtained by
a simple method.

According to a sixth aspect of the present invention,
there is provided a first movable body drive system in which
anwvablebodyjj;drivenalongeasubstantiallytwo—dimensional
plane, the system comprising: a detection device that has a
plurality of detection positions, and detects positional
information of the movable body related to a direction
orthogonal to the two-dimensional plane at the detection
position; and a drive device that detects positional
information related to a direction orthogonal to the
two~dimensional plane of the specific portion of the surface
of the movable body at the plurality of detection points of
the detection device, and based on the detected information
and information related to unevenness of a detection subject
ofthedetectiondevicecorrespondingtx>thespecificportion,
drives the movable body in at least one of the direction
orthogonal to the two-dimensional plane and a tilt direction
with respect to the two-dimensional plane.

According to this system, it becomes possible to drive

the movable body in at least one of the direction orthogonal
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to the two~dimensional plane and the tilt direction with
respect to the two-dimensional plane with good accuracy using
thedetectiondevice,withoutbeingaffectedknztheunevenness
of the detection subject of the detection device.

According to a seventh aspect of the present invention,
there is provided a second movable body drive system that
drives a movable body which moves substantially in a
two—dimensionaldirection,thesystancomprising:zadetection
device which detects positional information of the movable
body in a direction perpendicular to the two~dimensional
direction when the movable body is positioned at a measurement
position placed within at least a part of an operating area
of the movable body; a storage device which stores information
related to unevenness of a detection subject of the detection
device; and a controller which controls a position of the
movable body in a direction perpendicular to the
two~dimensional direction, using positional information of
the movable body detected by the detection device and
information related to unevenness of the detection subject
of the detection device.

According to this system, it becomes possible to drive
the movable body in at least one of the direction orthogonal
to the two-dimensional plane and the tilt direction with
respect to the two-dimensional plane with good accuracy using
thedetectiondevice,withoutbeingaffectedknftheunevenness
of the detection subject of the detection device.

According to an eighth aspect of the present invention,
there is provided a pattern formation apparatus, comprising:

a movable body on which an object is mounted, and is movable



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

along a movement plane holding the object; and a movable body
drive system according to one of the first and second movable
body drive systems which drives the movable body for pattern
formation to the object.

According to this apparatus, by generating a pattern on
the object on the movable body driven with good accuracy by
one of the first and second movable body drive systems of the
bresent invention, it becomes possible to form a pattern with
good precision on the object.

According to a ninth aspect of the present invention,
there is provided an exposure apparatus that forms a pattern
on an object by an irradiation of an energy beam, the apparatus
comprising: a patterning device that irradiates the energy
beam on the object; and one of the first and second movable
bodydrivesystemsaccordingTXJthepresentinvention,whereby
the movable body drive system drives the movable body on which
the object is mounted for relative movement of the energy beam
and the object.

According to this apparatus, for relative movement of
the energy beam irradiated on the object from the patterning
device and the object, the movable body on which the object
is mounted is driven by the movable body drive system of the
present invention. Accordingly, it becomes possible to form
a pattern on the object with good precision by scanning

exXposure.,

Brief Description of the Drawings
FIG. 1is aview schematically showing the configuration

of an exposure apparatus related to an embodiment.
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FIG. 2 is a planar view showing a stage device in FIG.

FIG. 3 is a planar view showing the placement of various
measuring apparatuses (such as encoders, alignment systems,
a multipoint AF system, and Z heads) that are equipped in the
exposure apparatus in FIG. 1.

FIG. 4(A) is a planar view showing a wafer stage, and
FIG. 4(B) is a schematic side view of a partially sectioned
wafer stage WST.

FIG. 5(A) is aplanar view that shows a measurement stage
MST, and FIG. 5(B) is a partially sectioned schematic side
view that shows measurement stage MST.

FIG. 6 is a block diagram showing a configuration of a
control system of the exposure apparatus related to an
embodiment.

FIG. 7 is a view schematically showing an example of a
configuration of a Z head.

FIG. 8(A) is a view showing an example of a focus sensor,
FIGS. 8(B) and 8(C) are views used to explain the shape and
function of a cylindrical lens in FIG. 8 (A).

FIG. 9(A) is a view showing a divided state of a
detection area of a tetrameric light receiving element, FIGS.
9(B), 9(C), and 9(D) are views respectively showing a
cross-sectional shape of reflected beam IB2 on a detection
surfacejjlafront—focused,eulidealfocus,andiaback—focused
state.

FIGS. 10(A) to 10(C) are views used to explain focus
mapping performed in the exposure apparatus related to an

embodiment.
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FIGS. 11(A) and 11(B) are views used to explain focus
calibration performed in the exposure apparatus related to
an embodiment.

FIGS. 12(A) and 12(B) are views used to explain offset
correction among AF sensors performed in the exposure
apparatus related to an embodiment.

FIG. 13 is a view showing a state of the wafer stage and
the measurement stage where exposure to a wafer on the wafer
stage is performed by a step-and-scan method.

FIG. 14 is a view showing a state of both stages at the
time of unloading of the wafer (when the measurement stage
reaches the position where Sec-BCHK (interval) is performed) .

FIG. 15 is a view showing a state of both stages at the
time of loading of the wafer.

FIG. 16 is a view showing a state of both stages at the
time of switching (when the wafer stage has moved to a position
where the former processing of Pri-BCHK is performed) from
stage servo control by the interferometer to stage servo
control by the encoder.

FIG. 17 is a view showing a state of the wafer stage and
the measurement stage when alignment marks arranged in three
first alignment shot areas are being simultaneously detected
using alignment systems ALl, AL2, and AL2,.

FIG. 18 is a view showing a state of the wafer stage and
the measurement stage when the former processing of focus
calibration is being performed.

FIG. 19 is a view showing a state of the wafer stage and
the measurement stage when alignment marks arranged in five

second alignment shot areas are being simultaneously detected
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using alignment systems ALl and AL2; to AL2,.

FIG. 20 is a view showing a state of the wafer stage and
the measurement stage when at least one of the latter
processing of Pri-BCHK and the latter processing of focus
calibration is being performed.

FIG. 21 is a view showing a state of the wafer stage and
the measurement stage when alignment marks arranged in five
third alignment shot areas are being simultaneously detected
using alignment systems ALl and AL2; to AL2,.

FIG. 22 is a view showing a state of the wafer stage and
the measurement stage when alignment marks arranged in three
fourth alignment shot areas are being simultaneously detected
using alignment systems ALl, AL2, and AL2s.

FIG. 23 is a view showing a state of the wafer stage and
the measurement stage when the focus mapping has ended.

FIGS. 24(A) and 24(B) are views for explaining a
computation method of the Z position and the amount of tilt
of wafer table WIB using the measurement results of the Z heads.

FIGS. 25(A) and 25(B) are views for explaining a
measuring method of a surface unevenness of a reflection
grating, using a Z sensor and a Z interferometer.

FIGS.26(A)t026(D)areviewsforexplaininge&measuring
method of a surface unevenness of a reflection grating by a
surface position measurement using one Z head.

FIGS. 27 (A) to 27(D) are views for explaining a measuring
method of a surface unevenness of a reflection grating by a

tilt measurement using two Z heads.

Best Mode for Carrying Out the Invention
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Hereinafter, an embodiment of the present invention will
be described, referring to PIGS. 1 to 27.

FIG. 1 shows a schematic configuration of an exposure
apparatus 100 in the embodiment. Exposure apparatus 100 is
a scanning exposure apparatus of the step—-and-scan method,
namely the so-called scanner. As it will be described later,
a projection optical system PL is arranged in the embodiment,
and in the description below, a direction parallel to an
optical axis AX of projection optical system PL will be
described as the Z-axis direction, a direction within a plane
orthogonal to the Z-axis direction in which a reticle and a
wafer are relatively scanned will be described as the Y-axis
direction, a direction orthogonal to the Z-axis and the Y-axis
will be described as the X-axis direction, and rotational
(inclination) directions around the X-axis, the Y-axis, and
the Z-axis will be described as 6x, @y, and 6z directions,
respectively.

Exposure apparatus 100 is equipped with an illumination
system 10, a reticle stage RST that holds a reticle R that
is illuminated by an illumination light for exposure
(hereinafter, referred to as illumination light, or exposure
light) IL from illumination system 10, a projection unit PU
that includes projection optical system PL that projects
illumination light IL emitted from reticle R on a wafer W,
a stage device 50 that has a wafer stage WST and a measurement
stage MST, their control system, and the like. On wafer stage
WST, wafer W is mounted.

Illumination system 10 includes a light source, an

illuminance uniformity optical system, which includes an



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

14

optical integrator and the like, and an illumination optical
system that has a reticle blind and the like (none of which
are shown), as is disclosed in, for example, U.S. Patent
Application Publication No.2003/0025890 and the like.
Illuminationsystem]i)illuminateseaslit—shapedillumination
area IAR which is set on reticle R with a reticle blind (a
masking system)by illumination light (exposure light) IL with
a substantially uniform illuminance. In this case, as
illumination light IL, for example, an ArF excimer laser beam
(wavelength 193 nm) is used. Further, as the optical
integrator, for example, a fly-eye lens, a rod integrator (an
internal reflection type integrator), a diffractive optical
element or the like can be used.

On reticle stage RST, reticle R on which a circuit
pattern or the like is formed on its pattern surface (the lower
surface in FIG. 1) is fixed, for example, by vacuum chucking.
Reticle stage RST is finely drivable or movable in within an
XY plane by a reticle stage drive section 11 (not shown in
FIG. 1, refer to FIG. 6) that includes a linear motor or the
like, and reticle stage RST is also drivable in a scanning
direction (in this case, the Y-axis direction, which is the
lateral direction of the page surface in FIG. 1) at a designated
scanning speed.

The positional information (including position
(rotation) information in the 6z direction) of reticle stage
RST in the XY plane (movement plane) is constantly detected,
for example, at a resolution of around 0.25 nm by a reticle
laser interferometer (hereinafter referred to as a "reticle

interferometer") 116, via a movable mirror 15 (the mirrors
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actually arranged are a Y movable mirror (or a retro reflector)
that has a reflection surface which is orthogonal to the Y~axis
and an X movable mirror that has a reflection surface
orthogonal to the X~axis). The measurement values of reticle
interferometer 116 are sent to a main controller 20 (not shown
in FIG. 1, refer to FIG. 6). Main controller 20 computes the
position of reticle stage RST in the X-axis direction, Y-axis
direction, and the 6 z direction based on the measurement
values of reticle interferometer 116, and also controls the
position (and velocity) of reticle stage RST by controlling
reticlestagedrivesectionZKLbasedcnlthecomputationresults.
Incidentally, instead of movable mirror 15, the edge surface
of reticle stage RSV can be mirror polished so as to form a
reflection surface (corresponding to the reflection surface
of movable mirror 15). Further, reticle interferometer 116
can measure positional information of reticle stage RST
related to at least one of the Z-axls, 0x, or 6y directions.
Projection unit PU is placed below reticle stage RST in
FIG. 1. Projection unit PU includes a barrel 40, and
projection optical system PL that has a plurality of optical
elementswhidnareheldjjlapredeterminedpositionalrelation
inside barrel 40. As projection optical system PL, for
example, a dioptric system is used, consisting of a plurality
of lenses (lens elements) that is disposed along an optical
axis AX, which is parallel to the Z-axis direction.
Projection optical system PL is, for example, a both-side
telecentric dioptric system that has a predetermined
projection magnification (such as one~-quarter, one-fifth, or

one-eighth times). Therefore, when illumination light IL
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from illumination system 10 illuminates illumination area IAR,
a reduced image of the circuit pattern (2 reduced image of
a part of the circuit pattern) of the reticle is formed within
illumination area IAR, with illumination light IL that has
passed through reticle R which is placed so that its pattern
surface substantially coincides with a first plane (an object
plane) of projection optical system PL, in an area conjugate
to illumination area IAR on wafer W (exposure area) whose
surface is coated with a resist (a photosensitive agent) and
is placed on a second plane (an image plane) side, via
projection optical system PL (projection unit PU). And by
reticle stage RST and wafer stage WST being synchronously
driven, the reticle is relatively moved in the scanning
direction (the Y~axis direction) with respect to illumination
area IAR (illumination light IL) while wafer W is relatively
moved in the scanning direction (the Y-axis direction) with
respect to the exposure area (illumination light IL), thus
scanning exposure of a shot area (divided area) on wafer W
is performed, and the pattern of the reticle is transferred
onto the shot area. That is, in the embodiment, the pattern
is generated on wafer W according to illumination system 10,
the reticle, and projection optical system PL, and then by
the exposure of the sensitive layer (resist layer) on wafer
W with illumination light IL, the pattern is formed on wafer
W.

Incidentally, although it is not shown, projection unit
PU is installed in a barrel platform supported by three struts
via a vibration isolation mechanism. However, as well as such

a structure, as is disclosed in, for example, the pamphlet



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

17

of International Publication W02006/038952 and the like,
projection unit PU can be supported by suspension with respect
to a mainframe member (not shown) placed above projection unit
PU or with respect to a base member on which reticle stage
RST is placed.

Incidentally, in exposure apparatus 100 of the
embodiment, because exposure is performed applying a liquid
immersionn@thod;anopeningcnlthereticlesidebecomeslarger
with the substantial increase of the numerical aperture NA.
Therefore,inordertosatisfyPetzval’sconditianandtoavoid
an increase in size of the projection optical system, a
reflection/refraction system (a catodioptric system) which
is configured including a mirror and a lens can be employed
as a projection optical system. Further, in wafer W, in
addition to a sensitive layer (a resist layer), for example,
a protection film (a topcoat film) or the like which protects
the wafer or a photosensitive layer can also be formed.

Further, in exposure apparatus 100 of the embodiment,
in order to perform exposure applying the liquid immersion
method,armmzleunit32thatconstitutespartofealocalliquid
immersion device 8 is arranged so as to enclose the periphery
of the lower end portion of barrel 40 that holds an optical
element that is closest to an image plane side (wafer W side)
that constitutes projection optical system PL, which is a lens
(hereinafter, also referred to a "tip lens") 191 in this case.
In the embodiment, as shown in FIG. 1, the lower end surface
of nozzle unit 32 is set to be substantially flush with the
lower end surface of tip lens 191. Further, nozzle unit 32

is equipped with a supply opening and a recovery opening of
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liquid Lq, a lower surface to which wafer W is placed facing
and at which the recovery opening is arranged, and a supply
flow channel and a recovery flow channel that are connected
to a liquid supply pipe 31A and a liguid recovery pipe 31B
respectively. Liquidsupplypipe31Aandliquidrecoverypipe
31B are slanted by around 45 degrees relative to an X-axis
direction and Y-axis direction in a planar view (when viewed
from above) as shown in FIG. 3, and are placed symmetric to
a straight line (a reference axis) LV which passes through
the center (optical axis AX of projection optical system PI,
coinciding with the center of exposure area IA previously
described in the embodiment) of projection unit PU and is also
parallel to the Y-axis.

One end of a supply pipe (not shown) 1is connected to
liquid supply pipe 31A while the other end of the supply pipe
is connected to a liquid supply device 5 (not shown in FIG.
1, refer to FIG. 6), and one end of a recovery pipe (not shown)
is connected to liquid recovery pipe 31B while the other end
of the recovery pipe is connected to a liquid recovery device
6 (not shown in FIG. 1, refer to FIG. 6).

Liquid supply device 5 includes a liquid tank for
supplying liquid, a compression pump, a temperature
controller, a valve for controlling supply/stop of the liguid
to liquid supply pipe 31A, and the like. As the valve, for
example, a flow rate control valve is preferably used so that
not only the supply/stop of the ligquid but also the adjustment
of flow rate can be performed. The temperature controller
adjusts the temperature of the liquid within the tank, for

example, to nearly the same temperature as the temperature
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within the chamber (not shown) where the exposure apparatus
is housed. Incidentally, the tank, the compression pump, fhe
temperature controller, the valve, and the like do not all
have to be equipped in exposure apparatus 100, and at least
part of them can also be substituted by the equipment or the
like available in the plant where exposure apparatus 100 is
installed.

Ligquid recovery device 6 includes a liguid tank for
collecting liquid, a suction pump, a valve for controlling
recovery/stop of the liquid via liquid recovery pipe 31B, and
the like. As the valve, it is desirable to use a flow control
valve similar to the valve of liquid supply device 5.
Incidentally, the tank, the suction pump, the valve, and the
like do not all have to be equipped in exposure apparatus 100,
and at least part of them can also be substituted by the
equipment or the like available in the plant where exposure
apparatus 100 is installed.

In the embodiment, as liquid Lg described above, pure
water (hereinafter, it will simply be referred to as "water"
besides the case when specifying is necessary) that transmits
the ArF excimer laser light (light with a wavelength of 193
nm) is to be used. Pure water can be obtained in large
quantities at a semiconductor manufacturing plant or the like
without difficulty, and it also has an advantage of having
no adverse effect on the photoresist on the wafer, to the
optical lenses or the like.

Refractive index n of the water with respect to the ArF
excimer laser light is around 1.44. In the water the

wavelength of illumination light IL is 193 nm x 1/n, shorted
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to around 134 nm.

Liquid supply device 5 and liquid recovery device 6 each
have a controller, and the respective controllers are
controlled by main controller 20 (refer to FIG. 6) . According
to instructions from main controller 20, the controller of
liquid supply device 5 opens the valve connected to liguid
supply pipe 31A to a predetermined degree to supply liquid
(water) to the space between tip lens 191 and wafer W via liquid
supplypipe31A,thesupplyflowcmannelandthesupplyopening.
Further,whanthewaterissupplied,accordingtojjwtructions
from main controller 20, the controller of liquid recovery
device 6 opens the valve connected to liquid recovery pipe
31B to a predetermined degree to recover the liquid (water)
from the space between tip lens 191 and wafer W into liquid
recovery device 6 (the liquid tank) via the recovery opening,
the recovery flow channel and liquid recovery pipe 31B.
During the supply and recovery operations, main controller
20 gives commands to the controllers of liquid supply device
5 and liquid recovery device 6 so that the quantity of water
supplied to the space between tip lens 191 and wafer W
constantly equals the quantity of water recovered from the
Space. Accordingly, a constant quantity of liquid (water) Lg
(refer to FIG. 1) is held in the space between tip lens 191
and wafer W. 1In this case, liquid (water) Lg held in the space
between tip lens 191 and wafer W is constantly replaced.

As 1s obvious from the above description, in the
embodiment, local liquid immersion device 8 is configured
including nozzle unit 32, liquid supply device 5, liquid

recovery device 6, liquid supply pipe 31A and liquid recovery
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pipe 31B, and the like. Incidentally, part of local liquid
immersion device 8, for example, at least nozzle unit 32 may
also be supported in a suspended state by a main frame
(including the barrel platform) that holds projection unit
PU, or may also be arranged at another frame member that is
separate from the main frame. Or, in the case projection unit
PU is supported in a suspended state as is described earlier,
nozzle unit 32 may also be supported in a suspended state
integrally with projection unit PU, but in the embodiment,
nozzle unit 32 is arranged on a measurement frame that is
supported in a suspended state independently from projection
unit PU. In this case, projection unit PU does not have to
be supported in a suspended state.

Incidentally, also in the case measurement stage MST is
located below projection unit PU, the space between a
measurement table (to be described later) and tip lens 191
can be filled with water in the similar manner to the manner
described above.

Incidentally, in the description above, one liguid
supply pipe (nozzle) and one liquid recovery pipe (nozzle)
were arranged as an example, however, the present invention
is not limited to this, and a configuration having multiple
nozzles as is disclosed in, for example, the pamphlet of
International Publication No. 99/49504, may also be employed,
in the case such an arrangement is possible taking into
consideration a relation with adjacent members. The point is
that any configuration can be employed, as long as the liquid
can be supplied in the space between optical member (tip lens)

191 in the lowest end constituting projection optical system
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PL and wafer W. For example, the liquid immersion mechanism
disclosed in the pamphlet of International Publication No.
2004/053955, or the liquid immersion mechanism disclosed in
the EP Patent Application Publication No. 1 420 298 can also
be applied to the exposure apparatus of the embodiment.

Referring back to FIG. 1, stage device 50 is equipped
with a wafer stage WST and a measurement stage MST placed above
a base board 12, a measurement system 200 (refer to FIG. 6)
which measures positional information of the stages WST and
MST, a stage drive system 124 (refer to FIG. 6) which drives
stages WST and MST and the like. Measurement system 200
includes an interferometer system 118, an encoder system 150,
and a surface position measurement system 180 and the like
as shown in FIG. 6. Incidentally, details on interferometer
system 118, encoder system 150 and the like will be described
later in the description.

Referring back to FIG. 1, on the bottom surface of each
of wafer stage WST and measurement stage MST, a noncontact
bearing (not shown), for example, a vacuum preload type
hydrostatic air bearing (hereinafter, referred to as an “air
pad”) is arranged at a plurality of points, and wafer stage
WST and measurement stage MST are supported in a noncontact
manner via a clearance of around several um above base board
12, by static pressure of pressurized air that is blown out
from the air pad toward the upper surface of base board 12.
Further, stages WST and MST are drivable independently within
the XY plane, by stage drive system 124 (refer to FIG. 6) which
includes a linear motor and the like.

Wafer stage WST includes a stage main section 91, and
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a wafer table WIB that is mounted on stage main section 91.
Wafer table WTB and stage main section 91 are configured
drivable in directions of six degrees of freedom (X, Y, Z,
0%, Oy, and 6z) with respect to base board 12 by a drive system
including a linear motor and a % leveling mechanism (including
a voice coil motor and the like).
anafertableWTB,eawaferholder(notshown)thatholds
wafer W by vacuum suction or the like is arranged. The wafer
holder may also be formed integrally with wafer table WTB,
but in the embodiment, the wafer holder and wafer table WTB
are separately configured, and the wafer holder is fixed inside
a recessed portion of wafer table WTB, for example, by vacuum
suction or the like. Further, on the upper surface of wafer
table WTB, a plate (liqﬁid repellent plate) 28 is arranged,
which has the surface (liquid repellent surface)
substantially flush with the surface of wafer W mounted on
the wafer holder to which liquid repellent processing with
respect to liquid Lg is performed, has a rectangular outer
shape (contour), and has a circular opening that is formed
in the center portion and is slightly larger than the wafer
holder (a mounting area of the wafer). Plate 28 is made of
materials with a low coefficient of thermal expansion, such
as glass or ceramics (e.g., such as Zerodur (the brand name)
of Schott AG, Al;03, or TiC), and on the surface of plate 28,
a liquid repellent film is formed by, for example, fluorine
resin materials, fluorine series resin materials such as
polytetrafluoroethylene (Teflon (registered trademark)),
acrylic resin materials, or silicon series resin materials.

Further, as shown in a planer view of wafer table WTB (wafer
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stage WST) in FIG. 4(A), plate 28 has a first liquid repellent
area 28a whose outer shape (contour) is rectangular enclosing
a circular opening, and a second liquid repellent area 28b
that has a rectangular frame (annular) shape placed around
the first liquid repellent area 28a. On the first liquid
repellent area 28a, for example, at the time of an exposure
operation, at least part of a liquid immersion area 14 (refer
to FIG. 13) that is protruded from the surface of the wafer
is formed, and on the second liquid repellent area 28b, scales
for an encoder system (to be described later) are formed.
Incidentally, at least part of the surface of plate 28 does
not have to be on a flush surface with the surface of the wafer,
that is, may have a different height from that of the surface
of the wafer. Further, plate 28 may be a single plate, but
in the embodiment, plate 28 is configured by combining a
plurality of plates, for example, the first and second liquid
repellentplatesthatcorrespondtx>thefirstliquidrepellent
area28aandthesecondliquidrepellentarea28brespectively.
In the embodiment, water is used as liquid Lg as is described
above, and therefore, hereinafter the first liquid repellent
area 28a and the second liquid repellent area 28b are also
referred to as a first water repellent plate 28a and a second
water repellent plate 28b.

In this case, exposure light IL is irradiated to the
first water repellent plate 28a on the inner side, while
exposure light IL is hardly irradiated to the second water
repellent plate 28b on the outer side. Taking this fact into
consideration,:u1theembodiment,eafirstwaterrepellentarea

to which water repellent coat having sufficient resistance
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to exposure light IL (light in a vacuum ultraviolet region,
in this case) is applied is formed on the surface of the first
water repellent plate 28a, and a second water repellent area
to which water repellent coat having resistance to exposure
light IL inferior to the first water repellent area is applied
is formed on the surface of the second water repellent plate
28b. 1In general, since it is difficult to apply water
repellent coat having sufficient resistance to exposure light
IL (in this case, light in a vacuum ultraviolet region) to
a glass plate, it is effective to separate the water repellent
plate into two sections, the first water repellent plate 28a
andthesecondwaterrepellentplate28bwhid3istheperiphery
of the first water repellent plate, in the manner described
above. Incidentally, the present invention is not limited to
this, and two types of water repellent coat that have different
resistance to exposure light IL may also be applied on the
upper surface of the same plate in order to form the first
water repellent area and the second water repellent area.
Further, the same kind‘of water repellent coat may be applied
to the first and second water repellent areas. For example,
only one water repellent area may also be formed on the same
plate.

Further, as is obvious from FIG. 4 (A), at the end portion
on the +Y side of the first water repellent plate 28a, a
rectangular cutout is formed in the center portion in the
X-axis direction, and a measurement plate 30 is embedded inside
the rectangular space (inside the cutout) that is enclosed
by the cutout and the second water repellent plate 28b. A

fiducial mark FM is formed in the center in the longitudinal
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direction of measurement plate 30 (on a centerline LL of wafer
table WIB), and a pair of aerial image measurement slit
patterns (slit-shaped measurement patterns) SL are formed in
the symmetrical placement with respect to the center of the
fiducial mark on one side and the other side in the X-axis
direction of the fiducial mark. As each of aerial image
measurement slit patterns SL, an L-shaped slit pattern having
sides along the Y-axis direction and X-axis direction, or two
linear slit patterns extending in the X-axis and Y-axis
directions respectively can be used, as an example.

Further, as is shown in FIG. 4(B), inside wafer stage
WST below each of aerial image measurement slit patterns SIL,
an L-shaped housing 36 in which an optical system containing
an objective lens, amirror, a relay lens and the like is housed
is attached in a partially embedded state penetrating through
part of the inside of wafer table WTB and stage main section
91. Housing 36 is arranged in pairs corresponding to the pair
ofaerialimagen@asurementslitpatternsSL,althoughomitted
in the drawing.

The optical system inside housing 36 guides illumination
light IL that has been transmitted through aerial image
measurement slit pattern SL along an L-shaped route and emits
the light toward a -Y direction. Incidentally, in the
following description, the optical system inside housing 36
is described as a light-transmitting system 36 by using the
same reference code as housing 36 for the sake of convenience.

Moreover, on the upper surface of the second water
repellent plate 28b, multiple grid lines are directly formed

in a predetermined pitch along each of four sides. More
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specifically, in areas on one side and the other side in the
X-axis direction of second water repellent plate 28b (both
sides in the horizontal direction in FIG. 4(A)), Y scales 39Y;
and 39Y, are formed respectively, and Y scales 39Y; and 39Y,
are each composed of a reflective grating (for example, a
diffraction grating) having a periodic direction in the Y-axis
direction in which grid lines 38 having the longitudinal
direction in the X-axis direction are formed in a predetermined
pitch along a direction parallel to the Y-axis (the Y-axis
direction).

Similarly, in areas on one side and the other side in
theY—axisdirectimnofsecondwaterrepellentplate28b(both
sides in the vertical direction in FIG. 4(A)), X scales 39%;
and 39X, are formed respectively in a state where the scales
are placed between Y scales 39Y; and 39Y;, and X scales 39X;
and39X2areeachcomposedoféireflectivegrating(forexample,
a diffraction grating) having a periodic direction in the
X-axis direction in which grid lines 37 having the longitudinal
directionj11theY—axisdirectionareformedjx1apredetermined
pitch along a direction parallel to the X-axis (the X-axis
direction). As each of the scales, a scale is used that has
a reflective diffraction grating made by, for example,
hologram or the like, on the surface of the second water
repellent plate 28b. In this case, each scale has gratings
made up of narrow slits, grooves or the like that are marked
at a predetermined distance (pitch) as graduations. The type
of diffraction grating used for each scale is not limited,
and not only the diffraction grating made up of grooves or

the like that are mechanically fbrmed, but also, for example,
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the diffraction grating that is created by exposing
interference fringe on a photosensitive resin may be used.
However, each scale is created by marking the graduations of
the diffraction grating, for example, in a pitch between 138nm
to 4um, for example, a pitch of lum on a thin plate shaped
glass. These scales are covered with the liquid repellent
film (water repellent film) described above. Incidentally,
the pitch of the grating is shown much wider in FIG. 4 (A) than
the actual pitch, for the sake of convenience. The same is
true also in other drawings.
Inthisn@nner,intheembodiment,sincethesecondwater
repellent plate 28b itself constitutes the scales, a glass
plate with low-thermal expansion is to be used as the second
water repellent plate 28b. However, the present invention is
not limited to this, and a scale member made up of a glass
plate<x:thelikewithlow—thermalexpansiononvﬂﬁxﬂlagrating
is formed may also be fixed on the upper surface of wafer table
WTB, for example, by a plate spring (or vacuum suction) or
the like so as to prevent local shrinkage/expansion. In this
case, awater repellent plate to which the same water repellent
coat is applied on the entire surface may be used instead of
plate 28. Or, wafer table WTB may also be formed by materials
with a low coefficient of thermal expansion, and in such a
case, a pair of Y scales and a pair of X scales may be directly
formed on the upper surface of wafer table WTB.
Incidentally, in order to protect the diffraction
grating, it is also effective to cover the grating with a glass
plate with low thermal expansion that has water repellency

(liquid repellency). 1Inthis case, as the glass plate, aplate
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whose thickness is the same level as the wafer, such as for
example, a plate 1 mm thick, can be used, and the plate is
set on the upper surface of wafer table WST so that the surface
of the glass plate becomes the same height (a flush surface)
as the wafer surface.

Incidentally, a lay out pattern is arranged for deciding
the relative position between an encoder head and a scale near
the edge of each scale (to be described later). The lay out
pattern is configured, for example, from grid lines that have
different reflectivity, and when the encoder head scans the
pattern, the intensity of the output signal of the encoder
changes. Therefore, a threshold value is determined
beforehand, and the position where the intensity of the output
signal exceeds the threshold value is detected. Then, the
relative position between the encoder head and the scale is
set, with the detected position as a reference.

Further, to the -Y edge surface and the -X edge surface
of wafer table WIB, mirror-polishing is applied, respectively,
and as shown in FIG. 2, a reflection surface 17a and a
reflection surface 17b are formed for interferometer system
118 which will be described later in the description.

Measurement stage MST includes a stage main section 92
driven in the XY plane by a linear motor and the like (not
shown), and a measurement table MTB mounted on stage main
section 92, as shown in FIG. 1. Measurement stage MST is
configured drivable in at least directions of three degrees
of freedom (X, Y, and 6z) with respect to base board 12 by
a drive system (not shown).

Incidentally, the drive system of wafer stage WST and
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the drive system of measurement stage MST are included in FIG.
6, and are shown as stage drive system 124.

Variousnmasurementnembersarearrangadatnmasurement
table MTB (and stage main section 92). As such measurement
members, for example, as shown in FIGS. 2 and 5(A), members
such as an uneven illuminance measuring sensor 94 that has
a pinhole-shaped light-receiving section which receives
illumination light IL on an image plane of projection optical
system PL, an aerial image measuring instrument 96 that
measures an aerial image (projected image) of a prattern
projected by projection optical system PL, a wavefront
aberration measuring instrument 98 by the Shack-Hartman
method that is disclosed in, for example, the pamphlet of
International Publication No. 2003/065428 and the like are
employed. As wavefront aberration measuring instrument 98,
the one disclosed in, for example, the pamphlet of
International Publication No. 99/60361 (the corresponding EP
Patent No. 1 079 223) can also be used.

As irregular illuminance sensor 94, the configuration
similar to the one that is disclosed in, for example, U.S.
Patent No. 4,465,368 and the like, can be used. Further, as
aerial image measuring instrument 96, the configuration
similar to the one that is disclosed in, for example, U.S.
Patent Application Publication No. 2002/0041377 and the like
can be used. Incidentally, in the embodiment, three
measurement members (94, 96 and 98) were to be arranged at
measufement stage MST, however, the type of the measurement
member and/or the number is not limited to them. As the

measurement members, for example, measurement members such
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as a transmittance measuring instrument that measures a
transmittance of projection optical system PL, and/or a
measuring instrument that observes local ligquid immersion
device 8, for example, nozzle unit 32 (or tip lens 191) or
the like may also be used. Furthermore, members different
from the measurement members such as a cleaning member that
cleans nozzle unit 32, tip lens 191 or the like may also be
mounted on measurement stage MST.

In the embodiment, as can be seen from FIG. 5(A), the
sensors that are frequently used such as irregular illuminance
sensor 94 and aerial image measuring instrument 96 are placed
on a centerline CL (Y-axis passing through the center) of
measurement stage MST. Therefore, in the embodiment,
measurement using these sensors can be performed by moving
measurement stage MST only in the Y-axis direction without
moving the measurement stage in the X-axis direction.

In addition to each of the sensors described above, an
illuminancenmnitorthathaszalight—receivingsectimﬁhaving
a predetermined area size that receives illumination light
IL on the image plane of projection optical system PL may also
be employed, which is disclosed in, for example, U.S. Patent
Application Publication No. 2002/0061469 and the like. The
illuminance monitor is also preferably placed on the
centerline.

Incidentally, in the embodiment, liguid immersion
exposure is performed in which wafer W is exposedAwith exposure
light (illumination light) IL via projection optical system
PL and liquid (water) Lgq, and accordingly irregular

illuminance sensor 94 (and the illuminance monitor), aerial
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image measuring instrument 96 and wavefront aberration
measuring instrument 98 that are used in measurement using
illumination light IL receive illumination light IL via
projection optical system PL and water. Further, only part
of each sensor such as the optical system may be mounted on
measurement table MTB (and stage main section 92), or the
entire sensor may be placed on measurement table MTB (and stage
main section 92).

Further, on the +Y edge surface and the -X edge surface
of measurement table MTB, reflection surfaces 19a and 1%b are
formed similar to wafer table WTRB previously described (refer
to FIGS. 2 and 5(2)).

As shown in FIG. 5(B), a frame~shaped attachment member
42 is fixed to the end surface on the -Y side of stage main
section 92 of measurement stage MST. Further, to the end
surface on the -Y side of stage main section 92, a pair of
bhotodetection systems 44 are fixed in the vicinity of the
center position in the X-axis direction inside an opening of
attachment member 42, in the placement capable of facing a
pair of light-transmitting systems 36 described previously.
Each of photodetection systems 44 is composed of an optical
system such as a relay lens, a light receiving element such
as a photomultiplier tube, and a housing that houses them.
As is obvious from FIGS. 4(B) and 5(B) and the description
so far, in the embodiment, in a state where wafer stage WST
and measurement stage MST are closer together within a
predetermined distance in the Y-axis direction (including a
contact state), illumination light IL that has been

transmitted through each aerial image measurement slit
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pattern SL of measurement plate 30 is guided by each
light-transmitting system 36 and received by the
light-receiving element of each photodetection system 44.
That is, measurement plate 30, light~transmitting systems 36
and photodetection systems 44 constitute an aerial image
measuring unit 45 (refer to FIG. 6), which is similar to the
one disclosed in, U.S. Patent Application Publication No.
2002/0041377 referred to previously, and the like.

On attachment member 42, a fiducial bar (hereinafter,
shortly referred to as an "FD bar") which is made up of a
bar-shaped member having a rectangular sectional shape is
arranged extending in the X-axis direction. FD bar 46 is
kinematically supported on measurement stage MST by a
full-kinematic mount structure.

Since FD bar 46 serves as a prototype standard
(measurement standard), optical glass ceramics with a low
coefficient of thermal expansion, such as Zerodur (the brand
name) of Schott AG are employed as the materials. The flatness
degree of the upper surface (the surface) of FD bar 46 is set
high to be around the same level as a so-called datum plane
plate. Further, as shown in FIG. 5(A), a reference grating
(for example, a diffraction grating) 52 whose periodic
direction is the Y-axis direction is respectively formed in
the vicinity of the end portions on one side and the other
side in the longitudinal direction of FD bar 46. The pair of
reference gratings 52 is formed placed apart from each other
at a predetermined distance symmetric to the center in the
X-axis direction of FD bar 46, or more specifically, formed

in a symmetric placement to centerline CIL previously
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described.

Further, on the upper surface of FD bar 46, a plurality
of reference marks M are formed in a placement as shown in
FIG. 5(A). The plurality of reference marks M are formed in
three-row arrays in the Y-axis direction in the same pitch,
and the array of each row is formed being shifted from each
other by a predetermined distance in the X-axis direction.
As each of reference marks M, a two-dimensional mark having
a size that can be detected by a primary alignment system and
secondary alignment systems (to be described later) is used.
Referencenmrkbdmayalsolxadifferentjjlshape(constitution)
from fiducial mark FM, but in the embodiment, reference mark
M and fiducial mark EM have the same constitution and also
they have the same constitution with that of an alignment mark
of wafer W. Incidentally, in the embodiment, the surface of
FD bar 46 and the surface of measurement table MTR (which may
include the measurement members described above) are also
covered with a liquid repellent film (water repellent f£ilm)
severally.

In exposure apparatus 100 of the embodiment, although
it is omitted in FIG. 1 from the viewpoint of avoiding intricacy
of the drawing, as shown in FIG. 3, a primary alignment system
ALl having a detection center at a position spaced apart from
optical axis AX of projection optical system PL at a
predetermined distance on the -Y side is actually placed on
reference axis LV. Primary alignment system ALl is fixed to
the lower surface of a main frame (not shown) via a support
member 54. On one side and the other side in the X-axis

direction with primary alignment system ALl in between,
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secondary alignment systems AL2; and AL2;, and AL23; and AL2,4
whose detection centers are substantially symmetrically
placedwithrespecttostraightlineLVareseverallyarranged.
That is, five alignment systems ALl and ALZ2; to AL24 are placed
so that their detection centers are placed at different
positions in the X-axis direction, that is, placed along the
X~axis direction.

As is representatively shown by secondary alignment
system ALZ24, each secondary alignment system AL2, (n=1 to 4)
is fixed to a tip (turning end) of an arm 56, (n=1 to 4) that
can turn around a rotation center O as the center in a
predetermined angle range in clockwise and anticlockwise
directions in FIG. 3. 1In the embodiment, a part of each
secondary alignment system AL2, (e.g. including at least an
optical system that irradiates an alignment light to a
detection area and also leads the light that is generated from
a subject mark within the detection area to a light-receiving
element) is fixed to arm 56, and the remaining section is
arranged at the main frame that holds projection unit PU. The
X-positions of secondary alignment systems AL2;, AL2;, AL2,
and AL2; are severally adjusted by rotating around rotation
center O as the center. 1In other words, the detection areas
(or the detection centers) of secondary alignment systems AL2,,
AL22, AL23 and AL2, are independently movable in the X-axis
direction. Accordingly, the relative positions of the
detection areas of primary alignment system ALl and secondary
alignment systems AL2;, AL22, AL23 and AL2, are adjustable in
the X-axis direction. Incidentally, in the embodiment, the

X-positions of secondary alignment systems AL2;, AL2,, AL2;
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and AL2, are to be adjusted by the rotation of the arms. However,
the present invention is not limited to this, and a drive
mechanism that drives secondary alignment systems AL2,, AL2,,
ALZ3 and AL2, back and forth in the X-~axis direction may also
be arranged. Further, at least one of secondary alignment
systems AL2;, AL2;, AL23; and AL2, can be moved not only in the
X-axis direction but also in the Y-axis direction.
Incidentally, since part of each secondary alignment system
AL2, is moved by arm 56,, positional information of the part
that is fixed to arm 56, is measurable by a sensor (not shown)
such as, for example, an interferometer or an encoder. The
sensor may only measure position information in the X-axis
direction of secondary alignment system AL2,, or may also be
capable of measuring position information in another
direction, for example, the Y-axis direction and/or the
rotation direction (including at least one of the 6x and By
directions).

On the upper surface of each arm 565, a vacuum pad 58,
(n=1 to 4, not shown in FIG. 3, refer to FIG. 6) that is composed
of a differential evacuation type air bearing is arranged.
Further, arm 56, can be turned by a rotation drive mechanism
60, (n=1 to 4, not shown in FIGC. 3, refer to FIG. 6) that includes,
for example, a motor or the like, in response to instructions
of main controller 20. Main controller 20 activates each
vacuum pad 58, to fix each arm 56, to a main frame (not shown)
by suction after rotation adjustment of arm 56,. Thus, the
state of each arm 56, after rotation angle adjustment, that
is, a desired positional relation between primary alignment

system ALl and four secondary alignment systems AL2; to AL2,
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is maintained.

Incidentally, in the case a portion of the main frame
facing arm 56, is a magnetic body, an electromagnet may also
be employed instead of vacuum prad 58.

In the embodiment, as each of primary alignment system
ALl and four secondary alignment systems AL2; to AL2,4, for
example, an FIA (Field Image Alignment) system by an image
processing method is used that irradiates a broadband
detection beam that does not expose resist on a wafer to a
subject mark, and picks up an image of the subject mark formed
on a light-receiving plane by the reflected light from the
subject mark and an image of an index (an index pattern on
an index plate arranged within each alignment system) (not
shown),usinganjﬁwgingdevice(sucheusCCD),andthenoutputs
their imaging signals. The imaging signal from each of
primary alignment system ALI and four secondary alignment
systems AL2; to AL2, is supplied to main controller 20 in FIC.
6, via an alignment signal processing system (not shown).

Incidentally, each of the alignment systems described
above is not limited to the FIA system, and an alignment sensor,
which irradiates a coherent detection light to a subject mark
and detects a scattered light or a diffracted light generated
from the subject mark or makes two diffracted lights (e.qg.
diffracted lights of the same order or diffracted lights being
diffracted in the same direction) generated from the subject
mark interfere and detects an interference light, can
naturally be used alone or in combination as needed. Further,
in the embodiment, five alignment systems ALl and AL2; to AL2,

are to be fixed to the lower surface of the main frame that
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holds projection unit PU, via support member 54 or arm 56,.
However, the present invention is not limited to this, and
for example, the five alignment systems may also be arranged
on the measurement frame described earlier.

Next, a configuration and the like of interferometer
system 118 (refer to FIG. 6), which measures the positional
information of wafer stage WST and measurement stage MST, will
be described.

The measurement principle of the interferometer will now
be briefly described, prior to describing a concrete
configuration of the interferometer system. The
interferometer irradiates a measurement beam (measurement
light) on a reflection surface set at a measurement object.
The interferometer receives a synthesized light of the
reflected light and a reference beam, and measures the
intensity of interference light, which is the reflected light
(measurement light) and the reference beam made to interfere
with each other, with their polarized directions arranged.
In this case, due to optical path difference AL of the reflected
light and the reference beam, the relative phase (phase
difference)betweenthereflectedlightandthereferencebeam
changes by KAL. Accordingly, the intensity of the
interference light changes in proportion to 1+a - cos (KAL) .
In this case, homodyne detection is to be employed, and the
wave number of the measurement light and the reference beam
is the same, expressed as K. Constant a is decided by the
intensity ratio of the measurement light and the reference
beam. In this case, the reflection surface to the reference

beam is arranged generally on the projection unit PU side
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surface (in some cases, inside the interferometer unit). The
reflection surface of this reference beam becomes the
reference position of the measurement. Accordingly, in
optical path difference AL, the distance from the reference
position to the reflection surface is reflected. Therefore,
if the number of times (the number of fringes) of intensity
change of the interference light with respect to the change
of distance to the reflection surface is measured,
displacement of the reflection surface provided in the
measurement object can be computed by the product of a counter
value and a measurement unit. The measurement unit, in the
case of an interferometer of a single-pass method is half the
wavelength of the measurement light, and in the case of an
interferometer of the double~pass method, one-fourth of the
wavelength.

Now, in the case an interferometer of the heterodyne
detectionneth@disemployed,wavenumberKlofthenmasurement
light and wave number K, of the reference beam are slightly
different. 1In this case, when the optical path length of the
measurement light and the reference beam is L; and Lo,
respectively, the phase difference between the measurement
beam and the reference beam is given K A I+ A KL;, and the
intensity of the interference light changes in proportion to
l1+a-cos (KAL+ AKL;). Inthis case, optical path difference
AL = L;-Lz, AK = K;-Kz, and K = K,. When optical path length
Lzofthereferencebemnissufficientlyshort,andapproximate
AL ~ Ly stands, the intensity of the interference light changes
in proportion to l+a - cos [ (K+AK) AL]. As it can be seen from

above, the intensity of the interference light periodically
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vibrates at a wavelength 2n/K of the reference beam along with
the change of optical path difference AL, and the envelope
curve of the periodic vibration vibrates (beats) at a long
cycle 2n/AK. Accordingly,jjltheheterodynedetectionn@thod,
the changing direction of optical path difference AL, or more
specifically, the displacement direction of the measurement
object can be learned from the long-period beat.

Incidentally, as a major cause of error of the
interferometer, the effect of temperature fluctuation (air
fluctuation) of the atmosphere on the beam optical path can
be considered. Assume that wavelength A of the light changes
to A + A A by air fluctuation. Because the change of phase
difference KAL by minimal change AA of the wavelength is wave
number K =2n/A, 2nALAXN / A* can be obtained. In this case,
when wavelength of light A =lpm and minimal change AA =1nm,
the phase change becomes 21 x 100 with respect to an optical
path difference A L =100mm. This phase change corresponds to
displacement which is 100 times the measurement unit. In the
case the optical path length which is set is long as is
described, the interferometer is greatly affected by the air
fluctuation which occurs in a short time, and is inferior in
short-term stability. 1In such a case, it is desirable to use
a surface position measurement system which will be described
later that has an encoder or a Z head.

Interferometer system 118 includes a Y interferometer
16, X interferometers 126, 127, and 128, and z interferometers
43A and 43B for position measurement of wafer stage WST, and
a Y interferometer 18 and an X interferometer 130 for position

measurement of measurement stage MST, as shown in FIG. 2. By
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severally irradiating a measurement beam on reflection
surface 17a and reflection surface 17b of wafer table WTB and
receliving a reflected light of each beam, Y interferometer
16 and X interferometers 126, 127, and 128 (X interferometers
126 to 128 are not shown in FIC. 1, refer to FIG. 2) measure
a displacement of each reflection surface from a reference
position (for example, a fixed mirror is placed on the side
surface of projection unit PU, and the surface is used as a
reference surface), or more specifically, measure the
positional information of wafer stage WST within the XY plane,
and the positional information that has been measured is
supplied to main controller 20. 1In the embodiment, as it will
be described later on, as each interferometer a multiaxial
interferometer that has a plurality of measurement axes is
used with an exception for a part of the interferometers.

Meanwhile, to the side surface on the -Y side of stage
main section 91, a movable mirror 41 having the longitudinal
direction in the X-axis direction is attached via a kinematic
support mechanism (not shown), as shown in FIGS. 4 (A) and 4 (B).
Movable mirror 41 is made of a member which is like a
rectangular solid member integrated with a pair of triangular
prisms adhered to a surface (the surface on the -Y side) of
the rectangular solid member. As it can be seen from FIG. 2,
movable mirror 41 is designed so that the length in the X-axis
direction is longer than reflection surface 17a of wafer table
WTB by at least the spacing between the two Z interferometers
which will be described later.

To the surface on the -Y side of movable mirror 41,

mirror-polishing is applied, and three reflection surfaces
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41b,41a,and41careformed,asshowninETG.4(B). Reflection
surface 4la configures a part of the edge surface on the -Y
side of movable mirror 41, and reflection surface 4la is
parallel with the XZ plane and also extends in the X-axis
direction. Reflection surface 41b configures a surface
adjacent to reflection surface 4la on the +7 side, forming
an obtuse angle to reflection surface 4la, and spreading in
the X-axis direction. Reflection surface 4lc configures a
surface adjacent to the -Z side of reflection surface 41a,
and is arranged symmetrically with reflection surface 41b,
with reflection surface 41b in between.

A pair of 7 interferometers 43A and 43B (refer to FIGS.
1 and 2) that irradiates measurement beams on movable mirror
41 is arranged facing movable mirror 41.

As it can be seen when viewing FIGS. 1 and 2 together,
Z interferometers 43A and 43B are placed apart on one side
and the other side of Y interferometer 16 in the X-axis
direction at a substantially equal distance and at positions
slightly lower than Y interferometer 16, respectively.

From each of the Z interferometers 432 and 43B, as shown
in FIG. 1, measurement beam Bl along the Y-axis direction is
irradiated toward reflection surface 41b, and measurement
beam B2 along the Y-axis direction is irradiated toward
reflection surface 41lc (refer to FIG. 4(B)). In the
embodiment, fixed mirror 47B having a reflection surface
orthogonal to measurement beam Bl reflected off reflection
surface 41b and a fixed mirror 47A having a reflection surface
orthogonal to measurement beam B2 reflected off reflection

surface 41c are arranged, each extending in the X-axis
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direction at a position distanced apart from movable mirror
41 in the - Y~direction by a predetermined distance in a state
wherethefixedndrrorsdonotinterferewithneasurementbeams
Bl and B2.

Fixed mirrors 47A and 47B are supported, for example,
by the same support body (not shown) arranged in the frame
(not shown) which supports projection unit PU.

Y interferometer 16, as shown in FIG. 2 (and FIG. 13),
irradiates measurement beams B4; and B4, on reflection surface
17a of wafer table WTB along a measurement axis in the Y-axis
direction spaced apart by an equal distance to the -X side
and the +X side from reference axis LV previously described,
and by receiving each reflected light, detects the position
of wafer table WIB in the Y-axis direction (a Y position) at
the irradiation point of measurement beams B4; and B4,.
Incidentally, in FIG. 1, measurement beams B4; and B4, are
representatively shown as measurement beam BA4.

Further, Y interferometer 16 irradiates a measurement
beam B3 toward reflection surface 41a along a measurement axis
in the Y-axis direction with a predetermined distance in the
Z-axis direction spaced between measurement beams B4, and B4,
and by receiving measurement beam B3 reflected off reflection
surface 4la, detects the Y position of reflection surface 41a
(more specifically wafer stage WST) of movable mirror 41.

Main controller 20 computes the Y position (or to be more
precise, displacement A Y in the Y-axis direction) of
reflection surface 17a, or more specifically, wafer table WTB
(wafer stage WST), based on an average value of the measurement

values of the measurement axes corresponding to measurement
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beams B4; and B4, of Y interferometer 16. Further, main
controller 20 computes displacement (yawing amount) A6z‘Y of
wafer stage WST in the rotational direction around the Z—-axis
(the 08z direction), based on a difference of the measurement
values of the measurement axes corresponding to measurement
beams B4; and B4,. Further, main controller 20 computes
displacement (pitching amount) A®x in the 6x direction of wafer
stage WST, based on the Y position (displacement AY in the
Y-axis direction) of reflection surface 17a and reflection
surface 41la.

Further, as shown in FIGS. 2 and 13, X interferometer
126 irradiates measurement beams B5; and B5, on wafer table
WTB along the dual measurement axes spaced apart from a
straight line (a reference axis) LH in the X-axis direction
that passes the optical axis of projection optical system PL
by the same distance. And, based on the measurement values
of the measurement axes corresponding to measurement beams
B5; and B5;, main controller 20 computes a position (an X
position, or to be more precise, displacement AX in the X-axis
direction) of wafer stage WST in the X-axis direction.
Further, main controller 20 computes displacement (yawing
amount) A6z™ of wafer stage WST in the 8z direction from a
difference of the measurement values of the measurement axes
corresponding to measurement beams B5; and B5,. Incidentally,
ABz(x) obtained from X interferometer 126 and 46z‘Y obtained
from Y interferometer 16 are equal to each other, and
represents displacement (yawing amount) A8z of wafer stage
WST in the 6z direction.

Further, as shown in FIGS. 14 and 15, a measurement beam
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B7 from X interferometer 128 is irradiated on reflection
surface 17b of wafer table WTB along a straight line LUL, which
is a line connecting an unloading position UP where unloading
of the wafer on wafer table WTIB is performed and a loading
position LP where loading of the wafer onto wafer table WTB
is performed and is parallel to the X-axis. Further, as shown
in FIGS. 16 and 17, a measurement beam B6 from X interferometer
127 1s irradiated on reflection surface 17b of wafer table
WIB along a straight line (a reference axis) LA, which passes
through the detection center of primary alignment system ALl
and is parallel to the X-axis.

Main controller 20 can obtain displacement AX of wafer
stage WST in the X-axis direction from the measurement values
of measurement beam B6 of X interferometer 127 and the
measurement values of measurement beam B7 of X interferometer
128. However, the placement of the three X interferometers
126,127, and 128 is different in the Y-axis direction.
Therefore, X interferometer 126 is used at the time of exposure
as shown in FIG. 13, X interferometer 127 is used at the time
of wafer alignment as shown in FIG. 19, and X interferometer
128 is used at the time of wafer loading shown in FIG. 15 and
wafer unloading shown in FIG. 14.

Frmnzinterferometers43Aand43Bpmeviouslydescribed,
measurement beams Bl and B2 that proceed along the Y~axis are
irradiated toward movable mirror 41, respectively, as shown
in FIG. 1. These measurement beams Bl and B2 are incident on
reflection surfaces 41b and 41c of movable mirror 41,
respectively, at a predetermined angle of incidence (the angle

is to be 6/2). Then, measurement beam Bl is sequentially



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

46

reflected by reflection surfaces 41b and 41lc, and then is
incident perpendicularly on the reflection surface of fixed
mirror 47B, whereas measurement beam B2 is sequentially
reflected by reflection surfaces 41c and 41b and is incident
perpendicularly<n1thereflectionsurface<xffixedndrror47A.
Then, measurement beams B2 and Bl reflected off the reflection
surface of fixedmirrors 472 and 47B are sequentially reflected
by reflection surfaces 41b and 41lc again, or are sequentially
reflected by reflection surfaces 41c and 41b again (returning
the optical path at the time of incidence oppositely), and
then are received by 7 interferometers 43A and 43B.
In this case, when displacement of movable mirror 41
(more specifically, wafer stage WST) in the Z-axis direction
is A Zo and displacement in the Y-axis direction is A Yo, an
optical path length change A L1 of measurement beam Bl and
an optical path length change A L2 of measurement beam B2 can
respectively be expressed as in formulas (1) and (2) below.
ALl =A Yo X (14 cos8) + A Zo X sin6 ... (1)
ALZ =A Yo X (14 cos8) - A Zo X sin6 ... (2)
Accordingly, from formulas (1) and (2), A Zo and A Yo
can be obtained using the following formulas (3) and (4).
AZo =(A Ll~ A L2) /2sin © cee (3)
AYo =(A L1+ A L2) /{2 (1+ cos8)} ... (4)
Displacements A Zo and A Yo above can be obtained with
Z interferometers 43A and 43B. Therefore, displacement which
is obtained using Z interferometer 43A is to be A ZoR and A
YoR, and displacement which is obtained using Z interferometer
43B i1s to be A ZoL and A YoL. And the distance between

measurement beams Bl and B2 irradiated by Z interferometers
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43A and 43B, respectively, in the X-axis direction is to be
a distance D (refer to FIG. 2). Under such premises,
displacement (yawing amount) A6z of movable mirror 41 (more
specifically, wafer stage WST) in the 06z direction and
displacement (rolling amount) A8y in the Oy direction can be
obtained by the following formulas (5) and (6).
A8z = tan™ {(AYOR- AYoL) /D} ... (5)
ABy = tan™' {(AZoL- AZoR) /D} ... (6)

Accordingly, by using the formulas (3) to (6) above, main
controller 20 can compute displacement of wafer stage WST in
four degrees of freedom, A Zo, A Yo, A® z, and A6 y, based
on the measurement results of Z interferometers 43A and 43B.

In the manner described above, from the measurement
results of interferometer system 118, main controller 20 can
obtain displacement of wafer stage WST in directions of six
degrees of freedom (Z, X, Y, 0z, ©x, and Oy directions).

Incidentally, in the embodiment, a single stage which
can be driven in six degrees of freedom was employed as wafer
stage WST, however, instead of this, wafer stage WST can be
configured including a stage main section 91, which is freely
movable within the XY plane, and a wafer table WTB, which is
mounted on stage main section 91 and is finely drivable
relatively with respect to stage main section 91 in at least
the Z-axis direction, the 6x direction, and the 8y direction,
or a wafer stage WST can be employed that has a so~called coarse
and fine movement structure where wafer table WTB can be
configured finely movable in the X-axis direction, the Y-axis
direction, and the 6z direction with respect to stage main

section 91. However, in this case, a configuration in which
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positional information of wafer table WTB in directions of
six degree of can be measured by interferometer system 118
will have to be employed. Also for measurement stage MST, the
stage can be configured similarly, by a stage main section
92, and a measurement table MTB, which is mounted on stage
main section 91 and has three degrees of freedom or six degrees
of freedom. Further, instead of reflection surface 17a and
reflectionsurface17b,aamovablendrrorconsistingofeaplane
mirror can be arranged in wafer table WTB.

Intheembodiment,however,positioninformationwithin
the XY plane (including the rotation information in the 0Oz
direction)forpositioncontrolofwaferstageWST(wafertable
WIB) is mainly measured by an encoder system (to be described
later),andthenmasurementvaluesofinterferometers16,126,
and 127 are secondarily used in cases such as when long-term
fluctuation (for example, by temporal deformation or the like
of the scales) of the measurement values of the encoder system
i1s corrected (calibrated).

Incidentally,atleastpartofinterferometersystemllS
(such as an optical system) may be arranged at the main frame
that holds projection unit PU, or may also be arranged
integrally with projection unit PU that is supported in a
suspended state as is described above, however, in the
embodiment, interferometer system 118 is to be arranged at
the measurement frame described above.

Incidentally, in the embodiment, positional
information of wafer stage WST was to be measured with a
reflection surface of a fixed mirror arranged in projection

unit PU serving as a reference surface, however, the position
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to place the reference surface at is not limited to projection
unit PU, and the fixed mirror does not always have to be used
to measure the positional information of wafer stage WST.
Further, in the embodiment, positional information of
wafer stage WST measured by interferometer system 118 is not
used in the exposure operation and the alignment operation
which will be described later on, and was mainly to be used
in calibration operations (more specifically, calibration of
measurement values) of the encoder system, however, the
measurement information (more specifically, at least one of
the positional information in directions of five degrees of
freedom) of interferometer system 118 can be used in the
exposure operation and/or the alignment operation. Further,
using interferometer system 118 as a backup of an encoder
system can also be considered, which will be explained in
detail later on. In the embodiment, the encoder system
measures positional information of wafer stage WST in
directions of three degrees of freedom, or more specifically,
the X-axis, the Y-axis, and the 6z direction. Therefore, in
the exposure operation and the like, of the measurement
information of interferometer system 118, positional
information related to a direction that is different from the
measurement direction (the X-axis, the Y-axis, and the 6z
direction) of wafer stage WST by the encoder system, such as,
for example, positional information related only to the 6x
direction and/or the 6y direction can be used, or in addition
to the positional information in the different direction,
positional information related to the same direction (more

specifically, at least one of the X-axis, the Y~axis, and the
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Oz directions) as the measurement direction of the encoder
system can also be used. Further, in the exposure operation
and the like, the positional information of wafer stage WST
in the Z-axis direction measured using interferometer system
118 can be used.

In addition, interferometer system 118 (refer to FIG.
6) includes a Y interferometer 18 and an X interferometer 130
for measuring the two-dimensional position coordinates of
measurement table MIB. Y interferometer 18 and X
interferometer 130 (X interferometer 130 is not shown in FIG.
1, refer to FIG. 2) irradiate measurement beams on reflection
surfaces 19a and 19b of measurement table MTB as shown in FIG.
2, and measure the displacement from a reference position of
each.reflection.surfaceiby:receiving'the respective reflected
lights. Main controller 20 receives the measurement values
of Y interferometer 18 and X interferometer 130, and computes
the positional information (for example, including at least
the positional information in the X-axis and the Y-axis
directions and rotation information in the ©z direction) of
measurement stage MST.

Incidentally,astheijmerferometerusedforn@asuring
measurement table MTB, a multiaxial interferometer which is
similar to Y interferometer 16 used for measuring wafer stage
WST can be used. Further, as the X interferometer used for
measuring measurement table MTB, a two-axis interferometer
which is similar to X interferometer 126 used for measuring
wafer stage WST can be used. Further, in order to measure 7
displacement, Y displacement, yawing amount, and rolling

amount of measurement stage MST, interferometers similar to
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Z interferometers 43A and 43B used for measuring wafer stage
WST can be introduced.

Next, the structure and the like of encoder system 150
(refer to FIG. 6) which measures positional information
(including rotation information in the 6z direction) of wafer
stage WST in the XY plane will be described.

In exposure apparatus 100 of the embodiment, as shown
in FIG. 3, four head units 62A to 62D of encoder system 150
are placed in a state of surrounding nozzle unit 32 on all
four sides. 1In actual, head units 622 to 62D are fixed to the
foregoing main frame that holds projection unit PU in a
suspended state via a support member, although omitted in the
drawings such as FIG. 3 from the viewpoint of avoiding
intricacy of the drawings.

As shown in FIG. 3, head units 624 and 62C are placed
on the +X side and the -X side of projection unit PU, with
the X-axis direction serving as a longitudinal direction.
Head units 62A and 62C are each equipped with a plurality of
(five, in this case) Y heads 655 and 64; (i, j =1-5) that are
placed at a distance WD in the X-axis direction. More
particularly, head units 62A and 62C are each equipped with
a plurality of (four, in this case) Y heads (64; to 64,4 or 65,
to 65s5) that are placed on straight line (reference axis) LH
which passes through optical axis AX of projection optical
system PL and is also parallel to the X-axis at distance WD
except for the periphery of projection unit PU, and a Y head
(645 or 65;) which is placed at a position a predetermined
distance away in the - Y-direction from reference axis LH in

the periphery of projection unit PU, or more specifically,
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on the -Y side of nozzle unit 32. Head units 622 and 62C are
each also equipped with five Z heads which will be described
later on. Hereinafter, Y heads 655 and 64; will also be
described as Y heads 65 and 64, respectively, as necessary.
Head unit 62A constitutes a multiple-lens (five-lens,
in this case) Y linear encoder (hereinafter appropriately
shortened to "Y encoder" or "encoder") 70A (refer to FIG. 6)
that measures the position of wafer stage WST (wafer table
WTB) in the Y-axis direction (the Y-position) using Y scale
39Y: previously described. Similarly, head unit 62C
constitutesarmﬂtiple—lens(five—lens,inthiscase)Ylinear
encoder 70C (refer to FIG. 6) that measures the Y~position
of wafer stage WST using Y scale 39Y, described above. In this
case, distance WD in the X-axis direction of the five Y heads
(64; or 655) (more specifically, measurement beams) that head
units 62A and 62C are each equipped with, is set slightly
narrower than the width (to be more precise, the length of
grid line 38) of Y scales 39Y; and 39Y;, in the X-axis direction.
As shown in FIG. 3, head unit 62B is placed on the +Y
side of nozzle unit 32 (projection unit PU), and is equipped
with a plurality of, in this case, four X heads 665 to 66g that
are placed on reference axis LV along Y-axis direction at
distance WD. Further, head unit 62D is placed on the -Y side
of primary alignment system AL1l, on the opposite side of head
unit 62B via nozzle unit 32 (projection unit PU), and is
equipped with a plurality of, in this case, four X heads 66;
to 664 that are placed on reference axis LV at distance WD.
Hereinafter, X heads 66; to 66g will also be described as X

head 66, as necessary.
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Head unit 62B constitutes a multiple-lens (four-lens,
in this case) X linear encoder (hereinafter, shortly referred
to as an "X encoder" or an "encoder"” as needed) 70B (refer
to FIG. 6) that measures the position in the X-axis direction
(the X-position) of wafer stage WST using X scale 39X; described
above. Further, head unit 62D constitutes a multiple-lens
(four-lens, in this case) X encoder 70D (refer to FIG. 6) that
measures the X-position of wafer stage WST using X scale 39X,
described above.

Here, the distance between adjacent X heads 66
(measurement beams) that are equipped in each of head units
62B and 62D is set shorter than a width in the Y-axis direction
of X scales 39X; and 39X, (to be more accurate, the length of
grid line 37). Further, the distance between X head 665 of
head unit 62B farthest to the -Y side and X head 664 of head
unit 62D farthest to the +Y side is set slightly narrower than
the width of wafer stage WST in the Y-axis direction so that
switching (linkage described below) becomes possible between
the two X heads by the movement of wafer stage WST in the Y-axis
direction.

In the embodiment, furthermore, head units 62F and 62F
are respectively arranged a predetermined distance away on
the -Y side of head units 62A and 62C. Although illustration
of head units 62E and 62F is omitted in FIG. 3 and the like
from the viewpoint of avoiding intricacy of the drawings, in
actual practice, head units 62E and 62F are fixed to the
foregoing main frame that holds projection unit PU in a
suspended state via a support member. Incidentally, for

example, in the case projection unit PU is supported in a
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suspended state, head units 62E and 62F, and head units 622
to 62D which are previously described can be supported in a
suspended state integrally with projection unit PU, or can
be arranged at the measurement frame described above.

Head unit 62E is equipped with four Y heads 67, to 674
whose positions in the X-axis direction are different. More
particularly, head unit 62E is equipped with three Y heads
671 to 673 placed on the -X side of the secondary alignment
system AL2; on reference axis LA previously described at
substantially the same distance as distance WD previously
described, and one Y head 67, which is placed at a position
a predetermined distance (a distance slightly shorter than
WD) away on the +X side from the innermost (the +X side) Y
head 673 and is also on the +Y side of the secondary alignment
system AL2; a predetermined distance away to the +Y side of
reference axis LA.

Head unit 62F is symmetrical to head unit 62E with
respect to reference axis LV, and is equipped with four Y heads
681 to 68; which are placed in symmetry to four Y heads 67;
to 67, with respect to reference axis LV. Hereinafter, Y heads
671 to 67, and 68; to 68, will also be described as Y heads 67
and 68, respectively, as necessary. In the case of an
alignment operation and the like which will be described later
on, at least one each of Y heads 67 and 68 faces Y scale 39Y,
and 39Y;, respectively, and by such Y heads 67 and 68 (more
specifically, Y encoders 70E and 70F which are configured by
these Y heads 67 and 68), the Y position (and the 6z rotation)
of wafer stage WST is measured.

Further, in the embodiment, at the time of baseline
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measurement (Sec - BCHK (interval)) and the like of the
secondary alignment system AL2; which will be described later
on, Y head 673 and 68, which are adjacent to the secondary
alignment systems AL2; and AL2, in the X-axis direction face
the pair of reference gratings 52 of FD bar 46, respectively,
and by Y heads 673 and 68, that face the pair of reference
gratings 52, the Y position of FD bar 46 is measured at the
position of each reference grating 52. In the description
below, the encoders configured by Y heads 67; and 68, which
face the pair of reference gratings 52, respectively, are
referred to as Y linear encoders (also shortly referred to
as a "Y encoder" or an "encoder" as needed) 70E, and 70F,.
Further, for identification, Y encoders 70E and 70F configured
by Y heads 67 and 68 that face Y scales 39Y, and 39Y; described
above, respectively, will be referred to as Y encoders 70E;
and 70F;.

The linear encoders 70A to 70F described above measure
the position coordinates of wafer stage WST at a resolution
of, for example, around 0.l nm, and the measurement values
are supplied to main controller 20. Main controller 20
controls the position within the XY plane of wafer stage WST
based on three measurement values of linear encoders 704 to
70D or on three measurement values of encoders 70B, 70D, 70E4,
and 70F;, and also controls the rotation in the 8z direction
of FD bar 46 based on the measurement values of linear encoders
70E2 and 70F,. Incidentally, the configuration and the like
of the linear encoder will be described further later in the
description.

In exposure apparatus 100 of the embodiment, as shown
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in FIG. 3, a multipoint focal position detecting system
(hereinafter, shortly referred to as a "multipoint AF system")
by an oblique incident method is arranged, which is composed
of an irradiation system 90a and a photodetection system 90D,
having a configuration similar to the one disclosed in, for
example, U.S. Patent No. 5,448,332 and the like. In the
embodiment, as an example, irradiation system 90a is placed
on the +Y side of the -X end portion of head unit 62E previously
described, and photodetection system 90b is placed on the +Y
side of the +X end portion of head unit 62F previously described
in a state opposing irradiation system 90a.

A plurality of detection points of the multipoint AF
system (90a, 90b) are placed at a predetermined distance along
the X-axis direction on the surface to be detected. 1In the
embodiment, the plurality of detection points are placed, for
example, in the arrangement of a matrix having one row and
M columns (M is a total number of detection points) or having
two rows and N columns (Nis ahalf of a total number of detection
points). InFIG. 3, the plurality of detection points to which
a detection beam is severally irradiated are not individually
shown, but are shown as an elongate detection area (beam area)
AF that extends in the X-axis direction between irradiation
system 90a and photodetection system 90b. Since the length
of detection area AF in the X-axis direction is set to around
the same as the diameter of wafer W, position information
(surface position information )in the Z~axis direction across
the entire surface of wafer W can be measured by only scanning
wafer W in the Y-axis direction once. Further, since

detection area AF is placed between liquid immersion area 14
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(exposure area IA) and the detection areas of the alignment
systems (ALl, AL2; to AL24) in the Y-axis direction, the
detection operations of the multipoint AF system and the
alignment systems can be performed in parallel. The
multipoint AF system may also be arranged on the main frame
that holds projection unit PU or the like, however, in the
embodiment, the system will be arranged on the measurement
frame previously described.

Incidentally, the plurality of detection points are to
be placed in one row and M columns, or two rows and N columns,
but the number(s) of rows and/or columns is/are not limited
to these numbers. However, in the case the number of rows is
two or more, the positions in the X-axis direction of detection
points are preferably made to be different between the
different rows. Moreover, the plurality of detection points
is to be placed along the X-axis direction. However, the
present invention is not limited to this, and all of or some
of the plurality of detection points may also be placed at
different positions in the Y-axis direction. For example, the
plurality of detection points may also be placed along a
direction that intersects both of the X-axis and the Y-axis.
That is, the positions of the plurality of detection points
only have to be different at least in the X-axis direction.
Further, a detection beam is to be irradiated to the plurality
of detection points in the embodiment, but a detection beam
may also be irradiated to, for example, the entire area of
detection area AF. Furthermore, the length of detection area
AF in the X-axis direction does not have to be nearly the same

as the diameter of wafer W.
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In the vicinity of detection points located at both ends
out of a plurality of detection points of the multipoint AF
system(90a,90b),thatis,:hlthevicinityofbothendportions
of beam area AF, heads 72a and 72b, and 72c and 72d of surface
position sensors for Z position measurement (hereinafter,
shortly referred to as "Z heads") are arranged each in a pair,
in symmetrical placement with respect to reference axis LV.
Z heads 72a to 72d are fixed to the lower surface of a main
frame (not shown). Incidentally, Z heads 72a to 72d may also
be arranged on the measurement frame described above or the
like.

As Z heads 72a to 72d, a sensor head that irradiates a
light to wafer table WTB from above, receives the reflected
light and measures position information of the wafer table
WTB surface in the Z~axis direction orthogonal to the XY plane
at the irradiation point of the light, as an example, a head
of an optical displacement sensor (a sensor head by an optical
pickup method), which has a configuration like an optical
pickup used in a CD drive device, is used.

Furthermore,headunits62Aand62Cpreviouslydescribed
are respectively equipped with Z heads 764 and 74; (i, 7 =1-5),
which are five heads each, at the same X position as Y heads
655 and 64; (i, j =1-5) that head units 622 and 62C are
respectively equipped with, with the Y position shifted. 1In
this case, Z heads 763 to 765 and 74; to 743, which are three
heads each on the outer side belonging to head units 62A and
62C, respectively, are placed parallel to reference axis LH
a predetermined distance away in the +Y direction from

reference axis LH. Further, Z heads 76; and 745, which are
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heads on the innermost side belonging to head units 62A and
62C, respectively, are placed on the +Y side of projection
unit PU, and Z heads 76, and 744, which are the second innermost
heads are placed on the - Y side of Y heads 65, and 64,,
respectively. And Z heads 765, 74; (1, 7 =1-5), which are five
heads each belonging to head unit 62A and 62C, respectively,
are placed symmetric to each other with respect to reference
axis LV. Incidentally, as each of the % heads 76 and 74, an
optical displacement sensor head similar to Z heads 72a to
72d described above is employed. Incidentally, the
configuration and the like of the Z heads will be described
later on.

In this case, Z head 743 is on a straight line parallel
totheY—axis,thesameasisvﬁijlzheads72aand72bpmeviously
described. Similarly, Z head 765 is on a straight line
parallel to the Y-axis, the same as is with Z heads 72c and
72d previously described.

Further, the distance in a direction parallel to the
Y-axis between Z head 745 and Z head 74, and the distance in
the direction parallel to the Y-axis between Z head 763 and
Z head 762 are approximately same with a spacing in a direction
parallel to the Y-axis between Z heads 72a and 72b (coincides
with the spacing in the direction parallel to the Y-axis
between Z heads 72c and 72d). Further, the distance in the
direction parallel to the Y-axis between 7 head 743 and Z head
745 and the distance in the direction parallel to the Y-axis
between Z head 763 and Z head 76; are slightly shorter than
the spacing in a direction parallel to the Y-axis between 7

heads 72a and 72b.
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Z heads 72a to 72d, Z heads 74; to 745, and Z heads 76,
to 765 connect to main controller 20 via a signal processing
/ selection device 170 as shown in FIC. 6, and main controller
20 selects an arbitrary 2 head from % heads 72a to 72d, Z heads
741 to 74s, and Z heads 76; to 765 via signal processing /
selection device 170 and makes the head move into an operating
state, and then receives the surface position information
detected by the Z head which is in an operating state via signal
processing / selection device 170. TIn the embodiment, a
surface position measurement system 180 (a part of measurement
system 200) that measures positional information of wafer
stage WST in the Z-axis direction and the direction of
inclination with respect to the XY plane is configured,
including Z heads 72a to 72d, Z heads 74; to 745, and Z heads
761 to 765, and signal processing / selection device 170.

Incidentally, in FIG. 3, measurement stage MST is
omitted and a liquid immersion area that is formed by water
Lg held in the space between measurement stage MST and tip
lens 191 is shown by a reference code 14. Further, in FIG.
3, a reference code UP indicates an unloading position where
a wafer on wafer table WTB is unloaded, and a reference code
LP indicates a loading position where a wafer is loaded on
wafer table WIB. In the embodiment, unloading position UP and
loading position LP are set symmetrically with respect to
straight line LV. Incidentally, unloading position UP and
loading position LP may be the same position.

FIG. 6 shows themain configuration of the control (system
of exposure apparatus 100. The control system is mainly

configured of main controller 20 composed of a microcomputer
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(or workstation) that performs overall control of the entire
apparatus. Inmemory 34 which is an external memory connected
to main controller 20, correction information is stored of
measurement instrument systems such as interferometer system
118, encoder system 150 (encoders 70A to 70F), Z heads 72a
to 72d, 74; to 745, 76; to 765 and the like. Incidentally, in
FIG. 6, various sensors such as irregular illuminance sensor
94, aerial image measuring instrument 96 and wavefront
aberration measuring instrument 98 that are arranged at
measurement stage MST are collectively shown as a sensor group
99.

Next, the configuration and the like of % heads 72a to
72d, 74 to 745, and 761 to 765 will be described, focusing on
Z head 72a shown in FIG. 7 as a representative.

As shown in FIG. 7, Z head 72a is equipped with a focus
sensor F'S, a sensor main section ZH which houses focus sensor
FS, a drive section (not shown) which drives sensor main
section ZH in the Z-axis direction, a measurement section ZE
which measures displacement of sensor main section ZH in the
Z-axis direction and the like.

As focus sensor FS, an optical displacement sensor
similar to an optical pickup used in a CD drive unit that
irradiates a probe beam LB on a measurement target surface
S and optically reads the displacement of measurement surface
S by receiving the reflected light is used. The configuration
and the like of the focus sensor will be described later in
the description. The output signal of focus sensor FS is sent
to the drive section (not shown).

The drive section (not shown) includes an actuator such
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as, for example, a voice coil motor, and one of a mover and
a stator of the voice coil motor is fixed to sensor main section
ZH, and the other is fixed to a part of a housing (not shown)
which houses the sensor main section ZH, measurement section
ZE and the like, respectively. The drive section drives
sensor main section ZH in the Z-~axis direction according to
the output signals from focus sensor FS so that the distance
between sensor main section ZH and measurement target surface
S 1s constantly maintained (or to be more precise, so that
measurement target surface S is maintained at the best focus
position of the optical system of focus sensor FS). By this
drive, sensor main section ZH follows the displacement of
measurement target surface S in the Z-axis direction, and a
focus lock state is maintained.

As measurement section ZE, in the embodiment, an encoder
by the diffraction interference method is used as an example.
Measurement section ZE includes a reflective diffraction
grating EG whose periodic direction is the Z-axis direction
arranged on a side surface of a support member SM fixed on
the upper surface of sensor main section ZH extending in the
Z-axis direction, and an encoder head EH which is attached
to the housing (not shown) facing diffraction grating EG.
Encoder head EH reads the displacement of sensor main section
ZH in the Z-axis direction by irradiating probe beam EL on
diffraction grating EG, receiving the reflection /
diffraction light from diffraction grating EG with a
light-receiving element, and reading the deviation of an
irradiation point of probe beam EL from a reference point (for

example, the origin).
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In the embodiment, in the focus lock state, sensor main
section ZH is displaced in the Z-axis direction so as to
constantly maintain the distance with measurement target
surface S as described above. Accordingly, by encoder head
EH of measurement section ZE measuring the displacement of
sensor main section ZH in the Z-axis direction, surface
position (Z position) of measurement target surface S is
measured. Measurement values of encoder head EH is supplied
tomain controller 20 via signal processing / selection device
170 previously described as measurement values of Z head 72a.

As shown in FIG. 8(A), as an example, focus sensor FS
includes three sections, an irradiation system FS;, an optical
system FS;, and a photodetection system FSj.

Irradiation system FS1 includes, for example, a light
source LD made up of laser diodes, and a diffraction grating
plate uadiffractiveopticalelement)ZGgﬂaced<x1theoptical
path of a laser beam outgoing from light source LD.

Optical system F'S; includes, for instance, a diffraction
light of the laser beam generated in diffraction grating plate
4G, or more specifically, a polarization beam splitter PBS,
a collimator lens CL, a quarter-wave plate (a A/4 plate) WP,
and object lens OL and the like placed sequentially on the
optical path of probe beam LB;.

Photodetection system FS;, for instance, includes a
cylindrical lens CYL and a tetrameric light receiving element
zD placed sequentially on a return optical path of reflected
beam LB; of probe beam LB; on measurement target surface S.

According to focus sensor FS, the linearly polarized

laser beam generated in light source LD of irradiation system
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FS1 is irradiated on diffraction grating plate 2ZG, and
diffractionlight(probebeam)LBlisgeneratedjj1diffraction
grating plate ZG. The central axis (principal ray) of probe
beam LB; is parallel to the Z-axis and is also orthogonal to
measurement target surface §.

Then, probe beam LB, or more specifically, light having
a polarization component that is a P-polarized light with
respect to a separation plane of polarization beam splitter
PBS, is incident on optical system FS,. In optical system FS,,
probe beam LB; passes through polarization beam splitter PBS
and is converted into a parallel beam at collimator lens CL,
and then passes through A /4 plate WP and becomes a circular
polarized light, which is condensed at object lens OL and is
irradiated on measurement target surface S. Accordingly, at
measurement target surface S, reflected light (reflected
beam) LB; occurs, which is a circular polarized light that
proceeds inversely to the incoming light of probe beam LB;.
Then,reflectedbeamLBgtracestheopticalpathoftheincoming
light (probe beam LB;) the other way around, and passes
through object lens OL, A /4 plate WP, collimator lens CcL,
and then proceeds toward polarization beam splitter PBS. 1In
this case, because the beam passes through A /4 plate WP twice,
reflected beam LB; is converted into an S-polarized light.
Therefore, the proceeding direction of reflected beam LB, is
bent at the separation plane of polarization beam splitter
PBS, so that it moves toward photodetection system FS;.

In photodetection system FS3, reflected beam LB, passes
through cylindrical lenses CYL and is irradiated on a detection

surface of tetrameric light receiving element ZD. In this



WO 2009/028697 PCT/JP2008/065612

10

15

20

25

65

case, cylindrical lenses CYL is a "cambered type" lens, and
as shown in FIG. 8(B), the YZ section has a convexed shape
with the convexed section pointing the Y-axis direction, and
as shown also in FIG. 8(C), the XY section has a rectangular
shape. Therefore, the sectional shape of reflected beam LB,
which passes through cylindrical lenses CYL is narrowed
asymmetrically in the Z-axis direction and the X-axis
direction, which causes astigmatism.

Tetrameric light receiving element ZD receives
reflected beam LB, on its detection surface. The detection
surface of tetrameric light receiving element %D has a square
shape as a whole, as shown in FIG. 9(A), and it is divided
equally into four detection areas a, b, ¢, and d with the two
diagonal lines serving as a separation line. The center of
the detection surface will be referred *to as Ogp.

In this case, in an ideal focus state (a state in focus)
shown in FIG. 8(A), or more specifically, in a state where
probe beam LB; is focused on measurement target surface S,
the cross-sectional shape of reflected beam LBy, on the
detection surface becomes a circle with center Ozp serving as
a center, as shown in FIG. 9(C).

Further, in the so-called front-focused state (more
specifically, a state equivalent to a state where measurement
target surface S is at ideal position Sy and tetrameric light
receiving element ZD is at a position shown by reference code
1 in FIGS. 8(B) and 8(C)) where probe beam LB; focuses on
measurement target surface S; in FIG. 8 (A), the
Cross-sectional shape of reflected beam LB; on the detection

surface becomes a horizontally elongated circle with center
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0ZD serving as a center as shown in FIC. 9(B).

Further, in the so-called back-focused state (more
specifically, a state equivalent to a state where measurement
target surface S is at ideal position Sy and tetrameric light
receiving element ZD is at a position shown by reference code
-1 in FIGS. 8(B) and 8(C)) where probe beam LB; focuses on
measurement target surface S.; in FIG. 8(A), the
cross-sectional shape of reflected beam LB; on the detection
surface becomes a longitudinally elongated circle with center
Ozp serving as a center as shown in FICG. 9 (D).

In an operational circuit (not shown) connected to
tetrameric light receiving element %D, a focus error I
expressed as in the following formula (7) is computed and
output to the drive section (not shown), with the intensity
of light received in the four detection areas a, b, c, and
d expressed as Ia, Ib, Ic, and Id, respectively.

I = (IatIc) - (Ib+Id) ... (7)

Incidentally, in the ideal focus state described above,
because the area of the beam cross-section in each of the four
detection areas is equal to each other, focus error T =0 can
be obtained. Further, in the front focused state described
above, according to formula (7), focus error becomes I <0,
and in the back focused state, according to formula (7), focus
error becomes I >0.

Thedrivesection(notshown)receivesfocuserrori[from
a detection section FS3 within focus sensor FS, and drives
sensor main body ZH which stored focus sensor FS in the Z-axis
direction so as to reproduce I =0. By this operation of the

drivesection,becausesensormainsectionZHjj;alsodisplaced
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following measurement target surface S, the probe beam focuses
on measurement target surface S without fail, or more
specifically, the distance between sensor main section ZH and
measurement target surface S is always constantly maintained
(focus lock state is maintained).

Meanwhile, the drive section (not shown) can also drive
and position sensor main section ZH in the Z-axis direction
so that a measurement result of measurement section ZE
coincides with an input signal from the outside of % head 72a.
Accordingly, the focus of probe beam LB can also be positioned
at a position different from the actual surface position of
measurement target surface S. By this operation (scale servo
control) of the drive section, processes such as return process
in the switching of the 2 heads, avoidance process at the time
of abnormality generation in the output signals and the like
can be performed.

In the embodiment, as is previously described, an
encoder is adopted as measuring section ZzE, and encoder head
EH is used to read the Z displacement of diffraction grating
EG set in sensor main section ZH. Because encoder head EH is
a relative position sensor which measures the displacement
of the measurement object (diffraction grating EG) from a
reference point, it is necessary to determine the reference
point. Inthe embodiment, the reference position (for example,
the origin) of the 7 displacement can be determined by
detecting an edge section of diffraction grating EG, or in
the case a lay out pattern is arranged in diffraction grating
EG, by detecting the lay out pattern. In any case, reference

surface position of measurement target surface S can be
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determined in correspondence with the reference position of
diffraction grating EG, and the Z displacement of measurement
target surface S from the reference surface position, or more
specifically, the position in the Z-axis direction can be
measured. Incidentally, at the start up and the restoration
of the Z head, setting of the reference position (for example,
the origin, or more specifically, the reference surface
position of measurement target surface S) of diffraction
grating EG is executed without fail. 1In this case, it is
desirable for the reference position to be set around the
center of the movement range of sensor main section ZH.
Therefore, a drive coil for adjusting the focal position of
the optical system can be arranged to adjust the Z position
of object lens OL so that the reference surface position
corresponding to the reference position around the center
coincides with the focal position of the optical system in
the focus sensor FS. Further, when sensor main section ZH is
located at the reference position (for example, the origin),
measurement section ZE is made to generate an origin detection
signal.

In z head 72a, because sensor main section ZH and
measurement section ZE are housed together inside the housing
(not shown) and the part of the optical path length of probe
beam LB; which is exposed outside the housing is extremely short,
the influence of air fluctuation is extremely small.
Accordingly, even when compared, for example, with a laser
interferometer, the sensor including the Z head is much more
superior in measurement stability (short-term stability)

during a period as short as while the air fluctuates.
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The other Z heads are also configured and function in
a similar manner as Z head 72a described above. As is described,
in the embodiment, as each 7 head, a configuration is employed
where the diffraction grating surfaces of Y scales 39Yy, 39Y,
and the like are observed from above (the +Z direction) as
in the encoder. Accordingly, by measuring the surface
position information of the upper surface of wafer table WTB
at different positions with the plurality of % heads, the
position of wafer stage WST in the Z-axis direction, the @Oy
rotation (rolling), and the 6x rotation (pitching) can be
measured. However, in the embodiment, because the accuracy
of pitching control of wafer table WTB is not especially
important on exposure, the surface position measurement
system including the Z head does not measure pitching, and
a configuration was employed where one Z head each faces Y
scales 39Y; and 39Y,.

Next, detection of position information (surface
position information) of the wafer W surface in the Z-axis
direction (hereinafter, referred to as focus mapping) that
is performed in exposure apparatus 100 of the embodiment will
be described.

On the focus mapping, as is shown in FIG. 10(A), main
controller 20 controls the position within the XY prlane of
wafer stage WST based on X head 665 facing X scale 39X; (X linear
encoder 70D) and two Y heads 68, and 673 facing Y scales 39Y;
and 39Y; respectively (Y linear encoders 702 and 70C). 1In the
state of FIG. 10(A), a straight line (centeiline) parallel
to the Y-axis that passes through the center of wafer table

WIB (which substantially coincides with the center of wafer
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W) coincides with reference axis LV previously described.
Further, although it is omitted in the drawing here,
measurement stage MST is located on the +Y side of wafer stage
WST, and water is retained in the space between FD bar 46,
wafer table WTB and tip lens 191 of projection optical system
PL previously described (refer to FIG. 18).

Then, in this state, main controller 20 starts scanning
ofwaferstageWSTinthe-H{direction,andafterhavingstarted
the scanning, activates (turns ON) both Z heads 72a to 72d
and the multipoint AF system (90a, 90b) by the time when wafer
stage WST moves in the +Y direction and detection beams
(detection area AF) of the multipoint AF system (90a, 90b)
begin to be irradiated on wafer W.

Then, in a state where Z heads 72a to 724 and the
multipoint AF system (90a, 90b) simultaneously operate, as
isshowan1FIG.lO(B),positioninformation(surfaceposition
information) of the wafer table WTB surface (surface of plate
28) in the Z-axis direction that is measured by Z heads 72a
to 72d and position information (surface position
information) of the wafer W surface in the Z-axis direction
at a plurality of detection points that is detected by the
multipoint AF system (90a, 90b) are loaded at a predetermined
sampling interval while wafer stage WST is proceeding in the
+Y direction, and three kinds of information, which are the
two kinds of surface position information that has been loaded
and the measurement values of Y linear encoders 70F; and 70E;
at the time of each sampling, are made to correspond to one
another, and then are sequentially stored in a memory (not

shown) .
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Then, when the detection beams of the multipoint AF
system (90a, 90b) begin to miss wafer W, main controller 20
ends the sampling described above and converts the surface
position information at each detection point of the multipoint
AF system (90a, 90b) into data which uses the surface position
information by Z heads 72a to 72d that has been loaded
simultaneously as a reference.

More specifically, based on an average value of the
measurement values of Z heads 72a and 72b, surface position
information at a predetermined point (for example,
corresponding to a midpoint of the respective measurement
points of Z heads 72a and 72b, that is, a point on substantially
the same X~axis as the array of a plurality of detection points
of the multipoint AF system (90a, 90b): hereinafter, this
point is referred to as a left measurement point P1l) on an
area(anareawhere&fscale39Y2isformed)neartheedgesection
on the -X side of plate 28 is obtained. Further, based on an
average value of the measurement values of Z heads 72c¢c and
72d, surface position information at a predetermined point
(for example, corresponding to a midpoint of the respective
measurement points of Z heads 72c and 72d, that is, a point
on substantially the same X-axis as the array of a plurality
of detection points of the multipoint AF system (90a, 90Db):
hereinafter, this point is referred to as a right measurement
point P2) on an area (an area where Y scale 39Y; is formed)
near the edge section on the +X side of plate 28 is obtained.
Then, as shown in FIG. 10(C), main controller 20 converts the
surface position information at each detection point of the

multipoint AF system (90a, 90b) into surface position data
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zl ~ zk, which uses a straight line that connects the surface
position of left measurement point Pl and the surface position
of right measurement point P2 as a reference. Main controller
20 performs such a conversion on all information taken in
during the sampling.

By obtaining such converted data in advance in the manner
described above, for example, in the case of exposure, main
controller 20 measures the wafer table WTB surface (a point
on the area where Y scale 39Y, is formed (a point near left
measurement point Pl described above) and a point on the area
where Y scale 39Y; is formed (a point near right measurement
point Pl described above)) with Z heads 74; and 764 previously
described, and computes the Z position and Oy rotation
(rolling) amount Oy of wafer stage WST. Then, by performing
a predetermined operation using the % position, the rolling
amount 8y, and the 6x rotation (pitching) amount 8x of wafer
stage WST measured with Y interferometer 16, and computing
the Z position (%), rolling amount 6y, and pitching amount
Ox of the wafer table WIB surface in the center (the exposure
center) of exposure area IA previously described, and then
obtaining the straight line passing through the exposure
Ccenter that connects the surface position of left measurement
point Pl and the surface position of right measurement point
P2describedabovebasaﬂonthecomputationresults,itbecomes
possible to perform the surface position control (focus
leveling control) of the upper surface of wafer W without
actually acquiring the surface position information of the
wafer W surface by using such straight line and surface

position data zl1 - zk. Accordingly, because there is no
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problemeven if the multipoint AF system is placed at a position
away from projection optical system PL, the focus mapping of
the embodiment can suitably be applied also to an exposure
apparatus and the like that has a short working distance.
Incidentally, in the description above, while the
surface position of left measurement point P1 and the surface
position of right measurement point P2 were computed based
on the average value of the measurement values of % heads 72a
and 72b, and the average value of % heads 72c and 72d,
respectively, the surface position information at each
detection point of the multipoint AF system (90a, 90b) can
also be converted, for example, into surface position data
which uses the straight line connecting the surface positions
measured by 7Z heads 72a and 72c as a reference. 1In this case,
the difference between the measurement value of % head 72a
and the measurement value of Z head 72b obtained at each
sampling timing, and the difference between the measurement
value of Z head 72c and the measurement value of % head 72d
obtained at each sampling timing are to be obtained severally
in advance. Then, when performing surface position control
at the time of exposure or the like, by measuring the wafer
table WTB surface with Z heads 74; and 765 and computing the
Z-position and the 8y rotation of wafer stage WST, and then
performing a predetermined operation using these computed
values, pitching amount 6x of wafer stage WST measured by Y
interferometer 16, surface position data z1l to zk previously
described, and the differences described above, it becomes
possible to perform surface position control of wafer W,

without actually obtaining the surface position information
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of the wafer surface.

However, the description so far is made, assuming that
unevenness does not exist on the wafer table WTB surface in
the X-axis direction.

Next, focus calibration will be described. Focus
calibration refers to a process where a processing of obtaining
a relation between surface position information of wafer table
WTB at end portions on one side and the other side in the X-axis
direction in a reference state and detection results (surface
position information) at representative detection points on
the measurement plate 30 surface of multipoint AF system (90a,
90b) (former processing of focus calibration), and a
processing of obtaining surface position information of wafer
table WIB at end portions on one side and the other side in
the X~axis direction that correspond to the best focus position
of projection optical system PL detected using aerial image
measurement device 45 in a state similar to the reference state
above (latter processing of focus calibration) are performed,
and based on these processing results, an offset of multipoint
AF system (90a, 90b) at representative detection points, or
in other words, a deviation between the best focus position
of projection optical system PL and the detection origin of
the multipoint AF system, is obtained.

On the focus calibration, as is shown in FIG. 11 (A), main
controller 20 controls the position within the XY plane of
waferstageWSTk@sedon}ihead662facing}{scale39X2(Xlinear
encoder 70D) and two Y heads 68, and 673 facing Y scales 39Y;
and 39Y; respectively (Y linear encoders 70F; and 70E;). The

state of FIG. 11(A) is substantially the same as the state
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in FIG. 10(A) previously described. However, in the state of
FIG. 11(A), wafer stage WST is at a position where a detection
beam from multipoint AF system (90a, 90b) is irradiated on
measurement plate 30 previously described in the Y-axis
direction.

(a) In this state, main controller 20 performs the former
processing of focus calibration as in the following
description. More specifically, while detecting surface
position information of the end portions on one side and the
other side of wafer table WTB in the X-axis direction that
is detected by Z heads 72a, 72b, 72c and 72d previously
described, main controller 20 uses the surface position
information as a reference, and detects surface position
information of the measurement plate 30 (refer to FIG. 4(A))
surface previously described using the multipoint AF system
(90a, 90b). Thus, a relation between the measurement values
of Z heads 72a, 72b, 72c and 72d (surface position information
at end portions on one side and the other side of wafer table
WﬁBintheX—axisdirection)andthedetectionresults(surface
position information) at a detection point (the detection
point located in the center or the vicinity thereof out of
a plurality of detection points) on the measurement plate 30
surface of the multipoint AF system (90a, 90b), in a state
where the centerline of wafer table WIB coincides with
reference axis LV, is obtained.

(b) Next, main controller 20 moves wafer stage WST in the
+Ydirectionknzapredetermineddistance,andstopswaferstage
WST at a position where measurement plate 30 is located

directly below projection optical system PL. Then, main
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controller 20 performs the latter processing of focus
calibration as follows. More specifically, as is shown in FIG.
11(B), while controlling the position of measurement plate
30(waferstageWST)intheopticalaxisdirectimﬂofprojection
optical system PL (the Z position), using surface position
information measured by % heads 12a, 72b, 72¢, and 72d as a
reference as in the former processing of focus calibration,
main controller 20 measures an aerial image of a measurement
mark formed on reticle R or on a mark plate (not shown) on
reticle stage RST by a Z direction scanning measurement whose
details are disclosed in, for example, the pamphlet of
International Publication No. 2005/124834 and the like, using
aerial image measurement device 45, and based on the
measurement results, measures the best focus position of
projection optical system PL. During the Z direction scanning
measurement described above, main controller 20 takes in
measurement values of a pair of Z heads 743 and 765 which measure
the surface position information at end portions on one side
and the other side of wafer table WTB in the X-axis direction,
in synchronization with taking in output signals from aerial
image measurement device 45. Then, main controller 20 stores
the values of Z heads 743 and 765 corresponding to the best
focus position of projection optical system PL in memory (not
shown). Incidentally, the reason why the position (Z
position) related to the optical axis direction of projection
optical system PL of measurement plate 30 (wafer stage WST)
is controlled using the surface position information measured
in the latter processing of the focus calibration by Z heads

72a, 72b, 72c¢, and 72d is because the latter processing of
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the focus calibration is performed during the focus mapping
previously described.

In this case, because liquid immersion area 14 is formed
between projection optical system PL and measurement plate
30 (wafer table WTB) as shown in FIG. 11(B), the measurement
of the aerial image is performed via projection optical system
PL and the water. Further, although it is omitted in FIG. 11(B),
because measurement plate 30 and the like of aerial image
measurement device 45 are installed in wafer stage WST, and
the light receiving elements are installed in measurement
stage MST, the measurement of the aerial image described above
is performed while wafer stage WST and measurement stage MST
maintain a contact state (or a proximity state) (refer to FIG.
20) .

(c) Accordingly, main controller 20 can obtain the offset
at the representative detection point of the multipoint AF
system (90a, 90b), or more specifically, the deviation between
the best focus position of projection optical system PL and
the detection origin of the multipoint AF system, based on
the relation between the measurement values of Z heads 72a,
72b, 72c, and 72d (surface position information at the end
portions on one side and the other side in the X-axis direction
ofwafertableWTB)andthedetectionresults(surfaceposition
information) of the measurement plate 30 surface by the

multipointAFsystem(90a,90b)obtainedin(a)ckﬁcribedabove,
in the former processing of focus calibration, and also on
the measurement values of Z heads 745 and 765 (that is, surface
position information at the end portions on one side and the

other side in the X-axis direction of wafer table WTB)
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corresponding to the best focus position of projection optical
system PL obtained in (b) described above, in the latter
processing of focus calibration. In the embodiment, the
representative detection point is, for example, the detection
point in the center of the plurality of detection points or
in the vicinity thereof, but the number and/or the position
may be arbitrary. In this case, main controller 20 adjusts
the detection origin of the multipoint AF system so that the
offset at the representative detection point becomes zero.
The adjustment may be performed, for example, optically, by
performing angle adjustment of a plane parallel plate (not
shown) inside photodetection system 90b, or the detection
offset may be electrically adjusted. Alternatively, the
offset may be stored, without performing adjustment of the
detection origin. 1In this case, adjustment of the detection
origin is to be performed by the optical method referred to
above. This completes the focus calibration of the multipoint
AF system (90a, 90b). Incidentally, because it is difficult
to make the offset become zero at all the remaining detection
points other than the representative detection point by
adjusting the detection origin optically, it is desirable to
store the offset after the optical adjustment at the remaining
detection points.

Next, offset correction of detection values among a
plurality of light-receiving elements (sensors) that
individually correspond to a plurality of detection points
of the multiple AF system (90a, 90b) (hereinafter, referred
to as offset correction among AF sensors) will be described.

On the offset correction among AF sensors, as is shown
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in FIG. 12(A), main controller 20 makes irradiation system
90a of the multipoint AF system (90a, 90b) irradiate detection
beams to FD bar 46 equipped with a predetermined reference
plane, and takes in output signals from photodetection system
90b of the multipoint AF system (90a, 90b) that receives the
reflected lights from the FD bar 46 surface (reference plane).

In this case, if the FD bar 46 surface is set parallel
to the XY plane, main controller 20 can perform the offset
correction among AF sensors by obtaining a relation among the
detection values (measurement values) of a plurality of
sensors that individually correspond to a plurality of
detection points based on the output signals loaded in the
manner described above and storing the relation in a memory,
or by electrically adjusting the detection offset of each
sensor so that the detection values of all the sensors become,
for example, the same value as the detection value of a sensor
that corresponds to the representative detection point on the
focus calibration described above.

In the embodiment, however, as is shown in FIG. 12(n),
because main controller 20 detects the inclination of the
surface of measurement stage MST (integral with FD bar 46)
using Z heads 744, 745, 7631, and 76, when taking in the output
signals from photodetection system 90b of the multipoint AF
system (80a, 90b), the FD bar 46 surface does not necessarily
have to be set parallel to the XY plane. In other words, as
is modeled in FIG. 12(B), when it is assumed that the detection
value at each detection point is the value as severally
indicated by arrows in the drawing, and the line that connects

the upper end of the detection values has an unevenness as
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shown in the dotted line in the drawing, each detection value
only has to be adjusted so that the line that connects the
upper end of the detection values becomes the solid line shown
in the drawing.

Next, a parallel processing operation that uses wafer
stage WST and measurement stage MST in exposure apparatus 100
of the embodiment will be described based on FIGS. 13 to 23.
Incidentally, during the operation below, main controller 20
performs the open/close control of each valve of liquid supply
device 5 of local liquid immersion device 8 and liquid recovery
device 6 in the manner previously described, and water is
constantly filled on the outgoing surface side of tip lens
191 of projection optical system PL. However, in the
description below, for the sake of simplicity, the explanation
related to the control of liquid supply device 5 and liquid
recovery device 6 will be omitted. Further, many drawings are
used in the operation description hereinafter, however,
reference codes may or may not be given to the same member
for each drawing. More specifically, the reference codes
written are different for each drawing; however, such members
have the same configuration, regardless of the indication of
the reference codes. The same can be said for each drawing
used in the description so far.

FIG. 13 shows a state in which an exposure by the
step-and~scan method of wafer W mounted on wafer stage WST
is performed. This exposure is performed by alternately
repeating a movement between shots in which wafer stage WST
isnmvediu:ascanningstartingposition(accelerationstaring

position) to expose each shot area on wafer.W and scanning
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exposure in which the pattern formed on reticle R is
transferredontoeachshotareaknfthescanningexposuremethod,
based on results of wafer alignment (EGA: Enhanced Global
Alignment) and the like which has been performed prior to the
beginning of exposure. Further, exposure is performed in the
following order, from the shot area located on the -Y side
on wafer W to the shot area located on the +Y side.
Incidentally, exposure is performed in a state where ligquid
immersion area 14 is formed in between projection unit PU and
wafer W.

During the exposure described above, the position
(including rotation in the oz direction) of wafer stage WST
in the XY plane is controlled by main controller 20, based
on measurement results of a total of three encoders which are
the two Y encoders 70A and 70C, and one of the two X encoders
70B and 70D. 1In this case, the two X encoders 70B and 70D are
made up of two X heads 66 that face X scale 39%X; and 39X,,
respectively, and the two Y encoders 70A and 70C are made up
of Y heads 65 and 64 that face Y scales 39Y; and 39Y,,
respectively. Further, the Z position and rotation (rolling)
in the 6y direction of wafer stage WST are controlled, based
on measurement results of Z heads 74; and 764, which
respectively belong to head units 62C and 62A facing the end
section on one side and the other side of the surface of wafer
table WTB in the X-axis direction, respectively. The 6x
rotation (pitching) of wafer stage WST is controlled based
on measurement values of ¥ interferometer 16. Incidentally,
in the case three or more Z heads including Z head 74; and 76

face the surface of the second water repellent plate 28b of
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wafer table WIB, it is also possible to control the position
of wafer stage WST in the Z-axis direction, the Oy rotation
(rolling), and the 6x rotation (pitching), based on the
measurement values of Z heads 74;, 764 and the other one head.
In any case, the control (more specifically, the focus leveling
control of wafer W) of the position of wafer stage WST in the
Z-axis direction, the rotation in the Oy direction, and the
rotation in the 6x direction is performed, based on results
of a focus mapping performed beforehand.

At the position of wafer stage WST shown in FIG. 13, while
X head 665 (shown circled in FIG. 13) faces X scale 39X1, there
are no X heads 66 that face X scale 39X%,. Therefore, main
controller 20 uses one X encoder 70B and two Y encoders 70A
and 70C so as to perform position (X, Y, 6z) control of wafer
stage WST. 1In this case, when wafer stage WST moves from the
position shown in FIG. 13 to the -Y direction, X head 665 moves
off of (no longer faces) X scale 39X;, and X head 664 (shown
circled in a broken line in FIG. 13) faces X scale 39X, instead.
Therefore, main controller 20 switches the control to a
position (X, Y, ©z) control of wafer stage WST that uses one
X encoder 70D and two Y encoders 702 and 70C.

Further, when wafer stage WST is located at the position
shown in FIG. 13, Z heads 743 and 763 (shown circled in FIG.
13) face Y scales 39Y; and 39Y;, respectively. Therefore, main
controller 20 performs position (%, 8y) control of wafer stage
WST using Z heads 743 and 765. 1In this case, when wafer stage
WST moves from the position shown in FIG. 13 to the +X direction,
Z heads 743 and 763 move off of (no longer faces) the

corresponding Y scales, and Z heads 74, and 764 (shown circled
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in a broken line in FIG. 13) respectively face Y scales 39Y,
and 39Y; instead. Therefore, main controller 20 switches to
position (Z, 6y) control of wafer stage WST using Z heads 74,
and 764.

In this manner, main controller 20 performs position
control of wafer stage WST by consistently switching the
encoder to use depending on the position coordinate of wafer
stage WST.

Incidentally, independent from the position
measurement of wafer stage WST described above using the
measuring instrument system described above, position (X, Y,
Z, 6x, By, ©z) measurement of wafer stage WST using
interferometer system 118 is constantly performed. 1In this
case, the X position and 6z rotation (yawing) of wafer stage
WST or the X position are measured using X interferometers
126, 127, or 128, the Y position, the 6x rotation, and the
6z rotation are measured using Y interferometer 16, and the
Y position, the Z position, the 6y rotation, and the 6z rotation
are measured using Z interferometers 43A and 43B (not shown
in FIG. 13, refer to FIGS. 1 or 2) that constitute
interferometer system 118. Of X interferometers 126, 127, and
128, one interferometer is used according to the Y position
of wafer stage WST. As indicated in FIG. 13, X interferometer
126 is used during exposure. The measurement results of
interferometer system 118 except for pitching (6x rotation)
are used for position control of wafer stage WST secondarily,
or in the case of backup which will be described later on,
or when measurement using encoder system 150 cannot be

performed.
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When exposure of wafer W has been completed, main
controllerlﬂ)driveswaferstageWSTtowardunloadingposition
UP. On this drive, wafer stage WST and measurement stage MST
which were apart during exposure come into contact or move
close to each other with a clearance of around 300um in between,
and shift to a scrum state. 1In this case, the -Y side surface
of FD bar 46 on measurement table MTB and the +Y side surface
of wafer table WTB come into contact or move close together.
And by moving both stages WST and MST in the -Y direction while
maintaining the scrum condition, liquid immersion area 14
formed under projection unit PU moves to an area above
measurement stage MST. For example, FIGS. 14 and 15 show the
state after the movement.

When wafer stage WST moves further to the -Y direction
and moves off from the effective stroke ares (the area in which
wafer stage WST moves at the time of exposure and wafer
alignment) after the drive of wafer stage WST toward unloading
position UP has been started, all the X heads and Y heads,
and all the Z heads that constitute encoder 70A to 70D move
off from the corresponding scale on wafer table WIB.
Therefore, position control of wafer stage WST based on the
measurement results of encoders 70A to 70D and the % heads
is no longer possible. Just before this, main controller 20
switches the control to a position control of wafer stage WST
basedcx1theneasurementresults<xEinterferometersystanll8.
In this case, of the three X interferometers 126, 127, and
128, X interferometer 128 is used.

Then, wafer stage WST releases the scrum state with

measurement stage MST, and then moves to unloading position
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UP as shown in FIG. 14. After the movement, main controller
20 unloads wafer W on wafer table WTB. And thén, main
controller 20 drives wafer stage WST in the +X direction to
loading position LP, and the next wafer W is loaded on wafer
table WTB as shown in FIG. 15.

In parallel with these operations, main controller 20
performs Sec-BCHK (a secondary base line check) in which
positionadjustmentofIH)bar465upportedbyn@asurementstage
MST in the XY plane and baseline measurement of the four
secondary alignment system AL2; to AL2, are performed.
Sec~BCHK is performed on an interval basis for every wafer
exchange. In this case, in order to measure the position (the
©z rotation) in the XY plane, Y encoders 70E, and 70F,
previously described are used.

Next, as shown in FIG. 16, main controller 20 drives
wafer stage WST and positions reference mark FM on measurement
plate 30 within a detection field of primary alignment system
ALl, and performs the former process of Pri-BCHK (a primary
baseline check) in which the reference position is decided
for baseline measurement of alignment system AL1, and AL2; to
AL2,.

On this process, as shown in FIG. 16, two Y heads 68,
and 673 and one X head 66; (shown circled in the drawing) come
to face Y scales 39Y; and 39Y;, and X scale 39X,, respectively.
Then, main controller 20 switches the stage control from a
control using interferometer system 118, to a control using
encoder system 150 (encoders 70F;, 70E;, and 70D) .
Interferometer system 118 is used secondarily again, except

in measurement of the 6x rotation. Incidentally, of the three
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X interferometers 126, 127, and 128, X interferometer 127 is
used.A

Next, while controlling the position of wafer stage WST
based on the measurement values of the three encoders described
above, main controller 20 begins the movement of wafer stage
WST in the +Y direction toward a position where an alignment
mark arranged in three first alignment shot areas is detected.

Then, when wafer stage WST reaches the position shown
in FIG. 17, main controller 20 stops wafer stage WST. Prior
to this operation, main controller 20 activates (turns ON)
Z heads 72a to 72d and starts measurement of the Z-position
and the tilt (the 6y rotation) of wafer table WTB at the point
in time when all of or part of 7 heads 72a to 724 face(s) wafer
table WTB, or before that point in time.

After wafer stage WST is stopped, main controller 20
detects the alignment mark arranged in the three first
alignment shot areas substantially at the same time and also
individually(refartothestar—shapedmarksinETG.17),using
primary alignment system ALI, and secondary alignment systems
AL2; and AL23, and makes a link between the detection results
of the three alignment systems ALI, AL2,;, and AL23; and the
measurement values of the three encoders above at the time
of the detection, and stores them in memory (not shown).

Asjm1thedescriptionabove,:h1theembodiment,theshift
to the contact state (or proximity state) between measurement
stage MST and wafer stage WST is completed at the position
where detection of the alignment marks of the first alignment
shot area is performed. And from this position, main

controller 20 begins to move both stages WST and MST in the
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+Y direction (step movement toward the position for detecting
analignmentmarkarrang&dinfivesecondalignmentshotareas)
in the contact state (or proximity state). Prior to starting
the movement of both stages WST and MST in the +Y direction,
as shown in FIG. 17, main controller 20 begins irradiation
of a detection beam from irradiation system 90 of the
multipoint AF system (90a, 90b) to wafer table WTB.
Accordingly, a detection area of the multipoint AF system is
formed on wafer table WTB.

Then, when both stages WST and MST reach the position
shown in FIG. 18 during the movement of both stages WST and
MST in the +Y direction, main controller 20 performs the former
process of the focus calibration, and obtains the relation
between the measurement values (surface position information
on one side and the other side of wafer table WTB in the X-axis
direction) of Z heads 72a, 72b, 72c, and 72d, in a state where
the center line of wafer table WTB coincides with straight
line LV, . and the detection results (surface position
information) of the surface of measurement plate 30 by the
multipoint AF system (90a, 90b). At this point, liquid
immersion area 14 is formed on the upper surface of FD bar
46.

Then, both stages WST and MST move further in the +Y
direction while maintaining the contact state (or proximity
state), and reach the position shown in FIG. 19. Then, main
controller 20 detects the alignment mark arranged in the five
second alignment shot areas substantially at the same time
as well as individually (rgfer to the star-shaped marks in

FIG. 19), using the five alignment systems ALl, and ALZ2; to
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AL2,, and makes a link between the detection results of the
fivealignmentsystemsALl,andALZltoAL24andthenwasurement
values of the three encoders measuring the position of wafer
stage WST in the XY plane at the time of the detection, and
then stores them in memory (not shown). At this point, main
controller 20 controls the position of wafer stage WST within
the XY plane based on the measurement values of X head 66; (X
linear encoder 7OD) that faces X scale 39X, and Y linear
encoders 70F; and 70E;.

Further, after the simultaneous detection of the
alignment marks arranged in the five second alignment shot
areas ends, main controller 20 starts again movement in the
+Y direction of both stages WST and MST in the contact state
(or proximity state), and at the same time, starts the focus
mapping previously described using Z heads 72a to 72d and the
multipoint AF system (90a, 90b), as is shown in FIG. 19.

Then, when both stages WST and MST reach the position
shownjleBS.20wheren@asurementplate30jjslocateddirectly
below projection optical system PL, main controller 20
performs the latter processing of focus calibration in a state
while continuing to control the % position of wafer stage WST
(measurement plate 30) that uses the surface position
information measured by Z heads 72a, 72b, 72c, and 72d as a
reference, without switching the Z head used for position (2
position) control of wafer stage WST in the optical axis
direction of projection optical system PL to Z heads 74; and
765.

Then, main controller 20 obtains the offset at the

representative detection point of the multipoint AF system
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(90a, 90b) based on the results of the former processing and
latter processing of focus calibration described above, and
stores the offset in an internal memory. And, on reading
mapping information obtained from the results of focus mapping
at the time of exposure, main controller 20 is to add the offset
to the mapping information.

Incidentally, in the state of FIG. 20, the focus mapping
is being continued.

When wafer stage WST reaches the position shown in FIG.
21 by movement in the +Y direction of both stages WST and MST
in the contact state (or proximity state) described above,
main controller 20 stops wafer stage WST at that position,
while making measurement stage MST continue the movement in
the +Y direction. Then, main controller 20 detects the
alignmentmarkarrangedj11thefivesecondalignmentshotareas
substantially at the same time as well as individually (refer
to the star-shaped marks in FIG. 21), using the five alignment
systems AL1, and AL2; to AL24, and makes a link between the
detection results of the five alignment systems ALl, and AL2;
to AL2; and the measurement values of the three encoders at
the time of the detection, and then stores them in the internal
memory. Further, at this point as well, the focus mapping is
being continued.

Meanwhile, after a predetermined period of time from the
suspension of wafer stage WST described above, measurement
stage MST and wafer stage WST move from the contact state (or
proximity state) into a separation state. After the shift to
the separation state, main controller 20 stops the movement

of measurement stage MST when measurement stage MST reaches
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an exposure start waiting position where measurement stage
MST waits until exposure is started.

Next, main controller 20 starts the movement of wafer
stage WST in the +Y direction toward a position where the
alignment mark arranged in the three fourth alignment shots
are detected. At thispointintime, the focusmappingis being
continued. Meanwhile, measurement stage MST is waiting at the
exposure start waiting position described above.

Then, when wafer stage WST reaches the position shown
in FIG. 22, main controller 20 immediately stops wafer stage
WST, and almost simultaneously and individually detects the
alignment marks arranged in the three fourth alignment shot
areas on wafer W (refer to star-shaped marks in FIG. 22) using
primary alignment system ALl and secondary alignment systems
ALZ2; and AL23, links the detection results of three alignment
systems ALl, AL2; and AL2; and the measurement values of the
three encoders out of the four encoders above at the time of
the detection, and stores them in memory (not shown). Also
at this point in time, the focus mapping is being continued,
and measurement stage MST is still waiting at the exposure
start walting position. Then, using the detection results of
a total of 16 alignment marks and the measurement values of
the corresponding encoders obtained in the manner described
above, main controller 20 computes array information
(coordinate values) of all the shot areas on wafer W on an
alignment coordinate system (an XY coordinate system whose
origin is placed at the detection center of primary alignment
system ALl) that is set by the measurement axes of encoders

70B, 70D, 70Ei1, and 70F; of encoder system 150, by performing
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a statistical computation disclosed in, for example, U.S.
Patent No. 4,780,617 and the like.

Next, main controller 20 continues the focus mapping
while moving wafer stage WST in the +Y direction again. Then,
when the detection beam from the multipoint AF system (90a,
90b) begins to miss the wafer W surface, as is shown in FIG.
23, main controller 20 ends the focus mapping.

After the focus mapping has been completed, main
controller 20 moves wafer stage WST to a scanning starting
position (exposure starting position) for exposure of the
first shot onwaferw, and during the movement, main controller
20 switches the Z heads used for control of the 7 position
and the Oy rotation of wafer stage WST from 7 heads 72a to
72d to Z heads 74; and 76; while maintaining the Z position,
the Oy rotation, and the 6x rotation of wafer stage WST. After
this switching, based on the results of the wafer alignment
(EGA) previously described and the latest baselines and the
like of the five alignment systems ALl and AL2; to AL24, main
controller 20 performs exposure by a step-and-scan method in
a liquid immersion exposure, and sequentially transfers a
reticle pattern to a plurality of shot areas on wafer W.
Hereinafter, a similar operation is performed repeatedly.

Next, a computation method of the % position and the
amount of tilt of wafer stage WST using the measurement results
of the Z heads will be described. Main controller 20 uses the
four Z heads 70a to 70d that constitute surface position
measurement system 180 (refer to FIG. 6) at the time of focus
calibration and focus mapping, and measures height Z and tilt

(rolling) 6y of wafer stage WST. Further, main controller 20
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uses two Z heads 74; and 765 (i and j are one of 1 to 5) at
the time of exposure, and measures height Z of wafer stage
WST and tilt (rolling) 8y. Incidentally, each Z head
irradiates a probe beam on the upper surface (a surface of
a reflection grating formed on the upper surface) of the
corresponding Y scales 39Y; or 39Y,, and measures the surface
position of each scale (reflection grating) by receiving the
reflected light.

FIG. 24 (A) shows a two-dimensional plane having height
Zo, rotation angle (an angle of inclination) around the X-axis
Ox, and rotation angle (an angle of inclination) around the
Y-axis Oy at a reference point O. Height Z at position (X,
Y) in this plane is given by a function according to the next
formula (8).

f (X, Y)= -tan®y - X + tanbx - Y + 20 eenena (8)

As shown in FIG. 24 (B), at the time of the exposure,
height Z from a movement reference surface (a surface that
is substantially parallel to the XY plane) of wafer table WIB
androllingeyareneasuredatanjrmerseétionpoint(reference
point) O of a movement reference surface of wafer stage WST
and optical axis AX of projection optical system PL, using
two Z heads 74; and 765 (i and j are one of 1 to 5). In this
case, 7z heads 743 and 763 are used as an example. Similar to
the example shown in FIG. 24 (A), the height of wafer table
WTB at reference point O will be expressed as Zo, the tilt
(pitching) around the X-axis will be expressed as 6x, and the
tilt (rolling) around the Y-axis will be expressed as 6y. In
this case, measurement values Z; and Zgr of the surface position

of (reflection gratings formed on) Y scales 39Y; and 39Y,
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indicated by Z head 74;, which is located at coordinate (pi,
di) , and Z head 763, which is located at coordinate (Pr, dRr)
in the XY plane, respectively, follow theoretical formulas
(8) and (10), similar to formula (8).

2y,

i

- tanBy - pr + tanbx - gr + Zp ...... (9)

Zr = - tanby - pr + tandx - dr +* Z0 e ... (10)

Accordingly, from theoretical formulas (9) and (10),
height Z, of wafer table WTB and rolling Oy at reference point
O can be expressed as in the following formulas (11) and (12),
using measurement values Z; and Zg of Z heads 743 and 76;.

Zo = {2y + Zg — tandx - (qutqr)} / 2 ... (11)

tan®y ={Z; ~ Zz ~tan 6x - (gz-gr)} / (Pz-Pz) ... (12)

Incidentally, in the case of using other combinations
of Z heads as well, by using theoretical formulas (11) and
(12) , height Zg of wafer table WTB and rolling 6y at reference
point O can be computed. However, pitching 6x uses the
measurement results of another sensor system (in the
embodiment, interferometer system 118).

As shown in FIG. 24 (B), at the time of focus calibration
and focus mapping, height %Z of wafer table WTB and rolling
Oy at a center point 0O’ of a plurality of detection points
of the multipoint AF system (90a, 90b) are measured, using
four Z heads 72a to 72d. Z heads 72a to 72d, in this case,
are respectively placed at position (X, Y) = (Par da)r (Pb,
o) r (Pey de) s (Pas 9q) - As shown in FIG. 24 (B), these positions
are set symmetric to center point 0/ = (Ox", Oy’), or more
specifically, Pa = Db, Pc = Par Qa = ey Qo = Qa, and also (pa+
Pc) /2=(pp+pa) /2 = Ox', (Ga*@)/2 = (getqq)/2 = Oy’.

From average (Za+2Zb) /2 of measurement values Za and Zb
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of Z head 72a and 72b, height Ze of wafer table WTB at a point
e of position (pa = py, Oy’) can be obtained, and from average
(Zc+2d) /2 of the measurement values Zc and Zd of % heads 70c
and 70d, height Zf of wafer table WTB at a point f of position
(Pc = P4, Oy’) can be obtained. In this case, when the height
of wafer table WTB at center point O’ is expressed as Zp, and
the tilt (rolling) around the Y-axis is expressed as Oy, then,

ze and Zf follow theoretical formulas (13) and (14),

respectively.
Ze{=(ZatZy) /2} = ~tanby + (Patpp=20K') /2 4+ Zg vv ... (13)
ZE{=(2c%%q) /2} = ~tandy « (Pctpa—20x’') /2 4+ Zg o nn... (14)

Accordingly, from theoretical formulas (13) and (14),
height Z, of wafer table WTB and rolling Oy at center point
0’ can be expressed as in the following formulas (15) and (16) ’
using measurement values Z%Za to %d of Z heads 70a to 70d.

Zo = (Ze+zf)/2 = (Za+zb+Zc+zd)/4 ... (15)

tanfy = -2(Ze-Zf) / (pPatPpr-Pe—Pa)

= -~ (ZatZb-Zc-%d) / (PatPp=Pc=Pa) ... (16))

However, pitching 6x uses the measurement results of
another sensor system (in the embodiment, interferometer
system 118).

As shown in FIG. 16, immediately after switching from
servo control of wafer stage WST by interferometer system 118
to servo control by encoder system 150 (encoders 70A to 70F)
and surface position measurement system 180 (Z head systems
72a to 72d, 74; to 74s, and 76; to 765), because only two heads,
Z heads 72b and 72d, face the corresponding Y scales 39Y; and
39Y2, the Z and Oy positions of wafer stage WST at center point

O’ cannot be computed using formulas (15) and (16). In such
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a case, the following formulas (17) and (18) are applied.

Zo = {Zp*tZq — tanbx . (Q+qa~20y’)} / 2 ... (17)

tan®y = {Zp-Zg-tandx - (qp~qgq)} / (Pa-Pp) ... (18)

Then, when wafer stage WST has moved in the +Y direction,
and accompanying this move, after Z heads 72a and 72c have
faced the corresponding Y scales 39Y; and 39Y,, formulas (15)
and (16) above are applied.

As previously described, scanning exposure to wafer W
is performed, after finely driving wafer stage WST in the
Z-axis direction and tilt direction according to the
unevenness of the surface of wafer W, and having adjusted the
surface position of wafer W and the tilt (focus leveling) so
that the exposure area IA portion on the surface of wafer W
matches within the range of the depth of focus of the image
plane of projection optical system PL. Therefore, prior to
thescanningexposure,focusmappimgton@asurethetmevenness
(a focus map) of the surface of wafer W is performed. In this
case, as shown in FIG. 10(B), the unevenness of the surface
of wafer W is measured at a predetermined sampling interval
(in other words, a Y interval) while moving wafer stage WST
in the +Y direction, using'thelnultipoint.AE‘systenl(90a, 90b)
with the surface position of wafer table WTB (or to be more
precise, the corresponding Y scales 39Y; and 39Y;) measured
using Z heads 72a to 72d serving as a reference.

To be specific, as shown in FIG. 24 (B), surface position
Ze of wafer table WTB at point e can be obtained from the average
ofsurfacepositionsZaandecﬂstcale39Y2,whichisnmasured
using Z heads 72a and 72b, and surface position Zf of wafer

table WIB at point f can be obtained from the average of surface
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positions Zc and zd of Y scale 39Y;, which is measured using
Z heads 72c and 72d. In this case, the plurality of detection
points of the multipoint AF system and center O’ of these points
are located on a straight line ef parallel to the X-axis and
connecting point e and point f. Therefore, as shown in FIG.
10(C), by using a straight line expressed in the following
formula (19) connecting surface position Ze at point e (P1
in FIG. 10(C)) of wafer table WTB and surface position Zf at
point £ (P2 in FIG. 10(C)) as a reference, surface position
Zox OFf the surface of wafer W at detection point Xy is measured,
using the multipoint AF system (90a, 90b).

Z(X) = - tanby + X + Zp ...... (19)

However, 7, and tan@y can be obtained from formulas (15)
and (16) above, using measurement results Za to Zd of Z heads
72a to 72d. From the results of surface position Zox that has
been obtained, unevenness data (focus map) Zx of the surface
of wafer W can be obtained as in the following formula (20).

Zy = Zox ~ Z(Xg) «eu... (20)

At the time of exposure, by finely driving wafer stage
WST in the Z-axis direction and the tilt direction according
to focus map Zy obtained in the manner described above, the
surface position of wafer W and the tilt are adjusted as is
previously described. At the time of the exposure here, the
surface position of wafer table WTB (or to be more precise,
the corresponding Y scales 39Y, and 39Y;) is measured, using
Z heads 74; and 763 (1, j =1-5). Therefore, reference line
Z(X) of focus map Zx is set again. However, Zg and tanfy can
be obtained from formulas (11) and (12) above, using the

measurement results Zr and Zy of Z heads 74; and 764 (1, j =1-5).
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From the procedure described so far, the surface position of
the surface of wafer W is converted to Zy + 7 (Xy) .

The surface of the reflection grating formed on Y scales
39Y; and 39Y,, which is the measurement surface (reflection
surface of the probe beam) of the 7 heads, is not always an
ideal plane, and has minute unevenness. Further, unevenness
exists in the glass plate (cover glass plate to protect the
diffraction grating) on which the diffraction grating has been
formed, mainly due to the processing accuracy at the time of
production. Such unevenness of the diffraction grating and
the glass plate becomes a factor which causes measurement error
in the Z head. Measurement error by the unevenness of the
diffraction grating and the unevenness of the glass plate
cannot be distinguished here, due to the measurement principle
of the Z head. Therefore, unless otherwise indicated, these
causes of error will merely be referred to as unevenness of
the scale surface.

In the embodiment, unevenness of the Y scale 39Y; and
39Y; surface is measured beforehand and correction data of the
measurement error of the Z head is made, and this correction
data is stored in memory 34 arranged along with main controller
20.

Next, a measuring method of the unevenness of the Y scale
39Y; and 39Y, surface, which is performed by main controller
20 will be described.

In this case, as shown in FIGS. 25(A) and 25 (B) , wafer
stage WST is moved while monitoring the position of wafer table
WIB in directions of six degrees of freedom (X, ¥, 2z, 8 x,

® y, 6z) using interferometer system 118, and the unevenness
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of Y scales 39Y; and 39Y, is measured, using a Z head. The
Z head to be used here will be 72a to 72d.

While the unevenness of Y scales 39Y; and 39Y,; is being
measured, wafer stage WST maintains a reference state. More
specifically, wafer stage WST is positioned at a reference
position regarding directions of four degree of freedom (Z,
0x, Oy, ©6z). Then, the Z and Oy positions are monitored using
Z interferometers 43A and 43B and the 6x and 6z positions are
monitored using Y interferometer 16, and control is performed
so that wafer stage WST is not displaced in the directions
of four degrees of freedom. And, the X position is monitored
using X interferometer 127 and the Y position is monitored
using Y interferometer 16, and a drive control of wafer stage
WST in directions of two degrees of freedom (X, Y) is performed.

The unevenness of Y scale 39Y; and 39Y, is obtained by
measuring a surface position (the Z position of a surface)
at a plurality of measurement points which have a spacing 3Y
intheYFaxisdirectionandiaspacingSXjJ1theX—axisdirection,
using a Z head. Now, for example, assume that Y spacing dY
=lmm, and X spaciﬁg 0X =35mm are set. In the embodiment,
because the width of (the reflection gratings of) Y scales
39Y: and 39Y; in the X-axis direction is set to around 7 6mm,
as shown in FIG. 25(B), three measurement points each in the
X-axis directon (X;, Xz, Xs, provided that [X;-X;| = |X,-X3] =
8%, and X1, X", X3’ , provided that [ X=X | = |Xp' = X3' | = 8X)
can be taken.

As shown in FIG. 25(B), wafer stage WST is positioned
so that the measurement position of Z heads 72¢ and 724

coincides with a first measurement point X; in the X-axis
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direction of Y scale 39Y;, and the measurement position of Z
heads 72a and 72b also coincides with a first measurement point
X1’ in the X~axis direction of Y scale 39Y¥2. Then, while
unevenness of Y scales 39Y; and 39Y; are measured, the X
positim&ofwaferstageWSTisnmnitoredusingXimterferometer
127, a control is performed so that wafer stage WST is not
displaced in the X~axis direction. And then, while monitoring
the Y position of wafer stage WST using Y interferometer 16,
a stepping drive to drive wafer stage WST in the Y—-axis
direction at a predetermined pitch 8Y is performed. With each
stepping,thesurfacepositionofﬁfscale39Yzisn@asuredusing
Z heads 72a and 72b, and the surface position of Y scale 39y,
is measured using Z heads 72c and 72d.

In this case, two methods, which are, a measurement of
the surface position using one Z head and a measurement of
tilt using two Z heads, can be employed.

FIGS. 26(A) to 26 (D) show a procedure of a first method,
or more specifically, surface position measurement using one
Z head. Here, as an example, the unevenness of Y scale 39Y,
will be measured using Z head 72c.

In FIG. 26(A), wafer stage WST is positioned so that the
measurement position of Z head 72c coincides with measurement
point (X, Y441). At this point, surface position Ziyy; of Y
scale 39Y; at measurement point (Xi, Ys41) is measured, using
Z head 72c.

Next, the Y position of wafer stage WST is monitored
using Y interferometer 16, and a stepping drive to drive wafer
stage WST in the Y-axis direction at a predetermined pitch

0Y is performed. Then, as shown in FIG. 26 (B), wafer stage
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WST is positioned so that the measurement position of Z head
72¢c coincides with measurement point Ogﬁhgﬁﬁﬁgﬁowever, Yy =
Y5+1-8Y. Now, in a similar manner as before, surfigeidsition
Z1y of ¥ scale 39Y; at measurement point (Xi, Y3) is measured,
using Z head 72c.

As shown in FIGS. 26 (A) to 26 (C) , stepping drive of wafer
stage WST in the Y-axis direction by distance 8Y is
sequentially performed, and surface position Z;; of Y scale
39Y; at a series of measurement points (Xi, Yy) is measured,
using Z head 72c.

When the measurement of the surface position of Y scale
39Y; in the Y-axis direction is completed, unevenness data as
shown in FIG. 26(D) is obtained from measurement result Zgy
of the surface position at each measurement point (Xi, Yj).
Incidentally, unevenness data between each measurement point
Yy can be obtained by applying linear interpolation or a
high-order interpolation formula to discrete data Z15.

When the measurement to the first measurement point X;
in the X-axis direction is completed, wafer stage WST is driven
in the X-axis direction, and is positioned at a second X
measurement point X;. And, in a similar manner as before,
stepping drive of wafer stage WST in the Y-axis direction by
distance 3Y is sequentially performed, and surface position
Z2; of Y scale 39Y; at a series of measurement points (X2, Yy)
is measured, using Z head 72c.

By performing surface position measurement in the same
manner on all the X measurement points Xi, a two-dimensional
(X, Y) unevenness data Ziy of Y scale 39Y; is obtained.

Incidentally, unevenness data between each measurement point
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(Xi, Y3) can be obtained by applying linear interpolation or
a high-order interpolation formula to discrete data 235
Accordingly, a continuous function 5Z; (X, Y) which expresses
the two-~dimensional (X, Y) unevenness of Y scale 39Y; is
obtained.

Incidentally, while in the measuring method described
above, only Z head 72c was used, a measurement using Z head
72dcanbepmrformedsimilarly,andthetwon@asurementresults
can be averaged. As a matter of course, simultaneous
measurement using Z heads 72c and 72d can be performed, and
the two measurement results can be averaged. By such
averaging, measurement errors of the surface position of the
scale that occur due to measurement errors of the
interferometer, such as air fluctuation error of
interferometer system 118, errors due to unevenness of the
surface of a movable mirror can be reduced.

Further, in the measuring method described above, in
principle, unevenness of Y scale 39Y; cannot be obtained
separated from displacement of wafer stage WST in the Z, Ox,
and Oy directions. 1In this case, the position (Z, 6x, 6y) of
wafer stage WST obtained from the measurement results of
interferometer system 118 is to be substituted into formula
(10) previously described, and the surface position of Y scale
39Y: which is to be measured using Z sensor 72¢ is predicted.
This predicted value is computed under the assumption that
the upper surface of Y scale 39Y; and wafer table WIB is an
ideal plane. Therefore, by measuring the surface position of
Y scale 39Y; using Z sensor 72c for all measurement points (X,

Y;), and from the difference between the measured value and
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the predicted value, the two-dimensional (X, Y) unevenness
data Zj; of Y scale 39Y; should be obtained. TIn this way, net
unevenness data of Y scale 39Y; that has the displacement of
wafer stage WST in the 7, 0x, and Oy directions separated can
be obtained.

Incidentally, in this method, because the unevenness of
Y scale 39Y; can be measured while moving wafer stage WST
continually, it is easy to obtain the two-dimensional (X, Y)
unevenness data 8Z; (X, Y). Further, a measurement using Z
head 72d can be performed simultaneously, and the two
measurement results can be averaged. Incidentally, in the
case wafer stage WST is moved continuously, the stage can be
moved at a speed low enough so that the interferometer is not
affected by air fluctuation.

As for Y scale 39Y, as well, a similar measurement is
performed using one of, or both of Z heads 72a and 12b, and
thetwo—dimensionalunevennessfunctionéZzﬂg'Y)isobtained.
As a matter of course, unevenness measurement of Y scale 39Y;
using Z heads 72c and 72d, and unevenness measurement of Y
scale 39Y; using Z heads 72a and 72b can be performed
simultaneously.

FIGS. 27 (A) to 27(C) show a procedure of a second method,
or more specifically, tilt measuring method that uses two %
heads. Here, as an example, the unevenness of Y scale 39Y;,
will be measured using % heads 72c and 72d. Incidentally,
spacing 8Y of the measurement points in the Y~axis direction
is to be equal to a Y spacing between Z heads 72c and 72d.
Further, (Xi, Yy) is chosen as a reference measurement point.

In FIG. 27(A), wafer stage WST is positioned so that the
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measurement position of Z head 72c coincides with measurement
point (Xi, Y4+2), and the measurement position of Z head 72d
coincides with measurement point (Xi, Yi41). However, Yye1 =
Y4542-8Y. Now, surface position Z2i5+2 Of Y scale 39Y; of
measurement point (Xi, Yy+2) is measured, using Z head 72c. At
the same time, surface position Zij41 of Y scale 39Y; of
measurement point (X;, Y44+1) is measured, using Z head 72d. And
then, difference 3Zig41 = Zig41 — Ziy+2 of the two measurement
results is obtained.

Next, the Y position of wafer stage WST is monitored
using Y interferometer 16, and the stepping drive to drive
wafer stage WST in the Y-axis direction at a predetermined
pitch 8Y is performed. Then, as shown in FIG. 27(B), wafer
stage WST is positioned so that the measurement position of
Z head 72c coincides with measurement point (X;, Y541), and the
measurement position of Z head 72d coincides with measurement
point (Xi, Y). However, Yy = Y541~ &Y. Now, in the same manner
asbefore,surfacepositionZiﬁiofffscale39Ylofneasurement
point (Xi, Ys41) is measured, using Z head 72c. At the same
time, surface position Z;3 of Y scale 39Y; of measurement point
(Xi, ¥Y3) is measured, using Z head 72d. And then, difference
BZiq = Zij—Zij+1 of the two measurement results is obtained.

As shown in FIGS. 27(A) to 27(C), difference 0Ziy (=
Zi3—-Zis+1) of the surface position of Y scale 39Y; at two
measurement points next to each other out of a series of
measurement points in the Y-axis direction is measured using
Zz heads 72c and 72d, while sequentially performing stepping
drive of wafer stage WST in the Y-axis direction.

When the measurement of the surface position of Y scale
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39Y; in the Y-axis direction is completed, unevenness data like
the one shown in FIG. 27(D) is obtained from the following
formula (21), using measurement result OZi5, whicﬁ is the
difference of the surface position between each of the
measurement points (X, Y5) .

OZ133 = 821 (Xiy Y5 )= 2 jcken O Zik woevn.. (21))

Incidentally, unevenness data between each measurement
point Yj can be obtained by applying linear interpolation or
& high-order interpolation formula to discrete data 215 (Xi,
Y5) .

Incidentally, when step spacing 8Y is made sufficiently
small, formula (21) can be rewritten as follows.

871 (X1, Y) = [ dY(dz/dy) ...... (22)

Inthis case, dZ2/dY is the tilt of the Y scale 39Y; surface
in the Y-axis direction. More specifically, difference 8735
of the surface position is equivalent to the tilt of the Y
scale 39Y; surface with respect to step spacing &Y.

A similar tilt measurement is carried out to all the X
measurement points X;. And, by using measurement result 8Zi4,
the two-dimensional (X, Y) unevenness data 871 (Xi, Y4) of Y
scale 39Y; is obtained from formula (21). Incidentally,
unevenness data between each measurement point (Xj, Y3) can
be obtained by applying linear interpolation or a high-order
interpolation formula to discrete data 271 (X1, Y5).
Accordingly, a continuous function &%, (X, Y) which expresses
the two-dimensional (X, ¥Y) unevenness of Y scale 39Y; is
obtained.

In the tilt measurement described above that uses two

Zheads,thesurfaceposithnlofthen@asurementpointslocated
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apart by a distance &Y is measured with the two Z heads
simultaneously. In this case, even if 7 displacement of wafer
stage WST occurs due to measurement errors (air fluctuation
error, an error caused by the unevenness of the surface of
a fixed mirror, and the like) of Z interferometers 43A and
43B which monitor the Z position of wafer stage WST, because
the Z displacement is equally reflected in the measurement
results of the two Z heads, the Z displacement can be cancelled
out by taking the difference. Accordingly, the measurement
accuracy of the unevenness data improves remarkably, when
compared with the measurement of the surface position using
one Z head previously described.

As for Y scale 39Y; as well, a similar measurement is
performed using Z heads 72a and 72b, and the two-dimensional
unevenness function 8Z;(X, Y) is obtained. As a matter of
course, unevenness measurement of Y scale 39Y; using Z heads
72c and 72d, and unevenness measurement of Y scale 39Y; using
4 heads 72a and 72b can be performed simultaneously.

By the processing described so far, continuous functions
8Z; (X, Y) and 87, (X, Y) which express the two-dimensional
(X, Y)unevennessof?fscales39Y1and39Y2areobtained. These
continuous functions 8Z; (X, Y) and &Z, (X, Y) (or, map data
corresponding to such functions) are stored in memory 34.

Main controller 20 corrects measurement errors due to
the unevenness of the scale of the 7z head in the following
manner, during focus mapping, exposure, and the like.

For example, if measured value %, of the surface position
at a point (X, Y) of Y scale 39Y; is obtained, then, correction

value AZ is computed, based on the following formula (23).
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AZ = Zo- 0Z1(X, Y) ...... (23)

During the movement of wafer stage WST within the
operating range, main controller 20 performs surface position
control of wafer stage WST in the Z and 6y directions, while
repeatedly performing a computation of correction values as
described above each time when detecting the Z position
information of Y scales 39Y; and 39Y; with each Z head, or at
every predetermined number of sampling times.

Incidentally, main controller 20 can perform the
unevenness measurement of Y scales 39Y; and 39Y, described
above, just before starting a series of exposure processing
sequences.

Incidentally, so far, in order to simplify the
description, while main controller 20 performed the control
of each part of the exposure apparatus including the control
of the stage system (such as reticle stage RST and wafer stage
WST), interferometer system 118, encoder system 150 and the
like, as a matter of course, at least a part of the control
of main controller 20 described above can be performed shared
by a plurality of controllers. For example, a stage
controller which performs operations such as the control of
the stage, switching of the heads of encoder system 150 and
surface4position measurement system 180 can be arranged to
operate under main controller 20. Further, the control that
main controller 20 performs does not necessarily have to be
realized by hardware, and main controller 20 can realize the
control by software according to a computer program that sets
each operation of some controllers that perform the control

sharing as previously described.
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As discussed in detail above, according to exposure
apparatus 100 related to the embodiment, main controller 20
detects positional information related to the direction
(Z-axis direction) orthogonal to the XY plane of the Y scale
39Y; and 39Y; portions on the surface of wafer table WITB, using
the two or four Z heads of surface position measurement system
180, and based on detection values after correction whose
measurement errors included in the detection values due to
unevenness of the Y scale 39Y; and 39Y; portions have been
correctedbasedontmevennessinformation(knowninformation)
of Y scale 39Y; and 39Y, portions, it becomes possible to drive
wafer table WTB in at least one of the Z-axis direction and
the tilt direction (the Oy direction) with respect to the XY
plane. Accordingly, it becomes possible to drive wafer table
WIB in at least one of the Z-axis direction and the tilt
direction (the 8y direction) with respect to the XY plane with
good accuracy using surface position measurement system 180,
without being affected by the surface (unevenness of the
surface of the Y scale 39Y; and 39Y, portions) of wafer table
WTB.

Further, according to exposure apparatus 100 related to
the embodiment, by transferring and forming the pattern of
reticle R in each shot area on wafer W mounted on wafer table
WTB which is driven with good precision as described above,
it becomes possible to form a pattern with good precision in
each shot area on wafer W.

Further, according to exposure apparatus 100 related to
the embodiment, by performing the focus leveling control of

the wafer with high accuracy during scanning exposure using
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the:Zheadswithoutneasuringthesurfacepositioninformation
of the wafer surface during exposure, based on the results
of focus mapping performed beforehand, it becomes possible
tofomnapattemnonwafaerithgoodprecision. Furthermore,
in the embodiment, because a high~resolution exposure can be
realized by liquid immersion exposure, a fine pattern can be
transferred with good precision on wafer W also from this
viewpoint.

Incidentally,intheembodimentabove,whenfocussensor
FSofeﬁuﬂlzheadperformsthefocus—servopreviouslydescribed,
the focal point may be on the cover glass surface protecting
the diffraction grating surface formed on Y scales 39Y; and
39Y2, however, it is desirable for the focal point to be on
a surface further away than the cover glass surface, such as,
on the diffraction grating surface. With this arrangement,
in the case foreign material (dust) such as particles is on
the cover glass surface and the cover glass surface becomes
a surface which is defocused by the thickness of the cover
glass, the influence of the foreign material is less likely
to affect the Z heads.

In the embodiment above, the surface position
measurement system which is configured having a plurality of
Z heads arranged exterior to wafer table WTB (the upper part)
in the operating range (a range where the device moves in the
actual sequence in the movement range) of wafer table WTB and
detects the Z position of the wafer table WIB (Y scales 39Y;
and 39Y;) surface with each Z head was employed, however, the
present invention is not limited to this. For example, a

plurality of Z heads can be placed on a movable body (for
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example, wafer stage WST in the case of the embodiment above)
upper surface, and a detection device, which faces the heads
andhaseareflectionsurfacearrangedoutsidethenwvablebody
that reflects the probe beam from the % heads, can be employed,
instead of surface position detection system 180. In this
case as well, it is desirable to drive the movable body in
the Z-axis direction, the 6x direction, the 8y direction and
the like, based on unevenness information of the reflection
surface and the measurement information of the Z heads.
Further, instead of using Y scale 39Y; and 392Y, in the
embodiment described above, it is possible to perform
unevenness measurement of the reflection surface that
reflects the probe beam from the Z heads using the reflection
surface, in a procedure similar to the embodiment described
above.
Forexample,intheembodimentabove,anexamplehasbeen
described where the encoder system is employed that has a
configuration where a grid section (a Y scale and an X scale)
is arranged on a wafer table (a wafer stage), and X heads and
Y heads facing the grid section are placed external to the
wafer stage, however, the present invention is not limited
to this, and an encoder system which is configured having an
encoder head arranged on the movable body and has a
two-dimensional grid (or a linear grid section having a
two-dimensional placement) facing the encoder heads placed
external to the wafer stage can also be adopted. In this case,
when Z heads are also to be placed on the movable body upper
surface, the two-dimensional grid (or the linear grid section

having a two-dimensional placement) can also be used as a
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reflection surface that reflects the probe beam from the Z
heads.

Further, in the embodiment above, the case has been
described where each Z head is equipped with sensor main
section ZH (the first sensor) which houses focus sensor FS
and is driven in the Z-axis direction by the drive section
(not shown), measurement section ZE (the second sensor) which
measures the displacement of the first sensor (sensor main
section ZH) in the Z-axis direction, and the like as shown
in FIG. 7, however, the present invention is not limited to
this. More specifically, with the % head (the sensor head),
the first sensor itself does not necessarily have to be movable
in the Z-axis direction, as long as a part of the member
configuring the first sensor (for example, the focus sensor
previously described) is movable, and the part of the member
moves according to the movement of the movable body in the
Z—-axis direction so that the optical positional relation (for
example, a conjugate relation of the light receiving elements
within the first sensor with the photodetection surface
(detection surface)) of the first sensor with the measurement
object surface is maintained. In such a case, the second
Sensor measures the displacement in the movement direction
from a reference position of the moving member. As a matter
of course, in the case a sensor head is arranged on the movable
body, the moving member should be moved so that the optical
positional relation of the measurement object of the first
sensor, such as, for example, the two-dimensional grid
described above (or the linear grid section having a

two-dimensional placement) and the like with the first sensor
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is maintained, according to the position change of the movable
bodyjjladirectionperpendicular1x>thetwo—dimensionalplane.
Besides such Z heads, a Z head which does not have a movable
section inside can also be used.
Further,intheembodimentabove,whilethecasehasbeen
described where the encoder head and the Z head are separately
arranged, besides such a case, for example, a head that has
both functions of the encoder head and the 7 head can be
employed, or an encoder head and a % head that have a part
of the optical system in common can be employed, or a combined
head which is integrated by arranging the encoder head and
the Z head within the same housing can also be employed.
Incidentally, in the embodiment above, while the lower
surface of nozzle unit 32 and the lower end surface of the
tip optical element of projection optical system PL were on
a substantially flush surface, as well as this, for example,
the lower surface of nozzle unit 32 can be placed nearer to
theimageplane(morespecifically,tothewafer)ofprojection
optical system PL than the outgoing surface of the tip optical
element. Thatis,theconfigurationoflocalliquidimmersion
device 8 is not limited to the configuration described above,
and the configurations can be used, which are described in,
for example, EP Patent Application Publication No. 1 420 298,
the pamphlet of International Publication No. 2004/055803,
the pamphlet of International Publication No. 2004/057590,
the pamphlet of International Publication No. 2005/029559
(the corresponding U.S. Patent Application Publication No.
2006/0231206), the pamphlet of International Publication No.

2004/086468 (the corresponding U.S. Patent Application
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Publication No. 2005/0280791), the U.S. Patent No. 6,952,253,
and the like. Further, as disclosed in the pamphlet of
International Publication No. 2004/019128 (the corresponding
U.S. Patent Application Publication No. 2005/0248856), the
opticalpath<x1theobjectplanesidecﬁfthetipopticalelement
may also be filled with liquid, in addition to the optical
path on the image plane side of the tip optical element.
Furthermore, a thin film that is lyophilic and/or has
dissolution preventing function may also be formed on the
partial surface (including at least a contact surface with
liquid) or the entire surface of the tip optical element.
Incidentally, quartz has a high affinity for liquid, and also
needs no dissolution preventing film, while in the case of
fluorite, at least a dissolution preventing £film is preferably
formed.

Incidentally, in the embodiment above, pure water (water) was
used as the liquid, however, it is a matter of course that
the present invention is not limited to this. As the liquid,
liquid that is chemically stable, having high transmittance
to illumination light IL and safe to use, such as a
fluorine-containing inert liquid may be used. As the
fluorine-containing inert liquid, for example, Fluorinert
(the brand name of 3M United States) can be used. The
fluorine-containing inert liquid is also excellent from the
point of cooling effect. Further, as the liquid, liquid which
has a refractive index higher than pure water (a refractive
index is around 1.44), for example, liquid having a refractive
index equal to or higher than 1.5 can be used. As this type

of liquid, for example, a predetermined liquid having C-H
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binding or O-H binding such as isopropanol having a refractive
index of about 1.50, glycerol (glycerin) having a refractive
index of about 1.61, a predetermined ligquid (organic solvent)
such as hexane, heptane or decane, or decalin
(decahydronaphthalene) having a refractive index of about
1.60, or the like can be cited. Alternatively, a liquid
obtained by mixing arbitrary two or more of these liquids may
be used, or a liquid obtained by adding (mixing) at least one
of these liquids to (with) pure water may be used.
Alternatively, as the liquid, a liquid obtained by adding
(mixing) base or acid such as H', Cs*, K', Cl17, S0,%, or PO,
to (with) pure water can be used. Moreover, a liquid obtained
by adding (mixing) particles of Al oxide or the like to (with)
pure water canbe used. These liquids can transmit ArF excimer
laser light. Further, as the liquid, liquid, which has a small
absorption coefficient of light, is less
temperature-dependent, and is stable to a projection optical
system (tip optical member) and/or a photosensitive agent (or
a protection film (top coat film), an antireflection film,
or the like) coated on the surface of a wafer, is preferable.
Further, in the case an F, laser is used as the light source,
fomblin 0il can be selected. Further, as the liquid, a liquid
having a higher refractive index to illumination light IL than
that of pure water, for example, a refractive index of around
1.6 to 1.8 may be used. As the liquid, supercritical fluid
can also be used. Further, the tip optical element of
projection optical system PL may be formed by quartz (silica),
or single-crystal materials of fluoride compound such as

calcium fluoride (fluorite), barium fluoride, strontium
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fluoride, lithium fluoride, and sodium fluoride, or may be
formed by materials having a higher refractive index than that
of quartz or fluorite (e.g. equal to or higher than 1.6). As
the materials having a refractive index equal to or higher
than 1.6, for example, sapphire, germanium dioxide, or the
like disclosed in the pamphlet of International Publication
No. 2005/059617, or kalium chloride (having a refractive index
of about 1.75) or the like disclosed in the pamphlet of
International Publication No. 2005/059618 can be used.

Further, in the embodiment above, the recovered liquid
may be reused, and in this case, a filter that removes
impurities from the recovered liquid is preferably arranged
in a liquid recovery device, a recovery pipe or the like.

Incidentally,jjltheembodimentabove,thecasehask@en
described where the exposure apparatus is a liquid immersion
type exposure apparatus. However, the present invention is
not limited to this, but can also be employed in a dry type
eXposure apparatus that performs exposure of wafer W without
liquid (water).

Further, in the embodiment above, the case has been
described where the present invention is applied to a scanning
exposure apparatus by a step-and-scan method or the like.
However, the present invention is not limited to this, but
may also be applied to a static exposure apparatus such as
a stepper. Further, the present invention can also be applied
to a reduction projection exposure apparatus by a
step-and-stitch method that synthesizes a shot area and a shot
area, an exposure apparatus by a proximity method, a mirror

projection aligner, or the like. Moreover, the present
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invention can also be applied to a multi-stage type exposure
apparatus equipped with a plurality of wafer stage WSTs, as
is disclosed in, for example, the U.S. Patent No. 6,590,634,
the U.S. Patent No. 5,969,441, the U.S. Patent No. 6,208,407
and the like.

Further, the magnification of the projection optical
system in the exposure apparatus of the embodiment above is
not only a reduction system, but also may be either an equal
magnifying system or a magnifying system, and projection
optical system PL is not only a dioptric system, but also may
be either a catoptric system or a catodioptric system, and
in addition, the projected image may be either an inverted
imageor2ﬂ1uprightimage. Moreover, exposure area IA to which
illumination light IL is irradiated via projection optical
system PL is an on-axis area that includes optical axis AX
within the field of projection optical system PL. However,
for example, as is disclosed in the pamphlet of International
Publication No. 2004/107011, exposure area TA may also be an
off-axis area that does not include optical axis AX, similar
to a so-called inline type catodioptric system, in part of
which an optical system (catoptric system or catodioptric
system) that has plural reflection surfaces and forms an
intermediate image at least once is arranged, and which has
a single optical axis. Further, the illumination area and
exposure area described above are to have a rectangular shape.
However, the shape is not limited to rectangular, and can also
be circular arc, trapezoidal, parallelogram or the like.

Incidentally, a light source of the exposure abparatus

in the embodiment above is not limited to the ArF excimer laser,
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but a pulse laser light source such as a KrF excimer laser
(output wavelength: 248nm), an F, laser (output wavelength:
157nm), an Ar; laser (output wavelength: 126nm) or a Kr, laser
(outputwavelength:146nm),orzﬁlextra—highpressurenercury
lamp that generates an emission line such as a g-line
(wavelength: 436nm) or an i-~line (wavelength: 365nm) can also
be used. Further, a harmonic wave generating unit of a YAG
laser or the like can also be used. Besides the sources above,
as is disclosed in, for example, the pamphlet of International
Publication No. 99/46835 (the corresponding U.S. Patent No.
7,023,610), a harmonic wave, which is obtained by amplifying
a single-wavelength laser beam in the infrared or visible range
emitted by a DFB semiconductor laser or fiber laser as vacuum
ultraviolet light, with a fiber amplifier doped with, for
example, erbium (or both erbium and ytteribium), and by
converting the wavelength into ultraviolet light using a
nonlinear optical crystal, can also be used.

Further, in the embodiment above, illumination light IL
of the exposure apparatus is not limited to the light having
a wavelength equal to or more than 100nm, and it is needless
to say that the light having a wavelength less than 100nm can
be used. For example, in recent years, in order to expose a
pattern equal to or less than 70nm, an EUV exposure apparatus
that makes an SOR or a plasma laser as a light source generate
an EUV (Extreme Ultraviolet) light in a soft X-ray range (e.qg.
a wavelength range from 5 £o 15 nm), and uses a total reflection
reduction optical system designed under the exposure
wavelength (for example, 13.5nm) and the reflective mask has

been developed. In the EUV exposure apparatus, the
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arrangement in which scanning exposure is performed by
synchronously scanning a mask and a wafer using a circular
arcilluminationcanlxaconsidered,andtherefore,thepresent
invention can also be suitably applied to such an exposure
apparatus. Besides such an apparatus, the present invention
can also be applied to an exposure apparatus that uses charged
particle beams such as an electron beam or an ion beamn.
Further, in the embodiment above, a transmissive type
mask (reticle), which is a transmissive substrate on which
a predetermined light shielding pattern (or a phase pattern
or a light attenuation pattern) is formed, is used. Instead
of this reticle, however, as is disclosed in, for example,
U.S. Patent No. 6,778,257, an electron mask (which is also
called a variable shaped mask, an active mask or an image
generator, and includes, for example, a DMD (Digital
MicromirrorDevice)thatiseatypeofkanon—emissiontypeimage
display device (spatial light modulator) or the like) on which
a light-transmitting pattern, a reflection pattern, or an
emission pattern is formed according to electronic data of
the pattern that is to be exposed can also be used.
Further, as is disclosed in, for example, the pamphlet
of International Publication No. 2001/035168, the present
invention can also be applied to an exposure apparatus
(lithography system) that forms line-and-space patterns on
a wafer by forming interference fringes on the wafer.
Moreover, as disclosed in, for example, U.S. Patent No.
6,611,316, the present invention can also be applied to an
eXposure apparatus that synthesizes two reticle patterns via

a projection optical system and almost simultaneously
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performs double exposure of one shot area by one scanning
exposure.

Further, an apparatus that forms a pattern on an object
is not limited to the exposure apparatus (lithography system)
described above, and for example, the present invention can
also be applied to an apparatus that forms a pattern on an
object by an ink-jet method.

Incidentally, an object on which a pattern is to be
formed (an object subject to exXposure to which an energy beam
is irradiated) in the embodiment above is not limited to a
wafer, but may be other objects such as a glass plate, a ceramic
substrate, a film member, or a mask blank.

The use of the exposure apparatus is not limited only
to the exposure apparatus for manufacturing semiconductor
devices, but the present invention can also be widely applied,
forexample,1x>anexposureapparatusfortransferringailiquid
crystaldisplaydevicepatternontoearectangularglassplate,
mmianexposureapparatusforproducingorganicELs,thin—film
magnetic heads, imaging devices (such as CCDs), micromachines,
DNA chips, and the like. Further, the present invention can
be applied not only to an exposure apparatus for producing
microdevices such as semiconductor devices, but can also be
applied to an exposure apparatus that transfers a circuit
pattern onto a glass plate or silicon wafer to produce a mask
or reticle used in a light exposure apparatus, an EUV exposure
apparatus, an X-ray exposure apparatus, an electron-beam
exposure apparatus, and the like.

Incidentally, the movable body drive system and the

movable body drive method of the present invention can be
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applied not only to the exposure apparatus, but can also be
applied widely to other substrate processing apparatuses
(such as a laser repair apparatus, a substrate inspection
apparatus and the like), or to apparatuses equipped with a
movable body such as a stage that moves within a
two-dimensional plane such as a position setting apparatus
of a sample or a wire bonding apparatus in other precision
machines.

Incidentally, the disclosures of the various
publications (descriptions), the pamphlets of the
International Publications, and the U.S. Patent Application
Publication descriptions and the U.S. Patent descriptions
that are cited in the embodiment above and related to exposure
apparatuses and the like are each incorporated herein by
reference.

Semiconductor devices are manufactured through the
following steps: a step where the function/performance design
of the wafer is performed, a step where a wafer is made using
siliconnmterials,a]jthographystepwherethepatternformed
on the reticle (mask) by the exposure apparatus (pattern
formation apparatus) in the embodiment previously described
is transferred onto a wafer, a development step where the wafer
that has been exposed is developed, an etching step where an
exposed member of an area other than the area where the resist
remains is removed by etching, a resist removing step where
the resist that is no longer necessary when etching has been
completed is removed, a device assembly step (including
processes such as a dicing process, a bonding process, and

a packaging process), inspection steps and the like.
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By using the device manufacturing method of the
embodiment described above, because the exposure apparatus
(pattern formation apparatus) in the embodiment above and the
exposure method (pattern formation method) thereof are used
in the exposure step, exposure with high throughput can be
performed while maintaining the high overlay accﬁracy.
Accordingly, the productivity of highly integrated

microdevicesonwmichfinepatternsareformedcanbeiﬂ@roved.

Industrial Applicability

As is described above, the movable body drive system and
the movable body drive method of the present invention are
suitable for driving a movable body in a movement plane.
Further, the pattern formation apparatus and the rattern
formation method of the present invention are suitable for
forming a pattern on an object. Further, the exposure
apparatus, the exposure method, and the device manufacturing
methodcﬁfthepresentinventionaresuitableforn@nufacturing
microdevices. Further, the measuring method of the present
invention is suitable for measuring unevenness of a surface

of a movable body.
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Claims

1. A movable body drive method in which a movable body
is driven substantially along a two-dimensional plane, the
method comprising:

a drive process in which a detection device that has at
least one detection position and detects positional
information related to a direction orthogonal to the
two-dimensional plane of the movable body at the detection
point is used to detect the positional information of a
specific portion of the movable body, and based on the detected
information and information related to unevenness of a
detection subject of the detection device corresponding to
the specific portion, the movable body is driven in at least
one of the direction orthogonal to the two-dimensional prlane

and&atiltdirectionwithrespecttothetwo—dimensionalplane.

2. The movable body drive method according to Claim 1
wherein

the detection subject is a surface of the specific
portion of the movable body, the surface of the specific
portion is covered with a protective member consisting of a
transparent member, and the information related to the
unevennessincludesenlerrorcomponentduetx>thicknesschange

of the protective member.

3. The movable body drive method according to one of
Claims 1 and 2, the method further comprising:

prior to the drive process, a measurement process in
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which information related to the unevenness of the detection

subject is measured.

4. The movable body drive method according to Claim 3
wherein

the measurement process includes

an unevenness measurement process in which the movable
body is moved in a predetermined direction, and measurement
information of at least one sensor measuring positional
information of the specific portion of the surface of the
movable body and measurement information of an interferometer
measuring positional information of the movable body in the
predetermineddirectionaretakenjj1onthenwvement,andbased
on the measurement information, unevenness information of the
detection subject of the detection device corresponding to

the specific portion of the movable body is computed.

5. The movable body drive method according to Claim 4
wherein

in the unevenness measurement process, measurement
information of two sensors arranged side~by-~side in the
predetermined direction and measurement information of the
interferometer are taken in, and based on a difference of the
measurement information of the two sensors and the measurement
information of the interferometer, unevenness information of
the detection subject of the detection device corresponding
to the specific portion of the surface of the movable body

is computed.
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6. The movable body drive method according to one of
Claims 4 and 5 wherein

in the measurement process, the unevenness information
is obtained at a plurality of points by moving the movable
body to a different position in the direction perpendicular
to the predetermined direction in the two~dimensional plane,
and repeatedly performing a processing of the unevenness
measurement process at every movement position, and based on
the unevenness information which has been obtained, an
unevenness information map of the detection subject of the
detection device corresponding to the specific portion is

made.

7. The movable body drive method according to one of
Claims 4 and 5 wherein

in the measurement process, the processing of the
unevenness measurement process is repeatedly performed using
different sensors, and by averaging unevenness information
obtained for each sensor, unevenness information of the
detection subject of the detection device corresponding to

the specific portion is obtained.

8. The movable body drive method according to any one
of Claims 4 to 7 wherein

the specific portion is a first grating section having
a grating whose periodic direction is in the predetermined
direction formed on the surface of the movable body, and the
method further comprising:

a positional information measurement process in which
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of a plurality of first heads that have a different position
in a direction perpendicular to the predetermined direction
within the two-dimensional plane, positional information of
the movable body in the predetermined direction is measured,
based on measurement values of the first head facing the first

grating section.

9. A pattern formation method, comprising:

amount process in which an object is mounted on a movable
body that can move along a movement plane; and

a drive process in which the movable body is driven by
the movable body drive method according to any one of Claims

1l to 8, to form a pattern on the object.

10. A device manufacturing method including a pattern
forming process, wherein

in the pattern formation process, a pattern is formed
on a substrate using the pattern formation method according

to Claim 9.

11. An exposure method in which a pattern is formed on
an object by an irradiation of an energy beam wherein

for relative movement of the energy beam and the object,
a movable body on which the object is mounted is driven, using
the movable body drive method according to any one of Claims

1l to 8.

12. Ameasuringmethod in which information is measured

related to unevenness of a detection subject detected by a
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detection device, which is arranged on a surface parallel to
a two-dimensional plane of a movable body that moves
substantially along the two-dimensional plane and has a
plurality of detection positions and detects positional
information of the movable body related to a direction
orthogonal to the two~dimensional plane at each detection
position, the method comprising:

an unevenness measurement process in which the movable
body is moved in a predetermined direction, and measurement
information of at least one sensor measuring positional
information of the movable body related to a direction
orthogonal to the two-dimensional plane and measurement
information of a first interferometer measuring positional
informatimﬁofthenmvablebodyjjlthepredetermineddirection
are taken in on the movement, and based on the measurement
information, unevenness information of the detection subject
of the detection device corresponding to the specific portion
of the movable body where the sensor passes during the

movement is computed.

13. The measuring method according to Claim 12 wherein

in the unevenness measurement process, measurement
information of two sensors arranged side-~by-side in the
predetermined direction and measurement information of the
first interferometer are taken in, and based on a difference
of the measurement information of the two sensors and the
measurement information of the first interferometer,
unevenness information of the detection subject of the

deteétion.device corresponding to the specific portion of the
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surface of the movable body is computed.

14. The measuring method according to one of Claims 12
and 13 wherein

the unevenness information is obtained at a plurality
of points by moving the movable body to a different position
in the direction perpendicular to the predetermined direction
in the two-dimensional plane, and repeatedly performing a
processing of the unevenness measurement process at every
movement position, and based on the unevenness information
which has been obtained, an unevenness information map of the
detection subject of the detection device corresponding to

the specific portion is made.

15. The measuring method according to one of Claims 12
and 13 wherein

the processing of the unevenness measurement process is
repeatedly performed using different sensors, and by
averaging unevenness information obtained for each sensor,
unevenness information of the area subject to measurement is

obtained.

l6. The measuring method according to any one of Claims
12 to 15 wherein

the specific portion is a first grating section having
a grating whose periodic direction is the predetermined

direction formed on the surface of the movable body.

17. A movable body drive system in which a movable body
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is driven along a substantially two-dimensional plane, the
system comprising:

a detection device that has a plurality of detection
positions, and detects positional information of the movable
body related to a direction orthogonal to the two-dimensional
plane at the detection position; and

a drive device that detects positional information
relatedtoeadirectionorthogonaltx>thetwo—dimensionalplane
of the specific portion of the surface of the movable body
at the plurality of detection points of the detection device,
and based on the detected information and information related
to unevenness of a detection subject of the detection device
correspondingtothespecificportion,drivesthenmvablebody
in at least one of the direction orthogonal to the
two-dimensional plane and a tilt direction with respect to

the two-dimensional plane.

18. The movable body drive system according to Claim
17 wherein

the detection subject is a surface of the specific
portion of the movable body, the surface of the specific
portion of the movable body is covered with a protective member
consisting of a transparent member, and the information
related to the unevenness includes an error component due to

thickness change of the protective member.

19. A movable body drive system that drives a movable
body which moves substantially in a two-dimensional direction,

the system comprising:
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a detection device which detects positional information
of the movable body in a direction perpendicular to the
two-dimensional direction when the movable body is positioned
at a measurement position placed within at least a part of
an operating area of the movable body;

a storage device which stores information related to
unevenness of a detection subject of the detection device;
and

a controller which controls a position of the movable
body in a direction perpendicular to the two~dimensional
direction, using positional information of the movable body
detected by the detection device and information related to

unevenness of the detection subject of the detection device.

20. The movable body drive system according to Claim
19 wherein

the detection device detects a position of a specific
portion in the direction perpendicular to the two-dimensional
direction when the specific portion of a surface parallel to
the two-dimensional direction of the movable body is
positioned at the measurement position, and

information related to the unevenness stored in the
storage device is a surface shape of the specific portion of
a surface of the movable body parallel to the two~dimensional

direction.

21. A pattern formation apparatus, comprising:
a movable body on which an object is mounted, and is

movable along a movement plane holding the object; and
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a movable body drive system according to any one of
Claims 17 to 20 which drives the movable body for pattern

formation to the object.

22. An exposure apparatus that forms a pattern on an
object by an irradiation of an energy beam, the apparatus
comprising:

a patterning device that irradiates the energy beam on
the object; and

& movable body drive system according to any one of
Claims 17 to 20, whereby

the movable body drive system drives the movable body
on which the object is mounted for relative movement of the

energy beam and the object.
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