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Pin Function Signal Name I/O 

DGND I 
I 

f0 Firewire signal 
/O USB signal 
I/O Firewire signal 

USB signal 
I/O Firewire signal 

USB power in. NOT for powering only to detect USB host 
I/O Firewire signal 

O Pull down in dock to notify iPod of specific device 
1 Firewire and charger input power (8V to 30 V dc) 

Firewire and charger input power (8V to 30V dc) 
3 ACCESSORY PWR (3V3) O 3.3V output from iPod. Current limited to 100mA. 

Reserved 
igital ground in iPod 
igital ground in iPod 

Reserved 
erial protocol (Data to iPod) 

Dock Rx I O Serial protocol (Data to iPod) 
I/O 

S Video Y TO Luminance Component 
S video C T O Chrominance Component 
Video Composite O Composite Signal 

Detect Remote 

Line level input to the iPod for the left channel 
Line level input to the iPod for the right channel 

LINE-OUT L T O Line level output to the iPod for the left channel 
LINE-OUT R O Line level output to the iPod for the right channel 

GND Audio return - Signal, never to be grounded inside acceSSory 
Digital ground iPod 

1 Chassis Chassis ground for connector shell 
Chassis Chassis ground for connector shell 

1 Digital Ground 
Digital Ground 

I 
I 

2 

2 

1 

FG. 3A 
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1 Audio Out Left| Mono Mic In 30mW audio out left channel, also doubles as monomic in 
HP Detect I Internal switch to detect pluginsertion 

3 Audio return for left and right audio 
4 Audio OutRight 0 30mW audio outright channel 
5 Composite video 0 Video Signal 
6 Accessory 3.3 V 0 33V Accessory power 100mAmax 
7 Tx 0 serial protocol (Data from iPod to Device) 
8 Rx I serial protocol (Data to iPod from Device) 
9 DGND GND Digital ground for accessory 

FIG. 3B 

1.7C) Omni Connector 3.3V 

Audio/Remote Connector 3.3V 
3.3V 

FIG. 4B 

L Accessory Identify 
R H Electret 

Element 

Accessory Detect Audio 
Return 

FIG. 4C FIG. 4D 
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504 
Computer 

FIG. 5B 
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506 Stereo 

FIG. 5C 

  



U.S. Patent May 5, 2009 Sheet 9 of 14 US 7,529,872 B1 

  



U.S. Patent May 5, 2009 Sheet 10 of 14 US 7,529,872 B1 

Speaker 510 
System 
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1. 

COMMUNICATION BETWEEN AN 
ACCESSORY AND AMEDIA PLAYERUSING 
A PROTOCOL WITH MULTIPLE LINGOES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation-in-part of U.S. applica 
tion Ser. No. 10/833,689, filed Apr. 27, 2004, entitled “Con 
nector Interface System from a Multi-Communication 
Device'. 

This application claims the benefit of U.S. Provisional 
Patent Application No. 60/784,306, filed Mar. 20, 2006, 
entitled “Connector Interface System’ which is hereby incor 
porated by reference. 

FIELD OF THE INVENTION 

The present invention relates generally to connector inter 
faces and more particularly to a connector interface system 
which is utilized in conjunction with media players and their 
accessories. 

BACKGROUND OF THE INVENTION 

A media player stores media assets, such as audio tracks or 
photos, that can be played or displayed on the media player. 
One example of a media player is the iPodR) media player, 
which is available from Apple Computer, Inc., of Cupertino, 
Calif. Often, a media player acquires its media assets from a 
host computer that serves to enable a user to manage media 
assets. As an example, the host computer can execute a media 
management application to manage media assets. One 
example of a media management application is iTunes.(R), 
version 6.0, produced by Apple Computer, Inc. 
A media player typically includes one or more connectors 

or ports that can be used to interface to the media player. For 
example, the connector orport can enable the media player to 
couple to a host computer, be inserted into a docking system, 
or receive an accessory device. There are today many differ 
ent types of accessory devices that can interconnect to the 
media player. For example, a remote control can be connected 
to the connector or port to allow the user to remotely control 
the media player. As another example, an automobile can 
include a connector and the media player can be inserted onto 
the connector Such that an automobile media system can 
interact with the media player, thereby allowing the media 
content on the media player to be played within the automo 
bile. 

Currently, the connectors or ports of a media player are 
open for use so long as a compatible connector or port is 
utilized. Consequently, numerous third-parties have devel 
oped accessory devices for use with other manufacturers 
media players. 

In a typical connector interface, there is a docking connec 
tor that allows for the docking of the media player device to a 
docking station for another type of communication for the 
device. A media player also typically includes a remote con 
nector with the ability to output audio. As more multi-media 
content becomes available (i.e., digital, videographics, etc.) it 
is desirable to have a media player which can effectively input 
and output such data. 

Finally, a media player must be able to identify a particular 
device's functionality to which it is associated. Heretofore, 
there is no device that includes features that overcome many 
of the above-stated problems. What is desired is a connector 
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2 
interface system which is utilized in such a device to address 
all the above-identified issues. The present invention 
addresses Such a need. 

SUMMARY OF THE INVENTION 

A connector interface system is disclosed. The connector 
interface system includes an interface and a protocol in com 
munication with the interface which allows a media player to 
communicate with external devices over a transport link. The 
protocol includes a core protocol functionality and a plurality 
of accessory lingoes. The accessory lingoes comprise a 
microphone lingo, a simple remote lingo, a display remote 
lingo, a RF transmitterlingo and an extended interface lingo. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A and 1B illustrate a docking connector in accor 
dance with the present invention. 

FIGS. 2A-2C illustrate the remote connector inaccordance 
with the present invention. 

FIG. 3A illustrates the connector pin designations for the 
docking connector. 

FIG. 3B illustrates the connection pin designations for the 
remote COnnectOr. 

FIG. 4A illustrates the Firewire connector interface. 
FIG. 4B illustrates the USB connector interface. 
FIG. 4C illustrates a reference schematic diagram for 

accessory detect and identify system for detecting and iden 
tifying accessories for the docking connector. 

FIG. 4D is a reference schematic of an electret microphone 
that is within the remote connector. 

FIGS. 5A-5E illustrate a media player coupled to a plural 
ity of accessories. 

FIG. 6 illustrates the sequence of events that can be utilized 
to test for the full set of general lingo commands. 

FIG. 7 illustrates a single lingo accessory command flow. 
FIG. 8 illustrates a multiple lingo command flow. 
FIG. 9 illustrates an exemplary system using the connector 

interface system described herein. 

DETAILED DESCRIPTION 

Definitions 

Device 

An external electronic component connected to the media 
player using the 30-pin connector or the audio/remote con 
nectOr. 

HID 
Human Interface Device. HID is a standard USB class of 

functionality and interface. A USB host such as a PC or 
Macintosh will recognize any attached USB device that Sup 
ports a HID interface and makes it available to the application 
layers of the operating system via a set of programming 
interfaces. A common application of a HID interface is a USB 
mouse or joystick. 

HID Report 
A single unit of data that is used to send data to the HID 

interface of the media player or from the media player to the 
host. MPAP packets are broken into HID reports before being 
sent across the transport link and are reassembled on the 
receiving side. 
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MPUI 
Media player USB Interface. This is a configuration of the 

media player when attached as a device over USB. This 
configuration allows he media player to be controlled using 
MPAP using a USB Human Interface Device (HID) interface 
as a transport mechanism. 
Lingo 
The command category used by a device. There is a general 

lingo that must be supported by all devices. Other lingoes are 
designed for use by specific devices. 
Link 
The logical connection between an external device and the 

media player via serial port or other physical connection. 
The present invention relates generally to media players 

and more particularly to a connectorinterface system for Such 
devices. The following description is presented to enable one 
of ordinary skill in the art to make and use the invention and 
is provided in the context of a patent application and its 
requirements. Various modifications to the preferred embodi 
ment and the generic principles and features described herein 
will be readily apparent to those skilled in the art. Thus, the 
present invention is not intended to be limited to the embodi 
ment shown but is to be accorded the widest scope consistent 
with the principles and features described herein. 
Connector Interface System Overview 

To describe the features of the connector interface system 
in accordance with the present invention in more detail, refer 
now to the following description in conjunction with the 
accompanying drawings. 
Docking Connector 

FIGS. 1A and 1B illustrate a docking connector 100 in 
accordance with the present invention. Referring first to FIG. 
1A, the keying features 102 are of a custom length 104. In 
addition, a specific key arrangement is used where one set 
keys are separated by one length are at the bottom and another 
set of keys are separated by another length at the top of the 
connector. The use of this key arrangement prevents noncom 
pliant connectors from being plugged in and potentially caus 
ing damage to the device. The connector for power utilizes a 
Firewire specification for power. The connector includes a 
first make/last break contact to implement this scheme. FIG. 
1B illustrates the first make/last break contact 202 and also 
illustrates a ground pin and a power pin related to providing 
an appropriate first make/last break contact. In this example, 
the ground pin 204 is longer than the power pin 206. There 
fore, the ground pin 204 would contact its mating pin in the 
docking accessory before the power pin 206. Therefore inter 
nal electrical damage of the electronics of the device is mini 
mized. 

In addition, a connector interface system in accordance 
with the present invention uses both USB and Firewire inter 
faces as part of the same docking connector alignment, 
thereby making the design more compatible with different 
types of interfaces, as will be discussed in detail hereinafter. 
In so doing, more remote systems and devices can interface 
with the multi-communication device. 

Remote Connector 
The connection interface system also includes a remote 

connector which provides for the ability to output audio and, 
input audio, provides I/O serial protocol, and an output video. 
FIG. 2A is a front and top view of a remote connector 200 in 
accordance with the present invention. As is seen, the remote 
connector 200 includes a top headphone receptacle 202, as 
well as a second receptacle 204 for remote devices. FIG. 2B 
illustrates a plug 300 to be utilized in the remote connector. 
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The plug 300 allows the features to be provided via the remote 
connector. FIG. 2C illustrates the plug 300 inserted into the 
remote connector 200. Heretofore, all these features have not 
been implemented in a remote connector. Therefore, a stan 
dard headphone cable can be plugged in but also special 
remote control cables, microphone cables, or video cables 
could be utilized with the remote connector. 
To describe the features of the connector interface system 

in more detail, please find below a functional description of 
the docking connector, remote connector and a protocol in 
accordance with the present invention. 
Docking and Remote Connector Specifications 

For an example of the connector pin designations for both 
the docking connector and the remote connector for a multi 
communication device Such as a media player device by 
Apple Computer, Inc., refer now to FIGS. 3A and 3B. FIG. 
3A illustrates the connector pin designations for the docking 
connector. FIG.3B illustrates the connection pin designations 
for the remote connector. 

Docking Connector Specifications 
FIG. 4A illustrates a typical FireWire connector interface 

for the docking connector. 
FireWire Power has the following characteristics: 8V-30V 

DC IN, 10 W Max. FireWire communication is designed to 
IEEE 1394A Spec (400 Mb/s). 
USB Interface 
The media player provides two configurations, or modes, 

of USB device operation: mass storage and Media Player 
USB Interface (MPUI). The MPUI allows the media player to 
be controlled using a Media Player Accessory Protocol 
(MPAP) which will be described in detail herein, using a USB 
Human Interface Device (HID) interface as a transport 
mechanism. 

Accessory 3.3 V Power 
FIG. 4B illustrates the USB connector interface. The media 

player accessory power pin Supplies Voltages, for example, 
3.0 V to 3.3V+/-5% (2.85 V to 3.465 V) over the 30-pin 
connector. A maximum current is shared between the 30-pin 
and Audio/Remote connectors. 
By default, the media player Supplies a particular current 

Such as 5 mA. Proper Software accessory detect is required to 
turn on high power (for example, up to 100 mA) during active 
device usage. When devices are inactive, they must consume 
less than 5 mA current. 

Accessory power is switched off for a period of, for 
example, approximately 2 seconds during the media player 
bootstrap process. This is done to ensure that accessories are 
in a known state and can be properly detected. All accessories 
are responsible for re-identifying themselves after the media 
player completes the bootstrap process and transitions acces 
sory power from the off to the on state. 

Accessory power is grounded through the DGND pins. 
FIG. 4C illustrates a reference schematic diagram for 

accessory detect and identify system for detecting and iden 
tifying accessories for the docking connector. The system 
comprises a resistor to ground that allows the device to deter 
mine what has been plugged into docking connector. There is 
an internal pullup on Accessory Identify. Two pins are 
required (Accessory Identify & Accessory Detect) 

FIG. 4D is a reference schematic of an electret microphone 
that is within the remote connector. 

Serial Protocol Communication is provided using two pins 
to communicate to and from device (RX & TX). Input and 
Output levels are OV=Low, 3.3V=High. 
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Media Player Accessory Protocol (MPAP) 
Media players connect to a variety of accessories. FIGS. 

5A-5E illustrates a media player 500 coupled to different 
accessories. FIG.5A illustrates a media player 500 coupled to 
a docking station 502. FIG. 5B illustrates the media player 
500' coupled to a computer 504. FIG.5C illustrates the media 
player 500" coupled to a car or home stereo system 506. FIG. 
5D illustrates the media player 500" coupled to a dongle 508 
that communicates wirelessly with other devices. FIG. 5E 
illustrates the media player 500" coupled to a speaker system 
510. As is seen, what is meant by accessories includes but is 
not limited docking stations, chargers, car stereos, micro 
phones, home stereos, computers, speakers, and devices 
which communicate wirelessly with other devices. 

Accordingly a single media player must be able to com 
municate with different devices having varying functionality. 
To allow for this communication to be handled efficiently in a 
system and method in accordance with the present invention, 
a protocol is provided. As part of the connector interface 
system and in conjunction with the connectors, the protocol 
allows for the media player to identify the type of accessory 
that the media player is connected to and also allows the 
media player to identify the functionality of the accessory. In 
So doing the media player can efficiently and effectively inter 
act with the accessory in the appropriate manner. 

The Media Player Accessory Protocol (MPAP) allows the 
media player to communicate with a functional range of 
external devices. The protocol can be broken into three logi 
cal components: the protocol transport link, the protocol core, 
and the individual accessory lingoes. Devices can use USB 
and UART serial interfaces as channels to transfer MPAP 
packets. The protocol core describes the components neces 
sary for communication with all external devices. It includes 
the basic packet definition and the generallingo, which allows 
for accessory identification, authentication, and retrieval of 
media player information. The accessory lingoes comprise 
the individual dialect commands. Each accessory lingo cor 
responds to a functional class of external devices. 

Every external device must Support a protocol transport 
link, the protocol core, and one or more lingoes, as required 
for its function. For example, the media player standard in 
line remote control is a UART serial device that uses the 
general lingo and the simple remote lingo. To describe these 
features in more detail refer now to the following. 
Protocol Transport Links 

Accessories may communicate with the media player, 
using MPAP over the serial port link or the USB port link. 
Those links are described below. 

UART Serial Port Link 
Accessories using the Media Player Accessory Protocol 

(MPAP) over the UART serial port link use two pins, RX and 
TX, to communicate to and from the media player. 
A device coupled to the docking connector allows for a 

standard serial protocol to be utilized. Attaching a serial dock 
accessory makes any top-attached (remote connector) acces 
sories inactive. 
The MPAP builds upon an existing serial specification such 

as the RS-232 serial specification. However, the signaling 
levels are non-standard. The RS-232 specification states that 
a mark is -7V and a space is +7V. In MPAP protocol, for 
example, a mark may be 2.85 V through 3.465 V and a space 
is 0 V through 0.9 V. 
USB Port Link 
The media player, for example, may be a USB 2.0-compli 

ant device that Supports two mutually exclusive modes of 
operation: 
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Mass storage device. This is the default configuration when 

attached to a typical USB host such as a PC or Macintosh. 
This mode is used for synching music and content, transfer 
ring files, and so forth. 
MPAP enabled device. This is the configuration needed to 

support MPAP using the Media Player USB Interface 
(MPUI). This mode must be selected by the USB host before 
it can be used. 

These two mutually exclusive modes of operation are each 
represented by a USB configuration. When the media player 
is attached to USB, the USB host (the accessory) must select 
one of the configurations and set it as the active configuration 
during the bus initialization. 
Accessory Identify Resistor and MPUI 

There are two types of media player accessories: serial 
accessories that communicate with the media player using 
MPAP and resistor-based accessories that need access to spe 
cific media player behaviors. 

Resistor-based accessories use an Accessory Identify resis 
tor (RID) to get access to a specific media player behavior. 
These devices tend to be simple accessories, such as battery 
packs and car chargers, and have one specific purpose. When 
attached, these accessories unlock media player features 
based on the RID used. Accessories that communicate with 
the media player using MPAP are serial accessories. Serial 
based accessories may use the other RID values if they are to 
be utilized for unlocking a particular resistor-based behavior. 
The presence of a RID of one resistance value on USB 

attachment triggers the media player to present the MPUI 
configuration as the first, or default, configuration. The sec 
ond configuration becomes media player as a Mass Storage 
class disk device. 

For instance, connecting a media player to a standard host, 
such as a PC or a Macintosh, along with the RID causes the 
media player to be set up as a HID device (the HID interface 
being a component of the MPUI configuration) and not as a 
disk device. With no resistor, the media player is set up as a 
disk device. 

It is possible to create an accessory that Supports both 
MPAP over USB and the older UART serial-only media play 
ers using the same connector. 
Media Player USB Interface (MPUI) Configuration 
The MPUI configuration allows the media player to com 

municate using MPAP over USB. The USB Human Interface 
Device (HID) interface is the transport link and uses two 
endpoints for communication: the control endpoint is used for 
OUT data, while the HID interrupt endpoint is used for IN 
data. 
The media player HID interface utilizes several vendor 

specific HID reports, some of which are used to transport data 
from the host and some of which are used to transport data to 
the host. The HID report sizes range from a few bytes to 
several hundred KB and each one has a unique identifier. In 
order to send data to the media player, a host chooses one or 
more appropriately-sized HID reports in which to embed the 
MPAP packet and sends this to the media player HID inter 
face with USB Set-Report command. The media player reas 
sembles the MPAP packed and processes it. The process is 
repeated in reverse when the media player sends responses or 
MPAP packets to the host. 
HID as a Transport 
As mentioned earlier, the HID interface breaks MPAP 

packets up into a stream of Vendor-specific HID reports and 
transports them across USB in either direction. To help man 
age this, it breaks this stream up into logical sets of reports, 
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where a set of reports encompasses one or more complete 
MPAP packets. For instance, a set could be a single HID 
report containing one MPAP packet or a set of HID reports 
containing a total of 3 MPAP packets. 
The HID ReportID indicates the type of report and implies 

the size of the report. Every report of a given type is the same 
size. The media player specifies several different report types. 
The USB host should analyze the HID report descriptor of the 
media player at runtime to determine which Report ID cor 
responds to the most appropriate report type for each transfer. 
A representative group of lingoes for the media player are 

listed below. 

Lingo Specifications 
Lingo 
General 

Microphone 
Simple Remote 
Display Remote 
Extended Interface 

RF transmitter 

The general lingo is shared for housekeeping commands 
across all devices. In addition to the general lingo, an acces 
sory will implement a function specific lingo. The micro 
phone lingo is used by the remote connector on the multi 
communication device. The simple remote lingo is used by a 
standard in-line remote control. The display remote lingo is 
reserved for a device with similar functionality to the standard 
remote but with a display for status. The RF transmitterlingo 
is used for devices that transmit the device analog audio over 
radio frequencies. To describe the lingoes in more detail, refer 
now to the following discussion in conjunction with the 
accompanying figures. 

General Lingo Command Summary 
Table 1 provides a Summary of all commands in the general 

lingo, including whether or not device authentication is 
required for use of the command. 

TABLE 1. 

Authentication 
Command Required 

Request Identify No 
RequestMediaPlayerName No 
RequestMediaPlayerSoftwareVersion No 
RequestMediaPlayerSerialNum No 
RequestMediaPlayerModelNum No 
RequestLingoProtocolVersion No 
Identify No 
Identify AccessoryLingoes No 
ACK No 
AckDev Authenticationlinfo No 
AckDev Authentication Status No 
AckMediaPlayerAuthenticationInfo No 
AckMediaPlayerAuthentication Status NA 
ReturnMediaPlayerName No 
ReturnMediaPlayerSoftwareVersion No 
ReturnMediaPlayerSerialNumber No 
ReturnLingoProtocolVersion No 
RetDev AuthenticationInfo No 
RetDev AuthenticationSignature No 
RetMediaPlayerAuthenticationInfo No 
RetMediaPlayerAuthenticationSignature No 
GetDev AuthenticationInfo No 
GetDev AuthenticationSignature No 
GetMediaPlayerAuthenticationInfo No 
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TABLE 1-continued 

Authentication 
Command Required 

GetMediaPlayerAuthenticationSignature No 
Notify.MediaPlayerStateChange No 

To identify itself, an accessory should send either an Iden 
tify command or an Identify AccessoryLingoes command. 
Accessory devices that Support more than one lingo, not 
including the general lingo, should use the Identify Accesso 
ryLingoes command. 
The media player may senda Requestidentify command to 

the device to ask to re-identify itself. 
The remaining general lingo commands can be used to 

obtain general information from the media player. These 
commands allow the device to request the name, serial num 
ber, model number, and software version number of the media 
player. The RequestLingoProtocol Version command allows 
a device to query the media player for the lingo protocol 
versions of all Supported lingoes on the media player. The 
ACK command is used by the media player to report com 
mand error conditions and has an ACK pending feature to 
notify the requesting device how long to wait for responses to 
certain commands. 
An accessory may send a RequestLingoProtocol Version 

command, to determine which features the connected media 
player Supports. If the media player does not respond to the 
RequestLingoProtocol Version command, the device should 
try the command once more. If no response is received the 
second time, the device should assume that the connected 
media player Supports the only Requestidentify and Identify 
General Lingo commands. 

FIG. 6 shows the sequence of the events that can be used to 
test for the full set of generallingo commands. As is seen, first 
a sync byte is sent to wake up the media player, then allow the 
media player allowed to wake from sleep. If the media player 
returns the ReturnLingoProtocol Version command, then the 
general lingo version information can be used to check the 
commands Supported by the media player, Next, wait for 
return packet and the device should retry the command if 
there is no reply to the first command send. If the ReturnLin 
goProtocol Version command is not received during the retry, 
the device should assume that the connected media player 
Supports only the RequestIdentify and Identify commands. 
This assumes the accessory device is connected and has 
already been through the identification process. 

General Lingo Command Details 
This section describes the general lingo commands and 

their packet formats. 
Request Identify Command 
Direction: media player->accessory 
The media player sends this command to prompt accesso 

ries to re-identify themselves. If an accessory receives this 
command, it should respond with either the Identify Accesso 
ryLingoes command or the Identify command. Accessories 
that require authentication or use the USB transport link, or 
Support multiple lingoes should respond using the Identify 
AccessoryLingoes command. 

Identify Command 
Direction: accessory->media player 
The accessory must send this command to notify the media 

player that an accessory has been attached and to register the 
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lingo it Supports. Accessories should identify at boot time and 
any time they receive a RequestIdentify command from the 
media player. 
The Identify command has facilities for RF Transmitter 

devices to draw more than a predetermined amount of power 
(such as 4 mA) from the media player. 
ACK Command 
Direction: media player->accessory 
The media player sends the ACK command to notify the 

device of command completion status and errors. 
RequestMediaPlayerSoftwareVersion Command 
Direction: media player->accessory 
Retrieves the software version for the media player. The 

media player responds with a ReturnMediaPlayerSoftware 
Version command containing the major, minor, and revision 
version numbers. 

ReturnMediaPlayerSoftwareVersion Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestMediaPlayerSoftwareVersion command message 
from the accessory. The media player returns each version 
number as an individual byte, with the major version number 
sent first. 

RequestMediaPlayerName Command 
Direction: accessory->media player 
Retrieves the name of the media player. The media player 

responds with a ReturnMediaPlayerName command contain 
ing the name of the media player. 

ReturnMediaPlayerName Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestMediaPlayerName command message from the 
accessory. 

RequestMediaPlayerSerialNum Command 
Direction: accessory->media player 
Retrieves the serial number string of the media player. The 

media player responds with a ReturnMediaPlayerSerialNum 
ber command containing the serial number. 

ReturnMediaPlayerSerialNum Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestMediaPlayerSerialNumber command message from 
the accessory. 

RequestMediaPlayerModelNum Command 
Direction: accessory->media player 
Retrieves information for the media player. The media 

player responds with a ReturnMediaPlayerModelNum com 
mand containing the model number of the media player. 

ReturnMediaPlayerModelNum Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestMediaPlayerModelNum command message from 
the accessory. 

Identify AccessoryLingoes Command 
Direction: accessory->media player 
The accessory sends this command to signal its presence 

and to identify its Supported lingoes. In response, the media 
player sends an ACK command. The Identify AccessoryLin 
goes command is used by multi-lingo accessories to reportall 
Supportedlingoes and should be used in place of the Identify 
command. 

GetDev AuthenticationInfo Command 
Direction: media player->accessory 
The media player sends this command to obtain authenti 

cation information from the accessory. The command is sent 
if and only if the accessory has indicated that it Supports 
authentication in its Identify AccessoryLingoes Options bits 
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and has passed a valid, non-Zero accessory ID. In response, 
the accessory sends a RetDev AuthenticationInfo command. 

RetDev AuthenticationInfo Command 
Direction: accessory->media player 
The accessory indicates the MPAP authentication version 

that it supports by returning this command in response to a 
GetDev AuthenticationInfo command from the media player. 
AckDev AuthenticationInfo Command 
Direction: media player->accessory 
The media player sends this command in response to Ret 

Dev AuthenticationInfo command. It indicates the current 
state of the accessory authentication information. 

RequestLingoProtocol Version Command 
Direction: accessory->media player 
Retrieves version information for any of the lingoes Sup 

ported by the media player. The media player responds with a 
ReturnLingoProtocol Version command containing the major 
and minor version information of the requested media player 
lingo. 

ReturnLingoProtocol Version Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestLingoProtocol Version command message from the 
accessory. The major and minor version information for the 
requested lingo are returned. 
GetDev AuthenticationSignature Command 
Direction: media player->accessory 
The media player sends this command to authenticate a 

accessory that has identified itself as requiring authentication. 
Authentication occurs either immediately upon identification 
or when the accessory attempts to use a restricted lingo or 
command. The accessory calculates its digital signature 
based on the challenge offered by the media player and sends 
the results back to the media player using a RetDev Authen 
ticationSignature command. 

If the returned signature cannot be verified, the media 
player responds with a non-zero AckDev AuthenticationSta 
tus command, followed immediately by another GetDev Au 
thenticationSignature command. 

RetDev AuthenticationSignature Command 
Direction: accessory->media player 
The accessory sends this command to the media player in 

response to GetDev AuthenticationSignature command. The 
media player verifies the digital signature, calculated by the 
accessory based on the offered challenge. If verification 
passes, the media player authenticates the accessory and 
updates its lingo and command access permissions accord 
ingly. The authentication status is sent to the accessory using 
AckDev AuthenticationStatus command. 
AckDev AuthenticationStatus Command 
Direction: media player->accessory 
The media player sends this command to the accessory in 

response to the RetDev AuthenticationSignature command. It 
indicates the current accessory authentication state. If the 
accessory receives a non-Zero status, the accessory has failed 
authentication and will only be able to use unauthenticated 
lingo commands. 

If the accessory receives a Zero status, the media player has 
Successfully authenticated the accessory. The accessory may 
then use the requested authenticated lingoes and commands. 
Optionally, the accessory may begin the process of authenti 
cating the media player, by sending a GetMediaPlayerAu 
thentication command. 

GetMediaPlayerAuthenticationSignature Command 
Direction: accessory->media player 
The accessory uses this command to send an offered chal 

lenge to the media player for digital signature. In response, 
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the media player returns its signed challenge to the accessory 
using RetMediaPlayerAuthenticationSignature command. 
Accessories should implement the authentication retry fea 
ture described in GetDev AuthenticationSignature command. 

RetMediaPlayer AuthenticationSignature Command 
Direction: media player->accessory 
The media player sends this command to the accessory in 

response to a Get MediaPlayerAuthenticationSignature com 
mand. The accessory verifies the digital signature, calculated 
by the media player based on the offered challenge, and, if 
Verification passes, authenticates the media player. The 
accessory sends the authentication status to the media player. 

AckMediaPlayerAuthenticationStatus Command 
Direction: accessory->media player 
The accessory sends this command to the media player in 

response to RetMediaPlayerAuthenticationSignature com 
mand. It indicates the current media player authentication 
state. The accessory should return a non-zero ACK for each 
failed authentication attempt. 

GetMediaPlayerAuthenticationInfo Command 
Direction: accessory->media player 
The accessory sends this command to obtain authentica 

tion information from the media player. The media player 
should send this command only if the accessory has indicated 
that it supports authentication in its Identify AccessoryLin 
goes command options bits and the media player has success 
fully completed the authentication process. In response, the 
media player sends RetMediaPlayerAuthenticationInfocom 
mand. 

AckMediaPlayerAuthenticationInfo Command 
Direction: accessory->media player 
The accessory sends this command to the media player in 

response to RetMediaPlayer AuthenticationInfo command. It 
indicates the current state of the media player information 
version. If the accessory sends a non-Zero status, it indicates 
that it will not be able to authenticate the media player due to 
a protocol version or authentication index mismatch. 

Notify.MediaPlayerStateChange Command 
Direction: media player->accessory 
The media player sends this notification command when 

the media player state is about to change to accessories that 
identify using Identify AccessoryLingoes command. If the 
accessory identifies using Identify command, this notification 
is not sent. The state change byte indicates the specific media 
player State transition. If the media player is Switching from a 
power on state to a light sleep state, accessories must imme 
diately reduce their power consumption below the maximum 
current such as 5 mA. When the media player has transitioned 
to a deep sleep or hibernate state, self-powered accessories 
are expected to automatically re-identify themselves when 
accessory power is restored. 
Microphone Lingo Command 
The microphone lingo enables combination microphone 

and speaker accessory devices to record and playback audio. 
Media player mass storage disk capacities enable the option 
of Supporting a stereo input mode and higher audio sample 
rates. Media players may therefore be used for high-quality 
mobile audio recording. 
When the media player detects a device speaking the 

microphone lingo, it may transition into a recorder applica 
tion where it can create and manage recordings. Based on the 
microphone device capabilities, the media player recording 
application may choose to change its appearance based on the 
presence or absence of certain microphone features. The 
device should indicate its capabilities to the media player on 
request. These capabilities may include: 
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Stereo line input source 
Stereof mono control 

Recording level control 
Recording level limiter 
Microphone accessories can draw power from the media 

player or Supply power to the media player. Accessory device 
power management is important as media players transition 
to a smaller physical size at the same time as trying to extend 
battery life. As an accessory using the microphone lingo, the 
microphone accessory will be notified of media player State 
changes, such as transitioning to the power on, light sleep, 
hibernate, and deep sleep states. Accessory power is in low 
mode by default and is raised to high power mode only during 
recording and playback states. 
The microphone accessory is responsible for keeping the 

power consumption below the maximum allowed limits for 
each media player state. Note that accessory power is com 
pletely shut off when the media player enters the hibernate 
and deep sleep states. When waking from a light sleep state, 
the microphone accessory is required to re-identify and re 
authenticate itself, as with other accessories using authenti 
cated lingoes or commands. On reset or power up, the acces 
sory device should be in low power state (for example, 
consuming less than 5mA) with the amplifier off (audio input 
and output disabled). 

Microphone state information is typically retained locally 
by the accessory player while uninterrupted accessory power 
(either high or low power) is available. If accessory power is 
turned off device state information may be lost. Accessories 
are not expected to retain state information across accessory 
power down cycles (hibernate or deep sleep modes). 
Media player playback Volume level changes may require 

the accessory to Support display remote lingo functionality. 
Table 2 lists the commands available as part of the micro 

phone lingo. 

TABLE 2 

Authentication 
Command Connector Required 

BeginRecord Audio Remote No 
EndRecord Audio Remote No 
BeginPlayback Audio Remote No 
EndPlayback Audio Remote No 
ACK 30-pin Yes 
GetDev Ack 30-pin Yes 
MediaPlayerModeChange 30-pin Yes 
GetDevCaps 30-pin Yes 
RetDevCaps 30-pin Yes 
GetDevCtrl 30-pin Yes 
RetDevCtrl 30-pin Yes 
SetDevCtrl 30-pin Yes 

BeginRecord Command 
Direction: media player->accessory 
The media player sends this command to notify the acces 

sory that audio recording has started. The accessory does not 
return a packet to the media player in response to this com 
mand. 

EndRecord Command 

Direction: media player->accessory 
The media player sends this command to notify the acces 

sory that audio recording has ended. The accessory does not 
return a packet to the media player in response to this com 
mand. 
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BeginPlayback Command 
Direction: media player->accessory 
The media player sends this command to notify the acces 

sory that audio playback has started. The accessory does not 
return a packet to the media player in response to this com 
mand. 

EndPlayback Command 
Direction: media player->accessory 
The media player sends this command to notify the acces 

sory that audio playback has ended. The accessory does not 
return a packet to the media player in response to this com 
mand. 
ACK Command 
Direction: accessory->media player 
The microphone accessory sends this command in 

response to a command sent from the media player. Note that 
Some commands do not require an ACK response. The acces 
sory sends an ACK response when a command that does not 
return any data has completed, a bad parameter is received, or 
an unsupported or invalid command is received. 

GetDev Ack Command 
Direction: media player->accessory 
The media player sends this command to get an ACK 

response from a microphone accessory. The media player 
uses this command to “ping the accessory and determine that 
it is present and ready to accept commands. In response, the 
accessory sends the ACK command with command status 
OK. 

MediaPlayerModeChange Command 
Direction: media player->accessory 
The media player sends this command to the microphone 

accessory when an audio recording or playback event occurs. 
The microphone accessory uses the MediaPlayerMo 
deChange command to configure its inputs or outputs and 
power consumption level for the specified mode. In response, 
the accessory sends the ACK command with the command 
status OK. The accessory sends the ACK command when the 
accessory has completed its mode change. 

GetDevCaps Command 
Direction: media player->accessory 
The media player sends this command to the microphone 

accessory to determine the features present on the accessory. 
In response, the accessory sends RetDevCaps command with 
the payload indicating the capabilities it supports. 

RetDevCaps Command 
Direction: accessory->media player 
The accessory sends this command in response to the com 

mand GetDevCaps command sent by the media player. The 
microphone accessory returns the payload indicating which 
capabilities it supports. 

GetDevCtrl Command 
Direction: media player->accessory 
The media player sends this command to get the accessory 

control state for the specified control type. In response, the 
accessory sends RetDevCtrl command with its current con 
trol state. If this command is not Supported by the acces 
sory—that is, if the microphone does not have any config 
urable controls it should return an ACK command with a 
bad parameter error status. 

RetDevCtrl Command 
Direction: accessory->media player 
The accessory sends this command in response to the com 

mand GetDevCtrl command received from the media player. 
The accessory returns the current control state for the speci 
fied control type. Control types are only supported if the 
associated capabilities bits are set in the command RetDev 
Caps command. 
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SetDevCtrl Command 
Direction: media player->accessory 
The media player sends this command to set the accessory 

control state for the specified control type. In response, the 
accessory sends the ACK command with the command status. 
If this command is not supported by the accessory—that is, if 
the microphone does not have any configurable controls—it 
should return an ACK command with a bad parameter error 
Status. 

Simple Remote Lingo 
A simple remote accessory sends a buttons status com 

mand to indicate an updated Status of which buttons are held 
down. The data of the packet is a number of bytes indicating 
which buttons are currently held down. In one embodiment, 
the bytes are made up by ORing the masks of the buttons 
together. The accessory will send a command to indicate all 
buttons are released. While any buttons are held down the 
accessory should repeat this packet on a predetermined inter 
val. If no packet of this sort is received by the host for a 
predetermined time period, the host may assume a packet was 
lost and go to “all buttons up” mode. 
When the user presses and holds down a button, a simple 

remote accessory should generate the button status packet 
immediately and repeat it for as long as the button is pressed. 
If a second button is pressed while the first button is down, the 
button status packet sent by the accessory should include 
status for both buttons, and this packet should be repeated for 
as long as both buttons are held down. Table 3 lists the pos 
sible media player button states. 
Simple Remote Button Map 

TABLE 3 

Button Number 

6Play/Pause O 
Volume Up 1 
Volume Down 2 
Next Track 3 
Previous Track 4 
Next Album 5 
Previous Album 6 
Stop 7 
Play/Resume 8 
Pause 9 
Mute toggle 10 
Next Chapter 11 
Previous Chapter 12 
Next Playlist 13 
Previous Playlist 14 
Shuffle setting advance 15 
Repeat setting advance 16 
Power On 17 
Power Off 18 
Backlight for 30 seconds 19 
Begin FF 2O 
Begin REW 21 
Menu 22 
Select 23 
Up Arrow 24 
Down Arrow 25 

Some media player button states are interpreted differently 
by the media player when pressed and held down. These are 
as follows: 
The Next Track button is treated as a Scan Forward button 
when pressed and held while a track is playing. 

The Previous Track button is treated as a Scan Backward 
button when pressed and held while a track is playing. 

The Play/Pause button is treated as a Power Off button 
when pressed and held. 
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The Menu button is treated as a Display Backlight On/Off 
button when pressed and held. 

If the media player is in Browse mode, the Select button is 
treated as an Add Track to On-The-Go Playlist button 
when pressed and held. 

Repeated Next Track and Previous Track commands (see 
Table 3) without an intervening button status packet indicat 
ing all buttons are up, are interpreted as Fast Forward and 
Rewind commands. For a locking Fast Forward or Rewind 
button, use the Begin Fast Forward or Begin Rewind com 
mands to start the operation and a Play/Resume command to 
return to the play state. 
The Next and Previous Album commands (see Table 3) 

have no effect if there is no next or previous album to go into 
the Now Playing list. 

Below is the command for the simple remote lingo. 
ContextButtonStatus Command 
Direction: Accessory->media player 
The accessory sends this command to the media player 

when abutton event occurs. When all buttons are released, the 
accessory should send a button status packet with a 0x0 
payload to indicate that no buttons are pressed. The media 
player does not return a packet to the accessory in response to 
this command. 

Display Remote Lingo 
The display remote lingo is for accessories that need to 

control the state of the media player, recreate a portion of the 
media player UI on a remote display, or control the state of the 
media player equalizer (EQ). The display remote protocol can 
be used by simple inline-display remotes (remotes that have 
single-line display and play control buttons) and more com 
plex accessories that have full multi-line graphical displays to 
show information about the track, artist, or album; current 
play or pause state; track position; battery; shuffle and time. 
By Supporting multiple lingoes, an accessory can use the 
display remote lingo in combination with other lingoes to 
create a fully functional product. Accessories can also use this 
lingo to control the state of the media player equalizer. The 
display remote lingo Supports serial accessories attached to 
the Audio/Remote or 30-pin connector. 

The display remote command set uses a single byte com 
mand format similar to the general and simple remote lingoes. 
Accessories using the display remote lingo can identify using 
the general lingo, with either the identify single lingo or 
Identify AccessoryLingoes multiple lingo commands. 

Table 4 illustrates the commands for the display remote 
lingo. 

TABLE 4 

Command 

ACK 
GetCurrentEQProfileIndex 
RetCurrentEQProfileIndex 
SetCurrentEQProfileIndex 
GetNumEQProfiles 
RetNumEQProfiles 
GetIndexedEQProfileName 
RetIndexedEQProfileName 
SetRemoteEventNotification 
RemoteEventNotification 
GetRemoteEventStatus 
RetRemoteEventStatus 
GetMediaPlayerStateInfo 
RetMediaPlayerStateInfo 
SetMediaPlayerStateInfo 
GetPlayStatus 
RetPlayStatus 
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TABLE 4-continued 

Command 

SetCurrentPlayingTrack 
GetIndexed PlayingTrackInfo 
RetIndexed PlayingTrackInfo 
GetNumPlayingTracks 
RetNumPlayingTracks 
GetPowerBatteryState 
RetPowerBatteryState 
GetSoundCheckState 
RetSoundCheckState 
SetSoundCheckState 

The commands, their direction and their functions are 
described in detail hereinbelow. 
ACK Command 
Direction: media player->accessory 
The media player sends this command to acknowledge the 

receipt of a command from the accessory and return the 
command status. The command ID field indicates the acces 
sory command for which the response is being sent. The 
command status indicates the result of the command (Success 
or failure). 

GetCurrentEQProfileIndex Command 
Direction: accessory->media player 
Requests the current equalizer (EQ) profile setting index. 

In response, the media player sends the RetCurrentEQPro 
fileIndex command packet. 

RetCurrentEQProfileIndex Command 
Direction: media device->accessory 
The media accessory sends this command, returning the 

current equalizer profile setting index, in response to the 
GetCurrentEQProfileIndex command packet sent by the 
accessory. 

SetCurrentEQProfileIndex Command 
Direction: accessory->media player 
Set the current equalizer profile setting index and option 

ally restores the original equalizer setting on accessory 
detach. The validequalizer index range can be determined by 
sending a GetNumEQProfiles command. In response to this 
command, the media player returns an ACK packet with the 
status of this command. 

GetNumEQProfiles Command 
Direction: accessory->media player 
Requests the number of media player equalizer profile 

settings. In response, the media player sends the RetNu 
mEQProfiles command packet. 

RetNumEQProfiles Command 
Direction: media player->accessory 
Returns the number of equalizer profiles. The media player 

sends this command in response to the GetNumEQProfiles 
command packet sent by the accessory. 

GetIndexedEQProfileName Command 
Direction: accessory->media player 
Requests the media player equalizer profile setting name 

for a given equalizer profile index. In response, the media 
player sends the RetIndexedEQProfileName command 
packet. The valid profile index range can be obtained by 
sending the GetNumEQProfiles command. 

RetIndexedEQProfileName Command 
Direction: media player->accessory 
Returns the media player equalizer profile setting name for 

the specified equalizer profile index in response to the GetIn 
dexedEQProfileName command. 
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SetRemoteEventNotification Command 
Direction: accessory->media player 
Enables asynchronous remote event notification for media 

player events. On accessory detach, event notification is reset 
to the default disabled state. 

RemoteEventNotification Command 
Direction: media player->accessory 
The media player sends this command asynchronously 

whenever an enabled event change has occurred. Use the 
SetRemoteEventNotification command to control which 
events are enabled. 

GetRemoteEventStatus Command 
Direction: accessory->media player 
Gets the status of state information that has changed on the 

media player. In response, the media player sends a 
RetRemoteEventStatus command, containing a bitmask of 
event states that changed since the last GetRemoteEventSta 
tus command and clears all the remote event status bits. This 
command may be used to poll the media player for event 
changes without enabling asynchronous remote event notifi 
cation. 

RetRemoteEventStatus Command 
Description: media player->accessory 
The media player sends this command in response to the 

GetRemoteEventStatus command. 
GetMediaPlayerStateInfo Command 
Direction: accessory->media player 
Obtains media player state information. In response, the 

media player sends a RetMediaPlayerStateInfo command 
with the requested State information. 

RetMediaPlayerStateInfo Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetMediaPlayerStateInfo command. 
SetMediaPlayerStateInfo Command 
Direction: accessory->media player 
Set the media player state. The information type specifies 

the type of information to update. In response, the media 
player sends an ACK command with the results of the opera 
tion. 

GetPlayStatus Command 
Direction: accessory->media player 
Gets the current media player play status information. In 

response, the media player sends a RetPlayStatus command 
with the current play state, track index, track position, and 
track length. 

RetPlayStatus Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetPlayStatus command and returns the current media player 
play status information. 

SetCurrentPlayingTrack Command 
Direction: accessory->media player 
Sets the currently playing track to the track at the specified 

index. The total number of playing tracks can be obtained by 
sending a GetNumPlayingTracks command. 

GetIndexedPlayingTrackInfo Command 
Direction: accessory->media player 
Gets track information for the specified playing track 

index. The infoType field specifies the type of information to 
be returned, such as track title, artist title, artist name, album 
name, track genre, and track chapter information. In 
response, the media player sends a RetIndexedPlayingTrack 
Info command with the requested track information. 
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RetIndexedPlayingTrackInfo Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetIndexedPlayingTrackInfo command. It returns the 
requested type of information and data for the specified play 
ing track. 

RetNumPlayingTracks Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetNumPlayingTracks command received from the acces 
sory. It returns the total number of tracks queued in the play 
back engine. 

GetPowerBatteryState Command 
Direction: accessory->media player 
Gets the power and battery level state of the media player. 

In response, the media player sends a RetPowerBatteryState 
command with the power and battery information. 

RetPowerBatteryState Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetPowerBatteryState command and returns the current 
media player power state and battery level. 

GetSoundCheckState Command 
Direction: accessory->media player 
Gets the current sound check setting. When enabled, sound 

check adjusts track playback Volume to the same level. In 
response, the media player sends a RetSoundCheckState 
command with the current Sound check state. 

RetSoundCheckState Command 
Direction: media player->accessory 
The media player sends this command in response to the 

GetSoundCheckState command and returns the current state 
of the Sound check setting. 

SetSoundCheckState Command 
Direction: accessory->media player 
Sets the state of the Sound check setting and optionally 

saves the previous sound check state to be restored on acces 
sory detach. In response to this command, the media player 
sends an ACK packet with the status of the command. 
Extended Interface Lingo Specification 
Operating Modes 
The media player can be considered to operate in two major 

modes, standard UI mode and extended Interface mode. 
Standard UI Mode 

This is the standard user interface mode and allows the 
media player to be driven by its front panel display and 
buttons. 

Extended Interface Mode 
The media player transitions into the Extended Interface 

mode when either of the following occurs: 
(1)—A single-lingo accessory is connected to the media 

player and issues the Identify command, specifying the 
Extended Interface lingo as its Supported lingo. 
(2)—A multi-lingo accessory is connected to the media 

player and issues a General Lingo Command: EnterRemo 
telJIMode command. 

If the media player is playing a track during this transition, 
the playback is automatically paused. 
The extended interface protocol allows accessories to 

replace the graphic with a downloaded image set through a 
SetDisplay Image command. Removing power from the 
media player while a connection remains results in the media 
player going into a light sleep state after a predetermined 
amount of inactivity. The controls of the media player are 
disabled when in extended interface mode. 
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The media player transitions back to standard UI mode 
when any of the following occurs: 

(1) The accessory is disconnected from the media player. 
(2)—A multi-lingo accessory issues the General Lingo 

Command: ExitRemotel JIMode. 
The accessory re-identifies itself, using either of the gen 

eral lingo commands Identify or Identify AccessoryLin 
gOeS. 

If the media player is playing a track during this transition, 
the playback is automatically paused. Any media player set 
tings with the restore on exit feature state are restored when 
the media player is disconnected. 
Light Sleep State 
The media player screen, playback, and most major parts 

of the media player are off while the media player is in the 
light sleep state. The media player transitions from extended 
interface mode to the light sleep state when power is detached 
and playback is idle. A period of inactivity is required before 
the media player transitions into the light sleep state. When 
power is restored, the media player returns to the extended 
interface mode. 
A media player will not sleep while it remains attached to 

an active USB host. The USB host must switch off its host 
controller to force a media player in extended interface mode 
into the light sleep state. If the media player is not currently in 
extended interface mode, playback must be paused before the 
host controller is turned off. In extended interface mode, there 
is no need to pause media playback before turning off the host 
controller because this action generates a disconnect event 
that causes the media player to exit the extended interface 
mode and allows the media player to transition into the light 
sleep state. Attaching USB power to a media player in light 
sleep state will wake it up. 
Switching Between Standard UI and Extended Interface 
Modes 

There are four general lingo commands that allow acces 
sories to determine what mode the media player is in and to 
switch between the two major modes, Standard UI and 
Extended Interface. These commands were implemented to 
allow a device to switch between modes without having to 
unplug the accessory. Multi-lingo accessories must use these 
commands to Switch into and out of the extended interface 
mode. 

Table 5 lists the general lingo command codes for query 
ing, entering, and exiting the extended interface protocol. 

TABLE 5 

Requires 
authentication Requires 

General Lingo UART serial port authentication 
command link USB port link 

RequestRemotel JIMode No Yes 
ReturnRemotel JIMode No Yes 
EnterRemoteUIMode No Yes 
ExitRemotel JIMode No Yes 

RequestRemotel JIMode Command 
Direction: accessory->media player 
Requests the Extended Interface mode from the media 

player. The media player responds with a ReturnRemotel JI 
Mode command. 

ReturnRemotel JIMode Command 
Direction: media player->accessory 
Returns the current operating mode of the media player UI 
EnterRemotel JIMode Command 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

20 
Direction: accessory->media player 
The accessory sends this command to the media player to 

force it to enter the Extended Interface mode. If the media 
player is already in the extended interface mode, it immedi 
ately returns a generallingo ACK command packet, notifying 
the user that the command was successful. 

ExitRemotel JIMode Command 

Direction: accessory->media player 
The accessory sends this command to the media player to 

force it to exit the Extended Interface mode. If the media 
player is already in the standard UI mode, it immediately 
returns a general lingo ACK command packet, notifying the 
user that the command was successful. 

Using the Extended Interface Protocol 
In order to effectively use the extended interface protocol, 

there are two logical entities that need to be managed while 
browsing and playing content: the content database engine 
and the playback engine. The following describes those 
engines and gives an example of command traffic between an 
extended interface accessory and a media player. 
The Playback Engine 
The playback engine is active when the media player is in 

a playback state. Such as play, fast forward, and rewind. It has 
a special play list, called the Now Playing playlist, that is used 
to determine what track or content item will be played next. 
The PlayCurrentSelection command is used to transfer the 
currently selected database items to the Now Playing Playlist 
and start the player at a specified item within that list. 
Changes to the database selection before or after this Play 
CurrentSelection command have no effect on the current 
playback. 
The Database Engine 
The database engine is always accessible when the unit is 

awake. It can be manipulated remotely and allows groups of 
content items to be selected, independently of the playback 
engine. This allows the user to listen to an existing track or 
playlist while checking the media player database for another 
selection. Once a different database selection is made, the 
user selection (the track or content playlist) is sent to the 
playback engine. The commands such as ResetDBSelection 
and GetNumberCategorizedDBRecords are examples of 
commands that are used to manipulate the Database Engine. 

Database Category Hierarchies 
The database engine uses categories to classify music and 

other records stored in the database. Possible categories are 
playlist, genre, artist, album, track, composer and audiobook. 
A list of records can be assembled, based on the various 
selected categories, to create a user list of records (a playlist). 
The database categories have a hierarchy by which records 

are sorted and retrieved. This category hierarchy has an 
impact on the order in which records should be selected. For 
example, if a low category, such as album, is selected first, 
followed by a higher relative category Such as genre, the 
album selection is invalidated and is ignored. When creating 
a new set of database selections, the accessory should begin 
by resetting all database selections, using the ResetDBSelec 
tion command, and selecting the desired database categories 
from highest to lowest relative category. A representation of 
the database hierarchy is shown in Table 6. 



Category 

All (highest level) 

Playlist 

Genre 

Album 

Song/Audiobook Track When the Se 
(lowest level) Selects a trac 

audiobook, i. 
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TABLE 6 

Notes 

This is the state after a ResetDBSelection 
command. No database categories are 
selected. If the 
GetNumberCategorizedDBRecords 
command is sent while in his state, it 
returns the total number of records for the 
requested ca. 
When the Se 
selects a playlist, all lower database 
category selecti 
composer, all 

egory. 
ectIDBRecord command 

ctions (genre, artist or 
bum, and track) are 

ectIDBRecord command 
selects a genre, all lower database category 
selections (artis 
track) are invalidated. 

Artist or When the Se 
Composer Selects an art 

or composer, album, and 

ectIDBRecord command 
ist or composer, all album and 

track category selections are invalidated. 
When the Se ectIDBRecord command 
selects an album, all track category 
selections are invalidated. 

ect DBRecord command 
k, either a song or an 
is automatically transferred 

from the Database Engine to the Playback 
Engine. 

Extended Interface Mode Commands 
Table 7 lists the command for the Extended Interface pro 

tocol. 

TABLE 7 

Command 

Acknowledge 
GetCurrentPlaying 
TrackChapterinfo 
GetCurrentPlaying 
TrackChapterinfo 
GetCurrentPlaying 
TrackChapterName 
GetAudiobookSpeed 
GetIndexed Playing 
TrackInfo 
GetNumberCategorized 
DBRecords 
GetPlayStatus 
GetCurrentPlaying 
TrackIndex 
GetIndexed Playing 
TrackTitle 
GetIndexed Playing 
TrackArtistName 
GetIndexed Playing 
Track AlbumName 
GetShuffle 
GetRepeat 
GetMonoDisplay 
Image:Limits 
GetNumPlayingTracks 
GetColorDisplay 
Image:Limits 
ReturnCurrentPlaying 
TrackChapterInfo 
ReturnCurrentPlaying 
TrackChapterPlayStatus 
ReturnCurrentPlaying 
TrackChapterName 
Return AudiobookSpeed 
ReturnIndexed Playing 
TrackInfo 
ReturnProtocol Version 
ReturnMediaPlayerName 

Target engine 

NA 
Playback Engine 

Playback Engine 

Playback Engine 

NA 
Playback Engine 

Database Engine 

Playback Engine 
Playback Engine 

NA 

Playback Engine 

Playback Engine 

NA 
NA 
NA 

Playback Engine 
NA 

Playback Engine 

Playback Engine 

Playback Engine 

NA 
NA 

NA 
NA 
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TABLE 7-continued 

Command Target engine 

ReturnNumber- NA 
CategorizedDBRecords 
ReturnCategorized- NA 
DatabaseRecord 
ReturnPlayStatus NA 
ReturnCurrentPlaying- NA 
TrackIndex 
ReturnIndexed Playing- NA 
TrackTitle 
ReturnIndexed Playing- NA 
TrackArtistName 
ReturnIndexed Playing- NA 
Track AlbumName 
Return.Shuffle NA 
ReturnRepeat NA 
ReturnMonoDisplay- NA 
mage:Limits 
ReturnNumPlayingTracks NA 
ReturnColorDisplay- NA 
mage:Limits 
SetCurrentPlaying-Track Playback Engine 
Chapter 
SetAudiobookSpeed NA 
SetPlayStatusChange- Playback Engine 
Notification 
SetShuffle NA 
SetRepeat NA 
SetDisplay Image NA 
SetCurrentPlayingTrack Playback Engine 
ReguestProtocolVersion NA 
ReguestMediaPlayerName NA 
ResetDBSelection Database Engine 
RetrieveCategorized- Database Engine 
DatabaseRecords 
PlayStatusChange- NA 
Notification 
PlayCurrentSelection Database and Playback 

Engines. This command 
copies items from the 
database to the Playback 
Engine. 

PlayContro Playback Engine 
SelectSortDBRecord Database Engine 

Each of these commands, their direction and function are 
described hereinbelow. 
ACK Command 
Direction: media player->accessory 
The media player sends this telegram to acknowledge the 

receipt of a command and return the command status. The 
command ID field indicates the accessory command for 
which the response is being sent. The command status indi 
cates the results of the command (Success or failure). 

GetCurrentPlayingTrackChapterInfo Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the chapter information of the currently playing 

track. In response, the media player sends a ReturnCurrent 
PlayingTrackChapterInfo telegram to the accessory. 

ReturnCurrentPlayingTrackChapterInfo Command 
Direction: media player->accessory 
Returns the chapter information of the currently playing 

track. The media player sends this telegram in response to the 
GetCurrentPlayingTrackChapterInfo telegram from the 
accessory. The chapter information includes the currently 
playing track's chapter index, as well as the total number of 
chapters. 

SetCurrentPlayingTrackChapter Command 
Direction: accessory->media player 
Applies to: playback engine 
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Sets the currently playing track chapter. In response to the 
SetCurrentPlayingTrackChapter command, the media player 
sends an ACK telegram with the command status. 

GetCurrentPlayingTrackChapterPlayStatus 
Direction: accessory->media player 
Applies to: playback engine 
Requests the chapter playtime status of the currently play 

ing track. In one embodiment the status includes the chapter 
length and the time elapsed within that chapter. In response to 
a valid telegram, the media player sends a ReturnCurrent 
PlayingTrackChapterPlayStatus telegram to the accessory. 

ReturnCurrentPlayingTrackChapterPlayStatus Command 
Direction: media player->accessory 
Returns the play status of the currently playing track chap 

ter. The media player sends this telegram in response to the 
GetCurrentPlayingTrackChapterPlayStatus telegram from 
the accessory. 

GetCurrentPlayingTrackChapterName Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests a chapter name in the currently playing track. In 

response to a valid telegram, the media player sends a Return 
CurrentPlayingTrackChapterName telegram to the acces 
sory. 

ReturnCurrentPlayingTrackChapterName Command 
Direction: media player->accessory 
Returns a chapter name in the currently playing track. In 

response to a valid telegram, the media player sends a Return 
CurrentPlayingTrackChapterName telegram to the acces 
sory. 

ReturnCurrentPlayingTrackChapterName Command 
Direction: media player->accessory 
Returns a chapter name in the currently playing track. The 

media player sends this telegram in response to a valid Get 
CurrentPlayingTrackChapterName telegram from the acces 
sory. 

GetAudiobookSpeed Command 
Direction: accessory->media player 
Requests the current media player audiobook speed State. 

The media player responds with the Return AudiobookSpeed 
telegram indicating the current audiobook speed. 

Return AudiobookSpeed Command 
Direction: mediaplayer->accessory 
Returns the current audiobook speed setting. The media 

player sends this telegram in response to the GetAudiobook 
Speed command from the accessory. 

Table 8 shows the possible audiobook speed states returned 
by this command. 

TABLE 8 

Value Meaning 

OxFF Slow (-1) 
OxOO Normal 
OxO1 Fast (+1) 
OxO2-0xFE Reserved 

SetAudiobookSpeed Command 
Direction: accessory->media player 
Sets the speed of audiobook playback. The media player 

audiobook speed states are listed in Table 8. This telegram has 
two modes: one to set the speed of the currently playing 
audiobook and a second to set the audiobook speed for all 
audiobooks. 
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GetIndexedPlayingTrackInfo Command 
Direction: accessory->media player 
Applies to: playback engine 
Gets track information for the track at the specified index. 

The track info type field specifies the type of information to be 
returned, such as Song lyrics, podcast name, episode date, and 
episode description. In response, the media player sends the 
ReturnIndexedPlayingTrackInfo command. 

Return IndexedPlayingTrackInfo Command 
Direction: media player->accessory 
Returns the requested track information type and data. The 

media player sends this command in response to the GetIn 
dexedPlayingTrackInfo command. 

RequestProtocol Version Command 
Direction: accessory->media player 
Requests the version of the running Extended Interface 

protocol from the media player. The media player responds 
with a ReturnProtocol Version command. 

ReturnProtocol Version Command 
Direction: media player->accessory 
Returns the media player Extended Interface protocolver 

sion number. The media player sends this command in 
response to the RequestProtocol Version command from the 
accessory. 

RequestMediaPlayerName Command 
Direction: accessory->media player 
Returns the name of the user's media player or “media 

player if the media player name is undefined. This allows the 
media player name to be shown in the human-machine inter 
face. 

ReturnMediaPlayerName Command 
Direction: media player->accessory 
The media player sends this command in response to the 

RequestMediaPlayerName telegram from the accessory. 
ResetDBSelection Command 
Direction: accessory->media player 
Applies to: database engine 
Resets the current database selection to an empty state and 

invalidates the category entry count. That is, it sets the count 
to 0 for all categories except the playlist category. 

SelectDBRecord Command 
Direction: accessory->media player 
Applies to: database engine. Selecting a single track auto 

matically passes it to the playback engine. 
Selects one or more records in the database engine, based 

on a category relative index. 
GetNumberCategorizedDBRecords Command 
Direction: accessory->media player 
Applies to: database engine 
Retrieves the number of records in a particular database 

category. 
ReturnNumberCategorizedDBRecords Command 
Direction: media player->accessory 
Returns the number of database records matching the 

specified database category. 
RetrievecategorizedDatabaseRecords Command 
Direction: accessory->media player 
Applies to: database engine 
Retrieves one or more database records from the media 

player, typically based on the results from the GetNumber 
CategorizedDBRecords command query. 

ReturnCategorizedDatabaseRecord Command 
Direction: media player->accessory 
Contains information for a single database record. 
GetPlayStatus Command 
Direction: accessory->media player 
Applies to: playback engine 
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Requests the current media player playback status, allow 
ing the accessory to display feedback to the user. 

ReturnPlayStatus Command 
Direction: media player->accessory 
Returns the current media player playback status. 
GetCurrentPlayingTrackIndex Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the playback engine index of the currently play 

ing track. 
ReturnCurrentPlayingTrackIndex Command 
Direction: media player->accessory 
Returns the playback engine index of the current playing 

track in response to the GetCurrentPlayingTrackIndex tele 
gram from the accessory. 

GetIndexedPlayingTrackTitle Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the title name of the indexed playing track from 

the media player. In response to a valid telegram, the media 
player sends a ReturnIndexedPlayingTrackTitle telegram to 
the accessory. 

ReturnIndexedPlayingTrackTitle Command 
Direction: media player->accessory 
Returns the title of the indexed playing track in response to 

a valid GetIndexedPlayingTrackTitle telegram from the 
accessory. 

GetIndexedPlayingTrackArtistName Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the name of the artist of the indexed playing track. 

In response to a valid telegram, the media player sends a 
ReturnIndexedPlayingTrack ArtistName telegram to the 
accessory. 

ReturnIndexedPlayingTrack ArtistName Command 
Direction: media player->accessory 
Returns the artist name of the indexed playing track in 

response to a valid GetIndexedPlayingTrack ArtistName tele 
gram from the accessory. 

GetIndexedPlayingTrack AlbumName Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the album name of the indexed playing track. 
ReturnIndexedPlayingTrack AlbumName Command 
Direction: media player->accessory 
Returns the album name of the indexed playing track in 

response to a valid GetIndexedPlayingTrack AlbumName 
telegram from the accessory. 

SetPlayStatusChangeNotification Command 
Direction: accessory->media player 
Applies to: playback engine 
Sets the state of play status change notifications from the 

media player to the accessory. 
PlayStatusChangeNotification Command 
Direction: media player->accessory 
The media player sends this telegram to the accessory 

when the media player play status changes, if the accessory 
has previously enabled notifications using the SetPlayStatus 
ChangeNotification command. This telegram contains details 
about the new play status. 

PlayCurrent Selection Command 
Direction: accessory->media player 
Applies to: playback engine and database engines. This 

command copies items from the database engine to the play 
back engine. 
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Requests playback of the currently selected track or list of 

tracks. 
PlayControl Command 
Direction: accessory->media player 
Applies to: playback engine 
Sets the new play state of the media player. 
GetShuffle Command 
Direction: accessory->media player 
Requests the current state of the media player shuffle set 

ting. 
Return.Shuffle Command 
Direction: media player->accessory 
Returns the current state of the shuffle setting. 
SetShuffle Command 
Direction: accessory->media player 
Sets the media player shuffle mode. 
GetRepeat Command 
Direction: accessory->media player 
Requests the track repeat State of the media player. 
ReturnRepeat Command 
Direction: media player->accessory 
Returns the current media track repeat state to the acces 

sory. 
SetRepeat Command 
Direction: accessory->media player 
Sets the repeat state of the media player. 
SetDisplay Image Command 
Direction: accessory->media player 
Sets a bitmap image that is shown on the media player 

display when it is connected to the accessory. 
GetMonodisplay ImageLimits Command 
Direction: accessory->media player 
Requests the limiting characteristics of the monochrome 

image that can be sent to the media player for display while it 
is connected to the accessory. 
ReturnMono Display ImageLimits Command 
Direction: media player->accessory 
Returns the limiting characteristics of the monochrome 

image that can be sent to the media player for display while it 
is connected to the accessory. 

GetNumPlayingTracks Command 
Direction: accessory->media player 
Applies to: playback engine 
Requests the number of tracks in the list of tracks queued to 

play on the media player. 
ReturnNumPlayingTracks Command 
Direction: media player->accessory 
Returns the number of tracks in the actual list of tracks 

queued to play, including the currently playing track (if any). 
SetCurrentPlayingTrack Command 
Direction: accessory->media player 
Applies to: playback engine 
Sets the index of the track to play in the Now Playing 

playlist on the media player. 
SelectSortDBRecord Command 
Direction: accessory->media player 
Applies to: database engine 
Selects one or more records in the media player database, 

based on a category-relative index. 
GetColorDisplayImageLimits Command 
Direction: accessory->media player 
Requests the limiting characteristics of the color image that 

can be sent to the media player for display while it is con 
nected to the accessory. 
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ReturnColorDisplay ImageLimits Command 
Direction: media player->accessory 
Returns the limiting characteristics of the color image that 

can be sent to the media player for display while it is con 
nected to the accessory. 
RF Transmitter Lingo 
The RF Transmitter Lingo is used for accessories that 

transmit the media player analog audio over radio frequencies 
(typically an unused frequency in the FM band). The Begin 
Transmission command packet notifies the external RF trans 
mitter accessory that the media player is entering playback 
mode. The End Transmission command packet notifies the 
RF transmitter that the media player is exiting playback mode 
(that is, it is stopped, entering light sleep mode, and so forth). 

Begin Transmission Command 
Direction: media player->accessory 
The media player sends this command to notify the acces 

sory that high power may be used and that it should begin 
transmitting. 

End Transmission Command 
Direction: media player->accessory 
The media player sends this command to notify the acces 

sory to stop transmitting and to stop using accessory high 
power. 

Single Lingo Accessory Identification 
Accessories should use the general lingo identify com 

mand to identify themselves as Supporting a single accessory 
lingo. FIG. 7 illustrates a single-lingo accessory command 
flow. In this command flow, first the accessory waits for media 
player internal bootstrap/wakeup and allows the media player 
to synchronize to the accessory rate. Next, the media player is 
informed that accessory is present and supports the Extended 
Interface lingo. Thereafter, the accessory gets (requests) the 
version of the extended interface lingo protocol supported by 
the media player and the media player sends the protocol 
version for Verification. If received, the accessory has suc 
cessfully forced the media player into extended interface 
mode. The accessory should use the returned lingo version to 
determine which features are available from the media player. 

Multiple Lingo Accessory Identification 
Accessories should use the generallingo Identify Accesso 

ryLingoes command to identify themselves as Supporting 
multiple accessory lingoes (not including the general lingo), 
or when they are communicating with the media player over 
the USB port link. 

Accessories that Support the extended interface mode and 
identify as a multi-lingo accessory do not automatically 
switch into the extended interface mode after the identifica 
tion process completes. These accessories must explicitly 
Switch into and out of the extended interface mode, using the 
general lingo commands. 

Accessories that identify themselves as Supporting mul 
tiple lingoes should use the steps shown in FIG. 8. FIG. 8 
illustrates a multiple lingo command flow. In this flow, first 
the accessory waits for the media player bootstrap/wakeup 
and allows the media player to synchronize to the accessory 
rate. Next, the media player is informed that the accessory is 
present, and the bit field of supported lingoes is sent. The 
media player acknowledges the Identify AccessoriesLingos 
command. Next, the media player generallingo version infor 
mation is requested, and the media player sends the general 
lingo protocol version. This information is used to determine 
which features are available from the media player. The 
accessory is then Switched into the extended interface mode, 
sending the EnterExtendedInterfaceMode Command, and the 
media player sends a first ACK indicating how long it will 
take the media player to Switch modes. The media player 
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sends a second ACK notifying the accessory of the mode 
Switch, and the media player sends an extended interface 
protocol version for verification. If received, the accessory 
has successfully forced the media player into extended inter 
face mode. The accessory should use the returned informa 
tion to determine which features are available from the media 
player. This figure assumes the accessory is using the UART 
serial port link. 
A connector interface system for a communication acces 

sory is disclosed. The interface includes a docking connector. 
The docking connector includes first make/last break contacts 
that minimize internal damage to the internal electronics. The 
docking connector also includes a specific keying arrange 
ment to prevent noncompliant connectors from being 
plugged in, and thereby minimizes potential damage to the 
multi-communication accessory. The remote connector pro 
vides for the ability to output audio, input audio, and output 
Video. The connector system interface also includes a media 
player protocol to control accessory features. These controls 
allow for a user to control the functionality of media player in 
a variety of modes. 

It will be clear that the invention described herein provides 
significant functional enhancements when incorporated into 
prior art systems. FIG. 9 shows an exemplary system 900 
using the connector described herein. The system includes at 
least two accessories 902 and 904 to be connected together. 
Each accessory 902 and 304 contains an enhanced connector 
system interface 902a and 902b as described herein. They can 
be connected together either wirelessly or via a cable. Alter 
natively, one of the accessories can be itself constructed inte 
grally with the connector so that it can be docked in place 
when mated with the other accessory, for example, as is done 
with flash-backed memory Sticks, or similar accessories that 
include an integral connector. When connected together, the 
accessories can exchange data via the connector interface 
system signals that would not be conveniently possible but for 
the existence of the connector pins and the protocol. 
The connection interface system can be utilized with a 

plurality of accessory devices interfaces including, but not 
limited to, car stereo interface, homestereo interfaces, remote 
controls, radio interfaces, microphones, Voice recorders, 
wireless accessories which allow for communications to 
other accessories and speakers. 

Although the present invention has been described in 
accordance with the embodiments shown, one of ordinary 
skill in the art will readily recognize that there could be 
variations to the embodiments and those variations would be 
within the spirit and scope of the present invention. Accord 
ingly, many modifications may be made by one of ordinary 
skill in the art without departing from the spirit and scope of 
the appended claims. 
What is claimed is: 
1. A method of operating an accessory device, the method 

comprising: 
establishing a communication link to a media player, 

wherein the accessory is configured to communicate 
with the media player via the communication link using 
a media player accessory protocol comprising a general 
lingo and a plurality of accessory lingoes Supported by 
the media player, and 

sending an identification command of the general lingo to 
the media player via the communication link, wherein 
the identification command identifies at least one of the 
accessory lingoes Supported by the media player as 
being Supported by the accessory. 

2. The method of claim 1 wherein the identification com 
mand indicates that the accessory Supports exactly one of the 
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accessory lingoes Supported by the media player and identi 
fies the one accessory lingo that the accessory Supports. 

3. The method of claim 1 wherein the identification com 
mand indicates that the accessory Supports one or more of the 
accessory lingoes Supported by the media player and identi 
fies each of the accessory lingoes that the accessory Supports. 

4. The method of claim 1 wherein the plurality of accessory 
lingoes Supported by the media player includes at least one 
lingo from a group consisting of a microphone lingo, a simple 
remote lingo, a display remote lingo, an extended interface 
lingo, and an RF transmitterlingo. 

5. The method of claim 1 wherein the identification com 
mand identifies a microphone lingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

receiving a first command of the microphone lingo from 
the media player, the first command signaling that 
recording of audio input is beginning; and 

receiving a second command of the microphone lingo from 
the media player, the second command signaling that 
recording of audio input is ending. 

6. The method of claim 1 wherein the identification com 
mand identifies a simple remote lingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

sending a command of the simple remote lingo to the media 
player, the command indicating a status of a user-oper 
able control of the accessory. 

7. The method of claim 1 wherein the identification com 
mand identifies a display remote lingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

sending a first command of the display remote lingo to the 
media player, the first command requesting information 
about one or more tracks queued for playback by the 
media player, and 

receiving a second command of the display remote lingo 
from the media player, the second command providing 
the requested information about the one or more tracks 
queued for playback by the media player. 

8. The method of claim 1 wherein the identification com 
mand identifies a display remote lingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

sending a first command of the display remote lingo to the 
media player, the first command requesting information 
about a state of the media player, 

receiving a second command of the display remote lingo 
from the media player, the second command providing 
the requested information about the state of the media 
player, and 

sending a third command of the display remote lingo to the 
media player, the third command instructing the media 
player to change the state of the media player. 

9. The method of claim 1 wherein the identification com 
mand identifies a display remote lingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

sending a first command of the display remote lingo to the 
media player, the first command requesting information 
indicating a current equalizer setting of the media 
player, 

receiving a second command of the display remote lingo 
from the media player, the second command providing 
the information indicating the current equalizer setting 
of the media player; and 

sending a third command of the display remote lingo to the 
media player, the third command instructing the media 
player to change the current equalizer setting of the 
media player. 
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10. The method of claim 1 wherein the identification com 

mand identifies an RF transmitterlingo as an accessory lingo 
Supported by the accessory, the method further comprising: 

receiving a first command of the RF transmitterlingo from 
the media player, the first command indicating that the 
accessory should begin a transmission; and 

receiving a second command of the RF transmitter lingo 
from the media player, the second command indicating 
that the accessory should end the transmission. 

11. The method of claim 1 wherein the at least one acces 
sory lingo includes an extended interface lingo, the method 
further comprising: 

sending a first command of the extended interface lingo to 
the media player, the first command requesting informa 
tion about a currently playing track; and 

receiving a second command of the extended interface 
lingo from the media player, the second command pro 
viding the requested information about the currently 
playing track. 

12. The method of claim 1 wherein the at least one acces 
sory lingo includes an extended interface lingo, the method 
further comprising: 

sending a first command of the extended interface lingo to 
the media player, the first command requesting informa 
tion about a track queued for playback by the media 
player, and 

receiving a second command of the extended interface 
lingo from the media player, the second command pro 
viding the requested information about the track queued 
for playback by the media player. 

13. The method of claim 1 wherein the at least one acces 
sory lingo includes an extended interface lingo, the method 
further comprising: 

sending a first command of the extended interface lingo to 
the media player, the first command requesting informa 
tion from a database of tracks stored on the media player; 
and 

receiving a second command of the extended interface 
lingo from the media player, the second command pro 
viding the requested information from the database of 
tracks stored on the media player. 

14. The method of claim 1 wherein the at least one acces 
sory lingo includes an extended interface lingo, the method 
further comprising: 

sending a first command of the extended interface lingo to 
the media player, the first command instructing the 
media player to select one or more tracks from a data 
base of tracks stored on the media player; and 

sending a second command of the extended interface to the 
media player, the second command instructing the 
media player to queue the selected one or more tracks for 
playback. 

15. The method of claim 5 further comprising: 
in response to receiving the first command of the micro 

phone lingo, transitioning to a high power state; and 
in response to receiving the second command of the micro 

phone lingo, transitioning to a low power state. 
16. The method of claim 5 further comprising: 
receiving a third command of the microphone lingo from 

the media player, the third command signaling a begin 
ning of playback of recorded audio input; and 

receiving a fourth command of the microphone lingo from 
the media player, the fourth command signaling an end 
ing of playback of recorded audio input. 

17. The method of claim 16 further comprising: 
in response to receiving the third command of the micro 

phone lingo, transitioning to a high power state; and 
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in response to receiving the fourth command of the micro 
phone lingo, transitioning to a low power state. 

18. The method of claim 10 further comprising: 
in response to receiving the first command, transitioning to 

a high power state and beginning the transmission; and 
in response to receiving the second command, ending the 

transmission and transitioning to a low power state. 
19. The method of claim 11 wherein the at least one acces 

sory lingo includes an extended interface lingo, the method 
further comprising: 

sending a mode controlling command of the general lingo 
to the media player, the mode controlling command 
indicating that the media player should enter an 
extended interface operating mode. 

20. An accessory for use with a media player, the accessory 
comprising: 

an interface capable of communicating with a media player 
in accordance with a media player accessory protocol, 
the media player accessory protocol comprising agen 
eral lingo and a plurality of accessory lingoes Supported 
by the media player, wherein the accessory Supports at 
least one of the plurality of accessory lingoes, 

wherein the interface is configured to sendan identification 
command of the general lingo to the media player, 
wherein the identification command identifies at least 
one of the accessory lingoes as being Supported by the 
accessory. 

21. The accessory of claim 20 wherein the identification 
command indicates that the accessory Supports exactly one of 
the plurality of accessory lingoes Supported by the media 
player and identifies the one accessory lingo that the acces 
sory Supports. 

22. The accessory of claim 20 wherein the identification 
command indicates that the accessory Supports one or more 
of the plurality of accessory lingoes Supported by the media 
player and identifies each of the accessory lingoes that the 
accessory Supports. 

23. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes a 
microphone lingo, wherein the accessory Supports the micro 
phone lingo, and wherein the microphone lingo includes: 

a first command receivable by the accessory and signaling 
a beginning of recording of audio input; and 

a second command receivable by the accessory and signal 
ing an ending of recording of audio input. 

24. The accessory of claim 20 wherein the microphone 
lingo further includes: 

a third command receivable by the accessory and signaling 
a beginning of playback of recorded audio input; and 

a fourth command receivable by the accessory and signal 
ing an ending of playback of recorded audio input. 

25. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes a 
simple remote lingo, wherein the accessory Supports the 
simple remote lingo, and wherein the simple remote lingo 
includes one or more commands sendable by the accessory to 
indicate a status of a user-operable control of the accessory. 

26. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes a 
display remote lingo, wherein the accessory Supports the 
display remote lingo, and wherein the display remote lingo 
includes a commands sendable by the accessory to control an 
equalizer setting of the media player. 

27. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes a 
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display remote lingo, wherein the accessory Supports the 
display remote lingo, and wherein the display remote lingo 
includes: 

a first command sendable by the accessory to request infor 
mation about one or more tracks queued for playback by 
the media player, and 

a second command receivable by the accessory and pro 
viding information about one or more tracks queued for 
playback by the media player. 

28. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes a 
display remote lingo, wherein the accessory Supports the 
display remote lingo, and wherein the display remote lingo 
includes: 

a first command sendable by the accessory to request infor 
mation about a state of the media player, 

a second command receivable by the accessory and pro 
viding information about the state of the media player; 
and 

a third command Sendable by the accessory to change the 
state of the media player. 

29. The accessory of claim 20 wherein the plurality of 
accessory lingoes Supported by the media player includes an 
RF transmitterlingo, wherein the accessory supports the RF 
transmitter lingo, and wherein the RF transmitter lingo 
includes: 

a first command receivable by the accessory and indicating 
when the accessory should begin a transmission; and 

a second command receivable by the accessory and indi 
cating when the accessory should end a transmission. 

30. The accessory of claim 20 wherein the plurality of 
accessory lingoes supported by the media player includes an 
extended interface lingo, wherein the accessory Supports the 
extended lingo, and wherein the extended interface lingo 
includes: 

a first command sendable by the accessory to request infor 
mation about a currently playing track; 

a second command receivable by the accessory and pro 
viding the requested information about the currently 
playing track; 

a third command sendable by the accessory to request 
information about a track queued for playback by the 
media player, 

a fourth command receivable by the accessory and provid 
ing the requested information about the track queued for 
playback by the media player, 

a fifth command sendable by the accessory to request infor 
mation from a database of tracks stored on the media 
player, and 

a sixth command receivable by the accessory and provid 
ing the requested information from the database of 
tracks stored on the media player. 

31. The accessory of claim 30 wherein the extended inter 
face lingo further includes: 

a seventh command sendable by the accessory to instruct 
the media player to select a track for playback. 

32. The accessory of claim 30 wherein the general lingo 
further includes a mode controlling command sendable by the 
accessory to indicate when the media player should enter an 
extended interface operating mode. 

33. The accessory of claim 30 wherein the general lingo 
includes at least one command from a group consisting of: 

a RequestIdentify command; a RequestMediaPlayerName 
command; a RequestMediaPlayerSoftwareVersion 
command; a RequestMediaPlayerSerialNum command; 
a RequestMediaPlayerModelNum command; a 
RequestLingoProtocol Version command; an Identify 
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command; an Identify AccessoryLingoes command; an 
ACK command; an AckDev AuthenticationInfo com 
mand; an AckDeVAuthenticationStatus command; an 
AckMediaPlayerAuthenticationInfo command; an Ack 
MediaPlayerAuthenticationStatus command; a Return 
MediaPlayerName command; a ReturnMediaPlayer 
SoftwareVersion command; a 
ReturnMediaPlayerSerialNumber command; a Return 
LingoProtocol Version command; a RetDev Authentica 
tionInfo command; a RetDev AuthenticationSignature 
command; a RetMediaPlayerAuthenticationInfo com 
mand; a RetMediaPlayerAuthenticationSignature com 
mand; a GetDev AuthenticationInfo command; a Get 
DeVAuthenticationSignature command; a 
GetMediaPlayerAuthenticationInfo command; a Get 
MediaPlayerAuthenticationSignature command; and a 
Notify.MediaPlayerStateChange command. 

34. The accessory of claim 20 wherein the accessory sup 
ports a microphone accessory lingo that includes at least one 
command from a group consisting of: 

a BeginRecord command; an EndRecord command; a 
BeginPlayback command; an EndPlayback command; 
an ACK command; a GetDev Ack command; a Media 
PlayerModeChange command; a GetDevCaps com 
mand; a RetDevCaps command; a GetDevCtrl com 
mand; a RetDevCtrl command; and a SetDevCtrl 
command. 

35. The accessory of claim 20 wherein the accessory sup 
ports a simple remote accessory lingo that includes a Con 
textButtonStatus command. 

36. The accessory of claim 20 wherein the accessory sup 
ports a display remote accessory lingo that includes at least 
one command from a group consisting of 

an ACK command; a GetCurrentEQProfileIndex com 
mand; a RetCurrentEQProfileIndex command; a Set 
CurrentEQProfileIndex command; a GetNumEQPro 
files command; a RetNumEQProfiles command; a 
GetIndexedEQProfileName command; a RetIndexed 
EQProfileName command; a SetRemoteEventNotifica 
tion command; a RemoteEventNotification command; a 
GetRemoteEventStatus command, a RetRemoteStatus 
command, a GetMediaPlayerStateInfo command; a Ret 
MediaPlayerStateInfo command; a SetMediaPlayer 
StateInfo command; a GetPlayStatus command; a Ret 
PlayStatus command; a SetCurrentPlayingTrack 
command; a GetIndexedPlayingTrackInfo command; a 
RetIndexedPlayingTrackInfo command; a GetNum 
PlayingTracks command; a RetNumPlayingTracks 
command; a GetPowerBatteryState command; a Ret 
PowerBatteryState command; a GetSoundCheckState 
command; a RetSoundCheckState command; and a Set 
SoundCheckState command. 

37. The accessory of claim 20 wherein the accessory sup 
ports an RF transmitter accessory lingo that includes at least 
one command from a group consisting of 

a BeginTransmission command; and an EndTransmission 
command. 

38. The accessory of claim 20 wherein the accessory sup 
ports an extended interface accessory lingo that includes at 
least one command from a group consisting of: 

an Acknowledge command; a GetCurrentPlayingTrack 
ChapterInfo command: GetCurrentPlayingTrackChap 
terPlayStatus command; a GetCurrentPlayingTrack 
ChapterName command; a GetAudiobookSpeed 
command; a GetIndexedPlayingTrackInfo command; a 
GetNumberCategorizedDB Records command; a Get 
PlayStatus command; a GetCurrentPlayingTrackIndex 
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command; a GetIndexedPlayingTrackTitle command; a 
GetIndexedPlayingTrack ArtistName command; a Get 
IndexedPlayingTrack AlbumName command; a GetRe 
peat command; a GetShuffle command; a GetColorDis 
playImageLimits command; a GetNumPlayingTracks 
command; a GetMonoDisplay ImageLimits command; a 
ReturnCurrentPlayingTrackChapterInfo command; a 
ReturnCurrentPlayingTrackChapterPlayStatus com 
mand; a ReturnCurrentPlayingTrackChapterName 
command; a Return AudiobookSpeed command; a 
ReturnIndexedPlayingTrackInfo command; a Return 
Protocol Version command; a ReturnMediaPlayerName 
command; a ReturnNumberCategorizedDBRecords 
command; a ReturnCategorizedDatabaseRecord com 
mand; a ReturnPlayStatus command; a ReturnCurrent 
PlayingTrackIndex command; a Return IndexedPlay 
ingTrackArtistName command; a 
ReturnIndexedPlayingTrack AlbumName command; a 
ReturnShuffle command; a Return Repeat command; a 
ReturnMonodisplayImageLimits command; a Return 
NumPlayingTracks command; a ReturnColorDisplay 
ImageLimits command; a SetCurrentPlayingTrack 
Chapter command; a SetAudiobookSpeed command; a 
SetPlayStatusChangeNotification command; a Set 
Shuffle command; a SetDisplay Image command; a Set 
Repeat command; a SetCurrentPlayingTrack command; 
a RequestProtocol Version command; a RequestMedia 
PlayerName command; a ResetDBSelection command; 
a SelectDBRecord command; a SelectSortDBRecord 
command; a RetrievecategorizedDatabaseRecords 
command; a PlayStatusChangeNotification command, a 
PlayCurrentSelection command; and a PlayControl 
command. 

39. The accessory of claim 20 wherein the interface 
includes a connector having a plurality of signal contacts 
arranged to be connectable to a plurality of signal contacts of 
a mating connector of the media player. 

40. The accessory of claim 20 wherein the interface 
includes a wireless communication interface. 

41. A method of operating an accessory, the method com 
prising: 

establishing communication with a media player, wherein 
the accessory is configured to communicate with the 
media player using a media player accessory protocol 
comprising a general lingo including an identification 
command and at least one accessory lingo; 

sending the identification command of the general lingo to 
the media player, wherein the identification command 
identifies an accessory lingo of the media player acces 
sory protocol as being Supported by the accessory; and 

providing authentication information to the media player 
using one or more accessory-authentication commands 
of the general lingo. 

42. The method of claim 41 further comprising: 
obtaining authentication information from the media 

player using one or more media-player-authentication 
commands of the general lingo. 

43. The method of claim 41 wherein the identification 
command of the general lingo indicates that the accessory 
Supports exactly one of a plurality of accessory lingoes Sup 
ported by the media player and identifies the one accessory 
lingo that the accessory Supports. 

44. The method of claim 41 wherein the identification 
command of the general lingo identifies one or more of a 
plurality of accessory lingoes Supported by the media player 
as being Supported by the accessory. 
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45. The method of claim 44 wherein the plurality of acces 
sory lingoes Supported by the media player includes at least 
one lingo from a group consisting of a microphone lingo, a 
simple remote lingo, a display remote lingo, an extended 
interface lingo and an RF transmitter lingo. 

46. A computer program product comprising a computer 
readable storage medium encoded with program instructions, 
which when executed by a processor in an accessory device 
cause the processor to execute a method comprising: 

establishing a communication link to a media player, 
wherein the accessory is configured to communicate 
with the media player via the communication link using 
a media player accessory protocol comprising a general 
lingo and a plurality of accessory lingoes Supported by 
the media player, and 

sending an identification command of the general lingo to 
the media player via the communication link, wherein 
the identification command identifies at least one of the 
accessory lingoes Supported by the media player as 
being Supported by the accessory. 

47. The computer program product of claim 46 wherein the 
identification command indicates that the accessory Supports 
exactly one of the accessory lingoes supported by the media 
player and identifies the one accessory lingo that the acces 
sory Supports. 

48. The computer program product of claim 46 wherein the 
identification command indicates that the accessory Supports 
one or more of the accessory lingoes Supported by the media 
player and identifies each of the accessory lingoes that the 
accessory Supports. 

49. The computer program product of claim 46 wherein the 
plurality of accessory lingoes Supported by the media player 
includes at least one lingo from a group consisting of a micro 
phone lingo, a simple remote lingo, a display remote lingo, an 
extended interface lingo, and an RF transmitter lingo. 

5 

10 

15 

25 

30 

35 

36 
50. A computer program product comprising a computer 

readable storage medium encoded with program instructions, 
which when executed by a processor in an accessory device 
cause the processor to execute a method comprising: 

establishing communication with a media player, wherein 
the accessory is configured to communicate with the 
media player using a media player accessory protocol 
comprising a general lingo including an identification 
command and at least one accessory lingo; 

sending the identification command of the general lingo to 
the media player, wherein the identification command 
identifies an accessory lingo of the media player acces 
sory protocol as being Supported by the accessory; and 

providing authentication information to the media player 
using one or more accessory-authentication commands 
of the general lingo. 

51. The computer program product of claim 50 wherein the 
method further comprises: 

obtaining authentication information from the media 
player using one or more media-player-authentication 
commands of the general lingo. 

52. The computer program product of claim 50 wherein the 
identification command of the generallingo indicates that the 
accessory Supports exactly one of a plurality of accessory 
lingoes supported by the media player and identifies the one 
accessory lingo that the accessory Supports. 

53. The computer program product of claim 50 wherein the 
identification command of the general lingo identifies one or 
more of a plurality of accessory lingoes Supported by the 
media player as being Supported by the accessory. 

54. The computer program product of claim 50 wherein the 
plurality of accessory lingoes supported by the media player 
includes at least one lingo from a group consisting of a micro 
phone lingo, a simple remote lingo, a display remote lingo, an 
extended interface lingo and an RF transmitter lingo. 
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