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To all whom it may concern: - 
Beit known that I, ABRAHAM C. HARRISON, 

a citizen of the United States, residing at 
Grand Rapids, in the county of Wood and 
State of Ohio, have invented a new and useful 
Fence-Post, of which the following is a speci 
fication. - - 

The invention relates to improvements in 
fence posts. 
The object of the present invention is to 

provide a fence post which will be simple in 
construction, strong and durable, and which 
will be adapted to serve as a corner post or a 
gate post. - 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings and pointed 
out in the claims hereto appended. 

In the drawings-Figure 1 is a perspective 
view of a fence post constructed inaccordance 
With this invention. Fig. 2 is a vertical sec 
tional view. 

Like numerals of reference indicate corre 
sponding parts in both figures of the drawings. 

1, 1 designate pairs of iron rods forming a 
fence post and arranged parallel with one 
another, and having their lower ends ce 
mented in the upper end of a tubular base 2, 
and thereby secured to the latter. The metal 
rods 1 of each pair are constructed of a single 
piece of metal doubled on itself, and the up 
per ends of the rods are secured to a shank3 
of an ornamental top 4. The hollow tubular 
base 2 is constructed of clay, earthenware or 
similar material, and its upper end is closed 
by cement 5 in which the lower ends of the 
rods are embedded. . . . 

A fence section 6 is secured to the rods o 
the fence post by horizontally disposed clips 
7 arranged near the top and bottom of the 
post, and receiving the same and the post of 
the fence section. The ends of the clips are 
threaded and are provided with nuts 8 which 
bear against clip plates 9. 
The post is supported and sustained in 

proper position against the strain incident to 
its use, by means of a horizontal anchor rod 
10 centrally secured to the post at the top of 
the base, and consisting of an outer inclined 
portion 11, and an inner horizontal portion 

12, and by means of an inclined brace 13 have 
ing parallel sides and extending from the top 
of the post to the end of the horizontal por 
tion 12 of the anchor rod. The sides of the 
inclined brace receive between them the fence 
sections and are tubular and have their ends 
connected by upper and lower staples 14 which 
are secured, respectively, to the top of the 
fence post by an eye-bolt, or equivalent, and 
to the end of the horizontal portion of the 
anchor rod which is provided with an eye 15. 
The anchor rod is provided at its center with 
an eye 16 which is arranged between each 
pair of the rods of the fence post and is se 
cured to them by means of a bolt 17; and the 
ends of the anchor rod have secured to them 
blocks 18 and 19 of stone or other suitable 
material. The inclined portion of the anchor 
rod extends downward into the ground and 
with its block 18 affords a secure anchor for 
the fence post; and the inclined brace and 
the horizontal portion of the anchorrod which 
are secured together and are supported upon 
the block 19, serve to brace the fence post 
against inward movement. 

In the accompanying drawings the fence 
post is shown connected with a fence panel, 
but the horizontal clips may be readily em 
ployed for the connection of a gate as will 
readily be seen. . . . 

It will readily be seen that the post is sim 
ple and comparatively inexpensive in con 
struction, strong and durable, and is adapted 
to be advantageously employed as an end or 
corner post or as a gate post, and that it may 
be readily erected. 
The shank of the top 4 is secured between 

the upper ends of the rods of the post by a 
bolt 20 which is arranged in the connecting 
bends of the rods, thereby preventing the 
shank of the top being pulled outward from 
the post. The lower portion of the shank of 
the top is secured between the sides of the 
upper horizontal clip, which prevents any 
lateral movement of the shank. 
What I claim is 
1. A fence post comprising a tubular base 

having its upper end closed with cement, the 
pairs of rods having their lower ends embed 
ded in the upperportion of the base, the rods 
of each pair being formed integral with each 
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other and the top having a shank secured be 
tween the upper ends of the rods, substan 
tially as described. 

2. A post comprising a tubular base having 
its upper end closed with cement, the pairs of 
rods each constructed of a single piece of 
metal and having their lower ends indented 
in the base, the top having a shank secured 
between the upper ends of the rods, an an 
chor rod secured between its ends to the post 
and having an outer inclined portion, and an 
inner horizontal portion, and the inclined 
brace extending from the end of the horizon 
tal portion of the anchor rod to the top of the 
post and having parallel sides adapted to re 
ceive a fence panel or section, substantially 
as described. 

3. A fence post comprising a tubular base, 
the pairs of rods having their lower ends em 
bedded in the base, a top having a shank se 
cured between the upper ends of the rods, an 
anchor rod having a horizontal and an in 
clined portion and provided near its center 
with an eye arranged between said rods and 
provided at the end of the horizontal portion 
with an eye, a securing device passing through 
the eye at the center of the anchor rod and 
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securing the latter to the post, and the in 
clined brace having parallel sides and hav 
ing its upper end secured to the post and its 
lower end engaging the eye of the horizontal 
portion of the anchor rod, substantially as 
described. 

4. The combination with a fence section or 
panel, of a fence post provided near its top 
with an eye, an anchor rod disposed longi 
tudinally of the fence and centrally secured 
to the post near the bottom thereof and pro 
vided at its ends with blocks and having at 
one end an eye, and the inclined brace hav 
ing parallel tubular sides receiving the fence 
section or panel between them and having 
their ends connected by staples inserted in 
them and engaging the eye of the post and 
the eye of the anchor rod, substantially as de 
scribed. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
the presence of two witnesses. 

ABRAHAM. C. HARRISON. 
Witnesses: 

A. J. GARDNER, 
E. G. LASKEY. 
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