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My invention relates to improvements in shoes 
and the object of the invention is to devise an 
improved lacing for the Shoe Which Will do aWay 
With the boW tying the ends of the lace noW en 

5 ployed in the Orthodox lacing arrangement, thus 
making for neater appearance and obviating the 
liability of the lace becoming untied which so 
frequently occurs Where Such boWS are used to 
secure the lace ends in place. 

O A further object is to devise neans in the Up 
per of the shoe for receiving and normally con 
cealing from View the Surplus or free end of the 
lace employed in my improved lacing. 
With the above, and other objects in view which 

5 Will hereinafter appear as my Specification pro 
ceeds, my invention consists, in its preferred em 
bodiment, of the construction all as hereinafter 
more particularly described and illustrated in the 
accompanying draWing in Which 

20 Fig. 1 represents a plan view of a shoe showing 
my improved la cing applied thereto. 

Fig. 2 is a side elevation thereof. 
Fig. 3 is a Vertical longitudinal Section through 

the shoe With my improved la cing applied there 
25 to, and 

Fig. 4 is a detail (broken away intermediately) 
of the form of lace I preferably employ. 

Like characters of reference indicate corre 
sponding parts in the different views of the draW 

30 ing. 
According to my invention, the shoe is of ortho 

dox construction comprising an upper l' and a 
sole 2, except that there is a lace receiving pocket 
3 constituted betWeen the Upper l' and lining 4 

35 of the upper. The mouth of the pocket 3 is dis 
posed at the upper edge of the upper l' and lin 
ing 4, such pocket being preferably positioned in 
the shoe in that part of the upper overlying the 
depression in the foot belloW the ankle joint. 

40 Thelining 4 haSan incision or slit 5 madethere 
through positioned in the Vicinity of the forWard 
end of the pocket 3 and in proximity to its upper 
extremitty to permit the lace being received into 
the pocket. 

45 In lacing the shoe I preferably utilize a lace 6 
of the form depicted in Fig. 4 of the draWing 
having a tab 7 at one end. This lace is inserted 
outWardly through the loWer eyelet 8 at One Side 
of the upper, With the tab 7 in engagement With 

50 the eyelet, and then eXtends across to and in 
Wardly through the corresponding eyelet 9 on 
the other side of the upper, thenback diagonally 
to the next eyelet 8a above the initial eyelet 8 
and outWardly therethrough and across to the 

55 corresponding eyelet 9a on the other side being 

inserted inwardly therethrough and then extend 
ed diagonally upWard to the upper eyelet 8b on 
the initial side of the upper above referred to, 
CultWardly therethrough and across to and in 
Wardly through the corresponding eyelet 9b on 5 
the other side of the upper, thence diagonally 
doWnWard to and outWardly through the eyelet 
8º, across to and inwardly through the eyelet 9c 
and then diagonally downwardly to and outWard 
ly through the eyelet 8d, and across to and in- 10 
Wardly through the eyelet 9d. The free end of 
the lace 6 then eXtends to and through the slit 
5 into the pocket 3 wherein it may be coiled or 
doubled up to conceal it from vieW. 

in reroving the shoe from the foot, it is mere- 15 
y necessary to insert a finger into the pocket 3 
and puli out the free end of the lace, then pull 
up the looped portion of the lace between the 
eyelets 8 and 9d and subsequently loosen the 
remaining looped portions of the lace enabling 20 
the opposed portions of the upper to be separat 
ed and the Shoe removed. 

In la cing up the shoe on the foot, the loop por 
tions of the lace between the eyelets 8 and 9, and 
8º and 9º and then the looped portions between 25 
the eyelets 8º and 9b, and 8º and 9e are tightened 
up SucceSSively, finally pulling On the free end of 
the lace Which Will tighten up the loop between 
the eyelets 8d and 9d. When the Shoe is laced 
as described, the lace Will notas a Whole become 30 
loose in Wear as easily as does the normal lacing 
deSpite the fact that it is not tied, knottedor 
otherwise Secured. The only possibility of a por 
tion of the lace becoming slack Would be in the 
case of anything becoming hooked under the loop 35 
of the lace between the eyelets 8d and 9d and pull 
being eXerted upon said hooked under instru 
mentality. Even this is prevented to a great ex 
tent as the free end of the lace extending between 
the eyelet 9d through the slit 5 and being coiled 40 
up in the pocket 3 is frictionally held in place by 
the pressure eXerted by the upper on the side 
of the foot. ThUS the lace is more effectively se 
Cured than if it Were tied in orthodox fashion. 
This is because the lacing connecting the top pair 45 
of eyeletS has no free ends and thus, When the 
usual StreSS Which occurs in the normal flexing 
of the foot is applied to the top lacing it is dis 
tributed between the lacing loops 8b-9b; 80-9e; 
and the friction is ab Sorbed. This is virtually the 50 
Well known “Snubbingº principle of Successive 
turns of a rope around a stationary object. Of 
course, the Snubbing action here is enhanced by 
the friction of the foot on the inner portions of 
the lace and also by the friction on the free end 55 
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of the lace Which lastismissing in the usual lac 
ing. HoWever, the friction of the foot has lit 
tle to do With it as it is readily apparent that if 
a stress is applied to lacing loop 9b-8bit serves 
to tighten loops 90–8º (as Well as 9–8) rath 
er than loosen them. Hence, the strain is quickly 
distributed and progressive looSening can noti OC 
curas happens When the normal lacing becomeS 
untied. 
There are many advantages of this arrange 

ment but the principal one is that the usual knot 
is eliminated. VVith no knotto come untied there 
is Virtually no danger of the lacing loOSening. 
Then too, thereis no knotto irritate the foot When 
the Knot is too tightly tied. Moreover, applicant's 
arrangement presents a neater appearance and 
also eXtends the life of the laces by eliminating 
the intense strain and friction that must be 
placed on a lace adjacent the top eyeletS prior 
to tying the shoe. 

Furthermore, the above advantages are at 
tained by my invention With little if any addi 
tional costin the manufacture of the Shoe. 
My invention Will be equally applicableto laced 

high Shoes in Which case the pocket 3, While haV 
ing its mouth similarly disposed as above de 
Scribed, Would preferably be located in theupper 
just behind the ankle joint and Overlying the de 
pression in the foot therebehind. 

It is apparent that my Specific form of lacing 
shown may be someWhat varied Without depart 
ing from the spirit of my inVention or the Scope 
of the appended claims and, therefore, it is to be 
considered in an illustrative rather than in alim 
iting SenSe. 
What I claim as my inVention is:- 
1. In a laced shoe, the combination With the 

upper and the opposed front portions thereof 
provided With corresponding eyelets, of a pocket 
formed in the side of the upper and having a. 
mouth at the upper edgethereof, said inner por 

2,019,587 
tion of the upper having a slit therethrough in 
the vicinity of the forward end of the pocket, and 
a lace single-laced through the eyelets and haV 
ing a portion continuing from the portion laced 
through the eyelets extending along the inner 5 
face of the upper and haVing a continuing Sur 
plus portion which is inserted through the slit 
into the pocket. 

2. In a laced shoe, the combination With the 
upper composed of an outer portion and a lining, 10 
of a lace receiving pocket formed in the upper 
between the Outer portion and the lining With an. 
open mouth disposed at the upper edge of Said 
Upper. 

3. In a laced shoe as claimedin claim 2 Wherein 15 
the inner Wall of the pocket has a lace receiving 
slit therethrough. 

4. In a laced Shoe, the combination With the 
upper and the opposed separated front portions 
thereof provided With corresponding eyelets, of a 20 
single lace having an enlargement on one end, 
Said enlargement engaging One Of the loWermOst 
eyeletS, and the lace eXtending acrOSS to and in 
Wardly through the other loWermost eyelet and 
then diagonally back across to the eyelet next: 25 
above the first mentioned loWermost eyelet, then 
across to the corresponding eyelet and inwardly 
therethrough, thence diagonally up to the top 
eyelet on the Same upper portion aS the first men 
tioned OWermost eyelet and then acroSS to and 30 
through the corresponding upper eyelet and then 
SuccessiVely across diagonally doWnWardly and 
outWardly through an eyelet of the next pair and 
so on through the remaining pairs of eyeletS, and 
finally extending inWardly through the last un. 35 
used eyelet, a pocket in the upperhaving a mouth 
adjacent the upper edge of the shoe, and the free 
end of the lace being disposable into the pocket 
through a slit adiacent an edge of Said pocket. 

40 
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