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(57) ABSTRACT 
A Semiconductor device including a nonvolatile memory 
and the fabrication method of the same is described. Accord 
ing to the Semiconductor device, a Second gate electrode film 
is used for a gate electrode film of a logic circuit, and for a 
control gate electrode film of a nonvolatile memory. AS the 
Second gate electrode film is formed at a relatively later Step 
in fabrication, Subsequent thermal proceSS may be avoided. 
The gate Structure is Suitable for miniaturization of the 
transistor in the logic circuit. 
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SEMCONDUCTOR DEVICE INCLUDING 
NONVOLATILE MEMORY AND METHOD FOR 

FABRICATING THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATION 

0001. This application is based upon and claims the 
benefit of priority from the prior Japanese Patent Application 
No.2003-188889, filed on June 30, the entire contents of 
which are incorporated herein by reference. 

FIELD OF THE INVENTION 

0002 The present invention relates to a semiconductor 
device including a nonvolatile memory and a method of 
fabricating the Semiconductor device. 

DESCRIPTION OF THE BACKGROUND 

0003 ANAND-type flash memory and a NOR-type flash 
memory have been widely used as nonvolatile memory 
devices. In recent years, flash memory devices having 
advantages of both a NAND-type flash memory and a 
NOR-type flash memory have been proposed. The demand 
for a System LSI including flash memory circuits as well as 
logic circuits has also increased. 
0004. The system LSI including flash memory circuits 
and logic circuits have a complicated device Structure. The 
structure of a memory cell of a flash memory differs from 
that of a MOS transistor of a logic circuit. The memory cell 
has a gate Structure, which is generally provided with double 
gate electrodes, while the MOS transistor has single gate 
electrode. 

0005 Moreover, the fabrication process of a flash 
memory partially differs from that of a logic circuit. For 
example, the Storage characteristics are important for a gate 
insulating film of a flash memory. On the other hand, the 
reduction of gate capacitance is necessary for a gate insu 
lating film of a logic circuit. In a System LSI, it is required 
to Satisfy performances of both a flash memory and a logic 
circuit. 

0006 Furthermore, it is also required, in the system LSI, 
to adjust a fabrication proceSS and a device Structure 
between a flash memory and a logic circuit. 
0007 Japanese Patent Publication (Kokai) No.2002 
64157 discloses a device structure and fabrication method of 
LSI including both a flash memory and a logic circuit. For 
example, a layered Structure of three polycrystalline Silicon 
films is used as two gate electrodes. The impurity doping 
condition is changed for each of the polycrystalline Silicon 
films. 

0008 AS mentioned above, a system LSI having more 
excellent performance can be fabricated by adjusting the 
device Structure and the fabrication process between a flash 
memory and a logic circuit. 
0009. However, further improvement is required for 
higher speed performance of a logic circuit in a future LSI 
including a flash memory and a logic circuit. 

SUMMRY OF THE INVENTION 

0010. In order to meet the above-described requirement, 
a first aspect of the invention comprise a Semiconductor 
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substrate, a nonvolatile memory cell including a first MOS 
transistor having a first gate formed on the Semiconductor 
Substrate, and a Source and a drain region formed in the 
Semiconductor Substrate to interpose a Surface region of the 
Semiconductor Substrate beneath the first gate, the first gate 
being a layered gate Structure having a first gate insulating 
film, a first gate electrode film, a Second gate insulating film 
and a Second gate electrode film, and a logic circuit includ 
ing a plurality of Second MOS transistors having a Second 
gate formed on the Semiconductor Substrate, and a Source 
and a drain region in the Semiconductor Substrate to inter 
pose a Surface region of the Semiconductor Substrate beneath 
the Second gate, the Second gate being a gate Structure 
having a third gate insulating film and a Second gate elec 
trode film. 

0011 Further, another aspect of the invention may com 
prise forming an element isolation area Surrounding an 
element area in a Semiconductor Substrate, forming a first 
gate insulating film on the element area, forming a first gate 
electrode film on the first gate insulating film, removing 
Selectively the first gate electrode film and the first gate 
insulating film on a nonvolatile memory cell region in the 
element area, forming a Second gate insulating film on the 
first gate electrode film, removing the Second gate insulating 
film, the first gate electrode film and the first gate insulating 
film, respectively, on a logic circuit region in the element 
area, forming a third gate insulating film on the Semicon 
ductor SubStrate in the logic circuit region, forming a Second 
gate electrode film on the second gate insulating film and the 
third gate insulating film, removing Selectively the Second 
gate electrode film, the Second gate insulating film and the 
first gate electrode film in the nonvolatile memory cell 
region, and removing Selectively the Second gate electrode 
film in the logic circuit region, and forming a Source and a 
drain region in the Semiconductor Substrate to interpose a 
Surface region of the Semiconductor Substrate beneath the 
first gate insulating film and the third gate insulating film, by 
introducing impurities into the Semiconductor Substrate 
using the Second gate electrode film as a mask. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is a circuit block diagram showing a non 
Volatile memory in a first embodiment of the present inven 
tion; 
0013 FIG. 2 is a schematic plane view showing the 
nonvolatile memory in the first embodiment of the present 
invention; 
0014 FIGS. 3A to 3V are cross-sectional views showing 
a fabrication method of a Semiconductor device in the first 
embodiment of the present invention; 
0015 FIG. 4 is a circuit block diagram showing the 
nonvolatile memory in a Second embodiment of the present 
invention; 
0016 FIGS. 5A to 5H are cross-sectional views showing 
a fabrication method of a Semiconductor device in the 
Second embodiment of the present invention; 
0017 FIG. 6 is a block diagram showing a system LSI in 
a third embodiment of the present invention; 
0018 FIG. 7 is a circuit block diagram showing a non 
volatile memory included in the system LSI in the third 
embodiment of the present invention; and 
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0.019 FIG. 8 is a circuit block diagram showing a non 
volatile memory included in the system LSI in the third 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0020 Embodiments of the present invention are 
described below in detail with reference to the drawing 
mentioned above. 

0021. A first embodiment of the invention is hereinafter 
explained. 

0022. A nonvolatile memory of the first embodiment is a 
flash memory having a memory cell formed of two first 
MOS transistors. 

0023 The first MOS transistor has a first gate of a layered 
Structure. The layered Structure includes a first insulating 
film for a tunnel insulating film, a first gate electrode film for 
a floating gate electrode film, a Second gate insulating film 
for an inter-gate insulating film and a Second gate electrode 
film for a control gate electrode film. 
0024. On the other hand, a logic circuit of the first 
embodiment includes a periphery circuit. The logic circuit 
contains a CMOS logic circuit having second MOS transis 
tors. Each of the Second MOS transistorS has a Second gate, 
which is a layered Structure of a third gate insulating film 
and the Second gate electrode film. 
0.025 Moreover, the third gate insulating films of the 
Second MOS transistors have three kinds of different film 
thicknesses respectively. Each of the three kinds of film 
thicknesses corresponds to a Supply Voltage to be applied to 
each second MOS transistor. The third gate insulating films 
of a maximum, a medium and a minimum film thickness are 
formed for a high-voltage, a middle-Voltage and a low 
Voltage transistor, respectively. 

0.026 Furthermore, thickness of the second gate insulat 
ing film of the nonvolatile memory is formed at a thickneSS 
between the maximum film thickness and the medium film 
thickness of the third gate insulating films. 
0.027 FIG. 1 shows a block diagram of the nonvolatile 
memory in the first embodiment of the present invention. 
0028. A nonvolatile memory 10 has a memory cell array 
11, a column decoder 12, a Sense amplifier 13, low decoders 
14 and 15, and a source line driver 16. Memory cell array 11 
includes a plurality of memory cells MC. 
0029. Each of memory cells MC has a memory cell 
transistor MT and a select transistor ST. The electrical 
current path of a memory cell transistorS MT and a Select 
transistors ST is connected with each other in series. Each of 
the Source regions of memory cell transistorS MT connects 
to each of the drain regions of Select transistorS ST. 
0.030. Moreover, each pair of memory cells MC adjoining 
mutually in the column direction share the Source region of 
Select transistorS ST or the drain region of memory cell 
transistors MT of the pair. 
0031. The control gate of memory cell transistors MT in 
the row direction is connected in common with a word line 
WL. The gate of select transistors ST in the row direction is 
connected in common with a Select gate line SG. The drain 
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regions of memory cell transistorS MT are arranged in the 
column direction and are connected in common with a bit 
line. The Source region of Select transistorS ST are connected 
in common with a source line SL. Source line SL are 
connected to Source line driver 16. 

0032 FIG. 2 shows a schematic plane view of a memory 
cell array 11. An element isolation region 21a is formed in 
Silicon Substrate 20. Element regions 21 of a rectangle shape 
Surrounded by element isolation region 21a are formed. 
Word lines 14a and 14b and select gate lines 15a and 15b, 
formed of the first gate electrode film, are formed in memory 
cell array 11. Word lines 14a and 14b and select gate lines 
15a and 15b extend perpendicularly and cross over a plu 
rality of device regions 21. 
0033 Memory cell transistors MT are respectively 
formed at the portion where word lines 14a and 14b intersect 
device regions 21. Select transistors ST are formed at the 
portions where select gate lines 15a and 15b intersect device 
regions 21. 
0034) A floating gate electrode film (not illustrated) is 
formed at the portion where word lines 14a and 14b intersect 
device regions 21. The floating gate electrode film, which is 
formed of a Second gate electrode film, in a memory cell 
transistor is Separated from another memory cell transistor. 
0035 A contact plugs 22 of element region 21 sandwich 
word lines 14a and select gate lines 15a, and word line 14b 
and select gate lines and 15b. Bit lines (not illustrated) are 
formed along with element regions 21. The bit lines connect 
between contact plugs 22. 
0036 Memory cell transistors MT and select transistors 
ST, which are Sandwiched by each two of contact plugs 22, 
form memory cell units 11a. 
0037 FIGS. 3A to 3V are cross sectional views showing 
a fabrication method of a Semiconductor device in the first 
embodiment of the present invention. 
0038 Pairs of a nonvolatile memory and a CMOS logic 
circuit are shown in FIGS. 3A to 3V. In other word, FIGS. 
3A, 3C, 3E, 3G, 3I, 3K, 3M, 30, 3O, 3S and 3U show the 
cross sectional views of the nonvolatile memory. On the 
other hand, FIGS.3B,3D,3F,3H,3J,3L,3N, 3P,3R3T and 
3V show the cross-sectional views of the CMOS logic 
circuit. 

0039) Moreover, FIGS.3U and 3V show cross-sectional 
views of a semiconductor device in the first embodiment of 
the present invention. 
0040 Along with the steps of the fabrication processes, 
croSS-Sectional views of the nonvolatile memory are 
described below. FIGS. 3A, 3C and 3E enlarged cross 
sectional views along the line X-X of FIG. 2. FIGS. 3G, 3.I., 
3K, 3M, 30, 3O, 3S and 3U enlarged cross sectional views 
along the line Y-Y of FIG. 2. 
0041. On the contrary, cross sectional views of the 
CMOS logic circuit in FIGS.3B,3D,3F,3H,3J,3L,3N, 3P, 
3R 3T and 3V are shown without changing the cross 
Sectional direction. First, Steps of forming an element iso 
lation area are explained blow. 
0042. As shown in FIGS. 3a and 3b, a p-type silicon 
Substrate 30 is prepared as a Semiconductor Substrate. A 
layered film of a silicon oxide film and a silicon nitride film, 
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which are not illustrated, are formed on silicon Substrate 30. 
The layered film is Selectively delineated by using lithog 
raphy and dry etching. As a result, a layered pattern is 
formed on silicon Substrate 30. A groove is formed in silicon 
Substrate 30 by using dry etching, using the layered pattern 
as a mask. 

0.043 Asilicon oxide film is formed on silicon Substrate 
30 including the groove by using CVD. The silicon oxide 
film and the layered pattern formed on silicon Substrate 30 
are etched flatly by using CMP and etching, and the silicon 
oxide formed in the groove finally remains. The groove 
buried with the Silicon oxide film is an element isolation area 
31. 

0044 Steps of forming a gate structure of the nonvolatile 
memory are explained blow. 

0045. As shown in FIGS. 3C and 3D, the silicon oxide 
film having a thickness of Such as 10 nm is thermally grown 
on silicon Substrate 30 to form a first gate insulating film 32. 
A phosphorus-doped polycrystalline Silicon film or a phoS 
phorus-doped amorphous Silicon film having a thickness of 
such as 80 nm is deposited by using CVD to form a first gate 
electrode film 33. 

0046. In the case of depositing the silicon film without 
doping phosphorus, a conductive impurity Such as phospho 
ruS or arsenic is introduced into the Silicon film by Subse 
quent ion-implantation with a dose of 1E15 cm° to 1E16 
cm'. 

0047 A film as a mask (not illustrated) is formed on the 
surface of the CMOS logic circuit region in FIG. 3D by 
using CVD, lithography and dry etching. 
0.048. The polycrystalline silicon film or the amorphous 
silicon film and the silicon oxide film in the nonvolatile 
memory area of FIG. 3C are selectively patterned by using 
lithography and dry etching. Accordingly, a first gate insu 
lating film 32 and a first gate electrode film 33 is formed. 
0049. In the nonvolatile memory region, first gate insu 
lating film 32 is the tunnel insulating film and first gate 
electrode film 33 is the floating gate electrode film. 
0050. As shown in FIGS.3E and 3F, a second insulating 
film 34 is formed on silicon Substrate 30. Second insulating 
film 34 may be a layered Structure including a plurality of 
insulating film. 

0051. For example, a silicon oxide film, a silicon nitride 
film, and another Silicon oxide film are continuously formed 
in the same CVD equipment. The whole film thickness of the 
layered Structure is Such as approximately 15 nm. 
0.052 Second insulating film 34 is the inter-gate insulat 
ing film in the nonvolatile memory. The Second insulating 
film 34 is also formed on the CMOS logic circuit region in 
FIG.3F, but it is not used for the gate material in the CMOS 
logic circuit. The second insulating film 34 of the CMOS 
logic circuit is removed as mentioned later. 
0.053 Steps of forming a transistor of the nonvolatile 
memory and the CMOS logic circuit are explained blow. 
0.054 FIG. 3G shows a cross sectional view along the 
line Y-Y of FIG. 2. FIG. 3H shows the same steps as the 
steps shown in FIG. 3E. As shown in FIG. 3G, the layered 
Structure of first insulating film 32, first gate electrode film 
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33, and Second gate insulating film 34 is formed on Silicon 
Substrate 30 in the Y-Y direction. The cross sectional view 
is used for explaining the Steps fabricating nonvolatile 
memory mentioned below. On the other hand, the cross 
sectional view of the CMOS logic circuit region is the same 
as the former process shown in FIG. 3H. 
0055. The nonvolatile memory region is covered with a 
resist film or an insulating film as a mask film 35 as shown 
in FIG. 3. Second insulating film 34 and first gate electrode 
film 33 in the CMOS logic circuit region are removed by 
using dry etching and wet etching as shown in FIG. 3.J. 
Accordingly, first insulating film 32 remains on the Silicon 
substrate 30 of the CMOS logic circuit region. 
0056 Furthermore, by using lithography and ion implan 
tation, a p-type well 36 and n-type well 37 are formed in the 
CMOS logic circuit region, respectively, as shown in FIG. 
3.J. Subsequently, first insulating film 32 is removed by 
using dry etching and wet etching. 
0057 Three kinds of third gate insulating film each 
having a different film thickneSS is formed on Silicon Sub 
strate 30 in the CMOS logic circuit region. The third gate 
insulating film is a Silicon oxide film. 
0058 As shown in FIG. 3L, a third gate insulating film 
of the maximum film thickness 38 is formed by using 
thermal oxidation. The film thickness is approximately 
16nm. Third gate insulating film of the maximum film 
thickness 38 is the gate oxide film in high-voltage transistor 
39 in the CMOS logic circuit as shown in FIG. 3N. 
0059. Third gate insulating film of the maximum film 
thickness 38 is Selectively delineated by using wet etching 
except a region forming high-voltage transistor 39. Third 
gate insulating film of the medium film thickness 40 is 
formed by using thermal oxidation. The film thickness is 
approximately 9 mm. Third gate insulating film of the 
medium film thickness 40 is the gate oxide film of middle 
voltage transistor 41 in the CMOS logic circuit. According 
to this oxidization process, third gate insulating film of the 
maximum film thickness 38 is also grown and the film 
thickness slightly increases. 
0060. Third gate insulating film of the medium film 
thickness 40 is Selectively delineated by using wet etching 
except a region forming high-voltage transistor 39 and 
middle-Voltage transistor 41. 
0061. As shown in FIG. 3P, third gate insulating film of 
the minimum film thickness 42 is formed by using thermal 
oxidation. The film thickness is approximately 3mm. Third 
gate insulating film of minimum film thickneSS 42 is the gate 
oxide film of low-voltage transistor 43 in the CMOS logic 
circuit. 

0062 According to this oxidization process, third gate 
insulating film of the maximum film thickness 38 and third 
gate insulating film of the medium film thickness 40 are also 
grown and the film thicknesses slightly increase. For 
example, the maximum film thickness 38 is approximately 
18 nm and the medium film thickness 40 is approximately 11 

. 

0063 Moreover, the thickness of the second insulating 
film 34 of the nonvolatile memory is approximately 15 nm, 
as mentioned above. Therefore, the Second insulating film 
34 is thinner than third gate insulating film of the maximum 
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film thickness 38, and thicker than third gate insulating film 
of medium film thickness 40. 

0064. According to the steps mentioned above, the gate 
insulating film of the transistors corresponding to a plurality 
of Supply Voltages to be applied to the transistors in the 
CMOS logic circuit can be formed. 
0065. On the other hand, in the nonvolatile memory 
region shown in FIGS. 3, 3K, 3M and 3O, as the second 
gate insulating film acts as a mask, the third gate insulating 
films are not grown by thermal oxidation. The gate Structure 
in the nonvolatile memory area is the same as the Structure 
shown in FIG. 3G. 

0.066. In the middle of the fabrication steps mentioned 
above, for example, a step following the third gate insulating 
film of medium thickness 40 or the end of the steps, 
conductive impurities can be introduced into the channel 
region of Silicon Substrate 30 by using ion implantation. 
Boron ion for p-type impurity and phosphorus ion or arsenic 
ion for n-type impurity, respectively, may be implanted with 
a dose of approximately 1E11 cm to 1E13 cm into 
silicon Substrate 30. 

0067. The impurity dose or the impurity profile in depth 
of Silicon Substrate 30 can be changed in each transistor. In 
this case, the region implanted no impurity is covered with 
a mask by using lithography. 
0068 A polycrystalline silicon film or an amorphous 
silicon film of approximately 50 nm is formed in both the 
nonvolatile memory region and the CMOS logic circuit 
region by using CVD. A polycrystalline Silicon film or an 
amorphous Silicon film is Selectively patterned by using 
lithography and dry etching. As a result, the Second gate 
electrode film 44 is formed as shown in FIGS. 3O and 3R. 
The Second gate electrode film 44 is the control gate 
electrode film of the nonvolatile memory and the gate 
electrode film of the CMOS logic circuit. 
0069. The CMOS logic circuit area is covered with a 
mask (not illustrated). As shown in FIG. 3S, second gate 
insulating film 34 and first gate electrode film 33 are 
Selectively patterned by using Second gate electrode film 44 
as a mask in the nonvolatile memory region. 
0070 Conductive impurities are introduced into silicon 
substrate 30 in both the nonvolatile memory region and the 
CMOS logic circuit region by using ion implantation, using 
Second gate electrode film 44 as a mask. A Source and a drain 
region with a comparatively shallow junction depth (not 
illustrated) are formed. Boron Such as a p-type impurity is 
implanted with a dose of 1E15 cm to 1E16 cm?. Phos 
phorus or arsenic Such as an n-type impurity is implanted 
with a dose of 1E15 cm° to 1E16 cm°. 

0071 An insulating film such as a silicon nitride is 
formed on second gate electrode film 44 by using CVD. The 
Surface region of the insulating film is removed by using dry 
etching. As a result, a Sidewall insulating film 45 is Selec 
tively formed on a Side Surface of the layered Structure as 
Shown in FGS. 3S and 3T. 

0.072 The layered structure of first gate insulating film 
32, first gate electrode film 33, Second gate insulating film 
34, and second gate electrode film 44 is the first gate of the 
nonvolatile memory as shown in FIG. 3S. Moreover, the 
layered structure of the third gate insulating film 38, 40,and 
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42 and Second gate electrode film 44 is the Second gate of the 
logic circuit as shown in FIG. 3S. 
0073 Conductive impurities are introduced into silicon 
substrate 30 in both the nonvolatile memory region and the 
CMOS logic circuit region by using ion implantation, using 
second gate electrode film 44 and sidewall insulating film 45 
as a mask. A Source and a drain region with a comparatively 
deep junction depth are formed. Boron Such as a p-type 
impurity is implanted with a dose of 1E15 cm to 1E16 
cmf. Phosphorus or arsenic Such as an n-type impurity is 
implanted with a dose of 1E15 cm° to 1E16 cm°. 
0074 Source and drain region 46 including also the 
comparatively shallow Source and drain described previ 
ously, is finally formed as shown in FIGS. 3S and 3T. 
Moreover, the two transistorS Share Source and drain region 
46 each other in the nonvolatile memory region is a memory 
cell 47 as shown in FIG. 3S. 

0075) A Co-film is formed in both the nonvolatile 
memory area and the CMOS logic circuit region. A cap film, 
such as Ti or TiN, may be further formed on the Co-film, as 
required. By Subsequent thermal annealing, a Co-Salicide 
electrode film 48 is formed on second gate electrode film 44 
and Source and drain 46 as shown in FIGS. 3U and 3V. 

0076 A silicon oxide film (not illustrated) is formed on 
silicon Substrate 30 by using plasma-assisted CVD. Contact 
holes are opened in the Silicon oxide film. A metal inter 
connection including bit lines is formed. Furthermore, the 
formation of the Silicon oxide film, the contact holes, and the 
metal interconnection are carried out, as required. A multi 
level interconnection can be formed. 

0077. The surface of silicon substrate 30 is covered with 
a protective insulating film. Pad portions may be opened to 
finish a Semiconductor device including the nonvolatile 
memory. 

0078. According to the embodiment, both the gate elec 
trode film of the CMOS logic circuit and the control gate 
electrode film of nonvolatile memory comprised with Sec 
ond gate electrode film 42 are formed at a comparatively 
later Step of the fabrication method. Therefore, Subsequent 
thermal processes are avoided and the gate Structure is 
Suitable for miniaturization of the transistor in the CMOS 
logic circuit. The performance of the CMOS logic circuit in 
the Semiconductor device including the nonvolatile memory 
can be improved. 

0079 Moreover, the semiconductor device including the 
nonvolatile memory can advance the operation speed of the 
CMOS logic circuit by using three kinds of transistors. Each 
of the transistors have different film thicknesses of the gate 
insulating film corresponding to the Supply Voltage to be 
applied to the transistors. The break-down gate Voltage of 
the transistor in the nonvolatile memory cell can be 
increased by being the thickness of the Second gate insulat 
ing film in the memory cell thicker than the gate insulating 
film of the medium film thickness in the CMOS logic circuit. 
The operation Speed of the nonvolatile memory cell can be 
increased by being the thickness of Second gate insulating 
film in the memory cell thinner than the gate insulating film 
of the maximum film thickness in the CMOS logic circuit. 
The Semiconductor device including the nonvolatile 
memory with the two Superior characteristics mentioned 
above is obtained. 
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0080. The Second embodiment of present invention is 
hereinafter explained. 

0081. The basic structure of a second embodiment of this 
invention is almost the same as that of the first embodiment. 
A different point from the first embodiment is a point that the 
Second embodiment has a third gate electrode film in the 
gate Structure. The third gate electrode film is Stacked on the 
Second gate electrode film in the gate Structure. 
0082) A nonvolatile memory in the second embodiment 
is a flash memory having a memory cell formed of two first 
MOS transistors. 

0.083. The first MOS transistor has a first gate of a layered 
Structure. The layered Structure includes a first insulating 
film for a tunnel insulating film, a first gate electrode film for 
a floating gate electrode film, a Second gate insulating film 
for an inter-gate insulating film, a Second gate electrode film 
and a third gate electrode film for a control gate electrode 
film. 

0084. On the other hand, a logic circuit includes a periph 
ery circuit. The logic circuit contains a CMOS logic circuit 
having second MOS transistors. Each of second MOS tran 
SistorS has a Second gate, which is a layered Structure of a 
third gate insulating film, the Second gate electrode film and 
the third gate electrode film. 
0085 Moreover, the third gate insulating films of the 
Second MOS transistors have different film thicknesses 
respectively. Each of the three kinds of the film thicknesses 
corresponds to a Supply Voltage to be applied to each Second 
MOS transistors. The third gate insulating films of a maxi 
mum, a medium and a minimum film thicknesses are formed 
for a high-voltage, a middle-voltage and a low-voltage 
transistors, respectively. 
0.086 Furthermore, thickness of the second gate insulat 
ing film of the nonvolatile memory is formed at a thickneSS 
between the maximum film thickness and the medium film 
thickness of the third gate insulating film. 
0.087 FIG. 4 shows a schematic plane view of memory 
cell array 10 in the second embodiment. Because the basic 
Structure of the memory cell array is the same as that in the 
first embodiment as shown in FIG. 2, only different portions 
are explained. 

0088 As shown FIG. 4 control gate contacts 23 is 
formed at the widened portion of Select gate lines 15a and 
15b. Select gate lines 15a and 15b are the layered gate 
electrode made of the Second gate electrode film and the 
third electrode film, and contain the control gate electrode in 
the Select transistor. The floating gate made of the first gate 
electrode film is formed beneath the layered gate electrode 
of the second gate electrode film and the third electrode film. 
Control gate contacts 23 connect between Select gate lines 
15a and 15b and the floating gate. 

0089 FIGS.5A to 5H are cross-sectional views showing 
a fabrication process of a Semiconductor device in the 
Second embodiment of the present invention. 
0090 Pairs of cross sections in the nonvolatile memory 
are shown in FIGS. 5A to 5H. In other word, FIGS.5A, 5C, 
5E and 5G show enlarged cross-sectional views in the 
nonvolatile memory along the line Y-Y of FIG. 4. On the 
other hand, FIGS. 5B, 5D, 5F and 5H show enlarged 
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croSS-Sectional views in the nonvolatile memory along the 
line Y-Y" in FIG. 4. FIGS. 5G and 5H show cross-sectional 
Views of a Semiconductor device in the Second embodiment 
of the present invention. 
0091. On the other hand, the steps fabricating the CMOS 
logic circuit in the Second embodiment are basically the 
Same as that in the first embodiment. Accordingly, the 
cross-sectional views of the CMOS logic circuit are not 
illustrated. 

0092. The steps from the starting process to the process 
formed the third gate insulating film is the same processes of 
the first embodiment shown in FIG. 3A to 3N. Accordingly, 
those figures of the processes are skipped and Subsequent 
processes are described. 
0093. A silicon substrate 30 is prepared as a silicon 
substrate. As shown in FIGS. 5A, a layered structure of first 
insulating film 32, first gate electrode film 33 and second 
gate insulating film 34 is formed on silicon Substrate 30 in 
the Y-Y direction of the nonvolatile memory in FIG. 4. 
0094. As shown in FIGS. 5B, a layered structure of first 
gate electrode film 33 and Second gate insulating film 34 is 
formed on element isolation region 31 in the Y-Y' direction 
of the nonvolatile memory in FIG. 4. 
0095 A second gate electrode film 44 made of polycrys 
talline Silicon film or an amorphous Silicon film is formed on 
Second gate insulating film 34 by using CVD. Second gate 
electrode film 44 is approximately 30 nm thick. 
0096) The nonvolatile memory region in FIG. 5C is 
covered with a mask. A control gate contact 23 is Selectively 
opened on first gate electrode film 33 by using lithography 
and dry etching as shown in FIG. 5D. 
0097. A third gate electrode film 44a made of polycrys 
talline Silicon film or an amorphous Silicon film is formed on 
silicon substrate 30 by using CVD as shown in FIGS. 5C 
and 5D. Third gate electrode film 44a is approximately 30 
nm thick. During this process an ultra-thin Silicon oxide film 
44b is formed on second gate electrode film 44. Ultra-thin 
silicon oxide film 44b may be about 3 nm in maximum 
thickness and below 1 nm in minimum thickness. 

0098 Conductive impurities are introduced into third 
gate electrode film 44a and Second gate electrode film 44 by 
using ion implantation. Third gate electrode film 44a, Sec 
ond gate electrode film 44, Second gate insulating film 34 
and first gate electrode film 33 is selectively patterned by 
using lithography and dry etching as shown in FIGS. 5E 
and 5F. 

0099] In the CMOS logic circuit region (not illustrated), 
third gate electrode film 44a and Second gate electrode film 
44 also Selectively patterned during the same processes. AS 
a result, the gate Structure is formed in the nonvolatile 
memory region and the CMOS logic circuit region. 
0100. As the further process steps are the same as those 
of the first embodiment, the StepS maybe simply explained. 
0101 Conductive impurities are introduced into silicon 
substrate 30 by using ion implantation as shown in FIG.5G. 
Third gate electrode film 44a and Second gate electrode film 
44 are used as a mask. A Source and a drain region with a 
comparatively shallow junction depth (not illustrated) are 
formed. Boron Such as a p-type impurity is implanted with 
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a dose of 1E15 cm to 1E16 cm?. Phosphorus or arsenic 
Such as an n-type impurity is implanted with a dose of 1E13 
cm° to 1E14 cm°. 

0102) An insulating film such as a silicon nitride is 
formed on second gate electrode film 44 by using CVD. The 
Surface region of the insulating film is removed by using dry 
etching. As a result, a Sidewall insulating film 45 is Selec 
tively formed on a Side Surface of the layered Structure as 
Shown in FGS. 5G and 5H. 

0103 Conductive impurities are introduced into silicon 
Substrate 30 by using ion implantation; using third gate 
electrode film 44a, Second gate electrode film 44 and Side 
wall insulating film 45 as a mask. A Source and a drain 
region with a comparatively deep junction depth are formed. 
Boron Such as a p-type impurity is implanted with a dose of 
1E15 cm to 1E16 cm?. Phosphorus or arsenic such as an 
n-type impurity is implanted with a dose of 1E15 cm° to 
1E16 cm°. 

0104 Source and drain region 46 including also the 
comparatively shallow Source and drain described previ 
ously, is finally formed as shown in FIG. 5G. 
0105. A Co-film is formed on silicon substrate 30. A cap 
film, such as Ti or TiN, maybe further formed on the 
Co-film, as required. By Subsequent thermal annealing, 
Co-salicide electrode film 48 is formed on second gate 
electrode film 44 and Source and drain 46 as shown in FIGS. 
5G and 5.H. The same fabrication steps proceeded in the 
CMOS logic circuit region and the transistor is formed in the 
CMOS logic circuit region. 
0106 Asilicon oxide film (not illustrated) is formed on 
silicon Substrate 30 by using plasma-assisted CVD. Contact 
holes are opened in the Silicon oxide film. A metal inter 
connection including a bit line is formed. Furthermore, the 
formation of the Silicon oxide, the contact holes, and the 
metal interconnection are carried out, as required. A multi 
level interconnection can be formed. 

0107 The surface of silicon substrate 30 is covered with 
a protective insulating film. Pad portions may be opened to 
finish a Semiconductor device including the nonvolatile 
memory. 

0108. According to the embodiment, both the gate elec 
trode film of the CMOS logic circuit and the control gate 
electrode film of nonvolatile memory comprised with Sec 
ond gate electrode film 42 are formed at a relatively later 
Step in the fabrication. Therefore, Subsequent thermal pro 
ceSSes are avoided and the gate Structure is Suitable for 
miniaturization of the transistor of the CMOS logic circuit. 
The performance of the CMOS logic circuit in the semicon 
ductor device including the nonvolatile memory can 
improve. 

0109 Moreover, the semiconductor device including the 
nonvolatile memory can advance operation Speed of the 
CMOS logic circuit by using three kinds of transistors each 
having different film thickness of the gate insulating film 
corresponding to the Supply Voltage. 

0110. The break-down gate voltage of the transistor in the 
nonvolatile memory cell can be increased by making film 
thickness of the Second gate insulating film of the memory 
cell thicker than the gate insulating film of the medium film 
thickness in the CMOS logic circuit. The operation speed of 
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the nonvolatile memory cell can be increased by making the 
Second gate insulating film of the memory cell thinner than 
the gate insulating film of the maximum film thickness in the 
CMOS logic circuit. 
0111. The semiconductor device including the nonvola 

tile memory with the two Superior characteristics mentioned 
above is obtained. 

0112 As the third gate electrode film connect to the first 
gate electrode film in the nonvolatile memory, the Select gate 
in the Select transistor is easily connected to upper metal 
interconnections. 

0113. The third embodiment of present invention is here 
inafter explained 

0114 FIG. 6 shows a block diagram of a system LSI in 
the third embodiment of the present invention. The third 
embodiment is a System LSI including a plurality of non 
Volatile memory circuits. 
0115 The system LSI 50 has a logic circuit area 50a and 
a memory area 50b. For example, CPU 51 is formed in logic 
circuit area 50a. Three kinds of nonvolatile memories are 
formed in memory area 50b. Three kinds of nonvolatile 
memories are nonvolatile memory 10 having a memory cell 
unit formed from two transistors explained in the first 
embodiment and the Second embodiment above-mentioned, 
NAND-type nonvolatile memory 10a and nonvolatile 
memory 10b having a memory cell unit formed of the three 
transistors. 

0116. In system LSI 50, nonvolatile memory 10 having a 
memory cell unit formed of two transistors and CPU 51 are 
included in the same chip, So nonvolatile memory 10 can be 
used as a read-only memory, which Stores the firmware of 
CPU 51. 

0117 The circuit block diagram of NAND-type nonvola 
tile memory 10a in system LSI 50 is shown in FIG. 7. 
Memory cell lib is formed of one transistor having a layered 
gate Structure. Column decoder 12, Sense amplifier 13 and 
low decoder 14 are formed in the periphery area. 
0118. The circuit block diagram of nonvolatile memory 
10b having a memory cell unit formed of the three transis 
tors in system LSI 50 is shown in FIG.8. Memory cell 11c 
is formed of one memory cell transistor having a layered 
gate Structure and two Select transistorS Sandwiched the 
memory cell transistor. Column decoder 12, Sense amplifier 
13, low decoder 14 and Source line driver 16 are formed in 
the periphery area. 

0119) A fabrication method of system LSI 50 is funda 
mentally the same as that of the Semiconductor device 
described with the first embodiment, and consequently, 
system LSI 50 can be fabricated easily for a semiconductor 
device. 

0120) The nonvolatile memory 10 having a memory cell 
unit formed of the two transistors, NAND-type nonvolatile 
memory 10a and nonvolatile memory 10b having a memory 
cell unit formed of the three transistors can be fabricated by 
the same processes and the same conditions, which leads to 
simplify the fabrication steps of a system LSI 50. 
0121 Moreover, it is also possible to apply the above 
mentioned fabrication method to a Semiconductor device, 



US 2004/O262670 A1 

which contains independently NAND-type nonvolatile 
memory 10a or nonvolatile memory. 

0122). Other embodiments of the present invention will be 
apparent to those skilled in the art from consideration of the 
Specification and practice of the invention disclosed herein. 
It is intended that the Specification and example embodi 
ments be considered as exemplary only, with a true Scope 
and Spirit of the invention being indicated by the claims that 
follow. The invention can be carried out by being variously 
modified within a range not deviated from the gist of the 
invention. 

0123 For example, the first gate insulating film, the 
Second gate insulating film and the third gate insulating film 
are not only the silicon oxide film and the silicon nitride film 
but also Silicon oxy-nitride film which contains both oxygen 
and nitrogen by various composition or metal oxide film 
Such as a hafnium oxide film, a Zirconium oxide film, a 
titanium oxide film, an aluminum oxide film, the compound 
film of those oxide films and a layered film of those oxide 
films. 

0.124. Furthermore, by using the high concentration 
n-type Silicon as a gate electrode material including the first 
gate electrode film and the Second gate electrode film, 
applications as Semiconductor devices may be performed 
comparatively easily. 

0.125 Moreover, a material of the salicide film formed on 
the gate electrode and the Source and drain region is not Co 
but Ti, Ni, W, Ta and Mo, etc. The gate electrode film of 
layered Structure including the Silicide of the above-men 
tioned metal or the nitride of that can also be formed. 

0.126 Metal interconnection can be chosen from Al, Cu, 
Au, Ag, and W., etc. Moreover, underlying barrier metal 
beneath 

What is claimed is: 

1. A Semiconductor device, comprising: 

a Semiconductor Substrate; 

a nonvolatile memory cell including a first MOS transistor 
having a first gate formed on the Semiconductor Sub 
Strate, and a Source and a drain formed in the Semi 
conductor Substrate to interpose a Surface region of the 
Semiconductor Substrate beneath the first gate, the first 
gate being a layered gate Structure having a first gate 
insulating film, a first gate electrode film, a Second gate 
insulating film and a Second gate electrode film; and 

a logic circuit including a plurality of Second MOS 
transistors having a Second gate formed on the Semi 
conductor SubStrate, and a Source and a drain formed in 
the Semiconductor Substrate to interpose a Surface 
region of the Semiconductor Substrate beneath the Sec 
ond gate, the Second gate being a Single gate Structure 
having a third gate insulating film and a Second gate 
electrode film. 

2. A Semiconductor device according to claim 1, further 
comprising 

a metal-Silicide film formed on the Second gate electrode 
film, the Source and the drain. 
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3. A Semiconductor device, comprising: 
a Semiconductor Substrate; 
a nonvolatile memory cell including a first MOS transistor 

having a first gate formed on the Semiconductor Sub 
Strate, the first gate being a layered gate Structure 
having a first gate insulating film, a first gate electrode 
film, a Second gate insulating film, a Second gate 
electrode film and a third gate electrode film, and a 
Source and a drain formed in the Substrate to interpose 
a Surface region of the Semiconductor Substrate beneath 
the first gate; and 

a logic circuit including a plurality of Second MOS 
transistors having a Second gate formed on the Semi 
conductor Substrate, a Second gate electrode film and a 
third gate electrode film, and a Source and a drain 
formed in the Semiconductor Substrate to interpose a 
Surface region of the Semiconductor Substrate beneath 
the Second gate, the Second gate being a gate Structure 
having a third gate insulating film. 

4. A Semiconductor device according to claim 3, further 
comprising 

an ultra-thin insulating film formed between the Second 
gate electrode film and the third gate electrode film. 

5. A Semiconductor device according to claim 3, wherein 
an opening is formed in the Second gate insulating film 

and the Second gate electrode film, and the third gate 
electrode film is connected to the first gate electrode 
film at the opening. 

6. A Semiconductor device according to claim 3, further 
comprising 

a metal-Silicide film formed on the third gate electrode 
film, the Source and the drain. 

7. A Semiconductor device according to claim 1, wherein 
the logic circuit is a CMOS logic circuit. 
8. A Semiconductor device according to claim 1, wherein 
each of the third gate insulating films has a different film 

thickness. 
9. A Semiconductor device according to claim 8, wherein 
the logic circuit includes three kinds of second MOS 

transistors, and each of the three kinds of the third gate 
insulating film has a different film thickness, and the 
thickness of Second gate insulating film is thinner than 
the maximum film thickness among the film thick 
neSSes of the three third gate insulating films, and 
thicker than the medium film thickness among the 
SC. 

10. A Semiconductor device according to claim 1, wherein 
the nonvolatile memory cell includes two kinds of first 
MOS transistors, each of the first MOS transistors 
being a memory cell transistor and a Select transistor, 
and a terminal of the memory cell transistor being 
connected to the Select transistor. 

11. A Semiconductor device according to claim 10, 
wherein 

an opening is formed in the Second gate insulating film 
and the Second gate electrode film on the first gate 
electrode film, and the third gate electrode film is 
connected to the first gate electrode film at the opening. 
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12. A method for fabricating a Semiconductor device, 
comprising: 

forming an element isolation area Surrounding an element 
area in a Semiconductor Substrate; 

forming a first gate insulating film on the element area; 
forming a first gate electrode film on the first gate insu 

lating film; 
removing Selectively the first gate electrode film and the 

first gate insulating film on a nonvolatile memory cell 
region in the element area; 

forming a Second gate insulating film on the first gate 
electrode film; 

removing the Second gate insulating film, the first gate 
electrode film and the first gate insulating film, respec 
tively, on a logic circuit region in the element area;. 

forming a third gate insulating film on the Semiconductor 
Substrate in the logic circuit region; 

forming a Second gate electrode film on the Second gate 
insulating film and the third gate insulating film; 

removing Selectively the Second gate electrode film, the 
Second gate insulating film and the first gate electrode 
film in the nonvolatile memory cell region, and remov 
ing the Second gate electrode film in the logic circuit 
region; and 

forming a Source and a drain in the Semiconductor Sub 
Strate to interpose a Surface region of the Semiconduc 
tor Substrate beneath the first gate insulating film and 
the third gate insulating film, by introducing impurities 
into the Semiconductor Substrate using the Second gate 
electrode film as a mask. 

13. A method for fabricating a Semiconductor device, 
according to claim 12, further comprising 

forming a metal-Silicide film on the Second gate electrode 
film, the Source and the drain. 

14. A method for fabricating a Semiconductor device, 
comprising 

forming an element isolation area Surrounding an element 
device area in a Semiconductor Substrate; 

forming a first gate insulating film on the element area; 

forming a first gate electrode film on the first gate insu 
lating film; 

removing Selectively the first gate electrode film and the 
first gate insulating film on a nonvolatile memory cell 
region in the element area; 

forming a Second gate insulating film on the first gate 
electrode film; 

removing the Second gate insulating film, the first gate 
electrode film and the first gate insulating film, respec 
tively, on a logic circuit region in the element area; 

forming a third gate insulating film on the Semiconductor 
Substrate in the logic circuit region; forming a Second 
gate electrode film on the Second gate insulating film 
and the third gate insulating film; 
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Removing Selectively the Second gate electrode film and 
the Second gate insulating film in the nonvolatile 
memory cell region; 

forming a third gate electrode film on the Second gate 
electrode film in the nonvolatile memory cell region 
and the logic circuit region; 

Removing Selectively the third gate electrode film, the 
Second gate electrode film and the Second gate insulat 
ing film in the nonvolatile memory cell region, and 
removing Selectively the third gate electrode film and 
the Second gate electrode film in the logic circuit 
region; and 

forming a Source and a drain in the Semiconductor Sub 
Strate to interpose a Surface region of the Semiconduc 
tor Substrate beneath the first gate insulating film and 
the third gate insulating film, by introducing impurities 
into the Semiconductor Substrate using the third gate 
electrode film and the Second gate electrode film as a 
mask. 

15. A method for fabricating a Semiconductor device, 
according to claim 14, further comprising 

forming an ultra-thin gate insulating film between remov 
ing the Second gate electrode film and the Second gate 
insulating film Selectively and forming the third gate 
electrode film. 

16. A method for fabricating a Semiconductor device, 
according to claim 14, further comprising 

forming a metal-Silicide film on the third gate electrode 
film, the Source and the drain. 

17. A method for fabricating a Semiconductor device, 
according to claim 12, wherein 

a CMOS logic circuit formed in the logic circuit by 
introducing Selectively p-type and n-type impurities 
into the Source and the drain in the Semiconductor 
Substrate. 

18. A method for fabricating a Semiconductor device, 
according to claim 14, wherein 

each of plural kinds of the third gate insulating films is 
formed to have different insulating film thickness, 
respectively. 

19. A method for fabricating a semiconductor device, 
according to claim 18, wherein 

forming the three kinds of the third gate insulating film 
with different film thicknesses, includes forming the 
third gate insulating film of the maximum film thick 
neSS, removing Selectively the third gate insulating film 
of the maximum film thickness, forming the third gate 
insulating film of the medium film thickness, removing 
Selectively the third gate insulating film of the medium 
film thickness and forming the third gate insulating film 
of the minimum film thickness. 


