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This invention relates to new and useful im 
provements in a bias shaped foundation garment. 
The invention particularly proposes to charac 

terize the garment by the fact that it has a main 
body encircling portion consisting of a broadband 
extending on the bias from the back around the 
right hand side to the front, and another broad 
band extending on the bias from the back around 
the left hand side to the front. It is proposed 
that these broadbands have overlapping portions 
at the back which are secured together, and also 
have overlapping portions at the front which are 
Secured together. 
The invention contemplates arranging an open 

able top back section which is set in between the 
top and back edges of said bands. It is also pro 
posed to provide a bottom front Section set in be 
tween the botton front and rear edges of Said 
bands. 
The advantage of the particularly constructed 

foundation garment resides in the fact that it 
will be slenderizing to a much greater degree than 
present day garments. This is so, in that the 
arrangement of the board bands extending ob 
liquely will have an oblique line of stretch ex 
tending from the abdomen rearwards and down 
wards along the hips to the buttocks. 

Still further the invention proposes a design of 
foundation garment which may be as well applied 
to girdles, corsets and Similar garmentS. 
Another object of the invention is the con 

struction of a garment as mentioned which is 
simple and durable and which may be manufac 
tured and sold at a reasonable cost. 
For further comprehension of the invention, 

and of the objects and advantages thereof, refer 
ence Will be had to the following description and 
accompanying drawings, and to the appended 
claims in which the various novel features of the 
invention are more particularly set forth, 
In the accompanying drawing forming a ma 

terial part of this disclosure 
Fig. 1 is a front perpective view of a bias 

shaped foundation garment constructed in ac 
cordance with this invention. 

Fig. 2 is a rear perspective view of Fig. 1. 
Fig. 3 is a perspective view of one of the broad 

bands used in the construction of the garment. 
Fig. 4 is a perspective View of the other broad 

band used in the garment. 
Fig. 5 is a perspective view of the openable top 

back section of the garment. 
Fig. 6 is a perspective view of the bottom front 

Section of the garment. 
Fig. 7 is a side elevational view of the garment 
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2 
shown applied on a figure to more clearly point 
out its action. 
The bias shaped foundation garment in ac 

cordance with this invention includes a main body 
encircling portion consisting of a broad band O 
of elastic material extending on the bias from the 
back around the right hand side to the front and 
attached in a certain manner to another broad 
band i? also of elastic material and extending on 
the bias from the back around the left hand side 
to the front. The back ends of the bands () and 

are cut transversely across the band material 
So that there are lower apex portions fa and a 
for the respective bands. These apex portions are 
Superimposed So that the bands overlap at the 
back. These overlapping portions are secured to 
gether by several lines of stitches 2a, 2b and 
f2. The stitches 2a and 2b are extended along 
the sides of the Overlapping portions. The stitches 
2 are extended vertically along the diagonal. 
The bands to and also overlap at the front. 

They are so arranged that the rear end of the 
band f is on the outside of the overlapping por 
tions at the rear, and on the inside at the front, 
The band is just reversed. The back portion is 
at the back of the band 0, and the front portion 
is outside of the front portion of the band 0. The 
front portion of the band extends from one side 
of the garment at the waist portion, the point b, 
around the front to the point fic which is a short 
distance from the other side of the garment. The 
front portion of the band to extends from point 
f0 at the side of the garment around the front 
for a short distance to the point le. Several lines 
of stitches 4, 4b and 40 secure together the 
edge portions of the overlapping front parts of the 
bands O and . 
An Openable top back section 5 is set in be 

tween the top and back edges of the bands 0 and 
. This section 5 is composed of two ends parts 
5 and 5b which are provided at their adjacent 

edges With a slide fastener 6. The top edge 50 
of the top back section 5 comprises the back sec 
tion of the waist portion of the garment. The 
bottom edges 5d are sewed to the top edges of 
the adjacent portions of the bands 0 and . The 
top back section 5 is provided with several 
Vertical Seams 7 to form its shape so as to make it 
form fitting. 
A bottom front section 8 is set in between the 

bottom front and rear edges of the bands 0 and 
fl. More specifically, the section 8 has a top apex 
portion 8a, which sets into the apex produced by 
the crossing bottom edges of the bands 0 and 
at the front. The section 8 has downwardly in 



2,466, 540 
3 

clined sides 8b extending downwards from the 
apex section 88. These sides are attached to the 
bottom edges to the front portions of the bands 
O and f. The sides 8b continue into sides 8bb 
which extend around the rear of the garment and 
which are attached to the bottom edges of the rear 
portions of the bands fo and l. In Fig. 6 the dot 
and dash lines. A represent the vertical sides of 
the garment. The section 8 has a heavy Web 
portion 8 at its apex. 
The bottom front section 8 is provided with 

the usual garters 20. The rear portions of the 
section 8 are provided with the rear garters 20. 
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The garment may be trimmed and finished in the 
usual way, with lace or other fine materials. 
The use of the garment may be understood by 

examining Fig. 7. It will be noted that the broad 
bands 0 and extend from the back obliquely 
around to the front. These broad bands are of 
heavy elastic material exerting a slenderizing 
effect on the body along the line BC and particu 
larly on those portions of the body usually pro 
truding, that is the abdomen and buttocks. The 
abdomen is pressed inwards and downwards and 
the buttocks are pressed inwards and upwards. 

It should be clearly understood that while a 
foundation garment has been illustrated, the 
Same construction may be applied to girdles, cor 
Sets and other similar garments. 
While I have illustrated and described the pre 

ferred embodiments of my invention, it is to be 
understood that I do not limit myself to the pre 
cise constructions herein disclosed and the right 
is reserved to all changes and modifications com 
ing within the Scope of the invention as defined 
in the appended claims. 

Having thus described my invention, what I 
claim as new and desire to secure by United States 
LetterS Patent is: 

1. A foundation garment, comprising broad 
bands of elastic material extending in opposite 
directions from the botton at the back of the 
garment upward to the top at the front of the 
garment, said broad bands having their ends 
overlapped at the front and back of the garment, 
stitches securing together the overlapped ends 
of said broad bands, a top back section set into 
the back of Said garment above the back. Over 
lapped ends of said broad bands and having its 
edges secured to the adjacent top edges of Said 
broad bands, said back section having its top 
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4. 
edge flush with the top ends of said broad bands 
located at the front of said garment, and a bot 
tom front section set into the front of said gar 
ment below the front overlapped ends of Said 
broad bands and having its edges secured to the 
adjacent bottom edges of said broad bands, said 
front section having its bottom edge flush with 
the bottom ends of said broad bands located at 
the back of said garment. 

2. A foundation garment, comprising broad 
bands of elastic material extending in opposite 
directions from the bottom at the back of the 
garment upward to the top at the front of the 
garment, said broad bands having their ends 
overlapped at the front and back of the garment, 
stitches securing together the overlapped ends 
of said broad bands, a top back Section set into 
the back of said garment above the back over 
lapped ends of said broad bands and having its 
edges secured to the adjacent top edges of said 
broad bands, said back section having its top edge 
flush with the top ends of Said broad bands lo 
cated at the front of said garment, and a bot 
tom front section Set into the front of said gar 
ment below the front Overlapped ends of said 
broad bands and having its edges Secured to the 
adjacent bottom edges of said broad bands, said 
front section having its bottom edge flush with 
the bottom ends of said broad bands located at 
the back of said garment, said top section being 
openable from its top edge to its bottom edge 
midway between its side edges. 
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