The technique of the present invention for minimizing the floor-to-ceiling temperature gradient of a room containing a ceiling, a floor, walls and at least one door and one window, includes the utilization of a phase change material adjacent the ceiling surface and a phase change material adjacent the floor surface. In order to effectively minimize the floor-to-ceiling temperature gradient of the room, first and second phase change materials may be either the same or different, or may be blends of phase change materials. Most preferably, the melting temperature of the first phase change material adjacent the ceiling is greater than the crystallization temperature of the second phase change material adjacent the floor. Preferably, the melting temperature of the first phase change material is 25 °C plus or minus 1 °C and the crystallization temperature of the second phase change material is 22 °C plus or minus 1 °C.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
<td>SZ</td>
<td>Swaziland</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslav</td>
<td>TM</td>
<td>Turkmenistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
<td>TR</td>
<td>Turkey</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
<td>UK</td>
<td>Uganda</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>NE</td>
<td>Niger</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NL</td>
<td>Netherlands</td>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NO</td>
<td>Norway</td>
<td>YU</td>
<td>Yugoslavia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NZ</td>
<td>New Zealand</td>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's</td>
<td>PL</td>
<td>Poland</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PT</td>
<td>Portugal</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RU</td>
<td>Russian Federation</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SD</td>
<td>Sudan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SG</td>
<td>Singapore</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*FOR THE PURPOSES OF INFORMATION ONLY*

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.
BUILDING CONDITIONING TECHNIQUE USING PHASE CHANGE MATERIALS

Field of the Invention

The present invention relates to building materials having enhanced thermal properties. More particularly, the present invention relates to construction techniques utilizing materials containing phase change materials.

Related Applications and Technology

The present application claims priority from U.S. Provisional Patent Application Serial No. 60/041,379 entitled BUILDING CONDITIONING TECHNIQUE USING PHASE CHANGE MATERIALS, filed March 26, 1997, which is incorporated in its entirety herein by reference. The present application also relates to the technology disclosed in U.S. Patent No. 5,532,039 for THERMAL BARRIERS FOR BUILDINGS, APPLIANCES AND TEXTILES, which is assigned to the assignee of the present application and is also incorporated in its entirety herein by reference.

Background of the Invention

It is generally known that a comfortable room climate in residential and industrial buildings is attained when (i) the average room temperature is constant over time; and (ii) the temperature distribution in the room is constant, i.e., there are no drafts. The comfort sensation is especially dependent upon the temperature gradient between floor and ceiling. The greater the temperature gradient between floor and ceiling, the less comfortable the room feels. In winter, for example, a temperature gradient in a room of 5°C or more may exist. Such a floor-to-ceiling temperature gradient leads to a cold sensation in an occupant's lower body and a warm sensation in the occupant's upper body and head, resulting in a generally uncomfortable feeling.
To achieve a comfortable room, it is important to reduce the floor-to-ceiling temperature gradient to about 3°C, or less. Studies have shown that when a floor-to-ceiling temperature gradient is less than 3°C, the comfort range of the room (i.e., the room temperature range which is perceived as comfortable to the occupants) is lower than with a higher floor-to-ceiling temperature gradient. When occupants perceive a room as comfortable, it has been shown that they will voluntarily lower the thermostat setting of the room, thereby maintaining the room at a lower average temperature with a commensurate decrease in energy consumption and costs.

The temperature gradient in a room is normally established as a result of warmer air in the room having a lower density than colder air in the room. The lower density warmer air migrates to and remain at the top of the room. This leaves the coldest air at the bottom of the room, and establishes a gradient of air temperatures between the warmer air near the ceiling and the colder air at the floor. Conventional techniques usually involve the heating of air near the floor, using, for example, baseboard hot water or hot air radiators located on or adjacent the intersection of floor and walls. Newer techniques such as in-floor heating ducts or wires also heat the colder air at the floor. However, such conventional techniques typically neglect the effect an excessively high ceiling temperature has on a room's floor-to-ceiling temperature gradient.

Of course ceiling fans are sometimes installed in homes and public buildings in an attempt to redistribute the warmer air near the ceiling. However the drafts created by ceiling fans can make the room feel colder and less comfortable to the room's occupants.

Some industrial plants have installed cooling systems in the ceiling area of manufacturing facilities where excessive heat is generated during manufacturing or processing. Such cooling systems typically remove heat generated in manufacturing or production processes so that manufacturing or production processes do not have to be intermittently shut down to allow the room to cool.
Phase change materials such as salt hydrates, metals, alloys, polyalcohols, eutectics and paraffins have been proposed as materials useful for controlling temperature changes. Generally speaking, phase change materials possess an ability to change their physical state (e.g., from a solid to a liquid and vice-versa) in a given temperature range when either absorbing or emitting heat. During a period of rising temperature, heat is absorbed by phase change materials until the melt temperature is reached. During a period of decreasing temperature, heat stored in a liquid phase change material is released when the solidification temperature of the phase change material is reached.

There are significant differences between the latent heat of absorption during the phase change temperature range and the sensible heat absorption which occurs outside the phase change range. For example, water, a common phase change material, releases a latent heat of approximately 335 kiloJoules per kilogram (kJ/kg) when it freezes and becomes ice. Conversely, when ice melts, it absorbs heat at a rate of approximately 335 kJ/kg. When water or ice is not at a phase change temperature, its sensible heat absorption or emission is 4kJ/kg. It can be seen that the latent heat absorption during a phase change is nearly 100 times higher than the sensible heat absorption outside a phase change temperature.

Another quality of phase change chemistry is that the temperature of the phase change material during latent heat absorption remains constant. In contrast, the temperature of a material during sensible heat variations changes. Thus, when sensible heat is absorbed by a phase change material, the temperature of the phase change material rises. When sensible heat is emitted by a phase change material, the temperature of the phase change material falls.

Phase change materials have been suggested for use in building construction. For example, U.S. Patent Nos. 4,587,279 and 4,617,332 teach the direct addition of phase change materials into the wet mix stage.
of concrete. However, this technique can reduce the compressive and other strength properties of the resulting concrete.

Phase change materials such as glass containers, have been used in interior and exterior walls. Because, however, convective heat flow in a room typically travels up the wall surface (i.e., parallel to the wall), and does not directly strike the wall surface, the phase change material in the walls is not significantly engaged. In addition, phase change containment structures designed for walls have not been widely adapted to other surfaces due to the different mechanical requirements of walls as compared to floors and ceilings.

**Summary of the Invention**

The technique of the present invention for minimizing the floor-to-ceiling temperature gradient of a room containing a ceiling, a floor, walls, at least one door and at least one window, includes the utilization of a first phase change material adjacent the ceiling surface and a second phase change material adjacent the floor surface. In order to effectively minimize the floor-to-ceiling temperature gradient of the room, the first and second phase change materials may be either different or the same, with the melting temperature of the first phase change material adjacent the ceiling higher than the crystallization temperature of the second phase change material adjacent the floor. In one embodiment of the technique of the present invention, a principal portion of the first phase change material positioned adjacent the ceiling surface is heptadecane, and a principal portion of the phase change material adjacent the floor surface is octadecane. In a preferred embodiment of the technique of the present invention, the melting temperature of the first phase change material is 25°C plus or minus 1°C and the crystallization temperature of the second phase change material is 22°C plus or minus 1°C.

**Brief Description of the Drawings**

FIG. 1 is a schematic of a vertical section of a room in which the floor/ceiling temperature gradient of the room is minimized and the
comfort range lowered by incorporating the building construction technique of the present invention.

FIG. 2 is a differential scanning calorimetry heat absorption diagram for a phase change material blend useful in the building construction technique of the present invention.

FIG. 3 is a differential scanning calorimetry heat emission diagram for a phase change material blend different than that illustrated in FIG. 2, but also useful in the building construction technique of the present invention.

FIG. 4 is a plan view of a ceiling tile containing phase change material useful in the building construction technique of the present invention.

FIG. 5 is a plan view of a floor tile containing phase change material useful in the building construction technique of the present invention.

**Detailed Description**

Applicant has discovered that incorporation of temperature stabilizing phase change materials in both the ceiling material and the floor covering can minimize the temperature gradient typically present in rooms from floor-to-ceiling, and also further minimize convection of air and formation of drafts in rooms. The temperature gradient, convection of air and formation of drafts are minimized by the phase change materials in the ceiling absorbing heat prior to melting, thereby effectively delaying an increase in room temperature near the ceiling above the melting point, and the phase change materials in the floor materials effectively delay the cooling of floor materials below the freezing temperatures of phase change material.

The preferred temperature gradient thereby established from floor-to-ceiling is 3°C or less, most preferably less than 3°C. In an interior room, the phase change materials are preferably encapsulated and present in a thickness of from 3 to 10 mm in the ceiling and also in the floor material. It is most preferable when employing the present invention
in an interior room, that is, a room without windows or with minimal window exposure to the outside, that phase change materials be incorporated only into the ceiling and floor of the interior room.

Most preferably, the phase change materials are incorporated in a panel system in which the phase change materials are restricted within flexible containment envelopes, which, in turn, are overlaid with lattice. Metal lattice are preferred, with aluminum and aluminum alloys the preferred lattice material. The lattice defines a plurality of side-by-side spaced apart holes which can accommodate expected expansion of the phase change material within the containment envelopes. The containment envelopes are preferably 10 mm thick. The width of the cells defined by adjacent lattices is preferably approximately 12-14 mm. The cover is a rigid member which, when used for flooring applications, provides mechanical support for the people and the furnishings in the room. The cover can also serve as a fire retardant to prevent fire from spreading to the panels.

In alternative embodiments of flooring materials of the present invention, phase change materials may be incorporated into carpet backing, foam or other liners upon which a carpet in installed, or even in carpet fibers. In alternative embodiments of ceiling materials of the present invention, the phase change materials may be incorporated into ceiling tiles. Details of these embodiments are further discussed below.

To test the effectiveness of the present invention, a test protocol was developed utilizing two 2' x 2' x 2' boxes fabricated using acrylic panels. The 1/8" acrylic panels of the first "control" box were empty. The acrylic panels employed in the second box totaled the same thickness but were filled with phase change material.

The heat source for each of the control and PCM boxes was a 100 watt light bulb suspended centrally in each box. The light bulbs were controlled by separate thermostats placed in each box. Because the thermostats could not be precisely set at specific temperatures, the "on/off" temperatures may have varied slightly.
Probes were affixed in each box, with one taped probe facing the floor and one taped probe facing ceiling surface. An additional probe was mounted to the center of one of the vertical walls of the PCM box. All probes and thermostats were shielded from direct heat radiation.

To conduct the tests, the control and PCM boxes were placed in a climate control room having an ambient temperature of from 56.5°F to 59.0°F. The boxes were sealed to eliminate air flow. Each box was wrapped with two layers of air bubblepack insulation having an R value of 5.6 per layer. Each tests was run for a minimum of six hours. Data from a continuous two hour period which represented the most consistent data was selected as representative. Test results are summarized in Table I.

<table>
<thead>
<tr>
<th>TABLE I</th>
<th>CONTROL</th>
<th>PCM FLOOR &amp; CEILING</th>
<th>PCM FLOOR ONLY</th>
<th>PCM CEILING ONLY</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>range</td>
<td>Δ</td>
<td>range</td>
<td>Δ</td>
</tr>
<tr>
<td>FLOOR</td>
<td>67.1-</td>
<td>2.3</td>
<td>69.0-71.0</td>
<td>2.0</td>
</tr>
<tr>
<td></td>
<td>69.4</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CEILING</td>
<td>70.3-</td>
<td>3.4</td>
<td>71.0-72.9</td>
<td>1.9</td>
</tr>
<tr>
<td></td>
<td>73.7</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>WALL</td>
<td>--</td>
<td>--</td>
<td>69.0-71.0</td>
<td>2.0</td>
</tr>
<tr>
<td>FLOOR-CEILING RANGE</td>
<td>67.7-73.7</td>
<td>6.0</td>
<td>69.0-72.9</td>
<td>3.1</td>
</tr>
<tr>
<td>CYCLES PER HR</td>
<td>4</td>
<td>2.5</td>
<td>3.0</td>
<td>3.0</td>
</tr>
</tbody>
</table>

To reduce the floor-to-ceiling temperature gradient, it is now recognized that the preferred arrangement of temperature stabilizing phase change materials are vertical to the temperature gradient. At a minimum, the ceiling temperature differential should be minimized. Most preferably, the ceiling and floor temperature differentials should be minimized. A preferred thermoregulating effect is achieved when temperature stabilizing phase change materials would be on the surface of the floor and the ceiling of the room. Preferably the
complete surfaces of the floor and the ceiling are covered with the temperature stabilizing phase change materials in certain quantities. If only parts of the floor and ceiling are covered with the temperature stabilizing phase change material, the phase change material quantity has to be enhanced to obtain the same thermoregulating effect which is received under a complete covering.

It is noted that a reduction in the temperature gradient is also obtained if only the floor or the ceiling is covered with temperature stabilizing phase change material. That means that an arrangement of temperature stabilizing phase change material only in a floor covering or only in a ceiling covering is also appropriate. The arrangement of the preferred arrangement of the temperature stabilizing Phase Change Material is shown in Fig. 1.

The minimum temperature at the floor should be 19°C and the maximum temperature at the floor should be 25°C, with a preferred temperature of 22°C. Assuming the preferred floor temperature of 22°C and a preferred temperature gradient of not more than 3°C, the appropriate ceiling temperature should be 25°C. Preferably one or two phase change materials should be selected in which their phase changes takes place in a temperature range between 21°C and 26°C. Most preferably, the phase change material in the floor should be selected to release heat if the floor temperature drops under 22°C, and thus, its crystallization point should be about 22°C. The phase change material selected to absorb surplus heat on the top of the room has a preferred melting point or temperature of about 25°C. It will be understood by those skilled in the art to which the present invention pertains, that temperatures given here are not exact temperatures, but rather approximate temperatures. Especially in the case of phase change material mixtures, the melting and crystallization points or temperatures are likely to cover a range, rather than a single degree.
Phase change materials having phase changes in the preferred temperature ranges of the present invention include linear crystalline alkyl hydrocarbons (paraffins) listed in Table 2, and mixtures thereof.

**TABLE 2**

<table>
<thead>
<tr>
<th>PHASE CHANGE MATERIAL</th>
<th>Melting Point °C</th>
<th>Crystallization Point °C</th>
<th>Latent Heat of Absorption J/g</th>
<th>Latent Heat of Emission J/g</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hexadecane</td>
<td>21.1</td>
<td>12.2</td>
<td>235.2</td>
<td>236.6</td>
</tr>
<tr>
<td>Heptadecane</td>
<td>25.0</td>
<td>16.5</td>
<td>176.4</td>
<td>182.6</td>
</tr>
<tr>
<td>Octadecane</td>
<td>31.2</td>
<td>22.0</td>
<td>244.8</td>
<td>246.4</td>
</tr>
<tr>
<td>Nonadecane</td>
<td>34.4</td>
<td>26.4</td>
<td>177.6</td>
<td>182.6</td>
</tr>
</tbody>
</table>

In view of the temperature requirements discussed above, octadecane is a preferred phase change material for incorporation in or on a floor (these positions collectively referenced to herein as "adjacent" the floor or floor surface), due to octadecane’s crystallization point of 22.0°C. Heptadecane, with 25°C melting point, is a preferred phase change material for incorporation in or on a ceiling surface.

A blend of the four phase change materials listed in Table 2 is suitable for both floor and ceiling placement. Figs. 2 and 3 illustrate differential scanning calorimetry diagrams showing both heat absorption and emission of such a blend. This blend possesses a melting point of about 25°C and a crystallization point of about 22°C. Its latent heat capacity is about 150 J/g.

The four phase change materials listed in Table 2 are nontoxic, noncorrosive, nonhydroscopic, stable to thermocycling and show no supercooling effect. These properties makes them especially suitable for building applications. Problems associated with low resistance to ignition can be overcome by adding fire retardants such as halogenated hydrocarbons (chlorinated, brominated or fluorinated hydrocarbons). The flame retardant should be preferably incorporated into the phase change material in a quantity of approximately 10% of the total weight to provide a self-extinguished effect. It has been
determined that the incorporation of flame retardant additives do not cause a change in the melting and crystallization temperatures.

Other phase change materials such as polyethylene glycol, mixtures of different acids or salt hydrates seems also to be appropriate for an application in this building conditioning technique because of the temperature range where their phase change takes place and their latent heat capacity.

The application of the suggested phase change material where the latent heat absorption/emission during solid-liquid transitions is used to establish a thermoregulating effect makes its enclosure in containment structures necessary. Such containment structures are either microcapsules with diameters between 1 and 10 microns, or special constructed container systems.

Microencapsulated phase change material can, for example, be applied to the ceiling tiles in form of a coating. The thickness of this coating layer should be approximately 3 mm. A coated phase change material layer of 3 mm thickness causes a weight increase of the ceiling tile of 1 m² by about 2 kg.

For a floor application the microencapsulated phase change material can be filled into the air spaces of a three-dimensional lattice-like fabric or a foam material by a soaking process. The thickness of the three-dimensional fabric or the foam should be approximately 5 mm to include enough phase change material. The three-dimensional lattice fabric or the foam can then be either laminated to the back side of the carpet or can be used to create separate floor tiles. The floor tiles should have a fabric coverage on both sides to avoid a loss or damage of microencapsulated phase change material during the use. Another possibility for a floor application is to make the carpet from Acrylic fibers with incorporated microencapsulated phase change material or to coat the back side of the carpet with microencapsulated phase change material.
These applications are suitable to reduce the temperature gradient in small interior rooms especially of residential buildings. In larger rooms a higher quantity of temperature stabilizing phase change material may be necessary to get desired effects.

For this purpose container-like ceiling tiles should be used which include a larger quantity of temperature stabilizing phase change material. This container should be directly attached to the ceiling. The phase change material layer in the liquid stage should be about 10 mm thick. Such a container with a size of 0.5 m by 1 m would include a phase change material quantity of approximately 3.5 kg. The container bottom should be made of a material with a high thermal conductivity and a smooth surface to ensure a good heat transfer to the phase change layer so that the phase change material can properly absorb the surplus heat. A plan view of such a tile is shown in Fig. 4.

Otherwise, to enhance the quantity of the temperature stabilizing phase change material in the floor, container-like structures should be used which are located between the insulation layer and composition flooring, with a thickness of the composition flooring not exceeding 20 mm. A honeycomb-like structure is preferably used to contain the phase change material. The cells should have a size of approximately 10 mm x 10 mm x 10 mm.

Because phase change materials react on any temperature change in the environment by absorbing or emitting heat, overnight temperature changes can be used to recharge phase change materials. A floor application of a phase change material can also be beneficially employed in combination with a floor heating system. Peak energy demands over the daytime can then be shifted to off peak hours overnight by using the floor heating overnight to recharge the phase change material. The stored latent heat inside the phase change material can then be used to fulfill the heating requirements over the day. This technique should substantially reduce utility costs.
In buildings where large amounts of heat are generated over the day, for instance by machinery, equipment or solar radiant incidence from outside, it would be appropriate to use ceiling tiles containing phase change material in combination with a cooling system. The cooling system can be used to take out the heat absorbed by the phase change material to get it recharged. This can also be done in off peak hours overnight so that also in this case the energy demand for cooling purposes can be shifted to off peak hours which also leads to a substantial utility cost reduction.

Furthermore, using an air conditioning system in a building, the operation time and therefore the heating and cooling requirements can be substantially reduced. Estimations based on experimental data have shown that by covering floor and ceiling of a room (30m²) with a phase change layer of about 3 mm, which includes a phase change material quantity of about 70 kg, the use of the air conditioning system could be reduced by about 40% which is another important benefit of the thermoregulating effect created by the phase change material.

Presently preferred embodiments of the present invention and many of its improvements have been described with a degree of particularity. It should be understood that this description has been made by way of preferred examples, and that the invention is defined by the scope of the following claims.
What is claimed is:

1. A method of minimizing a floor-to-ceiling temperature gradient of a room containing a ceiling, a floor, walls, and at least one door and one window, comprising:
   incorporating a first phase change material adjacent the ceiling surface, said first phase change material having a melting temperature; and
   incorporating a second phase change material adjacent the floor surface, said second phase change material having a crystallization temperature,
wherein said melting temperature of said first phase change material is greater than said crystallization temperature of said second phase change material.

2. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein said melting temperature of said first phase change material is 25°C plus or minus 1°C and said crystallization temperature of said second phase change material is 22°C plus or minus 1°C.

3. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 2, wherein the walls are free of phase change materials.

4. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein the walls are free of phase change materials.

5. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein the step of incorporating a first phase change material further comprises the step of:
   installing ceiling tiles containing said first phase change material
6. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein the step of incorporating a first phase change material further comprises the step of:
   applying a paint containing said first phase change material to the ceiling.

7. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 2, wherein the step of incorporating a first phase change material further comprises the step of:
   installing ceiling tiles containing said first phase change material

8. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 2, wherein the step of incorporating a first phase change material further comprises the step of:
   applying a paint containing said first phase change material to the ceiling.

9. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein the step of incorporating a second phase change material further comprises the step of:
   installing floor tiles containing said second phase change material

10. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 1, wherein the step of incorporating a second phase change material further comprises the step of:
    laying a carpet containing said second phase change material on the floor.

11. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 2, wherein the step of incorporating a second phase change material further comprises the step of:
    installing floor tiles containing said second phase change material
12. The method of minimizing a floor-to-ceiling temperature gradient of a room according to claim 2, wherein the step of incorporating a second phase change material further comprises the step of:

laying a carpet containing said second phase change material on the floor.

13. A building room containing a ceiling, a floor, walls, at least one door, at least one window, further comprising:

a first phase change material having a melting temperature and fixedly positioned adjacent the surface of the ceiling; and

a second phase change material having a crystallization temperature and fixedly positioned adjacent the floor surface,

wherein said melting temperature of said first phase change material is higher than said crystallization temperature of said second phase change material, with said first and second phase change materials adapted to minimize a floor-to-ceiling temperature gradient established in the room.

14. The building room according to claim 13, wherein said melting temperature of said first phase change material is 25°C plus or minus 1°C and said crystallization temperature of said second phase change material is 22°C plus or minus 1°C.

15. The building room according to claim 13, wherein the walls are free of all phase change material.

16. The building room according to claim 14, wherein the walls are free of all phase change material

17. The building room according to claim 13, further comprising:

ceiling tiles containing said first phase change material.

18. The building room according to claim 14, further comprising:

ceiling tiles containing said first phase change material; and

floor tiles containing said second phase change material.
19. The building room according to claim 13, further comprising: floor tiles containing said second phase change material.

20. The building room according to claim 14, further comprising: a carpet containing said second phase change material.
HEAT ABSORPTION BY PHASE CHANGE MATERIAL IN CEILING COVERING

TEMPERATURE GRADIENT

HEAT EMISSION BY PHASE CHANGE MATERIAL IN FLOOR COVERING

Fig. 1

Fig. 4

Fig. 5
Fig. 3

HEAT TRANSITION OF THE PHASE CHANGE MATERIAL

TEMPERATURE (°C)

AREA = 1235.060 mJ
DELTA H = -152.476 J/g

PEAK = 22.17°C

X2 = 24.407°C
Y2 = 18.7199 mW

X1 = 15.00°C
Y1 = 17.7533 mW

HEAT FLOW ENDO UP (mW)
A. CLASSIFICATION OF SUBJECT MATTER

IPC(6) : E04B 1/74
US CL. : 52/1, 173.1, 309.1
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

U.S. : 52/1, 173.1, 309.1, 169.11, 173.3, 309.4

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

APS, IS&R
search terms: phase change material, building, carpet

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4,178,727 A (PRUSINSKI ET AL) 18 December 1979 (18/12/79), see entire document.</td>
<td>1-2, 5,7,9, 11, 13, 14, 17-20</td>
</tr>
<tr>
<td>A</td>
<td>US 4,259,401 A (CHAHROUDI ET AL) 31 March 1981 (31/03/81), see entire document.</td>
<td>6,8</td>
</tr>
<tr>
<td>A</td>
<td>US 4,498,459 A (KORIN ET AL) 12 February 1985 (12/02/85), see entire document.</td>
<td>1,5,7,9,11, 13,17-20</td>
</tr>
<tr>
<td>A</td>
<td>US 4,587,279 A (SAYLER ET AL) 06 May 1986 (06/05/86), see entire document.</td>
<td>1,13</td>
</tr>
<tr>
<td>A</td>
<td>US 4,747,240 A (VOISINET ET AL) 31 May 1988 (31/05/88), see entire document.</td>
<td>1,2,6,8</td>
</tr>
<tr>
<td>A</td>
<td>US 4,908,166 A (SAYLER) 13 May 1990 (13/05/98), see entire document.</td>
<td>1,2,10,12</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 22 JUNE 1998

Date of mailing of the international search report: 22 JUL 1998

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer: TIMOTHY KANG

Telephone No. (703) 308-2168

Form PCT/ISA/210 (second sheet) [July 1992]