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To all thom, it may concern: . 
i3e it, known that I, CARL GUSTAF SweB 

LIUS, a citizen of the United States, resid 
ing at New Haven, in the county of New 

5 Haven and State of Connecticut, have in 
vented a new and useful Improvement in 
Takedown Firearms, of which the following 
is a specification. . . . . . . . 

: ... This invention relates to firearms and 
10 more especially to that type of “take-down”. 

gun in which the barrel portion and stock 
portion may be separated for convenience in 
packing and transportation, such as is dis 

i? closed in the patent to Swebilius et al. 
15 1,110,837. A gun of this type comprises a 

bai'i'el portion, a stock portion, a separable 
receive comprising one part including a top 
plate and two depending side plates rigidly 

i connected with the barrel, and another part 
20 inchliding a tang arranged to be located with 

in the two side plates of the first-mentioned 
part, said tang being rigidly connected with 
the stock, a separable hinge for operatively 
connecting the two receiver parts at one end 

25 of the receiver, and a bolt for operatively 
connecting said parts at the other end of 
the receiver. This bolt is projected from 
the tang-carrying part of the receiver into 
a socket in the top of the main portion 

30 thereof by means of a suitable spring and 
is provided with a button for retracting it. 
When the bolt is seated in the socket it locks 
together the two parts. The continuous tak 
ing down and putting together of the gun 

35 sometimes results in a sufficient wearing of 
the head of the bolt to allow a slight play 
of the stock and barrel relatively to each 
other. 

It is the primary purpose or object of this 
40 invention to provide a simple and efficient 

means for overcoming such play when it 
developes without it being necessary to take 
the gun to pieces or to replace the bolt. 
This is accomplished by making the bolt in 

45 two parts and providing means, accessible 
from the exposed head of the bolt, for ad 
justing the bolt proper relative to the re 
maining portion or slide. 

{}ther objects of the invention will be ap 
50 parent as the description thereof proceeds. 

In the drawings, 
Fig. 1 is a side elevation of a gun con 

structed in accordance with my invention, 
part thereof being in Section; 

Fig. 2 is a perspective detail view; 
Fig. 3 is a section on the line 3-3 of Fig. 1. 
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The receiver of the gun, open at the bot 
tom and rear, is designated by the numeral 
1 and the stock by 2. Rigidly carried by the 
stock is the tang 3 having at its forward end 
a hook 4 which is adapted to engage with 
the pin 5 extending between the side walls 
of the receiver at its forward end. The tang 
is of Such a width throughout its length that 
it fits between the walls of the receiver and 
forms the bottom thereof. At the rear end 
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of the tang is an inclined abutment, or rein 
force 6, suitably designed to engage the rear 
end of the receiver when the parts are as 
Sembled. From the upper end of the abut 
ment 6 there extends rearwardly a member 
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7. In a Suitable recess 8 in this member , 
there is reciprocatively mounted a bolt 9, 
having a head adapted to seat in a coacting 
Socket 10 in the rear upper end of the re ceiver. 
The rear end of the bolt is forked and be 

tween the arms 11 thereof is slidably mount 
ed a rod 12 in which is the transverse groove 
13. Between the rear end of the recess 8 
and a suitable abutment on the rod 12 is a 
Spring 14 tending to force the rod 12 for 
ward. Carried in the forward end of the 
bolt and extending between the arms 11 is 
the rotatable member 15, the inner end of 
which is screw-threaded and engages a cor 
respondingly threaded socket in the forward 
end of the rod 12. This member is held 
against motion longitudinally of the bolt in 
any suitable manner. 
Near its rear end the recess 8 is extended 
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to form a vertical slot. The lever 16 is piv 
otally mounted in the bottom portion of this 
slot and extends through the groove 13 in 
the rod 12 up into the upper portion of the 
slot. A slide 17 having depending lugs 18 
extending into the upper portion of the slot 
is proviied. Extending between the lugs 
18 is a pin 19 to fit into the slot 20 in the up 
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per part of the lever 16. The slide is held 
in place by a pin 21 passing through the slot 
22 therein. 

In order that the position of the slide for 
the safety lock need not be changed, a slot 
23 may be cut therethrough to allow the pas 
sage of the member 15. 
The upper face of the bolt is tapered 
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2 
slightly so that when the hook 4 is engaged. 
with the pin 5 the two parts can be Snapped 
together without manual operation of the 

It is essential that the head of the 
bolt project far enough to enter into the 
boit. 

socket a sufficient depth to hold the parts 
firmly in place but not to project so far but 
that it, will be automatically retracted by ro 
tation of the two portions of the gun when 
being assembled, it happens, however, that 
this condition cannot be indefinitely main 
tained because of the wear on the head of 
the bolt after a considerable usage. This 
wearing will allow the parts of the receiver 
to nove relative to each other and destroy 
the desired rigidity of the parts. The above 
described arrangement remedies this condi 
tion. When the parts begin to get loose the 
screw 15 is turned sufficiently to allow the 
head of the bolt to protrude slightly further 
or until the desired rigidity is again at 
tained. . . . . . . . . . . . . . . . . . . . . . 
What I claim is : . . . . . . . . . . . . . 
1. in a take-down firearm, a barrel, a 

stock, a receiver comprising two portions, a 
Separable hinge for connecting the two re 
ceiver portions at One end, a boit for opera 
tively connecting said portions at the other 
end, Imeans for operating the bolt, and 
means for varying the position of the bolt 
relative to said last-named means. . . . 

2. in a take-down firearm, a barrel, a 
stock, a receiver comprising two portions, a 
separable hinge for connecting the two re 
ceiver portions at one end, a bolt for opera 
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tively connecting said portions at the other 
end, a slide, and means connecting the slide 
and bolt whereby the position of the bolt 
relative to the slide may be varied. 

3. In a take-down firearm, a barrel, a 
stock, a receiver comprising two portions, a 
separable hinge for connecting the two re 
ceiver portions at one end, a bolt for opera 
tively connecting said portions at the other 
end, a slide having a threaded socket therein, 
and a screw carried by said bolt to engage in 
said threaded socket. 

4. In a take-down firearm, a barrel, a 
stock, a receiver comprising two portions, a 
separable hinge for connecting the two re 
ceiver portions at one end, a bolt for opera 
tively connecting said portions at the other 
end, a slide, means connecting the slide and 
bolt whereby the position of the bolt rela 
tive to the slide may be varied, and means for normally maintaining said slide in one 
position. 

5. In a take-down firearm, a barrel, a 
stock, a receiver comprising two portions, a 
separable hinge for connecting the two re 
ceiver portions at one end, a bolt for opera 
tively connecting said portions at the other 
ead, a slide, means connecting the slide and 
bolt whereby the position of the bolt rela 
tive to the slide may be varied, means for 
normally maintaining said slide in one posi 
tion, and means for moving said slide from 
its normal position. 

CARL GUSTAF SWEBILIUS. 
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