Abstract: An abrasive sheet having improved properties which enable precise polishing and finishing is prepared by (1) coating an abrasive material-containing slurry on a concave face of an embossed first substrate and then UV-curing or pre-drying with heat the coating layer to form an abrasive material coating layer on the embossed first substrate; (2) coating an adhesive on one side of a second substrate to form an adhesive layer thereon; (3) combining the first and second substrates such that the abrasive material coating layer is bonded to the adhesive layer to form a laminate; and (4) separating the first substrate from the laminate formed in step (3), to obtain an abrasive sheet having an embossed abrasive material coating layer.
without international search report and to be republished upon receipt of that report (Rule 48.2(g))
METHOD FOR PREPARING AN ABRASIVE SHEET
USEVGAN EMBOSSED SUBSTRATE

FIELD OF THE INVENTION

The present invention relates to a method for preparing an abrasive sheet having properties suitable for precise polishing and finishing using an embossed substrate.

BACKGROUND OF THE INVENTION

A conventional abrasive sheet is generally prepared by coating a first adhesive (a make-coat adhesive) on one side of a substrate such as a cloth, paper, and film; electrostatic-coating an abrasive material thereon, followed by pre-curing; coating a second adhesive (a size-coat adhesive) thereon, followed by pre-curing; winding the resulting laminate; and subjecting the jumbo roll-type product to final curing. A cross-sectional view of a conventional abrasive sheet thus prepared is shown in FIG. 1.

However, the use in such a process of an abrasive material having a particle size of #2000 or less (10 \( \mu \text{m} \) or less) is difficult due to its inconsistent behavior during the electrostatic- or gravity-coating, especially under a high humid condition.

In addition, an abrasive sheet comprising a micro-sized and fine abrasive material tends to generate frequent scratches on the work piece during a polishing operation and also forms a water membrane thereon when applied to wet polishing, which causes insufficient polishing. Therefore, an embossed abrasive sheet is preferred: An embossed-type abrasive sheet comprising a micro-sized abrasive material does not suffer from the above-mentioned problems due to the presence of grooves. Generally, the embossing of a particular dimension enhances the grinding speed and surface roughness (\( R_a \) and \( R_{m3x} \) values) of the work piece, and therefore, it is important to control the size and shape of the embossing pattern.
SUMMARY OF THE INVENTION

Accordingly, it is an object of the present invention to provide a simple and economic method for preparing an abrasive sheet having improved properties which enable precise polishing and finishing without causing the generation of scratches.

In accordance with one aspect of the present invention, there is provided a method for preparing an abrasive sheet which comprises:

(1) coating an abrasive material-containing slurry on a concave face of an embossed first substrate and then UV-curing or pre-drying with heat the coating layer to form an abrasive material coating layer on the embossed first substrate;

(2) coating an adhesive on one side of a second substrate to form an adhesive layer thereon;

(3) combining the first and second substrates such that the abrasive material coating layer formed in step (1) is bonded to the adhesive layer formed in step (2) to form a laminate; and

(4) separating the first substrate from the laminate formed in step (3), to obtain an abrasive sheet having an embossed abrasive material coating layer, said abrasive sheet being optionally cured thereafter.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other objects and features of the present invention will become apparent from the following description of the invention, when taken in conjunction with the accompanying drawings, which respectively show:

FIG. 1: a cross-sectional view of a conventional abrasive sheet;

FIG. 2: a schematic diagram showing a series of processes to prepare the abrasive sheet in accordance with the present invention; and

FIGs. 3 and 4: schematic diagrams showing a process to combine first and second substrates, and a process to separate the first substrate from the
laminate formed therein, respectively, in accordance with the inventive method.

<Description on drawing symbols>
(D : resin layer for release
(2): low-density polyethylene (LDPE) resin layer
(D: paper or film
(4): abrasive material-containing slurry
(5): adhesive layer
© : second substrate (porous sponge)

DETAILED DESCRIPTION OF THE INVENTION

The abrasive sheet according to the present invention is prepared by a series of a process comprising: (1) coating an abrasive material-containing slurry on a concave face of an embossed first substrate and then UV-curing or pre-drying with heat the coating layer to form an abrasive material coating layer on the embossed first substrate; (2) coating an adhesive on one side of a second substrate to form an adhesive layer thereon; (3) combining the first and second substrates such that the abrasive material coating layer formed in step (1) is bonded to the adhesive layer formed in step (2) to form a laminate thereof; and (4) separating the first substrate from the laminate formed in step (3), to obtain an abrasive sheet having an embossed abrasive material coating layer, said abrasive sheet being optionally cured thereafter. Such an inventive process to prepare an abrasive sheet is shown in FIG. 2.

The embossed first substrate employed in the present invention may be obtained by coating a resin for release on the concave face of a paper, a polyethylene terephthalate film, a polypropylene film, or a polyethylene film which has at least one embossing shape. The embossing shape may be the form of a cone, a triangular pyramid, a quadrangular pyramid, a hemi-cone, a dome, a serge, or a combination thereof, and have a dimension of an inner diameter and a height of 50-1,000 µm and 100-500 µm, respectively. The form and dimension of the embossing shape may depend on the particle size
of an abrasive material used. The resin for release may be any one of conventional ones and be used in a conventional coating amount. Prior to formation of the resin layer for release, for the purpose of more convenient separation of the first substrate, a low-density polyethylene (LDPE) resin layer may be formed on the embossed paper or film.

The abrasive material-containing slurry employed in the present invention is a conventional abrasive material slurry which comprises an abrasive material and an adhesive as essential components, and may have a viscosity at room temperature (25±2°C) of 500 to 10,000 cps and, if necessary, a cross-linking agent may be used together with the adhesive. Suitable for the adhesive present in the abrasive material-containing slurry is a phenol resin, a urea melamine resin, a urethane resin, an epoxy resin, a polyester acrylate resin, a latex, a water-soluble protein-based adhesive, or a mixture thereof.

The amount of the abrasive material-containing slurry used in step (1) in coating the concave face of the embossed first substrate may be in the range of 25 to 130 g/m². The pre-drying of the coating layer may be conducted by heat-treating at 100 to 120°C for 1 to 5 mins.

The second substrate employed in the present invention may be a cloth, paper, a film, a porous sponge, a loop fabric, a non-woven fabric, an aluminum foil, or a combination thereof. Suitable for the adhesive coated on the second substrate is a polyurethane resin, an epoxy resin, or a synthetic rubber such as an acrylonitrile-butadiene-rubber (NBR) latex, a styrene-butadiene-rubber (SBR) latex, a chloroprene-rubber (CR) latex, neoprene and self-cross-linking PSA (pressure sensitive adhesive) acryl rubber. The adhesive may have a viscosity at room temperature (25±2°C) of 500 to 10,000 cps and, if necessary, a cross-linking agent may be used together with the adhesive.
The amount of the adhesive used in coating one side of the second substrate may be in the range of 20 to 60 g/m².

The first and second substrates are allowed to be combined such that the abrasive material coating layer is bonded to the adhesive layer, forming a laminate. If necessary, the combination of the first and second substrates may be conducted by passing them through at least one compression roller while allowing the abrasive material coating and adhesive layers to face to each other. The pressure of the compression roller may be in the range of 1.0 to 3.0 kgf/cm². The laminate which comes out of the compression roller is wound and kept at room temperature (25±2°C) for a period of 1 to 5 days. The first substrate is separated from the laminate to obtain an abrasive sheet having an embossed abrasive material coating layer. The abrasive sheet is wound and finally cured by heat-treatment at 110 to 130°C for 60 to 180 mins or by UV-treatment. If the adhesive present in the abrasive material-containing slurry is a single UV-curable resin, the above-mentioned final curing is not necessary. A combination process of the first and second substrates, and a separation process of the first substrate from the laminate according to the inventive method are shown in FIGs. 3 and 4, respectively.

In accordance with the present invention, an abrasive sheet of a laminated form which comprises a second substrate, an adhesive layer and an embossed abrasive material coating layer having various three-dimensional structures may be prepared by the above method. The inventive abrasive sheet, in particular, one comprising extra-micro abrasive material particles having a size of 20 μm or less, provides an improved cutting performance without causing the generation of scratches, and, therefore, it can be advantageously employed in precise polishing and finishing.

The following Examples and Comparative Examples are given for the purpose of illustration only, and are not intended to limit the scope of the invention.
Example 1

9.92% by weight of styrene-butadiene-rubber (SBR) latex KSL 103 (48%, Kumhosukwha), 20.11% by weight of Resole phenol resin HP-60 (71%, Taeyang Chemical Co., Ltd.), 0.47% by weight of yellow dye GOZ 01 (43%, Woosung Chemicals), 20.65% by weight of water, 0.29% by weight of dispersant Solvaron D-80 (70%, Osung Chemicals), 0.68% by weight of Attage-50 (100%, Engelhard), and 47.87% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of 1,200 to 1,300 cps. The abrasive material-containing slurry thus prepared was knife-coated on the concave face of embossed release paper HL Tango AWI 18 (Arjowiggins casting paper limited) in an amount of 26 g/m², which was pre-dried at 100 to 120°C for 2 mins, to obtain a release paper (a first substrate) having an abrasive material coating layer.

On the other hand, 100 parts by weight of polyurethane MG 404 (58%, Mirae Materials) and 23.0 parts by weight of cross-linking agent MG 35B (78%, Mirae Materials) were mixed to prepare an adhesive having a viscosity (at 25°C) of 2,000 cps, which was coated on one side of a 3mm-thick porous sponge in an amount of 105 g/m², to obtain a sponge (a second substrate) having an adhesive layer.

Then, the first and second substrates were put through two compression rollers under a pressure of 1.5 kgf/cm² in such a manner that the abrasive material coating layer was bonded to the adhesive layer, forming a laminate thereof. The laminate was wound and kept at room temperature (25±2°C) for 2 days (see FIG. 3). The first substrate was then separated from the resulting laminate (see FIG 4), which was wound and heat-cured at 120°C for 60 mins, to obtain an abrasive sheet.

Example 2

11.67% by weight of SBR latex KSL 103 (48%, Kumhosukwha), 4.0% by weight of epoxy resin LER 850 (100%, Hexion), 3.43% by weight
of curing agent LA6022 (100%, Hexion), 1.12% by weight of yellow dye GOZ 01 (43%, Woosung Chemicals), 12.11% by weight of Solvent PM (Dowanol), 0.24% by weight of surfactant Q2-5211 (100%, ICI Chemicals), 0.32% by weight of coupling agent B 515.1 (50%, BYK), 0.80% by weight of Attagel-50 (100%, Engelhard), and 66.32% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of 1,500 to 1,700 cps. Hereinafter, the procedure of Example 1 was repeated except that the abrasive material-containing slurry was knife-coated in an amount of 25 g/m², to obtain an abrasive sheet.

Example 3

13.18% by weight of urea melamine resin UM-80 (71%, Shinjin Chemicals), 11.38% by weight of SBR latex KSL 103 (48%, Kumhosukwha), 1.09% by weight of yellow dye GOZ 01 (43%, Woosung Chemicals), 11.54% by weight of water, 0.33% by weight of dispersant Solvaron D-80 (70%, Osung Chemicals), 0.78% by weight of Attagel-50 (100%, Engelhard), 61.14% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher), and 0.56% by weight of curing agent NH₄Cl (98%, commercially available one) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of 1,200 to 1,300 cps. Hereinafter, the procedure of Example 1 was repeated except that the abrasive material-containing slurry was knife-coated in an amount of 29 g/m², to obtain an abrasive sheet.

Example 4

9.00% by weight of polyester acrylate EB-830 (100%, SK Saitek), 4.50% by weight of reactive diluent trimethylolpropane triacrylate (TMPTA) (100%, Ciba-Geigy AG), 0.20% by weight of photoinitiator Darocure-1173 (Ciba-Geigy AG), 0.21% by weight of photoinitiator Chivacure-TPO (Ciba-Geigy AG), 10.00% by weight of Solvent PM (Dowanol), 0.27% by weight
of surfactant Q2-5211 (100%, ICI Chemicals), 0.90% by weight of Attagel-50 (100%, Engelhard), and 74.93% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of 1,400 to 1,500 cps. Hereinafter, the procedure of Example 1 was repeated except that the abrasive material-containing slurry was knife-coated in an amount of 27 g/m², which was completely cured while passing through a UV drier, and that no further curing was conducted, to obtain an abrasive sheet.

Example 5

18.46% by weight of polyurethane MG-600A (65%, Mirae Materials), 4.50% by weight of cross-linking agent CA-123 (40%, Mirae Materials), 10.84% by weight of Solvent PM (Dowanol), 0.24% by weight of surfactant Q2-5211 (100%, ICI Chemicals), 0.80% by weight of Attagel-50 (100%, Engelhard), and 65.16% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of 1,500 to 1,600 cps. Hereinafter, the procedure of Example 1 was repeated except that the abrasive material-containing slurry was knife-coated in an amount of 26 g/m², to obtain an abrasive sheet.

Example 6

2.34% by weight of urea melamine resin UM-80 (71%, Shinjin Chemicals), 20.80% by weight of purified animal hide glue CFT (45%, Sun Abrasives Corporation), 1.09% by weight of yellow dye GOZ 01 (43%, Woosung Chemicals), 9.84% by weight of water, 0.33% by weight of dispersant Solvaron D-80 (70%, Osung Chemicals), 0.78% by weight of Attagel-50 (100%, Engelhard), 64.68% by weight of white particulate Al₂O₃ #2,000 (100%, Treibacher), and 0.14% by weight of curing agent NH₄Cl (98%, commercially available one) were blended with a mixer for 3 hrs, to obtain an abrasive material-containing slurry having a viscosity (at 25°C) of
1,300 to 1,400 cps. Hereinafter, the procedure of Example 1 was repeated except that the abrasive material-containing slurry was knife-coated in an amount of 29 g/m², to obtain an abrasive sheet.

Comparative Example 1

Film substrate L312T #2,000 commercially available from Sun Abrasives Corporation was used.

Physical Property Test

The physical properties of the respective abrasive sheets obtained in Examples 1 to 6 and Comparative Example 1 were measured to determine a cutting performance, a work piece surface roughness, the number of use, and an end point. The results are shown in Table 1.

(i) Cutting performance : The time required for removing using a wet polishing method a black oil paint layer (width X length : 10mm X 200mm) applied on the transparent paint surface ground with conventional abrasive sheet L312T #1,500 (abrasion apparatus: Vibrator disc sander (Wacle, WA51330, pad-type 3" Velcro disc)).

(ii) Surface roughness : Rₐ and Rₘₐₓ values measured using a surface roughness tester for the work piece for the assessment of the cutting performance.

(iii) Number of use : The number of the case to achieve complete removal of a black oil paint on the assessment of the cutting performance.

(iv) End point : The phenomenon observed by naked eye when the abrasive sheet was worn out.
As can be seen from Table 1, the inventive abrasive sheets of Examples 1 to 6 exhibit improved properties in terms of cutting performance and surface roughness, as compared with the conventional abrasive sheet of Comparative Example 1.

As described above, the inventive abrasive sheet shows an improved cutting performance without causing the generation of scratches, and, therefore, it can be advantageously employed in precise polishing and finishing.

While the invention has been described with respect to the above specific embodiments, it should be recognized that various modifications and changes may be made to the invention by those skilled in the art which also fall within the scope of the invention as defined by the appended claims.

### Table 1

<table>
<thead>
<tr>
<th></th>
<th>Ex.1</th>
<th>Ex.2</th>
<th>Ex.3</th>
<th>Ex.4</th>
<th>Ex.5</th>
<th>Ex.6</th>
<th>Comp. Ex.1</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cutting performance (sec)</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 40 2&lt;sup&gt;nd&lt;/sup&gt;: 47 3&lt;sup&gt;rd&lt;/sup&gt;: 57 4&lt;sup&gt;th&lt;/sup&gt;: 57 5&lt;sup&gt;th&lt;/sup&gt;: 78</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 50 2&lt;sup&gt;nd&lt;/sup&gt;: 65 3&lt;sup&gt;rd&lt;/sup&gt;: 70 4&lt;sup&gt;th&lt;/sup&gt;: 82</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 60 2&lt;sup&gt;nd&lt;/sup&gt;: 62 3&lt;sup&gt;rd&lt;/sup&gt;: 73 4&lt;sup&gt;th&lt;/sup&gt;: 85</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 45 2&lt;sup&gt;nd&lt;/sup&gt;: 45 3&lt;sup&gt;rd&lt;/sup&gt;: 56 4&lt;sup&gt;th&lt;/sup&gt;: 80</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 65 2&lt;sup&gt;nd&lt;/sup&gt;: 78 3&lt;sup&gt;rd&lt;/sup&gt;: 83</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 60 2&lt;sup&gt;nd&lt;/sup&gt;: 73 3&lt;sup&gt;rd&lt;/sup&gt;: 86</td>
<td>1&lt;sup&gt;st&lt;/sup&gt;: 40 2&lt;sup&gt;nd&lt;/sup&gt;: 85</td>
</tr>
<tr>
<td>Surface roughness ( R_s ) value</td>
<td>0.10 ( \mu m )</td>
<td>0.12 ( \mu m )</td>
<td>0.07 ( \mu m )</td>
<td>0.11 ( \mu m )</td>
<td>0.06 ( \mu m )</td>
<td>0.07 ( \mu m )</td>
<td>0.15 ( \mu m )</td>
</tr>
<tr>
<td>Surface roughness ( R_{max} ) value</td>
<td>0.85 ( \mu m )</td>
<td>0.95 ( \mu m )</td>
<td>0.60 ( \mu m )</td>
<td>0.90 ( \mu m )</td>
<td>0.60 ( \mu m )</td>
<td>0.55 ( \mu m )</td>
<td>1.03 ( \mu m )</td>
</tr>
<tr>
<td>Number of use (times)</td>
<td>5</td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>3</td>
<td>3</td>
<td>2</td>
</tr>
<tr>
<td>End point</td>
<td>Abrasive material drop out</td>
<td>Slipped</td>
<td>Abrasive material drop out</td>
<td>Abrasive material drop out</td>
<td>Slipped</td>
<td>Abrasive material drop out</td>
<td>Insufficient polishing by formation of water membrane</td>
</tr>
</tbody>
</table>
WHAT IS CLAIMED IS:

1. A method for preparing an abrasive sheet which comprises:
   (1) coating an abrasive material-containing slurry on a concave face of an embossed first substrate and then UV-curing or pre-drying with heat the coating layer to form an abrasive material coating layer on the embossed first substrate;
   (2) coating an adhesive on one side of a second substrate to form an adhesive layer thereon;
   (3) combining the first and second substrates such that the abrasive material coating layer formed in step (1) is bonded to the adhesive layer formed in step (2) to form a laminate; and
   (4) separating the first substrate from the laminate formed in step (3), to obtain an abrasive sheet having an embossed abrasive material coating layer, said abrasive sheet being optionally cured thereafter.

2. The method of claim 1, wherein the first substrate used in step (1) is obtained by coating a resin for release on the concave face of a paper, a polyethylene terephthalate film, a polypropylene film, or a polyethylene film which has at least one embossing shape.

3. The method of claim 2, wherein the embossing shape is the form of a cone, a triangular pyramid, a quadrangular pyramid, a hemi-cone, a dome, a serge, or a combination thereof, and has a dimension of an inner diameter and a height of 50-1,000 \( \mu m \) and 100-500 \( \mu m \), respectively.

4. The method of claim 1, wherein the abrasive material-containing slurry used in step (1) has a viscosity at room temperature (25±2°C) of 500 to 10,000 cps and a solid content of 40 to 85% by weight.

5. The method of claim 1, wherein the abrasive material-containing slurry used in step (1) comprise an adhesive selected from the group consisting of a phenol resin, a urea melamine resin, a urethane resin, an epoxy resin, a
polyester acrylate resin, a latex, a water-soluble protein-based adhesive, and a mixture thereof.

6. The method of claim 1, wherein the amount of the abrasive material-containing slurry used in step (1) in coating the concave face of the first substrate is in the range of 25 to 130 g/m².

7. The method of claim 1, wherein the pre-drying in step (1) is conducted by heat-treating the coating layer at 100 to 120 °C for 1 to 5 mins.

8. The method of claim 1, wherein the second substrate used in step (2) is a cloth, paper, a film, a sponge, a loop fabric, a non-woven fabric, an aluminum foil, or a combination thereof.

9. The method of claim 1, wherein the adhesive used in step (2) is selected from the group consisting of a polyurethane resin, an epoxy resin, an acrylonitrile-butadiene-rubber (NBR) latex, a styrene-butadiene-rubber (SBR) latex, a chloroprene-rubber (CR) latex, neoprene, a self-cross-linking PSA (pressure sensitive adhesive) acryl rubber and a mixture thereof.

10. The method of claim 9, wherein the adhesive has a viscosity at room temperature (25±2 °C) of 500 to 10,000 cps.

11. The method of claim 1, wherein the amount of the adhesive used in coating one side of the second substrate is in the range of 20 to 60 g/m².

12. The method of claim 1, wherein the curing of the product obtained in step (4) is conducted by heat-treating at 110 to 130 °C for 60 to 180 mins or by UV-treating.

13. The abrasive sheet of a laminated form prepared by the method of claim 1.
FIG. 1

second adhesive
abrasive material
first adhesive
substrate

FIG. 2
FIG. 3

- doctor knife
- combining adhesive
- abrasive material-containing slurry
- knife coating
- drying furnace
- embossed first substrate
- second substrate
- combined product

FIG. 4

- abrasive sheet having embossed abrasive layer
- embossed first substrate
- combined product