HEADWAY CONTROL SYSTEM

Inventors: Yuichi Kuramochi, Hitachinaka (JP); Toshio Manaka, Hitachinaka (JP); Hidefumi Adachi, Mito (JP)

Correspondence Address:
CROWELL & MORGAN LLP
INTELLECTUAL PROPERTY GROUP
P.O. BOX 14300
WASHINGTON, DC 20044-4300 (US)

Assignee: HITACHI LTD., Tokyo (JP)

Appl. No.: 11/066,982

Filed: Feb. 28, 2005

Abstract

To provide a headway control system, in which a congestion following processing can be started by the same operation as in ordinary driving.

An arrangement is provided that lets a following control unit to start a control to follow a preceding vehicle on condition that a characteristic value, which is produced in a host vehicle when a driver starts moving the host vehicle, is detected in congested traffic. Acceleration or a vehicle speed may be used as the characteristic value. Another possible arrangement is to start the following control on condition that a variation in an engine of the host vehicle, which is generated in the host vehicle when the driver operates to start moving the host vehicle, is detected in congested traffic. For example, the following control may be started under condition that at least one of the following is detected: an increase in an engine speed, an increase in an intake pressure, an increase in an injection pulse width, an increase in an engine oil pressure, and an increase in the number of ignition pulses.
FIG.3

START

31 IS ACC OPERATION FLAG ON?

32 VEHICLE SPEED = 0 IS CONGESTION FOLLOWING FLAG ON?

33 CONGESTION FOLLOWING FLAG ON

34 DETECT HEADWAY DISTANCE L

35 IS CONGESTION FOLLOWING FLAG ON?

36 IS ACCELERATION FROM-STANDSTILL SIGNAL ON?

37 SPEED CONTROL

38 L < SET MIN HEADWAY DISTANCE L_{min} \\
   L > SET MAX HEADWAY DISTANCE L_{max}

39 CONGESTION FOLLOWING FLAG OFF

END
START

31 IS ACC OPERATION FLAG ON?

32 VEHICLE SPEED = 0

33 CONGESTION FOLLOWING FLAG ON?

35 CONGESTION FOLLOWING FLAG ON?

36 IS INTAKE AIR PRESSURE SIGNAL ON?

34 DETECT HEADWAY DISTANCE L

37 SPEED CONTROL

38 L < SET MIN HEADWAY DISTANCE L_{min}

39 CONGESTION FOLLOWING FLAG OFF

END
FIG. 9

START

Qn = INTAKE AIR AMOUNT

Tn = K(Qn/Ne)

1/N \sum Tn > T

YES

STARTING FLAG ON

NO

STARTING FLAG OFF

END
START

NO

31 IS ACC OPERATION FLAG ON?

YES

32 VEHICLE SPEED = 0

NO

33 CONGESTION FOLLOWING FLAG ON

YES

35 CONGESTION FOLLOWING FLAG ON

NO

DETERMINE STARTING BASED ON INJECTION PULSE WIDTH

START DECISION: YES

34 DETECT HEADWAY DISTANCE L

37 SPEED CONTROL

38 L < SET MIN HEADWAY DISTANCE L_{min}

NO

L > SET MAX HEADWAY DISTANCE L_{max}

YES CONGESTION FOLLOWING FLAG OFF

END
FIG. 11

OIL PRESSURE SENSOR

HEADWAY DISTANCE SENSOR

FOLLOWING CONTROL UNIT

THROTTLE

BRAKE

FIG. 12

OIL PRESSURE SENSOR

HEADWAY DISTANCE SENSOR

HEADWAY CONTROL ECU

FOLLOWING CONTROL UNIT

ENGINE ECU

THROTTLE MODULE

BRAKE ACTUATOR

CALIPER

ENGINE CONTROL UNIT

THROTTLE ACTUATOR

THROTTLE VALVE
FIG. 13

START

IS ACC OPERATION FLAG ON?

NO

VEHICLE SPEED = 0 IS CONGESTION FOLLOWING FLAG ON?

YES

CONGESTION FOLLOWING FLAG ON

NO

IS CONGESTION FOLLOWING FLAG ON?

YES

END

DETECT HEADWAY DISTANCE L

SPEED CONTROL

L < SET MIN HEADWAY DISTANCE Lmin

L > SET MAX HEADWAY DISTANCE Lmax

YES

CONGESTION FOLLOWING FLAG OFF

NO
FIG. 19

START

31 IS ACC OPERATION FLAG ON?

YES

32 VEHICLE SPEED = 0

NO

33 CONGESTION FOLLOWING FLAG ON

NO

35 IS CONGESTION FOLLOWING FLAG ON?

YES

33 CONGESTION FOLLOWING FLAG ON

NO

206 DETERMINE STARTING BASED ON ENGINE SPEED INCREASE

START DECISION: YES

34 DETECT HEADWAY DISTANCE L

37 SPEED CONTROL

38 L < SET MIN HEADWAY DISTANCE L_{min}

NO

L > SET MAX HEADWAY DISTANCE L_{max}

YES

39 CONGESTION FOLLOWING FLAG OFF

END
FIG. 22

START

IS ACC OPERATION FLAG ON?

NO

VEHICLE SPEED = 0

YES

CONGESTION FOLLOWING FLAG ON

DETECT HEADWAY DISTANCE AND RELATIVE SPEED

NO

HAS PRECEDING VEHICLE STARTED?

YES

CONGESTION FOLLOWING FLAG OFF

NO

D RANGE?

START DECISION: YES

DETECT HEADWAY DISTANCE L

START AND SPEED CONTROL

L < SET MIN HEADWAY DISTANCE L_{min}

NO

L > SET MAX HEADWAY DISTANCE L_{max}

YES

END
FIG. 25

START

IS ACC OPERATION FLAG ON? 31

NO

VEHICLE SPEED = 0 32

YES

NO

CONGESTION FOLLOWING FLAG ON 33

DETECT HEADWAY DISTANCE AND RELATIVE SPEED 244

HAS PRECEDING VEHICLE STARTED? 245

NO

START DECISION: YES

D RANGE? 246

YES

NO

IS BRAKE PEDAL RELEASED? 276

YES

DETECT HEADWAY DISTANCE L 34

START AND SPEED CONTROL 37

L < SET MIN HEADWAY DISTANCE \( L_{\text{min}} \)

L > SET MAX HEADWAY DISTANCE \( L_{\text{max}} \)

NO

YES

CONGESTION FOLLOWING FLAG OFF 39

END
HEADWAY CONTROL SYSTEM

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application is a continuation of Ser. No. 10/254,523, filed on Sep. 26, 2002.

BACKGROUND OF THE INVENTION

[0002] The present invention relates to a headway control system and, more particularly, to a headway control system provided with a traffic congestion following processing function.

[0003] A traffic congestion following device that allows a host vehicle to follow a preceding vehicle in heavy traffic is known. A common traffic congestion following device is provided with a function that detects a headway distance and a function that controls the host vehicle so as to move it forward or bring it to a stop. It performs a following processing to adjust the headway distance to an appropriate value. Two types of following processing are known. One is a fully automatic system, in which the host vehicle starts moving automatically as soon as the preceding vehicle moves forward. The other is a semi-automatic system that does not immediately perform the following processing even when the preceding vehicle moves forward, requiring intervention by a driver through switch operation as a trigger.

[0004] Japanese Utility Model Laid-open No. 3-68126 discloses a manually operated switch that is operated by the driver to perform the following processing in the semi-automatic system. Japanese Patent Laid-open No. 2000-118261 discloses an approach, in which an accelerator pedal is used as the switch to facilitate operation of the driver.

[0005] The manually operated switch, however, means that it necessary to provide a new switch. Moreover, it requires that the driver perform an operation in addition to driving the vehicle, which bothers the driver.

[0006] With the prior art, in which the accelerator pedal is used as the switch, it is difficult to set how much the accelerator pedal is to be depressed to determine that the switch is actuated. That is, it is difficult to establish a relationship between an accelerator pedal stroke and ON/OFF position of the switch.

[0007] In ordinary operations of vehicles, the accelerator pedal is used as a means of increasing the vehicle speed. The more the driver depresses the accelerator pedal, the higher the engine speed and thus the vehicle speed. Using the accelerator pedal as the switch gives the pedal a new function that is different from driving. Suppose that there is a preceding vehicle running immediately in front of the host vehicle in heavy traffic. Even while the following processing device is being activated, the driver is likely to feel hesitant about depressing the accelerator pedal hard when he or she is afraid that doing that could jump the host vehicle forward. It is thus difficult to set a large pedal stroke to cause the device to determine that the switch is turned ON. Another point to note about the following processing device is that the accelerator pedal is moved to move the vehicle forward as controlled through the device. This presents a new problem to the configuration using the accelerator pedal as the operation switch. That is, especially when the accelerator pedal is mechanically connected to a throttle valve, it is necessary to set a pedal stroke that causes the device to determine that the switch is turned ON larger than the pedal stroke that occurs under the control of the following processing device. It is necessary that the pedal stroke causing the device to determine that the switch is turned ON be set adequately large. To dissuade the driver (user) from being hesitant about depressing the accelerator pedal in such cases, it would be necessary to offer a new means or the like that would let the driver (user) know that the traffic congestion following device is being activated and that the host vehicle will not jump forward even when the accelerator pedal is depressed.

SUMMARY OF THE INVENTION

[0008] It is an object of the present invention to provide a headway control system that is capable of starting a traffic congestion processing using the same operation as an ordinary driving operation.

[0009] To achieve the foregoing object, an arrangement according to the present invention starts a preceding vehicle following control on condition that a characteristic value that is produced in the host vehicle when the driver starts the host vehicle in heavy traffic is detected. An acceleration or a vehicle speed may be used as the characteristic value.

[0010] Another possible arrangement is to start the following control on condition that a variation, which is generated in the engine of the host vehicle when the driver operates to start the host vehicle in heavy traffic, is detected. For example, the following control may be started under condition that at least either one of the following is detected: an increase in the engine speed, an increase in an intake pressure, an increase in an injection pulse width, an increase in an engine oil pressure, and an increase in the number of ignition pulses.

[0011] Still another possible arrangement is to start the following control on condition that the following are detected: namely, the host vehicle remains stationary, the preceding vehicle starts moving, and a transmission shift lever is in a drive range. In this case, it is possible not to start the following control if the driver is operating the brake.

[0012] A further possible arrangement is to start the following control on condition that the following are detected: namely, the host vehicle remains stationary, the preceding vehicle starts moving, the transmission shift lever is in the drive range, and the driver releases a brake pedal.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] Other objects and advantages of the invention will become apparent from the following description of embodiments with reference to the accompanying drawings in which:

[0014] FIG. 1 is a block diagram showing a schematic configuration of a headway control system 1000 according to a first embodiment of the present invention;

[0015] FIG. 2 is a block diagram showing a configuration of the headway control system 1000 according to the first embodiment of the present invention mounted in a vehicle;

[0016] FIG. 3 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1000 according to the first embodiment of the present invention;
FIG. 4 is a block diagram showing a schematic configuration of a headway control system 1100 according to a second embodiment of the present invention;

FIG. 5 is a block diagram showing a configuration of the headway control system 1100 according to the second embodiment of the present invention mounted in a vehicle;

FIG. 6 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1100 according to the second embodiment of the present invention;

FIG. 7 is a block diagram showing a schematic configuration of a headway control system 1200 according to a third embodiment of the present invention;

FIG. 8 is a block diagram showing a configuration of the headway control system 1200 according to the third embodiment of the present invention mounted in a vehicle;

FIG. 9 is a flowchart showing operations performed by a pulse width counter of the headway control system 1200 according to the third embodiment of the present invention;

FIG. 10 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1200 according to the third embodiment of the present invention;

FIG. 11 is a block diagram showing a schematic configuration of a headway control system 1300 according to a fourth embodiment of the present invention;

FIG. 12 is a block diagram showing a configuration of the headway control system 1300 according to the fourth embodiment of the present invention mounted in a vehicle;

FIG. 13 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1300 according to the fourth embodiment of the present invention;

FIG. 14 is a block diagram showing a schematic configuration of a headway control system 1400 according to a fifth embodiment of the present invention;

FIG. 15 is a block diagram showing a configuration of the headway control system 1400 according to the fifth embodiment of the present invention mounted in a vehicle;

FIG. 16 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1400 according to the fifth embodiment of the present invention;

FIG. 17 is a block diagram showing a schematic configuration of a headway control system 1500 according to a sixth embodiment of the present invention;

FIG. 18 is a block diagram showing a configuration of the headway control system 1500 according to the sixth embodiment of the present invention mounted in a vehicle;

FIG. 19 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1500 according to the sixth embodiment of the present invention;

FIG. 20 is a block diagram showing a schematic configuration of a headway control system 1600 according to a seventh embodiment of the present invention;

FIG. 21 is a block diagram showing a configuration of the headway control system 1600 according to the seventh embodiment of the present invention mounted in a vehicle;

FIG. 22 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1600 according to the seventh embodiment of the present invention;

FIG. 23 is a block diagram showing a schematic configuration of a headway control system 1700 according to an eighth embodiment of the present invention;

FIG. 24 is a block diagram showing a configuration of the headway control system 1700 according to the eighth embodiment of the present invention mounted in a vehicle; and

FIG. 25 is a flowchart showing control operations performed by a following control unit 10 of the headway control system 1700 according to the eighth embodiment of the present invention.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

Preferred embodiments of the headway control system according to the present invention will be described with reference to the accompanying drawings.

First Embodiment

A headway control system 1000 provided with a traffic congestion following function according to a first embodiment of the present invention will be explained with reference to FIGS. 1 through 3. As shown in FIG. 1, the headway control system 1000 is provided with a following control unit 10 and a headway distance sensor 14. The following control unit 10 selects either a congestion stop mode or a congestion following mode, and performs a following processing when the congestion following mode is selected. The headway distance sensor 14 detects a headway distance from a preceding vehicle and a relative speed and outputs detected data to the following control unit 10. An acceleration sensor 12 provided in a vehicle is connected to the following control unit 10. The following control unit 10 is, on the other hand, connected to a throttle module 16 that adjusts an engine intake air amount and a brake module 18 that generates a braking force.

The acceleration sensor 12 detects acceleration generated as a result of the vehicle’s being started by a driver. On receiving an output signal from the acceleration sensor 12, the traffic congestion following device 1000 sets the congestion following mode, performing a processing to let the vehicle follow the preceding vehicle. The following processing performed by the following control unit 10 is a sequence of operations executed to adjust the headway distance to the preceding vehicle by controlling the throttle module 16 and the brake module 18 based on the headway distance and the relative speed detected by the headway distance sensor 14. Namely, a congestion following process-
ing is initiated with the output signal from the acceleration sensor 12 used as a trigger condition while the vehicle is in heavy traffic.

[0042] FIG. 2 shows a specific configuration of the headway control system 1000 mounted in a vehicle. The headway control system 1000 is provided with a headway control ECU (Electronic Control Unit) that performs the headway control processing. The following control unit 10 forms part of the headway control ECU. The headway control ECU 20 is connected to an acceleration sensor 12, an engine ECU 21, and a brake module 18. Further, the engine ECU 21 is connected to a throttle module 16 and controls the same.

[0043] The headway control ECU 20 issues a deceleration command to the engine ECU 21 when the headway distance sensor 14 detects deceleration of the preceding vehicle in a running condition of following the preceding vehicle. On receipt of the deceleration command issued by the headway control ECU 20, an engine control unit 21A of the engine ECU 21 outputs a throttle closing signal to the throttle module 16. A throttle actuator 16A of the throttle module 16 closes a throttle valve 16B, as soon as it receives the throttle closing signal. When the headway distance sensor 14 detects that the preceding vehicle decelerates and stops, the headway control ECU 20 outputs a brake fluid pressure signal to the brake module 18. In response to the fluid pressure command from the headway control ECU 20, a brake ECU 18A of the brake module 18 causes a brake actuator 18B to generate the commanded fluid pressure, thereby actuating a caliper 18C to bring the vehicle to a stop through braking. It is at this time determined that the vehicle gets stuck in a jam and the following control unit 10 of the headway control ECU 20 sets the congestion stop mode.

[0044] When the preceding vehicle soon starts moving and the driver operates an operating portion to get the host vehicle started, as by depressing an accelerator pedal in an ordinary driving operation, the acceleration sensor 25 detects acceleration. Receiving the output from the acceleration sensor 25, the headway control ECU determines whether the system is currently in the congestion stop mode or not. If the system is in the congestion stop mode and, at the same time, has received an output signal from the acceleration sensor 12, the following control unit 10 selects the congestion following mode as switched from the congestion stop mode. In addition, it outputs a brake fluid pressure cancellation signal to the brake module 18 and a throttle opening signal to the throttle module 16 to start a headway control.

[0045] An arrangement is possible, in which the headway control ECU 20 is provided with a CPU, ROM, and RAM, and the CPU executes a program previously stored in the ROM to perform the automatic headway control operation during running and congestion described above. Control operations of the following control unit 10 according to this arrangement are realized by letting the CPU execute a congestion following control program that forms part of the program mentioned above. A control flow of the following control unit 10 will be explained with reference to FIG. 3.

[0046] The following control unit 10 first determines whether the vehicle is being controlled through an Adaptive Cruise Control, or ACC, operation performed by the headway control ECU 20. This decision is concerned with a check made on an operating condition of the ACC, whether or not an ACC operation flag is ON without regard to a running condition (accelerating, decelerating, or cruising) (step 31). If it is determined in step 31 that the ACC operation flag is ON, the control proceeds to step 32, in which it is determined whether the vehicle speed is 0 or not. If it is determined that the ACC operation flag is OFF, the control is directly terminated. If it is determined in step 32 that the vehicle speed is 0, it can be determined that vehicles ahead are stationary because of traffic congestion and the host vehicle follows a motion of the preceding vehicle to stop. Then in step 33, a congestion following flag is turned ON.

[0047] The preceding vehicle then starts moving, and the driver attempts to follow it and starts the host vehicle by operating the accelerator pedal or the like. When acceleration from standstill of a predetermined value or more is then produced, the acceleration sensor 12 detects this acceleration. On receipt of an acceleration-from-standstill signal from the acceleration sensor 12 in step 36, the following control unit 10 performs steps 34 and 37, measuring the headway from the preceding vehicle and controlling the host vehicle speed so as to follow the preceding vehicle. The following control unit 10 first detects a headway distance L in step 34. It then refers to a table that shows a predetermined relationship between a specific headway distance L and a corresponding speed and finds a speed corresponding to the detected headway distance L. It then controls the brake module 18 and the throttle module 16 so as to achieve the speed found in the table. This allows the host vehicle to move at a vehicle speed corresponding to the headway distance L. When the headway distance L from the preceding vehicle gradually shortens to become smaller than a predetermined set minimum headway distance L_{min}, the vehicle speed becomes 0. Then, the congestion following flag is turned OFF and the control processing is terminated (steps 38 and 39). The control then returns to step 31. If the ACC operation flag remains ON, the congestion following flag is turned ON through steps 32 and 33. If any acceleration from standstill occurs as a result of driver operations, the speed control is provided (steps 34 and 37). If, on the other hand, it is found in step 38 that the headway distance L becomes greater than a set maximum headway distance L_{max} through the speed control provided in step 37, it can be determined that the traffic congestion has been unharmed. In this case, too, the congestion following flag is turned OFF in step 39. Then, the control returns to step 31. If the ACC operation flag is ON and if it is known in step 32 that the vehicle speed becomes 0, it can be determined that the host vehicle is again brought to a stop in traffic. The congestion following flag is turned ON in step 33.

[0048] The congestion following flag may be ON in step 35 even if the vehicle speed is not 0 as found in step 32. If that is the case, it can be considered that the host vehicle has started moving from a congestion stationary state. Then, the control proceeds to step 36 and, if the acceleration sensor 12 outputs an acceleration signal, then a speed control and a brake control are performed.

[0049] As explained in the foregoing paragraphs, the headway control system 1000 according to the first embodiment of the present invention uses, as the trigger to start the congestion following processing, the acceleration from standstill, or a characteristic value produced in the vehicle when the vehicle is operated for starting. The operation used
for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving. The driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic. The effect of the accelerator pedal as operated at this time is to open the throttle as in ordinary driving. It is not the effect of a switch to start the following processing. The relationship between the pedal stroke and vehicle movement is therefore the same as that in ordinary driving. The driver has therefore only to depress the accelerator pedal so lightly as to obtain a predetermined acceleration from standstill if the headway distance from the preceding vehicle is small. He or she does not need to depress the accelerator pedal so hard as to actuate a trigger switch, as predefined for the accelerator pedal being used as the trigger switch. This means that the congestion following processing is started through an operation quite natural to the driver’s intention to follow the preceding vehicle in traffic. Moreover, there is no need of providing a separate operation switch for issuing a command to start the following processing.

Second Embodiment

[0050] A headway control system 1100 provided with a traffic congestion following function according to a second embodiment of the present invention will be explained with reference to FIGS. 4 through 6.

[0051] The headway control system 1100 according to the second embodiment of the present invention is configured so as to perform the congestion following processing by detecting an engine positive pressure that builds up as the throttle valve opens when the vehicle is started. In the headway control system 1100 according to the second embodiment, therefore, the following control unit 10 is connected to an intake air pressure sensor 41 provided for the vehicle engine as shown in FIGS. 4 and 5. It is otherwise constructed in the same manner as the headway control system 1000 according to the first embodiment.

[0052] When the vehicle is started as the driver operates the accelerator pedal or any other switch, an intake air pressure that builds up as the throttle valve opens is detected by the intake air pressure sensor 41. When the intake air pressure reaches a positive pressure, the intake air pressure sensor 41 outputs an intake air pressure increase signal. If the system is currently in the congestion stop mode, the headway control ECU 20 shown in FIG. 5 shifts the mode to the congestion following mode as soon as it receives the intake air positive pressure signal from the intake air pressure sensor 41. The ECU 20 then outputs a brake fluid pressure cancellation signal to the brake module 18 and a throttle opening signal to the throttle module 16 to start a headway control.

[0053] Referring to FIG. 6, the control flow of the following control unit 10 of the headway control ECU 20 is basically as that shown in FIG. 3 for the first embodiment. If the congestion following flag is set to ON in step 33, however, it is determined in step 76 whether or not the intake air pressure sensor 41 outputs an intake air positive pressure signal. If it is determined in step 76 that the intake air positive pressure signal is being output, the headway distance L is detected and the speed is controlled in steps 34 and 37.

[0054] As explained in the foregoing paragraphs, the headway control system 1100 according to the second embodiment uses, as the trigger to start the congestion following processing, the intake air pressure, or a characteristic value produced when the vehicle is operated for starting. The operation used for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving, as in the first embodiment. The driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic. This means that the congestion following processing is started through an operation quite natural to the driver’s intention to follow the preceding vehicle in traffic.

Third Embodiment

[0055] A headway control system 1200 provided with a traffic congestion following function according to a third embodiment of the present invention will be explained with reference to FIGS. 7 through 10.

[0056] The headway control system 1200 according to the third embodiment of the present invention is configured so as to set the congestion following mode by detecting an increase in an injection pulse width occurring as the vehicle is started. The headway control system 1200 according to the third embodiment therefore includes a pulse width counter 82 connected to the following control unit 10 as shown in FIGS. 7 and 8. The pulse width counter 82 is connected to an engine intake air sensor 81 provided for the vehicle engine.

[0057] When the host vehicle is started as the driver operates the accelerator pedal or any other switch, the injection pulse width increases with the increased fuel injection amount. The pulse width counter 82 obtains an injection reference pulse width through calculation using an amount of engine intake air found through an input from the engine intake air sensor 81. It is then determined, using the pulse width, whether or not the host vehicle is being started. If it is determined that the host vehicle is being started, then the counter 82 outputs a starting signal to the following control unit 10.

[0058] According to the third embodiment of the invention, the operation of the pulse width counter 82 is performed when the CPU executes the program as shown in the operation flow of FIG. 9. Counting of the injection pulse width shown in the flow of FIG. 9 is done at predetermined intervals during the steps after step 100. First of all, a current intake air amount Qt is received from the engine intake air sensor 81 in step 101. In step 102, the intake air amount Qt is substituted for Tn=K(Qu/Ns), thereby calculating an injection pulse width Tn. Where, Ns is a predetermined injection pulse frequency and K is a predefined coefficient. Measurement of steps 101 and 102 is repeated at predetermined intervals.

[0059] In step 103, an average of the injection pulse width Tn so far measured N times is obtained. If the average is a predetermined value T or more, then the control proceeds to step 104, in which a starting flag is set to ON. If the average is less than T, control proceeds to step 105, in which the starting flag is set to OFF.

[0060] The following control unit 10 of the headway control ECU 20 determines whether the starting flag is ON
or not in step 116 as shown in FIG. 10. If the flag is found to be ON, the control unit 10 considers that a starting operation has been performed and performs the following processing in steps 34 and 37. The rest of the processing is the same as that shown in FIG. 3 for the first embodiment and the explanation for it will be omitted.

[0061] As explained in the foregoing paragraphs, the headway control system 1200 according to the third embodiment uses, as the trigger to start the congestion following processing, the injection pulse width, or a characteristic value produced when the vehicle is operated for starting. The operation used for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving, as in the first embodiment. The third embodiment therefore offers the effect that the driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic.

Fourth Embodiment

[0062] A headway control system 1300 provided with a traffic congestion following function according to a fourth embodiment of the present invention will be explained with reference to FIGS. 11 through 13.

[0063] The headway control system 1300 according to the fourth embodiment of the present invention is configured so as to carry out the congestion following processing in the following condition. Namely, it performs the processing when an engine oil pressure is a predetermined value or more as found by detecting an increase in the engine oil pressure as a result of the engine speed being increased when the vehicle is started. In the headway control system 1300 according to the fourth embodiment, therefore, the following control unit 10 is connected to an oil pressure sensor 120 provided for the vehicle engine as shown in FIGS. 11 and 12. It is otherwise constructed in the same manner as the headway control system 1000 according to the first embodiment.

[0064] When the host vehicle is started as the driver operates the accelerator pedal or any other switch, the oil pressure sensor 120 detects an increase in the oil pressure as the engine speed increases. When the detected oil pressure is the predetermined value or more, the sensor 120 outputs an oil pressure increase signal to the headway control ECU 20. If the system is currently in the congestion stop mode, the headway control ECU 20 shifts the mode to the congestion following mode as soon as it receives the oil pressure increase signal from the oil pressure sensor 120. The ECU 20 then outputs a brake fluid pressure cancellation signal to the brake module 18 and a throttle opening signal to the throttle module 16 to start a headway control.

[0065] Referring to FIG. 13, the control flow of the following control unit 10 of the headway control ECU 20 is basically the same as that shown in FIG. 3 for the first embodiment. If the congestion following flag is set to ON in step 33, however, it is determined in step 146 whether or not the oil pressure sensor 120 outputs an oil pressure increase signal. If it is determined in step 146 that the oil pressure increase signal is being output, the headway distance L is detected and the speed is controlled in steps 34 and 37.

[0066] As explained in the foregoing paragraphs, the headway control system 1300 according to the fourth embodiment uses, as the trigger to start the congestion following processing, the oil pressure signal, or a characteristic value produced when the vehicle is operated for starting. The operation used for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving, as in the first embodiment. The fourth embodiment therefore offers the effect that the driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic.

Fifth Embodiment

[0067] A headway control system 1400 provided with a traffic congestion following function according to a fifth embodiment of the present invention will be explained with reference to FIGS. 14 through 16.

[0068] The headway control system 1400 according to the fifth embodiment of the present invention is configured so as to carry out the congestion following processing when a vehicle speed, as detected by the system, becomes a predetermined value or more as it increases when the vehicle is started. In the headway control system 1400 according to the fifth embodiment, therefore, the following control unit 10 is connected to a vehicle speed sensor 150 provided for the vehicle as shown in FIGS. 14 and 15. It is otherwise constructed in the same manner as the headway control system 1000 according to the first embodiment.

[0069] When the host vehicle is started as the driver operates the accelerator pedal or any other switch, the vehicle speed sensor 150 detects the vehicle speed. If the detected vehicle speed is the predetermined value or more, the sensor 150 sends a vehicle speed available signal to the headway control ECU 20. If the system is currently in the congestion stop mode, the headway control ECU 20 shifts the mode to the congestion following mode as soon as it receives the vehicle speed available signal from the vehicle speed sensor 150. The ECU 20 then outputs a brake fluid pressure cancellation signal to the brake module 18 and a throttle opening signal to the throttle module 16 to start a headway control.

[0070] Referring to FIG. 16, the control flow of the following control unit 10 of the headway control ECU 20 is basically the same as that shown in FIG. 3 for the first embodiment. If the congestion following flag is set to ON in step 33, however, it is determined in step 176 whether or not the vehicle speed sensor 150 outputs a vehicle speed available signal. If it is determined in step 176 that the vehicle speed available signal is being output, the headway distance L is detected and the speed is controlled in steps 34 and 37.

[0071] As explained in the foregoing paragraphs, the headway control system 1400 according to the fifth embodiment uses, as the trigger to start the congestion following processing, the vehicle speed, or a characteristic value produced when the vehicle is operated for starting. The operation used for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving, as in the first embodiment. The fifth embodiment therefore offers the effect that the driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic.
Sixth Embodiment

[0072] A headway control system 1500 provided with a traffic congestion following function according to a sixth embodiment of the present invention will be explained with reference to FIGS. 17 through 19.

[0073] The headway control system 1500 according to the sixth embodiment of the present invention is configured so as to carry out the congestion following processing by detecting, in terms of an increase in the number of ignition pulses, an increase in the engine speed as it occurs when the vehicle is started. The headway control system 1500 according to the sixth embodiment, therefore, includes a pulse counter 182 connected to the following control unit 10 as shown in FIGS. 17 and 18. The pulse counter 182 is connected to an ignition coil 181 of the vehicle engine.

[0074] The pulse counter 182 detects the engine speed by counting the number of ignition pulses of the ignition coil 181. If the counter 182 detects a speed of a predetermined value or higher, it outputs a starting signal to the engine ECU 20. An operation of the pulse counter 182 according to the sixth embodiment of the invention is performed when the CPU executes a program for performing the operation of the counter 182. The pulse counter 182 counts the number of ignition pulses at predetermined intervals and updates the output to the engine ECU 20 at each of these events.

[0075] Referring to FIG. 19, the following control unit 10 of the headway control ECU 20 determines in step 206 whether or not a starting signal from the pulse counter 182 is being input. If it is determined that the signal is being input, the control unit 10 determines that a starting operation has been performed. It then performs the following processing in steps 34 and 37. An explanation of the rest of the steps is omitted, as they are the same as those shown in FIG. 3 for the first embodiment.

[0076] As explained in the foregoing paragraphs, the headway control system 1500 according to the sixth embodiment uses, as the trigger to start the congestion following processing, the engine speed, or a characteristic value produced when the vehicle is operated for starting. The operation used for starting the vehicle, including the operation on the accelerator pedal, is therefore the same as that used in ordinary driving, as in the first embodiment. The sixth embodiment therefore offers the effect that the driver has only to perform the same operation to start the host vehicle as in ordinary driving, when the preceding vehicle starts moving in traffic.

Seventh Embodiment

[0077] A headway control system 1600 provided with a traffic congestion following function according to a seventh embodiment of the present invention will be explained with reference to FIGS. 20 through 22.

[0078] The headway control system 1600 according to the seventh embodiment of the present invention performs the congestion following processing on condition that the system is in the congestion stop mode, the preceding vehicle has started, the transmission shift lever of the host vehicle is in the drive range, and the brake of the host vehicle is not being applied. A shift lever 221 is therefore connected to the following control unit 10 of the headway control system 1600 according to the seventh embodiment of the invention as shown in FIGS. 20 and 21.

[0079] The control operation of the following control unit 10 of the headway control ECU 20 is the same as that for the first embodiment up to step 33, in which the congestion following flag is set to ON, as shown in FIG. 22. Following step 33, the headway distance sensor 14 detects the headway distance from the preceding vehicle and the relative speed (in step 244). If it is detected from the detection results that the preceding vehicle has started, then it is further detected whether the shift lever 221 is in the drive range. If it is, the control proceeds to steps 34, 37, and 38, in which the speed control processing as in the first embodiment is performed (in steps 245 and 246). If the driver depresses the brake pedal even if the shift lever 221 is in the drive range, however, the control does not proceed to steps 34, 37, and 38. If the headway distance L is less than the set minimum headway distance $L_{\text{min}}$, the congestion following flag is set to OFF as in the first embodiment (in step 39).

Eighth Embodiment

[0080] As explained in the foregoing paragraphs, the headway control system 1600 according to the seventh embodiment starts the congestion following processing on condition that the shift lever is placed in the drive range. To start the congestion following processing when the preceding vehicle starts moving, therefore, the driver has only to place the shift lever in the drive range, or keep the shift lever in the drive range if he or she wants to follow the preceding vehicle. There is no need to operate the accelerator pedal.

[0081] A headway control system 1700 provided with a traffic congestion following function according to an eighth embodiment of the present invention will be explained with reference to FIGS. 23 through 25.

[0082] The headway control system 1700 according to the eighth embodiment of the present invention performs the congestion following processing on condition that the system is in the congestion stop mode, the preceding vehicle has started, the transmission shift lever of the host vehicle is in the drive range, and the driver has released the brake pedal from a depressed condition. The shift lever 221 and a brake pedal 252 are therefore connected to the following control unit 10 of the headway control system 1700 according to the eighth embodiment of the invention as shown in FIGS. 23 and 24.

[0083] The control operation of the following control unit 10 of the headway control ECU 20 follows as follows as shown in FIG. 25. Namely, it is determined if the ACC is active or not (in step 31). If it is determined in step 32 that the vehicle speed is 0, it can then be determined that the preceding vehicle stops in congested traffic and the host vehicle follows it to stop. Then, the congestion following flag is set to ON. The driver waits in this condition with his or her foot on the brake pedal 252.

[0084] Following step 33, the headway distance sensor 14 detects the headway distance from the preceding vehicle and the relative speed (in step 244). If it is detected from the detection results that the preceding vehicle has started, then it is further detected whether the shift lever 221 is in the drive range. If it is, the control proceeds to step 276 (steps
If it is determined in step 276 that the driver releases the brake pedal 252, or the brake pedal 252 is in a released condition, the control proceeds to steps 34, 37, and 38, through which the speed control processing as in the first embodiment is performed. If the headway distance \( L \) is less than the set minimum headway distance \( L_{\text{min}} \) or greater than the set maximum headway distance \( L_{\text{max}} \), the congestion following flag is set to OFF as in the first embodiment (in step 39).

[0085] As explained in the foregoing paragraphs, the headway control system 1700 according to the eighth embodiment starts the congestion following processing on condition that the shift lever is placed in the drive range and, at the same time, the brake pedal 252 is not depressed. To start the congestion following processing when the preceding vehicle starts moving, therefore, the driver has only to place the shift lever in the drive range and release the brake pedal 252. Or, he or she has only to release the brake pedal 252 with the shift lever in the drive range when to start the host vehicle so as to follow the preceding vehicle. These operations are generally performed when to start the vehicle. This means that the following processing can be started through a natural sequence of operations.

[0086] According to the preferred embodiments of the present invention as described in the foregoing paragraphs, it is possible to realize the congestion following function without having to add any special operation control system. In addition, the congestion following function is activated with vehicle information, which varies when the driver performs a common, natural operation for starting the vehicle, used as a decision criterion. That is, it is possible to provide a congestion following device, for which an execution of congestion following can be instructed through an operation that is easy for the driver.

[0087] Moreover, according to each of the first through sixth embodiments, the following processing is initiated with a specific characteristic value produced in the vehicle when the driver attempts to start the vehicle used as a trigger. It is nonetheless possible to configure the system so that the following control unit 10 performs the following processing when either one, or two or more, of the characteristic values, including the acceleration and intake air pressure, are detected in the first through the sixth embodiments.

[0088] According to the present invention, a headway control system can be provided, in which the congestion following processing can be started by the same operation as in ordinary driving.

[0089] While the invention has been described in its preferred embodiments, it is to be understood that the words which have been used are words of description rather than limitation and that changes within the purview of the appended claims may be made without departing from the true scope and spirit of the invention in its broader aspects.

What is claimed is:

1. A headway control system, comprising:
   a following control unit that performs a following control that lets a host vehicle to follow a preceding vehicle in congested traffic, wherein the following control unit starts the following control on condition that a characteristic value generated in the host vehicle when a driver starts moving the host vehicle is detected.

2. The headway control system according to claim 1, wherein the following control unit performs the following control when an acceleration of a predetermined value or more as the characteristic value is detected.

3. The headway control system according to claim 1, wherein the following control unit performs the following control when a vehicle speed of a predetermined value or more as the characteristic value is detected.

4. A headway control system, comprising:
   a following control unit that performs a following control that lets a host vehicle to follow a preceding vehicle in congested traffic, wherein the following control unit starts the following control on condition that a variation generated in an engine of the host vehicle when a driver operates to start moving the host vehicle is detected.

5. The headway control system according to claim 4, wherein the following control unit performs the following control when an increase in an engine speed as the variation generated in the engine is detected.

6. The headway control system according to claim 4, wherein the following control unit performs the following control when an increase in an intake air pressure as the variation generated in the engine is detected.

7. The headway control system according to claim 4, wherein the following control unit performs the following control when an increase in an injection pulse width as the variation generated in the engine is detected.

8. The headway control system according to claim 4, wherein the following control unit performs the following control when an increase in an engine oil pressure as the variation generated in the engine is detected.

9. The headway control system according to claim 4, wherein the following control unit performs the following control when an increase in the number of ignition pulses as the variation generated in the engine is detected.

10. A headway control system, comprising:
    a following control unit that performs a following control that lets a host vehicle to follow a preceding vehicle in congested traffic, wherein the following control unit starts the following control on condition that it detects that the host vehicle remains stationary, the preceding vehicle has started moving, and a shift lever of a transmission is in a drive range.

11. The headway control system according to claim 10, wherein the following control unit refrains from starting the following control if a driver is operating a brake.

12. The headway control system according to claim 10, wherein the following control unit starts the following control on condition that it detects that a driver operates to release a brake pedal.