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UNITED STATE 

246,338 

S PATENT OFFICE 
2,416,338 

FREQUENCY SELECTIVE SYSTEM 
Warren P. Mason, West Orange, N.J., assignor 

to Be Telephone Laboratories, incorporated, 
New York, N.Y., a corporation of New York 
Application April 11, 1945, serial No. 587,750 

(C. 78-44) 23 Cairns. 

This invention relates to frequency selective 
Systems and more particularly to a system for 
Separating compressional waves propagated in 
an elastic medium. 
An object of the invention is to direct con 

pressional Waves into separate channels on a 
frequency basis. 
Other objectS are to improve the efficiency, sin 

plify the construction, and reduce the size and 
cost of multichannel frequency selective Systems. 
The compressional wave frequency selective 

System in accordance with the invention corn 
prises an elastic medium in which are positioned 
a number of compressional wave radiators, equal 
ly Spaced along a uniform compressional Wave 
transmission line, and a number of compres 
Sional Wave collectors. The radiators are so ar 
ranged that waves of different frequencies are 
focused at different points and the collectors are 
located at these focal points. For example, the 
radiators may be arranged in an arc and the 
collectors in a second arc, the arcs having equal 
radii and facing each other on their concave sides. 
The radiators may, for example, be orifices in 
the side of a tube which is filled With a second 
elastic medium and supplied with energy from 
a multifrequency compressional wave source. 
The collectors may be piezoelectric devices which 
are responsive Over the band to be transmitted 
by the particular channel. 
may be liquids and the first-mentioned preferably 
has a higher Welocity of propagation than the 
Second. 
The nature of the invention will be more fully 

understood from the following detailed descrip. 
tion and by reference to the accompanying draw 
ing, the single figure of which shows in horizontal 
Section a multichannel compressional wave fre 
quency Selective. System in accordance with the 
invention. 
As shown, the system comprises a liquid-tight 

container filled with a liquid 2 in which are 
disposed a number. Of compressional Wave radi 
ators 3 and twelve compressional Wave collectors 
R. to R2. The radiators 3 are spaced at equal 
distances D along a uniform compressional Wave 
transmission line 4 in the form of a closed tube 
6 filled with a second liquid . The radiators 
are constituted by, horn-shaped Grifices in the 
side of the tube 6 and are covered at the base by 
a thin membrane 8 to keep the liquids 2 and 
separated. A " multifrequency" compressional 
wave source 9, having input terminals and 2, 
supplies energy to one end of the line 4. The lead 
wires 3 connecting the input terminals i and 
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2 to the source 9 pass through a liquid-tight 
plug 4 in the side of the container and through 
a similar plug 5 in the end plate 5 of the tube 6. 
The tube 6 follows the arc of a circle of radius 

A centered at the point T. Now, at the fre 
quency fo, for which the spacing D is equal to one 
wavelength in the liquid 7, that is, when 

- (1) 
Where W2 is the velocity of compressional wave 
propagation in the liquid , the energy radiated 
from all the radiators 3 will be in phase and will 
be focused on the point . The frequency fo is 
preferably chosen as approximately the geometric 
mean frequency of the multifrequency source 9. 
However, because of the Successive phase differ 
ences between the Successive radiators 3, the ra 
diated energy of other frequencies will be focused 
at different points. Thus, Waves of a certain 
frequency lower than fo will be focused at a point 
Such as 8 to the left of the point and those 
of a certain frequency higher than fo Will be 
focused at a point such as 9 to the right of the 
point . All of the points 7, 9 and 9 fall 
on the arc of a second circle having a radius 
7-2 also equal to A, with its center at the 

point 2 lying on the arc of the radiators 3. The 
collector's R, to F2 are, therefore, arranged 
along the arc of this second circle. The two arcs 
preferably lie in the same plane and preferably 
have a common radius f -2. Also, preferably, 
the point 2 is at the center of the arc of the 
radiators 3 and the point is at the center of 
the arc of the collectors R to R2. 

For waves of any frequency f, the angle 6 be 
tWeen the common radius -2 and the line 
connecting the focal point such as 9 and the 
point 2 is given by the formula, 

(at sin-Off Y (2) 
where W1 is the velocity of compressional wave 
propagation in the liquid 2. For frequencies 
above fo the angle 9 will be positive and for fre 
quencies below fo it will be negative, as indicated 
on the drawing. It is seen from Equation 2 that 
the frequencies are Spread out more as the ratio 
of W1 to V2 is increased. Therefore, the liquid 2 
preferably has a higher velocity than the liquid 

. The discrimination between frequencies may 
be increased by increasing the number of radi 
ators 3 and by making the cross-sectional areas 
of the orifice progressively smaller from the cen 
tral orifice at 2 to the end orifices. . 

... As shown, the compressional wave collectors Ri 
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to R2 are of the piezoelectric type, each com 
prising a number of piezoelectric crystal elements, 
With the usual electrodes, arranged side by side 
to form a mosaic. The crystals are attached at 
their ends to a supporting member 22 and backed 
by a metallic resonator 23. The collector Rf, for 
example, employs four crystals 24. Each crystal 
24 and the associated resonator 23 has a radial 
length approximately equal to a quarter wave 
length at the geometric mean frequency of the 
band to be picked up. The angular extent of the 
mosaic of crystals is determined by the width of 
the desired band. The width of each crystal 24, 
however, should not materially exceed a quarter 
wavelength. 
The lead wires 26 and 27 are connected, re 

Spectively, to the upper and lower electrodes of 
the crystals 24. The wires 26 and 27 pass out 
of the container through a liquid-tight plug 28 
to a pair of output terminals 30 and 3 to which 
a Suitable load impedance may be connected. In 
Order to simplify the drawing, connections are 
shown only for the end collectors R and R2. It 
is to be understood, however, that the other col 
lectors R2 to Rf will also have lead wires similar 
to 26 and 27 connecting the crystal electrodes to 
output terminals similar to 30 and 3, thus form 
ing twelve separate channels. A series inductance 
T, and a shunt capacitance C may be included in 
each channel to improve the discrimination be 
tween channels. 

In order to prevent undesired reflection of 
Waves the inner side of the container f and the 
end of the tube 6 are preferably provided with 
vibration absorbing material. This may, for ex 
ample, comprise a layer of copper shavings or 
foil 32 retained in place by a screen 33. 
What is claimed is: 
1. A frequency selective system comprising a . 

Source of multifrequency compressional waves, a 
compressional wave transmission line upon one 
end of which said waves are impressed, a plural 
ity of compressional wave radiators connected to 
said line with a spacing equal to a wavelength 
in Said line at a frequency of said source, a plu 
rality of compressional wave collectors, and an 
elastic medium interposed between said radiators 
and said collectors, said radiators being arrayed 
in an arc whereby waves of different frequencies 
are focused at different points and said collectors 
being located, respectively, at said points. 

2. A system in accordance with claim 1 in 
which said collectors are arrayed in a second arc. 

3. A system in accordance with claim 1 in 
which said collectors are arrayed in a second arc, 
said arcs having the same radius and facing each 
other on their concave sides. 

4. A system in accordance with claim 1 in 
which Said collectors are arrayed in a Second arc, 
said arcs lying in the same plane, having the 
Same radius, and facing each other on their con 
Cave SideS. - 

5. A System in accordance With claim in 
which said collectors are arrayed in a Second arc, 
said arcs having a common radius. 

6. A System in accordance with claim 1 in 
which said collectors are arrayed in a secod arc, 
said arcs lying in the same plane and having a 
common radius. 

7. A System in accordance with claim 1 in 
which said radiators are arrayed along the arc 
of a circle and said collectors are positioned some 
to one side and some to the other side of the 
center of said circle. 

8. A system in accordance With claim in 

4. 
which said spacing is approximately equal to a 
Wavelength in Said line at the geometric mean 
frequency of said source. 

9. A System in accordance With claim 1 in 
5 which said medium is a liquid. 

10. A system in accordance with claim 1 in 
Which said line comprises a tube filled With liq 
luid. 
1. A System in accordance With claim 1 in 

which the velocity of propagation in said medium 
is higher than the velocity in said line. 

12. A system in accordance with claim 1 in 
which said medium is a liquid and said line Com 
prises a tube filled with a second liquid, said first 
mentioned liquid having a higher Velocity of prop 
agation than said second liquid. 

13. A system in accordance with claim 1 in 
which said line comprises a tube filled with liq 
luid and said radiators are constituted by Orifices 
in the side of said tube. - - 

14. A system in accordance with claim 1 in 
which said line comprises a tube filled with liq 
uid and Said radiators are constituted by horn 
shaped orifices in the side of said tube. 

25 15. A system in accordance with claim 1 in 
which said radiators have radiating areas which 
progressively decrease in size from the central 
radiator to the end radiators. . . . 

16. A system in accordance with claim 1 in 
which said line comprises a tube filled with liquid 
and said radiators are constituted by orifices in 
the side of said tube, the cross-sectional areas of 
said orifices progressively decreasing in size from 
the central orifice to the end orifices. 

35 17. A system in accordance with claim i in 
which each of Said Collectors is responsive to a 
band of frequencies, 

18. A frequency selective system comprising a 
tube formed into an arc and filled with a first 
liquid, a source of multifrequency compressional 
waves at One end of Said tube, a plurality of ori 
fices in the side of said tube with a spacing equal 
to a wavelength in said first liquid at a frequency 
of said source, a plurality of compressional wave 
collectors arrayed in a second arc, and a second 
liquid interposed between said orifices and Said 
collectors, said arcs lying in the same plane, hav 
ing the same radius, and facing each other on 
their concave sides. 

19. A system in accordance with claim 18 in 
Which said arcs have a common radius. 

20. A System in accordance with claim 18 in 
which the spacing of said orifices is approximately 
equal to a wavelength in said first liquid at the 

55 geometric mean frequency of said source. 
21. A system in accordance with claim 18 in 

which said second liquid has a higher velocity of 
propagation than said first liquid. 

22. A system in accordance with claim 18 in 
60 which said orifices are horn-shaped. 

23. A system in accordance with claim 18 in 
which the cross-sectional areas of said orifices 
progressively decrease in size from the central 
orifice to the end orifices. 
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