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To all whom it may concern. 
Be it known that I, LOUIs H. ZANDERs, a 

citizen of the United States, residing at Mal 
vern, in the county of Mills and State of 
Iowa, have invented a new and useful Im 
provement in Gate-Latches, of which the 
following is a specification. 
This invention relates generally to gate 

latches, and more particularly to certain im 
provements upon the gate latch patented to 
me August 15, 1905, No. 797.485, the object 
of the present invention being to simplify 
the construction and do away with certain 
parts thereby making the latch cheaper and 
at the same time more efficient and durable 
in operation. 
With these objects in view my invention 

consists in the novel features of construc 
tion, combination and arrangement, all of 
which will be fully described hereinafter 
and pointed out in the claim. 

in the drawings forming a part of this 
specification Figure 1 is a view showing a 
practical application of my invention. Fig. 
2 is a detail view of the keeper portion of 
my latch. Fig. 3 is a detail view of the 
striker. Fig. 4 is a top plan view showing 
the striker in engagement with the keeper. 
Fig. 5 is a section on the line 5-5 of Fig. 2. 
In carrying out my invention I construct 

my gate latch with a keeper which is at 
tached to the gate post and a striker or latch 
proper which is carried by the end batten 
of the gate and is adapted to engage the 
keeper when the gate is closed, said keeper 
acting upon the latch or striker to retain 
the Same in engagement and prevent the ac 
cidental opening of the gate. The parts 
however are so constructed that the latch 
can be quickly and easily released further 
more it will be understood that the opera 
tion of the keeper is substantially automatic 
in its nature. 

In constructing the keeper in accordance 
With my present invention I employ a cast 
metal frame 1 comprising a horizontal mem 
ber 2 and a curved member 3, the horizontal 
member having a central bolt hole 4 and the 
curved member also has a central bolt hole 
5. this bolt hole 5 being surrounded on one 
side by a circular bearing 6, the purpose of 
which will appear hereinafter. The frame 
1 is also constructed at each end with lat 
erally extending apertured ears 7. 

Pivotally mounted upon the frame 1 is 
the rocking arm 8 which has a pivot open 
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ing in which fits the circular bearing 6, the arm Srocking freely upon this bearing and 
the bolt which passes through the opening 5 
Serves the purpose of securing the frame to 
the gate post and also maintaining the arm 
S in proper position upon the frame. A sec 
Ond bolt is also passed through the opening 
4 to Secure the frame 1 to the gate post. The 
rocker arm is so constructed that it can be 
arranged with either face adjacent the frame 
1 and thus is capable of use as either a right 
or left hand gate latch. 
One end of the arm 8 is bifurcated and the 

other end has a spring 9 connected thereto, 
the opposite end of said spring being at 
tached to the apertured lug 7. Two of 
these lugs are employed one being used for 
the connection of the spring when the latch 
is a right hand latch while the other one is 
used when the latch is assembled as a left 
hand latch. 
The spring 9 normally holds the rocker 

arm in a horizontal position so that the 
striker can engage the same and in order 
that the spring may so hold this arm I 
construct the same with a double stop lug 
10 which engages the inner face of the 
curved member 3, the stop lug being double 
on account of the arm being reversible to 
E. the latch either a right or left hand 
atch. 
As before stated the free end of the arm 

8 is bifurcated thereby providing an upper 
jaw 11 and a lower jaw 12, the upper jaw 
being slightly longer than the lower one, the 
upper face of the lower jaw being curved 
upon the same arc as the upper member 3 
so that the striker when engaging the bifur 
cated end of the arm 8 will ride along the 
jaw 12, and frame 3 together and will be 
guided into the curved recess 13 formed at 
the rear end between the jaws 11, and 12, 
and will be kept in positive engagement 
with said recess by agency of the spring 9. 
The striker consists of a plate 14 provided 

with bolt opening 15 by means of which it 
can be fastened to the end batten of the 
gate, and from this plate 14 extends an arm 
16 which terminates in a finger or latch 17 
arranged at right angles to the arm 16, this 
striker finger 17 being the member which 
engages the bifurcated end of the arm 8. 
The semicircular frame serves as a pivot 

for the arm 8 and also in connection with 
stop lugs serves to limit the upward move 
ment of the end of arm, and the frame also 
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serves as the means for connecting the 
spring which serves to throw said arm up 
wardly. The semicircular frame also acts 
as a guide in connection with the jaw 12 
to direct the finger 17 to the locking re 
cess 13. 

It will thus be seen that I provide a sim 
ple form of gate latch, consisting of few 
parts which owing to their construction are 
strong and durable and owing to their ar 
rangement co-act with each other to pro 
duce the results hereinbefore referred to. 
What I claim is:- 
A gate latch comprising a semicircular 

frame having a straight lower member and 
a curved member connecting the ends of the 
straight member, said straight member be 
ing secured midway its ends to a post, the 
curved member having an opening inver 
tical alinement with said secured portion, 
and having an annular bearing formed 
about said opening, perforated lugs formed 
On opposite sides of the curved member ad 
Copies of this patent may be obtained for 
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jacent its juncture with the straight mem 
ber, a rocker arm pivotally mounted on said 
bearing, and having a double stop member 
adapted to engage the inner edge of the 
curved member, common means for secur 
ing the curved member to the post, and the 
rocker arm in position, said means passing 3G 
through the last mentioned opening, a 
spring adapted to connect one end of the 
rocker arm to either of said lugs, the oppo 
site end of the rocker arm being bifurcated 
and having a recess at the inner end of the 
bifurcation, Said recess registering with the 
upper edge of the curved arm when the 
rocker arm is in normal position, and a 
striker carried by a gate and adapted when 
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in locking position to rest on the upper edge 40 
of the curved member and in said recess. 

LOUIS H. ZANDERS. 
Witnesses: 

P. B. HENDRICKs, 
C. S. ROYCE. 
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