The present disclosure describes tissue gripping devices, systems, and methods for gripping mitral valve tissue during treatment of a mitral valve and while a tissue fixation device is implanted in the mitral valve. The tissue gripping device includes a flexible member and one or more tissue gripping members coupled to one or more arms of the flexible member. The flexible member is formed from a shape-memory material, such as nitinol, and the tissue gripping member(s) are formed from a material that is more rigid than the shape-memory material. The tissue gripping member(s) are attached to the flexible member by threading or looping suture lines around and/or through the tissue gripping member(s) and the flexible member and/or by applying a cover material to the tissue gripping device to hold the tissue gripping member(s) against the flexible member.
BACKGROUND

[0001] This application claims benefit and priority to United States Patent Application Number 14/677,294, filed on April 2, 2015, the entirety of which is incorporated herein by reference.

[0002] The present invention relates generally to medical methods, devices, and systems. In particular, the present invention relates to methods, devices, and systems for the endovascular, percutaneous or minimally invasive surgical treatment of bodily tissues, such as tissue approximation or valve repair. More particularly, the present invention relates to repair of valves of the heart and venous valves, and devices and methods for removing or disabling mitral valve repair components through minimally invasive procedures.

[0003] Surgical repair of bodily tissues often involves tissue approximation and fastening of such tissues in the approximated arrangement. When repairing valves, tissue approximation often includes coapting the leaflets of the valves in a therapeutic arrangement which may then be maintained by fastening or fixing the leaflets. Such fixation of the leaflets can be used to treat regurgitation which most commonly occurs in the mitral valve.

[0004] Mitral valve regurgitation is characterized by retrograde flow from the left ventricle of a heart through an incompetent mitral valve into the left atrium. During a normal cycle of heart contraction (systole), the mitral valve acts as a check valve to prevent flow of oxygenated blood back into the left atrium. In this way, the oxygenated blood is pumped into the aorta through the aortic valve. Regurgitation of the valve can significantly decrease the pumping efficiency of the heart, placing the patient at risk of severe, progressive heart failure.

[0005] Mitral valve regurgitation can result from a number of different mechanical defects in the mitral valve or the left ventricular wall. The valve leaflets, the valve chordae which connect the leaflets to the papillary muscles, the papillary muscles themselves, or the left ventricular wall may be damaged or otherwise dysfunctional. Commonly, the valve annulus may be damaged, dilated, or weakened, limiting the ability of the mitral valve to close adequately against the high pressures of the left ventricle during systole.

[0006] The most common treatments for mitral valve regurgitation rely on valve replacement or repair including leaflet and annulus remodeling, the latter generally
referred to as valve annuloplasty. One technique for mitral valve repair which relies on suturing adjacent segments of the opposed valve leaflets together is referred to as the "bow-tie" or "edge-to-edge" technique. While all these techniques can be effective, they usually rely on open heart surgery where the patient's chest is opened, typically via a sternotomy, and the patient placed on cardiopulmonary bypass. The need to both open the chest and place the patient on bypass is traumatic and has associated high mortality and morbidity.

[0007] In some patients, a fixation device can be installed into the heart using minimally invasive techniques. The fixation device can hold the adjacent segments of the opposed valve leaflets together to reduce mitral valve regurgitation. One such device used to clip the anterior and posterior leaflets of the mitral valve together is the MitraClip® fixation device, sold by Abbott Vascular, Santa Clara, California, USA.

[0008] These fixation devices often include clips designed to grip and hold against tissue as the clip arms are moved and positioned against the tissue at the treatment site and then closed against the tissue. Such clips are designed to continue gripping the tissue as the fixation device is closed into a final position. In order to achieve this effect, such these clips are sometimes equipped with barbs or hooks to grip the tissue as the clip is flexed into position against the tissue.

[0009] However, some tissue fixation treatments require a fixation device to move through a wide range of grasping angles in order to be properly positioned relative to the target tissue and then to grasp the tissue and bring it to a closed position. This moving and plastically deforming components of the fixation device during positioning and closure of the device can lead to the weakening and pre-mature degradation of the fixation device. Additionally, some tissue fixation treatments require that the fixation device maintain a degree of flexibility and mobility to allow a range of physiological movement even after the device has been properly placed and the target tissue has been properly fixed into the desired position. This can increase the risk of pre-mature failure of the device as continued plastic deformation of the flexing components (e.g., from the continuous opening and closing of valve leaflets) leads to unfavorable degradation of the device.

[0010] For these reasons, there is an ongoing need to provide alternative and additional methods, devices, and systems for tissue fixation that provide beneficial elasticity and durability of the flexing components without unduly increasing the associated manufacturing costs of the flexing components. There is also a need to provide such methods, devices, and systems in a manner that does not limit the tissue gripping
ability of the tissue fixation device. At least some of the embodiments disclosed below are directed toward these objectives.

DESCRIPTION OF THE BACKGROUND ART


[0014] Other percutaneous and endovascular cardiac repair procedures are described in U.S. Patent Nos. 4,917,089; 4,484,579; and 3,874,338; and PCT Publication No. WO 91/01689.

[0015] Thoracoscopic and other minimally invasive heart valve repair and replacement procedures are described in U.S. Patent Nos. 5,855,614; 5,829,447; 5,823,956; 5,797,960; 5,769,812; and 5,718,725.
BRIEF SUMMARY

[0016] The present disclosure describes methods and devices for gripping tissue in a tissue repair and/or fixation procedure, such as in a mitral valve repair procedure. Certain embodiments of a tissue gripping device include a flexible member formed from a shape-memory material, the flexible member comprising a base section and an arm, the arm having a first end connected to the base section, a free end extending away from the base section, and an attachment surface disposed between the joining end and the free end, and at least one tissue gripping member formed from a second material, the second material being more rigid than the shape-memory material, the tissue gripping member comprising a mating surface coupled to the attachment surface of the arm to join the tissue gripping member to the flexible member, and a tissue gripping surface disposed opposite the mating surface, the tissue gripping surface including a frictional element configured to resist movement of tissue away from the tissue gripping surface after the tissue has contacted the tissue gripping surface.

[0017] Certain embodiments of a tissue fixation system configured for intravascular delivery and for use in joining mitral valve tissue for treatment of the mitral valve include: a body; a proximal element comprising a flexible member formed from a shape-memory material, the flexible member comprising a base section and an arm, the arm having a first end connected to the base section, a free end extending away from the base section, and an attachment surface disposed between the joining end and the free end, and at least one tissue gripping member formed from a second material, the second material being more rigid than the shape-memory material, the tissue gripping member comprising a mating surface coupled to the attachment surface of the arm to join the tissue gripping member to the flexible member, and a tissue gripping surface disposed opposite the mating surface, the tissue gripping surface including a frictional element configured to resist movement of tissue away from the tissue gripping surface after the tissue has contacted the tissue gripping surface; and a distal element having a first end pivotally coupled to the body and extending to a free second end and a tissue engagement surface between the first and second end, the tissue engagement surface being configured to approximate and engage a portion of the leaflets of the mitral valve, wherein the proximal element is configured to cooperate with the distal element to form a space for receiving a portion of mitral valve tissue therebetween.

[0018] Certain embodiments of a method of manufacturing a tissue gripping device of the present disclosure include: forming a flexible member from a shape-memory alloy by
cutting a pattern shape and heat shape setting at least one bend feature, the flexible member comprising a base section and an arm, the arm having a first end connected to the base section, a free end extending away from the base section, and an attachment surface disposed between the joining end and the free end, the at least one bend feature being disposed between the first end and the free end of the arm; forming a tissue gripping member from a second material by die stamping the second material to form a plurality of raised barbs and a plurality of slotted recesses along the side edge of the tissue gripping member, the second material being more rigid than the shape-memory material, the tissue gripping member comprising a mating surface and a tissue gripping surface disposed opposite the mating surface; and attaching the tissue gripping member to the flexible member by coupling the mating surface of the tissue gripping member to the attachment surface of the arm.

[0019] Certain embodiments provide advantages and benefits over tissue gripping devices, systems, and methods of the prior art. For example, providing a flexible member formed from a shape-memory material may provide superelasticity over the wide range of grasping angles covered during positioning of a tissue gripping device at a treatment site, such as during mitral valve leaflet grasp attempts during a mitral valve repair procedure. Additionally, avoiding plastic deformation of the flexible member during positioning and/or during post-implanting movement can increase the function and/or life of the device. Furthermore, embodiments providing one or more tissue gripping members formed from a second material can provide easier and more cost-effective manufacturing of tissue gripping frictional elements and other features of the tissue gripping member(s) as opposed to forming them using a shape-memory material, such as by forming them directly on the flexible member. Certain embodiment may therefore provide the benefits of superelastic properties where such properties are desired, while simultaneously providing more rigidity and/or easier manufacturability where such properties are desired.

[0020] These and other objects and features of the present disclosure will become more fully apparent from the following description and appended claims, or may be learned by the practice of the embodiments of the invention as set forth hereinafter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] To further clarify the above and other advantages and features of the present disclosure, a more particular description of the invention will be rendered by reference to specific embodiments thereof which are illustrated in the appended drawings. It is appreciated that these drawings depict only illustrated embodiments of the invention and
are therefore not to be considered limiting of its scope. Embodiments of the invention will be described and explained with additional specificity and detail through the use of the accompanying drawings in which:

[0022] Figure 1 illustrates free edges of leaflets of the mitral valve in normal coaptation, and Figure 2 illustrates the free edges in regurgitative coaptation;

[0023] Figures 3A-3C illustrate grasping of the leaflets with a fixation assembly, inversion of the distal elements of the fixation assembly and removal of the fixation assembly, respectively;

[0024] Figure 4 illustrates the fixation assembly in a desired orientation relative to the leaflets;

[0025] Figure 5 illustrates an exemplary fixation assembly coupled to a shaft;

[0026] Figures 6A-6B, 7A-7C, and 8 illustrate a fixation assembly in various possible positions during introduction and placement of the assembly within the body to perform a therapeutic procedure;

[0027] Figures 9A-9C illustrate detailed views of a proximal element of a tissue fixation device, the proximal element including a flexible member and a plurality of tissue gripping members;

[0028] Figures 10A-10C illustrate detailed views of a proximal element of a tissue fixation device, with a plurality of tissue gripping members joined to a flexible member by suture lines; and

[0029] Figures 11A-11C illustrate detailed views of a proximal element of a tissue fixation device, the proximal element having a cover, and a plurality of tissue gripping members held against a flexible member by the cover.

**DETAILED DESCRIPTION**

I. CARDIAC PHYSIOLOGY

[0030] As shown in Figure 1, the mitral valve (MV) comprises a pair of leaflets (LF) having free edges (FE) which, in patients with normal heart structure and function, meet evenly to close along a line of coaption (C). The leaflets (LF) attach to the surrounding heart structure along an annular region called the annulus (AN). The free edges (FE) of the leaflets (LF) are secured to the lower portions of the left ventricle LV through chordae tendinae (or "chordae"). As the left ventricle of a heart contracts (which is called "systole"), blood flow from the left ventricle to the left atrium through the mitral valve (MV) (called "mitral regurgitation") is usually prevented by the mitral valve. Regurgitation occurs when the valve leaflets do not close properly and allow leakage
from the left ventricle into the left atrium. A number of heart structural defects can cause mitral regurgitation. Figure 2 shows a mitral valve with a defect causing regurgitation through a gap (G).

II. OVERVIEW OF MITRAL VALVE FIXATION SYSTEM

Several methods for repairing or replacing a defective mitral valve exist. Some defects in the mitral valve can be treated through intravascular procedures, where interventional tools and devices are introduced and removed from the heart through the blood vessels. One method of repairing certain mitral valve defects includes intravascular delivery of a fixation device to hold portions of the mitral valve tissues in a certain position. One or more interventional catheters may be used to deliver a fixation device to the mitral valve and install it there as an implant to treat mitral regurgitation.

Figure 3A illustrates a schematic of an interventional tool 10 with a delivery shaft 12 and a fixation device 14. The tool 10 has approached the mitral valve MV from the atrial side and grasped the leaflets LF. The fixation device 14 is releasably attached to the shaft 12 of the interventional tool 10 at the distal end of the shaft 12. In this application, when describing devices, "proximal" means the direction toward the end of the device to be manipulated by the user outside the patient's body, and "distal" means the direction toward the working end of the device that is positioned at the treatment site and away from the user. When describing the mitral valve, proximal means the atrial side of the leaflets and distal means the ventricular side of the leaflets. The fixation device 14 comprises proximal elements 16 and distal elements 18 which protrude radially outward and are positionable on opposite sides of the leaflets LF as shown so as to capture or retain the leaflets therebetween. The fixation device 14 is coupleable to the shaft 12 by a coupling mechanism 17.

Figure 3B illustrates that the distal elements 18 may be moved in the direction of arrows 40 to an inverted position. The proximal elements 16 may be raised as shown in Figure 3C. In the inverted position, the device 14 may be repositioned and then be reverted to a grasping position against the leaflets as in Figure 3A. Or, the fixation device 14 may be withdrawn (indicated by arrow 42) from the leaflets as shown in Figure 3C. Such inversion reduces trauma to the leaflets and minimizes any entanglement of the device with surrounding tissues.

Figure 4 illustrates the fixation device 14 in a desired orientation in relation to the leaflets LF. The mitral valve MV is viewed from the atrial side, so the proximal elements 16 are shown in solid line and the distal elements 18 are shown in dashed line.
The proximal and distal elements 16, 18 are positioned to be substantially perpendicular to the line of coaptation C. During diastole (when blood is flowing from the left atrium to the left ventricle), fixation device 14 holds the leaflets LF in position between the elements 16, 18 surrounded by openings or orifices O which result from the diastolic pressure gradient, as shown in Figure 4. Once the leaflets are coapted in the desired arrangement, the fixation device 14 is detached from the shaft 12 and left behind as an implant.

[0035] Figure 5 illustrates an exemplary fixation device 14. The fixation device 14 is shown coupled to a shaft 12 to form an interventional tool 10. The fixation device 14 includes a coupling member 19, a pair of opposed proximal elements 16, and a pair of opposed distal elements 18. The distal elements 18 comprise elongate arms 53, each arm having a proximal end 52 rotatably connected to the coupling member 19 and a free end 54. Preferably, each free end 54 defines a curvature about two axes, axis 66 perpendicular to longitudinal axis of arms 53, and axis 67 perpendicular to axis 66 or the longitudinal axis of arms 53. Arms 53 have engagement surfaces 50. Arms 53 and engagement surfaces 50 are configured to engage about 4-10 mm of tissue, and preferably about 6-8 mm along the longitudinal axis of arms 53. Arms 53 further include a plurality of openings.

[0036] The proximal elements 16 are preferably resiliently biased toward the distal elements 18. When the fixation device 14 is in the open position, each proximal element 16 is separated from the engagement surface 50 near the proximal end 52 of arm 53 and slopes toward the engagement surface 50 near the free end 54 with the free end of the proximal element 16 contacting engagement surface 50, as illustrated in Figure 5. Proximal elements 16 include a plurality of openings 63 and scalloped side edges 61 to increase their grip on tissue. The proximal elements 16 optionally include a frictional element or multiple frictional elements to assist in grasping the leaflets. The frictional elements may comprise barbs 60 having tapering pointed tips extending toward engagement surfaces 50. Any suitable frictional elements may be used, such as prongs, windings, bands, barbs, grooves, channels, bumps, surface roughening, sintering, high-friction pads, coverings, coatings or a combination of these. The proximal elements 16 may be covered with a fabric or other flexible material. Preferably, when fabrics or coverings are used in combination with barbs or other frictional features, such features will protrude through such fabric or other covering so as to contact any tissue engaged by proximal elements 16.
[0037] The fixation device 14 also includes an actuator or actuation mechanism 58. The actuation mechanism 58 comprises two link members or legs 68, each leg 68 having a first end 70 which is rotatably joined with one of the distal elements 18 at a riveted joint 76 and a second end 72 which is rotatably joined with a stud 74. The actuation mechanism 58 comprises two legs 68 which are each movably coupled to a base 69. Or, each leg 68 may be individually attached to the stud 74 by a separate rivet or pin. The stud 74 is joinable with an actuator rod which extends through the shaft 12 and is axially extendable and retractable to move the stud 74 and therefore the legs 68 which rotate the distal elements 18 between closed, open and inverted positions. Immobilization of the stud 74 holds the legs 68 in place and therefore holds the distal elements 18 in a desired position. The stud 74 may also be locked in place by a locking feature. This actuator rod and stud assembly may be considered a first means for selectively moving the distal elements between a first position in which the distal elements are in a collapsed, low profile configuration for delivery of the device, a second position in which the distal elements are in an expanded configuration for positioning the device relative to the mitral valve, and a third position in which the distal elements are secured in position against a portion of the leaflets adjacent the mitral valve on the ventricular side.

[0038] Figures 6A-6B, 7A-7C, and 8 illustrate various possible positions of the fixation device 14 of Figure 5. Figure 6A illustrates an interventional tool 10 delivered through a catheter 86. The catheter 86 may take the form of a guide catheter or sheath. The interventional tool 10 comprises a fixation device 14 coupled to a shaft 12 and the fixation device 14 is shown in the closed position.

[0039] Figure 6B illustrates a device similar to the device of Figure 6A in a larger view. In the closed position, the opposed pair of distal elements 18 are positioned so that the engagement surfaces 50 face each other. Each distal element 18 comprises an elongate arm 53 having a cupped or concave shape so that together the arms 53 surround the shaft 12. This provides a low profile for the fixation device 14.

[0040] Figures 7A-7B illustrate the fixation device 14 in the open position. In the open position, the distal elements 18 are rotated so that the engagement surfaces 50 face a first direction. Distal advancement of the actuator rod relative to shaft 12, and thus distal advancement of the stud 74 relative to coupling member 19, applies force to the distal elements 18 which begin to rotate around joints 76. Such rotation and movement of the distal elements 18 radially outward causes rotation of the legs 68 about joints 80 so that the legs 68 are directed slightly outwards. The stud 74 may be advanced to any desired
distance correlating to a desired separation of the distal elements 18. In the open position, engagement surfaces 50 are disposed at an acute angle relative to shaft 12, and are preferably at an angle of between 90 and 180 degrees relative to each other. In the open position, the free ends 54 of arms 53 may have a span therebetween of about 10-20 mm, usually about 12-18 mm, and preferably about 14-16 mm.

[0041] Proximal elements 16 are typically biased outwardly toward arms 53. The proximal elements 16 may be moved inwardly toward the shaft 12 and held against the shaft 12 with the aid of proximal element lines 90 which can be in the form of sutures, wires, nitinol wire, rods, cables, polymeric lines, or other suitable structures. The proximal element lines 90 extend through the shaft 302 of the delivery catheter 300 and connect with the proximal elements 16. The proximal elements 16 are raised and lowered by manipulation of the proximal element lines 90. For example, Figure 7C illustrates proximal elements 16 in a lowered position as a result of providing slack to proximal element lines 90. Once the device is properly positioned and deployed, the proximal element lines can be removed by withdrawing them through the catheter and out the proximal end of the device 10. The proximal element lines 90 may be considered a second means for selectively moving the proximal elements between a first position in which the proximal elements are in a collapsed, low profile configuration for delivery of the device and a second position in which the proximal elements are in an expanded configuration for engaging a portion of the leaflets adjacent the mitral valve on the atrial side.

[0042] In the open position, the fixation device 14 can engage the tissue which is to be approximated or treated. The interventional tool 10 is advanced through the mitral valve from the left atrium to the left ventricle. The distal elements 18 are then deployed by advancing actuator rod relative to shaft 12 to thereby reorient distal elements 18 to be perpendicular to the line of coaptation. The entire assembly is then withdrawn proximally and positioned so that the engagement surfaces 50 contact the ventricular surface of the valve leaflets, thereby engaging the left ventricle side surfaces of the leaflets. The proximal elements 16 remain on the atrial side of the valve leaflets so that the leaflets lie between the proximal and distal elements. The interventional tool 10 may be repeatedly manipulated to reposition the fixation device 14 so that the leaflets are properly contacted or grasped at a desired location. Repositioning is achieved with the fixation device in the open position. In some instances, regurgitation may also be checked while the device 14
is in the open position. If regurgitation is not satisfactorily reduced, the device may be repositioned and regurgitation checked again until the desired results are achieved.

[0043] It may also be desired to invert distal elements 18 of the fixation device 14 to aid in repositioning or removal of the fixation device 14. Figure 8 illustrates the fixation device 14 in the inverted position. By further advancement of actuator rod relative to shaft 12, and thus stud 74 relative to coupling member 19, the distal elements 18 are further rotated so that the engagement surfaces 50 face outwardly and free ends 54 point distally, with each arm 53 forming an obtuse angle relative to shaft 12.

[0044] The angle between arms 53 when the device is inverted is preferably in the range of about 270 to 360 degrees. Further advancement of the stud 74 further rotates the distal elements 18 around joints 76. This rotation and movement of the distal elements 18 radially outward causes rotation of the legs 68 about joints 80 so that the legs 68 are returned toward their initial position, generally parallel to each other. The stud 74 may be advanced to any desired distance correlating to a desired inversion of the distal elements 18. Preferably, in the fully inverted position, the span between free ends 54 is no more than about 20 mm, usually less than about 16 mm, and preferably about 12-14 mm. Barbs 60 are angled slightly in the distal direction (away from the free ends of the proximal elements 16), reducing the risk that the barbs will catch on or lacerate tissue as the fixation device is withdrawn.

[0045] Once the distal elements 18 of the fixation device 14 have been positioned in a desired location against the left ventricle side surfaces of the valve leaflets, the leaflets may then be captured between the proximal elements 16 and the distal elements 18. The proximal elements 16 are lowered toward the engagement surfaces 50 by releasing tension from proximal element lines 90, thereby releasing proximal elements 16 so that they are then free to move, in response to the internal spring bias force formed into proximal elements 16, from a constrained, collapsed position to an expanded, deployed position and so that the leaflets are held between the proximal elements 16 and the distal elements 18. If regurgitation is not sufficiently reduced, the proximal elements 16 may be raised and the distal elements 18 adjusted or inverted to reposition the fixation device 14.

[0046] After the leaflets have been captured between the proximal and distal elements 16, 18 in a desired arrangement, the distal elements 18 may be locked to hold the leaflets LF in this position or the fixation device 14 may be returned to or toward a closed position. This is achieved by retraction of the stud 74 proximally relative to coupling member 19 so that the legs 68 of the actuation mechanism 58 apply an upwards force to
the distal elements 18 which in turn rotate the distal elements 18 so that the engagement surfaces 50 again face one another. The released proximal elements 16 which are biased outwardly toward distal elements 18 are concurrently urged inwardly by the distal elements 18. The fixation device 14 may then be locked to hold the leaflets in this closed position. The fixation device 14 may then be released from the shaft 12.

[0047] The fixation device 14 optionally includes a locking mechanism for locking the device 14 in a particular position, such as an open, closed or inverted position or any position therebetween. The locking mechanism may include a release harness. Applying tension to the release harness may unlock the locking mechanism. The lock lines 92 engage the release harnesses 108 of the locking mechanism 106 to lock and unlock the locking mechanism 106. The lock lines 92 extend through the shaft 302 of the delivery catheter 300. A handle attached to the proximal end of the shaft is used to manipulate and decouple the fixation device 14.

[0048] Additional disclosure regarding such fixation devices 14 may be found in PCT Publication No. WO 2004/103162 and U.S. Patent Application No. 14/216,787, the disclosures of both of which are incorporated herein in their entirety.

III. IMPROVED TISSUE FIXATION DEVICE

[0049] Certain embodiments of tissue fixation devices of the present disclosure include a proximal element 16 formed as a tissue gripping device as described in detail below. In some embodiments, a tissue gripping device can form the proximal element 16 of a tissue fixation device (such as any of the tissue fixation devices 14 described above with reference to Figures 3-8 and related discussion), and can be utilized as the proximal element 16 of the tissue fixation device. The terms "tissue gripping device" and "proximal element" or "proximal elements," as defined herein, are therefore interchangeable.

[0050] Figures 9A-9C illustrate an embodiment of a tissue gripping device 100 including a flexible member 102 and at least one tissue gripping member 122 (e.g., a pair of tissue gripping members 122 as illustrated) coupled to the flexible member 102. The flexible member 102 may be formed from a first material and the tissue gripping member 122 may be formed from a second, different material. In preferred embodiments, the second material has greater rigidity than the first material, making the tissue gripping member 122 more rigid than the flexible member 102. Accordingly, in such embodiments, the flexible member 102 is more flexible than the tissue gripping member 122. The flexible member 102 is preferably made from a shape-memory material such as
nitinol. In this configuration, flexible member 102 exhibits superelasticity during flexing, bending, and/or otherwise positioning the tissue gripping device 100 (e.g., such as during positioning and deployment of the device at a treatment site and/or during continued movement after being deployed).

[0051] For example, during a mitral valve repair procedure, portions of the tissue gripping device may need to repeatedly pass through wide angles as multiple tissue grasping attempts are made and/or as the tissue gripping device 100 is moved into an acceptable position against the leaflets of the mitral valve. Furthermore, even after deployment against mitral valve tissue, the tissue gripping device 100 may need to provide some amount of flexibility and movement as the repaired mitral valve tissue continues to move during cardiac cycles. Forming the flexible member 102 from a shape-memory material such as nitinol avoids plastic deformation of the flexible member 102 during these movements, thereby promoting easier tissue grasping during deployment and reducing mechanical degradation of the tissue gripping device 100 from repeated and/or high levels of plastic deformation.

[0052] The tissue gripping member 122 can be formed from stainless steel or a cobalt-chromium alloy, such as a cobalt-chromium-nickel alloy or a cobalt-chromium-nickel-iron-molybdenum-manganese alloy. In preferred embodiments, the tissue gripping member 122 is formed from Elgiloy®, however, any suitable material or combinations of materials may be used. For example, a tissue gripping member 122 may be formed from a material in which frictional elements 128 (e.g., raised barbs) or other features of the tissue gripping member(s) are easily machined or otherwise formed (e.g., more easily machined relative to machining such features using a shape-memory material such as with machining frictional elements 128 directly onto the arms 106 of the flexible member 102).

[0053] The flexible member 102 includes a proximal side 114, a distal side 116, a base section 104, and a pair of arms 106, with each arm 106 extending from the base section 104 to a free end 108. In other embodiments, there may be one arm extending from a base section, or there may be more than two arms extending from a base section. For example, some embodiments may have multiple arms arrayed about a base section (e.g., in a radial fashion), and/or may include a first plurality of arms disposed opposite a second plurality of arms.

[0054] Each arm in the illustrated embodiment includes a first bend feature 110 disposed at an area adjacent to the base section 104, and a second bend feature 112
disposed a distance farther toward the free end 106 from the first bend feature 110. The first bend features 110 form angles of about 90 degrees or just under 90 degrees (e.g., about 60 to 120 degrees, about 70 to 110 degrees, or about 80 to 100 degrees) as measured from the proximal side 114, and the second bend features 112 form angles of about 90 degrees or just under 90 degrees (e.g., about 60 to 120 degrees, about 70 to 110 degrees, or about 80 to 100 degrees) as measured from the distal side 116.

[0055] The first and second bend features 110 and 112 are configured to give the flexible member 102 a bent configuration when the flexible member 102 is in a relaxed state, such that when the flexible member 102 is forced into a stressed state (e.g., by bending the flexible member 102 at one or more of the first and/or second bend features 110 and 112), the flexible member 102 is resiliently biased toward the relaxed state.

[0056] For example, an arm 106 may be deformed at the second bend feature 112 in a manner that flexes the arm 106 in a proximal direction and an inward direction, thereby flexing the arm 106 toward a straighter configuration (e.g., increasing the angle of the second bend feature 112 as measured from the distal side 116). In such a position, the flexible member 102 is in a stressed state such that the arm 106 of the flexible member 102 is resiliently biased toward a distal direction and an outward direction. Other embodiments may omit one or more of the bend features, and other embodiments may include additional bend features. These and other embodiments may include bend features with differing bend angles when in a relaxed state. For example, some embodiments may include bend features that measure greater than about 90 degrees or less than about 90 degrees when in a relaxed state.

[0057] The flexible member 102 of the illustrated embodiment includes a plurality of holes 118 distributed along the length of each arm 106. The holes 118 are configured to provide a passage or tie point for one or more sutures, wires, nitinol wires, rods, cables, polymeric lines, or other such structures. As discussed above, these materials may be coupled to one or more arms 106 to operate as proximal element lines (e.g., element lines 90 illustrated in Figures 7A-7C) for raising, lowering, and otherwise manipulating, positioning and/or deploying the flexible member 102. Additionally, or alternatively, the holes 118 may be configured to provide for the coupling of the flexible member 102 to one or more tissue gripping members (as discussed in detail below).

[0058] Other embodiments may include a flexible member with more or less holes and/or with holes in other positions of the flexible member. For example, some embodiments may omit holes completely, and some embodiments may include only one
hole and/or only one hole per arm. Other embodiments may include holes of different shapes and/or sizes, such as holes formed as slots, slits, or other shapes. In embodiments where more than one hole is included, the holes may be uniform in size, shape, and distribution or may be non-uniform in one or more of size, shape, and distribution.

Each arm 106 of the illustrated embodiment includes a furcated section 120. The furcated section 120 may extend from the base section 104 to a position farther along the arm 106 toward the free end 108 of the arm 106, as illustrated. In other embodiments, a furcated section may be positioned at other locations along an arm and/or base section. Other embodiments may include one or more furcated sections extending completely to the free end of an arm, thereby forming a bifurcated or fork-shaped arm. Other embodiments omit any furcated sections. The furcated sections 120 of the illustrated embodiment coincide with the second bend features 112. The furcated sections 120 may be configured (e.g., in size, shape, spacing, position, etc.) so as to provide desired resiliency and/or flexibility at the coinciding second bend features 112.

The illustrated embodiment includes a pair of tissue gripping members 122, each having a mating surface 124 and a tissue gripping surface 126. Each tissue gripping member 122 includes a plurality of frictional elements 128 configured to engage with tissue at a treatment site and resist movement of tissue away from the tissue gripping member after the frictional elements 128 have engaged with the tissue. As shown in the illustrated embodiment, the frictional elements 128 are formed as angled barbs extending distally and inwardly. In this manner, tissue that is engaged with the frictional elements 128 of a tissue gripping member 122 is prevented from moving proximally and outwardly relative to the tissue gripping member 122.

The frictional elements 128 of the illustrated tissue gripping members 122 protrude from a side edge 130 of the tissue gripping members 122, thereby forming a plurality of slotted recesses 132 disposed along each side edges 130 of each tissue gripping member 122 at sections adjacent to the frictional elements 128. Other embodiments may include only one tissue gripping member or may include more than two tissue gripping members. For example, some embodiments may include multiple, separately formed tissue gripping members configured to be coupled to each arm. In other embodiments, not every arm includes a corresponding tissue gripping member. Other embodiments may include frictional elements of varying size, number, and/or shape. For example, in some embodiments the frictional elements may be formed as...
posts, tines, prongs, bands, grooves, channels, bumps, pads, or a combination of these or any other feature suitable for increasing friction and/or gripping of contacted tissue.

[0062] The tissue gripping members 122 of the illustrated embodiment include a plurality of holes 138 distributed along the length of each tissue gripping member 122. As with the holes 118 of the flexible member 102, the holes 138 of the tissue gripping members 122 are configured to provide a passage or tie point for one or more sutures, wires, nitinol wires, rods, cables, polymeric lines, or other such structures to operate as proximal element lines (e.g., element lines 90 illustrated in Figures 7A-7C) and/or to provide for the coupling of one or more of the tissue gripping members 122 to the flexible member 102.

[0063] The holes 138 of the tissue gripping member 122 of the illustrated embodiment are formed so as to coincide with the holes 118 of the flexible member 102. In this manner, the tissue gripping member 122 may be positioned relative to the flexible member 102 such that each of the holes 138 of the tissue gripping member 122 align with a corresponding hole 118 of the flexible member 102.

[0064] Other embodiments may include a tissue gripping member with more or less holes and/or with holes in other positions of the tissue gripping member. For example, some tissue gripping members may omit holes, or may include only one hole. Other embodiments may include holes of different shapes and/or sizes, such as slots, slits, or other shapes. In embodiments where more than one hole is included, the holes may be uniform in size, shape, and distribution or may be non-uniform in one or more of size, shape, and distribution. In other embodiments, not every hole of the tissue gripping member is configured to align with a corresponding hole of the flexible member and vice versa. In some embodiments, no holes are aligned when the tissue gripping member is properly positioned relative to the flexible member.

[0065] In the illustrated embodiment, the distal side of each arm 106 of the flexible member 102 includes an attachment surface 134. The tissue gripping member 122 is positioned on the distal side of the arm 106 of the flexible member 102, with the mating surface 124 of the tissue gripping member 122 facing the attachment surface 134. The tissue gripping member 122 is joined to the flexible member 102 by coupling the mating surface 124 to the attachment surface 134. In other embodiments, the mating surface and the attachment surface may be formed with corresponding press-fit portions or other locking/engaging portions configured to allow the tissue gripping member to be joined to the flexible member by engaging the corresponding press-fit portions and/or other
corresponding locking portions. In some embodiments, the tissue gripping member may be fastened to the flexible member by using an adhesive or by welding, soldering, bolting, clamping, riveting, crimping or otherwise securing the tissue gripping member to the flexible member.

[0066] In some embodiments, an arm of the flexible member is configured to bend proximally while moving from a relaxed configuration toward a stressed configuration, and to resiliently flex distally toward a relaxed configuration when positioned in a stressed configuration, thereby forcing the attachment surface of the arm against the tissue gripping member as the arm flexed distally toward a relaxed configuration. For example, when a tissue gripping device is properly positioned and deployed at a mitral valve, the arm of the flexible member will operate to "sandwich" the tissue gripping member between the arm and the mitral valve tissue being gripped.

[0067] Figures 1OA-IOC illustrate an embodiment of a tissue gripping device 200 wherein the tissue gripping members 222 have been coupled to the flexible member 202. In the illustrated embodiment, each tissue gripping member 222 has been positioned next to the flexible member 202 by joining each mating surface (not shown) of each tissue gripping member 222 to one of the corresponding attachment surfaces (not shown) of the flexible member 202. In the illustrated embodiment, the tissue gripping members 222 are secured to the flexible member 202 by forming suture loops 240 through the aligned holes 218 and 238 of the flexible member 202 and the tissue gripping members 222, respectively. In this configuration, the suture loops 240 can fasten the tissue gripping member 222 to the flexible member 202 by encircling at least a portion of the tissue gripping member and at least a portion of the arm 206 of the flexible member 202 before being tied off, tightened, or otherwise secured so as to hold the tissue gripping member 222 in position against the flexible member 202.

[0068] In other embodiments, one or more suture lines may be used to tie or fasten one or more tissue gripping members to the flexible member in other configurations. For example, one or more suture lines may be threaded or laced through multiple holes on both the tissue gripping member and the flexible member before being tied off, tightened, or otherwise set in place in order to secure the tissue gripping member to the flexible member. In other embodiments, one or more suture lines do not pass through any holes. In such embodiments, suture lines may be looped or wrapped around the arm of the flexible member and the tissue gripping member to secure the tissue gripping member to the arm.
[0069] The suture line forming the suture loops 240 or other suture fastening structures may be wrapped and/or threaded a single time or multiple times before being tied, tightened, or otherwise set in place. For example, some suture lines may be wrapped repeatedly and/or may double back on themselves in order to strengthen or further secure the coupling of a tissue gripping member to an arm. In some embodiments one or more of the suture lines used to form the suture loops 240 or other suture fastening structures may also extend from the tissue gripping device 200 to act as the element lines described above (e.g., element lines 90 illustrated in Figures 7A-7C).

[0070] The tissue gripping members 222 of the illustrated embodiment also include a plurality of slotted recesses 232. In embodiments such as this, one or more suture loops 240 may be formed such that the suture line passes through and lodges within oppositely disposed slotted recesses 232, thereby further aiding in the securing of the tissue gripping member 222 to the arm 206 as well as promoting proper placement of the suture loop 240 and preventing slippage, loosening, or unraveling of the inner suture loop 240 from its proper position.

[0071] In other embodiments, suture loops or other suture fastening structures do not pass through or lodge within any slotted recesses. Some embodiments may include suture loops and/or suture fastening structures that pass through and/or lodge within one or more (not necessarily oppositely disposed) slotted recesses to aid in fastening the tissue gripping member to the arm of the flexible member. Yet other embodiments may include suture lines forming suture loops or other suture fastening structures that pass through and/or lodge within one or more slotted recesses but do not pass through any holes. Conversely, some embodiments may include suture lines forming suture loops or other suture fastening structures that pass through one or more holes but do not pass thorough and/or lodge within any slotted recess.

[0072] The illustrated embodiment includes two suture loops 240 at each tissue gripping member 222. In other embodiments, more or fewer suture loops or suture fastening structures may be used, though in preferred embodiments, at least two fastening points are formed (e.g., by using two or more suture loops or by threading or lacing a suture line across multiple points) in order to prevent rotational slippage of the tissue gripping member from the flexible member due to moment forces.

[0073] Figures 11A-11C illustrate an embodiment of a tissue gripping device 300 wherein the tissue gripping members 322 have been coupled to the flexible member 302 using at least one cover 350. The cover 350 is positioned over at least a portion of the
arm 306 of the flexible member 302 and over at least a portion of the tissue gripping member 322 so as to hold the tissue gripping member 322 against the arm 306.

In preferred embodiments, the cover 350 is formed as a polymer cover which may be formed on the tissue gripping device 300 by dipping, spraying, coating or otherwise adhering it to the surfaces of the tissue gripping device 300 or to portions of the tissue gripping device 300. In some embodiments, the polymer coating may be applied to the tissue gripping member 322 and the arm 306 (or portions thereof) while the tissue gripping member 322 is held in place against the flexible member 306. The polymer coating may then cure, harden, and/or solidify to form the cover 350 and to hold the tissue gripping member 322 against the flexible member 302. In other embodiments, a polymer coating may act as an adhesive, and the polymer coating may be applied to the mating surface (not shown) and/or attachment surface (not shown) in order to adhere the tissue gripping member 322 to the arm 306 as the mating surface is positioned against the attachment surface and the polymer coating is cured.

The cover 350 may be formed in whole or in part of polyethylene terephthalate, polyester, cotton, polyurethane, expanded polytetrafluoroethylene (ePTFE), silicon, or various biocompatible polymers or fibers and have any suitable form, such as a fabric, mesh, textured weave, felt, looped or porous structure. The cover 350 may also be configured to leave the frictional elements 328 (in embodiments that include them) exposed. The cover 350 may also include drugs, antibiotics, anti-thrombosis agents, or anti-platelet agents such as heparin or warfarin sodium. These agents may be impregnated in and/or coated on the cover 350 such that they are delivered to surrounding tissues and/or the blood stream when the tissue gripping device 300 is implanted into a patient.

The embodiment illustrated in Figures 11A-1 IC include some covers 350 that are positioned over the entirety of each tissue gripping member 322 and the portion of the arms 306 adjacent to each tissue gripping member 322. In other embodiments that include a cover, the cover may be positioned to cover more of the tissue gripping device or even the entirety of the tissue gripping device (e.g., the entire device may be sprayed, dipped, or otherwise coated in a polymer coating that forms the cover). Alternatively, some embodiments may include a cover (such as some of the covers 350 illustrated in Figures 11A-1 IC) positioned over less of the tissue gripping device such that other portions of the tissue gripping member and/or arm are exposed (e.g., inner and/or outer portions).
In some embodiments, one or more tissue gripping members may be coupled to an arm of the flexible member using suture lines as discussed with respect to Figures 10A-10C in addition to being held in place using a cover as discussed with respect to Figures 11A-11C. For example, one or more suture loops and/or suture fastening structures may be used to fasten one or more tissue gripping members to the flexible member. Afterwards (or alternatively before or at the same time), a polymer coating may be applied to form a cover surrounding at least a portion of the tissue gripping member and at least a portion of the coinciding arm.

IV. METHODS OF MANUFACTURE

Embodiments of tissue gripping devices of the present disclosure may be manufactured by forming a flexible member from a shape-memory material (such as nitinol). Forming the flexible member may be accomplished by cutting a pattern shape from of shape-memory material sheet stock (or alternatively strip or band stock or other forms of stock). Various features (e.g., furcated sections, holes, etc.) may optionally be formed in the flexible member either during or after the initial formation of the flexible element from the stock material. This may be accomplished using any suitable subtractive manufacturing process such as drilling, lathing, die stamping, cutting, or the like. In some embodiments, other features may be added using an additive manufacturing process. In other embodiments, no additional features or elements are formed through any subtractive or additive manufacturing process.

In some embodiments, the flexible member may be further processed through a shape setting process. For example, one or more bend features may be formed in the flexible member by subjecting the flexible member to a heated shape setting process in order to set the shape of the bend in the shape-memory material of the flexible member.

In some embodiments, one or more tissue gripping members are formed separate from the flexible member. Forming the tissue gripping member(s) may be accomplished through a cutting and/or progressive die stamping process of a material having a suitable machinability profile for such a manufacturing process. For example, the material from which the one or more tissue gripping members are formed may be obtained by cutting and/or die stamping a shape from sheet stock (or alternatively strip or band stock or other forms of stock). For example, stock material may be stainless steel or a cobalt-chromium alloy, such as a cobalt-chromium-nickel alloy or a cobalt-chromium-nickel-iron-molybdenum-manganese alloy. In preferred embodiments, the tissue gripping member is formed from Elgiloy®. Various features (e.g., holes, frictional elements,
slotted recesses, etc.) may be formed on the tissue gripping member as it is formed from the stock material.

[0081] In some embodiments, the tissue gripping member may be further manufactured through a single or progressive die stamping process. For example, the tissue gripping member may be subjected to a progressive die stamping process in order to form and/or further define a variety of features on the tissue gripping member, such as a plurality of raised barbs and slotted recesses.

[0082] In some embodiments, after formation of the flexible member and the tissue gripping member, the tissue gripping member is attached to the flexible member by coupling a mating surface of the tissue gripping member (e.g., mating surface 124 of the embodiment of Figures 9A-9C) to an attachment surface (e.g., attachment surface 134 of the embodiment of Figures 9A-9C) of the flexible member. The tissue gripping member may then be further secured to the flexible member.

[0083] For example, one or more suture lines may be wrapped or threaded around a portion of the tissue gripping member and a portion of the flexible member (e.g., an arm portion such as arm 206 of the embodiment of Figures 10A-10C) as illustrated in the exemplary embodiment of Figures 10A-10C. The suture lines may be formed into loops or may be threaded or wrapped around the tissue gripping member and the arm (or other portion of the flexible member) before being tightened and/or tied off in order to secure the tissue gripping member to the flexible member.

[0084] In some embodiments, the tissue gripping member and/or the flexible member may include holes, and the one or more suture lines may be passed through one or more of the holes in order to fasten or further secure the tissue gripping member to the flexible member. For example, as shown by the embodiment illustrated in Figures 10A-10C, the tissue gripping member may have a plurality of holes, with each hole configured to correspond to a hole on an arm of the flexible member when the tissue gripping member is properly positioned near or against the arm of the flexible member. One or more suture lines may pass through one or more pairs of corresponding holes as it is laced, wrapped, looped, or threaded around the tissue gripping member and the arm.

[0085] In some embodiments, one or more suture lines may also be passed through or lodged within a slotted recess of the tissue gripping member as it is laced, wrapped, looped, or threaded around the tissue gripping member and the arm. In such embodiments, the slotted recesses may further aid in securing the suture line in place and/or in preventing loosening, slippage or other unwanted movement of the suture line.
[0086] Additionally, or alternatively, the tissue gripping member may be secured to or further secured to the flexible member by adding a cover to the tissue gripping device that inserts over the arm of the flexible member and over the tissue gripping member (or portions of such) in order to hold the tissue gripping member in place against the flexible member.

[0087] For example, in some embodiments (such as in the embodiment illustrated in Figures 11A-11C), the cover may be a polymer material coated onto or otherwise applied to the tissue gripping device (or portions thereof). The polymer coating may then be allowed to set, cure, or otherwise form into a cover that holds the tissue gripping member in place against the arm of the flexible member. Additionally, or alternatively, the polymer coating may act as an adhesive, and may be applied to the mating surface and/or attachment surface to adhere the surfaces together.

[0088] The present invention may be embodied in other specific forms without departing from its spirit or essential characteristics. The described embodiments are to be considered in all respects only as illustrative and not restrictive. The scope of the invention is, therefore, indicated by the appended claims rather than by the foregoing description. All changes which come within the meaning and range of equivalency of the claims are to be embraced within their scope.
CLAIMS

What is claimed is:

1. A tissue gripping device comprising:
   a flexible member formed from a shape-memory material, the flexible member
   comprising a base section and an arm, the arm having a first end connected to the base
   section, a free end extending away from the base section, and an attachment surface
   disposed between the joining end and the free end; and
   at least one tissue gripping member formed from a second material, the second
   material being more rigid than the shape-memory material, the tissue gripping member
   comprising a mating surface coupled to the attachment surface of the arm to join the
   tissue gripping member to the flexible member, and a tissue gripping surface disposed
   opposite the mating surface, the tissue gripping surface including a frictional element
   configured to resist movement of tissue away from the tissue gripping surface after the
   tissue has contacted the tissue gripping surface.

2. The tissue gripping device of claim 1, wherein the shape-memory material is
   nitinol.

3. The gripping fixation device of claim 1, wherein the second material is selected
   from the group consisting of: cobalt-chromium alloy, cobalt-chromium-nickel alloy,
   cobalt-chromium-nickel-iron-molybdenum-manganese alloy, and stainless steel.

4. The tissue gripping device of claim 1, wherein the frictional element is formed as
   a plurality of raised barbs disposed along a side edge of the tissue gripping member, and
   wherein the tissue gripping member includes a plurality of slotted recesses disposed along
   the side edge at sections adjacent to the raised barbs.

5. The tissue gripping device of claim 4, further comprising at least one suture line
   encircling at least a portion of the tissue gripping member and at least a portion of the
   arm, the suture line being configured to fasten the tissue gripping member to the arm, the
   suture line passing through and lodging within one or more of the slotted recesses as it
   encircles the tissue gripping member and the arm.

6. The tissue gripping device of claim 1, wherein the arm further comprises at least
   one hole, and wherein the tissue gripping member further comprises at least one hole
   configured to correspond with the hole of the arm as the mating surface of the tissue
   gripping member is coupled to the attachment surface of the arm.
7. The tissue gripping device of claim 6, further comprising a suture line configured to fasten the tissue gripping member to the arm, the suture line passing through the hole of the arm and the hole of the tissue gripping member.

8. The tissue fixation device of claim 1, further comprising a cover, the cover surrounding the arm and the tissue gripping member to hold the tissue gripping member to the flexible member.

9. The tissue fixation device of claim 1, wherein
   - the frictional element is formed as a plurality of raised barbs disposed along a side edge of the tissue gripping member, and
   - wherein the tissue gripping member includes a plurality of slotted recesses disposed along the side edge at sections adjacent to the raised barbs, and
   - wherein the arm further comprises at least one hole and the tissue gripping member further comprises at least one hole configured to correspond with the hole of the arm as the mating surface is coupled to the attachment surface, and
   - wherein the tissue fixation device further comprises at least one suture line encircling at least a portion of the tissue gripping member and at least a portion of the arm, the suture line passing through the hole of the first or second arm and the hole of the tissue gripping member and passing through and lodging within one or more of the slotted recesses, and
   - wherein the tissue fixation device further comprises a polymer cover surrounding the arm and the tissue gripping member to hold the tissue gripping member to the flexible member.

10. The tissue fixation device of claim 1, wherein the tissue gripping member is joined to the flexible member by welding or soldering the mating surface of the tissue gripping member to the attachment surface of the arm.

11. The tissue fixation device of claim 1, wherein the mating surface of the tissue gripping member includes a press-fit portion, and the attachment surface of the arm includes a corresponding press-fit portion allowing the tissue gripping member to be joined to the flexible member by engaging the corresponding press-fit portions.

12. The tissue fixation device of claim 1, wherein the arm further comprises a proximal side and a distal side, and wherein the attachment surface is disposed on the distal side.

13. The tissue fixation device of claim 12, wherein the arm is configured to bend proximally while moving from a relaxed configuration toward a stressed configuration,
and to resiliently flex distally toward a relaxed configuration when positioned in a stressed configuration, thereby forcing the attachment surface of the arm against the tissue gripping member as the arm flexes distally toward a relaxed configuration.

14. A tissue fixation system configured for intravascular delivery and for use in joining mitral valve tissue during treatment of the mitral valve, the system comprising:

- a body;
- a proximal element comprising:
  - a flexible member formed from a shape-memory material, the flexible member comprising a base section and an arm, the arm having a first end connected to the base section, a free end extending away from the base section, and an attachment surface disposed between the joining end and the free end; and
  - at least one tissue gripping member formed from a second material, the second material being more rigid than the shape-memory material, the tissue gripping member comprising a mating surface coupled to the attachment surface of the arm to join the tissue gripping member to the flexible member, and a tissue gripping surface disposed opposite the mating surface, the tissue gripping surface including a frictional element configured to resist movement of tissue away from the tissue gripping surface after the tissue has contacted the tissue gripping surface; and
- a distal element having a first end pivotally coupled to the body and extending to a free second end and a tissue engagement surface between the first and second end, the tissue engagement surface being configured to approximate and engage a portion of the leaflets of the mitral valve, wherein the proximal element is configured to cooperate with the distal element to form a space for receiving a portion of mitral valve tissue therebetween.

15. The system of claim 14, wherein the frictional element is formed as a plurality of raised barbs disposed along a side edge of the tissue gripping member, and wherein the tissue gripping member includes a plurality of slotted recesses disposed along the side edge at sections adjacent to the raised barbs, and wherein the arm further comprises at least one hole and the tissue gripping member further comprises at least one hole configured to correspond with the hole of the arm as the mating surface of the tissue gripping member is coupled to the attachment surface of the arm, and
the proximal element further comprising at least one suture line encircling the tissue gripping member and the arm, the suture line passing through the hole of the arm and the hole of the tissue gripping member and passing through and lodging within one or more of the slotted recesses.

16. The system of claim 14, wherein the shape-memory material is nitinol and the second material is a cobalt-chromium-nickel-iron-molybdenum-manganese alloy.

17. A method of manufacturing a tissue gripping device, the method comprising:

forming a flexible member from a shape-memory alloy by cutting a pattern shape and heat shape setting at least one bend feature, the flexible member comprising a base section and an arm, the arm having a first end connected to the base section, a free end extending away from the base section, and an attachment surface disposed between the joining end and the free end, the at least one bend feature being disposed between the first end and the free end of the arm;

forming a tissue gripping member from a second material by die stamping the second material to form a plurality of raised barbs and a plurality of slotted recesses along the side edge of the tissue gripping member, the second material being more rigid than the shape-memory material, the tissue gripping member comprising a mating surface and a tissue gripping surface disposed opposite the mating surface; and

attaching the tissue gripping member to the flexible member by coupling the mating surface of the tissue gripping member to the attachment surface of the arm.

18. The method of claim 17, further comprising forming at least one hole in the arm and forming at least one hole in the tissue gripping member that corresponds to the hole of the arm when the mating surface of the tissue gripping member is coupled to the attachment surface of the arm.

19. The method of claim 18, wherein the mating surface is coupled to the attachment surface using at least one suture line, the suture line being positioned through the hole of the arm and the corresponding hole of the tissue gripping member and encircling at least a portion of the arm and the tissue gripping member to fasten the tissue gripping member to the flexible member.

20. The method of claim 17, wherein the mating surface of the tissue gripping member is coupled to the attachment surface of the arm by adding a cover to an area including the arm and the tissue gripping member to hold the tissue gripping member to the flexible member.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
INV. A61B17/122
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
A61B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

**X** Further documents are listed in the continuation of Box C.  **X** See patent family annex.

* Special categories of cited documents :

A: document defining the general state of the art which is not considered to be of particular relevance
E: earlier application or patent but published on or after the international filing date
L: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O: document referring to an oral disclosure, use, exhibition or other means
P: document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**A** document member of the same patent family

Date of the actual completion of the international search: 13 June 2016

Date of mailing of the international search report: 04/07/2016

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer:

Croatto, Loredana
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 2014249553 A1</td>
<td>04-09-2014</td>
<td>CN 104023654 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5480454 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014249553 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2014013860 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012158186 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2004202169 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2010214805 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2468227 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 602004009365 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1481640 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2294438 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4846208 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004351211 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA04005160 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003225423 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012010461 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014066693 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2614271 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1906842 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009501570 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009012545 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012059400 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2015223813 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2007009099 A2</td>
</tr>
</tbody>
</table>