A FILTER SYSTEM FOR AN ELECTRONIC EQUIPMENT ENCLOSURE

Abstract: A filter system including a method for self cleaning the filter system of an electronic equipment enclosure (10) where air flow is monitored with by monitoring fan performance or air flow velocity through the enclosure. The system includes two filters elements, an upstream ASHRAE or HEPA filter element (22) to block particulate matter and a downstream PTFE filter element (24) to block water vapor. The ASHRAE or HEPA filter elements is relatively inexpensive and easy to clean. The PTFE filter element is more expensive and difficult to clean. Thus, the cheaper filter is used to protect the more expensive filter from contaminants and to increase its useful life. The method of self cleaning includes stopping the fan when a signal is received indicating a predetermined resistance to air flow which is a function of blockage of the filter elements, thereafter operating the fan an increased rotational velocity to determine whether the fan itself is malfunctioning, thereafter slowing and stopping the fan to allow the fan to be reversed, rotating the fan in reverse for a predetermined period of time, such as five minutes, thereafter slowing and stopping the fan and returning the fan to its usual rotational velocity and direction. If the resistance to air flow is still above a predetermined level, the fan is again slowed, stopped and reversed and then returned to normal operation. The reversal operation can be conducted a multiple number of times, however, after a predetermined number, a signal is sent requesting maintenance.
Published:
— with international search report

— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
A FILTER SYSTEM FOR AN ELECTRONIC EQUIPMENT ENCLOSURE

BACKGROUND OF THE INVENTION

Cross Reference to Related Application

[0001] Not applicable.

Statement re Federally Sponsored Research

[0002] Not applicable.

Field of the Invention

[0003] The present invention relates to a filter system, and more particularly to a two filter element system for filtering particulate matter from an air flow path at an upstream location and water vapor at a downstream location.

Description of the Related Art

[0004] Electronic equipment enclosures are often located out-of-doors. Examples of such electronic hardware are telecommunication equipment, cable television equipment and data transmission equipment. Often this class of equipment is referred to as "outside plant equipment" and/or "remote terminals." Also, it is well known that this equipment generates heat and undesirable gas so that some sort of cooling and/or ventilation is required. Further, this outside plant equipment may be located just about any place on earth, where it may be exposed to inhospitable climates, such as very warm, cold, wet, dry and/or windy conditions.

[0005] Equipment enclosures containing sensitive but heat generating electronic equipment are sensitive to the environment in which the equipment enclosure is located. For example,
humidity, salt, fog, oil, dust, rain and the like tend to degrade the performance of and potentially destroy electronic equipment that has not been properly "hardened" to allow deployment in harsh environments. Even some indoor environments are considered harsh. Thus, electronic equipment operating in certain types of chemical plants must also be hardened.

[0006] Relative humidity governs the amount of moisture contained in materials at equilibrium. The amount of moisture is almost independent of temperature. Most air normally contains a certain amount of water vapor. Oxygen in the air reacts with metal where the reaction is facilitated by the presence of water on the surface of the metal. Very thin aqueous films can form on metal even at less than 100 percent relative humidity. Corrosion ensues and may be increased when contaminated with industrial pollutants, such as chlorides and sulfides. Further, chemical reaction rates increase with increasing temperatures, increasing concentrations of reactants and under increased pressures.

[0007] Reliability of electronic equipment is typically linked to relative humidity, whereas the process of moisture diffusion through materials is linked to absolute humidity. It has been demonstrated that there is a critical relative humidity above which corrosion is rapid but below which corrosion is low. For most metals the critical relative humidity is between 70 and 80 percent.

[0008] To minimize cost, it would be desirable to use electronic equipment which has not been hardened. In other words, it would be desirable to use indoor rated electronic equipment in an outdoor environment or an indoor corrosive environment thereby saving the expense of hardening the equipment.


**BRIEF SUMMARY OF THE INVENTION**

[0011] The difficulties encountered with previous devices have been overcome by the present invention. The present invention relates to a filter system having at least two filter elements in an air flow path formed in an electronic equipment enclosure where an upstream filter element is structured to filter particulate matter and a downstream filter element is structured to filter water vapor.
[0012] There are a number of advantages, features, and objects achieved with the present invention which are believed not to be available in earlier related devices. One such advantage is that using a two filter system with a particulate filter element upstream and a water vapor filter element downstream blocks undesirable contaminants from entering the electronic enclosure and degrading the equipment inside. The two filter system also protects the water vapor filter element which is more expensive and harder to clean with the upstream particulate filter element which is less expensive and easier to clean. The invention also allows the use of commercial grade components in an outdoor electronic equipment enclosure without requiring the added cost inherent in hardening those components for a harsh climatic deployment.

[0013] A more complete understanding of the present invention and other objects, advantages and features thereof, will be gained from a consideration of the following description of a preferred embodiment read in conjunction with the accompanying drawing provided herein. The embodiment represents an example of the invention which is described here in compliance with Title 35 U.S.C. section 112 (first paragraph), but the invention itself is defined by the attached claims.

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF THE DRAWING

[0014] FIGURE 1 is a diagrammatic view of an outdoor electronic equipment enclosure illustrating the two filter arrangement.

[0015] FIGURE 2 is a diagrammatic elevation view of a "V" folded filter.

[0016] FIGURE 3 is a top plan view of the filter shown in FIG. 2.
[0017] FIGURE 4 is a flow diagram illustrating a method of testing and cleaning a filter in an outdoor electronic equipment enclosure.

DETAILED DESCRIPTION OF A PREFERRED EMBODIMENT OF THE INVENTION

[0018] While the present invention is open to various modifications and alternative constructions, the preferred embodiment shown in the various figures of the drawing will be described herein in detail. It is understood, however, that there is no intention to limit the invention to the particular embodiment, form or example disclosed. On the contrary, the intention is to cover all modifications, equivalent structures and methods, and alternative constructions falling within the spirit and scope of the invention as expressed in the appended claims, pursuant to Title 35 U.S.C. section 112 (second paragraph).

[0019] Referring now to FIG. 1, there is shown a diagrammatical outdoor enclosure 10 having a main housing 12 which has in its upper portion sensitive electronic equipment 14 and in its lower portion two power modules 16, 18. In keeping with the present invention, an inlet housing 20 is provided to allow ingress of ambient air through a louver 21 and two filter elements, an ASHRAE 52 95% or HEPA filter element 22 ("ASHRAE") and a PTFE filter element 24 ("PTFE"). The outdoor enclosure also includes an outlet housing 26 and an exhaust fan 28. It can be appreciated that the exhaust fan creates an air flow path for air through the interior of the housing which are diagrammatically depicted by several arrows, 30, 32, 34, 36, 38. The incoming air is depicted by an arrow 40 and the exhaust air is depicted by an arrow 42. Thus, the filter element 22 is upstream in terms of air flow compared to the filter element 24 which is downstream. The air flow path starts outside the inlet housing 20, continues through the filter elements and around the power modules, through the electronics chamber housing the electronics 14, through the fan 28 and out of the outlet housing 26.
[0020] The ASHRAE filter element 22 blocks particulate matter and the PTFE filter element 24 filters water vapor. The ASHRAE filter element lets water vapor through but is relatively inexpensive. If the filter element becomes clogged, it is relatively easy to clean. The PTFE filter element blocks water vapor as mentioned but it clogs easily and is difficult to clean. An important feature of the present invention is that the use of both filter elements in the specific positions shown achieves a very desirable result.

[0021] The PTFE element filters water vapor. Allowing water vapor into the enclosure will accelerate the deterioration of the electronic equipment in a typical outdoor enclosure. However, such a filter element is expensive to clean and to replace. However, by placing the ASHRAE element upstream of the PTFE element, particulate matter is filtered and thus mostly never reach the PTFE element. As mentioned, the ASHRAE is relatively inexpensive and is easy to clean. Thus, the ASHRAE filter has the dual functions of preventing most particulate matter from reaching the enclosure and also of protecting the PTFE filter so that the life and usefulness of the PTFE filter is enhanced.

[0022] The ASHRAE filter element costs about $0.08 per square inch and may be cleaned with mild soap and water. The PTFE filter element costs about $0.55 per square inch, some seven times the cost of the ASHRAE filter element and must be cleaned with a solvent. Moreover, any mechanical action on the filter element, such as wiping or brushing may damage the filter element of alter pore size, resulting in a very different performance level than would be expected. With an ASHRAE filter element upstream, a PTFE filter element may last between two and four times longer than would be the situation with no ASHRAE filter element. The filter elements identified are well known to those skilled in the art and are readily available commercially.
[0023] The exhaust fan 28 may have a 225 millimeter diameter impeller to cause an air flow through the enclosure of between 225 and 275 cubic feet per minute.

[0024] It is noted that the modified outdoor enclosure 10 includes the advantages of filtering both particulate and liquid vapor in a single aerosol filtration design. All types of vapor, such as, oil and salt, for example, are included in an effort to encompass all typical outdoor vapors and various indoor industrial environments. This filtering arrangement eliminates or greatly reduces the ingress of detrimental aerosols that promote corrosion, fungus growth and the like which are well known to degrade performance of or destroy the electronic components in the outdoor enclosure. The result is that the modified enclosure allows for the deployment of commercial indoor grade electronic components in outdoors or harsh indoor environments, and there is no need to incur additional costs to upgrade the components. This more than offsets the added cost of a dual filter arrangement.

[0025] Referring now to FIGS. 2 and 3, there is illustrated a V-folded particulate filter element 50 where an arrow 52 represents air flow direction. Large particles will accumulate at the leading edge 54 of each fold whereas finer particles 56 form a meniscus at the trailing edge of each fold.

[0026] Particles less than 2.5 microns in diameter are referred to as "fine" particles. Sources of such fine particles include all types of combustion from such sources as motor vehicles, power plants, wood burning and the like as well as some industrial processes. Particles with diameters between 2.5 and 10 microns are referred to as "coarse". Sources of coarse particles include crushing or grinding operations and dust from paved or unpaved roads. Fine and coarse particles typically exhibit different behaviors in the atmosphere. Coarse particles tend to settle from the
atmosphere within hours and their spatial impact is typically limited because they fall out of the air in a downwind area near their source. Fine particles, however, remain suspended for longer periods, on the order of days or weeks, and travel much further away from their source.

[0027] The upstream filter element 22 is for the removal of particulate matter with a pressure drop of approximately 0.1 to 0.25 in water. These filter elements are designated as ASHRAE 52 95% or HEPA. The downstream filter element 24 is hydrophobic, picking up particles 10 microns in size for moisture control with a pressure drop of approximately 0.4 to 0.6 in water. Access to the upstream filter is facilitated because of its location. Thus, it may be easily removed for manual cleaning or it may be replaced just as easily. The downstream filter element 24 may be somewhat less accessible although it need not be so.

[0028] Air is directed through the enclosure to cool and/or vent the enclosure interior. The air is first drawn through the two filters 60, FIG. 4. This air is used to cool the power modules 16, 18, FIG. 1 as well as the electronics 14. The exhaust fan can be operated through a controller to be either always on, or alternately off and on as a function of temperature and/or humidity. Rotational velocity of the fan may also be controlled by temperature and/or humidity measurements. Sensors and controls are depicted by the box 61, FIG. 1, attached to the outdoor enclosure 10.

[0029] A screen, not shown, may be placed around the exhaust fan or outlet 26 to minimize insect intrusion. An air flow damper, not shown, may also be installed where the exhaust air forces the damper open but gravity closes the damper when the fan is off to minimize any ambient air intake through the outlet 26.
[0030] The enclosure filter system includes a self cleaning feature for more efficient operation. As mentioned, the fan 28 draws outside air through the filter elements 22, 24 and into the interior of the housing 12 to cool and ventilate the electronics located within the housing. As the air flows through the filter elements more and more particles are deposited on the outer or upstream filter element 22 as exemplified in FIGS. 2 and 3 and the flow becomes more difficult. This is often described in terms of a pressure drop across the filter element. Thus, the air flow must be monitored 62 to determine this flow resistance. The cleaner the filter element, the lower the pressure drop because the air flow is impeded to a lesser degree. As the filter element traps or filters more and more particles, the air flow becomes more and more impeded and the pressure drop across the filter element increases. An increasing pressure drop causes the fan to work harder and results in a decrease in the fan's rotational velocity and/or an increase in electric current draw required to operate the fan. Increasing current draw increases cost and a slower fan may not draw in sufficient air to provide proper cooling and/or ventilation. Furthermore, making the fan work harder may shorten the life of the fan motor, creating another economic concern.

[0031] Sensors for measuring current flow and/or rotational velocity of an exhaust fan is well known to those skilled in the art so these characteristics of the fan are often used to estimate filter performance. The sensors may be used to alert the need for manual cleaning or replacement or they may be used through the controls to initiate an automatic cleaning procedure as will be explained. Controls are also well known to those skilled in the art.

[0032] An important feature of the present invention is that the enclosure system has filter self cleaning capabilities which increases the overall efficiency of the enclosure by delaying the need for replacement of the filters. For example, if a blockage can be alleviated, the filters may
function at a satisfactory level for an additional time and thereby delay the need for a visit by maintenance personnel.

[0033] The enclosure system monitors the filter as a function of fan performance (although other techniques may be used as an alternative). When a predetermined set point is reached, i.e., resistance to air flow reaches a predetermined quantity, indicating the degree of blockage, the fan is signaled 64 to slow and stop 66. The fan is also signaled to increase or ramp up its rotational velocity 68, usually to a maximum, to verify that the fan itself is functioning properly. After ramping the fan to a high rotational velocity, the fan is then stopped 70 and its direction of rotation is reversed 72. This step is done with the hope that the blocking contaminants will be blown away from the filter. The reverse rotation continues for a predetermined period of time, such as five minutes and then the fan is again slowed and stopped 74 and thereafter returned to normal operating velocity 76, perhaps seventy percent of maximum and remeasured 78 to determine fan performance. If the blockage is removed or reduced to an acceptable level, normal operation continues 80 because the fan performance is below the predetermined set point. If, however, the blockage remains, the steps of stopping 82 and reversing 84 the rotation of the fan is again performed. The fan is then stopped 86, returned to normal velocity 88 and airflow is remeasured 90. The reversing operating may be tried several more times if desired. If after a predetermined number of reversals of the fan are completed and the unacceptable blockage remains, then a signal is sent indicating the need for maintenance personnel 92 who will either replace or clean the blocked filters. If the blockage is removed or reduced to an acceptable level 94, then the system has efficiently extended the useful life of the filters without need for human intervention. This, of course, saves money by reducing maintenance cost.
[0034] The above specification describes in detail a preferred embodiment of the present invention. Other examples, embodiments, modifications, and variations will, under both the literal claim language and the doctrine of equivalents, come within the scope of the invention defined by the appended claims. For example, whether fan performance, air flow rate measurement or some other measurement is used to trigger the self cleaning feature of the fan is immaterial to the system and all will come within the literal language of the claims. Furthermore, whether the fan is reversed one time or several times, the system is still within the appended claims. Also, the exact nature of the filter elements may be changed. Indeed, the number of filter elements may be increased depending upon the environment in which the enclosure is to be placed. Still other alternatives will also be equivalent as will many new technologies. There is no desire or intention here to limit in any way the application of the doctrine of equivalents nor to limit or restrict the scope of the invention.
CLAIMS

1. A filter system having at least two filter elements for use in an electronic equipment enclosure comprising:

   an air flow path formed through said enclosure;

   a first filter element mounted to said enclosure such that air in said air flow path moves through said first filter element; and

   a second filter element mounted to said enclosure downstream of said first filter element such that air in said air flow path passing through said first filter element thereafter passes through said second filter element, said first filter element structured to protect said second filter element and extend the useful life of said second filter element.

2. The system as claimed in claim 1 wherein:

   said first filter element is structured to filter particulate matter from the air of said air flow path; and

   said second filter element is structured to filter water vapor from the air of said air flow path.

3. The system as claimed in claim 1 wherein:

   said first filter element is less expensive than said second filter element.

4. The system as claimed in claim 1 wherein:

   said first filter element is structured to be easier to clean than said second filter element.

5. The system as claimed in claim 1 wherein:

   said first filter element is positioned for easier access than said second filter element.
6. The system as claimed in claim 1 wherein:
   said first filter element is structured to filter particulate matter from the air of said
   air flow path;
   said second filter element is structured to filter water vapor from the air of said air
   flow path; and
   said first filter element is positioned for easier access than said second filter
   element.

7. The system as claimed in claim 6 wherein:
   said first filter element is less expensive than said second filter element.

8. The system as claimed in claim 7 wherein:
   said first filter element is structured to be easier to clean than said second filter
   element.

9. The system as claimed in claim 1 wherein:
   said first filter element is an ASHRAE or HEPA filter element.

10. The system as claimed in claim 1 wherein:
    said second filter element is a PTFE filter element.

11. The system as claimed in claim 2 wherein:
    said first filter element is an ASHRAE or HEPA filter element.

12. The system as claimed in claim 11 wherein:
    said second filter element is a PTFE filter element.

13. The system as claimed in claim 5 wherein:
    said first filter element is an ASHRAE or HEPA filter element.
14. The system as claimed in claim 13 wherein:
said second filter element is a PTFE filter element.

15. The system as claimed in claim 3 wherein:
said first filter element is an ASHRAE or HEPA filter element.

16. The system as claimed in claim 15 wherein:
said second filter element is a PTFE filter element.

17. The system as claimed in claim 16 wherein:
said first filter element is structured to be easier to clean than said second filter element; and

said first filter element is positioned for easier access than said second filter element.

18. The system as claimed in claim 1 including:

a sensor for indicating that said first filter element should be cleaned or replaced.

19. The system as claimed in claim 1 including:

a sensor mounted to said housing for monitoring air flow resistance along said air flow path and for providing a signal indicating a predetermined resistance to air flow along said air flow path; and

a control mounted to said housing and responsive to said signal for altering the operation of a fan creating said air flow.

20. The system as claimed in claim 19 wherein:
said control causes said fan to increase rotational velocity to attempt clearing any clogging of said filter elements.
21. The system as claimed in claim 20 wherein:
said control causes said fan to reverse rotational direction.

22. The system as claimed in claim 21 wherein:
said control causes said fan to increase rotational velocity before reversing
rotational direction.

23. The system as claimed in claim 22 wherein:
said control cycles said fan between increasing rotational velocity and reversing
rotational direction.

24. The system as claimed in claim 23 wherein:
said first filter element is structured to filter particulate matter from the air of said
air flow path; and
said second filter element is structured to filter water vapor from the air of said air
flow path.

25. The system as claimed in claim 24 wherein:
said first filter element is positioned for easier access than said second filter
element.

26. The system as claimed in claim 24 wherein:
said first filter element is structured to be easier to clean than said second filter
element.
Fig. 4

60
FAN DRAWS AIR

62
MONITOR AIR FLOW

64
SIGNAL BLOCKAGE

66
STOP FAN

68
INCREASE FAN VELOCITY

70
STOP FAN

72
REVERSE ROTATION OF FAN

74
STOP FAN

76
RETURN TO NORMAL OPERATING VELOCITY

78
REMEASURE FAN PERFORMANCE

80
STOP FAN

82
CONTINUE OPERATION

84
REVERSE ROTATION OF FAN

86
STOP FAN

88
RETURN TO NORMAL

90
REMEASURE FAN PERFORMANCE

92
CALL MAINTENANCE

94
RETURN TO NORMAL
**INTERNATIONAL SEARCH REPORT**

**PCT/US2004/039817**

**A. CLASSIFICATION OF SUBJECT MATTER**

IPCs: B01D46/12, B01D46/54, H05K7/20, G11B33/14, B01D46/46

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols):

- IPC 7 B01D H05K B60H G11B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched:

- EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 730 770 A (GREISZ) 24 March 1998 (1998-03-24) column 1, line 44 - column 2, line 54</td>
<td>1,3-5, 18-20</td>
</tr>
<tr>
<td>Y</td>
<td>US 2002/004107 A1 (ROGERS) 10 January 2002 (2002-01-10) page 2, paragraph 22 - page 3, paragraph 40 page 6, paragraph 84 - page 6, paragraph 87</td>
<td>1-8,10, 12-14,16</td>
</tr>
<tr>
<td>X</td>
<td>EP 0 904 826 A (SAMSUNG ELECTRONICS CO.) 31 March 1999 (1999-03-31) column 5, paragraph 21 - column 6, paragraph 25</td>
<td>1-9,11, 13-15,17</td>
</tr>
</tbody>
</table>

**X** Further documents are listed in the continuation of box C.  

**X** Patent family members are listed in annex.

**Date of the actual completion of the international search**  
24 March 2005

**Date of mailing of the international search report**  
06/04/2005

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk  
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl,  
Fax (+31-70) 340-3018

Authorized officer  
Doolan, G
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 1 351 561 A (W.L. GORE &amp; ASSOCIATES GMBH) 8 October 2003 (2003-10-08) column 3, paragraph 11 - column 12, paragraph 49</td>
<td>1</td>
</tr>
<tr>
<td>Y</td>
<td>US 6 319 114 B1 (NAIR ET AL) 20 November 2001 (2001-11-20) column 1, line 47 - column 6, line 20</td>
<td>18</td>
</tr>
<tr>
<td>Y</td>
<td>US 6 423 118 B1 (BECERRA ET AL) 23 July 2002 (2002-07-23) column 1, line 54 - column 2, line 54</td>
<td>19,20</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5730770</td>
<td>24-03-1998</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3994099 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1079971 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9958335 A1</td>
</tr>
<tr>
<td>EP 0904826</td>
<td>31-03-1999</td>
<td>DE 69827734 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0904826 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 11114340 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6090188 A</td>
</tr>
<tr>
<td>EP 1351561</td>
<td>08-10-2003</td>
<td>DE 19833247 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 241417 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 5163399 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1122555 C</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59905759 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 1098692 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0004980 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1351561 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002521811 T</td>
</tr>
<tr>
<td>US 6319114</td>
<td>20-11-2001</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2421565 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1355713 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA0301957 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0220131 A1</td>
</tr>
</tbody>
</table>