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DESCRIPTION

[0001] The present invention relates to a synchronous permanent magnet machine.

[0002] More particularly the present invention relates to a synchronous permanent magnet 
machine including a permanent magnet arrangement for producing a magnetic field having a 
flux density distribution that is approximately sinusoidal, the permanent magnet arrangement 
including a permanent magnet pole having a base, top face, and opposing sides, the top face 
comprising a central region midway between the opposing sides, and curved side regions to 
either side of the central region which meet the central region.

[0003] One such permanent magnet arrangement is disclosed in the following publication: 
IEEE Transactions on Magnetics, Vol. 39, No. 6, November 2003, pages 3523 to 3526, 
Optimum Design of Magnet Shape in Permanent-Magnet Synchronous Motors, L.Yong, 
Z.Jibin, and L.Yongping.

[0004] The form of the permanent magnet pole used in this permanent magnet arrangement is 
shown in Fig 1 of the accompanying drawings.

[0005] Fig 1 shows a permanent magnet pole having a flat base 1, top face 2, and parallel 
opposing sides 3a, 3b. The top face 2 comprises a flat central region 4 midway between the 
opposing sides 3a, 3b, and curved side regions 5a, 5b to either side of the flat central region 4. 
The curved side regions 5a, 5b meet the flat central region 4 at positions 6a, 6b. Each curved 
side region 5a, 5b comprises an arc of a circle 7 of centre '0' and radius 'r'. The centre O lies 
on a straight line 9 which (i) intersects base 1 and central region 4 of top face 2 at right angles, 
and (ii) lies midway between opposing sides 3a, 3b.

[0006] The permanent magnet pole of Fig 1 has the disadvantage that it produces appreciable 
torque ripple in a synchronous permanent magnet machine.

[0007] From EP 2 209 182 A2, a permanent magnet rotor including a plurality of permanent 
magnets is known. The permanent magnets each comprise an outside periphery comprising a 
first curved arc in the center of the periphery and a second curved arc and a third curved arc to 
the sides of the periphery, wherein the radius of curvature of the first curved arc differs from 
the radii of the second and third curved arcs.

[0008] In WO 2010/109056 A1, a permanent magnet for an electric machine is disclosed. The 
permanent magnet is of an even thickness in the middle and becomes thinner towards the 
edges by comprising bevelled edge parts.

[0009] WO 01/76039 A2 describes a pole for use in a magnetic circuit that includes a shaft for 
passing magnetic flux and a cap. The shaft has a face through which at least some of the 
magnetic flux passes and to which the cap is fixed, wherein the cap is made of a permeable
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material and is formed to impede eddy currents in the cap.

[0010] From EP 1619780 A1, magnetic poles for electric machines are known that comprise a 
gap-side surface with an external shape represented by a hyperbolic function or a reciprocal 
cosine function to reduce a cogging torque of an electric machine.

[0011] According to the present invention there is provided a synchronous permanent magnet 
machine according to claim 1.

[0012] The invention will now be described, by way of example, with reference to the 
accompanying drawings, in which:

Fig 1, already referred to, shows a known permanent magnet pole for use in a synchronous 
permanent magnet machine;

Fig 2 shows a first permanent magnet pole for use in a synchronous permanent magnet 
machine;

Figs 3 shows a second permanent magnet poles in accordance with the present invention for 
use in a synchronous permanent magnet machine;

Figs 4 and 5 show respectively first and second synchronous permanent magnet machines in 
which the permanent magnet poles of Figs 2 and 3 might be used; and

Figs 6 and 7 show respectively third and fourth permanent magnet poles for use in a 
synchronous permanent magnet machine.

[0013] Fig 2 shows a permanent magnet pole having a flat base 11, top face 12, and parallel 
opposing sides 13a, 13b. The top face 12 comprises a flat central region 14 midway between 
the opposing sides 13a, 13b, and curved side regions 15a, 15b to either side of the flat central 
region 14. The curved side regions 15a, 15b meet the flat central region 14 at positions 16a, 
16b.

[0014] The curved side region 15a comprises an arc of a circle 17a of centre '01' and radius 
'rT. The centre 01 is offset by a distance 'dT to one side of a straight line 19 which (i) 
intersects base 11 and central region 14 of top face 12 at right angles, and (ii) lies midway 
between opposing sides 13a, 13b. The distance d1 equals the distance along central region 14 
between straight line 19 and the position 16a where central region 14 meets curved side 
region 15a. The distance between the centre 01 and position 16a equals the radius r1. The 
curved side region 15b comprises an arc of a circle 17b of centre '02' and radius 'r2' equalling 
r1. The centre 02 is offset by a distance 'd2' to the other side of straight line 19 to centre 01 of 
circle 17a. Distance d2 equals distance d1 and is the distance along central region 14 between 
straight line 19 and the position 16b where central region 14 meets curved side region 15b. 
Similarly to centre 01, the distance between centre 02 and position 16b equals the radius r2.
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[0015] It can be seen that at positions 16a, 16b where the curved side regions 15a, 15b meet 
the central region 14 the inclination or gradient of the top face 12 is continuous, i.e. at positions 
16a, 16b there is no discontinuity in the inclination or gradient of top face 12. In other words, 
top face 12 transitions smoothly between curved side regions 15a, 15b and central region 14, 
without abrupt change in its inclination or gradient. Flat central region 14 is tangential to curved 
side regions 15a, 15b at positions 16a, 16b.

[0016] The continuous relationship between curved side regions 15a, 15b and central region 
14 of the permanent magnet pole of Fig 2 is to be contrasted to the discontinuous relationship 
between curved side regions 5a, 5b and central region 4 of the known permanent magnet pole 
of Fig 1. In the permanent magnet pole of Fig 1, at positions 6a, 6b where curved side regions 
5a, 5b meet central region 4, there is discontinuity in the inclination or gradient of top face 2 of 
the permanent magnet pole. The continuous relationship of the permanent magnet pole of Fig 
1 has the advantage that it significantly reduces torque ripple in a synchronous permanent 
magnet machine, as will now be explained.

[0017] In a synchronous permanent magnet machine, torque ripple arises due to unwanted 
harmonics present in the flux density distribution of the magnetic field produced by the 
permanent magnet arrangement of the synchronous permanent magnet machine. These 
unwanted harmonics are present due to the flux density distribution of the magnetic field not 
being precisely sinusoidal. The further the flux density distribution from a precise sinusoid the 
greater the unwanted harmonics. The permanent magnet pole of Fig 2, by removing the 
discontinuity present in the permanent magnet pole of Fig 1 at positions 6a, 6b, produces a 
flux density distribution that is much closer to a sinusoid, thereby significantly reducing the 
unwanted harmonics.

[0018] Fig 3 shows a permanent magnet pole having a flat base 21, top face 22, and parallel 
opposing sides 23a, 23b. The top face 22 comprises a flat central region 24 midway between 
the opposing sides 23a, 23b, and curved side regions 25a, 25b to either side of the flat central 
region 24. The curved side regions 25a, 25b meet the flat central region 24 at positions 26a, 
26b. The permanent magnet pole of Fig 3 is symmetric with respect to a straight line 29 which 
(i) intersects base 21 and central region 24 of top face 22 at right angles, and (ii) lies midway 
between opposing sides 23a, 23b.

[0019] Each curved side region 25a, 25b is sinusoidal in form and may be represented by the 
equation:
h = hl + Ä2.cos((x/xl)/z·) (1) ,
where h is the vertical height of positions on the curved side region 25a, 25b above the flat 
base 21, hi is the vertical height of the opposing sides 23a, 23b, h2 is the vertical height of the 
curved side regions 25a, 25b, x is the horizontal distance of positions on the curved side region 
25a, 25b from the position 26a, 26b where the curved side region 25a, 25b meets the central 
region 24, and x1 is the horizontal distance between adjacent positions 26a, 26b of adjacent 
permanent magnet poles, as the permanent magnet pole of Fig 3, when in place in a 
synchronous permanent magnet machine (more on this below).
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[0020] It can be seen that positions 26a, 26b where the curved side regions 25a, 25b meet the 
central region 24, correspond to the peaks of the sinusoidal form of the curved side regions. 
Thus, at positions 26a, 26b the inclination or gradient of the top face 22 is continuous, i.e. at 
positions 26a, 26b there is no discontinuity in the inclination or gradient of top face 22. In other 
words, top face 22 transitions smoothly between curved side regions 25a, 25b and central 
region 24, without abrupt change in its inclination or gradient. Flat central region 24 is 
tangential to curved side regions 25a, 25b at positions 26a, 26b.

[0021] For the same reasons as given above in respect of the permanent magnet pole of Fig 
2, in the permanent magnet pole of Fig 3 the continuous relationship between curved side 
regions 25a, 25b and central region 24 significantly reduces torque ripple in a synchronous 
permanent magnet machine.

[0022] The first synchronous permanent magnet machine of Fig 4 is of the rotary type and 
comprises a rotor 31 and a stator 32. On the rotor is mounted a permanent magnet 
arrangement comprising two oppositely disposed poles 33a, 33b of positive polarity, and two 
oppositely disposed poles 33c, 33d of negative polarity. The poles 33a, 33b, 33c, 33d would be 
as the poles of Figs 2 and 3. The poles 33a, 33b and the poles 33c, 33d are disposed at 90 
degrees relative to one another about the axis of rotation A of the rotor (which is into and out of 
the paper in Fig 4). On the stator are mounted windings 34 (the conductors of the windings run 
into and out of the paper in Fig 4). In operation of the synchronous permanent magnet 
machine, the rotor 31 rotates within the stator 32.

[0023] The second synchronous permanent magnet machine of Fig 5 is of the linear type and 
comprises parallel elongate mountings 41, windings 42 disposed midway between the 
mountings in the channel 43 between the mountings, and, mounted on each of the mountings 
between the mounting and the windings, a permanent magnet arrangement comprising a 
linear array of poles 44a, 44b, 44c, with adjacent poles being of opposite polarity. The poles 
44a, 44b, 44c would be as the poles of Figs 2 and 3. The conductors of the windings extend 
into and out of the paper in Fig 5. In operation of the synchronous permanent magnet 
machine, there is relative movement horizontally in Fig 5 between the mountings 41 (together 
with their poles 44a, 44b, 44c) and the windings 42.

[0024] Fig 5 shows in respect of each pole 44a, 44b, 44c the positions 26a, 26b of Fig 3. In 
respect of a pair of adjacent poles 44a, 44b, Fig 5 shows the distance x1 of Fig 3. The distance 
x1 is the horizontal distance between position 26b of pole 44a and adjacent position 26a of 
adjacent pole 44b. Note, in the first synchronous permanent magnet machine of Fig 4, the 
distance x1 would be circumferentially around the rotor between circumferentially adjacent 
poles.

[0025] Fig 6 shows a permanent magnet pole that is the same as the permanent magnet pole 
of Fig 2 except (i) the base 51 of the pole is no longer flat but comprises an arc of a circle 60 of 
radius r3, and (ii) the central region 54 of the top face 52 of the pole also is no longer flat but
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comprises an arc of a circle 61 of radius r4. The centres (not shown) of both circles 60, 61 lie 
on a straight line 59 which (i) intersects base 51 and central region 54 of top face 52 at right 
angles, and (ii) lies midway between opposing sides 53a, 53b.

[0026] The circle 17a of centre 01 and radius r1 abuts the circle 61 at position 66a where 
curved side region 65a meets central region 54. Thus, at position 66a, circles 17a and 61 
share a common tangent. Similarly, the circle 17b of centre 02 and radius r2 abuts the circle 
61 at position 66b where curved side region 65b meets central region 54, so that at position 
66b circles 17b and 61 also share a common tangent.

[0027] By virtue of these common tangents, the inclination or gradient of the top face 52 is 
continuous at positions 66a, 66b where curved side regions 65a, 65b meet central region 54, 
i.e. at positions 66a, 66b there is no discontinuity in the inclination or gradient of top face 52. 
The continuous relationship between curved side regions 65a, 65b and central region 54 
significantly reduces torque ripple in a synchronous permanent magnet machine.

[0028] The permanent magnet pole of Fig 6 is suitable for mounting on an internal rotor, i.e. 
base 51 of the pole would be mounted on the internal rotor.

[0029] A variation of the permanent magnet pole of Fig 6 would be for base 51 to be flat.

[0030] Fig 7 shows a permanent magnet pole that is the same as the permanent magnet pole 
of Fig 2 except (i) the base 71 of the pole is no longer flat but comprises an arc of a circle 70 of 
radius r5, and (ii) the central region 74 of the top face 72 of the pole also is no longer flat but 
comprises an arc of a circle 77 of radius r6. The centres (not shown) of both circles 70, 77 lie 
on a straight line 79 which (i) intersects base 71 and central region 74 of top face 72 at right 
angles, and (ii) lies midway between opposing sides 73a, 73b.

[0031] The circle 17a of centre 01 and radius r1 abuts the circle 77 at position 76a where 
curved side region 75a meets central region 74. Thus, at position 76a, circles 17a and 77 
share a common tangent. Similarly, the circle 17b of centre 02 and radius r2 abuts the circle 
77 at position 76b where curved side region 75b meets central region 74, so that at position 
76b circles 17b and 77 also share a common tangent.

[0032] By virtue of these common tangents, the inclination or gradient of the top face 72 is 
continuous at positions 76a, 76b where curved side regions 75a, 75b meet central region 74, 
i.e. at positions 76a, 76b there is no discontinuity in the inclination or gradient of top face 72. 
The continuous relationship between curved side regions 75a, 75b and central region 74 
significantly reduces torque ripple in a synchronous permanent magnet machine.

[0033] The permanent magnet pole of Fig 7 is suitable for mounting on an external rotor, i.e. 
base 71 of the pole would be mounted on the external rotor.

[0034] A variation of the permanent magnet pole of Fig 7 would be for base 71 to be flat.
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[0035] It is to be noted that the flux density distribution of the magnetic field produced by the 
permanent magnet poles of Figs 2, 3, 6 and 7 intentionally has a significant third harmonic 
component. This is because the effect of the third harmonic component is to increase torque, 
and it is possible to have present the third harmonic component without increasing torque 
ripple.
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Patentkrav

1. Synkron permanentmagnetmaskine, omfattende en permanent magnetind­

retning til fremstilling af et magnetfelt med en fluxtæthedsfordeling, der er til­

nærmelsesvis sinusformet, hvor den permanente magnetindretning omfatter 

en permanentmagnetpol med en flad bund (21), overside (22) og parallelle 

modstående sider (23a, 23b), hvor oversiden (22) omfatter et fladt midterom­

råde (24) midt imellem de modstående sider (23a, 23b), kendetegnet ved, at 
permanentmagnetpolen har kurvede sideområder (25a, 25b) til begge sider af 

det flade midterområde (24), som grænser op til midterområdet (24), hvor de 

steder (26a, 26b), hvor de kurvede sideområder (25a, 25b) grænser op til det 

flade midterområde (24), er hældningen af oversiden (22) kontinuerlig, hvor 

hvert kurvede sideområde (25a, 25b) har en sinusformet udformning.

2. Synkron permanentmagnetmaskine ifølge krav 1, hvor hvert kurvede side­

område (25a, 25b) repræsenteres med ligningen:
h = A1 + A2.cos((j/xl)^) (1),

hvor h er den vertikale højde af positioner på det kurvede sideområde (25a, 

25b), h1 er den vertikale højde af de modstående sider (23a, 23b), h2 er den 

vertikale højde af de kurvede sideområder (25a, 25b), x er den horisontale 

afstand af positioner på det kurvede sideområde (25a, 25b) fra en position 

(26a, 26b), hvor det kurvede sideområde (25a, 25b) grænser op til midterom­

rådet (24), og x1 er en konstant, som angår afstanden mellem hosliggende 

permanentmagnetpoler i den synkrone permanentmagnetmaskine.

3. Synkron permanentmagnetmaskine ifølge krav 2, hvor bunden (21) og mid­

terområdet (24) er flade, og positionerne (26a, 26b), hvor de kurvede sideom­

råder (25a, 25b) grænser op til midterområde (24), svarer til toppunkter (26a, 

26b) af sinusformen af de kurvede sideområder (25a, 25b).
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DRAWINGS

Fig 1
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Fig 2
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Fig 4
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Fig 5
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