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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a bath lift device
for raising and lowering persons into or out of a bathtub,
said device including a chassis adapted to rest, in use,
on a floor of the bathtub and a slideably supported seat
adapted to be moveable between a raised position, in
which the seat is correctly positioned to permit a person
standing outside the bathtub to sit inside said seat, and
a lowered position, in which said seat is positioned at the
bottom of the bathtub.

BACKGROUND OF THE INVENTION

[0002] Bath lift devices have been widely used for aged
or disabled people as a convenient means for entering
or leaving a bathtub. Generally, a conventional bath lift
device comprises two main parts, a fixed part resting, in
use, on a floor of the bathtub and a moveable part includ-
ing the seat.
[0003] However, in these conventional bath lift devic-
es, these two parts are not independent. Thus, it is not
possible to separate the moveable part from the fixed
part without doing some dismantling operations. There-
fore, when one wants to clean the floor of the bathtub,
one needs to take the bath lift device as a whole out of
the bathtub. Considering that the conventional bath lift
devices are often made in heavy material, this operation
can only be done by a strong person.
[0004] One solution to this problem consists in render-
ing independent the moveable part from the fixed part.
Thus, in this solution, one needs only to take the move-
able part out of the bathtub if one wants to have easily
access to the floor. Such a solution can be found for in-
stance in the international patent application WO
2005/065621. The bath lift device, revealed by this prior
art, uses a pair of guide pillars extending from the chassis
onto which is slideably mountable a seat having a back-
rest from the rear of which extend a pair of guide collars
dimensioned to be received on the guide pillars. Thus,
the seat can be raised relative to the chassis till the guide
collars are disconnected from the guide pillars. However,
in this solution, the friction between the guide pillars and
the guide collars interferes with the raising or lowering
movement of the seat. Moreover, this two-points connec-
tion between the seat and the chassis is insufficient to
provide a stable position of the seat. Indeed, this con-
nection allows the seat to slightly tilt backwards and for-
wards or slightly pivot on the left and on the right with
regard to its initial position. This results in an uncomfort-
able sitting position for the user. Finally, with this two-
points connection, there is a higher risk that a breaking
of the guide pillars or of the guide collars occurs when
an heavy person sits inside the seat.
[0005] An other solution to this problem, revealed by
the European patent application EP 1 057 467, consists

in a bath aid formed by a seat arrangement, comprising
a seat, a backrest and a seat frame supporting the seat,
and a single vertical guiding rail extending rearward to
the backrest. The seat arrangement is lowered and
raised by a hoist, supported at its lower end by a lateral
extension part of the guiding rail. Two guiding rollers are
pivotally mounted on the seat frame, one roller being sup-
ported on the side of the guiding rail facing the seat ar-
rangement and the other roller being supported on the
side of the guiding rail facing away from the seat arrange-
ment. The guiding rail is part of an inverted U-shaped
framework fixed to the bath.
[0006] In this solution, the sitting arrangement and the
guiding rail are only connected at two vertically shifted
points. Therefore, the sitting position is not stable due to
the possibility for the seat to tilt laterally. Moreover, the
probability that the single guiding rail breaks during use
is very high. Finally, to install the seat arrangement on
the guiding rail or to separate the seat arrangement from
the guiding rail, a pivotable latch connecting the rollers
to the seat frame must be opened so as to permit the
sliding downward or upward displacement of the seat
arrangement. This implies that a dismantling operation
must be made, rendering these operations rather com-
plex to do.
[0007] The aim of the present invention is therefore to
provide a bath lift device in which the fixed part and the
moveable part can be easily separated or connected to-
gether, in which the moveable part can be easily raised
or lowered relative to the fixed part, in which the sitting
position of the user is stable and in which the probability
of a break of the elements constituting the bath lift device
is low.
[0008] A further aim of the present invention is also to
provide a bath lift device easy and cheap to manufacture
and lightweight.

SUMMARY OF THE INVENTION

[0009] In this view the present invention is concerned
with a bath lift device for raising and lowering persons
into or out of a bathtub comprising two independent parts
that can be easily separated:

- a fixed part including a chassis adapted to rest, in
use, on a floor of the bathtub, said chassis compris-
ing two tubular upright elements parallel to each oth-
er, extending, in use, in a close to vertical direction,

- a moveable part including a seat frame supporting
a seat plate and a backrest, said seat frame being
moveable upward and downward relative to the
chassis via a lifting means and being slideably
mounted onto said two upright elements,
characterized in that said moveable part comprises
two pairs of guiding rollers rotatably connected to
said seat frame, each pair being slideably mounted
onto one upright element and the guiding rollers of
each pair being disposed, in use, on opposite sides
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of said one upright element and in that said guiding
rollers are fixedly positioned with regard to the back-
rest so as to define a four-points connection between
said moveable part and said fixed part and so that
said moveable part is installed on or separated from
said fixed part by only a combination of tilting and
sliding displacements of said seat frame.

[0010] Important features of the device are defined in
the dependent claims 2 to 20.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] Other features and advantages of the present
invention will appear more clearly from the detailed de-
scription of embodiments of the invention which are pre-
sented solely by way of a non-restricted example and
illustrated by the attached drawings in which:

Figure 1 is a side view of a first embodiment of a
bath lift device according to the invention;
Figure 2 is a perspective view of the fixed part of the
bath lift device of Figure 1;
Figure 3 is a perspective view of the moveable part
of the bath lift device of Figure 1, in which the seat
plate is disconnected from the seat frame;
Figure 4 is a perspective view of the lateral element
used in the bath lift device of Figure 1;
Figure 5 is a perspective view in detail of a suction
cup used in the bath lift device of Figure 1.
Figure 6 is a perspective bottom view of a clamping
ring used in the bath lift device of Figure 1.

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION

[0012] In reference to Figures 1 to 3, a bath lift device
according the present invention is shown.
[0013] The bath lift device 1 of the present invention
mainly includes a fixed part 10 including a chassis 11-14
adapted to rest, in use, on a floor of the bathtub and a
moveable part 20 including a seat frame 21 supporting
a seat plate 22 and a backrest 23, said seat frame 21
being moveable upward and downward relative to the
chassis 11-14 via a lifting means 24.
[0014] In reference to Figure 2, one can see that the
chassis 11-14 comprises two tubular upright elements
11 parallel to each other and extending, in use, in an
approximately vertical direction. Said upright elements
11 are connected to their lower ends to a U-shaped ele-
ment 14 via two connecting elements 13, said U-shaped
element 14 extending, in use, in an approximately hori-
zontal direction. To prevent a tilt back of the chassis
11-14, each connecting element 13 is advantageously
connected to said U-shaped element 14 so as to be po-
sitioned between an end section 14’ of said U-shaped
element 14 and the rest of said U-shaped element 14.
Of course, in an alternative embodiment of the present

invention, each connecting element 13 could be connect-
ed at one end of said U-shaped element 14, an additional
tubular element being connected to said connecting el-
ement 13 so as to form the end section 14’ of Figure 2.
To improve the stability of the chassis 11-14, said con-
necting elements 13 are joined by a lateral rod 13’ ex-
tending between the two lateral flanges of the U-shaped
element 14. To improve the stability of the chassis 11-14,
said upright elements 11 are also joined at their upper
ends by a lateral element 12. As shown in Figure 4, said
lateral element 12 consists in a curved tubular element
31 connected at its ends 32 to the two upper ends of the
upright elements 11. Said curved element 31 is shaped
so as to define an upper open area 33, delimited by the
internal borders 34 of the curved element 31 and by the
segment 35 joining said ends 32 in the plane defined the
curved element 31. Said open area 33 is configured so
that the moveable part 20 can be slided upward through
said open area 33 when the user wants to separate the
moveable part 20 from the fixed part 10. In addition, to
temporarily connect the fixed part 10 to the floor of the
bathtub, suction cup 15 are disposed underneath the
chassis 11-14. As shown in Figure 5, each suction cup
15 comprises a central section 16 fixedly connected to
the U-shaped element 14 at its upper face, said section
16 having on its underface a concavity which acts as a
sucker for temporarily connect said cup 15 to the floor of
the bathtub. Each suction cup 15 comprises also at least
one, but preferably two, peelable release tab 17 exter-
nally extending from the periphery of the central section
16, said tab 17 releasing the suction between the suction
cup 15 and the floor of the bathtub when its free end 18
is raised. In the embodiment illustrated in Figure 5, said
tab 17 is equipped with a tubular section 18 at its free
end. This tubular section 18 is configured so as to be
entirely introduced inside a hole 19 formed in the under-
neath face of the U-shaped element 14 when the tab 17
is elastically twisted so as to align the longitudinal axis
of said tubular section 18 with the longitudinal axis of the
upright elements 11. Said tubular section 18 is also con-
figured so as to be temporarily connected to said U-
shaped element 14 when its longitudinal axis is perpen-
dicular to the longitudinal axis of the upright elements 11.
To get this result, one solution consists in configuring
said tubular section 18 so that its length is greater than
the diameter of said hole 19. Thus, when the user wants
to disconnect the chassis 11-14 from the floor of the bath-
tub, he needs beforehand to release the suction between
suction cups 15 and the floor of the bathtub. Accordingly,
he has to manually raise the free end of the tabs 17 of
two suction cups 15 positioned at one extremity of U-
shaped element 14 so as to release the suction between
said suction cups 15 and the floor of the bathtub and,
afterwards, if the tabs 17 of the suction cups 15 positioned
at the other extremity are correctly connected to said U-
shaped element 14, he only needs to lift up the U-shaped
element 14 from the side which is already disconnected
from the floor of the bathtub so that said tab 17 is raised
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and the suction between said corresponding cups 15 and
the floor of the bathtub is released.
[0015] In reference to Figure 3, one can see that the
moveable part 20 comprises a seat frame 21 formed by
a first part 21’, extending, in use, in an approximately
horizontal direction, and by a second part 21", extending,
in use, in an approximately vertical direction, said first
part 21’ supporting the seat plate 22 and said second
part 21" supporting the backrest 23. Said first part 21’ is
configured as a U-shaped element and said second part
21" is configured as a pair of parallel upright elements
fixedly connected at their lower ends to the U-shaped
element. As best seen in Figure 1, each upright element
21" is advantageously formed by a lower longitudinal sec-
tion 21 "(a) and an upper longitudinal section 21 "(b), said
sections 21 "(a) and 21 "(b) defining an approximately
triangular form with the backrest 23. Said seat frame 21
is moveable upward and downward relative to the chas-
sis 11-14 via a lifting means 24 arranged on the rear of
the backrest 23. To control the sliding displacement of
said seat frame 21 relative to the chassis 11-14, the
moveable part 20 comprises also two pairs of guiding
rollers 25 rotatably connected to the upright elements
21" of said seat frame 21, each pair being slideably
mounted onto one upright element 11 of the chassis
11-14 and the guiding rollers 25 of each pair being dis-
posed, in use, on opposite sides of said one upright el-
ement 11. In the preferred embodiment illustrated in Fig-
ure 1, the guiding rollers 25 of each pair are advanta-
geously positioned on the external lateral side of the low-
er section 21 "(a) of one upright element 21" such that
the axes of rotation of said guiding rollers 25 are sepa-
rated by a distance d, said distance d being greater than
the diameter of the upright element 11, on which they are
slideably mounted. Indeed, in this configuration, the an-
gle α between the plane containing said axes and the
longitudinal axis defined by the upright element 11, on
which they are slideably mounted, is, in use, different
from 90°. Accordingly, this configuration defines a four-
points connection between the moveable part 20 and the
fixed part 10 which confers a more stable sitting position
for the user compared to the two-points connection when
α is equal to 90°. Furthermore, the distance d will be
advantageously chosen such that said angle α is, in use,
less than 45 degrees, and preferably less than 25 de-
grees. Indeed, by diminishing the angle α, which corre-
sponds to an increased distance d, it is easier for the
user to install the moveable part 20 on the fixed part 10
when said moveable part 20 is initially separated from
said fixed part 10. Accordingly, in a first step, the user
positions the moveable part 20 relative to the fixed part
10 so that the angle α is greater than its value when the
bath lift device 1 is in use and, in a second step, he lowers
the moveable part 20 so that said moveable part 20
reaches a position limit and so that both upright elements
11 are continuously surrounded at two opposite sides by
the guiding rollers 25 of each pair and, in a final step, he
turns the moveable part 20 round so that the angle α

reaches its value when the bath lift device 1 is in use.
Finally, to improve the sliding displacement of the seat
frame 21, the upper rollers 25 of each pair, and respec-
tively the lower rollers 25 of each pair, are advantageous-
ly joined by an axle 26 extending, in use, in an approxi-
mately horizontal direction.
[0016] In an alternative embodiment of the present in-
vention, not illustrated on the drawings, it is also possible
to use a seat frame 21 comprising upright elements
21" that are completely straight. In this case, one guiding
roller 25 of each pair will be connected to one upright
element 21" by a lateral connecting rod extending in a
close to perpendicular direction with regard to said up-
right element 21 ".
[0017] The lifting means 24 used in the present inven-
tion will be configured so as to be lightweight and space-
saving. Without to be bound by this specific solution, it
will be advantageous to use a lifting means as described
in the Canadian patent application CA 2 397 503. In par-
ticular, such a lifting means prevents that a body part of
a bathing person is trapped when the seat plate is moving
downward. Accordingly, the lifting means 24 includes an
outer spindle 24’ within which is received a linearly ex-
tendable inner spindle tube (not shown), said outer spin-
dle tube 24’ being fixedly connected to the seat frame 21
and said inner spindle tube being supported at its lower
end 24" by the chassis 11-14. In particular, said lower
end 24" can be shaped as a fork adapted to be removably
connected to the lateral rod 13’ of the chassis 11-14. Said
inner spindle is linearly extendable via an actuating
means (not shown) contained within a housing 29, said
housing 29 being fixedly connected to the rear of the
backrest 23. In the embodiment illustrated in Figure 3,
the outer spindle tube 24’ is connected to the axle 26
joining the lower rollers 25 of each pair. This connection
is advantageously done by a clamping ring 27. In refer-
ence to Figure 6, said clamping ring 27 comprises a tu-
bular section 40 inside which is received the outer spindle
tube 24’, said tubular section 40 comprising a radial ap-
erture 41. At both sides of said radial aperture 41, the
tubular section 40 is extended by two longitudinal sec-
tions 42, each section 42 comprising a pair of threaded
holes 43 configured to join both sections 42 by two bolts
(not shown). Of course, in an alternative embodiment of
the present invention, it is also possible to use less or
more sections 42 so as to adapt the internal diameter of
the tubular section 40 to the external diameter of the outer
spindle tube 24’. On the radially opposite side of the tu-
bular section 40 with regard to said sections 42 extend
two parallel flanges 44 from the periphery of said tubular
section 40. Each flange 44 comprises a hole 45 adapted
to receive the axle 26. Of course, in an alternative em-
bodiment of the present invention, it is also possible to
use only one flange, said flange being wider than said
two parallel flanges 44 of Figure 6. To improve the con-
nection between the outer spindle tube 24’ and the tubu-
lar section 40, said section 40 is advantageously formed
by a first tubular section 46 and a second tubular section
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47, said first section 46 having an internal diameter less
than the internal diameter of said section 47. Said first
section 46 is configured so as to be received inside a
corresponding groove (not shown) of said outer spindle
tube 24’. In a preferred embodiment of the present in-
vention, the depth of said groove will be advantageously
greater than the difference between the internal diame-
ters of said second section 47 and said first section 46.
Indeed, this configuration permits to transfer the efforts
of the outer spindle tube 24’ onto the internal surface of
the second section 47, and, accordingly, onto a larger
surface of the clamping ring 27 when said second section
47 is higher than said first section 46.
[0018] In reference to Figure 3, one can see that two
extension plates 28 can be pivotally connected on both
lateral ends of the seat plate 22, said extension plates
28 being configured so as to rest on the rim of the bathtub
when the moveable part 20 is positioned in a raised po-
sition so that the user can easily sit inside the bath lift
device 1. Therefore, when said moveable part 20 is low-
ered, said extension plates 28 are folded up so as to be
positioned inside the bathtub.
[0019] In reference to Figure 3, it is also shown that
the backrest 23 comprises at least one rib 23’, and pref-
erably two ribs at both left and right sides of said backrest
23, said rib 23’ extending in a perpendicular direction with
regard to the rear of the backrest 23 and being approxi-
mately aligned, in use, with one upright element 11 of
the chassis 11-14. Said rib 23 is adapted to contact said
upright element 11 when the moveable part 20 is tilting
backwards with regard to the fixed part 10. Such a situ-
ation can occur when the lower end 24" of the inner spin-
dle tube of the lifting means 24 is no more supported by
the chassis 11-14. Therefore, such a configuration im-
proves the safety of the bath lift device 1 as a whole.

Claims

1. Bath lift device (1) for raising and lowering persons
into or out of a bathtub comprising two independent
parts that can be easily separated:

- a fixed part (10) including a chassis (11-14)
adapted to rest, in use, on a floor of the bathtub,
said chassis (11-14) comprising two tubular up-
right elements (11) parallel to each other, ex-
tending, in use, in a close to vertical direction,
- a moveable part (20) including a seat frame
(21) supporting a seat plate (22) and a backrest
(23), said seat frame (21) being moveable up-
ward and downward relative to the chassis
(11-14) via a lifting means (24) and being slide-
ably mounted onto said two upright elements
(11),

characterized in that said moveable part (20) com-
prises two pairs of guiding rollers (25) rotatably con-

nected to said seat frame (21), each pair being slide-
ably mounted onto one upright element (11) and the
guiding rollers (25) of each pair being disposed, in
use, on opposite sides of said one upright element
(11) and in that said guiding rollers (25) are fixedly
positioned with regard to the backrest (23) so as to
define a four-points connection between said move-
able part (20) and said fixed part (10) and so that
said moveable part (20) is installed on or separated
from said fixed part (10) by only a combination of
tilting and sliding displacements of said seat frame
(21).

2. Bath lift device (1) according to claim 1, wherein the
distance (d) separating the axes of rotation of the
guiding rollers (25) of each pair is chosen such that
the angle (α) between the plane containing said axes
and the longitudinal axis of the upright element (11),
onto which they are slideably mounted, is, in use,
different from 90°.

3. Bath lift device (1) according to any one of the pre-
ceding claims, wherein the distance (d) separating
the axes of rotation of the guiding rollers (25) of each
pair is chosen such that the angle (α) between the
plane containing said axes and the longitudinal axis
of the upright element (11), onto which they are slide-
ably mounted, is, in use, less than 45 degrees, and
preferably less than 25 degrees.

4. Bath lift device (1) according to any one of the pre-
ceding claims, wherein said seat frame (21) com-
prises a first part (21’), extending in use in an ap-
proximately horizontal direction, and a second part
(21"), extending in use in an approximately vertical
direction, said first part (21’) supporting the seat plate
(22) and said second part (21") supporting the back-
rest (23).

5. Bath lift device (1) according to the preceding claim,
wherein said second part (21") is configured as a
pair of parallel upright elements, each upright ele-
ment comprising a lower longitudinal section (21 "a)
and an upper longitudinal section (21"b), said lower
and upper sections (21 "a, 21 "b) defining an approx-
imately triangular form with the backrest (23).

6. Bath lift device (1) according to the preceding claim,
wherein said guiding rollers (25) are positioned on
the external lateral side of said lower section (21 "a).

7. Bath lift device (1) according to any one of the pre-
ceding claims, wherein the backrest (23) comprises
at least one rib (23’), said rib extending in a perpen-
dicular direction with regard to the rear of the said
backrest (23) and being approximately aligned, in
use, with one upright element (11) of the chassis
(11-14).
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8. Bath lift device (1) according to the preceding claim,
wherein said backrest (23) comprises two ribs (23’)
respectively at its left and right sides.

9. Bath lift device (1) according to any one of the pre-
ceding claims, wherein said two upright elements
(11) are joined by a lateral element (12).

10. Bath lift device (1) according to the preceding claim,
wherein said lateral element (12) consists in a curved
tubular element (31) connected at its ends (32) to
the two upper ends of the upright elements (11), said
tubular element (31) being shaped so as to define
an upper open area (33) permitting the sliding up-
ward displacement of the moveable part (20).

11. Bath lift device (1) according to any one of the pre-
ceding claims, wherein the lifting means (24) in-
cludes an outer spindle tube (24’) within which is
received a linearly extendable inner spindle tube,
said outer spindle tube (24’) being fixedly connected
to the seat frame (21) and said inner spindle tube
being supported at its lower end (24") by the chassis
(13’).

12. Bath lift device (1) according to the preceding claim,
wherein the inner spindle tube is linearly extendable
via an actuating means contained within a housing
(29), said housing (29) being fixedly connected to
the rear of the backrest (23).

13. Bath lift device (1) according to claim 11 or claim 12,
wherein said lower end (24") is shaped as a fork
adapted to be removably connected to a lateral rod
(13’) extending between said two upright elements
(11) of the chassis (11-14).

14. Bath lift device (1) according to any one of the pre-
ceding claims, wherein suction cup (15) are disposed
underneath the chassis (14) so as to temporarily con-
nect the fixed part (10) to the floor of the bathtub.

15. Bath lift device (1) according to claim 14, wherein
each suction cup (15) comprises a central section
(16) fixedly connected to the chassis (14) at its upper
face, said section (16) having on its underface a con-
cavity which acts as a sucker for temporarily connect
said foot (15) to the floor of the bathtub.

16. Bath lift device (1) according to claim 15, wherein
each suction foot (15) comprises at least one peela-
ble release tab (17) externally extending from the
periphery of the central section (16), said tab (17)
releasing the suction between the suction cup (15)
and the floor of the bathtub when its free end (18) is
raised.

17. Bath lift device (1) according to claim 16, wherein

said tab (17) includes a connecting means (18) at its
free end, said connecting means (18) being config-
ured so as to temporarily connect said tab (15) to
the chassis (14).

18. Bath lift device (1) according to claim 17, wherein at
least one circular hole (19) is formed in the chassis
(14), said hole (19) being configured to receive the
connecting means (18) of said tab (15), said con-
necting means (18) consisting in a tubular section
having a length greater than the diameter of said
hole (19).

19. Bath lift device (1) according to any one of the pre-
ceding claims, wherein the chassis (11-14) compris-
es a U-shaped element (14) extending, in use, in an
approximately horizontal direction, said U-shaped
element (14) being connected to the lower ends of
the upright elements (11) via two connecting ele-
ments (13).

20. Bath lift device (1) according to the preceding claim,
wherein each connecting element (13) is connected
to said U-shaped element (14) so as to be positioned
between an end section (14’) of said U-shaped ele-
ment (14) and the rest of said U-shaped element
(14).

Patentansprüche

1. Badhebevorrichtung (1) zum Anheben und Absen-
ken von Personen in eine Badewanne hinein bzw.
aus ihr heraus, umfassend zwei unabhängige Teile,
die sich leicht trennen lassen:

- einen feststehenden Teil (10), einschließlich
eines Gestells (11-14), der geeignet ist, im Ge-
brauch auf einem Boden der Badewanne zu ru-
hen, wobei das Gestell (11 - 14) zwei rohrförmi-
ge aufrechte Elemente (11) umfasst, die parallel
zueinander verlaufen und sich im Gebrauch in
einer nahezu vertikalen Richtung erstrecken,
- einen beweglichen Teil (20), einschließlich ei-
nes Sitzrahmens (21), der eine Sitzplatte (22)
und eine Rückenlehne (23) stützt, wobei der
Sitzrahmen (21) über ein Hebemittel (24) bezüg-
lich des Gestells (11 - 14) nach oben und unten
beweglich ist und gleitend auf den beiden auf-
rechten Elementen (11) montiert ist,

dadurch gekennzeichnet, dass der bewegliche
Teil (20) zwei Paare Führungsrollen (25) umfasst,
die drehbar mit dem Sitzrahmen (21) verbunden
sind, wobei jedes Paar gleitend auf einem aufrechten
Element (11) montiert ist und die Führungsrollen (25)
jedes Paars im Gebrauch auf gegenüberliegenden
Seiten des einen aufrechten Elements (11) angeord-
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net sind, und dass die Führungsrollen (25) festste-
hend bezüglich der Rückenlehne (23) positioniert
sind, um eine Vierpunktverbindung zwischen dem
beweglichen Teil (20) und dem feststehenden Teil
(10) zu definieren, und so, dass die Installierung oder
die Trennung des beweglichen Teils (20) an dem
bzw. von dem feststehenden Teil (10) nur durch eine
Kombination von Kipp- und Gleitverschiebungen
des Sitzrahmens (21) erfolgen kann.

2. Badhebevorrichtung (1) nach Anspruch 1, wobei der
Abstand (d) zwischen den Rotationsachsen der Füh-
rungsrollen (25) jedes Paars so gewählt ist, dass sich
der Winkel (α) zwischen der die Achsen enthalten-
den Ebene und der Längsachse des aufrechten Ele-
ments (11), auf dem sie gleitend montiert sind, im
Gebrauch von 90° unterscheidet.

3. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei der Abstand (d) zwischen
den Rotationsachsen der Führungsrollen (25) jedes
Paars so gewählt ist, dass der Winkel (α) zwischen
der die Achsen enthaltenden Ebene und der Längs-
achse des aufrechten Elements (11), auf dem sie
gleitend montiert sind, im Gebrauch weniger als 45
Grad und vorzugsweise weniger als 25 Grad beträgt.

4. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei der Sitzrahmen (21) ei-
nen ersten Teil (21’), der sich im Gebrauch in einer
ungefähr horizontalen Richtung erstreckt, und einen
zweiten Teil (21"), der sich im Gebrauch in einer un-
gefähr vertikalen Richtung erstreckt, umfasst, wobei
der erste Teil (21’) die Sitzplatte (22) und der zweite
Teil (21") die Rückenlehne (23) stützt.

5. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei der zweite Teil (21") als ein Paar
parallele aufrechte Elemente konfiguriert ist, wobei
jedes aufrechte Element einen unteren Längsab-
schnitt (21 "a) und einen oberen Längsabschnitt (21
"b) umfasst, wobei der untere Längsabschnitt (21 "a)
und der obere Längsabschnitt (21 "b) eine ungefähr
dreieckige Form mit der Rückenlehne (23) bilden.

6. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei die Führungsrollen (25) auf der äu-
ßeren lateralen Seite des unteren Längsabschnitts
(21 "a) positioniert sind.

7. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei die Rückenlehne (23)
mindestens eine Rippe (23’) umfasst, wobei sich die
Rippe bezüglich der Rückseite der Rückenlehne
(23) in einer senkrechten Richtung erstreckt und im
Gebrauch ungefähr auf ein aufrechtes Element (11)
des Gestells (11 - 14) ausgerichtet ist.

8. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei die Rückenlehne (23) jeweils auf
ihrer linken und ihrer rechten Seite zwei Rippen (23’)
umfasst.

9. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei die beiden aufrechten
Elemente (11) durch ein laterales Element (12) ver-
bunden sind.

10. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei das laterale Element (12) aus ei-
nem gekrümmten rohrförmigen Element (31) be-
steht, das an seinen Enden (32) mit den beiden obe-
ren Enden der aufrechten Elemente (11) verbunden
ist und so gestaltet ist, dass es einen oberen offenen
Bereich (33) definiert, der die Gleitverschiebung des
beweglichen Teils (20) nach oben gestattet.

11. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei das Hebemittel (24) ein
äußeres Spindelrohr (24’) aufweist, in dem ein linear
ausfahrbares inneres Spindelrohr aufgenommen ist,
wobei das äußere Spindelrohr (24’) fest mit dem Sitz-
rahmen (21) verbunden ist und das innere Spindel-
rohr an seinem unteren Ende (24") vom Gestell (13’)
gestützt ist.

12. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei das innere Spindelrohr über ein in
einem Gehäuse (29) untergebrachtes Betätigungs-
mittel linear ausfahrbar ist, wobei das Gehäuse (29)
fest mit der Rückseite der Rückenlehne (23) verbun-
den ist.

13. Badhebevorrichtung (1) nach Anspruch 11 oder 12,
wobei das untere Ende (24") als eine Gabel gestaltet
ist, die geeignet ist, entfernbar mit einem lateralen
Stab (13’) verbunden zu sein, der sich zwischen den
beiden aufrechten Elementen (11) des Gestells (11
- 14) erstreckt.

14. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei unter dem Gestell (14)
Saugnäpfe (15) angeordnet sind, um den festste-
henden Teil (10) vorübergehend mit dem Boden der
Badewanne zu verbinden.

15. Badhebevorrichtung (1) nach Anspruch 14, wobei
jeder Saugnapf (15) einen mittleren Abschnitt (16)
umfasst, der an seiner oberen Fläche fest mit dem
Gestell (14) verbunden ist, wobei der Abschnitt (16)
an seiner Unterfläche eine Höhlung hat, die als ein
Sauger wirkt, um den Fuß (15) vorübergehend mit
dem Boden der Badewanne zu verbinden.

16. Badhebevorrichtung (1) nach Anspruch 15, wobei
jeder Saugfuß (15) mindestens eine abziehbare Lö-
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selasche (17) umfasst, die sich außen vom Umfang
des mittleren Abschnitts (16) erstreckt, wobei die La-
sche (17) die Saugung zwischen dem Saugnapf (15)
und dem Boden der Badewanne löst, wenn ihr freies
Ende (18) angehoben wird.

17. Badhebevorrichtung (1) nach Anspruch 16, wobei
die Lasche (17) an ihrem freien Ende ein Verbin-
dungsmittel (18) aufweist, das dazu konfiguriert ist,
die Lasche (17) vorübergehend mit dem Gestell (14)
zu verbinden.

18. Badhebevorrichtung (1) nach Anspruch 17, wobei
mindestens ein kreisförmiges Loch (19) im Gestell
(14) gebildet ist, wobei das Loch (19) dazu konfigu-
riert ist, das Verbindungsmittel (18) der Lasche (17)
aufzunehmen, wobei das Verbindungsmittel (18)
aus einem rohrförmigen Abschnitt besteht, der län-
ger als der Durchmesser des Lochs (19) ist.

19. Badhebevorrichtung (1) nach einem der vorherge-
henden Ansprüche, wobei das Gestell (11 - 14) ein
U-förmiges Element (14) umfasst, das sich im Ge-
brauch in einer ungefähr horizontalen Richtung er-
streckt, wobei das U-förmige Element (14) über zwei
Verbindungselemente (13) mit den unteren Enden
der aufrechten Elemente (11) verbunden ist.

20. Badhebevorrichtung (1) nach dem vorhergehenden
Anspruch, wobei jedes Verbindungselement (13) mit
dem U-förmigen Element (14) verbunden ist, so dass
es zwischen einem Endabschnitt (14’) des U-förmi-
gen Elements (14) und dem Rest des U-förmigen
Elements (14) positioniert ist.

Revendications

1. Dispositif élévateur (1) pour baignoire, destiné à le-
ver et descendre des personnes dans ou hors d’une
baignoire, comprenant deux parties indépendantes
qui peuvent être facilement séparées :

- une partie fixe (10) comportant un châssis
(11-14) prévu pour reposer, pendant l’utilisation,
au fond de la baignoire, ledit châssis (11-14)
comprenant deux éléments de montant tubulai-
res (11) parallèles l’un à l’autre, s’étendant, pen-
dant l’utilisation, dans une direction proche de
la verticale,
- une partie mobile (20) comportant un cadre de
siège (21) supportant un plateau de siège (22)
et un dossier (23), ledit cadre de siège (21) pou-
vant être déplacé vers le haut et vers le bas par
rapport au châssis (11-14) par le biais d’un
moyen de levage (24) et étant monté de manière
coulissante sur lesdits deux éléments de mon-
tant (11),

caractérisé en ce que ladite partie mobile (20) com-
prend deux paires de rouleaux de guidage (25) con-
nectées de manière rotative audit cadre de siège
(21), chaque paire étant montée de manière coulis-
sante sur un élément de montant (11) et les rouleaux
de guidage (25) de chaque paire étant disposés,
pendant l’utilisation, sur des côtés opposés dudit un
élément de montant (11) et en ce que lesdits rou-
leaux de guidage (25) sont positionnés de manière
fixe par rapport au dossier (23) de manière à définir
une connexion à quatre points entre ladite partie mo-
bile (20) et ladite partie fixe (10) et de telle sorte que
ladite partie mobile (20) soit installée sur ou séparée
de ladite partie fixe (10) seulement par une combi-
naison de mouvements de basculement et de cou-
lissement dudit cadre de siège (21).

2. Dispositif élévateur (1) pour baignoire selon la re-
vendication 1, dans lequel la distance (d) séparant
les axes de rotation des rouleaux de guidage (25)
de chaque paire est choisie de telle sorte que l’angle
(α) entre le plan contenant lesdits axes et l’axe lon-
gitudinal de l’élément de montant (11), sur lequel ils
sont montés de manière coulissante, soit, pendant
l’utilisation, différent de 90°.

3. Dispositif élévateur (1) pour baignoire selon l’une
quelconque des revendications précédentes, dans
lequel la distance (d) séparant les axes de rotation
des rouleaux de guidage (25) de chaque paire est
choisie de telle sorte que l’angle (α) entre le plan
contenant lesdits axes et l’axe longitudinal de l’élé-
ment de montant (11), sur lequel ils sont montés de
manière coulissante, soit, pendant l’utilisation, infé-
rieur à 45°, et de préférence inférieur à 25°.

4. Dispositif (1) élévateur pour baignoire selon l’une
quelconque des revendications précédentes, dans
lequel ledit cadre de siège (21) comprend une pre-
mière partie (21’), s’étendant, pendant l’utilisation,
dans une direction approximativement horizontale,
et une deuxième partie (21"), s’étendant, pendant
l’utilisation, dans une position approximativement
verticale, ladite première partie (21’) supportant le
plateau de siège (22) et ladite deuxième partie (21")
supportant le dossier (23).

5. Dispositif élévateur (1) pour baignoire selon la re-
vendication précédente, dans lequel ladite deuxiè-
me partie (21") est configurée en tant que paire d’élé-
ments de montant parallèles, chaque élément de
montant comprenant une section longitudinale infé-
rieure (21 "a) et une section longitudinale supérieure
(21"b), lesdites sections inférieure et supérieure
(21 "a, 21 "b) définissant une forme approximative-
ment triangulaire avec le dossier (23).

6. Dispositif élévateur (1) pour baignoire selon la re-
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vendication précédente, dans lequel lesdits rouleaux
de guidage (25) sont positionnés sur le côté latéral
extérieur de ladite section inférieure (21 "a).

7. Dispositif élévateur (1) pour baignoire selon l’une
quelconque des revendications précédentes, dans
lequel le dossier (23) comprend au moins une ner-
vure (23’), ladite nervure s’étendant dans une direc-
tion perpendiculaire par rapport à l’arrière dudit dos-
sier (23) et étant approximativement alignée, pen-
dant l’utilisation, avec un élément de montant (11)
du châssis (11-14).

8. Dispositif élévateur (1) pour baignoire selon la re-
vendication précédente, dans lequel ledit dossier
(23) comprend deux nervures (23’) respectivement
au niveau de ses côtés gauche et droit.

9. Dispositif élévateur (1) selon l’une quelconque des
revendications précédentes, dans lequel lesdits
deux éléments de montant (11) sont réunis par un
élément latéral (12).

10. Dispositif élévateur (1) pour baignoire selon la re-
vendication précédente, dans lequel ledit élément
latéral (12) est constitué d’un élément tubulaire cour-
be (31) connecté, au niveau de ses extrémités (32),
aux deux extrémités supérieures des éléments de
montant (11), ledit élément tubulaire (31) étant formé
de manière à définir une zone ouverte supérieure
(33) permettant le mouvement de coulissement vers
le haut de la partie mobile (20).

11. Dispositif élévateur (1) pour baignoire selon l’une
quelconque des revendications précédentes, dans
lequel le moyen de levage (24) comporte un tube de
broche extérieur (24’) à l’intérieur duquel est reçu un
tube de broche intérieur pouvant s’étendre linéaire-
ment, ledit tube de broche extérieur (24’) étant con-
necté de manière fixe au cadre de siège (21) et ledit
tube de broche intérieur étant supporté au niveau de
son extrémité inférieure (24") par le châssis (13’).

12. Dispositif élévateur (1) pour baignoire selon la re-
vendication précédente, dans lequel le tube de bro-
che intérieur peut s’étendre de manière linéaire par
le biais d’un moyen d’actionnement contenu dans
un boîtier (29), ledit boîtier (29) étant connecté de
manière fixe à l’arrière du dossier (23).

13. Dispositif élévateur (1) pour baignoire selon la re-
vendication 11 ou 12, dans lequel ladite extrémité
inférieure (24") est formée sous forme de fourche
prévue pour être connectée de manière amovible à
une tige latérale (13’) s’étendant entre lesdits deux
éléments de montant (11) du châssis (11-14).

14. Dispositif élévateur (1) pour baignoire selon l’une

quelconque des revendications précédentes, dans
lequel des ventouses (15) sont disposées sous le
châssis (14) de manière à connecter temporaire-
ment la partie fixe (10) au fond de la baignoire.

15. Dispositif élévateur (1) pour baignoire selon la re-
vendication 14, dans lequel chaque ventouse (15)
comprend une section centrale (16) connectée fixe-
ment au châssis (14) au niveau de sa face supérieu-
re, ladite section (16) ayant, sur sa face inférieure,
une concavité qui sert d’élément de succion pour
connecter temporairement ladite ventouse (15) au
fond de la baignoire.

16. Dispositif élévateur (1) pour baignoire selon la re-
vendication 15, dans lequel chaque ventouse (15)
comprend au moins une languette amovible pelable
(17) s’étendant à l’extérieur depuis la périphérie de
la section centrale (16), ladite languette (17) suppri-
mant la succion entre la ventouse (15) et le fond de
la baignoire lorsque son extrémité libre (18) est sou-
levée.

17. Dispositif élévateur (1) pour baignoire selon la re-
vendication 16, dans lequel ladite languette (17)
comporte un moyen de connexion (18) au niveau de
son extrémité libre, ledit moyen de connexion (18)
étant configuré de manière à connecter temporaire-
ment ladite languette (17) au châssis (14).

18. Dispositif élévateur (1) pour baignoire selon la re-
vendication 17, dans lequel au moins un trou circu-
laire (19) est formé dans le châssis (14), ledit trou
(19) étant configuré pour recevoir le moyen de con-
nexion (18) de ladite languette (17), ledit moyen de
connexion (18) étant constitué par une section tubu-
laire ayant une longueur supérieure au diamètre du-
dit trou (19).

19. Dispositif élévateur (1) pour baignoire selon l’une
quelconque des revendications précédentes, dans
lequel le châssis (11-14) comprend un élément en
forme de U (14) s’étendant, pendant l’utilisation,
dans une direction approximativement horizontale,
ledit élément en forme de U (14) étant connecté aux
extrémités inférieures des éléments de montant (11)
par le biais de deux éléments de connexion (13).

20. Dispositif élévateur (1) pour baignoire selon la re-
vendication précédente, dans lequel chaque élé-
ment de connexion (13) est connecté audit élément
en forme de U (14) de manière à être positionné
entre une section d’extrémité (14’) dudit élément en
forme de U (14) et le reste dudit élément en forme
de U (14).
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