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To all whom it may concern: 
Be it known that I, D. B. COOLEY, a citizen 

the elastic leather of the pad. When the 
leather is compressed by the disk it is thus 

of the United States of America, residing at forced therein and prevents any possible ro 
Yankton, in the county of Yankton and Terri 
tory of Dakota, have invented certain new and 
useful Improvements in Pad-Screws, of which 
the following is a specification, reference being 
had therein to the accompanying drawings. 
My invention relates to an improvement in 

pad-screws; and it consists in the screw A, the 
head of which has formed thereon the rectan 
gular projection (t, and is also provided with 
the curvilinear recesses l; and in the nut B, 
having sharp-pointed projections C; and in the 
combination and arrangement of the parts, as 
hereinafter more fully shown and described. 

In the drawings, Figure 1 is a side eleva 
tion, and Figs. 2 and 3 are detail views. 
The screw A, for the reception of the nut B, 

is lovided with the rectangular projection (t, 
which elables the screw to be rotated with 
the filige's at first, when screwing it into the 
pad, and then affords a purchase for the pinchers 
with Wiel it is afterward Screwed home. 
The head thus constructed also obviates the 
necessity of the transverse groove or indellta 
tion formed upon the head of screws ordi 
narily, as bearings for the screw-driver, which 
are objectionable because of their unpolished 
appearance and liability to fill with dirt. The 
lower face of the screw-head is a flat disk, as 
shown, which has provided therein the curvi 
linear depressions b, which deepen from the 
rim of the disk toward the shank of the screw. 
The depressions are designed for reception of 

tation of the screw. 
B represents a nut having the sharp-pointed 

projections c and the orifices e and e. The 
projections are designed to puncture the pad 
and prevent rotation and consequent loos 
ening of the nut, the head of the screw being 
rigidly secured against rotation by the curvi 
linear depressions b, aforesaid. 
Thus constructed it will be impossible for 

the screw to become loosened as obtains with 
the ordinary pad-screw. 

I am aware that screw-bolts and nuts for 
securing them, having pointed or jagged faces, 
in connection with washers having correspond 
ing indentations, are not new, and therefore 
I do not broadly claim the same. 
What I claim, and desire to secure by Letters 

Patent, is 
In a pad-screw, the combination of the screw 

A, having a circular head with a rectangular top 
projection, as shown, said head having on its 
under face curvilinear depressions, as de 
Scribed, with the screw-threaded nut B, formed 
as described, and having pointed projections 
oil its upper face, substantially as shown and 
specified. 

In testimony whereof Iaffix my signature in 
presence of two witnesses. 

IDUANE. B. COOLEY. 
Witnesses: 

W. F. ELDRIDGE, 
F. EI. IEONARD. 
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