Title: INFUSER UNIT FOR MAKING BEVERAGES

Abstract

The infuser unit (610) attaches to the top of the associated container and includes a well portion (641) for receiving and holding a charge of flavoring material. Heated water, or other liquid, is poured through the well portion into the associated container and then circulates between the inside and outside of the well portion to permit infusion of flavors from the flavoring materials to the liquid. A cover (650) for the infuser unit is also provided that seats within the top (742) of the well and forms a trough (720) on its reverse side to collect excess liquid from the well after the infuser unit is removed from the associated container.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>GH</td>
<td>Ghana</td>
</tr>
<tr>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>IL</td>
<td>Israel</td>
</tr>
<tr>
<td>IS</td>
<td>Iceland</td>
</tr>
<tr>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>LC</td>
<td>Saint Lucia</td>
</tr>
<tr>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>LR</td>
<td>Liberia</td>
</tr>
<tr>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>MK</td>
<td>The former Yugoslav Republic of Macedonia</td>
</tr>
<tr>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>TM</td>
<td>Turkmenistan</td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
</tr>
<tr>
<td>YU</td>
<td>Yugoslavia</td>
</tr>
<tr>
<td>ZW</td>
<td>Zimbabwe</td>
</tr>
</tbody>
</table>
INFUSER UNIT FOR MAKING BEVERAGES

BACKGROUND OF THE INVENTION

The present invention relates generally to tea making and dispensing, and more particularly, to an infuser for making tea, "herbal teas," coffees, flavored coffees and teas, and other steeped beverages. The infuser of the invention provides improved performance, convenience and other advantages in use, and is preferably a low-cost, disposable unit.

While the infuser unit, in its preferred embodiments, relates to infused beverages, such as loose tea, the infuser unit has broader applications. The present invention encompasses a novel method of making beverages, both infused and brewed. Additionally, the present invention relates to a novel construction of a lid for beverages and novel methods of using the lid in the making of different types of beverages. The novel construction of the lid and infuser unit provides other advantages that are not necessarily related to making of the beverage, as will be evident from the description set forth below.

In recent years, there has been a rapid upsurge of interest in so-called gourmet coffee beverages. The numerous flavors and varieties of coffees have been heavily advertised and promoted. The public has become acquainted with specialty coffee shops serving a large variety of these products. Many so-called premium coffee shops receive high prices for their products, whether sold for on-premises or off-premises consumption.

Owing in part to the increasing saturation of the "gourmet" coffee market, and in response to a perceived need for lower-caffeine "healthy" beverages, there has been a growing interest in the consumption of teas and "herbal teas" (also known as "tisanes" and "infusions") in the United States. Worldwide, teas have
a much longer tradition of acceptance than coffee and are consumed on a very widespread basis.

While tea brewing and consumption differ from coffee brewing and consumption in several important respects, the products and methods in other respects present similar problems, many of which are overcome by the present invention.

Prior to the advent of the tea bag, tea was customarily prepared by placing tea leaves in a pot, over which leaves near-boiling water was poured and steeped until a beverage of the desired strength was reached. In order to avoid the buildup of bitterness or other undesirable flavor, it was known to provide screens or strainers whereby the tea leaves could be confined for removal at a desired point in the brewing cycle. The use of strainers and the like, however, has the drawback of being relatively clumsy and inefficient from an equipment standpoint. Strainers require frequent cleaning and require the user to remove the strainer when the desired strength of beverage has been achieved. Strainers are also difficult to fill, seal, and to remove and store without dripping. Strainers are also often too small to allow sufficient circulation of water, particularly when using the highest quality "full leaf" teas.

While the tea bag addresses certain of the disadvantages with straining equipment, it too, has many disadvantages. Most bagged tea is of low quality, and the process of placing tea leaves in bags involves the crushing and breaking of the leaves, to the considerable detriment of flavor. The relatively small size and fine texture of the tea bag restricts the circulation of the leaves in the hot water, inhibiting rapid and full diffusion of the flavors into the body of the liquid. In addition, used tea bags, like the aforementioned strainers, create removal and disposal problems,
particularly when the beverage is sold "to go" or on a "carry out" basis.

Another disadvantage of the tea bag is that it typically is available in one or two sizes only, effectively predetermining beverage strength for "carry out" products. Tea beverage strength is often varied by adjusting the proportion of water added to the leaves. However, for on-premises brewing of tea that is to be sold "to go," cup sizes are generally standardized and, consequently, strength variation is not easily achieved where the size of the tea bag is fixed.

Bagging tea also adds significant cost to the price of the beverage. Commonly, tea is enclosed in a bag (often, with an attached string and tab to facilitate removal); the bag is in turn placed in a paper or foil envelope or sleeve, and then the envelope or sleeve is placed in a box. The cost of these steps and/or materials is substantial. Moreover, tea bags are far more bulky per serving than "loose" teas, thereby increasing the costs of shipping, storing, and serving tea to consumers.

Another significant economic drawback of "bagging" tea is the cost of buying, maintaining, and operating expensive and specialized bagging equipment. Tea "co-packers" typically require minimum "run" quantities for a particular bag filling of 100,000 bags or more. A vendor's ability to commit to a wide variety of flavors in these quantities is considered prohibitively costly for all but the most established companies. Another difficulty with "co-packing" tea bags arises from the large scale, mass production aspect of such bagging: there can be considerable delays in scheduling and completing production runs. Obviously, passing tea ingredients -- many of which are imported -- through middlemen such as co-packers and their
distributors adds to the cost of the product, and the inherent delay may also compromise freshness and flavor.

Many tea drinkers are also acutely aware of environmental problems and, for such consumers, there is a negative reaction to bleached papers that are often used in tea bags. Moreover, the use of strings and staples to facilitate the removal of the bag at the desired point in the brewing cycle creates problems in the disposition of such products, including separating them from waste streams. "Stringless" tea bags are designed to address this problem, but they are clumsy for servers, who should, for sanitary reasons, use tongs to place the bag in a cup. Stringless bags also subject the user to certain risks and inconveniences in removing the bag at the desired point in the brewing cycle: often, stringless bags are plucked out of the hot tea with the user's bare fingers.

The foregoing disadvantages associated with tea bags are exacerbated when the beverage is sold "to go."

The bag must be removed from the beverage between three and five minutes after purchase, typically too long to wait at the retail establishment and too soon before an appropriate receptacle for the dripping bag is located. Moreover, using a tea bag in a cup having a removable lid requires the user to open the lid in order to remove the bag, unless some sort of cumbersome bag receptacle is incorporated into the lid. The high temperature of the water creates a risk of injury if the cup is spilled while trying to remove the lid.

The foregoing aspects of the prior art practices argue strongly for using brewing methods other than those involving tea bags and conventional cup lids. However, the use of auxiliary equipment, including strainers, also creates difficulties in addition to the requirement that the equipment be manipulated after brewing and is hence unsuitable for takeout operations.
In contrast, the present invention, in several embodiments described below, avoids or eliminates some of the disadvantages related to use of tea bags and other brewing methods while still permitting the use of tea bags or other such brewing methods. The present invention, in several embodiments described below, also overcomes some of the difficulties and disadvantages faced by lids for beverages, as those lids are conventionally constructed in the prior art. Yet, the present invention, in some embodiments, can also be used with bagged tea or other precharged infusions or precharged brewed beverages, such as coffee bags and the like.

Referring now to the characteristics and advantages of bulk, "loose" tea as far as potential customer satisfaction and retailing profit are concerned, bulk tea is almost invariably perceived to be of higher quality than bagged tea. Bulk tea also requires less space per serving than bagged teas, for which allowance must be given for the waste space within the bag, and for the envelopes, sleeves, or boxes. Bulk tea is much more easily shipped and stored, and holds out the potential for saving a great amount of beverage preparation countspace. In order to serve a popular market successfully, it is believed that a vendor should be able to offer at least three to four varieties of black tea, several varieties of green tea, a significant number of herbal teas and a number of flavoring enhancers or additives. These aggregate at least 10 to 20 varieties of teas and flavoring products, all of which are available at lower cost in bulk, "loose" form and which can be shipped and stored in much smaller containers. Moreover, bulk tea containers, such as jars, can be easily resealed to retain freshness.

Bulk, "loose" forms of herbal teas are also ideal because their leaves are more fragile than those of
traditional teas, and hence less susceptible to bagging. Herbal teas are presently believed to be the fastest growing product in terms of tea market share.

A particular problem associated with bags of blended or mixed teas is shelf life. Because particular teas or herbs may go stale faster than the remainder of the bag contents, the shelf life of the entire product is tied to the shelf life of the least stable ingredient. If flavoring agents or flavoring augmenters were available that could be used with existing teas having longer shelf life, then the shelf lives of the composite products could be effectively extended without excessively burdening the inventory or stockkeeping process. Ensuring freshness of the entire beverage product and thereby maximizing flavor is always desirable, especially in a "gourmet" market.

In contrast to bagged teas, bulk or "loose" teas can be separately identified and kept in bins or jars from which the unique beverages can be custom blended "to taste" by each retailer to the order of a particular customer.

The growth of "herbal" teas which are of variable strength in relation to other teas, the growth of flavored teas, and the use of flavoring agents in tea such as spices and dried fruits, all argue strongly for having teas and their flavoring agents available in bulk quantities for custom blending "to taste" at the brewing site, especially for take-out customers. From the above, it is clear that a tea infuser of a proper design, i.e., a container for tea leaves in a cup or other brewing container, would serve many needs of tea retailers and consumers.

Besides tea, there are other hot beverages that can benefit from an infuser of proper design. For example, coffees and flavored coffees are quite popular, but must be made and served in quantity rather than to a
customer's individual taste. Another example is the Asian hot milk based beverage known as "chai," whereby hot milk is flavored with cinnamon, pepper, ginger, crushed or shredded spices, herbs, and/or other flavoring agents. The use of a device that would enable such flavors to be added to hot milk on a custom basis would have a widespread appeal to chai fanciers, a rapidly-growing segment of the "gourmet" beverage market.

A properly-designed infuser would also facilitate the making of iced tea. An ideal situation would be to enable extremely hot water to be passed over a source of loose, fresh tea leaves custom-blended "to taste" in the infuser, sterilizing the leaves and extracting flavor almost instantaneously before being mixed with ice in the cup to achieve cooling. According to one or more embodiments of the invention, an infuser capable of simplifying the preparation and serving of iced tea is provided, and this infuser achieves other advantages as well.

Referring now to other advantages that might be gained by infusers of proper design, it would be advantageous if a permeable infuser could be made that would serve as a baffle below the surface of the liquid in the cup, thus preventing undesired "sloshing" of the beverage. Another advantage of an ideal infuser would be the ability to position tea leaves in such a way that, after the liquid level in the cup were lowered slightly, the strength of the beverage would not continue to increase, all without the risks of removing or repositioning the lid. Another advantage of an ideal infuser would permit the removable lid for a beverage cup to be utilized in the making of the beverage.

Still further, with products including coffee but primarily tea, wherein vapor phase flavor is inhaled by the user, a combination cover and infuser with an opening or recess to accommodate the nose of the user
could favorably augment the apparent flavor of the product. In an ideal infuser, the wet, swollen, spent leaves might also serve as something analogous to a plug to augment the flavor of the liquid by sealing the container against loss of heat and volatile constituents.

Regarding the matter of serving tea for on-premises consumption or take out use, the so-called "gourmet" convenience coffee shops are confronted with difficulties not applicable to coffee. Thus, while a large pot of coffee can be brewed and many customers can be served from a common pot of large size, a principal advantage of tea is that the user may choose from a large number of flavors. This and the nature of the brewing process generally militate against keeping a large quantity of already-brewed tea on hand.

An ideal circumstance would be one wherein "loose" teas, "herbal" teas, and/or flavoring agents could be sanitary placed in an exactly desired amount or proportion, as by a scoop or the like, into an infuser which could be associated with a cup into which extremely hot water could be added by passing over the leaves. This would enable the consumer to allow flavor to develop for the requisite time period and thereafter either remove the tea leaves and discard them without dripping, or lower the water/beverage level to isolate the tea from the water and thus terminate flavor build-up or change. Under further idealized conditions, the user could begin to sip the tea from the container for sampling purposes and thereby automatically remove the tea leaves from the liquid by lowering its level in the cup rather than by removing a bag or any auxiliary equipment. In some circumstances, the user could remove the lid and turn it upside down in which position the lid would collect moisture and other drippings and avoid the difficulties of disposal of a tea bag or other brewing device. The
user could also remove the lid and turn it upside down and reposition it in the beverage container.

In view of the failure of the prior art to provide a tea infuser having the above-described desirable characteristics, it is an object of the present invention to provide an improved infuser and brewing apparatus for tea, coffee or similar infused or brewed beverages.

Another object of the invention is to provide an infuser which is capable of being manufactured reliably at low cost and in a single unit that incorporates one or more of an infuser device, a beverage container lid and a cover.

Still another object of the invention is to provide an infuser which includes a perforated well or pocket, centrally located in some embodiments, which can remain in place over the open top of a cup to seal the margins of the same, and which permits confining a charge of tea leaves or coffee grounds or predetermined portions of tea or coffee in bags and the like, to the well or pocket for infusion into the hot water, preferably as it is being poured over the tea leaves into the infuser well and thence into the cup. In some embodiments, the infuser well can be removed from the lid portion of the infuser unit and precharged and snapped into place in the lid, or the lid portion can be used separately without the infuser well, which provides a novel construction of a lid with a central opening.

A further object of the invention is to provide a combination infuser and beverage cup cover that will provide a drinking outlet area, a well for retaining tea leaves or coffee grounds, and be of a configuration permitting the nose of the user to be accommodated while the container is tipped during sipping.

A still further object of the invention is to provide a disposable tea infuser or coffee-brewing device
of a design simplifying compact storage of large number of such infusers.

An additional object of the invention is to provide a beverage infuser of a type that is readily adaptable to mass production manufacture, and wherein the portion of the well receiving the tea may be made from any one of several materials, using a choice of methods. Additionally, the well may be removed from the infuser unit and the unit used only as a lid, or the infuser well may be precharged and then snapped into place in the lid at the time of beverage preparation.

A further object of the invention is to provide a low cost disposable infuser or brewing device which permits ready retention and removal of tea leaves or coffee grounds with the lid when desired, in a neat manner that will not create dripping problems such as those that arise in the use of a tea bag. Another object of the invention is to provide an infuser unit that need not be removed from the beverage cup in order to have access to the beverage to add condiments, and thus avoiding the safety issues involved in removal of a lid to add condiments and replacement of the lid over condensate that may have formed on the rim or ridge of the beverage container.

A still further object of the invention is to provide an apparatus which will simplify the formulation, brewing and serving of tea and coffee in retail establishments, with a view towards providing customer access to a variety of teas, and greater satisfaction to tea drinking customers.

The foregoing and other objects and advantages of the invention are achieved in practice by providing in several embodiments, a disposable, low cost infuser for removable association with a drinking container wherein the infuser includes a body preferably having a container attachment portion such as a ribbed or beaded skirt, an
upper, generally annular surface with a drink-through area in its outer margin, and further including a well or pocket portion with an open top, permeable walls or a permeable bottom extending sufficiently downwardly into an associated container so that the lower portions of the well lie initially below, and as the beverage is consumed, just above, the top surface of the liquid beverage.

The foregoing and other objects and advantages, including inherent objects and advantages, are also achieved in part by forming such a container from a plastic, foam, or waterproofed paper material in a stackable form, and with the infuser being constructed and arranged so as to accommodate an attached or separate auxiliary lid or closure cap to facilitate transportation of the filled beverage cup and infuser without spillage in use and retain the heat of the beverage when served hot.

The manner in which the foregoing and other objects and advantages are achieved in practice will become more clearly apparent when reference is made to the following detailed description of the preferred embodiments of the invention set forth by way of example and shown in the accompanying drawings wherein like reference numbers indicate corresponding parts throughout.

**SUMMARY OF THE INVENTION**

In several of its preferred embodiments, the present invention provides an infuser unit having a container gripping or attachment portion for attachment to a beverage cup or container, an annular cover panel portion that extends radially inwardly from the container attachment portion, a well portion with walls that extend downwardly from the annular cover panel and a drinking area formed in the annular cover portion. Loose tea or
other infusible or brewable beverage grains, either loose or pre-packaged, are placed in the well portion and hot water is poured into the well from above the annular portion.

The bottom panel of the well is preferably permeable to liquid so that the water will flow over the beverage grains and then through the permeable bottom of the well into the beverage container. In this manner, tea or another similar beverage is infused or brewed by the water passing over the tea leaves or infusible beverage grains. The well portion of the infuser unit preferably extends down far enough so that the tea leaves in the bottom of the well will be below a level of liquid in the container. In this manner, the tea will continue to steep or brew as the water level in the beverage container is above the level of the tea leaves in the bottom of the well. In an embodiment of the infuser for brewing coffee, the well need not extend below the water level in the associated container.

The infuser unit preferably snaps over the beverage container in order to be secured to the container. With the infuser unit of the present invention, the beverage container lid, which includes the infuser unit, is utilized in the making of the beverage. Moreover, access is permitted to well portion of the container to add tea leaves, add hot water and add other condiments without needing to remove the lid from the container. In several embodiments, an attached or separate snap-in lid or cover is provided that covers the well portion to retain heat and also prevent spillage. In other embodiments, the lid alone without the infuser well provides a beverage lid that permits access to the beverage in the associated container through the centrally located aperture.
BRIEF DESCRIPTIONS OF THE DRAWINGS

Fig. 1 is a perspective view of the infuser unit of the invention, showing it in exploded relation to a drinking cup filled with a liquid;

Fig. 2 is a fragmentary exploded vertical sectional view of the container, infuser, and one form of optional cover for the unit;

Fig. 2A is a fragmentary perspective view showing the cover of Fig. 2 in place over the infuser, with the drinking openings in registry with each other;

Fig. 3 is a vertical sectional view, similar to that of Fig. 2, but showing a plug of tea leaves formed in the well portion of the infuser to confine liquid flow to the opening in the drinking area as the cup is being used;

Fig. 4 is a perspective view of one form of infuser made according to the invention and showing a well of generally conical form with narrow slots in the walls of the well portion;

Fig. 5 is a view similar to that of Fig. 4 but showing a well of frusto-conical shape with walls comprised of a fine mesh or woven material;

Fig. 6 is a view similar to that of Figs. 4 and 5, but showing a cup with an infuser having a plurality of fine perforations in the well wall and a lift tab forming a drinking area in the outer margins of the infuser;

Fig. 7 is a view similar to that of Figs. 4-6 but showing an embodiment of the invention wherein one sector of the circumference of the infuser pocket wall and the entire bottom wall are made from an imperforate material so as to minimize dripping when the infuser is removed from the cup;

Fig. 8 is a vertical sectional view showing the removal of the non-drip infuser for disposal and placing
an auxiliary cover such as that shown in Fig. 2 over the container opening;

Fig. 9 is a fragmentary vertical sectional view, on a reduced scale, showing a modified form of cover used with one style of infuser made according to the invention;

Fig. 10 is a perspective view of another preferred embodiment of the present invention, showing the infuser unit with an attached cover;

Fig. 11 is a side view of the infuser unit and cover of Fig. 10;

Fig. 12 is a top view of the infuser unit and cover of Fig. 10, illustrating the well portion offset away from the drinking area;

Fig. 13 is a sectional view of the infuser unit and cover taken through lines 13-13 of Figure 12;

Fig. 14 is a fragmentary sectional view of a portion of the infuser unit of Figure 13 illustrating the container attachment portion and annular top panel in detail;

Fig. 15 is a fragmentary sectional view of a portion of the cover of Figure 13 illustrating the cover unit in detail;

Fig. 16 is a side view of infuser unit of the Figure 13 illustrating the cover seated within the infuser unit;

Fig. 17 is a perspective view of another preferred embodiment of the infuser unit;

Fig. 18 is a fragmentary sectional view of a portion of the infuser unit of Figure 17 illustrating the container attachment portion and annular top panel in detail;

Fig. 19 is a top view of the cover and the infuser unit of Figure 17;

Fig. 20 is a fragmentary top view of the drinking area of the infuser unit of Figure 17;
Fig. 21 is a sectional view taken along lines 20-20 of Figure 20;
Fig. 22 is a fragmentary sectional view of the infuser unit of Figure 17;
Fig. 23 is a side view of the infuser unit and cover of Figure 17;
Fig. 24 is a perspective view of another embodiment of the infuser unit of the present invention in a beverage container;
Fig. 25 is a side sectional view of the infuser unit of Figure 24 inserted in the beverage container;
Fig. 26 is a top view of the infuser unit of Figure 24 inserted in the beverage container;
Fig. 27 is another embodiment of the infuser unit of the present invention in which the infuser well is removed from the infuser unit of Figure 17 and the lid portion may be used alone or with the infuser well inserted into the lid portion;
Fig. 28 is another embodiment of the infuser unit of the present invention in which the infuser well is removed from the infuser unit of Figure 5 and the lid portion may be used alone or with the infuser well inserted into the lid portion;
Fig. 29 is another embodiment of the infuser unit of the present invention in which the infuser well is removed from the infuser unit of Figure 6 and the lid portion may be used alone or with the infuser well inserted into the lid portion;
Fig. 30 is a perspective view of another embodiment of the infuser unit of the present invention with the infuser unit inserted in a beverage container below the upper lip of the container; and,
Fig. 31 is a top view of the infuser unit of Figure 30 inserted in a beverage container.
DESCRIPTION OF THE PREFERRED EMBODIMENTS OF THE INVENTION

While it will be understood that the invention may be embodied in somewhat different forms and that different materials may be used in the manufacturer of the preferred forms of product, a description will be given of several embodiments of the present invention. In at least one such embodiment, a removable infuser is intended for association with a disposable drinking cup of moderate capacity, such as 8-20 ounces, and wherein most or all of the infuser is made from a thermoformed sheet plastic material.

Referring now to the drawings in greater detail, Figs. 1-3 show a low cost disposable infuser unit generally designated 10 of the invention to be removably associated with a cup or like drinking container generally designated 12 for liquid beverages. The container 12 includes rounded sidewall portions 14, an open top generally designated 16 defined in part by a rim 17, preferably in the form of a roll or curl formed in the top edge of the container 12. Liquid 15 is shown to have an upper surface 19 of a desired initial level. In one preferred embodiment, the container is made from a coated paper material for the best combination of stability, economy, and low heat transfer.

The infuser unit 10 is shown to comprise a one-piece body generally designated 18, including a radially outer skirt generally designated 20 and, as best shown in Figs. 2 and 3, to include a container rim gripping portion generally designated 21, in this case comprised of a tapered bottom skirt flange 22, upper and lower beads 24, 26 defining therebetween a seating groove 28 adapted to engage the rim portion 17 of the container 12. The tapered bottom flange 22 serves as a pilot diameter portion for assistance in seating the infuser 10 on the container 12.
In one preferred form shown in Figs. 1-3, a second inner groove 30 is defined between the upper bead 24 and an infuser body annular top surface panel generally designated 32. The annular top surface panel 32 includes a generally flat radially outer margin 34, forming a drinking area generally designated 36 including a preformed opening 37, preferably ¼ inch in circumferential length and about ⅛ inch in width.

The infuser unit 10 also includes a well generally designated 38 for receiving a charge of tea or coffee ("T" in Fig. 3) or other products from which flavors may be extracted. The well 38 has a top opening generally designated 39 defined in part by a countersink wall portion 40 extending inwardly and downwardly from the inner margin of the annular top surface panel 32. A generally circular wall generally designated 41, and preferably of tapered form, extends downwardly from the countersink wall 40 into the cup interior to form the well 38. As shown, the walls 41 of the well 38 include portions with plural, spaced apart infusion openings 42 arranged in a geometric pattern.

If desired, the openings 42 may comprise plural slots in parallel array, or may be patterned or randomly disposed openings of various kinds, if desired. In the form shown in Figs. 1-3, the well 38 is frusto-conical and includes a generally flat bottom wall 44.

The openings 42 are small enough to retain tea, coffee and/or flavor enhancers ("T") in the well 38, but are large enough to allow water to readily enter the interior of the well 38 to infuse the water with the flavors extracted from a charge of "T" or other flavoring agents. The openings are also large enough to allow diffusion of sugar or cream into the water or other liquid beverage 15, and the well depth is such that the initial water level $L_1$ (Fig. 2) will be well below the container rim 17 but above most of the well 38 to allow
cream or sugar to be added and mix readily with the water or other liquid being flavored.

As illustrated in the embodiment of Fig. 2, one optional feature is a provision of a removable infuser unit cover generally designated 50 and shown to include a cover skirt generally designated 52 having a tapered skirt flange 54 and a groove 56 lying between a cover top panel 58 and a bead 60 separating the flange 54 from the remainder of the skirt 52. The top panel 58 preferably includes a depressed center section generally designated 62 connected by a countersink cover wall 64 which is congruent with the countersink wall 40 in the infuser unit 10. The cover 50 is removably secured to the infuser 10 by cooperative interfitting of the cover groove 56 and the beaded outer surface of the groove 28 in the infuser.

As illustrated in Fig. 2A, the infuser cover 50 may be a separate piece that is used with a form of infuser 10 that has an opening 37 in its drinking area 36. The cover 50 has a lift-up tab in the form of a truncated sector 66 defined by lines of weakness 70, 72 extending radially inwardly toward a foldline 74 formed in the outer margin 68 of the cover 50. Optionally, the foldline could be formed within the depressed center section 62 of the cover 50. Preferably, the lift-up tab 66 includes a grasping extension 76, and there are notches 78, 80 forming areas of stress concentration wherein tearing along the lines of weakness 70, 72 may be initiated.

In this application, the cover 50 is snapped over the infuser after the water has been poured over the tea in the well. When it is time to sip the beverage, the extension 76 of the lift-up tab 66 is grasped and pulled up, exposing the opening 37 in the radially outer margin 34 of the infuser top panel 32. In the alternative, as shown in Fig. 8, the infuser 10 may be
removed from the container 12 after use. Thereafter, the
cover 50 may be placed on the rim 17 of the container 12
in liquid-tight relation. For reasons which will
appear, these steps are optional. An optional form of
cover is described elsewhere herein.

Referring now to Figs. 4-6, several alternate
forms of the infuser are shown. Referring first to Fig.
4, an infuser generally designated 110 is shown to be
similar to its counterpart 10 in Figs. 1-3, and to
include an opening 137 placed in the drinking area of the
panel 132 of the body 118. The principal differences in
the embodiment of Fig. 4 and that of Fig. 1 is that the
well walls 140 are shown to taper to a point, or nearly
so at the bottom, i.e., the construction does not require
a flat bottom wall to form the well 138. In addition,
the slots 142 are shown as being narrower and more
numerous than their counterparts in Figs. 1-3.

Fig. 5 shows another modified embodiment of the
infuser generally designated 210, and shown to include
the opening 237 in the drinking area, i.e., a part of
the annular panel 232. The rim gripping portion
generally designated 221, including the beaded skirt 220,
resembles its counterpart in Figs. 1-3. In the
embodiment of Fig. 5, however, instead of slots, the
walls 241 of the well 238 comprise a fine mesh screen
material. This permits the walls 241 and the bottom 244
of the well 238 to be liquid-permeable for permitting
water to flow to and through the tea or other flavoring
product.

Fig. 6 shows a further embodiment of the
infuser generally designated 310 associated with a cup
312 and shown to have needle- or pin-perforated walls
341 forming the well 338. In this instance, the
drinking area generally designated 336 includes a
preformed opening 337 formable by a lift-up tab 366
defined by lines of weakness 370, 372 terminating adjacent a transverse foldline 374.

The tab 366 preferably includes a grasping extension portion 376. The lines of weakness 370, 372 terminate at their radially outer ends in notches 378, 380 that serve as areas of stress concentration to initiate tearing. One optional feature is shown in Fig. 6, namely, a fill line or water level marker 377 embossed or printed in the sidewall 341. This aids the user or server in filling the container to a desired level, such as L, shown in Fig. 2.

It will be appreciated that the different wall configurations, drinking openings, etc. may be made in different combinations than those illustrated and thus the invention is susceptible to embodiment in various permutations and combinations.

Referring now to Figs. 7 and 8, a still further embodiment of the infuser generally designated 410 is shown. Here, the illustrated form of infuser 410 includes the annular top surface panel 432, a well generally designated 438 and a drinking area 436 with the opening 437 formed therein, and the series of beads and grooves in the skirt portion 420 of the infuser 410. The slot-style openings 442 are also shown with solid spaces 443 between arrays of slot openings 442.

In this embodiment, the bottom wall 444 is shown as being imperforate, as is one circumferential portion 445 of the wall 441. As best shown in Fig. 8, this provides a non-drip feature if the infuser 410 titled toward the solid wall side as it is being is removed from the container 412.

While it will be understood that the infuser of the invention may be utilized in different ways, a description will now be given of the presently preferred manners of taking maximum advantage of the various features of the invention. In ordinary circumstances,
one preferred form of brewing tea or coffee is to place a charge of tea, coffee grounds, or flavoring agents ("T") taken from a bulk source by a measuring spoon or the like (not shown) and insert the charge of "T" into the pocket or well portion 38, 438 of the infuser 10, 410. This may be done before or after the infuser 10 is associated with the container 12. Associating the infuser with the container is done by simply covering the rim 17 of the container 12 with the flange 22 on the infuser skirt 20 and pushing down until the rim 17 snaps into the groove 28, where it seals the well.

Thereupon, and having reference to the level marker 377 of Fig. 6, for example, very hot water is poured over the "T" in the pocket or well 38, 238, 338, etc. until the upper surface 19 of the water 15 in the container 12 is aligned with the initial or upper level mark 377.

Referring to Fig. 2, this would be at the initial level mark L1, wherein the lower portion of the well or pocket is significantly beneath the top surface 19 of the water. Thereupon, flavors are extracted from the charge "T" by the water, and infused into the mass of water. This method has the advantage of directly contacting the charge "T" with the water when it is at its most elevated temperature. After allowing the beverage to steep for a moderate time, such as two to five minutes, the beverage may be sipped by tilting the container to the position of Fig. 3 and allowing the user to drink from the opening or port 37, 137, etc. If the cover unit 50 is in place, this may include lifting up the sector tab 66 to expose the opening 37 (Fig. 2A) In the embodiment of Fig. 6, the tab 366 is formed in the infuser 310 itself.

In practice, it has been found that the array or charge of wetted tea leaves, coffee grounds, or flavoring agents ("T") often effectively form a plug "P"
within the pocket or well, confining the beverage against spillage from the well, and yet allowing the user to sip the beverage from the opening. In so doing, the liquid level in the container is lowered, less and less of the water 15 is in contact with the mass of T, and when lower level L₉ (Fig. 3) is reached, further extraction or infusion ceases altogether and the beverage then simply retains the strength it then has. According to the invention, the plug "P" of expanded and wetted tea leaves, coffee grounds, or flavoring agents, in effect also serves as an insulating mass, so the effectively closed container will then maintain the beverage at a hot to warm temperature level for an extended period of time.

If it is desired to extend the time of drinking and further reduce heat transfer, optional steps are available. First, the removable cover 50 may be snapped in place over the infuser 10 as shown in the exploded view of Fig. 2, for example. This may be done before or after the water level has been lowered towards L₉, i.e., when the potential for increase in beverage strength has been eliminated. In this regard, an alternate method of controlling beverage strength or saturation is shown in Fig. 8, which should be viewed in connection with Fig. 2.

In Fig. 8, an infuser 410 containing an imperforate sidewall section 445 is shown to be removed, before or after the liquid level is lowered, but a measurable time after initial infusion. Preferably, when the beverage has achieved the desired strength, the infuser 410 is removed and tilted to one side, whereby the combination of imperforate bottom wall 444 and sidewall sectors 445 prevents possible undesired dripping from the saturated charge of "T" contained in the well 438.

When the infuser 410 is removed, the lid 50 is placed over the container 12 for purposes of heat retention. Thereafter, drinking from the container is
accomplished by removing the lid, or, as shown in Figs.
2A or 6, by lifting the tab 66 to provide a drinking
opening of the illustrated type.

Referring now to Fig. 9, one form of infuser
5 510 with an alternate form of well cover unit 550 is
shown. In this illustration, it is understood that the
infuser 510 is generally similar to the type shown in
Figs. 1-3, or that of Figs. 4 through 8. However, unlike
the cover 50 of the embodiments of Figs. 2 and 9, the
well cover 550 of Fig. 9 is a smaller diameter snap-in
unit that includes an optional pull-tab 551 for easy
removal, a well cover countersink wall portion 564
extending downwardly and terminating in a bead 565 of
slightly enlarged diameter.

The main cover panel portion 558 of the well
cover 550 is of a generally concave section, preferably
and optionally having a center ridge portion 561 dividing
the main panel into opposed half sections. The ridge 561
is contoured so that the cover may be grasped between the
thumb and forefinger of a user for insertion into the
infuser 510 as shown. In this connection, the infuser
differs from its counterparts only in that its
countersink wall 540 is somewhat more steeply inclined,
and that a well cover-receiving annular groove 535 is
also provided for cooperative retention of the bead 565
on the well cover 550.

The well portion 538 of the infuser 510 is
understood to be generally similar to that of its
counterparts although, for simplicity of illustration, it
is shown with just a few representative slots or infusion
openings. The function of the units is the same, except
that the smaller cover unit 510 may reduce costs and
provide a convenient way of covering only the top of the
well portion for purposes of preventing spillage and heat
retention during transport of the lidded container.
Preferably, the well cover 510 is transparent to permit
the use to determine the desired beverage strength by sight.

In the preferred form of making iced tea, the cup or container 12 of Figure 1 is filled with an appropriate quantity of ice and the tea is placed in the pocket 38 with the infuser in place. Thereupon, the hot water is slowly poured into the pocket or well for maximum extraction under conditions of direct water-tea contact. As the just-brewed tea enters the container and moves to the bottom, it contacts the ice and then achieves its lower temperature.

In some preferred embodiments, the infuser unit is made from a thermoformable plastic material such as a styrene containing copolymer. Preferably, the thickness of the material as formed is about 0.010 - 0.015 inches. Depending on the forming method, the thickness may vary somewhat throughout the product. The choice of polymer used depends on the exact application, with those skilled in the art being aware of the requirements for flexibility, relatively easy tearability if a pull tab is present, overall stiffness and optionally, colorability. The ability to be embossed or imprinted with various legends, etc. can but need not be important. The openings in the sidewall and/or bottom of the well, whether circular, elongated slots or other formation are created in known ways, including the use of slitters, needle or contoured style punches, perforators, lasers, water jets, electric sparks, or the like. The actual method of manufacture is not important to the success of the invention. The infuser skirt should be flexible enough to deform sufficiently that the rim gripping portions readily engage the curl or molded bead on the top of a container and create a snug enough fit to be substantially liquid tight. In some cases, a non-plastic material such as paper or fabric may be used, or even metals of thin cross section may be employed. If the
infuser is made from more than one material, such as if the well is preformed from a material separate from or other than that from which the rim-engaging portion is made, the separate portions may be adhered to each other in the manufacturing process or at the serving location by heat sealing, adhesives, crimping, snap insert, threaded for screw attachment, or other ways known to those skilled in the art.

Another preferred embodiment of the infuser unit and cover is shown in Figures 10-16. In this embodiment, the infuser unit is attached to the cover portion by a flexible piece. As shown in Figures 10-12, the infuser unit is similar in many respects to the previously-described embodiments.

In particular, the infuser unit includes a container gripping portion 621 for attachment to the outside circumference of a cup or other liquid-containing drinking vessel. The container gripping portion is formed with a lower flange 622 and a seating groove 628, with an upper bead 624 and lower bead 626 defining the outside of the seating groove. The flange is formed to allow the infuser to be slid into place over the container with the seating groove defined to hold the infuser in place on the cup or other drinking vessel.

The details of the container attachment portion are shown in Figure 14.

Directly above the container-gripping or attachment portion is the annular top surface panel. The panel has a flat outer margin portion 634 and a top side wall 724 that depends downward from the flat portion around the entire circumference of the top of the infuser unit. It is to be noted that while the infuser unit is shown in its preferred circular shape, the unit may be made of other shapes as desired. Different shapes, or colors of the infuser unit, may be used to identify
different sizes or shapes of the infuser well for use with different teas or beverage types.

As shown in detail in Figure 14, the inside wall 640 extends downward from the flat top portion 634 at an angle or curve. In this manner, an infuser upper trough 728 is created near the top of the infuser unit. At the radially inner portion of the upper trough 728, a tapered edge 730 extends upward to another inside rim 732. A drinking area is created along the flat top outer margin 634, next to the top opening wall 640. As shown in Figure 12, an opening 637 is provided for drinking access to the beverage. While an opening is shown, it is noted that the drinking area can be omitted and the infuser unit may serve as a beverage making or brewing device, which is removed and discarded prior to drinking, or is used as a heat retention cover without a drinking access.

The internal structure of this embodiment of the infuser is shown in Figures 11 and 13. The well portion descends from the top portion of the infuser with side walls 641 that extend around the entire circumference of the infuser unit. The well bottom 644 is formed at the base of the side walls 641. In this embodiment, the well bottom 644 is preferably flat with circular holes 642 formed, punched or cut into the bottom 644 to permit the passage of liquid from the well inside to the outside and reverse circulation of liquid from outside to inside the well during the beverage brewing process.

The side walls 641 of the well are formed integrally with the upper portion of the infuser unit. As shown in detail in Figure 14, a rim 732 is formed radially inward along the top of the upper trough 728. A cover seat wall 734 extends downward, and radially inward, from the rim 732, and then a well inner opening wall 736 is formed between the cover seat wall 734 and an
upper bead 738. A cover seating groove 742 is then formed between the upper bead 738 and the radially inward lower bead 740. As will be described in more detail, the cover is seated in this groove when in the closed position in the infuser unit. The upper bead 738 and lower bead 740 serve as markers or indicators for water levels as the water is added to the well.

As noted with regard to the prior embodiments, the well and infusion openings for passage of liquid may be of any number of shapes and sizes. In this embodiment, the sidewalls are preferably sloping downward to a flat bottom. The well must be deep enough to permit water to flow into and out of the well when the infuser is placed in the container and water is poured through the top of the infuser. The well must also be shallow enough so that the beverage is above the liquid level upon removal of a small amount of liquid so that the beverage will not continue to brew after reaching the desired strength. The well may be of a different depth for different beverages, such as in the making of iced tea. The well walls may also be stepped as well as sloped.

The slightly curved sides of the well create a funnelling effect for the tea, coffee, flavoring agents and water. That is, the sides channel the loose tea, coffee grounds, or flavoring agents, or a tea bag, into the bottom of the infuser and direct the near-boiling hot water over them to enhance circulation of the water prior to brewing. The cone shape is also preferable from a manufacturing standpoint with regard to ease of molding and stacking of the manufactured units.

Also, in this embodiment, the holes are preferably located only along the flat bottom. This location allows the greatest amount of flow of water out of the well after contacting the tea, coffee, or flavoring agents. Additionally, the holes are most
easily formed or manufactured in the preferred thermoformed embodiment when they are placed along the flat bottom. It is also believed that the use of the holes on the bottom of the well provides improved flow of water through the holes. While the size of the holes may vary, in one embodiment 0.40 inches was found to be satisfactory for brewing of tea from leaves; other hole diameters and configurations may be preferred for brewing or infusing other beverages.

As shown in Figures 11 and 12, the cover 650 is preferably attached to the infuser unit 610 by a flexible strip or attachment piece 722. In this manner, the flexible piece is folded over through an integral notch portion 726 in the infuser unit to permit insertion and seating in the infuser unit. Pressure against the flexible strip 722 while the cover is seated in the closed position causes the cover to open or unseat from the infuser unit, or a lift-up tab may be added to the cover at some preferred location on flange 710 to accomplish the same purpose. Alternatively, the flexible strip may be formed with an integral hinge that pivots rather than bends or folds. Other types of attachment pieces are also possible. For example, ridges, protrusions or notches on the sides of the notch may be used to lock down or secure the hinge.

The cover, as shown in Figures 10, 11 and 13, and in detail in Figure 15, has a cover wall 710, or depending skirt, at one end. A cover seat side skirt 712 is formed above a lower bead 714, and it folds over with an interior rim 716 to form an inner trough 720. The opposite side of the inner trough 720 is formed by a convex portion or cover center portion 662. When the cover is seated in the infuser unit, and the infuser unit is removed from the beverage container and turned upside down, the trough acts to collect drips and other liquid from the infuser unit. Thus, unlike conventional
infusion or brewing devices, the present invention avoids the dripping and other difficulties that result from removal of a used infusion device, such as a tea bag, from the liquid in the container. In some embodiments, the infuser unit may be configured so that when the unit is turned upside down it can be inserted into a container and carried with the container.

The cover also performs the function of keeping the contents of the infuser well in place as the cup is tipped toward the user's face during drinking. It also assists in retention of heat to maintain the high temperature of the water in the beverage. An attached, one-piece cover and infuser unit is also simpler and easier to use. The cover is directed into the seated position by the various ridges in the design of the infuser unit.

As shown in Figures 10 and 12, the infuser unit includes a flat outer portion along an upper rim that includes a drinking hole or opening for access to the liquid beverage. Preferably, the infuser unit and/or cover are made of a clarified plastic material that permits viewing of the color of the beverage. In this manner, the user of the infuser may view the darkness of the beverage as an indication of its strength and the need to remove some portion of the liquid to prevent further infusion or brewing.

As shown in Figure 12, the center of the bottom of the well is offset from the center of the cover attachment portion of the infuser unit. Preferably, the center of the well is offset away from the drinking area and toward the notch 726 for the flexible strip 722. It is believed that the offset of the well away from the drinking area provides a smoother flow of liquid to the drinking area when the infuser is used for drinking, helps keep the infuser contents out of the liquid when tipped for drinking, and also simplifies manufacture by
shortening the length of the flexible strip or attachment piece 722.

Another preferred embodiment of the infuser unit and cover is shown in Figures 17-23. This embodiment is similar to the embodiment shown in Figures 10-16, with some modifications and simplifications. In particular, the infuser unit has a container-gripping portion with a lower flange 822 and a seating groove 828 for attachment to the beverage container. The annular top surface of this embodiment includes flat outer margin portion 834 and top side wall 824 that depends downward from the flat portion. In contrast to the embodiment of Figure 10, the flat portion 834 is wider and extends further inward in the radial direction.

A trough is created between rim 832 and opening wall 840. The trough blends into the wall 840 at the notch 826. As shown in Figures 20 and 21, a drinking area is formed in the top of the annular top surface. Opening 837 is slightly recessed from edge 839 to create a more optimal drinking opening by rounding the portions that come in contact with the user's lips and prevents dripping when the infuser unit and cover are removed from the cup and inverted.

The well inner opening wall 836 is located radially inward of the rim 832. Figures 18 and 23 illustrate the structure of the infuser unit. A cover seating groove 842 is formed between upper and lower beads, which serve as water level indicators. As with the earlier embodiments, the well wall 841 slopes downward from the cover seating groove.

The cover in this embodiment, shown in Figures 17, 19 and 23, is also simplified from some earlier embodiments. Cover 850 includes a single seat 912. A trough 920 is formed between the convex center portion 862 and the seat 912.
The notch 826 formed in this embodiment of the infuser unit includes a recessed portion 858 that leads to air access or vent hole 851. The recess leads to a flat portion in which the air vent hole is punched or formed. In an upright position, the recess assists in the collection of liquid that escapes the cup; in a removed and inverted position, the recess prevents condensation from leaking through the air vent hole.

An additional embodiment of the infuser unit is shown in Figures 24, 25 and 26. In this embodiment, the cover attachment portion has been eliminated. The infuser unit is slid into the cup for a snap fit or friction fit in which base 950 acts to hold the tea leaves and walls 951 hold the infuser in container 930. The infuser is at a level equal to or below the container rim 935 and not attached to the rim, thereby leaving the cup rim and lid seal unaffected. Access from the well 950 to the inside of the container is provided by perforated portion 953 which provides a large gap or aperture between the container and the infuser unit to facilitate sipping. The opening 953 prevents liquid from being trapped in the infuser. The infuser includes a handle 940 that extends upward at an angle to permit the tea to drip downward. A conventional lid 945 may be placed over the top of the cup.

In Figure 27, an embodiment of the infuser unit of Figure 17 is shown in which the infuser well has been removed. With the exception of the infuser well, the parts of the embodiment of Figure 27 are identical to the embodiment of Figure 17 and are identified accordingly. The embodiment of Figure 27 may be used with a precharged infuser unit, which is inserted and snapped into place in the center aperture of the lid. For example, infuser wells may be precharged with different types and amounts of tea leaves or other beverage grains, which are selected upon the indicated desire of the consumer. The
infuser unit is then placed over the container and the beverage is prepared, without the need for measuring and preparing portions of the tea leaves, coffee or other beverage grains at the time of purchase.

Alternatively, the embodiment of Figure 27 provides an improved beverage lid with a removable cover. The improved lid permits access to the beverage without removing the lid from the container. In conventional lids, which lack a removable cover, the lid must be removed to add condiments, such as cream and sugar, to the beverage. When the lid is removed from the hot, steaming beverage, condensation often forms on the rim or bead of the container. When the lid is returned to the rim of the container, the presence of condensation prevents the formation of a liquid-tight seal between the lid and the container. Thus, when the container is moved as the user leaves the counter or other location in the beverage store, small amounts of the beverage begin to leak or leave the container and flow down the outside of the container. The improved lid avoids the need to remove the lid from the container and thus prevents this problem of conventional lids.

Figures 28 and 29 are modifications of the infuser units of Figures 5 and 6, respectively, to remove the infuser well, in the same manner that the embodiment of Figure 27 is a modification of the embodiment of Figure 17. The lid of Figures 28 and 29 operates in the same manner, and provides the same advantages, as the lid of Figure 27, but without the presence of a cover.

Alternatively, the snap up lid portion 366 shown in Figure 29 may be used with the embodiment having a cover, which is shown in Figure 27.

Figures 30 and 31 illustrate another embodiment of the infuser unit, which is similar to the embodiment shown in Figures 24, 25 and 26, and the parts of the unit of Figures 30 and 31 are identified with the same numbers
as the unit of Figures 24, 25 and 26. In that embodiment, the infuser unit is placed within the container at a location below the upper bead or rim of the container. Water is added to the well and permitted to flow over the beverage grains or tea leaves and into the container.

In some of the embodiments of the previously-described infuser units, the apertures or slots in the well may be eliminated. In such a unit, the well portion of the infuser unit can serve as a storage area for food items that can be kept separate from the liquid in the container of the beverage. In this manner, the infuser unit provides an improved beverage lid that assists in holding food items, such as pretzels or small nuts that may be consumed along with the beverage. Additionally, the well portion could be used for promotional items, such as small toys or prizes, that can be kept covered in the well, which is opened by the consumer after purchase of the beverage. In this manner, the infuser unit provides a lid that enables prizes or other items to be prepackaged and then placed over the beverage at time of sale.

It will thus be seen the present invention provides a new and improved beverage infuser or brewer having a number of advantages and characteristics, including those pointed out herein and others which are inherent in the invention. Several preferred embodiments having been described by way of illustration, it is anticipated that modifications to the described forms of product will occur to those skilled in the art and that such modification and changes may be made without departing from the spirit of the invention or the scope of the appended claims.

What is claimed is:
1. An infuser unit for making beverages in an associated container from a material from which flavors are extracted at elevated temperatures, comprising:
   a container attachment portion for removable association with the rim of an associated liquid container in snug, liquid-tight relation,
   an annular cover panel portion extending radially inwardly from said container attachment portion,
   a well portion for receiving a charge of flavoring material,
   said well portion being defined by walls extending downwardly from said cover panel portion and to a position substantially beneath said container attachment portion,
   a portion of said well extending below the level of a liquid in said associated container after liquid flows through the annular cover portion and out of said well portion to form a drinkable beverage in said associated container,
   at least a portion of said well being liquid-permeable to permit water circulation between the regions lying respectively inside and outside said well to permit infusion of flavors from said flavoring materials to said liquid.

2. The infuser unit of claim 1 wherein said container attachment portion is removable from said associated liquid container.

3. The infuser unit of claim 1 wherein said container attachment portion is snugly attached to the outside of said associated container as said liquid flows through said container attachment portion and said well portion into said associated container.
4. The infuser unit of claim 1 wherein said infuser unit is removable from said associated container after said liquid flows from said well portion into said associated container.

5. The infuser unit of claim 1 wherein said well portion has a flat bottom.

6. The infuser unit of claim 5 wherein said liquid permeable portion of said well further comprises apertures located only along the bottom of said well portion.

7. The infuser unit of claim 1 wherein said well extends to a depth in the associated container such that the distance between the bottom of said associated container and the bottom of said well portion is greater than the distance between said bottom of said well portion and the annular cover portion.

8. The infuser unit of claim 1 wherein said well has a cross-sectional area sufficiently great to permit continuous flow between the well and the associated container.

9. The infuser unit of claim 8 wherein said well has a cross-sectional area formed by a top width of said well being equal to the diameter of the opening of said annular cover panel portion.

10. The infuser unit of claim 9 wherein said well has wall portions that slope radially inward from the top of said well to the bottom of said well.

11. The infuser unit of claim 1 wherein said well is removable from said annular cover panel portion.
12. The infuser unit of claim 1 wherein said well includes at least one annular ring indicating a liquid level for the addition of fluid to said well.

13. The infuser unit of claim 12 wherein said well includes a plurality of annular rings to indicate varying levels for the addition of flavoring materials to said well.

14. The infuser unit of claim 1 wherein said well portion includes a groove formed to permit seating of an associated cover portion.

15. The infuser unit of claim 1 wherein the center of said well is offset from the center of said container attachment portion.

16. The infuser unit of claim 15 wherein said infuser unit includes a drinking area, said center of said well being offset away from said drinking area.

17. The infuser unit of claim 1 further comprising an associated cover portion for seating engagement within said annular cover panel portion of said infuser unit.

18. The infuser unit of claim 17 wherein said cover portion is fixedly attached to said infuser unit by a flexible member.

19. The infuser unit of claim 18 wherein said flexible member is located in an integral notch in said annular cover portion of said infuser unit when said associated cover portion is in a seated position.
20. The infuser unit of claim 18 wherein said associated cover portion may be released from a seated position by applying pressure to said flexible member.

21. The infuser unit of claim 17 wherein said associated cover portion is seated within a groove located radially between said infuser annular cover panel portion and said infuser well.

22. The infuser unit of claim 17 wherein said associated cover portion is formed with a trough portion, said trough portion acting to collect liquid excess from said well portion when said infuser unit is tipped upon removal from said associated container.

23. The infuser unit of claim 17 wherein said associated cover portion is formed with a trough portion on its bottom side when said cover portion is seated in the closed position, said trough portion acting to collect liquid excess from said well portion when said infuser unit is removed from said associated container and placed on a surface with the container bottom side away from the surface.

24. The infuser unit of claim 23 wherein the bottom side of said cover attachment portion forms a trough portion to collect liquid excess from the outside of said well portion when said infuser unit is removed from said associated container and placed on a surface with the container bottom side away from the surface.

25. The infuser unit of claim 1 wherein said container attachment portion fits within the inside of the rim of the associated liquid container.
26. The infuser unit of claim 1 wherein said charge of flavoring material is loosely situated on the bottom of said well portion.

27. The infuser unit of claim 19 wherein said integral notch includes an aperture to permit passage of air.

28. The infuser unit of claim 19 wherein said integral notch is formed with sloping side portions to act to collect liquid excess along said cover attachment portion.

29. The infuser unit of claim 23 wherein said annular cover portion includes an drinking opening aperture formed in its surface, said aperture being slightly recessed below the surface of said annular cover panel portion.

30. A method of making beverages with an infuser unit and an associated container from a material from which flavors are extracted at elevated temperatures, said method comprising the steps of:
   placing an infuser unit within an associated container, said infuser unit having a container attachment portion for removable association with the outside of said associated liquid container in a snug, liquid-tight relation,
   said infuser unit including an annular cover panel portion extending radially inwardly from said container attachment portion, and said infuser unit including a well portion for receiving a charge of flavoring material, said well portion being defined by walls that extend downwardly from said annular cover panel portion and to a position substantially beneath said container attachment portion, at least a portion of
said well portion being liquid-permeable to permit liquid
circulation between the regions lying respectively inside
and outside said well to permit infusion of flavors from
said flavoring materials to said liquid,
placing a charge of flavoring material inside
said well of said infuser unit,
adding water at an elevated temperature through
said annular cover portion into said well portion to
cover said charge of flavoring material,
permitting said water to flow over said charge
of flavoring material and through said liquid-permeable
well portion and into said associated container,
allowing said liquid to circulate between said
outside and inside of said well to permit infusion of
flavors from said flavoring materials to said liquid in
said associated container.

31. The method of claim 30 further including
the steps of removal of said infuser unit from said
associated container upon determination that sufficient
flavors have infused from said flavoring materials to
said liquid in said associated container.

32. The method of claim 30 wherein said
flavoring materials comprise tea.

33. The method of claim 32 further including
the steps of addition of cubes of frozen water to said
associated container before placing said infuser unit
over said associated container.

34. The method of claim 30 wherein said infuser
unit includes an associated cover portion, said cover
portion being placed over said well portion after said
water addition step to retain heat from said water within
said infuser unit and said associated container.
35. The method of claim 34 wherein said associated cover portion is attached to said infuser unit by a flexible member.

36. The method of claim 34 further including the steps of removal of the infuser unit from said associated container and tipping said unit so that excess liquid from said well portion flows into said cover portion.

37. The method of claim 36 wherein said cover portion includes an integrally formed trough portion to collect said excess liquid from said well portion.

38. The method of claim 36 wherein said cover portion includes an integrally formed trough portion to collect said excess liquid from said well portion when said infuser unit is removed from said container and placed on a surface with the cover bottom portion away from said surface.

39. The method of claim 30 wherein said step of placing said charge of flavoring material inside said well of said infuser unit is performed before said step of placing said infuser unit within said container.

40. A well unit for holding particle objects away from a liquid level in an associated container, comprising:

a container attachment portion for removable association with the rim of an associated liquid container in snug, liquid-tight relation,
an annular cover panel portion extending radially inwardly from said container attachment portion,
a well portion for receiving a plurality of
particle objects,
said well portion being defined by walls
extending downwardly from said cover panel portion and to
a position substantially beneath said container
attachment portion,
said annular cover panel having a drinking area
lying radially inwardly of said container attachment
portion.

41. The well unit of claim 40 further
comprising an associated cover portion, said cover
portion being placed over said well portion after said
particle objects have been added to said well portion.

42. The well unit of claim 40 wherein at least
a portion of said well portion being liquid-permeable to
permit fluid circulation between the regions lying
respectively inside and outside said well to permit
infusion of flavors from said particle objects to said
liquid.

43. A lid for a beverage container, comprising:
a container attachment portion for removable
association with the rim of an associated liquid
container in snug, liquid-tight relation,
an annular cover panel portion extending
radially inwardly from said container attachment portion,
said annular cover panel portion having a
centrally-located opening to permit insertion of
condiments into said beverage while said container
attachment portion is attached to an associated
container.
44. The lid of claim 43 further comprising an associated cover portion for seating engagement within said annular cover panel portion.

45. The lid of claim 44 wherein said associated cover portion is fixedly attached to said lid by a flexible member.

46. The lid of claim 45 wherein said associated cover portion may be released from a seated position by applying pressure to said flexible member.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 6 A47J31/20 A47J31/02 B65D47/08

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 6 A47J A47G B65D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>FR 637 845 A (BROOKES AND ADAMS LTD, H.L. BROOKES) 9 May 1928</td>
<td>30-32, 34,39, 43,44</td>
</tr>
<tr>
<td>A</td>
<td>see page 2, line 1 - line 28; figure 1</td>
<td>1,9,10, 17,25, 26,40-42</td>
</tr>
<tr>
<td>X</td>
<td>WO 93 03973 A (G. WARNER) 4 March 1993</td>
<td>43-45</td>
</tr>
<tr>
<td>A</td>
<td>see abstract; figure 1</td>
<td>18,35</td>
</tr>
<tr>
<td>A</td>
<td>US 4 487 114 A (J.D ABDENOUR) 11 December 1984</td>
<td>1-10,17, 26,27, 30,31, 34,39-41</td>
</tr>
<tr>
<td></td>
<td>see column 1, line 46 - column 2, line 8; figures 1-5</td>
<td></td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of box C. X Patent family members are listed in annex.

* Special categories of cited documents:
* "A" document defining the general state of the art which is not considered to be of particular relevance
* "E" earlier document but published on or after the international filing date
* "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reasons (as specified)
* "O" document referring to an oral disclosure, use, exhibition or other means
* "P" document published prior to the international filing date but later than the priority date claimed

*" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
*"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
*"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
*"Z" document member of the same patent family

Date of the actual completion of the international search
17 March 1998

Date of mailing of the international search report
27/03/1998

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 apo nl,
Fax (+31-70) 340-3016

Authorized officer
Schmitt, J

Form PCT/ISA/210 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 821 630 A (R.E. ROBERTS) 18 April 1989</td>
<td>1-5, 17, 30-32, 34, 39</td>
</tr>
<tr>
<td></td>
<td>see abstract; figure 2</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>DE 91 14 707 U (F.C. WINNINGTON-INGRAM) 16 April 1992</td>
<td>1, 4, 5, 8, 10, 26, 30-32, 34</td>
</tr>
<tr>
<td></td>
<td>see page 4, paragraph 2 - paragraph 3; figure 1</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 589 569 A (J.D. CLEMENTS) 20 May 1986</td>
<td>3, 15, 16, 40</td>
</tr>
<tr>
<td></td>
<td>see abstract; figures 1-3</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 478 346 A (G.W. SPONG) 23 October 1984</td>
<td>16, 18, 35, 40-42</td>
</tr>
<tr>
<td></td>
<td>see abstract; figure 1C</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>FR 637845 A</td>
<td>09-05-28</td>
<td>NONE</td>
</tr>
<tr>
<td>WO 9303973 A</td>
<td>04-03-93</td>
<td>NONE</td>
</tr>
<tr>
<td>US 4487114 A</td>
<td>11-12-84</td>
<td>CA 1188528 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5036755 A</td>
</tr>
<tr>
<td>US 4821630 A</td>
<td>18-04-89</td>
<td>NONE</td>
</tr>
<tr>
<td>DE 9114707 U</td>
<td>16-04-92</td>
<td>GB 2250425 A</td>
</tr>
<tr>
<td>US 4589569 A</td>
<td>20-05-86</td>
<td>CA 1229576 A</td>
</tr>
<tr>
<td>US 4478346 A</td>
<td>23-10-84</td>
<td>NONE</td>
</tr>
</tbody>
</table>