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To all whom it may concern: 
Be it known that I, JoHN T. SCHAFFER, of 

Rochester, in the county of Monroe and State 
of New York, have invented a new and use 
ful Improvement in Fruit. Jars, which im 
provement is fully set forth in the following 
specification and accompanying drawing, in 
which 

Figure 1 is a side elevation of a fruit-jar, 
with my improvement attached; Fig. 2, a 
top view of the same; Fig. 3, a vertical sec 
tion; and Fig. 4, an auxiliary figure, ex 
plained farther on. 
The object of my invention is to furnish a 

device for holding the cover of a fruitjar upon 
the mouth of the saine, mainly by means of a 
metallic clamp pivoted centrally to a ring pro 
vided with inclined surfaces, by means of 
which the clamp is tightened upon the jar. 
Notches in the ring, engaging the clamp, hold 
it from slipping out of place. 1. 

In the drawing, A is the body of an ordi 
inarily-formed fruit-jar, of which C is the 
cover, the opposing portions of both being 
grooved to receive the sealing-ring a. (More 
clearly shown in Fig. 3.) The clamp B and 
ring r are connected at their centers by the 
pivoting-pin p, alld, when placed in position, 
the said ring rests centrally upon the cover, 
while the ends of the clamp reach downward 
aid grasp the bead surrounding the mouth of 
the jar, as shown in Fig. 1. The upper side 
of the ring is composed of two corresponding 
inclined surfaces, situated diametrically oppo 
site; and it will be understood that when the 
clamp is SWuling so as to ride upward on these 
surfaces the cover will be pressed down upon 
the interposed sealing-ring u, and when swung 
in the opposite direction it will be loosened, 
and, with the ring r, may be slid laterally off 
the jar. 
For tightening the clamp, I sometimes use 

a wrench to turn the ring, instead of the 
clamp, and for this purpose I form lugs 0 in 
the glass, to hold the clamp from turning 
when the wrench is applied. 
The inclined surface of the ring I pro 

vide with notchess, Figs. 2 and 4, which pre 
vent the clamp slipping from its position 
when strained upon the jar. 
The cover is provided centrally, at its up 

per surface, with a conical depression, e, Fig. 
3, in which rests the foot of the pin p, by 
means of which the ring r is kept centrally 
upon the cover. There is sufficient length 
between the shoulders of the pin to allow the 
clamp to rise as it is moved up the inclines of 
the ring. 
The india-rubber sealing-ring at is designed 

to be molded, and may be of various forms of 
cross-section-i. e., round, square, &c.; but I 
prefer the form shown at a, Fig. 3, provided 
with slight lateral projections. 

I claim as my invention 
1. In a fruitjar fastening, a double-inclined 

separate ring, r, provided with notchess, sub 
stantially as show and described, in combi 
nation With a clamp, B, and pivoting-pin p, 
for the purpose set forth. 

2. A cover, C, provided centrally, at its out 
side surface, with the conical depression e, for 
the purpose of receiving the foot of the cen 
tering-pin p, in combination with said pin, 
separate ring r, and clamp B, substantially 
as shown and described. 

3. The lugs c, in combination with the jar 
A claimp B, and double-inclined notched sep 
arate ring r, substantially as and for the pur 
pose set forth. 

JOHN T. SCEAFFER, 
Witnesses: 

E. B. WHITMORE, 
J. S. GARLOCK. 


