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To all whom it may concern: 
Be it known that I, FREDRICKVoIT, of the 

city, county, and State of New York, have in 
vented a new and Improved Bedstead, of 
which the following is a specification: 
In the accompanying drawing, Figure 1 rep 

resents a side elevation, partly in section, of 
my improved bedstead or cradle; Fig. 2, aver 
tical transverse section of the same on the 
line c c, Fig. 1; and Fig. 3, a detail horizontal 
section on the line a a, Fig. 2, showing con 
nection of bed-post and main frame. 

Similar letters of reference indicate corre 
sponding parts. 
My invention relates to an improved con 

struction of bedsteads, cradles, &c., by which 
the connection of the bed-posts with the con 
necting main frame may be made in a strong 
and substantial malnner without the use of 
fastenings or other hardware, and a rigid inter 
locking of the parts obtained, together with 
an easy detaching of the same. 
The invention consists of open end boards 

having bed-posts with inclined grooves, into 
which the end pieces with projecting inclined 
edges are introduced and seated by the wedge 
action of the posts. 
In the drawing, A represents the posts of a 

bedstead, cradle, crib, &c., which are con 
nected by head and foot boards C at such 
height that an open space is formed below the 
same to admit the introduction of the lateral 
end pieces B of the connecting main frame B. 
Frame B is constructed of side boards with 
lateral end pieces firmly attached thereto. The 
bed-posts C are provided with central grooves 
a, and attached to the end boards either at 

suitable inclination toward the longitudinal 
axis or vertically thereto, in which case the 
grooves a are cut at the requisite inclination 
into the posts. The projecting ends of the 
end pieces B are produced with an inclina 
tion corresponding exactly to that of the 
grooves of the post, so that they may be easi 
ly introduced into the same when held at suffi 
cient height to clear the posts. 
When both end pieces are placed into the 

grooves they are slid in downward direction 
until, by the wedge action exerted by the posts, 
the connecting-frame B is firmly and rigidly 
supported by the same without requiring the 
use of bedstead-fastening or other connecting 
devices. The frame is detached from the 
posts by raising it far enough to allow the end 
pieces to clear the posts. The greater the 
weight on the main frame the steadier and 
firmer is the connection of posts and frame, 
so that shaking is avoided, and a cheap and 
durable yet readily detachable bedstead, cra 
dle, &c., is obtained. 

Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent 
A bedstead, cradle, &c., constructed of bed 

posts with inclined grooves, in combination 
with a connecting-frame having end pieces 
with inclined projecting edges, fitting into the 
posts, to be firmly retained by the wedge ac 
tion of the same, substantially as and for the 
purpose set forth. 
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