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To all, whon it invay conce71. 
Beit known that we, LEWIS F. CHRISTY and 

ELIALDENDERFER, both residents of Aman 
da, in the county of Fairfield and State of 
Ohio, have invented certain new and useful 
Improvements in Combined Barrel Trucks 
and Stands; and we do hereby declare that 
the following is a full, clear, and exact de 
Scription of the invention, which will enable 
others skilled in the art to which it appertains 
to make and use the same, reference being 
had to the accompanying drawings, which 
form a part of this specification. 
Our invention relates to improvements in 

combined barrel trucks and stands. 
The object of the invention is to provide 

an improved device of the above description 
in which a barrel may be moved from place 
to place and held in an upright position, the 
construction being such that a barrel may be 
readily rolled onto the truck, and when used 
as a stand the barrel is securely held without 
liability of the same being accidentally dis 
placed or of the stand tipping or turning over. 
The invention consists in the novel con 

Struction and combination of parts hereinaf 
ter fully described, and specifically pointed 
out in the claims. 

In the accompanying drawings, Figure 1 is 
a perspective view of a combined truck and 
stand, showing the device in an upright posi 
tion and adapted to be employed as a stand. 
Fig. 2 is a horizontal sectional view of the de 
vice depressed or lowered to receive a barrel. 
Fig. 3 is a plan view of the stand with the 
turn-table removed. 

In the said drawings, the reference - nu 
meral 1 designates the side bars of the truck 
connected together by means of transverse 
bars 2 and having their upper ends formed 
into handles 3'. In the other ends of these 
bars is journaled a shaft or axle 3, provided 
with supporting-wheels 4. These parts may 
be of any ordinary or suitable construction. 
Secured to these bars near their lower ends 
by means of bolts 5 and nuts 6 are the angle 
bars 7, each consisting of metal plate having 
vertical portions S and 9 and horizontal por 
tion 10. The vertical portion S is secured to 
the side bars by means of bolts 5 and nuts 6, 
while the portions 9 serve as supports or legs 

To the 
horizontal portion 10 is secured a platform 14 
by means of bolts and nuts 1516, which serves 
as a support for the barrel. 

For the purpose of allowing the barrel to 
rotate so that the faucet therein may be 
turned out of the way we provide the follow 
ing means: The platform is provided with a 
series of three or more slots 17, in which are 
journaled the lugs 18 of rollers or wheels 19. 
Upon these rollers or wheels rests a circular 
table 20, pivoted centrally in the said plat 
form by means of pivot-bar 21. To the up 
per ends of the bars is pivoted a curved bail 
22, which is adapted to be engaged with a bar 
rel placed in the truck, whereby it may be 
held Securely in position. 
The operation is as follows: When it is de 

sired to place a barrel on the truck, the lat 
ter is lowered to the position illustrated in 
Fig. 2, when the barrel can be rolled thereon 
and be supported by the cross-bars 2, which 
are slightly hollowed for that purpose. The 
bail is then turned over the barrel, whereby 
it is secured to the truck. The truck with the 
barrel thereon can now be moved to any de 
sired place and turned or elevated to an up 
right position with the ends of the legs or 
supports resting upon the ground, forming a 
stand, by which the barrel may be securely 
supported in a vertical position. The rotat 
ing table is employed so that the barrel may 
be turned to bring the faucet or spigot out of 
the way when desired. - 

iIaving thus described our invention, what 
we claim is 

1. The combination, with a truck, of the 
angular bars secured to theside bars thereof, 
the platform secured to said bars, the rotat 
able table supported by said platform, and 
the curved bail pivoted to the side bars, sub 
stantially as described. 

2. The combination, with a truck provided 
with a curved pivoted bail, of the angular 
bars having vertical portions Secured to the 
side bars of the truck, vertical portions form 
ing Supports or legs, horizontal portions, the 
platform secured thereto having slots in 
which are journaled wheels or rollers, and the 
table pivoted to the platform and resting on 
the rollers, substantially as described. 
In testimony that we claim the foregoing as 

our own we have hereunto affixed our signa 
tures in presence of two Witnesses. 

LEWIS F. CHRISTY. 
ELIALDENDERFER, 

Witnesses: 
REBECCA THOMPSON, 
ELLEN SCHADEL, 
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