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Description

BACKGROUND OF THE INVENTION

<FIELD OF THE INVENTION>

[0001] The present invention relates to a vehicle light-
ing unit and, more particularly, a proj ector-type vehicle
lighting unit used as a passing-beam (lower beam) head-
light.

<BACKGROUND ART>

[0002] Nowadays a projector-type headlight is often
employed as the vehicle lighting unit. This projector-type
headlight is equipped with a projection lens arranged on
a lens center axis extending in the longitudinal direction
of the vehicle, a light source arranged on the rear side
of the rear focal point of this projection lens, and a reflec-
tor for reflecting forward a light from this light source to
go toward the lens center axis.
[0003] When this projector-type headlight is used as
the passing-beam headlight, a shade for shielding a part
of the reflected light from the reflector to remove an up-
ward illumination light is provided between the projection
lens and the reflector. Accordingly, a passing-beam light
distribution pattern having a light-shade boundary line is
formed (see JP-A-2004-095481, for example).
[0004] A basic light distribution pattern for the passing-
beam light distribution pattern is a light distribution pat-
tern having a light-shade boundary line that is formed by
projecting a shape of an upper end edge of the shade.
In the light-shade boundary line, an opposite lane side
is constructed by a horizontal cut-off line and an own lane
side is constructed by an oblique cut-off line that rises
leftward from the horizontal cut-off line at an angle of 15°.
Also, in this basic light distribution pattern, a hot zone
(high luminous intensity area) is formed under and near
the right end portion of the oblique cut-off line of the light-
shade boundary line.
[0005] However, in the above projector-type headlight
in the background art, normally a focal position of the
projection lens is set to the upper end edge of the shade
during the passing-beam light distribution. Therefore, an
almost half of the upward illumination light is removed by
the shade, and particularly a part of the hot zone is cut
by the oblique cut-off line of the light-shade boundary
line. As a result, such a problem existed that a utility factor
of the light is low. Also, there are some shades to which
a mirror process has not been applied. In this case, a
loss due to a reflection not a little occurs.
[0006] DE 100 37 196 A1 discloses a vehicle lighting
unit of the type set forth in the preamble of the accom-
panying claim 1.

SUMMARY OF THE INVENTION

[0007] One or more embodiments of the invention pro-

vide a vehicle lighting unit capable of reducing a quantity
of light cut by a shade and shifting a high luminous in-
tensity area to the own lane side.
[0008] In accordance with one or more embodiments
of the invention, a vehicle lighting unit is provided with:
a projection lens arranged on a lens center axis that ex-
tends in a longitudinal direction of a vehicle; a light source
arranged on a rear side of a rear focal point of the pro-
jection lens; a reflector for reflecting forward a light from
the light source to go toward the lens center axis; and a
shade arranged such that an upper end edge passes
through the rear focal point of the projection lens to shield
a part of a reflected light from the reflector. An optical
axis of the reflector is shifted from the lens center axis
that is set to pass through the upper end edge of the
shade to go away from the upper end edge. The light
source is fixed to a supporting member and the reflector
is fixed by a pair of engaging base portions, which are
provided to project from the shade on both left and right
sides, from an outside, and distances from the engaging
base portions on both left and right sides to the lens center
axis are set differently in response to an amount of shift
of the optical axis of the first main reflector.
[0009] According to the vehicle lighting unit construct-
ed as above, the high-density luminous flux that is located
near the optical axis of the reflector and removed largely
in the background art can be incident on the projection
lens not to largely interfere with the upper end edge of
the shade. Therefore, a quantity of removed light of the
high luminous intensity area (hot-zone) that is cut by the
upper end edge the shade can be reduced, and the high
luminous intensity area can be shifted to the own lane
side.
[0010] According to the vehicle lighting unit construct-
ed as above, the structure for shifting the optical axis of
the reflector is provided only to the shading member.
Therefore, the reflector is shifted rightward and fixed to
the shade for the purpose of right light distribution, while
the reflector is shifted leftward and fixed to the shade for
the purpose of left light distribution.
[0011] As a result, a displacement of the optical axis
of the reflector can be handled only by forming the en-
gaging base portions into a different shape respectively
in the situation that the shade having different shapes
every used area for the purpose of right light distribution
and left light distribution must be designed, and thus the
reflector can be used as the common use component.
[0012] Also, when the shade/the reflector and the light
source/the supportingmember are fixed separately, the
shade/ the reflector can be formed of a lightweight resin,
though inferior in thermal resistance, while using the sup-
porting member as the heat radiating member.
[0013] In the vehicle lighting unit constructed as above,
the optical axis of the reflector may be shifted in parallel
to the lens center axis on an own lane side in a vehicle
width direction.
[0014] According to the vehicle lighting unit in which
the optical axis of the reflector is displaced in parallel
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from the lens center axis to the own lane side in the ve-
hicle width direction on the upper end edge of the shade,
the light that is not incident on the projection lens on ac-
count of an optical axis displacement can be suppressed
to a minute amount generated only by the shift.
[0015] According to the vehicle lighting unit according
to one or more embodiments of the invention, the high-
density luminous flux near the optical axis of the reflector
removed largely in the background art can be incident
on the projection lens not to greatly interfere with an upper
end edge of the shade. Therefore, a quantity of removed
light in the high luminous intensity area cut by the upper
end edge of the shade can be reduced, and the high
luminous intensity area can be shifted to the own lane
side. As a result, the driver’s visibility can be improved.
[0016] Other aspects and advantages of the invention
will be apparent from the following description, the draw-
ings and the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG.1 is a front view showing a vehicle lighting equip-
ment having a vehicle lighting unit according to an
exemplary embodiment of the present invention.
FIG. 2 is a sectional view of the vehicle lighting equip-
ment shown in FIG.1 and taken along an II-II line.
FIG. 3 is a pertinent enlarged view of the vehicle
lighting equipment shown in FIG.2.
FIG.4 is a pertinent enlarged perspective view of the
vehicle lighting unit shown in FIG.3.
FIG.5A is a pertinent plan view showing the shade
member in a related art.
FIG.5B is a pertinent plan view showing the shade
member used in the present embodiment.
FIG. 6A is a schematic view showing a positional
relationship of an optical axis in the related art.
FIG. 6B is a schematic view showing a positional
relationship of an optical axis according to the
present embodiment.
FIG.7 is a light beam tracing view of the vehicle light-
ing equipment in which an optical axis of a reflector
is shifted.
FIG. 8A is a view showing perspectively a light dis-
tribution pattern of the present embodiment formed
by a light emitted forward from the vehicle lighting
equipment on a virtual vertical screen arranged in a
position in front of the lighting equipment by 25 m.
FIG. 8B is a view showing perspectively a light dis-
tribution pattern in the related art formed in the same
situation.

DETAILED DESCRIPTION OF THE EXEMPLARY EM-
BODIMENTS

[0018] An exemplary embodiment of a vehicle lighting
unit according to the present invention will be explained

in detail with reference to the drawings hereinafter.
[0019] FIG.1 is a front view showing a vehicle lighting
equipment having a vehicle lighting unit according to the
exemplary embodiment of the present invention, FIG. 2
is a sectional view of the vehicle lighting equipment
shown in FIG.1 and taken along an II-II line, FIG.3 is a
pertinent enlarged view of the vehicle lighting equipment
shown in FIG.2, and FIG.4 is a pertinent enlarged per-
spective view of the vehicle lighting unit shown in FIG.3.
[0020] A vehicle lighting equipment 10 of the present
embodiment is a headlight that is fitted to the front end
portion of the vehicle, for example, and can be turned
ON/OFF while selectively switching the main-beam (high
beam) and the passing-beam (low beam). In FIG.1, by
way of example, a headlight unit (headlamp unit) fitted
to the front right portion of a vehicle such as a car, or the
like is shown as the vehicle lighting equipment 10.
[0021] As shown in FIG.1 and FIG. 2, the vehicle light-
ing equipment 10 includes a light-transmissible translu-
cent cover 12, and a lamp body 14. Three vehicle lighting
units (a first unit 20, a second unit 40, a third unit 60) are
arranged/fixed onto a supporting member 15 made of a
die casting, or the like in a lighting chamber 10a that is
surrounded by the translucent cover 12 and the lamp
body 14. An extension 16 for covering a clearance formed
when viewed from the front side of the lighting equipment
is arranged between three vehicle lighting units 20, 40,
60 and the translucent cover 12.
[0022] The supporting member 15 has a supporting
surface 15a to which a fitting surface 22b of a first sem-
iconductor light emitting element (LED) 22 as a first light
source of the first unit 20 is fitted, and a supporting surface
15b to which a fitting surface 42b of a second semicon-
ductor light emitting element (LED) 42 as a second light
source of the second unit 40 is fitted. The supporting
member 15 is fixed to the lamp body 14. This supporting
member 15 is fixed to the lamp body 14 via a leveling
mechanism (not shown), and can perform optical axis
adjustment of respective vehicle lighting units.
[0023] Next, the vehicle lighting equipments 20, 40, 60
will be explained hereunder.
[0024] The vehicle lighting equipment 10 of the present
embodiment is constructed to form the passing-beam
light distribution pattern by superposing the lights that
are emergent from the first unit 20 and the second unit
40, and to form the main-beam light distribution pattern
by the light that is emergent from the third unit 60.
[0025] At first, the first unit 20 will be explained here-
under.
[0026] The first unit 20 is the vehicle lighting unit that
forms a passing-beam light distribution pattern PL togeth-
er with the second unit 40 described later. As shown in
FIG.1, three sub units 20A, 20B, 20C having the almost
same configuration respectively are arranged on an ar-
ranging portion over the supporting member 15 to align
in the width direction.
[0027] The sub units 20A forms a hot-zone forming pat-
tern Pb having a horizontal cut-off line CL1 and an oblique
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cut-off line CL2 at its upper end edge (see FIG.8). The
sub unit 20B forms a cut-off line forming pattern Pa that
is larger than the hot-zone forming pattern Pb under the
cut-off line (see FIG. 8). The sub unit 20C forms a dis-
persing area forming pattern Pc that overlaps with the
hot-zone forming pattern Pb and the cut-off line forming
pattern Pa under the cut-off line and is expanded laterally
rather than the cut-off line forming pattern Pa (see FIG.8).
[0028] As shown in FIG.2 and FIG.3, the sub unit 20B
(also the sub units 20B, 20C) has the first semiconductor
light emitting element 22 as the first light source that is
fixed/arranged onto the supporting surface 15a of the
supporting member 15, a first main reflector 26 for re-
flecting forward the light from the first semiconductor light
emitting element 22, a shading member (shade) 21 ar-
ranged in front of the supporting member 15, and a pro-
jection lens 24 held by the shading member 21.
[0029] The first semiconductor light emitting element
22 is a white light emitting diode having a light emitting
portion (light emitting chip) 22a whose size is about 1
mm31 mm square, and is provided on the lens center
axis Ax that extends in the longitudinal direction of the
vehicle. The first semiconductor light emitting element
22 is mounted on the supporting surface 15a of the sup-
porting member 15 in a state that its illumination axis L1
is directed upward in the almost vertical direction that is
substantially perpendicular to the illumination direction
(leftward direction in FIG.3) of the sub unit 208. The light
emitting portion 22a may be constructed such that this
portion is inclined slightly in answer to the shape of this
light emitting portion and the light distribution that is illu-
minated forward. Also, a plurality of light emitting portions
may be provided to one semiconductor light emitting el-
ement.
[0030] The first main reflector 26 is a reflecting member
on the inner side of which a reflecting surface 27 whose
vertical sectional shape is an almost elliptic shape and
whose horizontal sectional shape is a free curved shape
based on an ellipse is formed. The first main reflector 26
is designed/arranged such that a first focal point F1 is
located near the light emitting portion 22a of the first sem-
iconductor light emitting element 22 and a second focal
point F2 is located near a ridge line (upper end edge of
the shade) 21c that is created by a curved surface 21a
and a horizontal surface 21b of the shading member 21.
[0031] The light that is emergent from the light emitting
portion 22a of the first semiconductor light emitting ele-
ment 22 is reflected on the reflecting surface 27 of the
first main reflector 26, then passes near the second focal
point F2, and then is incident on the projection lens 24.
Also, in the sub unit 20A (the sub unit 208, the sub unit
20C), the shade for reflecting a part of light on the hori-
zontal surface 21b located on the rear side of the ridge
line 21c, as a boundary line, of the shading member 21
to cut the light selectively such that the oblique cut-off
line is formed on the light distribution pattern projected
in front of the vehicle is constructed. In other words, the
ridge line 21c constitutes the light-shade boundary line

of the sub unit 20A (the sub unit 20B, the sub unit 20C)
as the upper end edge of the shade. That is, the ridge
line 21c serves as a portion to form the cut-off line.
[0032] In this case, it is preferable that a part of a light
X2 that is reflected on the reflecting surface 27 of the first
main reflector 26 and then reflected by the horizontal
surface 21b of the shading member 21 should be emitted
forward as an effective light. Therefore, in the present
embodiment, a front side of the vehicle of the horizontal
surface 21b of the shading member 21 has an optical
shape having a suitable reflecting angle taking a posi-
tioning relation between the projection lens 24 and the
first main reflector 26 into consideration.
[0033] The projection lens 24 is a plano-convex as-
pheric lens that is made of an acrylic resin and projects
the light X reflected by the reflecting surface 27 of the
first main reflector 26 ahead of the vehicle. The projection
lens 24 is fixed to the top end portion of the shading mem-
ber 21 on the front side of the vehicle.
[0034] The shading member 21 is supported by the
lamp body 14, and the first main reflector 26 is fixed to
the shading member 21. As shown in FIG. 4, an engaging
hole 26a is formed on both side portions of the first main
reflector 26 respectively. The first main reflector 26 is
fixed by engaging hooking projections 33 of a pair of en-
gaging base portions 31a, 31b, which are provided to
project from both left and right sides of the shading mem-
ber 21 shown in FIG.4, with the engaging holes 26a from
the outside (see FIG.5B).
[0035] As shown in FIG.5A, in a shading member 210
in a related art, a distance t from engaging base portions
310a, 310b on the right and left sides of the shade mem-
ber 210 to a lens center axis Ax of the projection lens 24
is set equal bilaterally.
[0036] In contrast, as shown in FIG.5B, in the shade
member 21 of the present embodiment, distances t1, t2
from the engaging base portions 37a, 31b on both left
and right sides to the lens center axis Ax of the projection
lens 24 are set differently in response to an amount of
shift of an optical axis Rx of the first main reflector 26. In
the present embodiment, because thicknesses of the en-
gaging base portions 31a, 31b are changed respectively,
the optical axis Rx of the first main reflector 26 is shifted
slightly (about 0.2 mm) from the lens center axis Ax of
the projection lens 24 (see FIG.5B).
[0037] Next, the second unit 40 will be explained here-
under.
[0038] The second unit 40 is the vehicle lighting unit
that forms the passing-beam light distribution pattern to-
gether with the foregoing first unit 20. The second unit
40 is arranged below the sub unit 20C.
[0039] The second unit 40 forms a dispersing area
forming pattern Pd is further expanded laterally rather
than the dispersing area forming pattern Pc formed by
the sub unit 20C of the first unit 20 (see FIG.8).
[0040] As shown in FIG.2 and FIG.3, the second unit
40 has the second semiconductor light emitting element
42 arranged fixedly on the supporting surface 15b of the
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supporting member 15 as the second light source, and
a second main reflector 46 for reflecting forward the light
from the second semiconductor light emitting element 42.
[0041] Like the first semiconductor light emitting ele-
ment 22, the second semiconductor light emitting ele-
ment 42 is a white light emitting diode having a light emit-
ting portion 42a. The second semiconductor light emitting
element 42 is mounted on the supporting surface 15b of
the supporting member 15 in a state that its illumination
axis L2 is directed upward in the almost vertical direction
that is substantially perpendicular to the illumination di-
rection (leftward direction in FIG.3) of the second unit 40.
[0042] The second main reflector 46 is a reflecting
member on the inner side of which a reflecting surface
46a using a parabolic cylindrical plane, an axis of which
passing trough the light emitting portion 42a is a focal
point, as a reference plane is formed. A light Y emitted
from the light emitting portion 42a of the second semi-
conductor light emitting element 42 is reflected on the
reflecting surface 46a of the second main reflector 46
and is irradiated to the front side of the vehicle. That is,
the secondunit 40 of the present embodiment constitutes
the reflector-type vehicle lighting equipment.
[0043] Then, the third unit 60 is a vehicle lighting unit
that forms the main-beam light distribution pattern. The
third unit 60 has a third semiconductor light emitting el-
ement (not shown) fixed/arranged onto the supporting
member 15 as the third light source, and a projection lens
64.
[0044] The projection lens 64 is a convex lens-type as-
pheric lens that projects the light emitted from the light
emitting portion of the third semiconductor light emitting
element to the front side of the vehicle. The projection
lens 64 is constructed such that a rear focal point of the
projection lens 64 agrees substantially with the light emit-
ting portion of the third semiconductor light emitting ele-
ment (see FIG.1) . Therefore, the light being emergent
from the light emitting portion of the third semiconductor
light emitting element is incident directly on the projection
lens 64, and then the incident light is projected forward
along the optical axis as the substantially parallel light.
That is, the third unit 60 of the present embodiment con-
stitutes the direct projector-type vehicle lighting equip-
ment.
[0045] In the above vehicle lighting equipment 10 of
the present embodiment, the first light source of the first
unit 20 and the second light source of the second unit 40
are composed of the first semiconductor light emitting
element 22 and the second semiconductor light emitting
element 42 respectively. Normally, when the semicon-
ductor light emitting elements 22, 42 such as the light
emitting diode (LED) having a small size and a small
power consumption are employed as the light source of
the vehicle lighting equipment 10, a limited electric power
can be utilized effectively. Of course, it is needles to say
that, as the first light source, the second light source, and
the third light source of the vehicle lighting equipment of
the present invention, a discharge bulb such as a metal

halide bulb using a discharge light emitting portion as the
light source, etc., a halogen bulb, and the like can be
employed.
[0046] FIG. 6A is a schematic view showing a position-
al relationship of an optical axis in the related art, and
FIG. 6B is a schematic view showing a positional rela-
tionship of an optical axis according to the present em-
bodiment.
[0047] As shown in FIG.6B, in the sub unit 20B of the
present embodiment, the optical axis Rx of the reflector
is shifted from the lens center axis Ax of the projection
lens 24 being set on the ridge line 21c of the shading
member 21 to go away from the ridge line 21c. Also, in
the present embodiment, the distances t1, t2 from the
engaging base portions 31a, 31b on both left and right
sides to the lens center axis Ax of the projection lens 24
are set differently in response to an amount of shift of the
optical axis Rx of the first main reflector 26. Therefore,
the optical axis Rx of the first main reflector 26 is dis-
placed in parallel from the lens center axis Ax of the pro-
jection lens 24 to the own lane side in the vehicle width
direction (the right side in FIG.6B).
[0048] FIG.7 is a light beam tracing view of the vehicle
lighting equipment in which an optical axis of a reflector
is shifted.
[0049] As shown in FIG.7, the optical axis Rx of the
first main reflector 26 is displaced in parallel from the lens
center axis Ax of the projection lens 24 to the own lane
side in the vehicle width direction on the ridge line (upper
end edge) 21c of the shading member 21. Therefore, the
light that is not incident on the projection lens 24 on ac-
count of an optical axis displacement δ can be sup-
pressed to a minute amount generated only by the shift.
[0050] In contrast, when the first main reflector 26 is
turned on the first semiconductor light emitting element
22 and the optical axis Rx of the first main reflector 26 is
displaced obliquely from the lens center axis Ax of the
projection lens 24 on the ridge line 21c of the shading
member 21, the light that is not incident on the projection
lens 24 on account of this optical axis displacement is
increased. That is, in the configuration of the present em-
bodiment, the optical axis Rx of the first main reflector
26 is displaced while suppressing a reduction of a utility
factor of the light small. Of course, it is needless to say
that, when a reduction of a utility factor of the light does
not hinder the use of the lighting unit because the first
semiconductor light emitting element 22 has an enough
quantity of light, the first main reflector 26 may be turned.
[0051] Also, the structure for shifting the optical axis
Rx of the first main reflector 26 (the engaging base por-
tions 31a, 31b) is provided only to the shading member
21. Therefore, the first main reflector 26 is shifted right-
ward and fixed to the shading member 21 for the purpose
of right light distribution, while the first main reflector 26
is shifted leftward and fixed to the shading member 21
for the purpose of left light distribution.
[0052] As a result, a displacement of the optical axis
Rx of the first main reflector 26 can be handled only by
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forming the engaging base portions 31a, 31b into a dif-
ferent shape respectively in the situation that the shading
member 21 having different shapes every used area for
the purpose of right light distribution and left light distri-
bution must be designed. Thus, the first main reflector
26 can be used as the common use component.
[0053] Also, when the shadingmember 21 and the first
main reflector 26 and the first semiconductor light emit-
ting element 22 and the supporting member 15 are fixed
separately, the first semiconductor light emitting element
22 and the supporting member 15 can be formed of a
lightweight resin, though inferior in thermal resistance,
while using the supporting member 15 as the heat radi-
ating member (die casting).
[0054] FIG. 8A is a view showing perspectively a light
distribution pattern of the present embodiment formed
by a light emitted forward from the vehicle lighting equip-
ment on a virtual vertical screen arranged in a position
in front of the lighting equipment by 25 m, and FIG.8B is
a view showing perspectively a light distribution pattern
in the related art formed in the same situation.
[0055] In the vehicle lighting equipment in the related
art, as shown in FIG.8B, a passing-beam light distribution
pattern PA is formed as the light distribution pattern hav-
ing the oblique cut-off lines CL1, CL2 on which the shape
of the ridge line 21c of the shading member 21 is pro-
jected. Also, the hot-zone (high luminous intensity area)
forming pattern Pb of this passing-beam light distribution
pattern PA is formed below the right end portion of the
oblique cut-off line of the oblique cut-off line CL2. Also,
in the passing-beam light distribution pattern PA, the cut-
off line forming pattern Pa and the dispersing area form-
ing pattern Pc, whose luminous intensity is gradually low-
ered, are formed outward from the hot-zone forming pat-
tern Pb located in the center.
[0056] In contrast, in the vehicle lighting equipment 10
of the present embodiment, the high-density luminous
flux that is located near the optical axis Rx of the first
main reflector 26 and removed considerably in the related
art can be incident on the projection lens 24 not to inter-
fere with the ridge line 21c of the shading member 21 so
much. Accordingly, as shown in FIG.8A, the passing-
beam light distribution pattern PL in which a quantity of
removed light of the hot-zone forming pattern Pb, which
is cut by the shading member 21 of the shading member
21, is reduced and the hot-zone forming pattern Pb is
shifted to the own lane side is formed.
[0057] Therefore, according to the vehicle lighting
equipment 10 of the present embodiment, the optical axis
Rx of the reflector is shifted from the lens center axis Ax
of the projection lens 24 being set to pass through the
neighborhood of the ridge line 21c as the upper end edge
of the shading member 21 to go away from the ridge line
21c. Therefore, the high-density luminous flux that is lo-
cated near the optical axis Rx of the first main reflector
26 and removed largely in the related art can be incident
on the projection lens 24 not to largely interfere with the
ridge line 21c of the shading member 21, a quantity of

removed light of the hot-zone that is cut by the shading
member 21 can be reduced, and the hot-zone can be
shifted to the own lane side. As a result, the driver’s vis-
ibility can be improved.
[0058] In this case, the optical axis Rx of the reflector
may be shifted from the lens center axis Ax of the pro-
jection lens 24 on the ridge line 21c of the shading mem-
ber 21. In other words, the first main reflector 26 may be
shifted in parallel to the own lane side in the vehicle width
direction, otherwise the first main reflector 26 may be
turned on the first semiconductor light emitting element
22 and only the portion of the ridge line 21c may be shift-
ed.
[0059] Also, the position of the first semiconductor light
emitting element 22 may be shifted or not. In this case,
when the first semiconductor light emitting element 22 is
shifted every used area of the lighting unit, the heat-ra-
diating supporting member (die casting) 15 must be re-
designed every used area. Therefore, it is preferable that
the first semiconductor light emitting element 22 should
not shifted like the above embodiment.

Claims

1. A vehicle lighting unit (20), comprising:

a projection lens (24) arranged on a lens center
axis (Ax) extending in a longitudinal direction of
a vehicle;
a light source (22) arranged on a rear side of a
rear focal point of the projection lens (24);
a reflector (26) for reflecting forward a light from
the light source (22) toward the lens center axis
(Ax); and
a shade (21), wherein an upper end edge (21c)
of the shade passes in a vicinity of the rear focal
point of the projection lens (24) to shield a part
of a reflected light from the reflector (26);
wherein an optical axis (Rx) of the reflector (26)
is shifted from the lens center axis (Ax) that is
set to pass through the upper end edge (21c) of
the shade so that the optical axis (Rx) of the
reflector is apart from the upper end edge (21c),
and
wherein the light source (22) is fixed to a sup-
porting member (15),
characterised in that
the reflector (26) is fixed by a pair of engaging
base portions (31a,31b), which are provided to
project from the shade on both left and right
sides, from an outside, and
distances (t1,t2) from the engaging base por-
tions (31a,31b) on both left and right sides to the
lens center axis (Ax) are set differently according
to an amount of shift of the optical axis (Rx) of
the reflector (26).
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2. The vehicle lighting unit according to claim 1, where-
in the optical axis (Rx) of the reflector (26) is shifted
in parallel to the lens center axis (Ax) to an own lane
side in a vehicle width direction.

Patentansprüche

1. Fahrzeugbeleuchtungseinheit (20) mit:

einer Projektionslinse (24), die auf einer Linsen-
Mittelachse (Ax) angeordnet ist, die sich in der
Längsrichtung eines Fahrzeugs erstreckt;
einer Lichtquelle (22), die an einer Rückseite ei-
nes hinteren Fokus der Projektionslinse (24) an-
geordnet ist;
einem Reflektor (26), um ein Licht von der Licht-
quelle (22) nach vorne hin zur Linsen-Mittelach-
se (Ax) zu reflektieren; und
einem Schirm (21), wobei eine obere Kante
(21c) des Schirms derart in einer Umgebung des
hinteren Fokus der Projektionslinse (24) ver-
läuft, dass sie einen Teil eines reflektierten
Lichts von dem Reflektor (26) abschirmt;
wobei eine optische Achse (Rx) des Reflektors
(26) von der Linsen-Mittelachse (Ax), welche
derart eingestellt ist, dass sie durch die obere
Endkante (21c) des Schirms verläuft, derart ver-
setzt ist, dass die optische Achse (Rx) des Re-
flektors von der oberen Endkante (21c) beab-
standet ist, und
wobei die Lichtquelle (22) an einem Abstüt-
zungselement (15) befestigt ist,
dadurch gekennzeichnet, dass
der Reflektor (26) von einer Außenseite durch
ein Paar Eingriff-Basisabschnitte (31a, 31b) be-
festigt ist, welche derart vorgesehen sind, dass
sie von dem Schirm sowohl an der linken als
auch der rechten Seite vorstehen, und
Abstände (t1, t2) von den Eingriff-Basisab-
schnitten (31a, 31b) sowohl an der linken als
auch der rechten Seite zur Linsen-Mittelachse
(Ax) gemäß einem Betrag des Versatzes der op-
tischen Achse (Rx) des Reflektors (26) unter-
schiedlich eingestellt sind.

2. Fahrzeugbeleuchtungseinheit nach Anspruch 1, bei
der die optische Achse (Rx) des Reflektors (26) par-
allel zur Linsen-Mittelachse (Ax) in einer Fahrzeug-
breitenrichtung zu einer Seite der eigenen Fahrspur
versetzt ist.

Revendications

1. Unité d’éclairage de véhicule (20), comprenant :

une lentille de projection (24) agencée sur un

axe central de lentille (Ax) s’étendant dans le
sens longitudinal du véhicule ;
une source de lumière (22) agencée du côté ar-
rière du foyer arrière de la lentille de projection
(24) ;
un réflecteur (26) pour réfléchir en avant vers
l’axe central de la lentille (Ax) la lumière prove-
nant de la source de lumière (22) ; et
un cache (21), dans lequel le bord d’extrémité
supérieur (21c) du cache passe au voisinage du
foyer arrière de la lentille de projection (24) pour
masquer une partie de la lumière réfléchie par
le réflecteur (26) ;
dans lequel l’axe optique (Rx) du réflecteur (26)
est décalé par rapport à l’axe central de la lentille
(Ax), qui est positionné de manière à passer par
le bord d’extrémité supérieure (21c) du cache,
de sorte que l’axe optique (Rx) du réflecteur est
séparé du bord d’extrémité supérieure (21c), et
dans lequel la source de lumière (22) est fixée
à un élément support (15),
caractérisée en ce que
le réflecteur (26) est fixé par une paire de parties
de base de venue en prise (31a, 31b), qui sont
disposées de manière à se projeter à partir du
cache des deux cotés droit et gauche, depuis
l’extérieur, et
les distances (t1, t2) allant des parties de base
de venue en prise (31a, 31b) des deux cotés
droit et gauche jusqu’à l’axe central de la lentille
(Ax) sont fixées différemment en fonction de la
valeur du décalage de l’axe optique (Rx) du ré-
flecteur (26).

2. Unité d’éclairage de véhicule selon la revendication
1, dans laquelle l’axe optique (Rx) du réflecteur (26)
est décalé parallèlement à l’axe central de la lentille
(Ax) vers le côté de voie propre dans le sens de la
largeur du véhicule.
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