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COMPOSITION FOR AWIRING, A WIRING 
USING THE COMPOSITION, MANUFACTURING 
METHOD THEREOF, A DISPLAY USING THE 
WRING AND A MANUFACTURING METHOD 

THEREOF 

Related Applications 
0001. This application is a divisional of copending U.S. 
patent application Ser. No. 09/031,445, filed on Feb. 26, 
1998, which is hereby incorporated by reference in its 
entirety. 

BACKGROUND OF THE INVENTION 

0002 (1) Field of the Invention 
0003. The present invention relates to a composition for 
a wiring, a wiring using the composition, a manufacturing 
method thereof, and a display using the wiring and a 
manufacturing method thereof. 
0004) (2) Description of the Related Art 
0005 Generally, wirings of semiconductor devices or 
displays are designed to transmit Signals without delay and 
not to be easily opened. 
0006. In order to prevent the opening of wirings, it is 
Suggested that the wirings have a multi-layered Structure. 
However, this structure requires Several etch proceSS Steps 
using different etchants. 
0007. In order to prevent delay or distortion of signals, 
materials having low resistivity Such as aluminum or alu 
minum alloy are generally used. However, Since the physical 
or chemical properties of the aluminum or aluminum alloy 
are not good, that is, the aluminum or aluminum alloy is 
easily oxidized and easily broken, process Steps for com 
pensating for the poor physical properties Such as anodic 
oxidation proceSS are required. Furthermore, there is a 
problem that the contact property between aluminum or 
aluminum alloy and ITO, e.g. when used for a transparent 
electrode of a liquid crystal display, is bad. 
0008. In the meantime, wirings for a liquid crystal 
become narrow Since liquid crystal display are moving to a 
higher resolution. However, Since the wiring should have 
limited resistance, the thickness of the wiring becomes 
larger. Therefore, the wiring gives large StreSS to a Substrate 
for a liquid crystal display, and the StreSS becomes larger as 
the size of the Substrate becomes larger. 

SUMMARY OF THE INVENTION 

0009. In view of the above, it is an object of the present 
invention to provide a material or composition for wiring 
which has low resistivity and gives low StreSS to a Substrate 
for a liquid crystal display. 
0010. It is another object of the present invention to 
provide a dual-layered wiring which can be easily manu 
factured. 

0.011) Another object of the present invention is to sim 
plify the manufacturing process of a display by using the 
dual-layered wiring and to improve its quality. 
0012. It is another object of the present invention to 
Smooth the edge profile of contact holes exposing conduc 
tive layer or metal wiring. 
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0013 Another object of the present invention is to pre 
vent the consumption of a conductive layer under contact 
holes during formation of the contact holes. 
0014) A wiring according to the present invention has a 
dual-layered Structure having a taper angle in the range of 
20-70 when manufactured under one etching condition. 
Otherwise, a wiring has an upper layer and a lower layer, 
wherein the upper conductive layer of the wiring has etch 
rate larger than that of the lower conductive layer by 70 to 
100 A/Sec. 

0015. When the wiring is etched by wet etch, only one 
etchant may be used for etching the two layers. 
0016 One of the conductive layers included in the wiring 
may be made of a material having a low resistivity equal to 
or less than 15uS2cm, and the other conductive layer may be 
made of a pad material. A pad material means a material 
which can be used as a pad. The detailed description for a 
pad material is given in the detailed description. 
0017. An aluminum layer or an aluminum alloy layer 
may be used for one of the conductive layers. In the case of 
using an aluminum alloy layer, it is preferable that the 
aluminum alloy includes aluminum and both/either a tran 
Sition metal and/or a rare earth metal less than 5%. 

0018. The other conductive layer may be made of MoW 
alloy including 0.01 to less than 20 atm % tungsten, the rest 
of molybdenum and inevitable impurities. It is preferable 
that the MoW alloy includes tungsten of 9 to 11 atm %. 
0019. When using aluminum as one of the conductive 
layers, an etchant for aluminum or aluminum alloy, Such as 
CHCOOH/HNO/HPO/HO can be used for etching the 
wiring. It is preferable that the concentration of HNO is 8 
to 14%. 

0020. The wiring having a dual-layered structure can be 
used as a gate line or a data line for transmitting a Scanning 
Signal or a data Signal in a display. 
0021. In a method for manufacturing the dual-layered 
wiring, a lower conductive layer is deposited on a Substrate, 
and an upper conductive layer whose etch rate is larger than 
that of the lower conductive layer by 70 to 100 A?sec under 
the same etching condition is deposited on the lower con 
ductive layer. The upper and the lower conductive layers are 
patterned to form a wiring under the etching condition, for 
example, using one etchant. When the wiring has a pad for 
receiving Signals from outside and the lower conductive 
layer is made of a pad material, the portion of the upper 
conductive layer at the pad may be removed to expose the 
lower conductive layer. 
0022. Accordingly, a composition of MoW for a wiring 
comprises 0.01 to less than 20 atm % of tungsten, the rest of 
molybdenum and inevitable impurities. It is preferable to 
comprise 9 to 11 atm % of tungsten. 
0023. A single layer of the above composition can be also 
used as a wiring, because it has a resistivity in the range of 
12 to 14 uS2m and is suitable for a pad. It is preferable that 
a edge slope of the wiring is formed in the range between 
20-70, more preferably. 40-50. The wiring can be used as 
a gate line or a data line of a display. 
0024. It is needless to say that the layer of this compo 
Sition along with another conductive layer is used as an 
wiring. 
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0025 A thin film transistor (hereafter referred to as a 
TFT) Substrate according to the present invention includes a 
gate pattern including a gate pad, a gate electrode and a gate 
line which are made of a MoW layer including 0.01 to less 
than 20 atm % tungsten, the rest of molybdenum and 
inevitable impurities formed on a substrate. It is preferable 
that the MoW layer comprises 9 to 11 atm % of tungsten. 

0026. The gate pad, the gate electrode and the gate line 
may further include a conductive layer made of an alumi 
num or an aluminum alloy formed on or under the MoW 
layer. In this case, the conductive layer is simultaneously 
patterned along with the MoW layer using one etchant. In 
case of using aluminum alloy, the aluminum alloy includes 
aluminum and both/either transition metal and/or a rare earth 
metal less than 5%. CHCOOH/HNO/HPO/HO may be 
used as an etchant. It is preferable that the density of HNO 
is 8 to 14%. 

0027. The TFT substrate further includes a data pattern 
including a Source electrode, a drain electrode and a data line 
of the TFT substrate. The data pattern may include a single 
layer made from one material Selected from a chromium, a 
molybdenum and a MoW alloy. Otherwise, they may have 
a dial-layered Structure which includes two layerS made of 
either two Selected from a chromium, a molybdenum and a 
MoW alloy or MoW and either aluminum or an aluminum 
alloy. When aluminum and aluminum alloy is used for an 
upper layer, it is desirable to remove the portion of the 
aluminum layer or the aluminum alloy layer at a pad. 

0028. When the data pattern includes a lower conductive 
layer of chromium and an upper layer of MoW, the upper 
and the lower layers are patterned under one etching con 
dition. 

0029. The two layers are wet-etched using an etchant for 
chromium such as HNO/(NH)Ce(NO)/HO. It is pref 
erable that the concentration of HNO is 4 to 10% and the 
concentration of (NH)Ce(NO) is 10 to 15%. 
0030) A single layer of Mo or MoW may be also used the 
Signal line of the large Scale and high resolution liquid 
display, because the Mo or MoW layer gives less stress to a 
Substrate made of a material Such as glass than other 
conductive layers. 
0031. In a manufacturing method of a display according 
to the present invention, a photoresist pattern is formed on 
a insulating layer on a conductive layer or metal wiring and 
the photoresist pattern is used as a mask for forming contact 
holes in a thin portion and a thick portion of the insulating 
layer. At this time, it is preferable to form contact holes 
through two steps or three Steps, in order to Smooth the edge 
profile of contact holes and in order to prevent the consump 
tion of the conductive layer under the contact holes. 

0032. In the two-step process, the first step is to etch the 
photoresist pattern and the insulating layer in part under the 
condition that etch rate of the photoresist pattern and the 
insulating layer is in the range between 1:1 to 1:1.5. At this 
time, the insulating layer and the portion of the conductive 
layer under the thin portion of the insulating layer may be 
Slightly etched. Thereafter, Second etching Step is performed 
under the condition that etch rate of the insulating layer is 
larger than that of the conductive layer by equal to or more 
than 15 times. 
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0033. In the three-step process, the first step is to etch 
insulating layer to expose a portion of the conductive layer 
under the thin portion of the insulating layer. Thereafter, a 
polymer layer is formed on the exposed Surface. Finally, 
etching Step is performed under the condition that the etch 
rate of the insulating layer is more than 15 times larger than 
the conductive layer. Here, the polymer layer prevents the 
lateral etching of the insulating layer. 

0034. The above method is applied to a structure includ 
ing a first metal layer, a first insulating layer, a Second metal 
layer and a Second insulating layer, Sequentially. That is, this 
method is applied to Simultaneously forming a first contact 
hole exposing the Second metal layer under the Second 
insulating layer and a Second contact hole exposing the first 
metal layer under the Second and the first insulating layer. 
0035. This method is applied to forming contact holes 
exposing pads for receiving Signals from outside of Semi 
conductor device or display, in particular, Simultaneously 
exposing gate pad and data pad. 
0036) Particularly, when using Mo or MoW for the con 
ductive layer and Silicon nitride for the insulating layer, it is 
preferable that the insulating layers are plasma dry-etched 
by using a gas System Such as CF+O in the final Step in 
order to minimize the consumption of the conductive layer. 
In addition, it is preferable that plasma dry etch gas System 
in the first step is SF-HCl (+He) or SF+Cl (+He) in order 
to Smooth the edge profile of the contact holes. 
0037. When using CF+O gas system, it is preferable 
that O is less than V10 with respect to CF, in order to 
Simultaneously expose gate pad and data pad of Mo or MoW 
through one etch Step. 

0038. The amorphous silicon TFT may also include a 
doped amorphous Silicon layer as well as an amorphous 
Silicon layer, and this doped amorphous Silicon layer is 
dry-etched using a mask of the data pattern. Here, because 
the data pattern of Mo or MoW is easily dry-etched, it is 
preferable to Select a dry-etching gas System having etch rate 
less than 100 A?sec for MoW. Hydrogen halide and at least 
one selected from CF, CHF, CHCIF, CHF and CF is 
Suitable for this purpose. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0039 FIGS. 1-3 show graphs of the characteristics of a 
MoW layer according to an embodiment of the present 
invention. 

0040 FIG. 4 is a sectional view of a MoW layer accord 
ing to an embodiment of the present invention. 
0041 FIGS. 5-8 are sectional views of a dual-layered 
wiring made of a MoW layer and an aluminum alloy layer 
according to an embodiment of the present invention. 

0.042 FIGS. 9A and 9B are layout views of a TFT 
Substrate according to an embodiment of the present inven 
tion. 

0043 FIG. 10 is a sectional view taken along the line 
X-X in FIG. 9A. 

0044 FIGS. 11A-11D are sectional views illustrating a 
manufacturing method of a TFT substrate shown in FIG. 10 
according to an embodiment of the present invention. 
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004.5 FIGS. 12A-17C are sectional views illustrating a 
proceSS forming contact holes on the TFT Substrate accord 
ing to an embodiment of the present invention. 
0046 FIG. 18 is a layout view of a TFT substrate 
according to a Second embodiment of the present invention. 
0047 FIG. 19 is a sectional view taken along the line 
XVIII-XVIII in FIG. 18. 

0048 FIGS. 20A-20C are sectional views illustrating a 
manufacturing method of a TFT substrate shown in FIG. 19 
according to the Second embodiment of the present inven 
tion. 

0049 FIGS. 21 is a graph illustrating relation of deposi 
tion pressure and StreSS of MoW according to a first experi 
ment of the present invention. 
0050 FIGS. 22 is a graph showing etch rate of a MoW 
layer according to a Second experiment of the present 
invention. 

0051 FIG. 23 is a sectional view of a dual layer made of 
a MoW layer and a chromium layer according to a third 
experiment of the present invention. 
0.052 FIG. 24 is a sectional view of a dual layer made of 
a MoW layer and chromium layer according to a fourth 
experiment of the present invention. 
0053 FIGS. 25 is a graph of etch rate of a MoW layer for 
a dry-etch gas according to a fifth experiment of the present 
invention. 

0.054 FIG. 26 is a sectional view illustrating a manufac 
turing method of TFT according to a sixth experiment of the 
present invention. 
0.055 FIG. 27 is a graph illustrating a characteristic of 
TFT according to the sixth experiment of the present inven 
tion. 

0056 FIG.28 is a graph illustrating etch rate of MoW for 
dry-etch gas in the Seven experiment of manufacturing 
method according to the first embodiment of the present 
invention. 

0057 FIG. 29 is a graph illustrating a characteristic of 
TFT according to the seventh experiment of the present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

0.058 Preferred embodiments of the present invention are 
described with reference to the accompanying drawings. 
0059 A wiring of a semiconductor device, especially of 
a display, is made of a material which has a low resistivity 
, i.e., less than 15 uS2cm, Such as aluminum, aluminum alloy, 
molybdenum, copper, and So on. This wiring generally 
includes a pad for receiving external electrical Signals from 
outside. The pad should not be easily opened during manu 
facturing processes, and should not be oxidized when 
exposed to air. Aluminum or aluminum alloy has a very low 
resistivity, but it is not Suitable for a pad because it is easily 
opened and easily oxidized. On the contrary, chromium, 
tantalum, titanium, molybdenum, and their alloys are Suit 
able for a pad, but they have larger resistivity than alumi 
num. Accordingly, it is desirable that a wiring be made of 
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either a material having both properties or of dual conduc 
tive layers consisting of a first conductive layer having a low 
resistivity and a Second conductive layer for a pad. 
0060. When the wiring is formed of dual layers, it is 
desirable that the layers are etched under the same etching 
condition, in particular, by using the same etchant and 
tapering it to have a Slanted profile. 
0061. In particular, either the wiring should have a taper 
angle in the range of 20-70 or an upper conductive layer 
of the wiring has an etch rate larger than the lower conduc 
tive layer by 70 to 100 A?sec for the same etchant. Further 
more, in the case of a Singular-layered wiring, it is desirable 
that the wiring have a taper angle in the range in 20 -70 
0062. A composition of a Mo-W compound comprising 
tungsten of 0.01 to less than 20 atomic percentage (atm (%), 
with the rest being molybdenum and inevitable impurities is 
developed for a wiring. In this case, it is preferable that the 
MoW compound comprise tungsten of 5 to 15 atm %, more 
preferably, 9 to 11 atm %. 
0063 FIGS. 1-3 are graphs showing the characteristics of 
MoW according to an embodiment of the present invention. 
0064 FIG. 1 shows a deposition characteristic of a MoW 
layer. The horizontal axis indicates a tungsten content in atm 
%, and the vertical axis indicates deposited thickness per 
unit power. 

(0065). As shown in FIG. 1, the deposited thickness of the 
MoW layer is in the range of 1.20 to 1.40 A/W. 
0.066 FIG. 2 shows a resistivity of a MoWalloy accord 
ing to an embodiment of the resent invention, as a function 
of tungsten content in atm (76. 
0067. As shown in FIG. 2, the resistivity of the MoW 
alloy including tungsten content less than 20 atm 7% is in the 
range of 12.0 to 14.0 uS2cm. 
0068. Since the MoWalloy has a resistivity less than 15 
tuS2cm as well as a pad property, can be used as a singular 
wiring layer. It is needless to Say that it can also be used for 
a dual-layered wiring along with a layer of aluminum or 
aluminum alloy. The wiring can also be used as a signal line 
Such as a gate line or a data line of a liquid crystal display. 

0069 FIG. 3 shows etch rate characteristics of Mo or 
MoW alloy layers according to an embodiment of the 
present invention, where an etch rate of a MoW alloy layer 
in A?sec. for an etchant for aluminum is shown as a function 
of tungsten content in atm %. The etchant used for this 
embodiment is an aluminum etchant, CHCOOH/HNO/ 
HPO/HO. 
0070. As shown in FIG. 3, the etch rate of the pure Mo 
layer is as high as 250 A?sec, but the etch rate of a MoW 
alloy layer including tungsten of 5 atm % is 100 A/sec. Its 
etch rate when including tungsten of 15 to 20 atm % is less 
than 50 A/sec. 
0071 Since a thin layer of an aluminum or an aluminum 
alloy has an etch rate in the range of 40-80 A?sec for 
CHCOOH/HNO/HPO/HO including HNO of 8-14%, 
the molybdenum alloy layer having an etch rate larger than 
an aluminum layer or an aluminum alloy layer by 70-100 
A?sec is selected to be used for a dual-layered wiring along 
with the aluminum or aluminum alloy layer. 
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0072 FIG. 4 is a sectional view of a MoW alloy layer 
etched by an aluminum etchant according to an embodiment 
of the present invention. 

(0073). A molybdenum alloy comprising tungsten of 10 
atm % is deposited to thickness of 3,000 A and etched by an 
aluminum etchant. 

0074 Then, as shown in FIG.4, a single MoW layer has 
a taper angle of 20-25. 
0075). In reference to FIG. 3, the etch rate of the molyb 
denum alloy can be less than 100 A?sec by adjusting the 
tungsten content. Then, a taper angle of a Single layer made 
from the molybdenum alloy can be formed in the range of 
30-90. Accordingly, it can be used as a wiring for a gate line 
and a data line of a liquid crystal display. 
0076 FIGS. 5-8 are sectional views of a dual-layered 
wiring made of a MoW alloy layer and an aluminum alloy 
layer according to an embodiment of the present invention. 
0077. As shown in FIGS. 5-8, an Al layer or an Al alloy 
layer 3 with thickness of 2,000 is deposited on a substrate 1, 
and a MoW alloy layer 2 is deposited to thickness of 1,000 
on the Al layer 3. The Al alloy layer 3 and the MoW alloy 
layer 2 are sequentially etched by an Aletchant CHCOOH/ 
HNO/HPO/HO, preferably comprising HNO of 
8-14%. 

0078 Here, the aluminum alloy includes aluminum and a 
transition metal, Such as Ni, Cu, Zr, Nb, Mo, Pd, Hf, Ta or 
W, or a rare earth metal such as Nd, Gd, Dy, or Er of less than 
atm 5%. 

0079. When MoW includes 5 atm % tungsten, the taper 
angle is in the range of 30-40 as shown in FIG. 5, and when 
MoW includes 10 atm % tungsten, the taper angle is in the 
range of 40-50 as shown in FIG. 6. When MoW includes 
15 atm % tungsten, the taper angle is in the range of 80-90 
as shown in FIG. 7, and when MoW includes 20 atm % 
tungsten, the taper angle is larger than 90 as shown in FIG. 
8. 

0080) 
wiring. 

In addition, there was no spot on the Substrate and 

0081. Accordingly, the taper angle of a MoW layer 
including less than 20% tungsten is in the range of 30°-90° 
and increases as the tungsten content increases. AS shown in 
FIG. 6, a desirable taper angle, 40-50 is formed when the 
tungsten content is in the range of 9-11 atm (76. 
0082) A structure of a TFT substrate using a wiring 
including a MoW layer will now be described specifically 
with reference to FIGS. 9A, 9B and 10. 
0083 FIGS. 9A and 9B show layout views of a TFT 
Substrate according to a first embodiment of the present 
invention, and FIG. 10 shows a cross-sectional view taken 
along the line X-X in FIG. 9A. 
0084. A gate pattern consisting of a gate line 200, a gate 
electrode 210 which is a branch of the gate line 200, and a 
gate pad 220 which is connected to the one end of the gate 
line 200 is formed on a substrate 100. The gate electrode 210 
and the gate pad 220 are formed of a lower layer 211 and 221 
of Al or Al alloy and an upper layer 212 and 222 of MoW 
alloy comprising 0.01-20.0 atm % tungsten and the rest of 
molybdenum, and the gate line 200 is also formed of a dual 
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layers of an Al or Al alloy layer and a MoWalloy layer. The 
gate pad 220 is a path to transmit the Scanning Signals from 
the outside to the gate line 200. 
0085. A gate insulating layer 300 having a contact hole 
720 exposing the upper layer 222 of the gate pad 220 covers 
the gate pattern 200, 210, and 220. A hydrogen amorphous 
silicon (a-si:H) layer 400 and a doped hydrogen amorphous 
silicon layer 510 and 520 with N type impurity are sequen 
tially formed on the portion of the gate insulating layer 300 
above the gate electrode 210, and the portions 510 and 520 
of the doped amorphous silicon layer 510 are opposite with 
respect to the gate line. 
0.086 A data line 600 crossing the gate line 200 is formed 
on the gate insulating layer 300, and a data pad 630 for 
transmitting the image Signals from the outside to the data 
line 600 is connected to the one end of the data line 600. A 
Source electrode 610 which is a branch of the data line 600 
is formed on a first portion 510 of the doped amorphous 
Silicon layer, and a drain electrode 620 opposite the Source 
electrode 610 with respect to the gate electrode 200 is 
formed on a second portion 520 of the doped amorphous 
silicon layer 510 and 520. Here, a data pattern including the 
data line 600, the Source and drain electrodes 610 and 620, 
and the data pad 630 is formed of a Mo or MoW alloy layer. 
On the hand, in FIG. 9B, a supplementary gate pad 640 is 
additionally formed on the gate insulating layer 300 nearby 
the gate pad 210. 
0087. A passivation layer 700 is formed on the data 
pattern 600, 610, 620 and 630 and portions of the amorphous 
silicon layer 500 which are not covered by the data pattern. 
The passivation layer 700 has contact holes 710, 720, and 
730 exposing the drain electrode 620, the upper layer 222 of 
the gate pad 220 and the data pad 630, respectively. On the 
other hand, in FIG. 9B, the passivation layer 700 has a 
contact hole 740 exposing the Supplementary gate pad 640. 
0088 Finally, a pixel electrode 800 made of ITO (indium 
tin oxide) and connected to the drain electrode 602 through 
the contact hole 710 is formed on the passivation layer 700. 
Furthermore, a data ITO layer 820 connected to the data pad 
630 through the contact hole 730 and transmitting image 
signals from outside to the data line 600, and a gate ITO 
layer 810 connected to the gate pad 220 through the contact 
hole 720 and transmitting Scanning Signals from outside to 
the gate line 200 are formed on the passivation layer 700. On 
the other hand, in FIG.9B, the gate ITO layer 810 extended 
to the Supplementary gate pad 640 to be connected to the 
supplementary gate pad 640 through the contact hole 740. 

0089. As shown in FIGS. 9A and 9B, the portions to 
which the Signals are directly applied are Substantially the 
gate ITO layer 810 and the data ITO layer 820. 
0090. A manufacturing method of a TFT substrate will 
now be described specifically with reference to the attached 
drawings. 

0091 FIGS. 11A-11D are sectional views illustrating a 
manufacturing method of a TFT substrate shown in FIG. 9A 
and FIG. 10 using 5 masks according to an embodiment of 
the present invention. 

0092] As shown in FIG. 11A, a lower layer made of 
either Al or Al alloy with thickness of 1,000-5,000 A and an 
upper layer made of MoW alloy with thickness 200-1,500 
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A are Sequentially deposited on a transparent insulating 
substrate 100 and patterned to form a gate line 200, a gate 
electrode 210 and a gate pad 220 using a first mask. AS 
shown in FIG. 11A, the gate electrode 210 and the gate pad 
220 are formed of a lower layer 211 and 221 of Al or Al alloy 
and an upper layer 212 and 222 of MoW alloy, respectively. 
Although it is not shown in FIG. 11A, the gate line 200 is 
also formed of the dual layer. 
0093. In case of using an Al alloy, the Al alloy comprises 
Al and both/either a transition metal and/or a rare earth metal 
of less than 5%. The MoW alloy comprises 0.01-20.0 atm 
% tungsten and the rest of molybdenum. Preferably, the 
tungsten content is in the range of 9-11 atm (76. An etchant 
for wet etching the layerS is an All etchant Such as 
CHCOOH/HNO/HPO/HO, where the density of HNO 
is 8-14%. 

0094. It is possible to form the gate pattern 200 to have 
a single-layered Structure made from a member of the group 
of Al, Al alloy, and MoW alloy. As shown in FIG. 11B, a 
gate insulating layer 300 with a thickness of 2,000-10,000 
A made of Silicon nitride, a hydrogen amorphous Silicon 
layer 400 with thickness of 1,000-3,000 A and an extrinsic 
or doped hydrogen amorphous silicon layer 500 heavily 
doped with N type impurity with a thickness of 150-1,500 
A are Sequentially deposited, and the amorphous Silicon 
layer 400 and the extrinsic amorphous silicon 500 is pat 
terned by photolithography using a Second mask. 

(0095) As shown in FIG. 11C, a molybdenum (Mo) or 
MoW alloy layer with a thickness of 3,000-20,000 A is 
deposited and patterned to form a data pattern including a 
data line 600, a source electrode 610, a drain electrode 620, 
and a data pad 630 by photolithography with using a third 
mask. 

0096. In this step, the data pattern may have either a 
single layered structure made of chromium, Mo, or MoW or 
a dual-layered Structure including two layers made of Cr, 
Mo, or MoW. In addition the data pattern may further 
include an Al layer or an Al alloy layer. 

0097. Since the size of the substrate 100 becomes large 
and the pixel density of the display becomes high, it is 
desirable to reduce the width of wirings. On the other hand, 
Since the wiring has low resistance, the thickness of wirings 
should increase. Accordingly, the StreSS of the metal layer 
should not bend the substrate, though the thickness of the 
metal layer increases. The Mo or MoWalloy layer gives low 
stress on the Substrate, which will be describe in the first 
experiment in detail. 

0.098 When the data pattern has a dual-layered structure 
including a chromium layer as a lower layer and a MoW 
layer as an upper layer, the upper and the lower layers are 
formed in a taper shape by Sequentially patterning under the 
Same etching condition. In detail, this will be describe in 
Second, third and fourth experiments. 
0099] If the upper and the lower layers are wet etched, an 
etchant used for this wet etch may be an etchant for 
chromium, such as HNO/(NH)Ce(NO)/H2O. It is pref 
erable that the concentration of HNO is 4 to 10% and the 
concentration of HI)-Ce(NO) is 10 to 15%. 
0100. Then, the extrinsic amorphous silicon layer 500 is 
etched by using the data pattern 600, 610, 620, and 630 as 
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an etch mask and by using a plasma dry etch technique to 
divide the extrinsic amorphous silicon layer 500 into por 
tions 510 and 520 with respect to the gate electrode 210, and 
to expose the central portion of the amorphous Silicon layer 
400. 

0101 Here, because the data pattern made of Mo or 
MoW is easily etched by the gases for etching the extrinsic 
amorphous Silicon layer, it is preferable to Select a combi 
nation of etching gases having an etch rate less than 100 Sec 
for Mo or MoW. Hydrogen halide gas mixed with at least 
one selected from group consisting of CF, CHF, CHCIF, 
CHF and CF, and hydrogen (H) plasma treatment may 
be added in order to stabilize the surface of the amorphous 
silicon layer 400. 
0102) In detail, this will be describe in a fifth, a sixth, and 
a Seventh experiments. 
0103) As shown in FIG. 11D, a passivation layer 700 
with a thickness of 1,0000-10,000 A is deposited and 
patterned along with the gate insulating layer 300 by pho 
tolithography using a fourth mask to form a contact hole 710 
on the drain electrode 620, a contact hole 720 on the upper 
layer 222 of the gate pad 220, and a contact hole 730 on the 
data pad 630. 
0104. As shown in FIG. 9B, a supplementary gate pad 
640 may be formed in the step of forming the data pattern, 
and a contact hole 740 may be formed. 
0105 Now, the step of forming the contact holes is 
described in detail. 

0106 A photoresist having openings at the position cor 
responding to the contact holes 710, 720, 730, and 740 is 
formed on the passivation layer 700. The silicon nitride 
layers of the passivation layer 700 and the insulating layer 
300 are etched by plasma dry etch using the photoresist as 
a mask. 

0107. In order to obtain smooth edge profile of the 
contact holes 710, 720, 730, and 740, the photoresist should 
be etched as well as the silicon nitride layers 700 and 300. 
For this purpose, the amount of oxygen gas used for etching 
the silicon nitride layer 700 and 300 may be increased or 
SF+HCl (Selectively additional He gas) gas System or 
SF+Cls (selectively additional He gas) gas system may be 
used under high frequency power in plasma dry etch. 
SF+HCl (+He) and SF+Cl (+He) gas systems have etch 
rate of 2,500-3,000 A/min both for photoresist and Silicon 
nitride. However, Since the gas Systems also have etch rate 
of 2,000 A/min for Mo or MoW alloy, the upper layer of the 
gate pad 220 and the data pattern 620, 630, and 640 made of 
Mo or MoWalloy are easily etched together with the silicon 
nitride layers 700 and 300. 
0108). In particular, the data pattern 620, 630, and 640 
under the contact holes 710, 730, and 740 may be severely 
over-etched. It is because both the passivation layer 700 and 
the insulating layer 300 are located on the gate pad 220, but 
only the passivation layer 700 is on the data pattern 620, 
630, and 640. Accordingly, the data pattern 620, 630, and 
640 is exposed to the gas System for a longer time than the 
upper layer of the gate pad 222. 

0109 To solve the above-described problem, a dry etch 
gas system using a gas such as CF,+O, having etch rate of 
less than 400 A/min for Mo or MOW alloy is desirable. The 
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CF+O gas System has an etch rate of less than 1,000 A/min 
for photoresist, and an etch rate in the range of 6,000-10,000 
A/min for the silicon nitride. Accordingly, Since the lateral 
portions of the silicon nitride layers 700 and 300 under the 
photoresist become overly etched compared with the pho 
toresist as time goes by, under-cut is generated and the edge 
profiles of the contact holes are not good. However, the edge 
profile may be improved by reducing the etching time 
although using CF+O. In addition, it is preferable that the 
proportion of O to CF is less than V10. 
0110. Otherwise, it may be considered that the step of 
forming contact holes is performed through two or three 
Sub-steps to improve the above-described problem. 

0111 FIGS. 12A, 12B, 13A, and 13B are sectional views 
illustrating a two-step etching method, and FIGS. 14A-14C, 
15A-15C, 16A-16C, and 17A-17C are sectional views 
illustrating a three-step etching method. FIGS. 12A, 12B, 
14A-14C and 16A-16C show the step of forming a contact 
hole 720 by etching the passivation layer 700 and the 
insulating layer 300 covering the gate pad 220, and FIGS. 
13A, 13B, 15A-15C and 17A-17C shows the step of 
forming contact holes 710, 730 and 740 by etching the 
passivation layer 700 covering the data pattern 620, 630 and 
640. 

0112 First, the two-step etching method is described with 
reference to FIGS. 12A, 12B, 13A, and 13D. In this method, 
the first Step is to obtain a good edge profile of the contact 
holes, and the Second step is to prevent consumption of Mo 
or MoW alloy. 
0113. As shown in FIGS. 12A and 13B, a photoresist 
pattern 900 having an opening is formed on the passivation 
layer 700, and the photoresist pattern 900 the silicon nitride 
layers of the, passivation layer 700 and the gate insulating 
layer 300 are dry etched using a gas System having etch rate 
for silicon nitride in the range between 1 to 1.5 times that for 
photoresist until the data pattern 620, 630 and 640 made of 
Mo or MoW alloy is exposed. The SF+HCl (+He) or 
SF+Cl, (+He) gas system may be used in this step. In this 
step, the data pattern 620, 630 and 640 may be slightly 
etched. The edge profiles of the contact holes 710, 720,730 
and 740 formed in this step are in the range of 30-80 
0114. As shown in FIGS. 12B and 13B, the remaining 
thickness of the insulating layer 300 on the gate pad 220 is 
dry etched using a gas System having etch rate for Silicon 
nitride equal to or larger than 15 times that for the MoW 
alloy. In this Step, the lateral portions of the Silicon nitride 
layers 700 and 300 are also etched. The CF+O gas system 
is Suitable for this step although it may not etch the photo 
resist pattern 900 so well. 
0115) Next, two methods for forming contact holes in 
three StepS are described, where a polymer layer is formed. 
0116 First, the first three-step etching method is 
described with reference to FIGS. 14A-14C, 15A-15D 

0117. In the first step shown in FIG. 14A and 15A, the 
photoresist pattern 900 and the silicon nitride layers 300 and 
700 are dry etched by using an SF+HCl (+He) or SF+Cl 
(+He) gas system until the data pattern 620, 630 and 640 of 
the Mo or MoWalloy under the contact holes 710, 720 and 
730 is completely exposed. In this step, the data pattern 620, 
630 and 640 may be etched to a certain thickness, to 
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minimize the thickness of the portion of the insulating layer 
300 remained on the gate pad 220, in order to minimize the 
etching time for etching the remained gate insulating layer 
300. 

0118. In the second step shown in FIGS, 14B and 15B, a 
polymer layer 1000, generated by the reaction of CF and H 
or HCl in plasma State, is formed on the exposed Surface of 
the photoresist 900 and the silicon nitride layers 700 and 
300. This polymer layer 1000 prevents the silicon nitride 
layers 700 and 300 from being etched in the lateral direction. 
0119 Finally, in the third step shown in FIGS. 14C and 
15C, the remaining thickness of the insulating layer 300 on 
the gate pad 220 is dry etched using a gas System having etch 
rate for Silicon nitride equal to or larger than 15 times that 
for the MoW alloy, and the contact holes are completed. The 
CF+O gas System is Suitable for this Step although it may 
not etch the photoresist pattern 900 so well. In this step, the 
lateral portions of the silicon nitride layers 700 and 300 are 
also etched. However, since the etch rate of MoW alloy for 
CF+O is about 300 A/min, the data pattern 620, 630, and 
640 is hardly etched until the gate pad 220 is exposed. 
Furthermore, the lateral portions of the contact holes 710, 
720, 730, and 740 have a smooth profile, because the 
polymer layer 1000 causes the lateral etch of the silicon 
nitride layers 300 and 700 to be reduced compared with the 
vertical etch of the gate insulating layer 300. 
0120 Here, the etch rates of the passivation layer 700 and 
the gate insulating layer 300 may be different from each 
other, because the silicon nitride layers 300 and 700 may be 
formed to have different characteristics in manufacturing 
proceSS. 

0121 Now, the second three-step etching method is 
described. 

0122) In the second method, plasma dry etch is per 
formed twice using a gas System having an etch rate for 
silicon nitride equal to or more than 15 times that for Mo or 
MoW alloy, and a step of forming a polymer layer is added 
between the two plasma dry etch Steps. 

0123. In the first step shown in FIGS. 16A and 17A, 
portions of the nitride layers 700 and 300 are etched by using 
CF+O to form contact holes 710, 730, and 740 until the 
data pattern 620, 630, and 640 of the MoWalloy is exposed. 

0124. In the second step shown in FIGS. 16B and 17D, 
a polymer layer 1000, generated by reaction of CF and H 
or HCl in plasma State is formed on the exposed Surface of 
the photoresist 900 and the silicon nitride layers 700 and 
300. The polymer layer 1000 causes the silicon nitride layers 
700 and 300 to be etched less in the lateral direction. 
Furthermore the photoresist pattern 900 prevents the ions 
from impacting on the lateral portions of the Silicon nitride 
layers 700 and 300. 
0.125 The final step is executed in the same way as the 

first step to complete the contact holes as shown in FIGS. 
16C and 17C. 

0.126 The second method using one gas system for dry 
etch is simple compared with the first method. 

0127. In the meantime, since the photoresist 900 and the 
silicon nitride layers 300 and 700 are etched to the similar 
degree in the first Step of the first method, the polymer layer 
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1000 on the lateral portion of the passivation layer 700 is 
directly exposed to the impact of the etching gas. However, 
in the first Step of the Second method, an under-cut of the 
passivation layer 700 is generated under the photoresist 900 
as shown in FIG. 17A, because CF+O has a low etch rate 
less than 1,000 min for the photoresist 900. Accordingly, in 
the third step shown in FIG. 17C, the photoresist pattern 900 
prevents the polymer layer 1000 formed on the lateral 
portion of the passivation layer 700 from being exposed to 
the dry etch gas, when the silicon nitride layer 700 and 300 
is etched by using CF+O. Therefore, the photoresist pat 
tern 900 reduces the lateral etch of the passivation layer 700 
in the Second method. 

0128. In the above-described plasma dry etch methods, it 
is preferable that the proportion of O with respect to CF is 
less than V10 to minimize etching of the Mo or MoW alloy. 
0129. When the proportion of O with respect to CF is 
less than 9/10, the contact holes 710, 720, 730, and 740 may 
be simultaneously formed through one etch Step. 
0130. These methods are applied to all processes for 
forming contact holes having Smooth edge profiles without 
consuming metal layers, where insulating layerS on the 
metal layerS have different thicknesses. 
0131 For example, in a structure where a first metal 
layer, an insulating layer, a Second metal layer, and a Second 
insulating layer are formed in Sequence, these methods can 
be applied to a process for simultaneously forming a first 
contact hole exposing the Second metal layer under the 
Second insulating layer and a Second contact hole exposing 
the first metal layer under the Second and the first insulating 
layer. 

0.132. In detail, smooth edge profiles of the contact holes 
are formed by using a dry etching gas System having an etch 
rate for the insulating layer in the range between 1 and 1.5 
times that of photoresist, and the contact holes are completed 
under the condition that the etch rate for the insulating layer 
is equal to or larger than 15 times that of the metal layer. The 
Step of forming a polymer layer for reducing the insulating 
layer to be etched in the lateral direction may be added. 
0.133 When an aluminum layer or an aluminum alloy 
layer is used as an upper layer of the data pad, it should 
eliminated to prevent the layer from being in contact with 
ITO to be deposited Subsequently. 

(0134) Finally, an ITO layer with thickness of 300-2,000 
A is deposited and patterned by photolithography using a 
fifth mask to form a pixel electrode 800 connected to the 
drain electrode 620 through contact hole 710, a gate ITO 
layer 810 connected to the gate pad 220 through contact hole 
720, and a data ITO layer 820 connected to the data pad 630 
through contact hole 730, as shown in FIG. 10. 
0135). Here, in the case of forming the supplementary 
gate pad 640 and the contact hole 740, the gate ITO layer 
810 is extended to the supplementary gate pad 640, as shown 
in FG 9B. 

0136. It is possible to prevent an oxidation caused by 
direct contact of Al or an Al alloy to the ITO by making the 
upper layer of the gate pad 220 out of Mo or a MoW alloy. 

0137 FIG. 18 shows a layout view of a TFT substrate 
according to a Second embodiment of the present invention, 
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FIG. 19 shows a sectional view taken along the line XIX 
XIX in FIG. 18, and the same reference numerals in FIGS. 
9A9B and 10 indicate the parts having the same or similar 
function. 

0.138 A gate pattern including a gate line 200, a gate 
electrode 210, which is a branch of the gate line 200, and a 
gate pad 220 connected to the one end of the gate line 200 
is formed on a substrate 100. The gate pattern is made of a 
single layer of MoWalloy, and the gate pad 220 is a path to 
transmit the Scanning Signals from the outside to the gate 
line 200. 

0.139. A gate insulating layer 300 having a contact hole 
720 exposing the gate pad 220 covers the gate pattern 200, 
210, and 220. A hydrogen amorphous silicon layer 400 is 
formed on the gate insulating layer 300. The amorphous 
Silicon layer 400 is located at the position corresponding to 
the gate electrode 210, functions as an active layer of TFT 
(thin film transistor), and extends in the longitudinal direc 
tion. 

0140. A doped hydrogen amorphous silicon layer 510 
and 520 with N type impurity is formed on the amorphous 
silicon layer 400. A data pattern 610 and 620 made of MoW 
alloy is formed on the doped amorphous silicon layer 510 
and 520. The doped amorphous silicon layer 510 and 520 
and the data pattern 610 and 620, which are divided into two 
portions with respect to the gate electrode 210 and are 
formed along the amorphous silicon layer 400, have the 
same shapes. 
0.141. A transparent conductive pattern 830 and 840 made 
of ITO is formed on the data pattern 610,and 620. One 
portion 830 of the ITO pattern is formed along the data 
pattern 610 and the doped amorphous silicon layer 510, and 
the other portion 840 of the ITO pattern covers the data 
pattern 620, and extends to the center of a pixel to form a 
pixel electrode. 
0.142 Finally, a passivation layer 700, having contact 
holes 720 and 730 respectively exposing the gate pad 720 
and the end portion of the ITO pattern 830, is formed on the 
ITO pattern 830 and 840 and on portions of the gate 
insulating layer 300 which is not covered by the ITO pattern. 

0.143 A manufacturing method of another TFT substrate 
shown in FIGS. 18 and 19 will now be described specifi 
cally with reference to the attached drawings. 

014.4 FIGS. 20A-20C are sectional views illustrating a 
manufacturing method of a TFT substrate shown in FIG. 18 
and 19 using 4 masks according to an embodiment of the 
present invention. 

(0145) As shown in FIG.20A, a layer made of MoWalloy 
with a thickness 1000-20,000 A is deposited on a transpar 
ent insulating substrate 100 and is patterned by performing 
photolithography using a first mask to form a gate pattern 
including a gate line 200, a gate electrode 210, and a gate 
pad 220. 

0146) Here, the MoW alloy comprises 0.01-20.0 atm % 
tungsten and the rest of molybdenum. Preferably, the tung 
sten content is in the range of 9-11 atm %. When the MoW 
alloy layer is wet etched, an Aletchant such as CHCOOH/ 
HNO/HPO/HO may be used, and it is preferable that 
HNO, is 8-14%. 



US 2004/O140566 A1 

0147 A dual-layered structure having a Mo or MoW 
layer and an Al or an Al alloy layer may be used for the gate 
pattern instead of the Mo or the MoW layer, and otherwise 
the gate pattern may have a single-layered Structure made 
from Al or an Al alloy. 
0.148. In case of using a Al alloy, the Al alloy comprises 
Al and both/either a transition metal and/or a rare earth metal 
of less than 5%. 

0149. As shown in FIG. 11B, a gate insulating layer 300 
with a thickness of 2,000-10,000 A made from silicon 
nitride, a hydrogen amorphous silicon layer 400 with a 
thickness of 1,000-3,000A an extrinsic hydrogen amor 
phous silicon layer 500 heavily doped with N type impurity 
with a thickness of 150-1,500 A and a layer made of MoW 
alloy with a thickness 3000-20,000 A are Sequentially 
deposited and patterned to form a MoW alloy layer 600, a 
doped amorphous silicon layer 500, and a amorphous silicon 
400 by photolithography, using a Second mask. 
0150. In this step, chromium (Cr) may be used instead of 
Mo or a MoW alloy. In addition, a double-layered structure 
having a Mo or MoW layer and either a Cr layer or an Al or 
an Al alloy layer may be used instead of the Mo or the MoW 
layer. An Al or Al alloy layer may be added to reduce the 
resistance. 

0151. Also, in a dual-layered structure including a chro 
mium layer as a lower layer and a MoW layer as an upper 
layer, the upper and the lower layerS have their edges tapered 
by Sequentially patterning under the same etch condition. 
0152) If the above-described etch condition is a wet etch, 
the etchant of wet etch may be an etchant for chromium Such 
as HNO/(NH)Ce(NO)/HO. It is preferable that the 
concentration of HNO is 4 to 10% and the concentration of 
(NHL) Ce(NO) is 10 to 15%. 
0153. An ITO layer with thickness of 300-2,000 is 
deposited and patterned by photolithography, using a third 
mask to form an ITO pattern 830 and 840. The MoWalloy 
layer 600 and the extrinsic amorphous silicon layer 500 is 
wet and dry etched by using the ITO pattern 830 and 840 as 
an etch mask to form a data pattern 610 and 620 and doped 
amorphous silicon layer 510 and 520, as shown in FIG. 
2OC. 

0154 Here, because the data pattern 610 and 620 made of 
Mo or MoW layer are covered with the ITO pattern, it is not 
necessary to Select an etch gas System including hydrogen 
halide and one selected from CF, CHF, CHCIF., CHF 
and C.F. 
0155 As shown in FIG. 19, a passivation layer 700 with 
a thickness of 1,000-10,000 A is deposited and patterned 
along with the gate insulating layer 300 by photolithography, 
using a fourth mask to form contact holes 720 and 730 
respectively exposing the gate pad 720 and the portion of the 
ITO pattern 830 corresponding to the end portion of the data 
pattern 610. 
0156 Now, the first experiment to the seventh experi 
ment are described in detail. 

0157. The First Experiment 
0158. The first experiment relates to the deposition qual 
ity of the Mo or MoW alloy. In this experiment, a MoW 
alloy layer was deposited on a Substrate through a Sputtering 
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technique using a MoW alloy target including 10 atm % 
tungsten under the temperature of about 150 C. 
0159 FIG. 21 is a graph showing stress of a MoWalloy 
layer as a function of deposition pressure. 
0160. As shown in FIG. 21, the stress of MoW alloy 
varies from compressive StreSS to tensile StreSS in the range 
of -3.0*10” to 6.0*10 as the variation of deposition pres 
Sure in the range of 2-7 mTorr. Accordingly, it is possible to 
control the stress of MoW alloy layer by varying deposition 
preSSure, and thus not to bend the Substrate when depositing 
a thick MoW alloy layer. Therefore, a wiring made of Mo or 
a MoW alloy may be used for the signal lines of large scale 
and high resolution liquid crystal displays, in particular, 
more than 370*470 mm. The thickness and the width of the 
wiring is preferably in the range of 0.3-2.0 um and 3.0-10 
Alm, respectively. 
0.161 The second to fourth experiments relate to etch rate 
and edge profiles of a structure including a chromium layer 
and a Mo or MoW alloy layer. 
0162 The Second Experiment 
0163 The etch rate of a pure Mo layer and MoW alloy 
layerS was measured in the Second experiment. 
(0164) FIGS. 22 is a graph showing etch rate in A?sec of 
a MoW layer for a chromium etchant, HNO/H)CeNO)/ 
H2O, as a function of a tungsten content in atm (76. 

(0165. As shown in FIG.22, the etch rate of a pure Mo 
layer is as high as 250 A?sec, but that of a MoWalloy layer 
including 10 atm % tungsten is 100 A/sec. That of a MoW 
alloy layer including 15 to 25 atm % of tungsten is low as 
about 80-40 A/sec. 

0166 On the other hand, the etch rate of the chromium 
layer for chromium etchant consisting of 4-10% HNO, 
10-15% (NH) Ce(NO) and HO is about 40-60 A/sec. 
0.167 Accordingly, when a MoW alloy layer having etch 
rate larger than 40-60 A/sec is formed on a chromium layer, 
the wiring including the two layerS may have a Smooth edge 
profile. 
0168 The Third Experiment 
0169. As shown in FIG. 23, which is a sectional view of 
a wiring having a dual-layered Structure including an upper 
MoW layer and a lower chromium layer, a chromium layer 
2000 with thickness of 2,000 was deposited on a substrate 
1000, and a MoW alloy layer 3000 comprising 20 atm % 
tungsten was deposited to thickness of 800 A on the chro 
mium layer 2000. The chromium layer 2000 and the MoW 
alloy layer 3000 were sequentially etched by a chromium 
etchant, HNO/H)CeNO)/HO. 
0170 The Fourth Experiment 
(0171) A chromium layer 2000 with thickness of 1,500 A 
was deposited on a substrate and a MoW layer 3000 was 
deposited to thickness of 500 A on the chromium layer 2000. 
The other condition was the same as that of the third 
experiment. 

0172. As shown in FIG. 24, As a result, an edge having 
a taper angle about 12-15 was formed. 
0173 Accordingly, when a gate pattern or a data pattern 
of a display includes a chromium layer and a MoW alloy 
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layer, they have edges having a Smooth taper angle formed 
under the same etching condition and thus can be used in a 
large Scale display. 
0.174 Next, the step for etching a doped amorphous 
silicon layer using the data pattern 610 and 620 as an etch 
mask is described through the fifth experiment to the seventh 
experiment. 

0.175. In these experiments, the thickness of the lower Al 
alloy layer 211 of the gate electrode 210 was 2,500 A and 
that of the upper MoW layer 212 of the gate electrode 210 
was 500 A which are shown in FIG. 11d. The thickness of 
the gate insulating layer 300 was 4,500 A that of the 
amorphous silicon layer 400 was 2,000 A that of the doped 
amorphous silicon layer 500 was 500 that of the data pattern 
610 and 620 was 4,000 A and that of the passivation layer 
700 was 3,000 A which are all shown in FIG. 11d. Here, the 
data pattern 610 and 620 is made of Mo or MoW alloy. 
0176) The Fifth Experiment 
0177. The doped amorphous silicon layer 500 was etched 
by a plasma dry etching technique using a gas System Such 
as HCl--SF or Cl-SF. 
0178 As shown in FIG. 25, the etch rates of the MoW 
alloy for HCl+SF, and Cle+SF are as large as about 
200-610 A/min and 150-320 A/min. 

0179 The Sixth Experiment 
0180 FIG. 26 is a sectional view illustrating a manufac 
turing method of TFT according to a sixth experiment. 

0181. As shown in FIG. 26, the metal layer made of 
MoW alloy was patterned to form the data pattern 610 and 
620 through wet etch using a photoresist 900 as a mask. The 
doped amorphous silicon layer 500 was dry-etched by using 
HCl--SF gas system using the photoresist 900 as an etch 
mask in order to prevent the consumption of the data pattern 
610 and 620. 

0182. Accordingly, the source and drain electrodes 610 
and 620 was hardly etched. On the other hand, ashing was 
added to eliminate the photoresist 900 hardened during dry 
etching, and H2 plasma treatment is Selectively added to 
improve the Surface property of the amorphous Silicon layer 
400. 

0183 FIG. 27 is a graph illustrating a characteristic of a 
TFT manufactured by the sixth experiment. One curve 
indicates the characteristic of the TFT applying only ashing, 
and the other indicates the characteristic of TFT applying 
both ashing and H2 plasma treatment. The horizontal axis 
shows a gate voltage V, and the vertical axis shows a 
current A in log Scale between Source and drain electrode. 
0184 The TFT characteristic was deteriorated when 
applying only ashing compared with the case of applying 
both ashing and hydrogen plasma treatment. This is because 
the oxygen gas O. used in ashing causes oxidation of the 
surface of the amorphous silicon layer 400, and H. plasma 
treatment eliminates the oxide on the Surface and reduces 
OFF current of the TFT. 

0185. The Seventh Experiment 
0186 The doped amorphous silicon layer 500 was etched 
using a dry etching gas System of HCl+CF after removing 
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the photoresist 900 on the data pattern 610 and 620. Fur 
thermore, ashing and H2 plasma treatment are not added. 
0187 FIG. 28 is a table illustrating the etch rate of MoW 
for the HCl+CF gas system, As shown in FIG. 28, the etch 
rate of the MoW alloy of the data pattern 610 and 620 for 
HCl+CF, was about 15-80 A/min. 
0188 Compared with the fifth experiment, the etch rate 
of the MoW alloy for HC1--CF gas system is remarkably 
reduced. 

0189 FIG. 29 is a graph illustrating-characteristics of a 
TFT according to the seventh experiment, where the hori 
Zontal axis indicates a gate voltage V, the left vertical axis 
indicates a current (A) in log Scale between the Source and 
drain electrodes, and the right vertical axis indicates a 
characteristic gradient of the TFT. 
0190. As shown in FIG. 29, the measured ON/OFF 
current characteristics between the Source and drain elec 
trodes are good. 
0191) When an doped amorphous silicon layer formed 
under the Mo or MoW layer is etched by using the Mo or 
MoW layer as a mask in the manufacturing method of a 
Semiconductor devices, it is preferable to use an etch gas 
System Such as hydrogen halide and at least one Selected 
from CF, CHF, CHCIF., CHF, and C.F. 
0.192 According to the above-mentioned method for 
manufacturing the liquid crystal display according to the 
present invention, since the Mo or MoW composition layer 
has the low resistivity less than 15 uS2cm and is etched to 
have a Smooth taper angle using an Al alloy etchant or a Cr 
etchant, the Mo or MoW layer is used for a wiring of a 
display or a Semiconductor device along with an Allayer and 
a Cr layer. Since the Mo or MoW layer can be deposited so 
as to give low StreSS to the Substrate by adjusting the 
deposition preSSure, a Single MoW layer can used as a wiring 
by itself. When contact holes are formed in the passivation 
layer or the gate insulating layer, a lateral etch is reduced by 
using a polymer layer, an etch gas System CF+O can 
prevent the etch of the Mo or MoW alloy layer, and an etch 
gas SF+HCl (+He) or SF+Cl (+He) can form the edge 
profile of contact holes to be Smoothed. Also, when an 
amorphous silicon layer formed under the Mo or MoW layer 
is etched by using the Mo or MoW layer as a mask, to use 
an etch gas System Such as hydrogen halide and at least one 
selected from CF, CHF, CHCIF, CHF and CF yield the 
good characteristics of TFT, and H2 plasma treatment can 
cause the characteristics of the TFT to be improved. 
0193 The present invention is not restricted to the above 
embodiments, and it is clearly understood that many varia 
tions can be possible within the Scope and Spirit of the 
present invention by anyone skilled in the art. 

What is claimed is: 
1. A wiring for a display comprising a conductive layer 

having a dual-layered Structure and tapered edges at an angle 
of 20-70 under the same etching condition. 

2. The wiring for a display as claimed in claim 1, wherein 
the conductive layer comprises a lower layer having a 
resistivity less than 15 mWem and an upper layer made of 
a pad material. 

3. The wiring for a display as claimed in claim 2, wherein 
the lower layer is made of Al or Al alloy and the upper layer 
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is made of a MoW alloy including tungsten of 0.01 atm % 
to 20 atm %, the rest of molybdenum and inevitable impu 
rity. 

4. The wiring for a display as claimed in claim 3, wherein 
the conductive layer is etched by wet etch using CHCOOH/ 
HNO/HPO/HO having HNO of the concentration of 
8-14%. 

5. A manufacturing method of a wiring for a display 
comprising the Steps of: 

depositing a lower conductive layer on a Substrate; 
depositing an upper conductive layer having an etch rate 

larger than the etch rate of the lower conductive layer 
by 70-100 sec under a first etching condition on the 
lower conductive layer; and 

etching Simultaneously the upper conductive layer and the 
lower conductive layer under the first etching condi 
tion. 

6. The manufacturing method as claimed in claim 5, 
wherein the lower conductive layer has a resistivity less than 
15 mW cm and the upper conductive layer is made of a pad 
material. 

7. The manufacturing method as claimed in claim 6, 
wherein the lower conductive layer comprises Al or Al alloy 
and the upper conductive layer comprises MoW alloy 
including tungsten of 0.01 atm % to 20 atm %, the rest of 
molybdenum and inevitable impurity. 

8. The manufacturing method as claimed in claim 7, 
wherein the upper and the lower conductive layers are 
etched by using CHCOOH/HNO/HPO/HO having 
HNO, of the concentration of 8-14%. 

9. A wiring for a display comprising a conductive layer 
having a single-layered Structure and made of molybdenum 
or molybdenum-tungsten alloy. 

10. The wiring for a display as claimed in claim 9, further 
comprising a chromium layer formed under the conductive 
layer. 

11. The wiring for a display as claimed in claim 9, wherein 
the molybdenum-tungsten alloy includes tungsten of 0.01 
atm % to 20 atm %, the rest of molybdenum and inevitable 
impurity. 

12. A manufacturing method of a TFT substrate for a 
display comprising the Steps of: 

depositing a MoW alloy layer including tungsten of 0.01 
atm % to 20 atm %, the rest of molybdenum and 
inevitable impurity on a Substrate; 

forming a gate line, a gate electrode connected to the gate 
line, and a gate pad connected to the gate line by 
patterning the MoW alloy layer using an etchant; 

depositing a gate insulating layer, 

forming an un-doped amorphous Silicon layer and a doped 
amorphous Silicon layer; 

forming a data pattern including a data line, a Source and 
a drain electrode, and a data pad connected to the data 
line; 

etching the doped amorphous Silicon layer using the data 
pattern as an etch mask, 

depositing a passivation layer; 
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patterning the passivation layer along with the gate insu 
lating layer to expose portions of the gate pad, the data 
pad and the drain electrode, 

depositing a transparent conductive layer; and 
etching the transparent conductive layer to form a gate 

conductive layer connected to the gate pad and a pixel 
electrode connected to the drain electrode. 

13. The manufacturing method as claimed in claim 12, 
further comprising the Steps of: 

depositing a metal layer made of Al or Al alloy under the 
MoW alloy layer; and 

etching the metal layer along with the MoWalloy layer by 
using the etchant. 

14. The manufacturing method as claimed in claim 13, 
wherein the metal layer comprises an aluminum and a 
transition metal or a rare earth metal leSS than 5%. 

15. The manufacturing method as claimed in claim 14, 
wherein the etchant is CHCOOH/HNO/HPO/HO hav 
ing HNO of the concentration of 8-14%. 

16. The manufacturing method as claimed in claim 15, 
wherein the data pattern comprises either a single layer of 
one selected from the group consisting of Cr, Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity, or a layer having a dual-layered Structure of 
two selected from the group consisting of Cr, Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity. 

17. The manufacturing method as claimed in claim 16, 
wherein the data pattern comprises a lower layer made of 
chromium and an upper layer made of a MoW alloy layer 
including tungsten of 0.01 atm % to 25 atm %, the rest of 
molybdenum and inevitable impurity, and the data pattern is 
etched by using HNO/(NH)Ce(NO)/HO. 

18. The manufacturing method as claimed in claim 17, 
wherein the concentration of HNO is 4-10% and the con 
centration of (NH)Ce(NO) is 10-15%. 

19. The manufacturing method as claimed in claim 16, 
wherein 

the doped amorphous Silicon layer is dry etched by using 
a gas consisting of a hydrogen halide and at least one 
Selected from the group consisting of CF, CHF, 
CHCIF., CHF and C.F. 

20. The manufacturing method as claimed in claim 16, 
wherein the data pattern is made of Mo or MoW, and 
patterning Step comprises the Steps of; 

forming a photoresist pattern on the passivation layer, the 
photoresist pattern having openings at the positions 
corresponding to the gate pad, the data pad and the 
drain electrode, 

exposing the data pad and the drain electrode under the 
condition of etch selectivity rate of the photoresist 
pattern to the insulating layer and the passivation layer 
in range of 1:1 to 1:1.5; and 

exposing the gate pad under the condition of etch rate of 
the gate insulating layer and the passivation layer larger 
than 15 times than the etch rate of the data pattern. 

21. The manufacturing method as claimed in claim 20, 
wherein either SF+HCl or SF+Cl is used in the step of 
exposing the data pad and the drain electrode and CF+O 
is used in the Step of exposing the gate pad. 
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22. The manufacturing method as claimed in claim 16, 
wherein the data pattern is made of Mo or MoW, and 
patterning Step comprises the Steps of; 

forming a photoresist pattern on the passivation layer, the 
photoresist pattern having openings at the positions 
corresponding to the gate pad, the data pad and the 
drain electrode, 

exposing the data pad and the drain electrode, 
forming a polymer layer on the Substrate by reacting CF 

and either H or HCl in plasma; and 
exposing the gate pad under the condition of etch rate of 

the gate insulating layer and the passivation layer larger 
than 15 times than the etch rate of the data pattern. 

23. The manufacturing method of TFT substrate for the 
display as claimed in claim 22, wherein CF+O is used in 
the Step of exposing the gate pad and one Selected from the 
group consisting of SF+HCl, SF+Cl and CF+O is used 
in the Step of exposing the data pad and the drain electrode. 

24. The manufacturing method as claimed in claim 16, 
wherein the data pattern is made of Mo or MoW, and 
patterning Step comprises the Steps of; 

forming a photoresist pattern on the passivation layer, the 
photoresist pattern having openings at the positions 
corresponding to the gate pad, the data pad and the 
drain electrode, 

exposing the data pad, the drain electrode and the gate pad 
by using the photoresist pattern as an etch mask and by 
using CF+O. 

25. The manufacturing method as claimed in claim 24, 
wherein the proportion of O to CF is less than 4 to 10. 

26. A manufacturing method of a TFT substrate for 
display comprises Steps: 

depositing a MoW alloy layer including tungsten of 0.01 
atm % to 20 atm %, the rest of molybdenum and 
inevitable impurity on a Substrate; 

forming a gate line, a gate electrode connected to the gate 
line, and a gate pad connected to the gate line by 
patterning the MoW alloy layer using an etchant and 
using a first mask, 

depositing a gate insulating layer, an undoped amorphous 
Silicon layer, a doped amorphous Silicon layer, and a 
metal layer in Sequence on the Substrate; 

etching Sequentially the metal layer, the doped amorphous 
Silicon layer and the undoped amorphous Silicon layer 
using a Second mask, 

forming a pixel electrode having opening on the metal 
layer using a third mask, 

forming a data line, a Source and a drain electrode, and a 
contact layer by etching the metal layer and the doped 
amorphous Silicon layer using the pixel electrode as a 
mask, 

depositing a passivation layer; and 
etching the passivation along with the gate insulating 

layer on the gate pad using a fourth mask. 
27. The manufacturing method as claimed in claim 26, 

further comprising Steps of: 
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depositing a metal layer made of Al or Al alloy under the 
MoW alloy layer; and 

etching the metal layer along with the MoWalloy layer by 
using the etchant. 

28. The manufacturing method as claimed in claim 27, 
wherein the metal layer comprises aluminum and a transi 
tion metal or a rare earth metal less than 5%. 

29. The manufacturing method as claimed in claim 28, 
wherein the etchant is CHCOOH/HNO/HPO/HO hav 
ing HNO of the concentration of 8-14%. 

30. The manufacturing method as claimed in claim 29, 
wherein the data pattern comprises either a single layer of 
one selected from the group consisting of Cr, Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity, or a layer having a dual-layered Structure of 
two selected from the group consisting of Cr, Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity. 

31. The manufacturing method as claimed in claim 30, 
wherein the data pattern comprises a lower layer made of 
chromium and an upper layer made of a MoW alloy layer 
including tungsten of 0.01 atm % to 25 atm %, the rest of 
molybdenum and inevitable impurity, and the data pattern is 
etched by using HNO/(NH)Ce(NO)/HO. 

32. The manufacturing method as claimed in claim 31, 
wherein the concentration of HNO is 4-10% and the con 
centration of (NH)Ce(NO) is 10-15%. 

33. The manufacturing method as claimed in claim 30, 
wherein the doped amorphous Silicon layer is dry etched by 
using a gas consisting of a hydrogen halide and at least one 
selected from the group consisting of CF, CHF, CHCIF, 
CHF and C.F. 

34. A thin film transistor Substrate for a display compris 
Ing: 

a transparent insulating Substrate; 
a gate pattern including a gate line, a gate electrode and 

a gate pad formed on the transparent Substrate and 
made of a MoW alloy layer including tungsten of 0.01 
atm % to 20 atm %, the rest of molybdenum and 
inevitable impurity; 

a gate insulating layer covering the gate pattern; 
an amorphous Silicon layer on the gate insulating layer; 

a data pattern including a data line, a data pad and a Source 
and a drain electrode formed on the amorphous Silicon 
layer; 

a pixel electrode connected to the drain electrode. 
35. The thin film transistor Substrate as claimed in claim 

34, farther comprising a conductive layer made of Al or Al 
alloy under MoW alloy layer. 

36. The thin film transistor Substrate as claimed in claim 
35, wherein the conductive layer comprises aluminum and 
either a transition metal or a rare earth metal leSS than 5%. 

37. The thin film transistor Substrate as claimed in claim 
36, wherein the data pattern comprises either a Single layer 
of one selected from the group cosisting of Cr. Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity, or a layer having a dual-layered Structure of 
two selected from the group consisting of Cr, Mo or MoW 
alloy including tungsten, the rest of molybdenum and inevi 
table impurity. 
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38. The thin film transistor Substrate as claimed in claim 
37, wherein the data pattern comprises a single layer of Mo 
or MoW alloy, the size of the Substrate is larger than 
370*470 mm. 

39. The thin film transistor Substrate as claimed in claim 
38, wherein the thickness of the data pattern is in the range 
of 0.3-2.0 mm. 

40. The thin film transistor Substrate as claimed in claim 
38, wherein the width of the data line is in the range of 
3.0-10.0 mm. 

41. A gas for dry etch of an amorphous Silicon layer 
comprising a hydrogen halide and at least one Selected from 
the group consisting of CF, CHF, CHCIF., CHF and 
C2F. 
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42. A manufacturing method of display comprising Steps: 

forming a doped amorphous Silicon layer on a Substrate; 

forming a first and a Second electrode made of Mo or 
MoW alloy; 

dry etching the doped amorphous Silicon layer by using a 
gas consisting of a hydrogen halide and at least one 
Selected from the group consisting of CF, CHF, 
CHCIF, CHF and CF and using the first and the 
Second electrode as an etch mask. 


