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To all whon, it inctly concer'72: 
Be it known that I, GEORGE LINCOLNESTES, 

a citizen of the United States, residing at 
Rochester, in the county of Monroe and State 
of New York, have invented a new and use 
ful Switch-Ilantern, of which the following is 
a specification. 
This invention relates to switch-lanterns 

such as are commonly used upon Switch 
stands; and it has for its object to construct 
a lantern which may be securely mounted 
upon the switch-stand and which shall be 
cushioned by means of a suitable Spring, SO 
as to obviate the danger of the lamp being 
broken or injured when exposed to the Sud 
den and severejarring caused by rapidly-pass 
ing trains. 
With this end in view the invention con 

sists in the improved construction, arrange 
ment, and combination of parts, which will be 
hereinafter fully described, and particularly 
pointed out in the claim. 

In the drawings hereto annexed, Figure 1. 
is a vertical sectional view of a lamp equipped 
with my improvements. Fig. 2 is a horizon 
tal sectional view taken on the line 2 2 in 
Fig. 1. 

Like numerals of reference indicate like 
parts in all the figures of the drawings. 

designates the lamp body or casing, with 
in which is arranged the lamp 2. The casing 
is provided in the usual manner with lenses 
3. Directly under the botton 5 of the lantern 
casing is arranged a plate 6, having a down 
wardly-extending collar 7. In the lower end 
of the latter is mounted a vertically-mov 
able bushing S, between the upper end of 
which and the under side of the lamp-bottom 
is arranged a spring-cushion 9, which may 
consist of an ordinary coiled spring, a rubber 
spring, or a compound spring of any desired 
construction. The sliding bushing S is con 

nected with the collar 7 by means of a set 
screw 10, extended through a vertical slot 11 
in the said collar, which said slot is of suffi 
cient length to admit of a vertical movement 
of any desired extent. The bushing 8 has a 
rectangular central opening 12, whereby it is 
adapted to be mounted upon the switch-stand, 
and it will be seen that by simply tightening 
the set-screw 10 the point of the latter will 
engage the supporting-arm of the switch 
stand, and thus secure the lamp in position 
upon the latter. 
The operation of my invention and its ad 

vantages will be readily understood from the 
foregoing description, taken in connection 
with the drawings hereto annexed. The lamp, 
it will be observed, is practically supported 
upon the spring- cushion 9. Hence in the 
event of any sudden jar the said spring will 
yield and the lamp will be subjected to no in 
jury nor to the danger of being extinguished, 
as frequently happens with switch-lamps of 
ordinary construction. 
Having described my invention, what I 

claim is 
The combination of the collar having a ver 

tical slot, the bushing mounted slidingly in 
said collar and having a rectangular central 
opening, a set-screw extending transversely . 
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through the side of said bushing, working in 
the slot in the collar, and adapted to secure the 
bushing to its support, and a spring arranged 
in the collar between the bushing and the bot 
tom of the lamp-casing, substantially as and 
for the purpose set forth. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
presence of two witnesses. . 

GEORGE LINCOILNESTES. 
Witnesses: 

JOSEPH GIBSON, 
IYMAN F. WILDER. 
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