The present invention concerns a module (3) and a frame (1) for cable entries, pipe penetrations etc. The module (3) has end parts (7) and middle parts (8) adaptable to receive flat cables (6) or the like having an elongated cross section. The end parts (7) may be identical to parts forming a module (2) for receiving cables, pipes etc. having a circular cross section. The frame (1) is to receive one or more of said module (3).
Technical Field
The present invention concerns a module and frame for cable entries, pipe penetrations etc.

Prior Art
Frames of different kinds are normally used for cable entries, pipe penetrations etc. The frame may receive cables for electricity, communication, computers etc. or pipes for different gases or liquids such as water, compressed air, hydraulic fluid and cooking gas. It is used in many different environments, such as for cabinets, technical shelters, junction boxes and machines and also decks and bulkheads of ships. The frames may also be mounted in walls or roofs of different types of buildings.

Different modules adapted to the cables or pipes to be received are normally included in the frames. However, these modules are normally only adapted to cables, pipes or the like having a circular cross section. There are no special modules for flat cables or the like. When receiving flat cables it has been common to make special arrangements in each frame. The person mounting the cables, pipes or the like has made the adaptation. Thereby the result has in some degree been depending on the skill of the person mounting the cables etc. Thus, there is a need of modules that may be readily adapted to the flat cables or the like to be received in the frame.

Summary of the Invention
The invention is developed concerning parts not having a circular cross section, e.g. flat cables. One object
of the present invention is that the frame should be possible to adapt to the cross section of the part to be received.

This object is meet by a module to be received in a frame for cable entries, pipe penetrations etc. The module has parts adaptable to receive flat cables or the like, having an elongated cross section.

A further object of the present invention is that handling should be improved, concerning mounting, storing as well as transport.

The modules used are preferably adaptable to cables of different dimensions, by means of peelable sheets. The sheets are held together by an adhesive effect. The adhesive effect is strong enough to normally keep the sheets together, but not stronger than making it possible to peel off a separate sheet by hand.

Further objects and advantages of the present invention will be obvious for a person skilled in the art when reading the detailed description of at present preferred embodiments below.

**Brief Description of the Drawings**

The invention will be described further below by way of examples and with reference to the enclosed drawings.

Fig. 1 shows an example of a frame having a module according to the present invention, and

Fig. 2 is an exploded view of a module according to the present invention.

**Detailed Description of Preferred Embodiments**

In Fig. 1 a frame 1 for cable entries, pipe penetrations etc. is shown. The frame 1 is to be received in a wall, top, roof etc. As is known in the art a number of modules 2, 3 are received in the frame 1. The modules 2, 3 are made of an elastic material. In order to give a tight
seal a wedge 4 or other tensioning means is arranged to put pressure on the modules 2, 3, which will expand outwardly due to the pressure. Between each set of modules 2, 3 a partition 5 is arranged. The partitions 5 are arranged in such a way that they may slide in the frame 1, due to the pressure exerted by the wedge 4.

Of the shown modules 2, 3 one type of module 2 is for cables, pipes or the like having a circular outer circumference. This type of module is well known in the art and will not be described extensively here. The other module 3 is to receive flat cables 6 or other parts having an elongated and rounded outer circumference.

Even though the flat cables 6 are shown in Fig. 1 having a cross section with rounded, semicircular ends, a person skilled in the art realises that the flat cables 6 may have other cross section forms. The present invention has proved useful also for flat cables having a more or less rectangular cross section. The corners of the cross section of the cable often being somewhat rounded. The latter cases function due to the fact that the modules 3 are elastic enough to take up the deviating cross sections. Thus, end parts 7 having a rounded inner surface facing the cable may be used even if the opposing surface of the cable is virtually straight.

The module 3 for flat cables 6 has two end parts 7, which may correspond to or be identical with the parts of the module 2 for cables etc. having a circular cross section. Between the end parts 7 two middle parts 8 are arranged. The end parts 7 have a number of sheets 9 that may be peeled of to adapt the end parts 7 to the part to be received. In the same way the middle parts 8 have sheets 10 that may be peeled off. Further, each middle part 8 has a base plate 11. The base plate 11 is placed at the side of the middle part 8 that is to be directed away from the cable 6 or the like at mounting. The end parts 7 have base
units 14 having a rectangular outer configuration and a circular inner configuration. The circular inner configuration is to receive a cable, pipe or the like. The peeling sheets 9 are received on the inside of the circular part.

Depending on the dimensions of the flat cable 6 the middle parts 8 of the module 3 may have varying length. Usually it is enough to have a number of standard lengths for the middle parts 8. It is also possible to have middle parts 8 that are relatively long, in which case the middle parts are cut to an appropriate length before mounting.

When the end parts 7 are used for a module 2 with circular inner cross section, a blind rod 12 is usually furnished to facilitate storing, transport and mounting. In the modules 3 for flat cables 6 the blind rod 12 is replaced with a blind plate 13 placed between the middle parts 8. The blind plate 13 has rounded ends to be received in the end parts 7. In some embodiments there are no blind plates 13.

As mentioned above identical units may be used for the modules 2 for circular cables, pipes etc. and for the end parts 7 of the modules 3 for flat cables or the like. The use of identical units facilitates handling and storing.

In use the blind plate 13 is first taken away when a flat cable 6 or the like is to be brought through the frame 1. Then the appropriate number of sheets 9, 10 are peeled off from the end parts 7 and middle parts 8, respectively. The appropriate number of sheets 9, 10 is that number that is needed to give room for the flat cable 6 in the module 3. When the cables, pipes or the like have been mounted in the frame 1 the wedge 4 or other tensioning means is manipulated to put pressure on the modules 2, 3 having cables, pipes, blinds 11, 12 etc. Due to the pressure exerted by the wedge 4 or the like the elastic material of the mod-
ules will expand in the other directions, giving a tight seal.
CLAIMS

1. A module (3) to be received in a frame (1) for cable entries, pipe penetrations etc., characterized in that the module (3) has parts (7, 8) adaptable to receive flat cables (6) or the like having an elongated cross section.

2. The module (3) of claim 1, characterized in that it is formed of two end parts (7) and two middle parts (8).

3. The module of claim 2, characterized in that each end part (7) has a number of sheets (9), giving a rounded form to receive an end of the flat cable (6) or the like, and which sheets (9) may be peeled off to adapt the end part to the received flat cable (6) or the like.

4. The module of claim 2 or 3, characterized in that the end parts (7) are identical to parts forming a module (2) for cables, pipes etc. having a circular cross section.

5. The module of any of the claims 2 to 4, characterized in that each middle part (8) is formed of a base plate (11) and a number of sheets (10) that may be peeled off to adapt the middle part (8) to the flat cable (6) or the like to be received.

6. The module of claim 5, characterized in that the base plate (11) is to be directed away from the flat cable (6) or the like at mounting in a frame (1).

7. The module of any of the previous claims, characterized in that it is made of an elastic material.

8. The module of any of the claims 2 to 7, characterized in that a blind plate (13) is arranged encircled by the end and middle parts (7, 8).

9. A frame (1) for cable entries, pipe penetrations or the like, characterized in that it receives one or more modules (3) according to any of the previous claims.

10. The frame (1) of claim 9, characterized in that it has a wedge (4) or other tensioning means.
# INTERNATIONAL SEARCH REPORT

**International application No.**
PCT/SE 2004/000925

## A. CLASSIFICATION OF SUBJECT MATTER

**IPCA:** H02G 3/22, F16L 5/08

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

**IPCA:** H02G, F16L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

**EPO-INTERNATIONAL WPI DATA, PAJ**

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>SE 519393 C2 (ROXTEC INTERNATIONAL AB), 25 February 2003 (25.02.2003), page 5, line 28 - page 7, line 27, figure 3</td>
<td>1-10</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1-10 [No citation provided]</td>
</tr>
<tr>
<td>A</td>
<td>EP 0052090 A2 (KRAN EL AB), 19 May 1982 (19.05.1982), page 1, line 2 - page 6, line 23</td>
<td>1-10</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1-10 [No citation provided]</td>
</tr>
<tr>
<td>A</td>
<td>EP 1311044 A2 (ROXTEC INGENIEUR GMBH), 14 May 2003 (14.05.2003), column 1, paragraph 1 - column 4, paragraph 13</td>
<td>1-10</td>
</tr>
<tr>
<td>A</td>
<td>SE 503133 C2 (ROXTEC AB), 1 April 1996 (01.04.1996), page 1 - page 3</td>
<td>1-10</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

- "A" - Document defining the general state of the art which is not considered to be of particular relevance.
- "B" - Earlier application or patent but published on or after the international filing date.
- "L" - Document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another document or other special reason (as specified).
- "O" - Document referring to an oral disclosure, use, exhibition or other means.
- "P" - Document published prior to the international filing date but later than the priority date claimed.
- "T" - Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.
- "X" - Document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone.
- "Y" - Document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
- "&" - Document member of the same patent family.

**Date of the actual completion of the international search**
16 Sept 2004

**Date of mailing of the international search report**
20-09-2004

**Name and mailing address of the ISA/ Swedish Patent Office**
Box 5055, S-102 42 STOCKHOLM
Facsimile No. + 46 8 666 02 86

**Authorized officer**
Antonio Farieta/MN

**Telephone No.** + 46 8 782 25 00

Form PCT/ISA/210 (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Filing Date</th>
<th>Family Number</th>
<th>Date</th>
<th>Country</th>
<th>Application Number</th>
<th>Filing Date</th>
<th>Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>EP</td>
<td>0052090 A2</td>
<td>19/05/1982</td>
<td>DE 3174005 D</td>
<td>00/00/0000</td>
<td>SE</td>
<td>8007935 A</td>
<td>13/05/1982</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>JP 2003227227 A</td>
<td>15/08/2003</td>
<td>US</td>
<td>20030110719 A</td>
<td>19/06/2003</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>US 2004010360 A</td>
<td>03/06/2004</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SE</td>
<td>503133</td>
<td>01/04/1996</td>
<td>AT 172287 T</td>
<td>15/10/1998</td>
<td>AU</td>
<td>3690695 A</td>
<td>02/05/1996</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>CN 1049723 B</td>
<td>23/02/2000</td>
<td>CN</td>
<td>1160438 A</td>
<td>24/09/1997</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>DE 69505412 D, T</td>
<td>04/03/1999</td>
<td>DK</td>
<td>786061 T</td>
<td>23/06/1999</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>EP 0786061 A, B</td>
<td>30/07/1997</td>
<td>ES</td>
<td>2124592 T</td>
<td>01/02/1999</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>SE 9403381 A</td>
<td>01/04/1996</td>
<td>US</td>
<td>5938152 A</td>
<td>17/08/1999</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>WO 9611353 A</td>
<td>18/04/1996</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>