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Claims. 

This invention relates to a holder for towels 
and the like, and more particularly to a device 
for supporting towels and the like in any conven 
ient location, whereby such articles can be quick 
ly and securely hung up and released without un 
due Wear or injury. 
The invention has for its chief object the pro 

vision of a holder of the type referred to of sim 
ple design and rugged construction, adapted for 
attachment to any suitable support and in any 
convenient location, to which a towel or similar 
article can be securely attached in constant read 
iness for use, and from which the same is quick 
ly releasable. 
Other objects and advantages of the invention 

will appear from the following description of the 
same taken in conjunction with the annexed 
drawingS. 
The invention comprises, briefly stated, a 

bracket to be secured to any convenient Support 

(C. 248-315) 
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which bracket carries rings of different sizes ar 
ranged to be positioned for easily and quickly se 
curing and releasing a towel. 

In the drawings: 
Figure 1 is a front elevational View of the 

holder; 
Figure 2 is a side elevational view of the same, 

and 
Figure 3 is a perspective view of the holder, 

illustrating the manner in which is is used. 
Referring to the drawings in greater detail, 

indicates a bracket formed preferably of one 
piece of metal, bent into the general form of a 
rectangular loop having rounded corners, and 
having the extended perforated portions 2 and 
3 arranged in parallel relation. 
A wood screw 4 or other Suitable securing 

means passes through the apertures in the por 
tions 2 and 3 for securing the bracket to any con 
venient support. 
Washers 6 and 7 may be carried on the screw 

4 in engagement with the portions 2 and 3 of the 
bracket for a purpose later to be made ap 
parent. 
A ring 8 is carried by the bracket inside the 

loop thereof, and a second ring 9 of somewhat 
larger diameter than the ring 8 is normally posi 
tioned over the loop of the bracket depending 
from the upper horizontal portion thereof and 
behind the ring 8. 
The above described holder is intended to be 

attached to some convenient support by the 
screw 4 in such a manner that the bracket may 
rotate about the screw, which Operation is fa 
cilitated by the provision of the washers 6 and 7. 
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In operation of the holder, as best seen in Fig 

ure 3, some portion of a towel () or other similar 
article, preferably a corner of the same, is in 
serted in the holder. The end of the article, 
Such as the corner of a towel, is passed through 
the ring 8, then through the ring 9, looped about 
the latter and passed back again through the 
ring 8. As will be seen from an inspection of 
Figure 3 of the drawings, the weight of the towel 
8, or any pull exerted thereon, tends to draw the 

rings 8 and 9 together thus securely holding the 
towel in place. The operation of inserting the 
towel in the holder can be facilitated by first lift 
ing the ring 8 from the bottom, so that it is 
brought to a position nearly in axial alignment 
with the ring 9, and then inserting the end of 
the towel through both rings, looping the same 
about ring 9, permitting the ring 8 to fall and 
passing the towel end back through the same. 

It will be evident that a towel secured in the 
holder in the manner described above, can thus 
be attached to a support in a convenient location 
to be constantly in readiness for use. Further 
more, should the holder be located in some posi 
tion, such as beneath a counter or in any similar 
location lower than that in Which the towel is 
normally used, an upward pull on the same will 
cause the bracket to rotate about the screw 4, 
thus permitting use of the towel without danger 
of its becoming released from the holder. 
In order to quickly release the towel it is merely 

necessary to pull the ring 9 off of the portion of 
the bracket on which it normally rests, whereupon 
a slight pull on the towel will release the same 
from the ringS. 
The ring 9 in releasing position will thus be 

removed from the bracket , but, being of SOme 
what Smaller inside diameter than the outside 
diameter of the ring 8, Will be retained by the 
latter and thus prevented from becoming sepa 
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rated from the holder. 
It will thus be apparent that the invention as 

described above constitutes a simple and ruggedly 
constructed holder, capable of Withstanding the 
hard usage which such a device is likely to re 
ceive, and providing at all times a means for 
securely holding and quickly releasing towels or 
similar articles which it is desired to have con 
stantly at hand for use. 

It will, of course, be understood that the above 
described embodiment of the invention is in 
tended for illustrative purposes only, and that 
various changes can be made in the structure 
of the same without departing from the spirit of 
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the invention or the scope of the appended 
claims. 

Having thus clearly shown and described the 
invention, what is claimed and desired to secure 
by Letters Patent is: 

1. In a device of the class described, a one 
piece loop-shaped bracket, parallel portions on 
said bracket adapted to cooperate With Securing 
means for pivotally securing said bracket to a 
Support, parallel spaced-apart portions on Said 
bracket adapted to Support rings, and rings Sup 
ported on said bracket. 

2. In a device of the class described, a bracket, 
rings supported thereby, one of said rings being 
supported above the other of said rings, said rings 
cooperating with each other and with a portion 
of a towel-like article inserted therethrough to 
Secure said article to said bracket. 

3. In a device of the class described, a bracket, 
spaced-apart rings on Said bracket, one of Said 
rings supported at a level above the other of said 
rings, said one of said rings having an inside 
diameter Smaller than the outside diameter of 
said other of said rings. 

4. In a device of the class described, a loop 
shaped bracket, a ring Supported inside Said 
bracket, a ring supported outside Said bracket, 
said outside ring being removable from Said 
bracket, and being prevented by said inside ring 
from removal from said device. 

5. In a device of the class described, a bracket 
having a locp, a ring inside said loop, a ring out 
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side said loop, said rings cooperating on Said loop 
with a portion of a towel-like article to Secure 
the same to said device, and upon removal of said 
outside ring from said bracket to release said 
towel-like article. 

6. In a device of the class described, a bracket 
having a loop, a ring inside said loop, a ring out 
side said loop, said rings cooperable to Secure a 
towel-like article to said bracket when a portion 
of said article is inserted through said rings, and 
to release said article When Said outside ring is 
rein oved from Said loop. 

7. In a device of the class described, a bracket 
having a loop, a ring inside Said loop, a ring out 
side said loop, said rings cooperable to Secure a, 
towel-like article to said bracket when a portion 
of said article is inserted through said rings, and 
to release said article when said Outside ring is 
removed from said loop, said inside ring operative 
to prevent separation of said outside ring from 
Said device. 
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