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To all whom it may conceri:

Beit known that I, PATL MOEWS, a citizen
of the United States, residing at Detroit, in
the county of Wayne and State of Michigan,
have invented certain new and useful Imn-
provements in Spectacles, of which the fol-
lowing is a specification, reference being had
therein to the accompanying drawings.

The invention refers more specifically to
an improved pivot connection of the temples
with the eye-frame; and the object of thein-
vention isto preventthe templesfrom becom-
ing loose and shaky through wear.

To this end the invention consists in the
peculiar construction whereby a sleeve on the
pivot- pin compensates for the wear which
takes place in the parts, all as more fully
hereinafter described, and shown in the draw-
ings, in which—

Trigure 1 is a perspective view of a portion
of one of the eye-frames with the end pieces
and temple connected thereto. Fig. 2isaver-
tical section through the end pieces in the
plane of the axis of the pivot-pin and screw.
Fig. 8is a horizontal section on line x z, Fig.
2. Fig. 4 is a detached perspective view of
the spring-sleeve of the pivot connection, and
Fig. 5 is a similar view of a modified form of
sleeve. Fig. 6 is a eross-section on line y ¥,
Fig. 8, with the sleeve omitted.

A represents part of the eye-frame.

B B are the separable end pieces; C, the
screw which clamps the end pieces together;
D, the temple; D’, the end piece or arm of
the temple in which the pivot-hole is formed,
and E the pivot-pin of the temple, all ar-
ranged and construeted in the usnal manner,
except as hereinafter more fully described.

The pivot-pin E is fixedly secured at one
end in one of the end pieces in any suitable
manner,while the remaining part of the pivot-
pin projects loosely through the pivot-eye ¢
of the temple and through a hole b formed
coincident therewith in the other end piece.

The pivot-eye ¢ is formed of a larger di-
ameter than the pivot-pin, and the innerend
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of the coincident hole b in the end piece is
correspondingly enlarged, while the outerend
of the hole b is of the same diameter as the
‘pivot-pin. In this manner an annular recess
(preferably of slightly-tapering form) is pro-
vided around a portion of the pivot-pin, and
in this recess is inclosed a split taper-sleeve

spring metal, and its size is such that when
secured in position in the recess its larger
end has a tendency to expand in the eye.of
the temple, while the smaller end has a tend-
ency to contract upon the pivot-pin. Inthis
manneritwill compensate forany wear which
might take place in the pivot and keep the
temple from becoming loose and shaky be-
iween the end pieces.

Instead of forming thesplit sleeveasshown
in Fig. 4 it may be formed with a spiral slit,
as shown in Fig. 5, or in any othel known
manner.

What I claim as my mventlon ig——

1. In spectacles, the combination of the
separable end pieces,one of which hasa pivot-
pinand the othera hole registering therewith,
the inner end of whieh is enlal ged, a temple
having a correspondingly- enlaloed pivot-eye
and a split taper-sleeve upon the pivot-pin,
one end of which engages with the walls of
sald pivot-eye and the other with the pivot-
pin. .

2. In spectacles, the combination with the
separable end pieces,of the pivot-pin, secured
in one of said end pieces a hole in the other
end piece registering therewith and of a
larger diameter than the pivot-pin and a seat
for said pin at its outer end, a temple having
its pivot-eye correspondingly enlarged and &
split taper-sleeve upon the pivot-pin engag-

ing with the walls of the eye of the temple

Tn testimony whereof I affix my signature
in presence of fwo witnesses.

PAUL MOEWS.

Witnesses:

M. B. O'DOGHERTY,

OrT0 I'. BARTHEL.
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F. This split taper-sleeve is made of thin -
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