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UNITED STATES PATENT OFFICE. 
JESSE STUART WHITLEY AND AIVIOS F. GAYLORD, of CHICAGO, ILLINoIS. 

BAR-BET.T. 

990,91. Specification of Letters Patent, Patented Apr. 25, 1911. 
Application filed May 14, 1910. Serial No. 561,435. 

To all thom, it may concern. 
Be it known that we, JESSE STUART WHIT 

LEY and AMOS F. GAYLORD, citizens of the 
United States, residing at Chicago, in the 
county of Cook and State of Illinois, have 
invented certain new and useful Improve 
ments in Bar-Bells, of which the following 
is a specification. 
This invention relates to an improvement 

in bal' bells. 
The primary object of said invention is to 

SO construct a device of this character that 
the Weight of the end portions may be varied 
quickly and conveniently. 
With these and other objects in view, the 

pi'esent invention consists in the combina 
tion and arrangement of parts which will 
be hereinafter more fully described and par 
ticularly pointed out in the appended claim, 
it being understood that the changes in the 
specific structure shown and described may 
be made within the scope of the claim with 
out departing from the spirit of the inven 
tion. 

In the drawings: Figure 1 is a side ele 
ration of the device assembled, Fig. 2 a. 
Section through one of the end portions, 
Fig. 3 an end view with the cap removed, 
Fig. 4 a side elevation of the cap, and Fig. 
5 a bottom plan view of the cap. 

In the drawings: 10 designates a bar, the 
end portions of which are secured within 
the hollow spherical membel's 11 which are 
adapted to contain shot, or sand in order to 
give the device the proper weight. The fact 
that devices of this character are used by 
different persons, makes it necessary to vary 
the Weight of the same, and this is accom 
plished by filling the hollow members 11 
with material which may be removed or 
added to, to diminish or increase the Weight. 
To do this, it is necessary to provide an 
opening in the hollow members with a clo 
sure which may be quickly and conveniently 
removed and replaced, and which will not 
jar loose when the device is in use. In order 
to accomplish this result in a satisfactory 
manner the end portion of the hollow mem 
ber is removed, leaving a circular opening, 
the portion of the hollow member adjacent 
said opening being bent to form a flange 12, 
which is provided with extensions 13 and 14 
which are oppositely arranged. 

The cap or closure consists of a member 
15 which is adapted, when in position, to 
carry out the general configuration of the 
hollow member by reason of its rounded por 
tion 16. This cap is provided with a re 
duced portion 17 which extends within the 
Opening, the annular shoulder 18 formed 
by reducing the member resting upon the 
flange 12. The reduced extension 17 is pro 
vided with offset portions 19 and 20 which 
conform in general dimensions to the exten 
sions 13 and 14. 
In assembling the device the members 19 

and 20 are brought into allinement with the 
reduced portions of the flange 12, and the 
extension 17 forced within the opening. 
The cap is then rotated by means of the 
knob 21 until the member's 19 and 20 lie di 
'ectly beneath the extensions 13 and 14, 
engaging the under face of said extensions. 
In order to securely hold the cap in this po 
sition the extreme end portions of the cap 
are provided with the screw threaded en 
largements 22 and 23 through which pass 
screws 24 and 25, which are adapted to enter 
the slightly depressed portions 26 and 27. 
formed on the extensions 13 and 14. 

It will be seen from the foregoing that 
Such a construction will form a closure 
which may be easily removed in Order to 
valry the quantity of material carried within 
the hollow member and readily replaced 
When the hollow member has been filled. 
It will also be seen that when once the cap 
has been securely locked in position, the 
Same will not jar loose when the device is 
dropped upon the floor. 

It will be noted that the device may be 
manufactured at a small cost and the vari 
ous parts readily assembled. 
What is claimed is: 
In a device of the class described, a bar, 

a plurality of hollow spherical members ar 
langed upon the end portions of said bar, 
each of said members being provided with 
an opening, a flange formed upon said mem 
be adjacent said opening, said flange being 
provided with a plurality of oppositely ar 
ranged extensions, a cap adapted to close 
said opening, Said cap being provided with 
a reduced portion adapted to enter said open 
ing, screw threaded enlargements formed 
upon either side of Said cap, Screws pass 
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ing through said enlargements, the end por- In testimony whereof we affix our signa 
tions of said screws being adapted to enter tures, in presence of two witnesses. 
recesses arranged upon the flange carried r 
by the spherical member, extensions oppo- SAF WEY. 
sitely arranged upon said reduced portions, a Muld V. 
said extensions being adapted to engage the Witnesses: 
under face of the extensions formed upon JoHN WILKIE, 
the flange. - LESTER A. MAIERIIOFER. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
- Washington, D. C.’ 


