Syringe with plunger rod having a flexible portion

Abstract:
A syringe assembly including a plunger rod (14) having a first end (60), a second end (62), and a rod portion (64) extending therebetween, wherein at least a portion of the rod portion is flexible is disclosed. The flexible portion (74) of the rod portion allows a stopper (16) to be moved between a first position and a second position within a syringe barrel while the overall length of the syringe assembly remains the same throughout the movement between the first position and the second position. The syringe assembly includes a restraining member (18) adapted to communicate with the flexible portion of the rod portion such that movement of the first end of the plunger rod in a first direction actuates movement of the second end of the plunger rod in a second direction different than the first direction.

Title: SYRINGE WITH PLUNGER ROD HAVING A FLEXIBLE PORTION


Published:
— with international search report (Art. 21(3))
SYRINGE WITH PLUNGER ROD HAVING A FLEXIBLE PORTION

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application claims priority to United States Provisional Application No. 61/541,406 filed September 30, 2011, the entire disclosure of which is hereby incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Disclosure

[0002] The present disclosure relates generally to a syringe assembly adapted for delivery of a fluid and/or collection of a fluid. More particularly, the present disclosure relates to a syringe assembly including a plunger rod having a flexible portion in which movement of a first end of the plunger rod in a first direction causes movement of the stopper in a different direction.

2. Description of the Related Art

[0003] Syringe assemblies, and in particular hypodermic syringes, are well known in the medical field for dispensing fluids, such as medications. A conventional syringe typically includes a syringe barrel with an opening at one end and a plunger mechanism disposed through the opposite end. The plunger typically includes a rigid plunger rod having a linear longitudinal axis extending through the barrel, with a plunger head or stopper disposed at the end of the plunger rod within the syringe barrel, and with a finger flange at the other end of the plunger rod extending out of the syringe barrel. In use, the plunger rod is retracted through the syringe barrel to aspirate or fill the syringe barrel with a fluid, such as a medication, with the plunger rod extending out from the rear end of the syringe barrel. For delivery of the medication to a patient, the opening of the syringe barrel is adapted for fluid communication with a patient, such as through a hypodermic needle fitted at the front end of the syringe barrel or through a luer-type fitting extending from the syringe barrel for attachment with a fluid line of a patient. Upon the user applying a force to depress the plunger rod and stopper through the syringe barrel towards the front end of the syringe barrel, the contents of the syringe are thereby forced out of the syringe barrel through the opening at the front end for delivery to the patient. Such an operation is well known in the medical field, and medical practitioners have become well accustomed to the use of such common fluid delivery procedures through standard syringes.
Conventional syringes are well known in the medical field to be used in connection with a vial of a medication, where the user collects or draws the fluid into the syringe immediately prior to injection and delivery of the fluid to the patient. Commonly, hypodermic syringes may be packaged as "pre-filled" devices, wherein the syringe is pre-filled with medication prior to being packaged and delivered to the patient. In this manner, the need for the user to fill the device prior to injection is eliminated, thereby saving time and maintaining consistent volumes for delivery.

However, packaging of such pre-filled syringes tends to be bulky and difficult to ship and store. A pre-filled syringe is typically packaged with the opening at the front end of the barrel including a cap thereover and with the plunger rod retracted out of the back end of the syringe barrel, with the fluid pre-filled within the syringe barrel. As conventional plunger rods are rigid and have a linear longitudinal axis, such packaging creates an elongated package that can be awkward for shipping and storage.

Pre-filled syringes and pre-filled metered dose syringes are often filled with fluids, such as a medication, at a production facility, packaged, and then shipped to the medical facility. Once at the facility, these syringes are often placed in controlled storage and/or locked cabinets to reduce theft of the syringes themselves and/or of the contents of these syringes. The space within these controlled storage locations is often limited, thus there is a need for a syringe assembly that has a uniform length in both a first filled position and a second dispensed position to reduce the amount of storage space required for containing the syringe both before use in a storage space and after use in a disposal container, and to allow for stacking of syringes within a storage cabinet and a disposal container.

**SUMMARY OF THE INVENTION**

In accordance with an embodiment of the present invention, a syringe assembly is provided which, in one embodiment, includes a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible. The flexible portion of the plunger rod allows a stopper to be moved between a first position and a second position within a syringe barrel while the overall length of the syringe assembly remains the same throughout the movement between the first position and the second position. In this manner, the syringe assembly of the present disclosure allows a user to expel a fluid from the syringe and/or collect a fluid into the syringe while maintaining the same overall length of the syringe assembly. Advantageously, the space that the syringe assembly requires to be stored is the same in both a filled state and a dispensed state.
Additionally, because syringe assemblies of the present disclosure have a uniform overall length in both a filled position and a dispensed position, the syringe assemblies can be stacked within a storage cabinet and a disposal container, thereby reducing the amount of space that the syringe assemblies occupy. In another embodiment, the present disclosure provides a syringe assembly including a restraining member adapted to communicate with the flexible portion of the plunger rod such that movement of a first end of the plunger rod in a first direction actuates movement of a second end of the plunger rod in a second direction different than the first direction.

[0008] The present disclosure, in one embodiment thereof, includes a syringe assembly including a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior. The syringe assembly of this embodiment includes a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible. The syringe assembly further includes a stopper engaged with the second end of the plunger rod and slidably disposed within the interior of the chamber of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel. The syringe assembly further includes a restraining member adapted to communicate with the flexible portion of the plunger rod such that movement of the first end of the plunger rod in a first direction actuates movement of the second end of the plunger rod in a second direction, the second direction being different than the first direction.

[0009] In one configuration, the movement of the plunger rod in the second direction is substantially opposite the movement of the plunger rod in the first direction. In other configurations, a fluid may optionally be contained within the chamber. In still other configurations, an actuator flange may be disposed at least partially about the syringe barrel and connected to the first end of the plunger rod such that movement of the actuator flange in the first direction advances the first end of the plunger rod in the first direction and the second end of the plunger rod in the second direction. The actuator flange may include a projection, and the plunger rod may include a slot defined therein adjacent the first end of the plunger rod, the slot sized to accept the projection of the actuator flange therein.

[0010] The sidewall of the syringe barrel may include an outer surface, and the actuator flange comprises an inner surface, the actuator flange connected to the plunger rod such that a portion of the plunger rod is slidably restrained between the inner surface of the actuator flange and the outer surface of the syringe barrel. The actuator flange may include a key, and
the restraining member may define a keyway, the keyway sized to accept the key of the actuator flange therein, the keyway sized relative to the key to guide movement of the actuator flange. In one configuration, the stopper includes a first engagement portion and the second end of the plunger rod comprises a second engagement portion for securely engaging the first engagement portion. The stopper may include a first threaded portion and the plunger rod may include a second threaded portion adjacent the second end of the plunger rod, the second threaded portion of the plunger rod threadingly engageable with the first threaded portion of the stopper to secure the plunger rod to the stopper.

[0011] A restraining member may include a top guide wall and a bottom guide wall, wherein the top guide wall and the bottom guide wall cooperate to form a guide channel, the guide channel sized to receive a portion of the plunger rod therein. In further configurations, movement of the second end of the plunger rod in the second direction actuates the stopper toward the first end of the syringe barrel. In still further configurations, a medication or a drug is disposed within the chamber of the syringe barrel.

[0012] The syringe assembly may be fully encapsulated by a packaging element. Alternatively, at least a portion of the syringe assembly may be encapsulated by a packaging element. In certain configurations, the packaging element includes a tear strip.

[0013] The present disclosure, in another embodiment thereof, includes a syringe assembly including a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior. The syringe assembly of this embodiment includes a stopper slidably disposed within the interior of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel. The syringe assembly further includes a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible, wherein the second end of the plunger rod is engaged with the stopper such that movement of the first end of the plunger rod moves the stopper between a first position, in which the stopper is located a first distance from the first end of the syringe barrel, and a second position, in which the stopper is located a second distance from the first end of the syringe barrel, the second distance being different than the first distance, and wherein the plunger rod has a first effective distance in the first position relative to the syringe assembly and a second effective distance in the second position relative to the syringe assembly, the first effective distance and the second effective distance being equal.
In one aspect of the invention, the overall length of the syringe assembly is the same when the stopper is in the first position and the second position. In certain configurations, a fluid may be contained in the chamber. Optionally, the syringe assembly may include an actuator flange disposed at least partially about the syringe barrel and connected to the first end of the plunger rod such that movement of the actuator flange in a first direction advances the first end of the plunger rod in the first direction and the second end of the plunger rod in a second direction. The actuator flange may include a projection, and the plunger rod may include a slot defined therein adjacent the first end of the plunger rod, the slot sized to accept the projection of the actuator flange therein.

The sidewall of the syringe barrel may include an outer surface, and the actuator flange may include an inner surface, the actuator flange connected to the plunger rod such that a portion of the plunger rod is slidably restrained between the inner surface of the actuator flange and the outer surface of the syringe barrel. The stopper may also include a first engagement portion and the second end of the plunger rod may include a second engagement portion for securely engaging the first engagement portion. In certain configurations, the stopper includes a first threaded portion, and the plunger rod includes a second threaded portion adjacent the second end of the plunger rod, the second threaded portion of the plunger rod threadingly engageable with the first threaded portion of the stopper to secure the plunger rod to the stopper.

The syringe assembly may be fully encapsulated by a packaging element. Alternatively, at least a portion of the syringe assembly may be encapsulated by a packaging element. In certain configurations, the packaging element includes a tear strip.

The present disclosure, in a further embodiment thereof, includes a syringe assembly including a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior. The syringe assembly of this embodiment includes a stopper slidably disposed within the interior of the chamber of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel. The syringe assembly further includes a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible, wherein the second end of the plunger rod is engaged with the stopper such that movement of the first end of the plunger rod moves the stopper between a first position, in which the stopper is located a first distance from the first end of the syringe barrel, and a second position, in which the stopper is located a second distance from the first end of the syringe barrel, the second distance being
different than the first distance, and wherein the overall length of the syringe assembly is the
same when the stopper is in the first position and the second position.

[0018] In certain configurations, the plunger rod has a first effective distance in the first
position relative to the syringe assembly, and a second effective distance in the second
position relative to the syringe assembly, the first effective distance and the second effective
distance being equal, in other configurations, a fluid may be contained in the chamber. In
further configurations, the stopper may include a first engagement portion and the second end
of the plunger rod may include a second engagement portion for securely engaging the first
engagement portion. In still further configurations, the stopper may include a first threaded
portion, and the plunger rod may include a second threaded portion adjacent the second end
of the plunger rod, the second threaded portion of the plunger rod threadingly engageable
with the first threaded portion of the stopper to secure the plunger rod to the stopper.

[0019] The syringe assembly may be fully encapsulated by a packaging element. Alternatively, at least a portion of the syringe assembly may be encapsulated by a packaging
element. In certain configurations, the packaging element includes a tear strip.

BRIEF DESCRIPTION OF THE DRAWINGS

[0020] FIG. 1 is an exploded, perspective view of a syringe assembly in accordance with
an embodiment of the present invention.

[0021] FIG. 2A is an assembled, perspective view of the syringe assembly of FIG. 1 in a
first position in accordance with an embodiment of the present invention.

[0022] FIG. 2B is a cross-sectional view taken along line 2B-2B of FIG. 2A in accordance
with an embodiment of the present invention.

[0023] FIG. 2C is a perspective view of the syringe assembly of FIG. 2A in the first
position, with a keyed portion of a C-shaped flange engaged with a keyway of an outer
housing portion of the syringe assembly in accordance with an embodiment of the present
invention.

[0024] FIG. 2D is a perspective view of the syringe assembly of FIG. 2A with a cap
removed from the syringe assembly in accordance with an embodiment of the present
invention.

[0025] FIG. 3A is a side elevation view of the syringe assembly of FIG. 2A in accordance
with an embodiment of the present invention.
[0026] FIG. 3B is a second side elevation view of the syringe assembly of FIG. 3A rotated 90 degrees in a counterclockwise direction in accordance with an embodiment of the present invention.

[0027] FIG. 3C is a third side elevation view of the syringe assembly of FIG. 3A rotated 90 degrees in a clockwise direction in accordance with an embodiment of the present invention.

[0028] FIG. 3D is a plan view of the syringe assembly of FIG. 3A in accordance with an embodiment of the present invention.

[0029] FIG. 3E is a bottom view of the syringe assembly of FIG. 3A in accordance with an embodiment of the present invention.

[0030] FIG. 4A is a perspective view of the syringe assembly of FIG. 1 in a second position in accordance with an embodiment of the present invention.

[0031] FIG. 4B is a cross-sectional view of the syringe assembly taken along line 4B-4B of FIG. 4A in accordance with an embodiment of the present invention.

[0032] FIG. 4C is a cross-sectional view of the syringe assembly taken along line 4C-4C of FIG. 4B in accordance with an embodiment of the present invention.

[0033] FIG. 5 is a cross-sectional view of the syringe assembly taken along line 5-5 of FIG. 2A in accordance with an embodiment of the present invention.

[0034] FIG. 6A is a perspective view of a syringe assembly in a first position in accordance with an embodiment of the present invention.

[0035] FIG. 6B is a side perspective view of the syringe assembly of FIG. 6A in accordance with an embodiment of the present invention.

[0036] FIG. 7 is a perspective view of the syringe assembly of FIG. 6A in a second position in accordance with an embodiment of the present invention.

[0037] FIG. 8A is a perspective view of a syringe assembly in a first position in accordance with an embodiment of the present invention.

[0038] FIG. 8B is a side perspective view of the syringe assembly of FIG. 8A in accordance with an embodiment of the present invention.

[0039] FIG. 9 is a perspective view of the syringe assembly of FIG. 8A in a second position in accordance with an embodiment of the present invention.

[0040] FIG. 10A is a perspective view of a syringe assembly including packaging thereon in accordance with an embodiment of the present invention.
FIG. 10B is a perspective view of the syringe assembly of FIG. 10A with a tear strip opened to indicate evidence of tampering in accordance with an embodiment of the present invention.

DETAILED DESCRIPTION

For purposes of the description hereinafter, the terms "upper", "lower", "right", "left", "vertical", "horizontal", "top", "bottom", "lateral", "longitudinal", and derivatives thereof shall relate to the invention as it is oriented in the drawing figures. However, it is to be understood that the invention may assume various alternative variations, except where expressly specified to the contrary. It is also to be understood that the specific devices illustrated in the attached drawings, and described in the following specification, are simply exemplary embodiments of the invention. Hence, specific dimensions and other physical characteristics related to the embodiments disclosed herein are not to be considered as limiting.

In the following discussion, "distal" refers to a direction generally toward an end of a syringe assembly adapted for engagement with a separate device such as a needle assembly or IV connection assembly, and "proximal" refers to the opposite direction of distal, i.e., away from the end of a syringe assembly adapted for engagement with the separate device. For purposes of this disclosure, the above-mentioned references are used in the description of the components of a syringe assembly in accordance with the present disclosure.

Referring to FIG. 1, a syringe assembly 10 includes a syringe barrel 12, a plunger rod 14, a stopper 16, a restraining member or guide member 18, an actuator flange 20, a fitting 22, a cap 24, and a seal 26. Syringe assembly 10 may be adapted for the dispensing and delivery of a fluid and/or collection of a fluid. For example, syringe assembly 10 may be used for injection or infusion of fluid such as a medication into a patient. Syringe assembly 10 is contemplated for use in connection with a needle, such as by connecting syringe assembly 10 to a separate needle assembly (not shown), or alternatively for connection with an intravenous (IV) connection assembly (not shown). It can be appreciated that the present disclosure can be used with any type of syringe assembly, particularly those which are placed in a controlled storage environment in which storage space is limited. These types of syringes include traditional pre-filled syringe assemblies, metered dose syringes, aspiration syringes for withdrawing fluid from a patient or medication from a container, and the like.

Referring to FIGS. 1, 2B, and 4B, syringe ban-el 12 generally includes a barrel body or sidewall 30 extending between a first or distal end 32 and a second or proximal end
Sidewall 30 defines an elongate aperture or interior chamber 36 of syringe barrel 12. In one embodiment, interior chamber 36 may span the extent of syringe barrel 12 so that syringe barrel 12 is camiulated along its entire length. In one embodiment, syringe barrel 12 may be in the general form of an elongated cylindrical barrel as is known in the art in the general shape of a hypodermic syringe. In alternative embodiments, syringe barrel 12 may be in other forms for containing a fluid for delivery, such as in the general form of an elongated rectangular barrel, for example. Syringe barrel 12 may be formed of glass, or may be injection molded from thermoplastic material such as polypropylene and polyethylene according to techniques known to those of ordinary skill in the art, though it is to be appreciated that syringe barrel 12 may be made from other suitable materials and according to other applicable techniques.

Referring to FIG. 1, distal end 32 of syringe barrel 12 includes an outlet opening 38 which is in fluid communication with chamber 36. Outlet opening 38 may be sized and adapted for engagement with a separate device, such as a needle assembly or IV connection assembly and, therefore, may include a mechanism for such engagement as is conventionally known. For example, distal end 32 may include a generally-tapered luer tip 42 for engagement with an optional separate tapered luer mating surface of such a separate device for attachment therewith (not shown). In addition, a mechanism for locking engagement therebetween may also be provided, such as luer fitting 22 including interior threaded portion 120 (FIG. 2B). Such luer connections and luer locking mechanisms are well known in the art.

Proximal end 34 of syringe barrel 12 is generally open-ended, but is intended to be closed off to the external environment as will be discussed herein. Syringe barrel 12 may also include fill lines 40 (FIG. 8B), such as graduations located on sidewall 30, for providing an indication as to the level or amount of fluid contained within interior chamber 36 of syringe barrel 12. Such markings may be provided on an external surface of sidewall 30, an internal surface of sidewall 30, or integrally formed or otherwise within sidewall 30 of syringe barrel 12. In other embodiments, alternatively, or in addition thereto, the markings may also provide a description of the contents of the syringe or other identifying information such as maximum and/or minimum fill lines.

Referring to FIGS. 1, 2B, and 4B, syringe assembly 10 includes stopper 16 which is slidably disposed within interior chamber 36, and in sealing contact with the internal surface of sidewall 30 of syringe barrel 12, thereby separating interior chamber 36 into a proximal chamber 44 (FIGS. 2B and 4B) adjacent proximal end 34, and a distal chamber 46.
(shown specifically in FIG. 2B) adjacent distal end 32. Stopper 16 is sized relative to syringe barrel 12 to provide sealing engagement with the interior surface of sidewall 30 of syringe barrel 12. Additionally, stopper 16 may include one or more annular ribs 48 extending around the periphery of stopper 16 to increase the sealing engagement between stopper 16 and the interior surface of sidewall 30 of syringe barrel 12. In alternate embodiments, a singular O-ring or a plurality of O-rings may be circumferentially disposed about stopper 16 to increase the sealing engagement with the interior surface of sidewall 30. Referring to FIGS. 1, 2B, and 4B, stopper 16 also includes distal end 54 and proximal end 56 defining a plunger receiving aperture 50 having an engagement portion for securing plunger rod 14 to stopper 16. In one embodiment, the engagement portion of stopper 16 may include an interior threaded portion 52 for engagement with plunger rod 14 as will be described below. In other embodiments, the engagement portion of stopper 16 may include a snap fit mechanism, a ball detent, locking tabs, spring loaded locking mechanism, latch, adhesive, or other similar mechanism. In another embodiment, plunger rod 14 and stopper 16 may be co-formed such as by co-extrusion.

[0049] Referring to FIGS. 1, 2B, and 4B, syringe assembly 10 further includes plunger rod 14 which provides a mechanism for dispensing fluid contained within interior chamber 36 of syringe barrel 12 through outlet opening 38. Plunger rod 14 is adapted for advancing stopper 16 within barrel 12. At least a portion of plunger rod 14 is flexible. In one embodiment, plunger rod 14 is sized for movement within interior chamber 36 of syringe barrel 12 and outside of syringe barrel 12, as will be discussed in more detail below. Plunger rod 14 generally includes an actuator flange engaging end or first end 60, an opposing stopper engaging end or second end 62, a rod portion 64 extending between first end 60 and second end 62, a slot 66 disposed adjacent first end 60, a flange 68 disposed adjacent second end 62, and an engagement portion for securing plunger rod 14 to stopper 16. In one embodiment, the engagement portion of plunger rod 14 may include a stopper engagement member 70 including a threaded portion 72 disposed adjacent second end 62. In other embodiments, the engagement portion of plunger rod 14 may include a snap fit mechanism, a ball detent, locking tabs, spring loaded locking mechanism, latch, adhesive, or other similar mechanism.

[0050] At least a portion of rod portion 64 is made of a flexible material. For example, referring to FIG. 2B, rod portion 64 includes a flexible portion 74. Flexible portion 74 of rod portion 64 may be formed of various elastomers including silicone or rubberized materials. In other configurations, the flexible portion 74 may be formed of a flexible metal, such as a solid or linked flexible metal belt. In still other configurations, the flexible portion 74 may be
a metal ball-and-pin chain. In one configuration, the materials used to make flexible portion 74 of plunger rod 14 may have a generally low modulus of elasticity and a high yield strain as compared with other materials. In one embodiment, the entirety of rod portion 64 may be formed of a flexible material. In other embodiments, rod portion 64 may be formed of separate materials and/or elements that are attached or otherwise interconnected together. For example, a first portion of rod portion 64 may be constructed of a rigid polymeric material and a second portion of rod portion 64 may be constructed of a flexible material such as an elastomer. In such an embodiment, the rigid portion of rod portion 64 and the flexible portion of rod portion 64 may be mechanically attached together or adhesively fixed together, or molded integrally such as through a two-shot molding process. In alternative embodiments, rod portion 64 may include hinged portions.

[0051] Because at least a portion of rod portion 64 is made of a flexible material, in one embodiment, actuation of first end 60 of plunger rod 14 in a direction generally along arrow A (FIG. 2B) actuates movement of second end 62 of plunger rod 14 in a direction generally along arrow B (FIG. 2B) via flexible portion 74, as will be discussed in more detail below. Additionally, in one embodiment, flexible portion 74 of plunger rod 14 allows actuation of first end 60 of plunger rod 14 in a direction generally along arrow C (FIG. 5) to actuate movement of second end 62 of plunger rod 14 in a direction generally along arrow D (FIG. 5) via flexible portion 74, as will be discussed in more detail below.

[0052] In one embodiment, referring to FIGS. 2B and 4B, plunger rod 14 may be secured to stopper 16 by positioning stopper 16 into engagement with a portion of plunger rod 14. In one embodiment, plunger rod 14 may be secured to stopper 16 by positioning stopper engagement portion 70 of plunger rod 14 into engagement with plunger receiving aperture 50 of stopper 16, and threadingly engaging threaded portion 72 of plunger rod 14 to interior threaded portion 52 of stopper 16. In other embodiments, plunger rod 14 can be secured to stopper 16 using a press-fit, ball detent, locking tabs, spring loaded locking mechanism, latch, adhesive, or other similar mechanism, as discussed above. In another embodiment, plunger rod 14 and stopper 16 may be co-formed such as by co-extrusion. In this manner, plunger rod 14 is locked to stopper 16, i.e., significant relative movement between plunger rod 14 and stopper 16 is prevented and movement of plunger rod 14 can be transferred to stopper 16 to slide stopper 16 between positions within syringe barrel 12. In alternate embodiments, plunger rod 14 and stopper 16 may be integrally formed as a plunger assembly.

[0053] Initial movement of first end 60 of plunger rod 14 may be effected by a portion of plunger rod 14 or by a separate actuation means which at least partially extends externally
outside of syringe barrel 12. For example, actuator flange or C-shaped flange 20 (FIGS. 1, 2B, and 4B), together with plunger rod 14, may provide actuation means for moving stopper 16 between a first position (FIGS. 2A and 2B) and a second position (FIGS. 4A and 4B). In the first position, stopper 16 is located a first distance D1 from distal end 32 of syringe barrel 12, as shown in FIG. 2B, and in the second position, stopper 16 is located a second distance D2 from distal end 32 of syringe barrel 12 as shown in FIG. 4B, second distance D2 being different than first distance Di. In one embodiment, an actuator in the form of C-shaped flange 20 may extend external to syringe barrel 12, for example, along the external surface of restraining member 18, restraining member 18 being located over syringe barrel 12, as will be discussed in more detail below. FIGS. 1-5 illustrate actuator flange 20 having a C-shape, though it is contemplated that other shapes of flange 20 may be used. For example, actuator flange 20 may have any shape that allows a user to grip and actuate flange 20 in a back and forth direction.

[0054] Referring to FIGS. 1, 2B, 2C, and 4B, C-shaped flange 20 generally includes a finger flange 80, a locking projection 82 (FIG. 2B), and a keyed portion 84 (FIG. 2C). In one embodiment, flange 20 has a generally C-shape with an open side 86 (FIG. 1), although it is contemplated that other configurations of flange 20 may be used in accordance with the present disclosure to actuate plunger rod 14. Open side 86 allows visibility for a user to see fill lines 40 (FIGS. 8B and 10A) on syringe barrel 12. Referring to FIGS. 2B and 4B, C-shaped flange 20 may be interconnected with plunger rod 14 via engagement of locking projection 82 of flange 20 in slot 66 of plunger rod 14. In alternative embodiments, flange 20 may be secured to plunger rod 14 using a ball detent, spring-loaded locking mechanisms, latches, or other similar mechanisms. In this manner, movement of flange 20 advances plunger rod 14 and movement of plunger rod 14 can be transferred to stopper 16 to slide stopper 16 between positions within syringe ban-el 12. The connection between flange 20 and plunger rod 14 also provides a mechanism for slidably restraining a portion of plunger rod 14 between an inner surface of flange 20 and an outer surface of syringe banel 12.

[0055] Referring to FIG. 1, restraining member 18 generally includes a corresponding first half 90 and a second half 92 that may be mirror images of each other or may have different shapes. Refening to FIGS. 2B and 4B, first half 90 and second half 92 are configured to mate and cooperatively form a cap end 94, a side wall 96, a finger pad portion 98, an arcuate guide wall or top guide wall 100, and an opposing bottom guide wall 102. Together top guide wall 100 and bottom guide wall 102 cooperate to form a guide channel 104 which receives flexible portion 74 of plunger rod 14 and guides plunger rod 14 upon actuation of
plunger rod 14 via actuator flange 20. Restraining member 18 is secured to syringe barrel 12 as shown in FIGS. 2B, 4B, and 4C. In one embodiment, first half 90 and second half 92 of restraining member 18 can be secured to syringe barrel 12 via a snap-fit system including locking features on one of first half 90 and second half 92 and mating features on the other of first half 90 and second half 92. In other embodiments, latching systems, fasteners, or similar securement mechanisms can be used to secure restraining member 18 to syringe barrel 12. In alternate embodiments, restraining member 18 could be molded in more than two halves, or could be molded in a singular cylindrical-shaped restraining member 18.

[0056] Referring to FIG. 4C, restraining member 18 includes a first arm 106 and a second arm 108 together forming an opening or keyway 110. Referring to FIG. 2C, keyed portion 84 of actuator flange 20 is received within keyway 110 of restraining member 18. In this manner, keyed portion 84 and keyway 110 provide proper alignment of actuator flange 20 relative to restraining member 18 and syringe barrel 12, guiding movement of actuator flange 20 in a direction generally along arrow A (FIG. 2B) and in a direction generally along arrow C (FIG. 5), and first arm 106 and second arm 108 provide a physical barrier to resist rotation of actuator flange 20 around syringe barrel 12.

[0057] Also, referring to FIG. 4C, first arm 106 and second arm 108 provide a guide channel to plunger rod 14 such that plunger rod 14 is disposed between first arm 106 and second arm 108 of restraining member 18 and the outer surface of syringe barrel 12. In this manner, first arm 106 and second arm 108 guide movement of plunger rod 14 relative to syringe barrel 12 and prevent lift-off of plunger rod 14 from the outer surface of syringe barrel 12, i.e., during movement of first end 60 of plunger rod 14 in a direction generally along arrow A (FIG. 2B) or in a direction generally along arrow C (FIG. 5); and first arm 106 and second arm 108 prevent plunger rod 14 from movement in a direction generally perpendicular to the direction generally along arrow A (FIG. 2B) away from the outer surface of syringe barrel 12.

[0058] Referring to FIGS. 2B and 4B, top guide wall 100 and bottom guide wall 102 cooperate to define guide channel 104. Flexible portion 74 of plunger rod 14 is received in guide channel 104 and top guide wall 100 and bottom guide wall 102 guide plunger rod 14 such that movement of first end 60 of plunger rod 14 in a first direction actuates movement of second end 62 of plunger rod 14 in a second direction, the second direction being different than the first direction. For example, referring to FIG. 2B, upon movement of first end 60 of plunger rod 14 in a direction generally along arrow A, top guide wall 100 provides a physical barrier preventing plunger rod 14 from further movement in the direction generally along...
arrow A. At this point, top guide wall 100 provides a physical barrier deforming the shape of plunger rod 14, i.e., flexible portion 74. Movement of flexible portion 74 of plunger rod 14 is guided through guide channel 104 between the respective barriers of top guide wall 100 and bottom guide wall 102. In this manner, movement of first end 60 of plunger rod 14 in a direction generally along arrow A actuates movement of second end 62 of plunger rod 14 in a direction generally along arrow B (FIG. 2B), i.e., movement of first end 60 of plunger rod 14 in a direction generally along arrow A is directed by top guide wall 100 and bottom guide wall 102 to move second end 62 of plunger rod 14 in a direction generally along arrow B via flexible portion 74.

[0059] Referring to FIG. 2B, fitting 22 includes an interior threaded portion 120 and is secured to distal end 32 of syringe barrel 12. Referring to FIG. 2B, cap 24 includes a threaded portion 130, with ribs 132 (shown in FIG. 1) disposed on an exterior surface of cap 24, and a seal aperture 134 extending through the extent of cap 24. Cap 24 is threadingly connected to fitting 22 via mating threaded portions 120, 130 as shown in FIG. 2B. Ribs 132 of cap 24 provide a gripping means to allow a user or a tool to more easily grasp cap 24 when threading cap 24 to fitting 22 or removing cap 24 from fitting 22. Referring to FIGS. 1 and 2B, seal member 26 includes a seal body 140, a seal head 142, and a seal protrusion 144. Seal member 26 can be positioned through seal aperture 134 of cap 24 and secured over distal end 32 of syringe barrel 12 with seal body 140 between interior threaded portion 120 of fitting 22 and distal end 32 of syringe barrel 12. In this manner, a seal protrusion 144 extends into outlet opening 38 of syringe barrel 12 to seal any liquid contained in distal chamber 46 of syringe barrel 12 from leaking out. In this position, a seal head 142 also fills and seals seal aperture 134 of cap 24.

[0060] Syringe assembly 10 may be useful as a pre-filled syringe, and, therefore, may be provided for end use with a fluid, such as a medication, contained within distal chamber 46 of syringe barrel 12, pre-filled by the manufacturer. In this manner, syringe assembly 10 can be manufactured, pre-filled with a medication, sterilized, and packaged in appropriate packaging for delivery, storage, and use by the end user, without the need for the end user to fill the syringe with medication from a separate vial prior to use. In such an embodiment, syringe assembly 10 may include cap 24 and seal member 26 disposed at distal end 32 of syringe barrel 12 to seal a fluid, such as a medication, within distal chamber 46 of syringe barrel 12 as described above. All of the components of syringe assembly 10 may be constructed of any known material, and are desirably constructed of medical-grade polymers.
[0061] Referring to FIGS. 1-4B, the use of syringe assembly 10 to expel a fluid, such as a medication, contained within distal chamber 46 of syringe barrel 12 will now be described. Initially, the user removes syringe assembly 10 from any protective packaging. Referring to FIG. 10A, syringe assembly 10 may be fully or partially encapsulated in a packaging 150 which provides protection to syringe assembly 10 and any pre-filled medication therein. Packaging 150 includes a tear strip 152. Before use, referring to FIGS. 10A and 10B, a user can grasp a proximal end 154 of tear strip 152 and pull tear strip 152 longitudinally to remove packaging 150 from syringe assembly 10. Tear strip 152 has a sufficient thickness to withstand potential impact forces applied to packaging 150 before use of syringe assembly 10, but is sufficiently thin to tear when pulled longitudinally. Proximal end 154 of tear strip 152 can be pulled by hand but also may be removed by tools. Next, referring to FIGS. 2A and 2D, a user removes seal member 26 from distal end 32 of syringe barrel 12, and cap 24 can be removed from fitting 22 by rotating cap 24 clockwise, i.e., in the direction of arrow E (FIG. 2A). A user can then attach tip 42 of syringe barrel 12 to a separate needle assembly or IV connection assembly and lockingly engage the needle assembly or IV connection assembly to tip 42 of syringe barrel 12 in a known manner. Prior to dispensing any medication, any air trapped within distal chamber 46 of syringe barrel 12 can be expelled in a known manner.

[0062] When it is desired to expel or deliver the medication contained within syringe ban-el 12, syringe assembly 10 is grasped with the user's thumb on a finger pad portion 98 of restraining member 18 and with the user's fingers extending around finger flange 80 of actuator flange 20. In this manner, syringe assembly 10 is grasped by a user in a well known and well recognized manner similar to the operation of a conventional hypodennic syringe. Next, the user effects a squeezing movement between the thumb on finger pad portion 98 of restraining member 18 and four fingers grasping finger flange 80 of actuator flange 20, thereby causing actuator flange 20 to move in a direction generally along an-ow A (FIG. 2B) toward proximal end 34 of syringe barrel 12. Referring to FIG. 2B, such movement of actuator flange 20 advances movement of first end 60 of plunger rod 14 in the direction generally along arrow A via engagement of locking projection 82 of flange 20 and slot 66 of plunger rod 14 as described above. Movement of first end 60 of plunger rod 14 in the first direction generally along arrow A actuates movement of second end 62 of plunger rod 14 in a second direction generally along arrow B different than the first direction. This is accomplished by flexible portion 74 of plunger rod 14 being received in guide channel 104, and top guide wall 100 and bottom guide wall 102 of restraining member 18 guiding plunger
rod 14 as described in detail above. In this manner, movement of stopper 16 in the direction generally along arrow B forces the fluid contained within distal chamber 46 of syringe barrel 12 to be forced out of outlet opening 38. The fluid can be expelled from syringe barrel 12 through outlet opening 38 into a separate needle assembly or IV assembly and into the patient.

[0063] Referring to FIGS. 2B and 4B, actuator flange 20 and plunger rod 14 provide actuation means for moving stopper 16 between an initial or first position (FIGS. 2A and 2B) and a second position (FIGS. 4A and 4B). Referring to FIG. 2B, in the first position stopper 16 is located a first distance D1 from distal end 32 of syringe barrel 12. Referring to FIG. 4B, in the second position stopper 16 is located a second distance D2 from distal end 32 of syringe barrel 12. Movement of stopper 16 from the first position shown in FIG. 2B to the second position shown in FIG. 4B reduces the volume of distal chamber 46 and forces the fluid from syringe barrel 12.

[0064] By having plunger rod 14 including flexible portion 74, the length of syringe assembly 10 is the same with stopper 16 in the first position (FIG. 2B) and the second position (FIG. 4B), i.e., the length of syringe assembly 10 remains the same during movement of first end 60 of plunger rod 14 in the first direction generally along arrow A and movement of second end 62 of plunger rod 14 in the second direction generally along arrow B. For example, referring to FIGS. 2B and 4B, the overall length of syringe assembly 10 is equal to length Li with stopper 16 in the first position (FIG. 2B) and the overall length of syringe assembly 10 is equal to length L2 with stopper 16 in the second position (FIG. 4B). Overall lengths L1 and L2 of syringe assembly 10, including the length of syringe barrel 12 and the length of plunger rod 14, extending outwardly from syringe barrel 12 in the proximal direction, are equal in the first position (FIG. 2B) and the second position (FIG. 4B) and all positions therebetween. In other words, plunger rod 14 has a first effective distance in the first position (FIG. 2B) relative to syringe assembly 10, and plunger rod 14 has a second effective distance in the second position (FIG. 4B) relative to syringe assembly 10, the first effective distance and the second effective distance of plunger rod 14 being equal in both positions, i.e., lengths L1 and L2 of syringe assembly 10 are equal in the first position (FIG. 2B) and the second position (FIG. 4B) and all positions therebetween.

[0065] In this manner, the length of syringe assembly 10 is the same in a filled position and in a dispensed position and a plunger rod in accordance with the present disclosure takes up the same amount of space in all positions. The length of syringe assembly 10 when filled with fluid prior to use is significantly reduced when compared with a traditional syringe.
This reduced length allows syringe assembly 10 to occupy little space prior to use, thereby reducing packaging and eliminating waste. Further, syringe assembly 10 takes up the same amount of space in a dispensed state for disposal such as in a sharps disposal container.

[0066] Referring now to FIGS. 4A, 4B, and 5, the use of syringe assembly 10 to fill syringe barrel 12 with medication from a separate vial prior to use will now be described. With syringe assembly 10 in the position shown in FIGS. 4A and 4B and with a needle assembly locked to distal end 32 of syringe barrel 12 and placed in a vial containing fluid, when it is desired to aspirate or pull the fluid, such as a medication, into distal chamber 46 of syringe barrel 12, a user moves actuator flange 20 in a direction generally along arrow C (FIG. 5) toward distal end 32 of syringe barrel 12 and away from finger pad portion 98 of restraining member 18 until the desired amount of the fluid is pulled into distal chamber 46 of syringe barrel 12. Referring to FIGS. 4B and 5, such movement of actuator flange 20 advances movement of first end 60 of plunger rod 14 in the direction generally along arrow C which actuates movement of second end 62 of plunger rod 14 in a direction generally along arrow D different than the direction generally along arrow C. This is accomplished by flexible portion 74 of plunger rod 14 being received in guide channel 104 and top guide wall 100 and bottom guide wall 102 of restraining member 18 guiding plunger rod 14 in a similar manner as described in detail above regarding expelling a fluid from syringe barrel 12.

[0067] In this manner, movement of stopper 16 in the direction generally along arrow D as shown in FIG. 5 creates a vacuum inside distal chamber 46 of syringe barrel 12. As the user moves stopper 16, via plunger rod 14 and actuator flange 20, from the position shown in FIG. 4B to the position shown in FIG. 5, the user actively increases the volume within distal chamber 46 of syringe barrel 12. Because the stopper is sized relative to syringe barrel 12 to provide sealing engagement with the interior wall of syringe barrel 12, as describe above, and because the needle assembly locked to distal end 32 of syringe barrel 12 is placed in a vial containing fluid, no air can enter into distal chamber 46 of syringe barrel 12 and, thus, the same number of air molecules are located within distal chamber 46 as the user actively increases the volume within distal chamber 46. This decreases the pressure in distal chamber 46 of syringe barrel 12 relative to the air pressure outside of syringe barrel 12. Therefore, a vacuum, i.e., a space of lower air pressure, is created to pull the fluid, such as a medication, into distal chamber 46 of syringe barrel 12.

[0068] Advantageously, whether syringe assembly 10 is used to collect a fluid into distal chamber 46 of syringe barrel 12 or to expel a fluid out of distal chamber 46 of syringe barrel 12, the length of syringe assembly 10 remains the same during movement between all
positions of stopper 16 as shown in FIGS. 2B, 4B, and 5. Accordingly, a syringe assembly of the present disclosure occupies the same amount of space in a filled state and an empty state and syringe assemblies of the present disclosure each have the same length thereby allowing for stacking of these syringes within a storage cabinet in either the filled or empty state.

[0069] FIGS. 6A-9 illustrate other exemplary embodiments. The embodiment illustrated in FIGS. 6A-7 includes similar components to the embodiment illustrated in FIGS. 1-5, and the similar components are denoted by a reference number followed by the letter A. The embodiment illustrated in FIGS. 8A-9 also includes similar components to the embodiment illustrated in FIGS. 1-5, and the similar components are denoted by a reference number followed by the letter B. For the sake of brevity, these similar components and the similar steps of using syringe assembly 10A (FIGS. 6A-7) and syringe assembly 10B (FIGS. 8A-9) will not all be discussed in conjunction with the embodiments illustrated in FIGS 6A-7 and FIGS. 8A-9.

[0070] Referring to FIGS. 6A-7, plunger rod 14A of syringe assembly 10A includes two opposing rod portions 202 each having a flexible portion 204. Referring to FIGS. 6A and 7, rod portions 202 are disposed on opposing sides of syringe barrel 12A, and each rod portion 202 is secured at one end to a head portion 206 of stopper 16A and at the other end to one of opposing handles 208, 210 of actuator flange 20A.

[0071] In another embodiment, referring to FIGS. 8A-9, plunger rod 14B of syringe assembly 10B includes a continuous rod portion 302 secured at one end to a first portion 304 of actuator flange 20B and at the other end to a second portion 306 of actuator flange 20B. In this embodiment, continuous rod portion 302 forms a looped, head portion 308 that engages stopper 16B, i.e., effective contact between rod portion 302 and stopper 16B, such that movement of rod portion 302 via actuator flange 20B, advances stopper 16B between a first position (FIGS. 8A and 8B) and a second position (FIG. 9).

[0072] While this disclosure has been described as having exemplary designs, the present disclosure can be further modified within the spirit and scope of this disclosure. This application is therefore intended to cover any variations, uses, or adaptations of the disclosure using its general principles. Further, this application is intended to cover such departures from the present disclosure as come within known or customary practice in the art to which this disclosure pertains and which fall within the limits of the appended claims.
WHAT IS CLAIMED IS:

1. A syringe assembly, comprising:
   a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior;
   a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible;
   a stopper engaged with the second end of the plunger rod and slidably disposed within the interior of the chamber of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel; and
   a restraining member adapted to communicate with the flexible portion of the rod portion such that movement of the first end of the plunger rod in a first direction actuates movement of the second end of the plunger rod in a second direction, the second direction being different than the first direction.

2. The syringe assembly of claim 1, wherein the second direction is substantially opposite the first direction.

3. The syringe assembly of claim 1, further comprising a fluid contained within the chamber.

4. The syringe assembly of claim 1, further comprising an actuator flange disposed at least partially about the syringe barrel and connected to the first end of the plunger rod such that movement of the actuator flange in the first direction advances the first end of the plunger rod in the first direction and the second end of the plunger rod in the second direction.

5. The syringe assembly of claim 4, wherein the actuator flange comprises a projection, and the plunger rod comprises a slot defined therein adjacent the first end of the plunger rod, the slot sized to accept the projection of the actuator flange therein.

6. The syringe assembly of claim 4, wherein the sidewall of the syringe barrel comprises an outer surface, and the actuator flange comprises an inner surface, the actuator flange
connected to the plunger rod such that a portion of the plunger rod is slidably restrained between the inner surface of the actuator flange and the outer surface of the syringe barrel.

7. The syringe assembly of claim 4, wherein the actuator flange comprises a key, and the restraining member defines a keyway, the keyway sized to accept the key of the actuator flange therein, the keyway sized relative to the key to guide movement of the actuator flange.

8. The syringe assembly of claim 1, wherein the stopper comprises a first engagement portion and the second end of the plunger rod comprises a second engagement portion for securely engaging the first engagement portion.

9. The syringe assembly of claim 1, wherein the stopper comprises a first threaded portion and the plunger rod comprises a second threaded portion adjacent the second end of the plunger rod, the second threaded portion of the plunger rod threadingly engageable with the first threaded portion of the stopper to secure the plunger rod to the stopper.

10. The syringe assembly of claim 1, wherein the restraining member comprises a top guide wall and a bottom guide wall, wherein the top guide wall and the bottom guide wall cooperate to form a guide channel, the guide channel sized to receive a portion of the plunger rod therein.

11. The syringe assembly of claim 1, wherein movement of the second end of the plunger rod in the second direction actuates the stopper toward the first end of the syringe barrel.

12. The syringe assembly of claim 1, further comprising a medication or a drug disposed within the chamber of the syringe barrel.

13. The syringe assembly of claim 1, wherein the syringe assembly is fully encapsulated by a packaging element.

14. The syringe assembly of claim 1, wherein at least a portion of the syringe assembly is encapsulated by a packaging element.
15. The syringe assembly of claim 14, wherein the packaging element comprises a tear strip.

16. A syringe assembly, comprising:
   a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior;
   a stopper slidably disposed within the interior of the chamber of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel; and
   a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible, wherein the second end of the plunger rod is engaged with the stopper such that movement of the first end of the plunger rod moves the stopper between a first position in which the stopper is located a first distance from the first end of the syringe barrel, and a second position in which the stopper is located a second distance from the first end of the syringe barrel, the second distance being different than the first distance, and wherein the plunger rod has a first effective distance in the first position relative to the syringe assembly and a second effective distance in the second position relative to the syringe assembly, the first effective distance and the second effective distance being equal.

17. The syringe assembly of claim 16, wherein the overall length of the syringe assembly is the same when the stopper is in the first position and the second position.

18. The syringe assembly of claim 16, further comprising a fluid contained in the chamber.

19. The syringe assembly of claim 16, further comprising an actuator flange disposed at least partially about the syringe barrel and connected to the first end of the plunger rod such that movement of the actuator flange in a first direction advances the first end of the plunger rod in the first direction and the second end of the plunger rod in a second direction.

20. The syringe assembly of claim 19, wherein the actuator flange comprises a projection, and the plunger rod comprises a slot defined therein adjacent the first end of the plunger rod, the slot sized to accept the projection of the actuator flange therein.
21. The syringe assembly of claim 19, wherein the sidewall of the syringe barrel comprises an outer surface, and the actuator flange comprises an inner surface, the actuator flange connected to the plunger rod such that a portion of the plunger rod is slidably restrained between the inner surface of the actuator flange and the outer surface of the syringe barrel.

22. The syringe assembly of claim 16, wherein the stopper comprises a first engagement portion and the second end of the plunger rod comprises a second engagement portion for securely engaging the first engagement portion.

23. The syringe assembly of claim 16, wherein the stopper comprises a first threaded portion, and the plunger rod comprises a second threaded portion adjacent the second end of the plunger rod, the second threaded portion of the plunger rod threadingly engageable with the first threaded portion of the stopper to secure the plunger rod to the stopper.

24. The syringe assembly of claim 16, wherein the syringe assembly is fully encapsulated by a packaging element.

25. The syringe assembly of claim 16, wherein at least a portion of the syringe assembly is encapsulated by a packaging element.

26. The syringe assembly of claim 25, wherein the packaging element comprises a tear strip.

27. A syringe assembly, comprising:
   a syringe barrel having a first end, a second end, and a sidewall extending therebetween and defining a chamber having an interior;
   a stopper slidably disposed within the interior of the chamber of the syringe barrel, the stopper sized relative to the interior of the chamber of the syringe barrel to provide sealing engagement with the sidewall of the syringe barrel; and
   a plunger rod having a first end, a second end, and a rod portion extending therebetween, wherein at least a portion of the rod portion is flexible, wherein the second end of the plunger rod is engaged with the stopper such that movement of the first end of the
plunger rod moves the stopper between a first position in which the stopper is located a first distance from the first end of the syringe barrel, and a second position in which the stopper is located a second distance from the first end of the syringe barrel, the second distance being different than the first distance, and wherein the overall length of the syringe assembly is the same when the stopper is in the first position and the second position.

28. The syringe assembly of claim 27, wherein the plunger rod has a first effective distance in the first position relative to the syringe assembly, and a second effective distance in the second position relative to the syringe assembly, the first effective distance and the second effective distance being equal.

29. The syringe assembly of claim 27, further comprising a fluid contained in the chamber.

30. The syringe assembly of claim 27, wherein the stopper comprises a first engagement portion and the second end of the plunger rod comprises a second engagement portion for securely engaging the first engagement portion.

31. The syringe assembly of claim 27, wherein the stopper comprises a first threaded portion, and the plunger rod comprises a second threaded portion adjacent the second end of the plunger rod, the second threaded portion of the plunger rod threadingly engageable with the first threaded portion of the stopper to secure the plunger rod to the stopper.

32. The syringe assembly of claim 27, wherein the syringe assembly is fully encapsulated by a packaging element.

33. The syringe assembly of claim 27, wherein at least a portion of the syringe assembly is encapsulated by a packaging element.

34. The syringe assembly of claim 33, wherein the packaging element comprises a tear strip.
## INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. A61M5/315

**ADD.**

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

A61M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 100 48 220 A1 (STERLING MEDIATIONS INC [US]) 10 May 2001 (2001-05-10)</td>
<td>1-12, 16-23, 27-31</td>
</tr>
<tr>
<td>Y</td>
<td>page 9, lines 13-62; figures</td>
<td>13-15, 24-26, 32-34</td>
</tr>
<tr>
<td>Y</td>
<td>page 4, line 25 - page 6, line 11; figures</td>
<td>13-15, 24-26, 32-34</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

* Special categories of cited documents:

**A** document defining the general state of the art which is not considered to be of particular relevance

**E** earlier application or patent but published on or after the international filing date

**L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

**O** document referring to an oral disclosure, use, exhibition or other means

**P** document published prior to the international filing date but later than the priority date claimed

* see patent family annex.

**X** document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**A** document member of the same patent family

Date of the actual completion of the international search: 27 November 2012

Date of mailing of the international search report: 07/12/2012

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2

NL - 2280 HV Rijswijk

Tel. (+31-70) 340-2040,

Fax: (+31-70) 340-3016

Authorized officer:

Bjbrkl und, Andreas

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 3 157 277 A (SORENSON JAMES L) 17 November 1964 (1964-11-17) Column 2, lines 32-69; Figures</td>
<td>13-15, 24-26, 32-34</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 10048220 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 20016779 Ul</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IE 20000785 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003510135 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6482186 Bl</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002151855 Al</td>
</tr>
<tr>
<td>Wo 9801173 Al</td>
<td>15-01-1998</td>
<td>AT 286756 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 715157 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3253597 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9710204 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2258309 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CZ 9804334 A3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69732235 Di</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69732235 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0909194 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>HU 9904152 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000513974 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20000022508 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 990021 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 330757 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2183473 C2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6302869 Bl</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 9801173 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2631435 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1962947 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009520570 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2008319383 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2007075677 A2</td>
</tr>
<tr>
<td>US 3157277 A</td>
<td>17-11-1964</td>
<td>NONE</td>
</tr>
<tr>
<td>US 5496285 A</td>
<td>05-03-1996</td>
<td>DE 4339528 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0654280 Al</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7185001 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5496285 A</td>
</tr>
</tbody>
</table>