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UNITED STATES PATENT OFFICE. 
JOHN s. FORBES, OF PHILADELPHIA, PENNSYLVANIA. 

BLow-OFF VALVE. 

No. 900,506. specification of Letters Patent. Patented Oct. 6, 1908. 
Application filed June 13, 1907, Serial No. 378,759. 

To all whom it may concern: 
Be it known that I, JoHN S. FoRBEs, a 

citizen of the United States, residing in 
Philadelphia, Pennsylvania, have invented 
certain Improvements in Blow-Off Valves, 
of which the following is a specification. 
One object of my invention is to provide 

a valve, which, while of relatively simple 
construction and inexpensive to manufac 
ture, shall have its parts so arranged that 
even under the most severe operating condi 
tions said parts shall satisfactorily perform 
their various functions with a minimum of 
attention and repairs. . . 

It is further desired to provide a fluid 
controlling device especially adapted for use 
as a boilerblow off valve, in which the parts 
subjected to wear under operating condi 
tions shall in no way affect the tightness or 
serviceability of the device; there being also 
provided means whereby the part serving 
as the movable element of the valve causes 
a body or bodies of packing to be so acted 
on as to prevent leakage through the valve 
after said part has been brought to its closed 
position. . . . . . . 
Another object of the invention is to pro 

vide a valve of the blow off type, which in 
its preferred form. shall be balanced and 
therefore easily manipulated and which shall 
have its movable element completely pro 
tected from the injurious action of any solid 
bodies passing through the valve when said 
element is in its open position. . . . . 
A further object of the invention is to 

provide a valve, in which is overcome the 
objections inlerent in all valves where the 
closure is effected by means of a disk or 
gate held against, a seat :—wherein the sur 
faces forming the seat or joint are liable to 
become scratched or scored by grit or scale 
passing over them or by so-called “ wire 
drawing’ when the valve is “cracked’ or 
only slightly open. This object is accom 
plished by the use of packing arranged to 
form a joint between the interior surface of 
the valve casing or body and a sliding cylin 
drical shell, and by providing means where 
by said packing is always protected from 
the current of fluid with its possible charge 
of solid material passing through the valve. 
These objects and other advantageous ends 

I secure as hereinafter set forth, reference 
being had to the accompanying drawings, in 
which:- . ' 

Figure 1, is a vertical section of one form 

of my improved valve, illustrating it in its 
closed position: Fig. 2, is a section similar 
to Fig. 1, illustrating the valve in its open 
position; Fig. 3, is a vertical section taken 
on the line 3-3, Fig. 1, further illustrating 
the detail construction of the valve shown 
in Figs. 1 and 2; Figs. 4, 5 and 6, are per 
spective views illustrating certain detail elle 
ments of the valve shown in Figs. 1 to 3; 
Figs. 7 to 11 inclusive, are vertical sections 
illustrating various modifications of my in 
vention; Figs. 12 and 13, are perspective 
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views illustrating the detail construction of 
certain of the parts found in that form of 
my invention illustrated in Fig. 10, and Fig. 
14, is a vertical section on an enlarged scale 
illustrating in detail the construction and 
arrangement of the packing rings and their 
associated parts as found in Fig. 7. 
In Figs. 1 to 6 of the above drawings, A 

represents the main structure or casing of 
the valve and this is provided with an inlet 
a and an outlet a the casing being con 
structed with a cylindrical bore in line with 
said outlet. The end of said bore opposite 
the outlet is provided with a cover B secured 
to the casing in any desired manner, in the 
present instance by bolts b. Passing through 
the cover is the valve stem C having an 
operating wheel or handle c and provided 
with a threaded portion c'. - Between the 
upper end of said threaded portion and the 
handle, the spindle passes through a stuffing 
box in the cover provided with a gland b 
and in addition said cover is counterbored, 
as illustrated at b°, to receive a collar o' 
formed on the spindle C. The bore of the 
casing A is lined with two cylindrical sleeves 
D and D whose interior diameter is in the 

- present instance substantially the same as 
the internal diameter of the outlet a', though 
it is to be noted that the lower extremity of 
said outlet is provided with a shoulder 
formed by an in Wardly extending flage (t 
for a purpose hereafter noted. 

Between the lower edge of the sleeve I)" 
and the adjacent edge of the recess formed 
in the casing A for its reception, is an an 
nular body of packing d and it will be noted 
that this encircles the bore of the casingle 
low the inlet (t. Confined between the pper 
edge of the sleeve D’ and the lower edge of 
the sleeve D, so as to encircle the bore of the 
casing above the level of the inlet a, is a see. 
ond body of packing d', and the said seve 
D' is provided with all opening in line with 
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the inlet a so as to permit liquid to flow there 
from into its interior. In order to prevent 
this sleeve from turning and yet permit it 
to move for a limited distance longitudinally 
of the bore I provide it with a slot d", placed 
in the present instance opposite the inlet a, 
for the reception of the end of a bolta', as 
shown in Figs. 1 and 2. 

0. 
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The cover B of the valve casing has a por 
tion lb projecting for a limited distance into 
the bore of said casing and between this part 
and the upper edge of the lining sleeve) I 
confine the disk-shaped head e of a structure 
E, shown in detail in Fig. 6. Said structure 
includes a second and smaller disk e", con 
nected to the head e by a portion e°, curved 
to form part of a cylindrical surface. The 
valve stem C passes through an opening e” 
in the part e of the structure E, while its end 
c is centered and properly supported by a 
bearing formed in the part c' of said struc 
ture. In order to prevent revolution of the 
structure E, I provide in the present instance 

, two pins b“, which project from the parë b” 
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of the cover B through openings ein the 
disk g; these pins being, moreover, of such a 
length that they extend beyond the lower 
face of said disk. The valve proper or mov 
able member of my device consists of a cylin 
drical shell F of the construction illustrated 
in detail in Fig. 4. This is of such an ex 
ternal diameter as to fit within the sleeves D F 
and D', as well as in the lower part of the 
bore of the valve casing, and is of such a 
length that when its lower edge is seated on 
the shoulder or flange a”, its upper edge will 
extend above the upper ring ? packing d. 
The upper end of said shell is provided with 
an opening f which, when the structure is in 
the lower position above mentioned, is in line 
with the inlet a and also with the opening in 

45 

the side of the sleeve D. At the upper end 
of this movable member or shell FI provide 
a lug fº threaded for the reception of the 
threaded part 6' of the valve spindle and 
having laterally extending wings or lugs f 
whose upper ends are so placed as to engage 
the ends of the pins l' when said shell is 
noved to its uppernost position. 
From Figs. 1 to 3 inclusive, it will be seen 

that the parts e' and e' of the structure E 
are designed to fit withi: the movable shell 

. F and for this purpose Iso forin the latter 
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as to permit of the introduction of the part 
e' into its interior just below the threaded 
lug f'. The radius of curvature of the part 
3° and of the oilter, edge of the disk portion. 
e' of the structure E is such that when the 
Variotis parts are assembled, as shown in 
Figs. 1 to 3, there is left between the said 
curved part e” and the interior of the sleeves 
I) and D' a space just sufficient to receive 
and permit free movement of the shell mem 
ber IF. The disk part e' of the structure E 
is so placed relatively to the disk e that its 
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lower face is at or just above the level of the 
top of the inlet a. 
With the various parts arranged in the 

positions illustrated in Fig. 2, the inlet (t 
has in line with it the openings in the sleeve 
D' and the shell F respectively, so that any 
material is free to pass from the inlet a to 
the interior of said shell and thence to the 
outlet al. Under these conditions it will be 
noted that the novable member of the valve 
is balanced, for the disk part e” so fits said 
member as to permit, the passage of fluid 
above or into the upper part of the valve 
structure within the sleeve I). If, now, it 
be desired to close the valve, the handle c is 
turned in a right handed direction, with the 
result that the movable n\{*mber or shell F 
is moved longitudinally upward within the 
casing A, thereby gradually cutting of the 
flow of fluid through the inlet at and the 
opening in the sleeve I) until the opening f 
in said movable member has been draw en 
tirely above the top of the inlet. 

It will be seen that there is little or no op 
position to the Inovement of the shell F. 
since both of its ends are equally exposed to 
the pressure of the liquid or fluid in the 
structure. The continued upward move 
lment of said shell finally causes its wings f* 
to strike the pins l', which, as before noted, 
project beyond the under surface of the disk 
e, and as a result of the consequent down 
ward pressure of the collar c' on the valve 
stem upon this disk e, the latter is caused to press downwardly upon the upper edge of 
the sleeve D. By the time that this down 
ward pressure occurs, it will be understood 
that the flow through the inlet has been com 
pletely blocked or shut off by the lower cylindrical portion of the shell F, so that 
said pressure is transmitted through the 
packing d' to the sleeve D and thence to the 
packing d. These two rings or bodies of 
packing are therefore compressed and caused 
to form fluid tight joints between the wall 
of the casing proper and the exterior Wall of 
the shell or movable member F, so that any 
possible leakage of fluid above or below said 
rings is absolutely prevented. It is obvious 
that the said rings may be compressed to any 
desired degree simply by turning the handle 
6 of the valve stem C. 

In again opening the valve, the noving 
of the handled in a left handed direction at 
once releases the pressure of the pins e oln 
the wings f' and hence releases the pressure 
of the cellar (i" on the disk e and on the up 
per edge of the shell I). The packing rings 
tl and th’ are, therefore, loosened so that the 
movable member or shell F may be freely 
lowered in the casing without undue friction 
or wear on Said packing. 
With the device described it is to be noted 

that there is absolutely no possibility of wear 
or injury to those portions of the movable 
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member which are depended upon to pre 
vent flow of water through the structure, for 
when in use these parts are completely cov 
ered within the lower part of the casing and 
are at no time exposed to the action of fluid 
passing through the valve or to damage from 
solid particles carried thereby. 

In the event of any solid body becoming 
caught in the inlet so as to project through 
the opening f of the movable member F, it 
will be seen that the edge of said opening 
will act, when the valve is closing, as a shear 
blade to cut such a body, inasmuch as it 
passes between the two relatively sharp edges 
formed by the upper part of the opening 
through the sleeve D and the lower face of 
the disk portion e of the structure E. More 
over, it is obvious that the various parts of. 
the valve may be removed with the greatest 
ease for purposes of inspection or the re 
placing of the packing rings d and d", though 
under conditions of use neither of these oper 
ations is apt to be required, except at-long 
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intervals because of the protection afforded 
to both packing, sleeves, shell and casing by 
virtue of their construction and arrange 
ment. Ht will further be noted that when 
the valve is closed there is no possibility of 
sediment or other solid material so accumu 
lating as to interfere with the immediate 
opening of the valve, for from Fig. 1, it will 
be seen that under these conditions the open 
ing through the shell or movable member F 
is completely inclosed between the curved 
part e” of the structure E and the interior 
surface of the shell D. Moreover, there are 
no recesses or hollows to become filled with 
sediment, since the inlet is closed by the 
curved lower portion of the shell F. 

In Fig. 7, ihave illustrated a form of my 
invention in which the bodies of packing d 
and d are tightened by means of bolts d 
extending through the cover B' of the valve 
casing into engagement with the adjacent 
edge of the sleeve D. In this case the mov 
able member or shell has the form indicated 
at F and in order to close the valve it is 
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moved toward the outlet a' thereof. With 
such a construction I provide a cylindrical 
sleeve E having at one end a flange et and 
mount this so that its interior forms a con 
tinuation of the outlet a of the valve casing. 
The flangea is engaged by a sleeve D and 
the internal diameter of the parts is such that 
an annular space is left between the sleeves 
'' and D for the reception of the end of the 
cylindrical shell F. In this instance, the 
packing at is confined between the sleeves D' 
and D', while, as before, the packing d' is 
confined between the sleeves D and D. 
When, therefore, the valve is in its closed 
position, the space f is fully protected from 
an accumulation of solid material, while 
when the valve is open, the opening in the 
shell is in line with the inlet a Fluid pass 

ing through the valve, therefore, flows from 
said inlet through the opening of the sleeve 
D' and into the sleeve E", from whence it passes to the outlet. 

In the form of my valve illustrated in Fig. 70 
7, I have shown a construction of sleeves, 
shell and casing which may be employed 
in any form of my invention, and this in 
volves casting the casing A. So that certain 
limited portions only of its interior require 75 
finishing. In other words, while the exte 
rior surface of the sleeve D, D and D' 
is accurately finished, the inside surface 
of the casing A is accurately finished only 
at those points, where it is adjacent to 80 
packing d and d'. The intermediate por 
tions of the interior of the casing, such as 
those initicated at a' and af, are rough and 
unfinished; being formed of a larger diam 
eter, so that there is a space left between 85 
them and the adjacent portions of the sur 
face of the sleeves D. ID' and D. Similarly, 
these sleeves themselves are formed so as to 
have the greater portion of their interior 

| surface of a larger diameter than the exter- 90 
nal diameter of the cylindrical shell F so 
as to engage the same at their end portions 
d', d, etc. As a consequence, while the 
packing acts against finished surfaces, the 
relatively extensive areas otherwise requir- 95 
ing finishing may be left in a comparatively 
rough condition, thereby materially reduc 
sing the cost of the valve, as well as diminish 
ing the amount of surface frictionally en 
gaging the cylindrical shell. -00 

fn Fig. 8, I have illustrated a form of my 
valve in which the cylindrical shell F is un 
balanced, and is used with but a single 
body of packing d placed around it between 
the inlet a and the outlet a. In this case, 05 
provide a single long sleeve D* extending 
between a diske placed immediately adjacent 
to the cover B, and a body of packingd; 
this sleeve being provided with an opening 
to permit flow of fluid into its interior from 110 
the inlet (t. -- 

In Fig. 9, the sleeve E has a flange 
mounted in a manner similar to the sleeve E.' 
shown in Fig. 7, but extending upwardly 
within the cylindrical shell F and having 
its upper end closed; there being similarly 
an opening in the side, as indicated at e", 
placed so as to be in line with the inlet a of 
the casing. There are two bodies of pack 
ing confined between the sleeves D, D’ and 
D', and the cylindrical shell operates in a 
space between these latter sleeves, and the 
sleeve E'. In this instance also said shell is 
moved toward the outlet in order to close the 
valve. The valve stem Chas its end guided 
in the end section of the sleeve E' and, as be 
fore described, engages athreaded lug in the 
upper portion of the shell. - 

in Fig. 10, is show a form of valve in 
which the valve steal, while threaded as be- 130 
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fore, passes through a threaded portion of 
the cover B, so that in opening the valve, 
said stem will move longitudinally. Other 
wise, as is noted, this form of valve is simi 
lar to, that illustrated in Fig. 7, except that 
it is provided with but a single body of 
packing d placed between its inlet and outlet. 

'. În Fig. 11, I have illustrated my invention 
as applied to a through valve or one having 
its outlet, placed 180° distant from its inlet, 
instead of at right angles thereto as in the 
other valve ilustrated. In this case, the 
sleeve E is provided with a straight passage 
through its upper end in line with the inlet 
and outlet a and a'. Said sleeve fits within 
the cylindrical shell F, which is connected 
to the valve stem C whereby it may be 
moved longitudinally. 
Lining the valve casing A are two sleeves 

D4 and ?o", the latter of which bears upon 
the flange e” of the sleeve e' and has its 
upper end cut off so that its end lies in 
a plane of about 30° to its axis. Similarly, 
the sleeve D has its upper end cut away 
so as to lie in a plane at a similar angle 
to its axis, while the upper, portion of the 
sleeve D, as well as the lower portion of 
the sleeve D, have openings respectively 
coming in line with the inlet and outlet 
of the valve casing. A body of packing 
d is confined between the adjacent edges 
of these two sleeves D and D and will be 
seen to extend in the form of a ring around 
the sleeve F, and, as before, between the 
inlet and outlet of the casing. By virtue of 
the position of said ring, it extends around 
the cylindrical passage through the valve 
and also around the cylindrical shell which 
intersects said passage, so that though being. 
but a single ring, it very effectually prevents 
the leakage around said shell. 

In order to tighten up the packing rings 
in such crases as have libeen ilustrated in 
Figs. 8, 9, 10 and 11, I form on the shell F" 
a pair of projecting lugs f" and provide on 
the inside of the sleeve D or l), as the case 
may be, vertically extending grooves d' for 
the reception of said lugs. As a result, not 
only is the shell F.' prevented from turning, 
but after it has been moved to its closed po 
sition, the lugs f strike the bottons of the 
grooves (l" and thereafter any further revo 
lution of the Valve sten causes said shell F' 
to force downwardly the sleeve I)", with the 
result that the packing rings are forced out 
or tightened as before. 

It is obvious that the award movement . 
of the shell IF, which occurs in opening the. 
valve, releases the packing from its ("on 
pressed condition so that said shell is the re 
after free to slide, without undue friction. 

I claim: . 
1. The combination in a valve, of a casing 

having openings in its side and at its ends, a 
cylindrical slueli movable within the casing 
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and having an opening capable of being 
brought opposite the side opening thereof, 
means for moving the shell, and a structure. 
extending within the casing so as to form 
with the interior thereof a recess for the re 
ception of that part of the shell having the 
side opening, substantially as described. 

2. The combination with a casing having 
a cylindrical bore provided with side and 
end openings, a lisk-shaped structure mount 
ed in the casing and to ole side of the side 
opening tilhereof, a shell longitul dinally mov 
able in the easing and fitting outside of said 
disk structure, with means for moving said 
shell to open o' close the valve, stilbstan 
tially as described. 

3. The combination in a valve, of a casing 
having inlet and outlet openings, a shell in 
the casing, neans for moving the shell so as 
to close the valve, packing surrounding the 
shell to prevent leakage between the inlet 
and the outlet, means for moving the shell, 
and a device for tightening the packing said 
device being placed to be actuated by the 
continued operation of the shell moving 
means after the shell has been noved to its 
closed position, sill stantially as described. 

4. The combination in a valve, of a casing 
having inlet and outlet openings, a shell lon 
gitudinally nova ble in the casing, bodies of 
packing surrounding the shell on both sides 
of the said opening, and nealls for moving 
the shell to close the valve', with a device ac 
tuated by said means for tightening the 
packing, substantially as described. 

5. The combination in a valve, of a casing 
having an inlet and an outlet opening, a 
sleeve in the easing. a body of packing coin 
fined between one end of said sleeve and the 
easing and placed between the inlet and the 
outlet opening thereof, a shell in the casing, 
means for moving the shell to close the valve, 
and means for causing said shell moving 
means to exert pressure on the sleeve to 
caise the packing to prevent, leakage around 
the shell, stillstantially as described. 

(3. The combination in a Valve, of a casin 
having an intet and an outlet opening, a she 
no valle in the casing to cut off the flow of 
fluid ihrough the valve, sleeves in the casing 
() tside of the shell, a body of packing be 
we(1) said sleeves, and a second body of 
packing between one of the sleeves and the 
easing, with means for moving the shell, 
said means being operative on the sleeves to 
tighten the pacliug after the valve is closed 
substantially as described. 

7. The combination in a valve, of a cas 
ing having an inlet and an outlet opening, a 
shell movable in the casing to cut off the flow 
of ?luid through the valve, two sleeves in the 
casing outside of the shell, a body of pack 
ing between said sleeves, a second body of 
packing between one of the sleeves ind the 
casing, neans for moving the shell, and : 
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device actuated by said means for pressing the sleeve forming with the interior of the 
upon one of said sleeves to force the two 
bodies of packing into intimate engagement 
with their adjacent structures to prevent 
leakage, substantially as described. 

S. The combination in a valve, of a cas 
ing having an inlet and an outlet, a cover for 
one end of the casing, a valve stem passing 
through the cover and having a threaded 
ortion, a longitudinally novable shell in 

the (“a sing ha ving a threaded lug engaging 
the threaded part of the valve stem, there 
being an opening in the end of said shell and ????? s 

a) other opening in the side thereof so placed 
that the valve is closed vihen the shell is 
in loved toward the cover, , ): "antially as de 
s('1?i()(*(. 

i ghaviga) illet and an ottlet opening, a 
shell ovable within the casing to open and 
close the valve, packing surrounding the 
shell between the inlet and the outlet, a ro 
tatable, val ve sten ha ving a limited longi 
tiltinal ovement and operatively connected 
to the shell for operating the same, and 
in eans acted on by the valve stem for tight 
("tig the packing after the shell has been 
} } o ved to close tlhe valve, substantially as dife 
scriiloed. 

10. The combination in a valve. of a cas 
ing la ving a cover at one end and in let and 
() titlet openings, a shell movable within the 
('asing for closing the valve, a valve sten 
passing through the cover and operatively 
tengaging the shell, a collar on the valve 
stem, a pin or pins on the cover placed to 
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engage the shell structure when the valve is 
closed, packing for preventing leakage past 
the shell between the two openings, aid a 
sleeve acted on by said collar after the pins 
have engaged the shell structure to compress 
said packing and prevent leakage, sibstan 
tially ås described. 

11. The coli bination in a valve, of a cas 
jig having inlet and outlet openings, of 
which one is formed in its side, a valve stein 
supported at one end of the casing, a shell 
operatively Connected to the valve sten and 
Jovable.therely within the casing to cut off 
the flow of fluid between the inlet at outlet 
openings, a disk-like structure fitting within 
te said shell on that sidle of the side opening 
lis-art from the other l-opeling of the casing, 

it id a slipporting structure for said disk 
stricture forming with the interior of the 
(*asing a recess for the reception of the shell, 
stilstantially as described. 

12. The combination in a valve, of a cas 
ing having an inlet and an outlet, a cylin 
dri'a shell movable within the casing, two 
(lisk-like structures having a section of a 
sleeve connecting them and mounted in one 
end of the casing, a cover for said end of the 
("a sig, a valve rod operatively engaging the 

casing a recess for the reception of the shell, 
Substantially as described. 

13. The combination in a valve, of a cas 
ing having an inlet and an outlet, a cover for 
the casing provided with a projecting pin or 
pins, lining sleeves within the casing, a body 
of packing between the adjacent ends of said 
sleeves, and a second body of packing be 
tween one of the sleeves and the casing, a 
disk-like , structure confined between the 
cover and one of the sleeves and having 
openings for the passage of the pin or pins, 
a shell movable within the sleeves provided 
with an opening placed to be brought in line 
with one of the openings of the casing, a 
valve stem passing through the cover ahd 
the disk-like structure and provided with a 
threaded portion in engagement with a cor 
respondingly threaded part of the shell, 
there being a collar (in said sten engaging 
the disk-like structure, and a projecting 
wing or Wings on the shell placed to engage 
the pin or pins of the cover under predeter 
nimed coditions, substantially as described. 

70 

75 

80 

90 
1-4. The combination in a valve, of a cas 

ing having an inlet and an outlet opening, a 
sleeve in the casing, means for preventing 
turning of the sleeve, a body of packing 
engaged by one end of the sleeve, a movable 
shell within said sleeve, means for longi 
tulinally moving the shell, and a device ac 
tiated from said means through said shell 
for exerting pressure on the sleeve to com 
press the packing when the valve is in its 
closed position, sibstantially as described. 

15. The combination in a valve, of a cas 
ing having an opening in its side, and an 
other in its end, a cylindrical shell within 
the (asing, neans including a rod for nov 
ing the shell to bring a portion of its sur 
face opposite the side opening of the casing 
to close the sane, with means within the 
shell constructed to serve as a guide for 
the ent of the shell operating rod for pre 
venting passage of solic material into that 
part thereof distant from the end opening 
of the easing, substantially as described. 

16. The combination in a valve, of a cas 
ing having an opening in its side and an 
other in its end, a cylindrical shell within 
the casing, means for moving the shell to 
bring a portion of its surface opposite the 
side opening of the casing to close the same, 
with a disk mounted in the shell on that side 
of Said opening of the casing distant from 
the end opening hereof, substantially as de 
scribed. 

17. The combination in a valve, of a cas 
ing having an inlet and an outlet, a cylin 
drical shell within the casing, a valve rod 
for moving the shell to open or close the 
?alve, and a structure placed within but 
independent of the shell to receive the inner 

shell and guided by said disk-like stricfires, end of the valve rod and confine material to 
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that part of said shell between the inlet and 
outlet of the casing, substantially as de 
scribed. 

18. The combination in a valve, of a cas 
ing having an inlet and an outlet, a lining 
sleeve or sleeves for the casing, a cylindrical 
shell operative in said sleeve or sleeves for 
controlling the passage of fluid from the inlet 
to the outlet, and means for moving the 
shell, the interior surface of said lining 
sleeve or sleeves having both finished and 
unfinished portions, of which the former are 
of limited extent and are placed to be en 
gaged by the shell, while the unfinished por 
tions are distant from the shell and provide 
epty spaces separate from the passage for 
the flow of fluid, substantially as described. 

19. The combination in a valve, of a cas 
ing having an inlet and an outlet, a longi 
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tudinally movable shell for controlling the 20 
passage of fluid from the inlet to the out 
let, means for moving the shell, and packing 
set in the casing for preventing leakage 
around the shell from the inlet to the out 
let, the interior surface of the casing having 
finished portions of limited extent placed 
to engage the shell only in the immediate 
vicinity of the packing and at its ends and 
having empty recesses between said finished portions. 

In testimony whereof, I have signed my 
name to this specification, in the presence of 
two subscribing witnesses. 

JOHN S. F()RIBES. 
Witnesses: 

WM. E. SI UPE, 
Jos. H. KLEN. 


