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PHOTOGRAPHEC PROCESSENG APPARATUS 
Richard J. Chea, Brockton, Vaito K. Eloranata, Need 
ham, and Nicholas Gold, Arington, Mass., assignors 
to Polaroid Corporation, Cambridge, Mass., a corpora 
tion of Delaware 

Filed May 9, 1964, Ser. No. 368,619 
11 Cains. (C. 95-89) 

This invention relates to photographic apparatus for ex 
posing and processing photographic sheet materials to pro 
duce visible images by diffusion transfer, and more particu 
larly, to apparatus for producing copies of documents. 
The apparatus of the invention is designed to perform 

photographic processes and employ photographic products 
of the type disclosed in the copending U.S. patent applica 
tions of Edwin H. Land, Serial No. 368,622 and applica 
tion Serial No. 368,621, of Edwin H. Land et al, both 
filed May 19, 1964. 
The product disclosed in each of the above applications 

is a single sheet comprising a support and layers includ 
ing a light-sensitive image-recording material such as a 
silver halide emulsion, an outer layer containing a trans 
lucent material permeable to a liquid processing composi 
tion, and a layer for supporting an image, e.g., silver, 
formed by diffusion transfer of image-forming substances 
from the layer including the light-sensitive image-record 
ing material. This sheet is subjected to a photographic 
exposure to form an image in the image-recording ma 
terial and thereafter, a processing liquid is distributed in 
contact with the layer containing the translucent material 
for permeation into the layer containing the light-sensitive 
image-recording material. The processing liquid reacts 
with the light-sensitive image-recording material to form 
an image and an imagewise distribution of image-forming 
substances which are transferred by diffusion at least 
through the layer of translucent material to form a visible 
image which may be viewed as a positive reflection print. 

Objects of the invention are: to provide in apparatus of 
the type described, novel and improved means for apply 
ing a viscous, highly corrosive liquid to each of a succession 
of light-sensitive sheets as a layer of accurately predeter 
mined thickness extending substantially to the edges of 
each sheet; and to provide a liquid applicator capable of 
intermittent uniform operation over an extended period of 
time without requiring adjustment or cleaning. 
Another object of the invention is to provide a liquid 

applicator as described including an applicator device for 
extruding the liquid as a thin layer and applying it to the 
sheets and means for moving and supporting the sheets 
against the applicator device as well as controlling the op 
eration of the device. 

Other objects of the invention will in part be obvious 
and will in part appear hereinafter. 
The invention accordingly comprises the apparatus 

possessing the construction, combination of elements and 
arrangement of parts which are exemplified in the follow 
ing detailed disclosure, and the scope of the application 
of which will be indicated in the claims. 
For a fuller understanding of the nature and objects 

of the invention, reference should be had to the following 
detailed description taken in connection with the accom panying drawings wherein: 
FIGURE 1 is a perspective view of photographic docu 

ment copying apparatus embodying the invention; 
FIG. 2 is a sectional elevational view of the apparatus, 

the section being taken approximately midway between 
the sides of the apparatus; 

FiG. 3 is an enlarged fragmentary sectional view simi 
lar to FIG. 2 showing a portion of the apparatus; 
FiG. 4 is a sectional view taken substantially along the 

line 4-4 of FiG. 2; 
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2 
FIG. 5 is a perspective view of a component of the ap paratus; and 
FiG. 6 is an enlarged sectional view of components in 

cluding that of FIG. 5 of the apparatus, the section being 
taken Substantially midway between the sides of the com 
ponents shown. 
The invention is incorporated in a substantially auto 

matic document copying apparatus which generally in 
cludes means for photoexposing successive areas of pre 
determined length of a sheet to form an image of a docu 
ment in each of said areas and thereafter treating each of 
said exposed areas with a liquid to form a positive trans 
fer image in said area comprising a copy of the original 
document visible by reflected light. The processing of the 
exposed sheet involves severance of successive sections of 
the sheet, each including an exposed area, from the re 
mainder of the sheet, application of a processing liquid to 
each Section of the sheet to form the positive transfer 
image therein, drying each section and delivering the dried 
and finished copies (sections) from the apparatus. 
The apparatus shown in the drawings is designed to 

produce copies of two predetermined lengths, specifically, 
eleven inches and fourteen inches, which are substantially 
one-to-one copies of originals; and to produce the copies 
Substantially automatically requiring only that the op 
erator locate the original to be copied in position for ex 
posure, Select the number and size of copies desired and 
start the apparatus. 

Reference is now made to FIGS. 1 through 4 of the 
drawings wherein the document copier of the invention is 
shown. The apparatus comprises a housing preferably 
shaped very much like and about the same size as an ordi 
nary two-drawer file cabinet, and including side walls 10 
and 12, end walls 4 and 6, an upper wall 18 and a lower 
wall 28. The housing is designed to provide a light 
tight environment in which the light-sensitive image-re 
cording material is exposed and processed and is formed 
in two sections including a main housing section 22 com 
prising side walls 9 and 2, end wall 14 and upper and 
lower walls 18 and 26. The other section of the housing 
is in the form of a drawer or carriage including end wall 
16 and is mounted for movement with respect to the main 
housing section to provide access to the interior of the 
housing to permit loading of expendable materials into 
the apparatus and/or adjustment and repair of the ap paratus. 

Exposure of the light-sensitive image-recording material 
is effected by an exposure system mounted within the 
main housing section thereon and including a light source 
for illuminating the subject matter to be photographed, a 
photographic objective lens for producing an image of the 
Subject matter on the layer containing the image-recording 
material, means providing a light path between the lens 
and the image-recording material, and photoelectric ex 
posure control means including a photoseisitive element 
and a shutter for insuring an exposure appropriate for the 
Subject matter being photographed. This type of exposure 
System is preferred because it permits the photography of 
opaque and three-dimensional subjects and the reproduc 
tion of continuous tones. This exposure system includes 
a transparent window 26 in upper wall 8 of the main 
housing section near end wall 14 thereof and, underlying 
the window, a transverse panel 28, side panel 29 and a 
iower panel 38 cooperating with side wall 19, end wall 14 
and upper wall i8 to define a chamber 32 which is light 
tight with respect to the remainder of the interior of the 
housing for containing a light source for illuminating the 
Subject matter, e.g., a document to be copied. The light 
Source comprises, in the form shown, twelve lamps 34 
mounted on lower panel 38 and arranged in two rows of 
six each adjacent opposite ends of chamber 32. The lamps 
of each row are mounted within a trough-shaped. reflector 
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housing comprising a rear wall 36 located furthest from 
the center of chamber 32 and a forward wall 38 located 
between the lamps and the center of chamber 32. The 
inner surfaces of walls 36 and 38 are preferably highly 
reflective and the housings perform the functions of more 
uniformly distributing the light from the lamps while 
preventing light from the lamps from reaching the objec 
tive lens directly. In order to provide uniform exposure, 
the lamps in each row are arranged in two groups of three 
spaced toward opposite ends of each row and thereby 
provide for greater illumination at the margins of window 
26 than at the center thereof. This is made necessary be 
cause light from portions of the Subject at the margins Of 
window 26 is attenuated to a greater extent upon reaching 
the image-recording layer than is light from portions of 
the subject nearer the center of window 26. 
The exposure system includes a lens and shutter assen 

bly 40 mounted on the underside of lower panel 30 in 
closing relation to an opening 42 in the lower panel located 
substantially at the center window. In order to prevent 
light from lamps 34 from being specularly reflected from 
the inner surface of window 26 to the lens of assembly 4, 
polarizing sheets 44 are mounted in front of the lamps on 
the reflector housings and polarizer sheet 46 is mounted in 
front of the lens in covering relation to opening 42. Sheets 
44 are so oriented with respect to sheet 46 that polarized 
light transmitted by sheets 44 and specularly reflected to 
ward sheet 46 is absorbed by the latter, while light reflect 
ed from the subject, being nonpolarized, is transmitted by 
sheet 46. The shutter of assembly 40 makes an eXposure 
the duration of which is controlled by a system including 
a photocell 48 mounted within chamber 32 on lower panel 
36 adjacent opening 42 in position to measure light from 
a subject as a document positioned for exposure against 
the upper surface of window 26. A photoelectrically con 
trolled shutter suitable for this purpose is shown and de 
scribed together with its control system in detail in the co 
pending application of David S. Grey, Serial No. 150,228, 
filed November 6, 1961. This particular shutter is de 
signed to open instantaneously to commence an eXposure, 
measure the light from the subject and, when a predeter 
mined amount of light has passed through the shutter, 
closes to terminate the exposure. In the apparatus of the 
invention, lamps 34 are turned on simultaneously with the 
opening of the shutter and are turned off after the shutter 
closes to terminate the exposure. By virtue of this con 
struction, the exposure of each document or other Subject 
matter to be photographed is assured of being proper 
regardless of the reflection characteristics of the particular 
document. 
The apparatus includes means for retaining documents 

against the upper surface of window 26 in position for ex 
posure and, in the form shown, these means include a flex 
ible cover 50 formed of a dense material such as a metal 
filled organic plastic having sufficient weight to hold in 
place a document positioned between the cover and win 
dow 25. Cover 58) is dimensioned to extend across win 
dow 26 and into a well 52 between chamber 32 and side 
wall 12. Cover 59 is coupled with a return mechanism 54 
mounted at the bottom of well 52 so that the cover will 
return to well 52 following withdrawal of the cover from 
the well sufficiently to cover a thick object such as a book 
or the like. Cover 50 is also provided with a handle 56 
to facilitate grasping and manipulation of the cover and 
an angle plate 58 for extending around the corner of upper 
wall 8 and side wall is for retaining cover 50 across 
window 26. 
As previously noted, the apparatus comprises a main 

housing section 22 and a drawer or carriage 24 which may 
be withdrawn from the housing to permit loading of ex 
pendable materials into the apparatus. Carriage 24 com 
prises a pair of lateral supporting members 60 and 62 
mounted for sliding movement, respectively, on telescop 
ing tracks 64 and 66 mounted on the inner sides of side 
walls 2 and 16 respectively. Lateral support members 60 
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4. 
and 62 form the base of carriage 24 and Support the com 
ponents of the apparatus which are mounted on the car 
riage. Included among these components are means for 
holding a supply of the sheet material employed in the 
apparatus, means for positioning successive areas of the 
sheet for exposure, means for treating the sheet with a 
liquid and means for drying successive sections of the sheet 
and delivering the sheets from the apparatus. In this lat 
ter regard, upper wall 8 of the main housing section in 
cludes a recessed section 68 formed with an opening 70 
through which sheets are delivered in an upward direction 
and deposited upon recessed section 68. 
The combined photosensitive and image-receiving sheet 

employed in the apparatus of the invention is designated 
72, and is coiled on a spool 74 including stub shafts at its 
ends, mounted for rotation in Support brackets 76 mount 
ed on lateral support members 60 and 62 underlying 
recessed section 68 of upper wall 8. From spool 74, 
sheet 72 is conducted downwardly between a pair of feed 
rolls 78 and 80 between a pair of guide members 82 and 
84. Guide member 82 includes a generally flat plate 86 
at least coextensive with the area of sheet 72 to be ex 
posed and having a surface (facing sheet 72) disposed 
substantially at the focal surface of the lens of assembly 
46 and lying in a plane parallel with the axis of the lens 
and perpendicular to the plane of window 26. Guide 
member 84 functions to retain successive Sections of sheet 
72 against plate 86 and comprises a generally rectangular 
frame including vertical edge sections 88 and a lower hori 
zontal edge member 90 for engaging marginal portions of 
successive sections of sheet 72 and guiding the sheet be 
tween guide members 82 and 84. In the preferred en 
bodiment of the apparatus, successive sections of sheet 72 
are exposed substantially to their lateral margins and to 
the transverse margins, particularly at the lower trans 
verse margin, and accordingly, edge sections 88 and edge 
member 9.0 of guide member 84 are formed of a light 
transmitting material, organic plastics such as the acrylics 
being particularly suited to this purpose. 
The optical system of the apparatus includes a mirror 

92 mounted within main housing section 22 and having 
a reflecting surface lying in a plane disposed substantial 
ly at 45° with respect to the optic axis of the objective 
lens and the plane of the supporting surface of plate 86, 
so that light transmitted by the lens of assembly 40 is re 
flected from mirror 92 at a 90° angle (with respect to 
the lens axis) toward a section of sheet 72 positioned for 
exposure between guide members 82 and 84. The 
mounting of mirror 92 is one which provides for adjust 
ment of the position of the mirror and the mirror itself 
is in the form of a trapezoid with the edge of the mirror 
closest the objective lens being substantially shorter 
than the edge of the mirror furthest from the lens. 
The apparatus, as previously noted, is designed to 
produce copies of different sizes, for example, copies 
of the two standard lengths, specifically, eleven and 
fourteen inches. Accordingly, the distance between 
the upper and lower edges of the frame comprising 
guide member 84 is equal to the maximum (14'') 
of copies to be made, and provision is made for masking 
the upper portion of the section of the sheet positioned 
for exposure when shorter copies are to be made. These 
means include a shutter plate 94 pivotally mounted on 
the upper portion of guide member 84 and dimensioned 
So as to extend downwardly and obscure a predetermined 
portion of sheet 72 near the upper portion of the frame. 
Shutter plate 94 is pivotable between the operative posi 
tion, shown in FIG. 3, in which it extends downwardly 
so as to obscure a portion (e.g., 3') of sheet 72, to an 
inoperative position, shown in broken lines in FIG. 3, 
in Which shutter plate 94 is located out of the path of 
light from the lens of assembly 40. A solenoid 
96 coupled with shutter plate 94 by an appropriate link 
age is provided for pivoting the shutter plate between its 
operative and inoperative positions. 
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To permit loading of a supply of sheet 72 into the ap 

paratus and threading the sheet between feed rolls 78 
and 80 and guide members 82 and 84, feed roll 80 is 
mounted on extensions 98 of guide member 84 and the 
latter is mounted for pivotal movement about its lower 
end on lateral support nembers 60 and 62. A bar 100 
is joined at its ends to extensions 98 and provides a han 
dle for pivoting guide mimeber 84 about its lower end 
in order to load sheet 72 into the apparatus, and springs 
(not shown) are provided for biasing guide member 84 
into the operative position shown in FIG. 3. 
During the operation of the apparatus, a section of 

sheet 72 is fed downwardly by feed rolls 78 and 80 be 
tween guide members 82 and 84 at least until the leading 
edge of the sheet has passed downwardly beyond edge 
member 90, whereupon movement of the sheet is arrested 
with a section of the sheet located in position for ex 
posure. The apparatus includes means for severing suc 
cessive sections of sheet 72 from the remainder of the 
sheet so that copies produced by the apparatus are de 
livered as individual rectangular prints approximately 
equal in length (11' or 14') to the originals. These 
means include a rotary knife 102 disposed adjacent and 
elow edge member 90 and adapted to operate against an 

anvil 64 disposed in juxtaposition with edge member 
90. Knife 02 is mounted on lateral support members 
60 and 62 for rotation in a counterclockwise direction 
(viewing FIG. 3) to sever the sheet closely adjacent the 
lower edge of the section thereof which is exposed. 
Anvil 104 is mounted on a support bracket 186 which 
also functions to support the lower portion of guide mem 
ber 32, and the anvil is movable slightly with respect to 
bracket C6 for purposes which will be described more 
fully hereinafter. 
A section of sheet 72 positioned between guide mem 

bers 82 and 84 is exposed following severance at its lead 
ing end from the preceding section of sheet 72 and fol 
lowing exposure, the exposed section is advanced down 
ward by rotation of feed rolls 78 and 80 between knife 
102 and anvil 104 into the bite of a second pair of feed 
rolls 188 and 112 positioned below knife 102. Feed 
rolls 108 and 156 are rotated to advance the leading edge 
of sheet 72 against the curved surface of a deflection 
block 112 mounted beneath the bite of rolls 108 and 
118 in position to change the direction of movement of 
sheet 72 and guide the sheet around the periphery of feed 
roll .08 between the latter and a third feed roll 14 lo 
cated in juxtaposition with feed roll 108. The sheet is 
advanced by feed rolls 108 and 114 upwardly and at an 
angle into engagement with means for distributing a pro 
cessing liquid in contact with the exposed side of sheet 
72. 
The means for distributing a processing liquid in con 

tact with sheet 72 are shown in detail in FIGS. 3, 5 and 
6, and include a liquid applicator device designated 16, 
and a cooperating Supporting device 18 located in juxta 
position with one another adjacent opposite sides of the 
path of movement of sheet 72 from between feed rolls 
108 and 1:4. The processing composition may com 
prise an aqueous alkaline liquid which is preferably 
rendered quite viscous by the incorporation of a viscous 
film-forming material, for example, sodium carboxymeth 
yl cellulose, and the applicator device functions to dis 
tribute this viscous liquid as a layer in contact with sheet 
72. Applicator device 16 functions to extrude the liq 
uid as a film and simultaneously doctor the film onto 
sheet 72 to form a thin layer thereon of predetermined 
thickness. The layer of liquid applied to each section 
of sheet 72 is substantially rectangular in shape and is 
preferably coextensive with the section to which it is ap 
plied, that is, so that the layer of liquid extends substan 
tially to the four edges of each section of the sheet. Ac 
cordingly, the applicator device is constructed to dispense 
an accurately predetermined amount of liquid and ap 
ply the liquid as a layer having precise dimensions and 

IO 

5 

30 

35 

40 

45 

50 

55 

60 

65. 

70 

75 

section. 

3,282,192 
6 

Substantially uniform predetermined thickness to succes 
sive rectangular sections of a sheet as each section is 
moved past and in engagement with the applicator de 
vice. The liquid may be highly corrosive (alkaline) and 
because of the thickening agent, hardens upon drying 
So that the applicator is specially designed to maintain 
the liquid in an airtight environment, prevent the liquid 
from contacting other components of the apparatus, and 
function reliably over an extended period of intermittent 
operation without the need for cleaning and/or adjust 
ment. 

The applicator device comprises a body section, desig 
nated 120, having end walls 22, a longitudinal wall 124, 
a side wall 26 and a cover plate 23 secured to longi 
tudinal wall 124 by screws 129 (adjacent the side of longi 
tudinal wall 124) cpposite side wall 126 to provide an 
elongated chamber or recess 130 approximately equal in 
length to the width of sheet 72. One of end walls 122 
is formed with an opening 32 communicating with recess 
130 providing means for introducing liquid to the recess. 
Applicator device i6 also includes a closure section 134 
mounted on body section 120 and cooperating with the 
body section and cover plate 28 to provide an elongated 
passage approximately equal in length to the width of 
sheet 72 and communicating with recess 130 in the body 

This passage, designated 136, is defined by a 
tapered edge section 138 of cover plate 28 which abuts 
against an elastomeric sealing strip 140 secured to an 
edge section 42 of closure section 134. The applicator 
device includes means for retaining body section 120 and 
closure section 34 together, providing for pivotal move 
ment of the body and closure sections with respect to one 
another to open and close passage 136 and to pump a 
liquid supplied to recess 130 from the recess through pas 
Sage 36 so that the liquid is dispensed as a thin layer 
through the passage. These last-mentioned means com 
prise a cylindrical tube or sleeve 144 mounted within the 
applicator device between the body and closure sections 
and extending lengthwise of the device with the ends of 
the sleeve engaged in openings (not shown) in end walls 
122 of body section 120. Sleeve 144 is secured within a 
cylindrical channel in closure section 134 to the closure 
section by screws 46 so that the body section is pivotable 
with respect to the closure section about the axis of sleeve 
144. Sleeve E.44 is formed with an axial slot 148 approxi 
mately equal in length to recess 130 and passage 136 
and communicating with the recess and the passage. 
Mounted within sleeve 144 is a cylindrical liquid feed roll 
i50 having an outer diameter which is just sufficiently less 
than the inner diameter of the sleeve to allow the liquid 
feed roll to rotate freely within the sleeve. Liquid feed 
roll 50 extends substantially from end to end of the sleeve 
and a gear i52 is secured to one end of liquid feed roll 
150 for driving the feed roll. A portion of cover plate 128 
extends into slot 148 in sleeve 144 and includes a cylin 
drical surface juxtaposed with the surface of roll 50 and 
Cooperating therewith to define an annular channel 54 
communicating between recess 30 and passage 136. In 
the operation of the applicator device, liquid feed roll 150 
is Totated in a counterclockwise direction (viewing FIG. 6) 
in contact with the viscous liquid filling recess 30, draw 
ing the liquid into channel 154 and functioning as a pump 
to increase the pressure within the channel for forcing the 
viscous liquid from channel 154 into and through passage 
i36 between edge sections 138 and 142. The portion of 
sleeve 44 defining the longitudinal edge of slot 48 in 
the sleeve is aligned substantially with the surface of seal 
ing strip 40 which defines one side of passage 136 and 
functions to conduct the viscous processing liquid from 
channel 154 into passage 136 while removing the liquid 
from liquid feed roll 150. - 

Closure section 134 of the applicator device is mounted 
in fixed position on carriage 24, and body section 120 of 
the applicator device is pivoted with respect to closure sec 
tion 134 about the axis of roll E59 for opening and closing 
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passage 36. Passage 136 is retained in the closed posi 
tion shown in FIG. 6 by springs 156 engaged between the 
body section and an adjusting screw 158 threaded into 
closure section 134. Springs 156 bias body section 120 for 
rotation in a counterclockwise direction into the closed 
position shown and the body section is pivoted in a clock 
wise direction against the biases of springs 156 in order 
to open passage 136 so that the liquid may be extruded 
therefrom. Sealing strip 40, being formed of an elasto 
meric material, cooperates with cover plate 128, which 
may be formed of metal, to provide a liquid, gas and 
vapor impervious seal when passage 136 is closed, and ad 
justing screw 158 provides means for varying the sealing 
force exerted by springs 56 by adjustably compressing the 
springs. 

Supporting device 118 is provided for holding sheet 72 
against cover plate 128 and edge section 42 of closure 
section 134 as the sheet is moved past passage 136 and for 
pivoting body section 120 of the applicator device in order 
to open passage 136. The supporting device comprises 
a platen 60 pivotally mounted at one end coaxially with 
feed roll .08 and extending adjacent the applicator device 
toward the opposite end thereof. Platen 60 includes a 
section 62 disposed in juxtaposition with cover plate 128 
and closure section 134 adjacent opposite sides of passage 
E36 and supports i64 extending from section 162 toward 
feed roll .08 and providing means on which section 62 
is pivotally mounted for limited movement toward and 
away from applicator device 16. Section 162 is formed 
with an elongated opening in which a pressure plate 66 
is engaged for movement with respect to the platen toward 
and away from the applicator device. Pressure plate 166 
is at least equal in length to passage 136 and is located in 
juxtaposition with edge sections 138 and 142 so as to sup 
port sheets 72 against the edge sections as the sheet is 
moved past passage 36. Pressure plate 166 is biased to 
ward the applicator device by a plurality of springs 168 
engaged between the pressure plate and adjusting screws 
170 threaded into a bracket 72 mounted on section 62. 

In the operation of the applicator and supporting device, 
as a section of sheet 72 is advanced between feed rolls 98 
and 14 between section 62 and cover plate 28, platen 
560 is pivoted in a counterclockwise direction toward the 
applicator device so as to pivot the body section of the 
applicator and press sheet 72 against the applicator. Elec 
trically operated means in the form of a solenoid 174 
mounted on bracket 106 are provided for pivoting piaten 
160, and a pair of set screws 176 are threaded through sup 
ports 164 for engaging end walls. E22 of body section 120 
for pivoting the body section to open passage 136 to a 
predetermined width. Set screws 176 make it possible to 
vary the width of opening 136 as well as the gap between 
platen 60 and cover plate 28 through which sheet 72 
is advanced. As the sheet is advanced past opening 136 
the liquid is extruded through the opening onto the sheet 
and edge section 442 functions as a doctor for insuring 
that the layer of liquid applied to the sheet is of uniform 
thickness. The surface 178 of closure section 134 facing 
section 162 of platen 60 is set back from the surface 
of edge section 142 and relieved so as not to interfere with 
or disturb the layer of liquid on sheet 72 as the sheet and 
layer of liquid are moved between section 162 and surface 
178. A drive roll 180 is provided pivotally mounted at 
its ends in a recess in section 62 of platen 60 with the 
periphery of the drive roll extending from the platen suf 
ficiently to engage sheet 72 located between the platen and 
cover plate E28. Drive 189 includes a surface formed 
of an elastomeric material having a relatively high co 
efficient friction for the purpose of moving sheet 72 be 
tween the platen and cover plate 28 across aperture 36 
between the latter and pressure plate 166. During coat 
ing operations drive roll 80 is rotated by a chain 182 
engaged between sprockets 84 and 86 mounted on, 
respectively, drive roll 80 and feed roll 98. 
The processing liquid is supplied to applicator device 
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116 from a disposable reservoir in the form of a container 
188 mounted within the apparatus on the carriage above 
supporting device 18 behind guide member 82. Con 
tainer 88 may be formed of any air and water im 
permeable material, the organic plastics such as poly 
ethylene being especially suited for this purpose, and is 
connected with the applicator device by a U-shaped con 
duit 190 coupled with recess 139 at one of end walls 
122 by way of opening 32 provided therein, and with 
the lower portion of container 188 so that the liquid 
within the container flows through the conduit to the 
applicator under the force of gravity. Conduit 90 may 
comprise an expendable component of the container to 
facilitate replacement of the container of liquid when 
its liquid contents are exhausted. 
The apparatus includes means for withdrawing each 

successive section of sheet 72 from between the applica 
tor and supporting devices and simultaneously drying 
the liquid coated sheet rapidly and evenly so that the 
sheet, comprising a copy of an original, may be delivered 
from the apparatus in a dry condition. These last 
mentioned means are shown in FIGS. 2 and 3 and com 
prise an endless web 192 supported between two shafts 
194 and 196, the former being located closely adjacent 
the end of section 162 of platen 60 and the latter being 
mounted on the carriage above shaft 194 and closer to 
end wall 6, so that the section of web 192 extending 
between shafts 194 and 196 and facing end wall 16 
extends upwardly and at an angle with respect to the 
vertical as represented by end wall 16. Web 192 may 
comprise one or more strips of a flexible sheet material 
preferably having a high coefficient of friction with 
respect to sheet 72. Shaft 194 is positioned so that the 
outer surface of web 192, where the web extends around 
shaft 194, is substantially tangent with the plane of sheet 
72 as the sheet emerges from between the applicator and 
supporting devices. As previously noted, the applicator 
device is designed to apply a coating of the liquid to 
sheet 72 Substantially to the lateral edges of the sheets 
and, accordingly, web 192 and the drier of which it 
is a component are designed to support the web without 
contacting the liquid coated surface of the web. 
The sheet is supported against web 192 and dried by 

blowing heated air against the web. For this purpose, 
the apparatus includes a blower 198, a duct 290 coupled 
With the blower, a heater 202 mounted within the duct 
and a plurality of baffles 204 mounted within duct 200. 
Blower 198, mounted on carriage 24 underlying mirror 
92 and duct 260, extends from the blower adjacent lower 
wall 20 beneath applicator device 116 and then upward 
adjacent web 192. A filter 206 is provided in an open 
ing in lower wall 20 for removing foreign material from 
air taken in by the blower. The portion of duct 200 adja 
cent Web 192 is approximately equal in width to the 
width of sheet 72 and the side of the duct facing the 
Web is open. Baffles 204 extend within duct 200 from 
a position underlying applicator device 116, include end 
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Sections curved toward web 192 and cooperate with each 
other and the duct to provide a plurality of separate 
conduits which, by virtue of the curved ends of the 
baffles, direct the heated air against portions of web 192 
succeeding from shaft 194 to shaft 196, thereby support 
ing sheet 72 against web 192 by air pressure. 

In the preferred embodiment of the apparatus shown, 
the friction between sheet 72 and web 92 is sufficient 
to withdraw the trailing end portion of each successive 
Section of sheet 72 between edge section 142 of the appli 
cator device and pressure plate 66 of the supporting 
device. However, it is contemplated that, in some in 
stances, it may be advisable to provide a pair of discs 
(not shown) in juxtaposition with web 192 at shaft 194 
in order to press sheets 72 at their lateral margins (where, 
usually, there is no image) against web 192 and thereby 
insure withdrawal of each sheet from between the applica 
tor and Supporting devices. 
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Lateral support members 60 and 62 define the sides 
of duct 200 and are formed with openings 208 adjacent 
the upper ends of the ducts. The ends of baffles 204 
terminate short of web 192 so that air passing through 
the duct and directed against a sheet supported on the 
web is conducted along the web toward the end of the 
duct and exhausted through openings 208. Exhaust ducts 
210 are provided on side walls 10 and 2 of the main 
housing section and extend downwardly from adjacent 
openings 298 to lower wall 20 which is formed with 
openings 212 through which the air is exhausted from 
the housing of the apparatus. 
From web 192, a dried copy comprising a section of 

sheet 72 is conducted upwardly and fed through opening 
70 onto recessed section 68 of upper wall 8. For this 
purpose, a pair of endless webs 214 and 2:6 are provided, 
Web 214 being supported between a shaft 218 located 
adjacent shaft 196 and an upper shaft 220 located adja 
cent opening 70, and web 216 being supported between 
a lower shaft 222 juxtaposed with shaft 2:8 and an upper 
shaft 224 located adjacent opening 70 in juxtaposition 
with shaft 220. The shafts are so positioned that sections 
of the webs are in face-to-face relation and the leading 
end of a section of sheet 72 supported on web 192 moves 
into the bite of webs 24 and 26 between shafts 28 
and 220. WebS 214 and 216 each preferably com 
prises a plurality of narrow webs positioned in side-by 
side relation and formed of flexible material having a 
high coefficient of friction. 
The drive mechanism of the apparatus comprises a 

motor 226 mounted on carriage 24 between container 
i88 and spool 74. Motor 226 drives feed roll 78 and 
shaft 196 through a chain 228 engaged with a sprocket 
230 on the motor shaft, a sprocket 232 on roll 78 and 
a sprocket 234 on shaft 196. The periphery of the por 
tion of Web 214 extending around shaft 218 is pressed 
against the periphery of web 92 at shaft 96 so that 
torque transmitted to shaft 96 is transferred to web 214 
to move WebS 24 and 216 so as to advance a sheet 72 
upwardly between the webs and through opening 70 onto 

... recess section 68. Feed roll 78 is driven through an 
electrically operated clutch controlled by a pair of micro 
Switches 236 and 238 mounted between longitudinal sec 
tions of web 192 and including control levers extend 
ing into the path of movement of sheet 72 supported on 
web 92. The control levers of switches 236 and 238 
are positioned along the path of movement of sheet 72 
at predetermined distances, e.g., fourteen and eleven inches 
respectively, from the edge of anvil 84 at which sheet 
72 is severed, and function to deenergize the clutch 
through which drive roll 78 is driven when a predeter 
mined length, e.g., either eleven or fourteen inch, of sheet 
72 has been advanced past anvil 164 and knife 102. 
Knife 92 is driven through an electrically operated single 
revolution clutch controlled by either of Switches 236 
and 238 and, accordingly, functions to sever either a four 
teen or eleven inch section of sheet 72 from the renaider 
of the sheet as the sheet moves between the knife and 
the anvil. The apparatus includes a control knob 240 ex 
tending from upper wall 8 which may be adjusted 
manually for selecting the number and length of copies 
to be produced by the apparatus. Control knob. 248 also 
operates solenoid 96 so that the length of sheet 72 which 
is exposed is substantially equal to the length of the 
sheet advanced between the knife and the anvil and cut off 
by the knife. 
The drive mechanism also includes idler sprockets 242 

for supporting a chain 244 driven by a second sprocket, 
also designated 230, on the shaft of motor 226. Drive 
chain 244 is engaged with a drive sprocket 246 mounted 
on the lower portion of the carriage and coupled through 
a gear drive with feed roll 10 and the single revolution 
clutch which drives knife 102. Roll 38 is rotated by roll 
1:0 and, as previously noted, drives drive roll 80 through 
chain 182 and sprockets coupled with rolls 63 and 586. 
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The drive mecahnism includes another drive sprocket 248 
coupled with a gear 250 meshed with gear 152 on liquid 
feed roll 156 for driving the liquid feed roll. In an 
alternative embodiment of the apparatus, gear 250 may 
be coupled with sprocket 248 through an electrically 
operated clutch so that the rotation of feed roll 15 may 
be controlled separately. 

In addition to the controls previously described, the 
apparatus includes a pair of series connected micro 
switches 252 and 254 mounted on supports i64 of platen 
ió9 and including control levers extending across the path 
of movement of sheet 72 between platen 160 and cover 
plate 128 into recesses 256 in the cover plate. Although 
the control levers of both micro switches do not actual 
ly show in FIG. 6 because the section is taken between 
the two micro switches which engage the sheet at its 
margins, the positions of both control levers are shown 
in FIG. 6 for purposes of illustration. The function of 
micro switches 252 and 254 is to control the operation 
of the liquid applicator and supporting devices, particular 
ly the operation of solenoid 174 which moves platen 160 
toward and away from the liquid applicator. Both micro 
Switches are in series in a circuit with the solenoid and 
are normally open so that only when both control levers 
are engaged by a sheet are the micro switches closed 
energizing solenoid 74 and causing platen 60 to be 
moved toward applicator device 16. When this occurs, 
Set screws 76 engage end walls i22 of the applicator 
device pivoting body section 120 of the applicator device 
and opening passage 136 to permit the liquid to flow 
therefrom. Solenoid 74 remains energized until one of 
the micro switches opens and this occurs when the control 
lever of switch 254, which first engages the leading edge 
of the sheet, drops off the sheet at the trailing edge 
thereof. The purpose of the particular arrangement of 
the control levers is to commence application of the 
liquid as close as possible to the leading edge of a sheet 
and terminate application of the liquid as close as pos 
sible to the trailing edge of the sheet. Accordingly, the 
control lever of Switch 252 is positioned as close as 
possible to passage 136 and commences the application 
of the liquid while the control lever of switch 254 is 
located furthest from passage 136 and terminates the 
application of the liquid. When solenoid 74 is deener 
gized allowing platen i50 to move away from the appli 
cator device, there is a slight overrun of the processing 
liquid and, accordingly, the distance between the control, 
lever of switch 254 and passage 136 is adjusted to insure 
that the layer of liquid applied to the sheet will termi 
nate as close as possible to the trailing edge of the sheet. 
In the embodiment of the apparatus shown, liquid feed 
roll i56 may rotate to pump the liquid into passage 136 
throughout the period during which motor 226 is run 
ning. However, the problems involved in sealing pas 
sage 136 against the flow of liquid are reduced if liquid 
feed roll 50 is rotated only during the period when 
the passage is open, and this may be accomplished by 
controlling the aforementioned electrically operated clutch 
using micro switches 252 and 254 for this purpose. 
To operate the apparatus, the operator turns knob 

246 to select the length and the number of copies to be 
produced, and then lifts cover 50 and places the original 
on window 26 with an edge of the original located in 
alignment with a visible reference on the exterior of the 
window. The operator then closes a switch designated 
258 projecting above upper' wall 8 near knob 240 to start 
the apparatus, the switch functioning to start motor 226, 
blower 198 and heater 202, energize the lamps and render 
the exposure control system operative to make an ex 
posure. Solenoid 96 is energized to pivot shutter plate 
94 out of the path of light from the lens of assembly 40, 
if the shorter, e.g., 11", of the two possible copies is 
to be made. The shutter of assembly 40 opens and re 
mains open for a predetermined period dependent upon 
the light reaching photocell 48 from the original being 
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copied and then closes and, upon closing, completes cir 
cuits through relays to the clutch which drives roll 78 
and the single revolution clutch which drives knife 102. 
The power supply to the shutter is then interrupted so 
that the exposure cannot be repeated until another sec 
tion of sheet 72 is in position for exposure. When the 
clutch driving roll 78 is energized, the roll rotates ad 
vancing the exposed section of sheet 72 downwardly be 
tween the knife and anvil between rolls 19 and 308, 
against deflector block 12 and thence upwardly between 
rolls 108 and 114 between applicator device 16 and 
supporting device 18 into engagement with web 192, 
When one of switches 236 and 238 is actuated, the clutch 
driving roll 78 is deemergized and the single revolution 
clutch driving rotary knife 82 is energized thereby si 
multaneously discontinuing the movement of sheet 72 
and cutting off the exposed section of the sheet. Anvil 
104 is coupled with a switch 260 so that when knife 192 
cuts sheet 72 against the anvil, switch 260 is actuated to 
connect the power supply to the exposure system so that 
another exposure can be made. 
The components of the control system have not been 

shown and described in detail inasmuch as they include 
conventional devices such as relays and Switches, and their 
specific selection and arrangement are considered to be 
well within the skill of the art when the function of the 
control system as described is known. For example, 
switches 236,238 and 260 are closed when actuated to 
operate relays which control the flow of current to the 
clutches which drive roll 78 and rotary knife 102 and to 
the exposure control system. Platen 60 is biased apart 
from the applicator device so that switches 252 and 254 
are normally open and are in series with the power supply 
to solenoid 74. The control circuit also includes a 
counter for recycling the apparatus if more than one copy 
is to be made and also controls the operation of solenoid 
95 depending on the size of copies selected. When the 
number of copies desired has been made, the operator 
opens switch 258 interrupting the power to motor 226, 
blower AS8, heater 292 and the exposure system including 
lamps 34, shutter 40 and the exposure control system as 
sociated therewith. In an alternative embodiment of 
the exposure control system, lamps 34 may be operated in 
conjunction with the shutter, and in this system, are en 
ergized when the shutter opens and deemergized when the 
shutter closes. 
To load a supply of sheet 72 into the apparatus, car 

riage 24 is withdrawn substantially to the position shown 
in FIGURE 1, guide member 84 is pivoted in a clockwise 
direction to separate roll 80 from roll 78, a spool of sheet 
72 is mounted at its ends in support bracket 76 and the 
leading end of the sheet is fed between rolls 78 and 89, 
and guide member 84 is pivoted back to engage the sheet 
between rolls 78 and 86. The controls described hereto 
fore may include a loading control which permits the 
Operator to operate motor 226 and energize the clutch 
drive roll 78 in order to feed the leading end of sheet 72 
downwardly to a position adjacent anvil 04. The car 
riage is then moved into the main housing section and 
the apparatus is run through a couple of cycles of oper 
ation to pass the leading end portion of sheet 72 through 
the machine and thereby bring an unexposed section of 
the sheet into position for exposure. It is contemplated 
that a length of sheet 72 will be provided on spool 74 
Suficient to make a large number of copies, for example, 
a thousand, and that simultaneously with the loading of 
spool 74 into the apparatus, a container 188 holding suffi 
cient liquid to process the thousand copies will also be 
loaded into the apparatus. Obviously, loading of the 
apparatus is a very simple matter requiring no mixing of 
liquids and the simple loading of a single sheet. The 
operation of the apparatus is even more simple, requiring 
only that the operator place an original in position for 
exposure, select the number and size copies to be made 
and press a button to start the apparatus. The apparatus 
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2 
automatically delivers the desired number of copies of 
the proper size in a dry condition and all of these func 
tions are performed by devices housed in apparatus which 
is relatively small and compact. 

Since certain changes may be made in the above ap 
paratus without departing from the scope of the invention 
herein involved, it is intended that all matter contained 
in the above description or shown in the accompanying 
drawings shall be interpreted as illustrative and not in a 
limiting sense. 
What is claimed is: 
1. In photographic apparatus for exposing and process 

ing a succession of light-sensitive sheets to produce photo 
graphic images in said sheets, means for applying a vis 
cous processing liquid as a layer of predetermined thick 
neSS and extent to one surface of each cf said sheets, 
said means comprising, in combination: 

an applicator comprising first and second sections co 
operating to provide a chamber for holding said li 
quid, said first and second sections including adjacent 
portions defining a passage communicating with said 
chamber and substantially equal in length to one di 
mension of said layer of liquid and being pivotable 
with respect to one another to open and close said 
passage, said portions including outer surfaces ad 
jacent said passage lying substantially in a plane; 

liquid feeding means within said chamber for forcing 
said liquid under pressure from said chamber through 
said passage; 

resilient means mounted on said sections for biasing 
said Sections into relative positions at which said 
passage is closed; 

Support means for holding said sheets against said outer 
Surfaces during movement of said sheets across said 
Surfaces and said passage therebetween; 

said first Sction of said applicator being mounted in 
fixed position and said support means being mounted 
for movement toward and away from applicator be 
tween operative and inoperative positions; 

actuating means coupled with said support means for 
moving said Support means toward and away from 
said applicator between said operative and inopera 
tive positions; 

said support means including a pressure member at 
least equal in length to said passage and juxtaposed 
With said Surfaces for resiliently urging said sheets 
against Said surfaces in said operative position of said 
Support means and engagement means for engaging 
and pivoting said second section with respect to said 
first section to open said passage during movement of . 
said support means toward said applicator into said 
operative position; and - 

drive means mounted on said support means adjacent 
Said pressure member in juxtaposition with said por 
tion of Said second section for movement in frictional 
engagement with said sheet to advance said sheet to 
Ward and across said passage between said surfaces 
and said pressure member. 

2. The photographic apparatus of claim 1 in which 
Said chamber is at least equal in length to said passage; 
said applicator includes a cylindrical tube secured within 
said chamber to said first section and engaged at its ends 
Within said second section for rotation with respect to 
Said Second section about the axis of said tube, securing 
said first and second sections together for pivotal move 
ment with respect to one another to open and close said 
passage; and said tube is formed with an axial opening 
at least equal in length to said passage and chamber and 
communicating with said passage and chamber. 

3. The photographic apparatus of claim 2 in which said 
liquid feeding means comprise a cylindrical roll at least 
equal in length to said passage and closely engaged with 
in Said tube for rotation coaxially with respect to said 
tube; and Said portion of said second section includes 
an inner Surface extending from said chamber to said 
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passage in juxtaposition with said roll and cooperating 
therewith to form an annular channel from said cham 
ber to said passage through which said liquid is forced 
by rotation of said rol. 

4. The photographic apparatus of claim 1 in which 
said actuating means are electrically operated and means 
are provided for controlling the operation of said actuat 
ing means to commence the application of said liquid 
closely adjacent the leading edge of a sheet and discon 
tinuing the application of said liquid closely adjacent 
the trailing edge of said sheet, the last-mentioned means 
including a pair of normally open switches connected in 
Series with said actuating means, said switches includ 
ing control levers positioned in the path of movement 
iof said sheets between said application means and said 
support means and responsive to engagement with said 
sheets for closing said switches, said control levers be 
ing positioned for engagement by the leading edge of 
said sheet during movement of said leading edge toward 
Said passage, said control lever of one of said switches 
being positioned for engagement by said leading edge 
closely adjacent said passage to open said passage and 
commence the application of said liquid and the other 
of said control levers being positioned for engagement 
by the leading edge of said sheet at a predetermined 
distance from said passage and being operative to close 
said passage and terminate the application of said liquid 
upon disengagement from said sheet at the trailing edge 
thereof. 

5. The photographic apparatus of claim 4 in which 
Said Switches are mounted on said support means and 
said control levers extend across said path of movement 
of Said sheets from said support means into recess in 
said Second section of said applicator adjacent the ends 
of Said chamber for engagement with lateral marginal 
portions of said sheets. 

6. A photographic apparatus of claim 4 in which said 
drive means include a friction roll mounted in juxta 
position with said second section for rotation about an 
axis substantially parallel with said surface and perpen 
dicular to the direction of movement of said sheets, said 
friction roll is at least equal in length to said chamber 
and includes peripheral grooves near its ends; and said 
control levers extend within said grooves to positions be 
tween said friction roll and said second section within 
recesses in the latter. 

7. The photographic apparatus of claim in which 
said portion of said second section is set back from said 
plane beginning at a line parallel with and spaced a pre 
determined distance from said passage to provide a doc 
tor for controlling the thickness of said layer of liquid. 

8. The photographic apparatus of claim i in which said 
engagement means comprise a pair of members for en 
gaging said first section adjacent the lateral edges of said 
sheets for pivoting said first section with respect to said 
Second section to open said passage, the positions of the 
last-mentioned members being adjustable to vary the ex 
tent of pivotal movement of said first section and the 
width of said passage. 

9. In photographic apparatus including support means 
for moving successive light-sensitive sheets along a pre 
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determined path and supporting said sheets against means 
for applying a liquid thereto during movement of said 
sheets along said path, in combination, applicator means 
for applying a viscous processing liquid to each of said 
sheets as a layer of predetermined thickness extending 
Substantially to the edges of said each sheet, said ap 
plicator means comprising, in combination: 

a body member formed with a recess substantially equal 
in length to one dimension of said layer of liquid; 

a cylindrical tube longer than said recess and pivotally 
mounted at its ends on said body member in clos 
ing relation to said recess, said tube including an 
axial opening at least equal in length to and com 
municating with said recess; 

an end member secured to said tube for pivotal move 
ment together with said tube with respect to said 
body about the axis of said tube; 

said body member and said end member including ad 
jacent sections cooperating to define the sides of 
a passage substantially equal in length to said cham 
ber, communicating with said chamber by way of 
said opening in said tube and capable of being opened 
and closed by pivotal movement of said body mem 
ber with respect to said end member; 

resilient means engaged between said members for 
urging said members into a position at which said 
passage is closed; 

a cylindrical roll at least equal in length to said recess 
closely engaged within said tube for rotation co 
axially with respect to said tube; 

said section of said body member including an inner 
surface extending from said recess to said passage 
in juxtaposition with said roll and cooperating there 
with to form an annular channel from said recess to 
said passage through which said liquid is forced by 
rotation of said roll; and 

said adjacent sections including outer surfaces adjacent 
said passage lying substantially in a plane against 
which said sheets are supported during application of 
said liquid and movement of said sheets across said 
passage. 

18. Photographic apparatus as defined in claim 9 in 
which said outer surface of said end member is set back 
from said plane beginning at a line Substantially parallel 
with and spaced a predetermined distance from said pas 
Sage to provide a doctor for controlling the thickness of 
said layer of said liquid. 

11. Photographic apparatus as defined in claim 9 in 
cluding means associated with said resilient means for 
controlling the force exerted thereby on said body and 
end members to retain said passage in the closed position. 
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