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(57) ABSTRACT 

An integrated circuit is provided with first circuitry having 
first and second transistors which emit light during a change 
in state between states of low and high resistance and second 
circuitry having third transistors which emit light during a 
change in state. The third transistors are disposed near at least 
one of the first and second transistors so that light emissions 
from the third transistors hinder optical detection of a pattern 
of light emitted by the first and second transistors. 
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METHOD AND APPARATUS FOR REDUCING 
OPTICAL EMISSIONS IN AN INTEGRATED 

CIRCUIT 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of Ser. No. 
10/942,858 filed Sep. 17, 2004, which is a continuation-in 
part application of U.S. application Ser. No. 09/517,541 filed 
Mar. 2, 2000, now issued U.S. Pat. No. 7,249,109, which is a 
divisional application of U.S. application Ser. No. 09/113.223 
filed Jul. 10, 1998, issued as U.S. Pat. No. 6,442,525 all of 
which is herein incorporated by reference. 

TECHNICAL FIELD 

0002 The present invention relates to the field of inte 
grated circuits. 
0003. The invention has been developed primarily for use 
in integrated circuits that contain important Secret informa 
tion, Such as encryption keys stored in non-volatile memory, 
where it is desirable to prevent that information from being 
determined through various attacks. However, it will be 
appreciated that the invention is not limited to use in this field. 

BACKGROUND OF THE INVENTION 

0004. In integrated circuits, and CMOS circuits in particu 
lar, changes in State of a device Such as an inverter can cause 
emission of light, such as infrared light. Whilst relatively low 
in power, Such emissions can be detected, particularly if inte 
grated over time while the circuit is in operation. Given sen 
sitive enough equipment and enough time, it may be possible 
to determine Sufficient information about the operating 
parameters of the integrated circuit to compromise informa 
tion that it stores or processes. 
0005. It would be desirable to provide an integrated circuit 
with a mechanism for hindering optical detection of a pattern 
oflight emitted by one or more active devices in an integrated 
circuit. 

SUMMARY OF THE INVENTION 

0006. The invention is in an authentication chip in which 
secret data is manipulated, a method of shielding manipula 
tions of the secret data from observation, including the steps 
of: 
0007 Operating non-flashing CMOS structures in the 
chip, in which the pMOS and nMOS transistors are driven 
Such that they do not have intermediate resistance simulta 
neously during a change of state of the CMOS structures, to 
manipulate the secret data; and 
0008 Operating conventional (flashing) CMOS inverters 
adjacent the non-flashing CMOS structures at the same time. 
0009. An advantage of the invention is that no infrared 
light is emitted since there is no short circuit in the FET during 
Switching, and in consequence there is nothing to be viewed 
through the silicon Substrate (silicon is transparent to Infrared 
light). 
0010. In addition the regular CMOS inverters will emit 
Infrared and other wavelengths of light to disguise the opera 
tion of the non-flashing CMOS. 
0011 Each Authentication Chip may contain a noise gen 
erator that generates continuous circuit noise. The noise gen 
erator may be used to drive the regular CMOS inverters. The 
noise will also interfere with other electromagnetic emissions 
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from the chip's regular activities and add noise to the I. 
signal. The noise generator may, in addition, be used togen 
erate electronic noise, multiple state changes each clock 
cycle, and as a source of pseudo-random bits for Tamper 
Prevention and Detection circuitry. 
0012. The regular CMOS inverters may take their input 
from a Tamper Detection Line. The Tamper Detection Line 
may operate multiple times faster than the regular operating 
circuitry, so the net effect will be a high rate of light-bursts 
next to each non-flashing CMOS component. Since a bright 
light overwhelms observation of a nearby faint light, an 
observer will not be able to detect what switching operations 
are occurring in the chip proper. These regular CMOS invert 
ers will also effectively increase the amount of circuit noise, 
reducing the SNR and obscuring useful EMI. 
0013. In another aspect the invention is an authentication 
chip for performing the method, including: 
(0014 Non-flashing CMOS structures, in which pMOS 
and nMOS transistors are driven such that they do not have 
intermediate resistance simultaneously during a change of 
state of the CMOS structure, to manipulate the secret data; 
and 
0015 Conventional (flashing) CMOS inverters adjacent 
the non-flashing CMOS structures, to change state at the same 
time the non-flashing CMOS structures manipulate secret 
data. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0016 Notwithstanding any other forms which may fall 
within the scope of the present invention, preferred forms of 
the invention will now be described, by way of example only, 
with reference to the accompanying drawings in which: 
0017 FIG. 1 illustrates a single authentication chip data 
protocol; 
0018 FIG. 2 illustrates a dual authentication chip data 
protocol; 
0019 FIG. 3 illustrates a first presence only protocol; 
0020 FIG. 4 illustrates a second presence only protocol; 
(0021 FIG. 5 illustrates a third data protocol; 
0022 FIG. 6 illustrates a fourth data protocol; 
0023 FIG. 7 is a schematic block diagram of a maximal 
period LFSR; 
0024 FIG. 8 is a schematic block diagram of a clock 
limiting filter; 
0025 FIG. 9 is a schematic block diagram of the tamper 
detection lines; 
0026 FIG. 10 illustrates an oversized nMOS transistor 
used as test transistors in the tamper detection line of FIG.9; 
0027 FIG. 11 is a circuit diagram of part of the tamper 
detection line of FIG.9 including XOR gates between the two 
paths; 
0028 FIG. 12 illustrates how the Tamper Lines cover the 
noise generator circuitry; 
(0029 FIG. 13 is a circuit diagram of the normal FET 
implementation of a CMOS inverter; 
0030 FIG. 14 is voltage/current diagram for the transis 
tors of the CMOS inverter of FIG. 13; 
0031 FIG. 15 is a circuit diagram of the FET implemen 
tation of a non-flashing CMOS inverter; 
0032 FIG. 16 is impedance diagram for the transistors of 
the CMOS inverter of FIG. 15. 
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BEST MODE OF THE INVENTION 

Authentication Chip 

0033. The authentication chip of the preferred embodi 
ment is responsible for ensuring that only correctly manufac 
tured print rolls are utilized in the camera system. The authen 
tication chip utilizes technologies that are generally valuable 
when utilized with any consumables and are not restricted to 
print roll system. Manufacturers of other systems that require 
consumables (such as a laser printer that requires toner car 
tridges) have struggled with the problem of authenticating 
consumables, to varying levels of success. Most have resorted 
to specialized packaging. However this does not stop home 
refill operations or clone manufacture. The prevention of 
copying is important to prevent poorly manufactured Substi 
tute consumables from damaging the base system. For 
example, poorly filtered ink may clog print nozzles in an ink 
jet printer, causing the consumer to blame the system manu 
facturer and not admit the use of non-authorized consum 
ables. 

0034) To solve the authentication problem, the Authenti 
cation chip contains an authentication code and circuit spe 
cially designed to prevent copying. The chip is manufactured 
using the standard Flash memory manufacturing process, and 
is low cost enough to be included in consumables such as ink 
and toner cartridges. Once programmed, the Authentication 
chips as described here are compliant with the NSA export 
guidelines. Authentication is an extremely large and con 
stantly growing field. Here we are concerned with authenti 
cating consumables only. 

Symbolic Nomenclature 

0035. The following symbolic nomenclature is used 
throughout the discussion of this embodiment: 

Symbolic 
Nomenclature Description 

FDX Function F, taking a single parameter X 
FDX,Y) Function F, taking two parameters, X and Y 
XY X concatenated with Y 
X AY Bitwise XANDY 
X vy Bitwise XORY (inclusive-OR) 
XOY Bitwise XXORY (exclusive-OR) 
-X Bitwise NOT X (complement) 
X s-Y X is assigned the value Y 
X - Y, Z} The domain of assignment inputs to X is Y and Z. 
X=Y X is equal to Y 
XzY X is not equal to Y 
UX Decrement X by 1 (floor O) 
X Increment X by 1 (with wrapping based on register 

length) 
Erase X Erase Flash memory register X 
SetBits X,Y) Set the bits of the Flash memory register X based on Y 
Ze- Shift register X right one bit position, taking input bit 
ShiftRight X, Y from Y and placing the output bit in Z 

Basic Terms 

0036. A message, denoted by M, is plaintext. The process 
of transforming Minto cyphertext C, where the substance of 
Mis hidden, is called encryption. The process of transforming 
C back into M is called decryption. Referring to the encryp 
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tion function as E, and the decryption function as D, we have 
the following identities: 

0037 EM=C 
0038. DIC=M 

0039. Therefore the following identity is true: 
0040 DEMI=M 

Symmetric Cryptography 
0041. A symmetric encryption algorithm is one where: 
0042 the encryption function E relies on key K, 
0.043 the decryption function D relies on key K, 
0044 K can be derived from K, and 
0.045 K can be derived from K. 

0046. In most symmetric algorithms, K usually equals 
K. However, even if K does not equal K, given that one key 
can be derived from the other, a single key K can suffice for 
the mathematical definition. Thus: 

0047 EMI=C 
(0.048 DCM 

0049. An enormous variety of symmetric algorithms exist, 
from the textbooks of ancient history through to sophisticated 
modern algorithms. Many of these are insecure, in that mod 
ern cryptanalysis techniques can Successfully attack the algo 
rithm to the extent that K can be derived. The security of the 
particular symmetric algorithm is normally a function of two 
things: the strength of the algorithm and the length of the key. 
The following algorithms include suitable aspects for utiliza 
tion in the authentication chip. 
0050. DES 
0051 Blowfish 
0.052 RC5 
0053. IDEA 

DES 

0054 DES (Data Encryption Standard) is a US and inter 
national standard, where the same key is used to encrypt and 
decrypt. The key length is 56 bits. It has been implemented in 
hardware and Software, although the original design was for 
hardware only. The original algorithm used in DES is 
described in U.S. Pat. No. 3,962,539. A variant of DES, called 
triple-DES is more secure, but requires 3 keys: K. K. and 
K. The keys are used in the following manner: 

0055 EDEMIFC 
0056 DEDIC=M 

0057 The main advantage of triple-DES is that existing 
DES implementations can be used to give more security than 
single key DES. Specifically, triple-DES gives protection of 
equivalent key length of 112 bits. Triple-DES does not give 
the equivalent protection of a 168-bit key (3x56) as one might 
naively expect. Equipment that performs triple-DES decod 
ing and/or encoding cannot be exported from the United 
States. 

Blowfish 

0.058 Blowfish, is a symmetric block cipher first presented 
by Schneier in 1994. It takes a variable length key, from 32 
bits to 448 bits. In addition, it is much faster than DES. The 
Blowfish algorithm consists of two parts: a key-expansion 
part and a data-encryption part. Key expansion converts a key 
of at most 448 bits into several subkey arrays totaling 4168 
bytes. Data encryption occurs via a 16-round Feistel network. 
All operations are XORs and additions on 32-bit words, with 
four index array lookups per round. It should be noted that 
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decryption is the same as encryption except that the Subkey 
arrays are used in the reverse order. Complexity of implemen 
tation is therefore reduced compared to other algorithms that 
do not have Such symmetry. 

0059. Designed by Ron Rivest in 1995, RC5 has a variable 
block size, key size, and number of rounds. Typically, how 
ever, it uses a 64-bit block size and a 128-bit key. The RC5 
algorithm consists of two parts: a key-expansion part and a 
data-encryption part. Key expansion converts a key into 2r-2 
subkeys (where r-the number of rounds), each subkey being 
w bits. For a 64-bit blocksize with 16 rounds (w=32, r=16), 
the subkey arrays total 136 bytes. Data encryption uses addi 
tion mod 2", XOR and bitwise rotation. 

IDEA 

0060 Developed in 1990 by Lai and Massey, the first 
incarnation of the IDEA cipher was called PES. After differ 
ential cryptanalysis was discovered by Biham and Shamir in 
1991, the algorithm was strengthened, with the result being 
published in 1992 as IDEA. IDEA uses 128 bit-keys to oper 
ate on 64-bit plaintext blocks. The same algorithm is used for 
encryption and decryption. It is generally regarded to be the 
most secure block algorithm available today. It is described in 
U.S. Pat. No. 5,214,703, issued in 1993. 

Asymmetric Cryptography 

0061. As alternative an asymmetric algorithm could be 
used. An asymmetric encryption algorithm is one where: 

0062 the encryption function E relies on key K, 
0063 the decryption function D relies on key K. 
0064 K cannot be derived from K in a reasonable 
amount of time, and 

0065 K cannot be derived from K in a reasonable 
amount of time. 

0066. Thus: 
0067 EMI=C 
0068 DC=M 

0069. These algorithms are also called public-key because 
one key K can be made public. Thus anyone can encrypt a 
message (using K), but only the person with the correspond 
ing decryption key (K2) can decrypt and thus read the mes 
sage. In most cases, the following identity also holds: 

10070 EMI=C 
(0071. DIC=M 

0072 This identity is very important because it implies 
that anyone with the public key K can see M and know that 
it came from the owner of K. No-one else could have gen 
erated C because to do so would imply knowledge of K. The 
property of not being able to derive K from K and vice versa 
in a reasonable time is of course clouded by the concept of 
reasonable time. What has been demonstrated time after time, 
is that a calculation that was thought to require alongtime has 
been made possible by the introduction of faster computers, 
new algorithms etc. The security of asymmetric algorithms is 
based on the difficulty of one of two problems: factoring large 
numbers (more specifically large numbers that are the prod 
uct of two large primes), and the difficulty of calculating 
discrete logarithms in a finitefield. Factoring large numbers is 
conjectured to be a hard problem given today's understanding 
of mathematics. The problem however, is that factoring is 
getting easier much faster than anticipated. Ron Rivest in 
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1977 said that factoring a 125-digit number would take 40 
quadrillion years. In 1994 a 129-digit number was factored. 
According to Schneier, you need a 1024-bit number to get the 
level of security today that you got from a 512-bit number in 
the 1980's. If the key is to last for some years then 1024 bits 
may not even be enough. Rivest revised his key length esti 
mates in 1990: he suggests 1628 bits for high security lasting 
until 2005, and 1884 bits for high security lasting until 2015. 
By contrast, Schneier suggests 2048 bits are required in order 
to protect against corporations and governments until 2015. 
0073. A number of public key cryptographic algorithms 
exist. Most are impractical to implement, and many generate 
a very large C for a given M or require enormous keys. Still 
others, while secure, are far too slow to be practical for several 
years. Because of this, many public-key systems are 
hybrid—a public key mechanism is used to transmit a sym 
metric session key, and then the session key is used for the 
actual messages. All of the algorithms have a problem in 
terms of key selection. A random number is simply not secure 
enough. The two large primes p and q must be chosen care 
fully—there are certain weak combinations that can be fac 
tored more easily (some of the weak keys can be tested for). 
But nonetheless, key selection is not a simple matter of ran 
domly selecting 1024 bits for example. Consequently the key 
selection process must also be secure. 
0074. Of the practical algorithms in use under public scru 
tiny, the following may be suitable for utilization: 
0075 RSA 
0076. DSA 
0.077 ElGamal 

RSA 

0078. The RSA cryptosystem, named after Rivest, 
Shamir, and Adleman, is the most widely used public-key 
cryptosystem, and is a de facto standard in much of the world. 
The security of RSA is conjectured to depend on the difficulty 
of factoring large numbers that are the product of two primes 
(p and q). There are a number of restrictions on the generation 
of p and q. They should both be large, with a similar number 
of bits, yet not be close to one another (otherwisepdavpd). In 
addition, many authors have Suggested that p and q should be 
strong primes. The RSA algorithm patent was issued in 1983 
(U.S. Pat. No. 4,405,829). 

DSA 

0079 DSA (Digital Signature Standard) is an algorithm 
designed as part of the Digital Signature Standard (DSS). As 
defined, it cannot be used for generalized encryption. In addi 
tion, compared to RSA, DSA is 10 to 40 times slower for 
signature verification. DSA explicitly uses the SHA-1 hash 
ing algorithm (see definition in One-way Functions below). 
DSA key generation relies on finding two primes p and q. Such 
that q divides p-1. According to Schneier, a 1024-bit p value 
is required for long term DSA security. However the DSA 
standard does not permit values of p larger than 1024 bits (p 
must also be a multiple of 64bits). The US Government owns 
the DSA algorithm and has at least one relevant patent (U.S. 
Pat. No. 5,231,688 granted in 1993). 

ElGamal 

0080. The ElGamal scheme is used for both encryption 
and digital signatures. The security is based on the difficulty 
of calculating discrete logarithms in a finite field. Key selec 
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tion involves the selection of a prime p, and two random 
numbers g and X such that both g and X are less than p. Then 
calculate y gX mod p. The public key is y, g, and p. The 
private key is X. 

Cryptographic Challenge-Response Protocols and Zero 
Knowledge Proofs 

0081. The general principle of a challenge-response pro 
tocol is to provide identity authentication adapted to a camera 
system. The simplest form of challenge-response takes the 
form of a secret password. A asks B for the secret password, 
and if B responds with the correct password. A declares B 
authentic. There are three main problems with this kind of 
simplistic protocol. Firstly, once B has given out the pass 
word, any observer C will know what the password is. Sec 
ondly. A must know the password in order to verify it. Thirdly, 
if C impersonates A, then B will give the password to C 
(thinking C was A), thus compromising B. Using a copyright 
text (such as a haiku) is a weaker alternative as we are assum 
ing that anyone is able to copy the password (for example in 
a country where intellectual property is not respected). The 
idea of cryptographic challenge-response protocols is that 
one entity (the claimant) proves its identity to another (the 
Verifier) by demonstrating knowledge of a secret known to be 
associated with that entity, without revealing the secret itself 
to the verifier during the protocol. In the generalized case of 
cryptographic challenge-response protocols, with some 
schemes the verifier knows the secret, while in others the 
secret is not even known by the verifier. Since the discussion 
of this embodiment specifically concerns Authentication, the 
actual cryptographic challenge-response protocols used for 
authentication are detailed in the appropriate sections. How 
ever the concept of Zero Knowledge Proofs will be discussed 
here. The Zero Knowledge Proof protocol, first described by 
Feige, Fiat and Shamir is extensively used in Smart Cards for 
the purpose of authentication. The protocol’s effectiveness is 
based on the assumption that it is computationally infeasible 
to compute square roots modulo a large composite integer 
with unknown factorization. This is provably equivalent to 
the assumption that factoring large integers is difficult. It 
should be noted that there is no need for the claimant to have 
significant computing power. Smart cards implement this 
kind of authentication using only a few modular multiplica 
tions. The Zero Knowledge Proof protocol is described in 
U.S. Pat. No. 4,748,668. 

One-way Functions 

0082. A one-way function F operates on an input X, and 
returns FX such that X cannot be determined from FX. 
When there is no restriction on the format of X, and FX 
contains fewer bits than X, then collisions must exist. A 
collision is defined as two different X input values producing 
the same FX value—i.e. X and X exist Such that XzX-yet 
FDX=FDX. When X contains more bits than FX, the input 
must be compressed in Some way to create the output. In 
many cases, X is broken into blocks of a particular size, and 
compressed over a number of rounds, with the output of one 
round being the input to the next. The output of the hash 
function is the last output once X has been consumed. A 
pseudo-collision of the compression function CF is defined as 
two different initial values V, and V and two inputs X and X 
(possibly identical) are given such that CF(V, X)=CF(V, 
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X). Note that the existence of a pseudo-collision does not 
mean that it is easy to compute an X for a given X. 
I0083) We are only interested in one-way functions that are 
fast to compute. In addition, we are only interested in deter 
ministic one-way functions that are repeatable in different 
implementations. Consider an example F where FDX is the 
time between calls to F. For a given FX X cannot be deter 
mined because X is not even used by F. However the output 
from F will be different for different implementations. This 
kind of F is therefore not of interest. 
I0084. In the scope of the discussion of the implementation 
of the authentication chip of this embodiment, we are inter 
ested in the following forms of one-way functions: 
I0085 Encryption using an unknown key 
I0086 Random number sequences 
0087 Hash Functions 
I0088 Message Authentication Codes 

Encryption Using an Unknown Key 
I0089. When a message is encrypted using an unknown key 
K, the encryption function E is effectively one-way. Without 
the key, it is computationally infeasible to obtain M from 
EMI without K. An encryption function is only one-way for 
as long as the key remains hidden. An encryption algorithm 
does not create collisions, since E creates EMI Such that it 
is possible to reconstruct Musing function D. Consequently 
FX contains at least as many bits as X (no information is 
lost) if the one-way function F is E. Symmetric encryption 
algorithms (see above) have the advantage over Asymmetric 
algorithms for producing one-way functions based on 
encryption for the following reasons: 
0090 The key for a given strength encryption algorithm is 
shorter for a symmetric algorithm than an asymmetric algo 
rithm 
0091 Symmetric algorithms are faster to compute and 
require less Software/silicon 
0092. The selection of a good key depends on the encryp 
tion algorithm chosen. Certain keys are not strong for particu 
lar encryption algorithms, so any key needs to be tested for 
strength. The more tests that need to be performed for key 
selection, the less likely the key will remain hidden. 

Random Number Sequences 

0093 Considera random number sequence R. R. ..., R. 
R. We define the one-way function F such that FDX returns 
the X" random number in the random sequence. However we 
must ensure that FX is repeatable for a given X on different 
implementations. The random number sequence therefore 
cannot be truly random. Instead, it must be pseudo-random, 
with the generator making use of a specific seed. 
0094. There are a large number of issues concerned with 
defining good random number generators. Knuth, describes 
what makes a generator “good (including statistical tests), 
and the general problems associated with constructing them. 
The majority of random number generators produce the i' 
random number from the i-1" state the only way to deter 
mine the i' number is to iterate from the 0" number to the i'. 
If i is large, it may not be practical to wait for i iterations. 
Howeverthere is a type of random number generator that does 
allow random access. Blum, Blum and Shub define the ideal 
generator as follows: “ . . . we would like a pseudo-random 
sequence generator to quickly produce, from short seeds, 
long sequences (of bits) that appear in every way to be gen 
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erated by successive flips of a fair coin”. They defined the x 
mod n generator, more commonly referred to as the BBS 
generator. They showed that given certain assumptions upon 
which modern cryptography relies, a BBS generator passes 
extremely stringent statistical tests. 
0095. The BBS generator relies on selecting in which is a 
Blum integer (in pd where p and q are large prime numbers, 
pzq, p mod 4-3, and q mod 4–3). The initial state of the 
generatoris given by Xo where XX mod n, and X is a random 
integer relatively prime to n. The i'pseudo-random bit is the 
least significant bit of X, where X, X, mod n. As an extra 
property, knowledge of p and q allows a direct calculation of 
thei" number in the sequence as follows: x, x' mod n, where 
y-2 mod((p-1)(q-1)) 
0096. Without knowledge of p and q, the generator must 
iterate (the security of calculation relies on the difficulty of 
factoring large numbers). When first defined, the primary 
problem with the BBS generator was the amount of work 
required for a single output bit. The algorithm was considered 
too slow for most applications. However the advent of Mont 
gomery reduction arithmetic has given rise to more practical 
implementations. In addition, Vazirani and Vazirani have 
shown that depending on the size of n, more bits can safely be 
taken from X, without compromising the security of the gen 
erator. Assuming we only take 1 bit per X, N bits (and hence 
Niterations of the bit generator function) are needed in order 
to generate an N-bit random number. To the outside observer, 
given a particular set of bits, there is no way to determine the 
next bit other than a 50/50 probability. If the x, p and q are 
hidden, they act as a key, and it is computationally unfeasible 
to take an output bit stream and compute X, p, and q. It is also 
computationally unfeasible to determine the value of iused to 
generate a given set of pseudo-random bits. This last feature 
makes the generator one-way. Different values of i can pro 
duce identical bit sequences of a given length (e.g. 32 bits of 
random bits). Even if X, p and q are known, for a given Fi, i 
can only be derived as a set of possibilities, not as a certain 
value (of course if the domain of i is known, then the set of 
possibilities is reduced further). However, there are problems 
in selecting a good p and q, and a good seed X. In particular, 
Ritter describes a problem in selecting x. The nature of the 
problem is that a BBS generator does not create a single cycle 
of known length. Instead, it creates cycles of various lengths, 
including degenerate (Zero-length) cycles. Thus a BBS gen 
erator cannot be initialized with a random state—it might be 
on a short cycle. 

Hash Functions 

0097 Special one-way functions, known as Hash func 
tions map arbitrary length messages to fixed-length hash Val 
ues. Hash functions are referred to as HM. Since the input is 
arbitrary length, a hash function has a compression compo 
nent in order to produce a fixed length output. Hash functions 
also have an obfuscation component in order to make it dif 
ficult to find collisions and to determine information about M 
from HIM. Because collisions do exist, most applications 
require that the hash algorithm is preimage resistant, in that 
for a given X it is difficult to find X such that HDX=HDX. 
In addition, most applications also require the hash algorithm 
to be collision resistant (i.e. it should be hard to find two 
messages X and X such that HDX HDX). It is an open 
problem whether a collision-resistant hash function, in the 
idealist sense, can exist at all. The primary application for 
hash functions is in the reduction of an input message into a 
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digital "fingerprint” before the application of a digital signa 
ture algorithm. One problem of collisions with digital signa 
tures can be seen in the following example. 
I0098. A has a long message M that says “I owe BS10. A 
signs HM using his private key. B, being greedy, then 
searches for a collision message M, where HIM-HIM, but 
where M is favorable to B, for example “I owe BS1 million'. 
Clearly it is in A's interest to ensure that it is difficult to find 
such an M. 
0099 Examples of collision resistant one-way hash func 
tions are SHA-1, MD5 and RIPEMD-160, all derived from 
MD4. 

MD4 

0100 Ron Rivestintroduced MD4 in 1990. It is mentioned 
here because all other one-way hash functions are derived in 
some way from MD4. MD4 is now considered completely 
broken in that collisions can be calculated instead of searched 
for. In the example above, B could trivially generate a substi 
tute message M with the same hash value as the original 
message M. 

MD5 

0101 Ron Rivest introduced MD5 in 1991 as a more 
secure MD4. Like MD4. MD5 produces a 128-bit hash value. 
Dobbertin describes the status of MD5 after recent attacks. 
He describes how pseudo-collisions have been found in MD5, 
indicating a weakness in the compression function, and more 
recently, collisions have been found. This means that MD5 
should not be used for compression in digital signature 
schemes where the existence of collisions may have dire 
consequences. However MD5 can still be used as a one-way 
function. In addition, the HMAC-MD5 construct is not 
affected by these recent attacks. 

SHA-1 

0102 SHA-1 is very similar to MD5, but has a 160-bit 
hash value (MD5 only has 128 bits of hash value). SHA-1 was 
designed and introduced by the NIST and NSA for use in the 
Digital Signature Standard (DSS). The original published 
description was called SHA, but very soon afterwards, was 
revised to become SHA-1, supposedly to correct a security 
flaw in SHA (although the NSA has not released the math 
ematical reasoning behind the change). There are no known 
cryptographic attacks against SHA-1. It is also more resistant 
to brute-force attacks than MD4 or MD5 simply because of 
the longer hash result. The US Government owns the SHA-1 
and DSA algorithms (a digital signature authentication algo 
rithm defined as part of DSS) and has at least one relevant 
patent (U.S. Pat. No. 5,231,688 granted in 1993). 

RIPEMD-160 

(0103 RIPEMD-160 is a hash function derived from its 
predecessor RIPEMD (developed for the European Commu 
nity’s RIPE project in 1992). As its name suggests, RIPEMD 
160 produces a 160-bit hash result. Tuned for software imple 
mentations on 32-bit architectures, RIPEMD-160 is intended 
to provide a high level of security for 10 years or more. 
Although there have been no successful attacks on RIPEMD 
160, it is comparatively new and has not been extensively 
cryptanalyzed. The original RIPEMD algorithm was specifi 
cally designed to resist known cryptographic attacks on MD4. 
The recent attacks on MD5 showed similar weaknesses in the 



US 2010/0213878 A1 

RIPEMD 128-bit hash function. Although the attacks showed 
only theoretical weaknesses, Dobbertin, Preneel and Bosse 
laers further strengthened RIPEMD into a new algorithm 
RIPEMD-16O. 

Message Authentication Codes 
0104. The problem of message authentication can be 
Summed up as follows: 
0105. How can Abe sure that a message supposedly from 
B is in fact from B? 

0106 Message authentication is different from entity 
authentication. With entity authentication, one entity (the 
claimant) proves its identity to another (the verifier). With 
message authentication, we are concerned with making Sure 
that a given message is from who we think it is from i.e. it has 
not been tampered en route from the source to its destination. 
A one-way hash function is not sufficient protection for a 
message. Hash functions such as MD5 rely on generating a 
hash value that is representative of the original input, and the 
original input cannot be derived from the hash value. A simple 
attack by E, who is in-between A and B, is to intercept the 
message from B, and Substitute his own. Even if A also sends 
a hash of the original message, E can simply Substitute the 
hash of his new message. Using a one-way hash function 
alone. A has no way of knowing that B's message has been 
changed. One solution to the problem of message authenti 
cation is the Message Authentication Code, or MAC. When B 
sends message M, it also sends MACM so that the receiver 
will know that M is actually from B. For this to be possible, 
only B must be able to produce a MAC of M, and in addition, 
A should be able to verify Magainst MACIM). Notice that 
this is different from encryption of M-MACs are useful when 
M does not have to be secret. The simplest method of con 
structing a MAC from a hash function is to encrypt the hash 
value with a symmetric algorithm: 
0107 Hash the input message HM 
0108) Encrypt the hash EHM 
0109. This is more secure than first encrypting the mes 
sage and then hashing the encrypted message. Any symmetric 
or asymmetric cryptographic function can be used. However, 
there are advantages to using a key-dependant one-way hash 
function instead of techniques that use encryption (such as 
that shown above): 
0110 Speed, because one-way hash functions in general 
work much faster than encryption; 
0111. Message size, because EHM is at least the same 
size as M, while HIM is a fixed size (usually considerably 
smaller than M); 
0112 Hardware/software requirements—keyed one-way 
hash functions are typically far less complexity than their 
encryption-based counterparts; and 
0113. One-way hash function implementations are not 
considered to be encryption or decryption devices and there 
fore are not subject to US export controls. 
0114. It should be noted that hash functions were never 
originally designed to contain a key or to Support message 
authentication. As a result, Some ad hoc methods of using 
hash functions to perform message authentication, including 
various functions that concatenate messages with secret pre 
fixes, suffixes, or both have been proposed. Most of these ad 
hoc methods have been successfully attacked by sophisti 
cated means. Additional MACs have been suggested based on 
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XOR schemes and Toeplitz matricies (including the special 
case of LFSR-based constructions). 

HMAC 

0115 The HMAC construction in particular is gaining 
acceptance as a Solution for Internet message authentication 
security protocols. The HMAC construction acts as a wrap 
per, using the underlying hash function in a black-box way. 
Replacement of the hash function is straightforwardif desired 
due to security or performance reasons. However, the major 
advantage of the HMAC construct is that it can be proven 
secure provided the underlying hash function has some rea 
sonable cryptographic strengths—that is, HMAC's strengths 
are directly connected to the strength of the hash function. 
Since the HMAC construct is a wrapper, any iterative hash 
function can be used in an HMAC. Examples include HMAC 
MD5, HMAC-SHA1, HMAC-RIPEMD160 etc. Given the 
following definitions: 
H=the hash function (e.g. MD5 or SHA-1) 
n-number of bits output from H (e.g. 160 for SHA-1, 128bits 
for MD5) 
M=the data to which the MAC function is to be applied 
K=the secret key shared by the two parties 
ipad–0x36 repeated 64 times 
opad=0x5C repeated 64 times 
0116. The HMAC algorithm is as follows: 
Extend K to 64 bytes by appending 0x00 bytes to the end of K 
XOR the 64 byte string created in (1) with ipad 
Append data stream M to the 64 byte string created in (2) 
Apply H to the stream generated in (3) 
XOR the 64 byte string created in (1) with opad 
Append the H result from (4) to the 64 byte string resulting 
from (5) 
Apply H to the output of (6) and output the result 
0117 Thus: 

0118. The recommended key length is at least n bits, 
although it should not be longer than 64 bytes (the length of 
the hashing block). A key longer than n bits does not add to the 
security of the function. HMAC optionally allows truncation 
of the final output e.g. truncation to 128 bits from 160 bits. 
The HMAC designers Request for Comments was issued in 
1997, one year after the algorithm was first introduced. The 
designers claimed that the strongest known attack against 
HMAC is based on the frequency of collisions for the hash 
function Hand is totally impractical for minimally reasonable 
hash functions. More recently, HMAC protocols with replay 
prevention components have been defined in order to prevent 
the capture and replay of any M, HMACM combination 
within a given time period. 

Random Numbers and Time Varying Messages 
0119 The use of a random number generator as a one-way 
function has already been examined. However, random num 
ber generator theory is very much intertwined with cryptog 
raphy, security, and authentication. There are a large number 
of issues concerned with defining good random numbergen 
erators. Knuth, describes what makes a generator good (in 
cluding statistical tests), and the general problems associated 
with constructing them. One of the uses for random numbers 
is to ensure that messages vary over time. Consider a system 
where A encrypts commands and sends them to B. If the 
encryption algorithm produces the same output for a given 
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input, an attacker could simply record the messages and play 
them back to fool B. There is no need for the attacker to crack 
the encryption mechanism other than to know which message 
to play to B (while pretending to be A). Consequently mes 
sages often include a random number and a time stamp to 
ensure that the message (and hence its encrypted counterpart) 
varies each time. Random number generators are also often 
used to generate keys. It is therefore best to say at the moment, 
that all generators are insecure for this purpose. For example, 
the Berlekamp–Massey algorithm, is a classic attack on an 
LFSR random number generator. If the LFSR is of length n, 
then only 2n bits of the sequence suffice to determine the 
LFSR, compromising the key generator. If, however, the only 
role of the random number generator is to make Sure that 
messages vary over time, the security of the generator and 
seed is not as important as it is for session key generation. If 
however, the random number seed generator is compromised, 
and an attacker is able to calculate future "random numbers, 
it can leave some protocols open to attack. Any new protocol 
should be examined with respect to this situation. The actual 
type of random number generator required will depend upon 
the implementation and the purposes for which the generator 
is used. Generators include Blum, Blum, and Shub, stream 
ciphers such as RC4 by Ron Rivest, hash functions such as 
SHA-1 and RIPEMD-160, and traditional generators such 
LFSRs (Linear Feedback Shift Registers) and their more 
recent counterpart FCSRs (Feedback with Carry Shift Reg 
isters). 

Attacks 

0120. This section describes the various types of attacks 
that can be undertaken to break an authentication cryptosys 
tem. Such as the authentication chip. The attacks are grouped 
into physical and logical attacks. Physical attacks describe 
methods for breaking a physical implementation of a crypto 
system (for example, breaking open a chip to retrieve the 
key), while logical attacks involve attacks on the cryptosys 
tem that are implementation independent. Logical types of 
attack work on the protocols or algorithms, and attempt to do 
one of three things: 
0121 
0122) Obtain the secret key by force or deduction, so that 
any question can be answered Find enough about the nature of 
the authenticating questions and answers in order to, without 
the key, give the right answer to each question. 
0123. The attack styles and the forms they take are detailed 
below. Regardless of the algorithms and protocol used by a 
security chip, the circuitry of the authentication part of the 
chip can come under physical attack. Physical attack comes in 
four main ways, although the form of the attack can vary: 
0124 
0.125 Physical examination of chip while in operation 
(destructive and non-destructive) 

Bypass the authentication process altogether 

Bypassing the Authentication Chip altogether 

0126 Physical decomposition of chip 
0127 Physical alteration of chip 
0128. The attack styles and the forms they take are detailed 
below. This section does not suggest solutions to these 
attacks. It merely describes eachattack type. The examination 
is restricted to the context of an Authentication chip (as 
opposed to Some other kind of system, such as Internet 
authentication) attached to some System. 
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Logical Attacks 
I0129. These attacks are those which do not depend on the 
physical implementation of the cryptosystem. They work 
against the protocols and the security of the algorithms and 
random number generators. 

Ciphertext Only Attack 
0.130. This is where an attacker has one or more encrypted 
messages, all encrypted using the same algorithm. The aim of 
the attacker is to obtain the plaintext messages from the 
encrypted messages. Ideally, the key can be recovered so that 
all messages in the future can also be recovered. 

Known Plaintext Attack 

I0131 This is where an attacker has both the plaintext and 
the encrypted form of the plaintext. In the case of an Authen 
tication Chip, a known-plaintext attack is one where the 
attacker can see the data flow between the System and the 
Authentication Chip. The inputs and outputs are observed 
(not chosen by the attacker), and can be analyzed for weak 
nesses (such as birthday attacks or by a search for differen 
tially interesting input/output pairs). A known plaintext attack 
is a weaker type of attack than the chosen plaintext attack, 
since the attacker can only observe the data flow. A known 
plaintext attack can be carried out by connecting a logic 
analyzer to the connection between the System and the 
Authentication Chip. 

Chosen Plaintext Attacks 

0.132. A chosen plaintext attack describes one where a 
cryptanalyst has the ability to send any chosen message to the 
cryptosystem, and observe the response. If the cryptanalyst 
knows the algorithm, there may be a relationship between 
inputs and outputs that can be exploited by feeding a specific 
output to the input of another function. On a system using an 
embedded Authentication Chip, it is generally very difficult 
to prevent chosen plaintext attacks since the cryptanalyst can 
logically pretend he/she is the System, and thus send any 
chosen bit-pattern streams to the Authentication Chip. 

Adaptive Chosen Plaintext Attacks 
I0133. This type of attack is similar to the chosen plaintext 
attacks except that the attacker has the added ability to modify 
Subsequent chosen plaintexts based upon the results of pre 
vious experiments. This is certainly the case with any System/ 
Authentication Chip scenario described when utilized for 
consumables Such as photocopiers and toner cartridges, espe 
cially since both Systems and Consumables are made avail 
able to the public. 

Brute Force Attack 

I0134. A guaranteed way to break any key-based crypto 
system algorithm is simply to try every key. Eventually the 
right one will be found. This is known as a Brute Force Attack. 
However, the more key possibilities there are, the more keys 
must be tried, and hence the longer it takes (on average) to find 
the right one. If there are Nkeys, it will take a maximum of N 
tries. If the key is N bits long, it will take a maximum of 2Y 
tries, with a 50% chance of finding the key after only half the 
attempts (2''). The longer N becomes, the longer it will take 
to find the key, and hence the more secure the key is. Of 
course, an attack may guess the key on the first try, but this is 
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more unlikely the longer the key is. Consider a key length of 
56 bits. In the worst case, all 2 tests (7.2x10' tests) must be 
made to find the key. In 1977. Diffie and Hellman described a 
specialized machine for cracking DES, consisting of one 
million processors, each capable of running one million tests 
per second. Such a machine would take 20 hours to break any 
DES code. Consider a key length of 128 bits. In the worst 
case, all 2' tests (3.4x10 tests) must be made to find the 
key. This would take ten billion years on an array of a trillion 
processors each running 1 billion tests per second. With a 
long enough key length, a Brute Force Attack takes too long 
to be worth the attacker's efforts. 

Guessing Attack 

0135. This type of attack is where an attacker attempts to 
simply "guess the key. As an attack it is identical to the Brute 
force attack, where the odds of Success depend on the length 
of the key. 

Quantum Computer Attack 

0.136 To break an n-bit key, a quantum computer (NMR, 
Optical, or Caged Atom) containing in qubits embedded in an 
appropriate algorithm must be built. The quantum computer 
effectively exists in 2" simultaneous coherent states. The trick 
is to extract the right coherent state without causing any 
decoherence. To date this has been achieved with a 2 qubit 
system (which exists in 4 coherent states). It is thought pos 
sible to extend this to 6 qubits (with 64 simultaneous coherent 
states) within a few years. 
0.137 Unfortunately, every additional qubit halves the 
relative strength of the signal representing the key. This rap 
idly becomes a serious impediment to key retrieval, espe 
cially with the long keys used in cryptographically secure 
systems. As a result, attacks on a cryptographically secure key 
(e.g. 160 bits) using a Quantum Computer are likely not to be 
feasible and it is extremely unlikely that quantum computers 
will have achieved more than 50 or so qubits within the 
commercial lifetime of the Authentication Chips. Even using 
a 50 qubit quantum computer, 2' tests sts are required to 
crack a 160 bit key. 

Purposeful Error Attack 

0.138. With certain algorithms, attackers can gather valu 
able information from the results of a bad input. This can 
range from the error message text to the time taken for the 
error to be generated. A simple example is that of a userid/ 
password Scheme. If the error message usually says "Bad 
userid', then when an attacker gets a message saying "Bad 
password instead, then they know that the userid is correct. 
If the message always says “Bad userid/password then much 
less information is given to the attacker. A more complex 
example is that of the recent published method of cracking 
encryption codes from secure web sites. The attack involves 
sending particular messages to a server and observing the 
error message responses. The responses give enough infor 
mation to learn the keys—even the lack of a response gives 
Some information. An example of algorithmic time can be 
seen with an algorithm that returns an error as soon as an 
erroneous bit is detected in the input message. Depending on 
hardware implementation, it may be a simple method for the 
attacker to time the response and alter each bit one by one 
depending on the time taken for the error response, and thus 
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obtain the key. Certainly in a chip implementation the time 
taken can be observed with far greater accuracy than over the 
Internet. 

Birthday Attack 

0.139. This attack is named after the famous “birthday 
paradox” (which is not actually a paradox at all). The odds of 
one person sharing a birthday with another, is 1 in 365 (not 
counting leap years). Therefore there must be 183 people in a 
room for the odds to be more than 50% that one of them shares 
your birthday. However, there only needs to be 23 people in a 
room for there to be more than a 50% chance that any two 
share a birthday. This is because 23 people yields 253 differ 
ent pairs. Birthday attacks are common attacks against hash 
ing algorithms, especially those algorithms that combine 
hashing with digital signatures. If a message has been gener 
ated and already signed, an attacker must search for a colli 
sion message that hashes to the same value (analogous to 
finding one person who shares your birthday). However, if the 
attacker can generate the message, the Birthday Attack comes 
into play. The attacker searches for two messages that share 
the same hash value (analogous to any two people sharing a 
birthday), only one message is acceptable to the person sign 
ing it, and the other is beneficial for the attacker. Once the 
person has signed the original message the attacker simply 
claims now that the person signed the alternative message— 
mathematically there is no way to tell which message was the 
original, since they both hash to the same value. Assuming a 
Brute Force Attack is the only way to determine a match, the 
weakening of an n-bit key by the birthday attack is 2". A key 
length of 128 bits that is susceptible to the birthday attack has 
an effective length of only 64 bits. 

Chaining Attack 

0140. These are attacks made against the chaining nature 
of hash functions. They focus on the compression function of 
a hash function. The idea is based on the fact that a hash 
function generally takes arbitrary length input and produces a 
constant length output by processing the input n bits at a time. 
The output from one block is used as the chaining variable set 
into the next block. Rather than finding a collision against an 
entire input, the idea is that given an input chaining variable 
set, to find a substitute block that will result in the same output 
chaining variables as the proper message. The number of 
choices for a particular block is based on the length of the 
block. If the chaining variable is c bits, the hashing function 
behaves like a random mapping, and the block length is bbits, 
the number of such b-bit blocks is approximately 2b/2c. The 
challenge for finding a substitution block is that such blocks 
are a sparse subset of all possible blocks. For SHA-1, the 
number of 512 bit blocks is approximately 2°/2'', or 2. 
The chance of finding a block by brute force search is about 1 
in 2160. 
Substitution with a Complete Lookup Table 
0.141. If the number of potential messages sent to the chip 

is Small, then there is no need for a clone manufacturer to 
crack the key. Instead, the clone manufacturer could incorpo 
rate a ROM in their chip that had a record of all of the 
responses from a genuine chip to the codes sent by the system. 
The larger the key, and the larger the response, the more space 
is required for Such a lookup table. 
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Substitution with a Sparse Lookup Table 
0142. If the messages sent to the chip are somehow pre 
dictable, rather than effectively random, then the clone manu 
facturer need not provide a complete lookup table. For 
example: 
0143. If the message is simply a serial number, the clone 
manufacturer need simply provide a lookup table that con 
tains values for past and predicted future serial numbers. 
There are unlikely to be more than 10 of these. 
0144. If the test code is simply the date, then the clone 
manufacturer can produce a lookup table using the date as the 
address. 
0145 If the test code is a pseudo-random number using 
either the serial number or the date as a seed, then the clone 
manufacturer just needs to crack the pseudo-random number 
generator in the System. This is probably not difficult, as they 
have access to the object code of the System. The clone 
manufacturer would then produce a content addressable 
memory (or other sparse array lookup) using these codes to 
access stored authentication codes. 

Differential Cryptanalysis 

0146 Differential cryptanalysis describes an attack where 
pairs of input streams are generated with known differences, 
and the differences in the encoded streams are analyzed. 
Existing differential attacks are heavily dependent on the 
structure of S boxes, as used in DES and other similar algo 
rithms. Although other algorithms such as HMAC-SHA1 
have no Sboxes, an attacker can undertake a differential-like 
attack by undertaking statistical analysis of 
0147 Minimal-difference inputs, and their corresponding 
outputs 
0148 Minimal-difference outputs, and their correspond 
ing inputs 
0149 Most algorithms were strengthened against differ 
ential cryptanalysis once the process was described. This is 
covered in the specific sections devoted to each cryptographic 
algorithm. However Some recent algorithms developed in 
secret have been broken because the developers had not con 
sidered certain styles of differential attacks and did not sub 
ject their algorithms to public scrutiny. 

Message Substitution Attacks 
0150. In certain protocols, a man-in-the-middle can sub 
stitute part or all of a message. This is where a real Authen 
tication Chip is plugged into a reusable clone chip within the 
consumable. The clone chip intercepts all messages between 
the System and the Authentication Chip, and can perform a 
number of Substitution attacks. Consider a message contain 
ing aheader followed by content. An attacker may not be able 
to generate a valid header, but may be able to substitute their 
own content, especially if the valid response is something 
along the lines of “Yes, I received your message'. Even if the 
return message is “Yes, I received the following message . . . 
, the attacker may be able to Substitute the original message 

before sending the acknowledgement back to the original 
sender. Message Authentication Codes were developed to 
combat most message Substitution attacks. 

Reverse Engineering the Key Generator 
0151. If a pseudo-random number generator is used to 
generate keys, there is the potential for a clone manufacture to 
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obtain the generator program or to deduce the random seed 
used. This was the way in which the Netscape security pro 
gram was initially broken. 

Bypassing Authentication Altogether 
0152. It may be that there are problems in the authentica 
tion protocols that can allow a bypass of the authentication 
process altogether. With these kinds of attacks the key is 
completely irrelevant, and the attacker has no need to recover 
it or deduce it. Consider an example of a system that Authen 
ticates at power-up, but does not authenticate at any other 
time. A reusable consumable with a clone Authentication 
Chip may make use of a real Authentication Chip. The clone 
authentication chip uses the real chip for the authentication 
call, and then simulates the real Authentication Chip’s state 
data after that. Another example of bypassing authentication 
is if the System authenticates only after the consumable has 
been used. A clone Authentication Chip can accomplish a 
simple authentication bypass by simulating a loss of connec 
tion after the use of the consumable but before the authenti 
cation protocol has completed (or even started). One infa 
mous attack known as the “Kentucky Fried Chip’ hack 
involved replacing a microcontroller chip for a satellite TV 
system. When a Subscriber stopped paying the Subscription 
fee, the system would send out a “disable' message. However 
the new microcontroller would simply detect this message 
and not pass it on to the consumer's satellite TV system. 

Garrote/Bribe Attack 

0153. If people know the key, there is the possibility that 
they could tell someone else. The telling may be due to 
coercion (bribe, garrote etc), revenge (e.g. a disgruntled 
employee), or simply for principle. These attacks are usually 
cheaper and easier than other efforts at deducing the key. As 
an example, a number of people claiming to be involved with 
the development of the DivX standard have recently (May/ 
June 1998) been making noises on a variety of DVD news 
groups to the effect they would like to help develop DivX 
specific cracking devices—out of principle. 

Physical Attacks 
0154 The following attacks assume implementation of an 
authentication mechanism in a silicon chip that the attacker 
has physical access to. The first attack, Reading ROM, 
describes an attack when keys are stored in ROM, while the 
remaining attacks assume that a secret key is stored in Flash 
memory. 

Reading ROM 

(O155 If a key is stored in ROM it can be read directly. A 
ROM can thus be safely used to hold a public key (for use in 
asymmetric cryptography), but not to hold a private key. In 
symmetric cryptography, a ROM is completely insecure. 
Using a copyright text (such as a haiku) as the key is not 
Sufficient, because we are assuming that the cloning of the 
chip is occurring in a country where intellectual property is 
not respected. 

Reverse Engineering of Chip 

0156 Reverse engineering of the chip is where an attacker 
opens the chip and analyzes the circuitry. Once the circuitry 
has been analyzed the inner workings of the chip's algorithm 
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can be recovered. Lucent Technologies have developed an 
active method known as TOBIC (Two photon OBIC, where 
OBIC stands for Optical Beam Induced Current), to image 
circuits. Developed primarily for static RAM analysis, the 
process involves removing any back materials, polishing the 
back Surface to a mirror finish, and then focusing light on the 
Surface. The excitation wavelength is specifically chosen not 
to induce a current in the IC. A Kerckhoffs in the nineteenth 
century made a fundamental assumption about cryptanalysis: 
if the algorithm's inner workings are the sole secret of the 
scheme, the scheme is as good as broken. He stipulated that 
the secrecy must reside entirely in the key. As a result, the best 
way to protect against reverse engineering of the chip is to 
make the inner workings irrelevant. 

Usurping the Authentication Process 

0157. It must be assumed that any clone manufacturer has 
access to both the System and consumable designs. If the 
same channel is used for communication between the System 
and a trusted System Authentication Chip, and a non-trusted 
consumable Authentication Chip, it may be possible for the 
non-trusted chip to interrogate a trusted Authentication Chip 
in order to obtain the "correct answer. If this is so, a clone 
manufacturer would not have to determine the key. They 
would only have to trick the System into using the responses 
from the System Authentication Chip. The alternative method 
of usurping the authentication process follows the same 
method as the logical attack “Bypassing the Authentication 
Process', involving simulated loss of contact with the System 
whenever authentication processes take place, simulating 
power-down etc. 

Modification of System 

0158. This kind of attack is where the System itself is 
modified to accept clone consumables. The attack may be a 
change of System ROM, a rewiring of the consumable, or, 
taken to the extreme case, a completely clone System. This 
kind of attack requires each individual System to be modified, 
and would most likely require the owner's consent. There 
would usually have to be a clear advantage for the consumer 
to undertake Such a modification, since it would typically Void 
warranty and would most likely be costly. An example of such 
a modification with a clear advantage to the consumer is a 
software patch to change fixed-region DVD players into 
region-free DVD players. 

DirectViewing of Chip Operation by Conventional Probing 

0159. If chip operation could be directly viewed using an 
STM or an electron beam, the keys could be recorded as they 
are read from the internal non-volatile memory and loaded 
into work registers. These forms of conventional probing 
require direct access to the top or front sides of the IC while it 
is powered. 

DirectViewing of the Non-Volatile Memory 

0160 If the chip were sliced so that the floating gates of the 
Flash memory were exposed, without discharging them, then 
the key could probably be viewed directly using an STM or 
SKM (Scanning Kelvin Microscope). However, slicing the 
chip to this level without discharging the gates is probably 
impossible. Using wet etching, plasma etching, ion milling 
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(focused ion beam etching), or chemical mechanical polish 
ing will almost certainly discharge the Small charges present 
on the floating gates. 

Viewing the Light Bursts Caused by State Changes 
0.161 Whenever a gate changes state, a small amount of 
infrared energy is emitted. Since silicon is transparent to 
infrared, these changes can be observed by looking at the 
circuitry from the underside of a chip. While the emission 
process is weak, it is bright enough to be detected by highly 
sensitive equipment developed for use in astronomy. The 
technique, developed by IBM, is called PICA (Picosecond 
Imaging Circuit Analyzer). If the state of a register is known 
at time t, then watching that register change over time will 
reveal the exact value at time t+n, and if the data is part of the 
key, then that part is compromised. 

Monitoring EMI 
0162. Whenever electronic circuitry operates, faint elec 
tromagnetic signals are given off. Relatively inexpensive 
equipment (a few thousand dollars) can monitor these signals. 
This could give enough information to allow an attacker to 
deduce the keys. 

Viewing I. Fluctuations 
0163 Even if keys cannot be viewed, there is a fluctuation 
in current whenever registers change State. If there is a high 
enough signal to noise ratio, an attacker can monitor the 
difference in I that may occur when programming over 
either a high or a low bit. The change in I can reveal infor 
mation about the key. Attacks such as these have already been 
used to break Smart cards. 

Differential Fault Analysis 
0164. This attack assumes introduction of a bit error by 
ionization, microwave radiation, or environmental stress. In 
most cases such an error is more likely to adversely affect the 
Chip (eg cause the program code to crash) rather than cause 
beneficial changes which would reveal the key. Targeted 
faults such as ROM overwrite, gate destruction etc are far 
more likely to produce useful results. 

Clock Glitch Attacks 

0.165 Chips are typically designed to properly operate 
within a certain clock speed range. Some attackers attempt to 
introduce faults in logic by running the chip at extremely high 
clock speeds or introduce a clock glitchata particular time for 
a particular duration. The idea is to create race conditions 
where the circuitry does not function properly. An example 
could be an AND gate that (because of race conditions) gates 
through Input all the time instead of the AND of Input and 
Input. If an attacker knows the internal structure of the chip, 
they can attempt to introduce race conditions at the correct 
moment in the algorithm execution, thereby revealing infor 
mation about the key (or in the worst case, the key itself). 

Power Supply Attacks 
0166 Instead of creating a glitch in the clock signal, 
attackers can also produce glitches in the power Supply where 
the power is increased or decreased to be outside the working 
operating Voltage range. The net effect is the same as a clock 
glitch introduction of error in the execution of a particular 
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instruction. The idea is to stop the CPU from XORing the key, 
or from shifting the data one bit-position etc. Specific instruc 
tions are targeted so that information about the key is 
revealed. 

Overwriting ROM 

0167 Single bits in a ROM can be overwritten using a 
laser cutter microscope, to either 1 or 0 depending on the 
sense of the logic. With a given opcode/operand set, it may be 
a simple matter for an attacker to change a conditional jump 
to a non-conditional jump, or perhaps change the destination 
of a register transfer. If the target instruction is chosen care 
fully, it may result in the key being revealed. 

Modifying EEPROM/Flash 

(0168 EEPROM/Flash attacks are similar to ROM attacks 
except that the laser cutter microscope technique can be used 
to both set and reset individual bits. This gives much greater 
Scope in terms of modification of algorithms. 

Gate Destruction 

0169. Anderson and Kuhn described the rump session of 
the 1997 workshop on Fast Software Encryption, where 
Biham and Shamir presented an attack on DES. The attack 
was to use a laser cutter to destroy an individual gate in the 
hardware implementation of a known block cipher (DES). 
The net effect of the attack was to force a particular bit of a 
register to be “stuck'. Biham and Shamir described the effect 
of forcing a particular register to be affected in this way—the 
least significant bit of the output from the round function is set 
to 0. Comparing the 6 least significant bits of the left half and 
the right half can recover several bits of the key. Damaging a 
number of chips in this way can reveal enough information 
about the key to make complete key recovery easy. An 
encryption chip modified in this way will have the property 
that encryption and decryption will no longer be inverses. 

Overwrite Attacks 

0170 Instead of trying to read the Flash memory, an 
attacker may simply set a single bit by use of a laser cutter 
microscope. Although the attacker doesn’t know the previous 
value, they know the new value. If the chip still works, the 
bit's original state must be the same as the new state. If the 
chip doesn't work any longer, the bit's original state must be 
the logical NOT of the current state. An attacker can perform 
this attack on each bit of the key and obtain the n-bit key using 
at most n chips (if the new bit matched the old bit, a new chip 
is not required for determining the next bit). 

Test Circuitry Attack 

0171 Most chips contain test circuitry specifically 
designed to check for manufacturing defects. This includes 
BIST (Built In Self Test) and scan paths. Quite often the scan 
paths and test circuitry includes access and readout mecha 
nisms for all the embedded latches. In some cases the test 
circuitry could potentially be used to give information about 
the contents of particular registers. Test circuitry is often 
disabled once the chip has passed all manufacturing tests, in 
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Some cases by blowing a specific connection within the chip. 
A determined attacker, however, can reconnect the test cir 
cuitry and hence enable it. 

Memory Remanence 
0172 Values remain in RAM long after the power has 
been removed, although they do not remain long enough to be 
considered non-volatile. An attacker can remove power once 
sensitive information has been moved into RAM (for example 
working registers), and then attempt to read the value from 
RAM. This attack is most useful against Security systems that 
have regular RAM chips. A classic example is where a secu 
rity system was designed with an automatic power-shut-off 
that is triggered when the computer case is opened. The 
attacker was able to simply open the case, remove the RAM 
chips, and retrieve the key because of memory remanence. 

Chip Theft Attack 
0173 If there are a number of stages in the lifetime of an 
Authentication Chip, each of these stages must be examined 
in terms of ramifications for security should chips be stolen. 
For example, if information is programmed into the chip in 
stages, theft of a chip between stages may allow an attackerto 
have access to key information or reduced efforts for attack. 
Similarly, if a chip is stolen directly after manufacture but 
before programming, does it give an attacker any logical or 
physical advantage? 

Requirements 
0.174 Existing solutions to the problem of authenticating 
consumables have typically relied on physical patents on 
packaging. However this does not stop home refill operations 
or clone manufacture in countries with weak industrial prop 
erty protection. Consequently a much higher level of protec 
tion is required. The authentication mechanism is therefore 
built into an Authentication chip that allows a system to 
authenticate a consumable securely and easily. Limiting our 
selves to the system authenticating consumables (we don't 
consider the consumable authenticating the system), two lev 
els of protection can be considered: 
0.175 Presence Only Authentication. This is where only 
the presence of an Authentication Chip is tested. The Authen 
tication Chip can be reused in another consumable without 
being reprogrammed. 
(0176 Consumable Lifetime Authentication. This is 
where not only is the presence of the Authentication Chip 
tested for, but also the Authentication chip must only last the 
lifetime of the consumable. For the chip to be reused it must 
be completely erased and reprogrammed. 
(0177. The two levels of protection address different 
requirements. We are primarily concerned with Consumable 
Lifetime Authentication in order to prevent cloned versions of 
high Volume consumables. In this case, each chip should hold 
secure State information about the consumable being authen 
ticated. It should be noted that a Consumable Lifetime 
Authentication Chip could be used in any situation requiring 
a Presence Only Authentication Chip. The requirements for 
authentication, data storage integrity and manufacture should 
be considered separately. The following sections Summarize 
requirements of each. 

Authentication 

0.178 The authentication requirements for both Presence 
Only Authentication and Consumable Lifetime Authentica 
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tion are restricted to case of a system authenticating a con 
sumable. For Presence Only Authentication, we must be 
assured that an Authentication Chip is physically present. For 
Consumable Lifetime Authentication we also need to be 
assured that state data actually came from the Authentication 
Chip, and that it has not been altered en route. These issues 
cannot be separated—data that has been altered has a new 
Source, and if the Source cannot be determined, the question 
of alteration cannot be settled. It is not enough to provide an 
authentication method that is secret, relying on a home-brew 
security method that has not been scrutinized by security 
experts. The primary requirement therefore is to provide 
authentication by means that have withstood the scrutiny of 
experts. The authentication scheme used by the Authentica 
tion chip should be resistant to defeat by logical means. 
Logical types of attack are extensive, and attempt to do one of 
three things: 
0179 Bypass the authentication process altogether 
0180. Obtain the secret key by force or deduction, so that 
any question can be answered 
0181 Find enough about the nature of the authenticating 
questions and answers in order to, without the key, give the 
right answer to each question. 

Data Storage Integrity 

0182 Although Authentication protocols take care of 
ensuring data integrity in communicated messages, data Stor 
age integrity is also required. Two kinds of data must be stored 
within the Authentication Chip: 
0183 Authentication data, such as secret keys 
0184 Consumable state data, such as serial numbers, and 
media remaining etc. 
0185. The access requirements of these two data types 
differ greatly. The Authentication chip therefore requires a 
storage/access control mechanism that allows for the integrity 
requirements of each type. 

Authentication Data 

0186. Authentication data must remain confidential. It 
needs to be stored in the chip during a manufacturing/pro 
gramming stage of the chip's life, but from then on must not 
be permitted to leave the chip. It must be resistant to being 
read from non-volatile memory. The authentication scheme is 
responsible for ensuring the key cannot be obtained by deduc 
tion, and the manufacturing process is responsible for ensur 
ing that the key cannot be obtained by physical means. The 
size of the authentication data memory area must be large 
enough to hold the necessary keys and secret information as 
mandated by the authentication protocols. 

Consumable State Data 

0187. Each Authentication chip needs to be able to also 
store 256 bits (32 bytes) of consumable state data. Consum 
able state data can be divided into the following types. 
Depending on the application, there will be different numbers 
of each of these types of data items. A maximum number of 32 
bits for a single data item is to be considered. 
0188 Read Only 
(0189 ReadWrite 
(0190 Decrement Only 
0191 Read Only data needs to be stored in the chip during 
a manufacturing/programming stage of the chip's life, but 
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from then on should not be allowed to change. Examples of 
Read Only data items are consumable batch numbers and 
serial numbers. 
0.192 ReadWrite data is changeable state information, for 
example, the last time the particular consumable was used. 
ReadWrite data items can be read and written an unlimited 
number of times during the lifetime of the consumable. They 
can be used to store any state information about the consum 
able. The only requirement for this data is that it needs to be 
kept in non-volatile memory. Since an attacker can obtain 
access to a system (which can write to ReadWrite data), any 
attacker can potentially change data fields of this type. This 
data type should not be used for secret information, and must 
be considered insecure. 
0193 Decrement Only data is used to count down the 
availability of consumable resources. A photocopier's toner 
cartridge, for example, may store the amount oftoner remain 
ing as a Decrement Only data item. An ink cartridge for a 
color printer may store the amount of each ink color as a 
Decrement Only data item, requiring 3 (one for each of Cyan, 
Magenta, and Yellow), or even as many as 5 or 6 Decrement 
Only data items. The requirement for this kind of data item is 
that once programmed with an initial value at the manufac 
turing/programming stage, it can only reduce in value. Once 
it reaches the minimum value, it cannot decrement any fur 
ther. The Decrement Only data item is only required by Con 
sumable Lifetime Authentication. 

Manufacture 

0194 The Authentication chip ideally must have a low 
manufacturing cost in order to be included as the authentica 
tion mechanism for low cost consumables. The Authentica 
tion chip should use a standard manufacturing process. Such 
as Flash. This is necessary to: 
0.195 Allow a great range of manufacturing location 
options 
0196. Use well-defined and well-behaved technology 
0.197 Reduce cost 
0198 Regardless of the authentication scheme used, the 
circuitry of the authentication part of the chip must be resis 
tant to physical attack. Physical attack comes in four main 
ways, although the form of the attack can vary: 
0199 Bypassing the Authentication Chip altogether 
0200 Physical examination of chip while in operation 
(destructive and non-destructive) 
0201 Physical decomposition of chip 
0202 Physical alteration of chip 
0203 Ideally, the chip should be exportable from the U.S., 
So it should not be possible to use an Authentication chip as a 
secure encryption device. This is low priority requirement 
since there are many companies in other countries able to 
manufacture the Authentication chips. In any case, the export 
restrictions from the U.S. may change. 

Authentication 

0204 Existing solutions to the problem of authenticating 
consumables have typically relied on physical patents on 
packaging. However this does not stop home refill operations 
or clone manufacture in countries with weak industrial prop 
erty protection. Consequently a much higher level of protec 
tion is required. It is not enough to provide an authentication 
method that is secret, relying on a home-brew security 
method that has not been scrutinized by security experts. 
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Security systems such as Netscape's original proprietary sys 
tem and the GSM Fraud Prevention Network used by cellular 
phones are examples where design secrecy caused the Vul 
nerability of the security. Both security systems were broken 
by conventional means that would have been detected if the 
companies had followed an open design process. The Solution 
is to provide authentication by means that have withstood the 
scrutiny of experts. A number of protocols that can be used for 
consumables authentication. We only use security methods 
that are publicly described, using known behaviors in this 
new way. For all protocols, the security of the scheme relies 
on a secret key, not a secret algorithm. All the protocols rely 
on a time-variant challenge (i.e. the challenge is different 
each time), where the response depends on the challenge and 
the secret. The challenge involves a random number so that 
any observer will not be able to gather useful information 
about a Subsequent identification. Two protocols are pre 
sented for each of Presence Only Authentication and Con 
sumable Lifetime Authentication. Although the protocols dif 
fer in the number of Authentication Chips required for the 
authentication process, in all cases the System authenticates 
the consumable. Certain protocols will work with either one 
or two chips, while other protocols only work with two chips. 
Whether one chip or two Authentication Chips are used the 
System is still responsible for making the authentication deci 
S1O. 

Single Chip Authentication 

0205 When only one Authentication chip is used for the 
authentication protocol, a single chip 10 (referred to as 
ChipA) is responsible for proving to a system 11 (referred to 
as System) that it is authentic. At the start of the protocol, 
System 11 is unsure of Chip A's authenticity. System 11 
undertakes a challenge-response protocol with Chip A10, and 
thus determines Chip A's authenticity. In all protocols the 
authenticity of the consumable 12 is directly based on the 
authenticity of the chip, i.e. if ChipA 10 is considered authen 
tic, then the consumable 12, in which chip 10 is placed, is 
considered authentic. The data flow can be seen in FIG.1, and 
involves a challenge 13 issued from the system, and a 
response 14 returned by the chip 10. 
0206. In single chip authentication protocols, System 11 
can be software, hardware or a combination of both. It is 
important to note that System 11 is considered insecure—it 
can be easily reverse engineered by an attacker, either by 
examining the ROM or by examining circuitry. System is not 
specially engineered to be secure in itself. 

Double Chip Authentication 

0207. In other protocols, two Authentication Chips are 
required. A single chip 20 (referred to as ChipA) is respon 
sible for proving to a system 21 (referred to as System) that it 
is authentic. Chip A20 is associated with the consumable 22. 
As part of the authentication process, System 21 makes use of 
a trusted Authentication Chip 23 (referred to as ChipT). 
0208. In double chip authentication protocols, System 21 
can be software, hardware or a combination of both. However 
ChipT 23 must be a physical Authentication Chip. In some 
protocols ChipT 23 and ChipA 20 have the same internal 
structure, while in others ChipT 23 and Chip A 20 have dif 
ferent internal structures. The data flow can be seen in FIG.2, 
and can be seen to involve a challenge 24 from System 21 to 
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chipA 20 and a request 25 from system 21 to chipT 23, and a 
response 26 from chipA 20 to system 21 and information 27 
from chipT 23 to system 21. 
Presence Only Authentication (Insecure State Data) 
0209 For this level of consumable authentication we are 
only concerned about validating the presence of the Authen 
tication chip. Although the Authentication Chip can contain 
state information, the transmission of that state information 
would not be considered secure. Two protocols are presented. 
Protocol 1 requires 2 Authentication Chips, while Protocol 2 
can be implemented using either 1 or 2 Authentication Chips. 
Protocol 1 

0210 Protocol 1 is a double chip protocol (two Authenti 
cation Chips are required). Each Authentication Chip con 
tains the following values: 
0211) K Key for F.X. Must be secret. 
0212 R Current random number. Does not have to be 
secret, but must be seeded with a different initial value for 
each chip instance. Changes with each invocation of the Ran 
dom function. 
0213 Each Authentication Chip contains the following 
logical functions: 
0214 Random Returns R, and advances R to next in 
Sequence. 
0215 FX Returns FX, the result of applying a one 
way function F to X based upon the secret key K. 
0216. The protocol is as follows: 
0217 System 21 requests 30 Random from ChipT 23; 
0218 ChipT 23 returns 31 R to System 21; 
0219 System 21 requests 32 FIR) from both ChipT23 and 
ChipA 20: 
0220 ChipT 23 returns 34 FIR to System 21: 
0221 Chip A20 returns 35 F.R to System 21; 
0222 System compares FR with F.R.. If they are 
equal, then ChipA is considered valid. If not, then ChipA is 
considered invalid. 
0223. The data flow can be seen in FIG. 3. 
0224. The System 21 does not have to comprehend FR 
messages. It must merely check that the responses from 
Chip A and ChipT are the same. The System 21 therefore does 
not require the key. The security of Protocol 1 lies in two 
places: 
0225. The security of FDX. Only Authentication chips 
contain the secret key, so anything that can produce an FX 
from an X that matches the FDX generated by a trusted 
Authentication chip (ChipT) must be authentic. 
0226. The domain of R generated by all Authentication 
chips must be large and non-deterministic. If the domain of R 
generated by all Authentication chips is Small, then there is no 
need for a clone manufacturer to crack the key. Instead, the 
clone manufacturer could incorporate a ROM in their chip 
that had a record of all of the responses from a genuine chip to 
the codes sent by the system. The Random function does not 
strictly have to be in the Authentication Chip, since System 
can potentially generate the same random number sequence. 
However it simplifies the design of System and ensures the 
security of the random number generator will be the same for 
all implementations that use the Authentication Chip, reduc 
ing possible error in system implementation. 
0227 Protocol 1 has several advantages: 
0228 K is not revealed during the authentication process 
0229 Given X, a clone chip cannot generate FX with 
out K or access to a real Authentication Chip. 
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0230 System is easy to design, especially in low cost 
systems such as inkjet printers, as no encryption or decryp 
tion is required by System itself. 
0231. A wide range of keyed one-way functions exists, 
including symmetric cryptography, random number 
sequences, and message authentication codes. 
0232. One-way functions require fewer gates and are 
easier to Verify than asymmetric algorithms). Secure key size 
for a keyed one-way function does not have to be as large as 
for an asymmetric (public key) algorithm. A minimum of 128 
bits can provide appropriate security if FX is a symmetric 
cryptographic function. 
0233. However there are problems with this protocol: 
0234. It is susceptible to chosen text attack. An attacker 
can plug the chip into their own system, generate chosen RS, 
and observe the output. In order to find the key, an attacker can 
also search for an R that will generate a specific FM since 
multiple Authentication chips can be tested in parallel. 
0235 Depending on the one-way function chosen, key 
generation can be complicated. The method of selecting a 
good key depends on the algorithm being used. Certain keys 
are weak for a given algorithm. 
0236. The choice of the keyed one-way functions itself is 
non-trivial. Some require licensing due to patent protection. 
0237. A man-in-the middle could take action on a plaintext 
message Mbefore passing it on to ChipA it would be pref 
erable if the man-in-the-middle did not see M until after 
Chip A had seen it. It would be even more preferable if a 
man-in-the-middle didn't see Mat all. 
0238 If F is symmetric encryption, because of the key size 
needed for adequate security, the chips could not be exported 
from the USA since they could be used as strong encryption 
devices. 
0239. If Protocol 1 is implemented with F as an asymmet 

ric encryption algorithm, there is no advantage over the sym 
metric case—the keys needs to be longer and the encryption 
algorithm is more expensive in silicon. Protocol 1 must be 
implemented with 2 Authentication Chips in order to keep the 
key secure. This means that each System requires an Authen 
tication Chip and each consumable requires an Authentica 
tion Chip. 

Protocol 2 

0240. In some cases, System may contain a large amount 
of processing power. Alternatively, for instances of systems 
that are manufactured in large quantities, integration of 
ChipT into System may be desirable. Use of an asymmetrical 
encryption algorithm allows the ChipT portion of System to 
be insecure. Protocol 2 therefore, uses asymmetric cryptog 
raphy. For this protocol, each chip contains the following 
values: 

0241 K. Key for EX and DX. Must be secret in 
Chip A. Does not have to be secret in ChipT. 
0242 R Current random number. Does not have to be 
secret, but must be seeded with a different initial value for 
each chip instance. Changes with each invocation of the Ran 
dom function. 

0243 The following functions are defined: 
0244 EXI ChipT only. Returns EXI where E is asym 
metric encrypt function E. 
0245 DX ChipA only. Returns DX where D is asym 
metric decrypt function D. 
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0246 Random ChipT only. Returns RIER), where R is 
random number based on seed S. Advances R to next in 
random number sequence. 
0247. The public key K is in ChipT 23, while the secret 
key K is in ChipA 20. Having K in ChipT 23 has the 
advantage that ChipT can be implemented in Software or 
hardware (with the proviso that the seed for R is different for 
each chip or system). Protocol 2 therefore can be imple 
mented as a Single Chip Protocol or as a Double Chip Proto 
col. The protocol for authentication is as follows: 
0248 System 21 calls 40 ChipT's Random function; 
0249 ChipT 23 returns 41 RIER) to System 21; 
0250) System 21 calls 42 Chip A's D function, passing in 
Ek R: 
0251 Chip A20 returns 43 R. obtained by DER: 
0252 System 21 compares R from ChipA 20 to the origi 
nal R generated by ChipT 23. If they are equal, then ChipA 20 
is considered valid. If not, Chip A20 is invalid. 
0253. The data flow can be seen in FIG. 4. 
0254 Protocol 2 has the following advantages: 
0255 K (the secret key) is not revealed during the authen 
tication process 
0256 Given EX, a clone chip cannot generate X with 
out K or access to a real ChipA. 
0257 Since KzK, ChipT can be implemented com 
pletely in Software or in insecure hardware or as part of 
System. Only Chip A (in the consumable) is required to be a 
secure Authentication Chip. 
0258 If ChipT is a physical chip, System is easy to design. 
0259. There are a number of well-documented and cryp 
tanalyzed asymmetric algorithms to chose from for imple 
mentation, including patent-free and license-free Solutions. 
0260. However, Protocol 2 has a number of its own prob 
lems: 
0261 For satisfactory security, each key needs to be 2048 
bits (compared to minimum 128 bits for symmetric cryptog 
raphy in Protocol 1). The associated intermediate memory 
used by the encryption and decryption algorithms is corre 
spondingly larger. 
0262 Key generation is non-trivial. Random numbers are 
not good keys. 
0263. If ChipT is implemented as a core, there may be 
difficulties in linking it into a given System ASIC. 
0264. If ChipT is implemented as software, not only is the 
implementation of System open to programming error and 
non-rigorous testing, but the integrity of the compiler and 
mathematics primitives must be rigorously checked for each 
implementation of System. This is more complicated and 
costly than simply using a well-tested chip. 
0265 Although many symmetric algorithms are specifi 
cally strengthened to be resistant to differential cryptanalysis 
(which is based on chosen text attacks), the private key K is 
Susceptible to a chosen text attack 
0266. If Chip A and ChipT are instances of the same 
Authentication Chip, each chip must contain both asymmet 
ric encrypt and decrypt functionality. Consequently each chip 
is larger, more complex, and more expensive than the chip 
required for Protocol 1. 
0267 If the Authentication Chip is broken into 2 chips to 
save cost and reduce complexity of design/test, two chips still 
need to be manufactured, reducing the economies of scale. 
This is offset by the relative numbers of systems to consum 
ables, but must still be taken into account. Protocol 2 Authen 
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tication Chips could not be exported from the USA, since they 
would be considered strong encryption devices. 
0268. Even if the process of choosing a key for Protocol 2 
was straightforward, Protocol 2 is impractical at the present 
time due to the high cost of silicon implementation (both key 
size and functional implementation). Therefore Protocol 1 is 
the protocol of choice for Presence Only Authentication. 

Clone Consumable Using Real Authentication Chip 
0269 Protocols 1 and 2 only check that ChipA is a real 
Authentication Chip. They do not check to see if the consum 
able itself is valid. The fundamental assumption for authen 
tication is that if ChipA is valid, the consumable is valid. It is 
therefore possible for a clone manufacturer to insert a real 
Authentication Chip into a clone consumable. There are two 
cases to consider: 

0270. In cases where state data is not written to the 
Authentication Chip, the chip is completely reusable. Clone 
manufacturers could therefore recycle a valid consumable 
into a clone consumable. This may be made more difficult by 
melding the Authentication Chip into the consumable's 
physical packaging, but it would not stop refill operators. 
0271. In cases where state data is written to the Authenti 
cation Chip, the chip may be new, partially used up, or com 
pletely used up. However this does not stop a clone manufac 
turer from using the Piggyback attack, where the clone 
manufacturer builds a chip that has a real Authentication Chip 
as a piggyback. The Attacker's chip (ChipE) is therefore a 
man-in-the-middle. At power up, ChipE reads all the memory 
state values from the real Authentication chip into its own 
memory. ChipE then examines requests from System, and 
takes different actions depending on the request. Authentica 
tion requests can be passed directly to the real Authentication 
chip, while read/write requests can be simulated by a memory 
that resembles real Authentication Chip behavior. In this way 
the Authentication chip will always appear fresh at power-up. 
ChipE can do this because the data access is not authenti 
cated. 
0272. In order to fool System into thinking its data 
accesses were successful, ChipE still requires a real Authen 
tication Chip, and in the second case, a clone chip is required 
in addition to a real Authentication Chip. Consequently Pro 
tocols 1 and 2 can be useful in situations where it is not cost 
effective for a clone manufacturer to embed a real Authenti 
cation chip into the consumable. If the consumable cannot be 
recycled or refilled easily, it may be protection enough to use 
Protocols 1 or 2. For a clone operation to be successful each 
clone consumable must include a valid Authentication Chip. 
The chips would have to be stolen en masse, or taken from old 
consumables. The quantity of these reclaimed chips (as well 
as the effort in reclaiming them) should not be enough to base 
a business on, so the added protection of secure data transfer 
(see Protocols 3 and 4) may not be useful. 

Longevity of Key 

0273 A general problem of these two protocols is that 
once the authentication key is chosen, it cannot easily be 
changed. In some instances a key-compromise is not a prob 
lem, while for others a key compromise is disastrous. For 
example, in a car?car-key System/Consumable scenario, the 
customer has only one set of car/car-keys. Each car has a 
different authentication key. Consequently the loss of a car 
key only compromises the individual car. If the owner con 
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siders this a problem, they must get a new lock on the car by 
replacing the System chip inside the car's electronics. The 
owner's keys must be reprogrammed/replaced to work with 
the new car System Authentication Chip. By contrast, a com 
promise of a key for a high Volume consumable market (for 
example ink cartridges in printers) would allow a clone ink 
cartridge manufacturer to make their own Authentication 
Chips. The only solution for existing systems is to update the 
System Authentication Chips, which is a costly and logisti 
cally difficult exercise. In any case, consumers Systems 
already work they have no incentive to hobble their existing 
equipment. 

Consumable Lifetime Authentication 

0274. In this level of consumable authentication we are 
concerned with validating the existence of the Authentication 
Chip, as well as ensuring that the Authentication Chip lasts 
only as long as the consumable. In addition to validating that 
an Authentication Chip is present, writes and reads of the 
Authentication Chip's memory space must be authenticated 
as well. In this section we assume that the Authentication 
Chip's data storage integrity is secure—certain parts of 
memory are Read Only, others are Read/Write, while others 
are Decrement Only (see the chapter entitled Data Storage 
Integrity for more information). Two protocols are presented. 
Protocol 3 requires 2 Authentication Chips, while Protocol 4 
can be implemented using either 1 or 2 Authentication Chips. 

Protocol 3 

0275. This protocol is a double chip protocol (two Authen 
tication Chips are required). For this protocol, each Authen 
tication Chip contains the following values: 
K. Key for calculating FX. Must be secret. 
K. Key for calculating FX. Must be secret. 
R Current random number. Does not have to be secret, but 
must be seeded with a different initial value for each chip 
instance. Changes with each Successful authentication as 
defined by the Test function. 
M Memory vector of Authentication chip. Part of this space 
should be different for each chip (does not have to be a 
random number). 
Each Authentication Chip contains the following logical 
functions: 
FDX Internal function only. Returns F.X., the result of 
applying a one-way function F to X based upon either key K 
or key K Random Returns RIFR). 
Test X, Y Returns land advances R if FIRIX=Y. Other 
wise returns 0. The time taken to return 0 must be identical for 
all bad inputs. 
ReadX, Y Returns MFDXIM if F X=Y. Otherwise 
returns 0. The time taken to return 0 must be identical for all 
bad inputs. 
WriteX Writes X over those parts of Mthat can legitimately 
be written over. 
0276. To authenticate Chip A20 and read Chip A's memory 
M: 
System 21 calls 50 ChipT's Random function; 
ChipT 23 produces RIFR) and returns 51 these to System; 
System 21 calls 52 ChipA's Read function, passing in R, 
FR: 
Chip A20 returns 53 M and FRIM: 
System 21 calls 54 ChipT's Test function, passing in Mand 
FRIM: 
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System 21 checks response 55 from ChipT 23. If the response 
is 1, then Chip A20 is considered authentic. If 0, Chip A20 is 
considered invalid. 
(0277 To authenticate a write of M, to ChipA's memory 
M: 
System calls ChipA's Write function, passing in M: 
The authentication procedure for a Read is carried out; 
If Chip A is authentic and MM, the write succeeded. 
Otherwise it failed. 
0278. The data flow for read authentication is shown in 
FIG.S. 

0279. The first thing to note about Protocol 3 is that FX 
cannot be called directly. Instead FX is called indirectly by 
Random, Test and Read: 
Random calls FX X is not chosen by the caller. It is 
chosen by the Random function. An attacker must perform a 
brute force search using multiple calls to Random, Read, and 
Test to obtain a desired X, FX pair. 
Test X,Y calls FIRIX Does not return result directly, but 
compares the result to Y and then returns 1 or 0. Any attempt 
to deduce K by calling Test multiple times trying different 
values of FIRIX for a given X is reduced to a brute force 
search where R cannot even be chosen by the attacker. 
ReadX, Y calls FX X and FX must be supplied by 
caller, so the caller must already know the X, FX pair. 
Since the call returns 0 if YzFDX, a caller can use the Read 
function for a brute force attack on K. 
ReadX, Y calls FXM, X is supplied by caller, however 
X can only be those values already given out by the Random 
function (since X and Y are validated via K). Thus a chosen 
text attack must first collect pairs from Random (effectively a 
brute force attack). In addition, only part of M can be used in 
a chosen text attack since Some of M is constant (read-only) 
and the decrement-only part of M can only be used once per 
consumable. In the next consumable the read-only part of M 
will be different. 
0280 Having FX being called indirectly prevents cho 
sentext attacks on the Authentication Chip. Since an attacker 
can only obtain a chosen R. FR pair by calling Random, 
Read, and Test multiple times until the desired Rappears, a 
brute force attack on K is required in order to perform a 
limited chosen text attack on K. Any attempt at a chosen text 
attack on K2 would be limited since the text cannot be com 
pletely chosen: parts of Mare read-only, yet different for each 
Authentication Chip. The second thing to note is that two keys 
are used. Given the small size of M, two different keys K and 
K. are used in order to ensure there is no correlation between 
FIR and FIRIM. K is therefore used to help protect K 
against differential attacks. It is not enough to use a single 
longer key since M is only 256 bits, and only part of M 
changes during the lifetime of the consumable. Otherwise it is 
potentially possible that an attacker via Some as-yet undis 
covered technique, could determine the effect of the limited 
changes in M to particular bit combinations in R and thus 
calculate FXIM based on FX. As an added precau 
tion, the Random and Test functions in Chip A should be 
disabled so that in order to generate R, FR pairs, an 
attacker must use instances of ChipT, each of which is more 
expensive than Chip A (since a system must be obtained for 
each ChipT). Similarly, there should be a minimum delay 
between calls to Random, Read and Test so that an attacker 
cannot call these functions at high speed. Thus each chip can 
only give a specific number of X, FX pairs away in a 
certain time period. The only specific timing requirement of 
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Protocol 3 is that the return value of 0 (indicating a bad input) 
must be produced in the same amount of time regardless of 
where the error is in the input. Attackers can therefore not 
learn anything about what was bad about the input value. This 
is true for both RD and TST functions. 

0281 Another thing to note about Protocol 3 is that Read 
ing data from Chip A also requires authentication of Chip A. 
The System can be sure that the contents of memory (M) is 
what ChipA claims it to be if FIRIM is returned correctly. 
A clone chip may pretend that M is a certain value (for 
example it may pretend that the consumable is full), but it 
cannot return FIRIM for any R passed in by System. Thus 
the effective signature FRIM assures System that not only 
did an authentic ChipA send M, but also that M was not 
altered in between Chip A and System. Finally, the Write 
function as defined does not authenticate the Write. To 
authenticate a write, the System must perform a Read after 
each Write. There are some basic advantages with Protocol 3: 
0282 K and K are not revealed during the authentication 
process 
0283) Given X, a clone chip cannot generate FRIM 
without the key or access to a real Authentication Chip. 
0284 System is easy to design, especially in low cost 
systems such as inkjet printers, as no encryption or decryp 
tion is required by System itself. 
0285) A wide range of key based one-way functions exists, 
including symmetric cryptography, random number 
sequences, and message authentication codes. 
0286 Keyed one-way functions require fewer gates and 
are easier to Verify than asymmetric algorithms). 
0287 Secure key size for a keyed one-way function does 
not have to be as large as for an asymmetric (public key) 
algorithm. A minimum of 128 bits can provide appropriate 
security if FX is a symmetric cryptographic function. 
0288 Consequently, with Protocol 3, the only way to 
authenticate Chip A is to read the contents of ChipA's 
memory. The security of this protocol depends on the under 
lying FX scheme and the domain of R over the set of all 
Systems. Although FX can be any keyed one-way func 
tion, there is no advantage to implement it as asymmetric 
encryption. The keys need to be longer and the encryption 
algorithm is more expensive in silicon. This leads to a second 
protocol for use with asymmetric algorithms—Protocol 4. 
Protocol 3 must be implemented with 2 Authentication Chips 
in order to keep the keys secure. This means that each System 
requires an Authentication Chip and each consumable 
requires an Authentication Chip 

Protocol 4 

0289. In some cases, System may contain a large amount 
of processing power. Alternatively, for instances of systems 
that are manufactured in large quantities, integration of 
ChipT into System may be desirable. Use of an asymmetrical 
encryption algorithm can allow the ChipT portion of System 
to be insecure. Protocol 4 therefore, uses asymmetric cryp 
tography. For this protocol, each chip contains the following 
values: 

0290 K Key for EX and DX. Must be secret in 
Chip A. Does not have to be secret in ChipT. 
0291 R Current random number. Does not have to be 
secret, but must be seeded with a different initial value for 
each chip instance. Changes with each Successful authentica 
tion as defined by the Test function. 
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0292 M Memory vector of Authentication chip. Part of 
this space should be different for each chip, (does not have to 
be a random number). 
0293. There is no point in verifying anything in the Read 
function, since anyone can encrypt using a public key. Con 
sequently the following functions are defined: 
0294 EX Internal function only. Returns EXI where E 

is asymmetric encrypt function E. 
0295 DDX Internal function only. Returns DX where 
D is asymmetric decrypt function D. 
0296 Random ChipT only. Returns ER. 
0297 Test X,Y Returns 1 and advances Rif DRIX=Y. 
Otherwise returns 0. The time taken to return 0 must be 
identical for all bad inputs. 
0298 ReadX Returns MIERIM) where RDX 
(does not test input). 
0299 WriteX Writes X over those parts of M that can 
legitimately be written over. 
0300. The public key K is in ChipT, while the secret key 
K is in Chip A. Having K in ChipT has the advantage that 
ChipT can be implemented in software or hardware (with the 
proviso that R is seeded with a different random number for 
each system). 
0301 To authenticate Chip A20 and read Chip A's memory 
M: 

0302 System 21 calls 60 ChipT's Random function: 
0303 ChipT 23 produces and returns 61 ER to Sys 
tem; 
0304 System 21 calls 62 Chip A's Read function, passing 
in EkzR: 
0305 Chip A20 returns 63 MERIM), first obtaining R 
by D. Ek, R: 
0306 System 21 calls 64 ChipT's Test function, passing in 
M and ERM); 
0307 ChipT 23 calculates DERM and compares 

it to RIM. 
0308 System 21 checks response 65 from ChipT. If the 
response 65 is 1, then Chip A20 is considered authentic. If 0. 
Chip A20 is considered invalid. 
0309 To authenticate a write of M, to Chip A's memory 
M: 
0310 System calls Chip A's Write function, passing in 
Me: 
0311. The authentication procedure for a Read is carried 
Out: 

0312) If ChipA is authentic and MM, the write suc 
ceeded. Otherwise it failed. 

0313. The data flow for read authentication is shown in 
FIG. 6. 

0314. Only a valid ChipA would know the value of R, 
since R is not passed into the Authenticate function (it is 
passed in as an encrypted value). R must be obtained by 
decrypting ER, which can only be done using the Secret key 
K. Once obtained, R must be appended to M and then the 
result re-encoded. ChipT can then verify that the decoded 
form of ERIM-RIM and hence ChipA is valid. Since 
KzK, ERzE.R. Protocol 4 has the following advan 
tages: 
0315 K (the secret key) is not revealed during the authen 
tication process 
0316 Given EX, a clone chip cannot generate X with 
out K or access to a real ChipA. 
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0317. Since KzK, ChipT can be implemented com 
pletely in Software or in insecure hardware or as part of 
System. Only ChipA is required to be a secure Authentication 
Chip. 
0318. Since ChipT and ChipA contain different keys, 
intense testing of ChipTwill reveal nothing about K. 
0319. If ChipT is a physical chip, System is easy to design. 
0320. There are a number of well-documented and cryp 
tanalyzed asymmetric algorithms to chose from for imple 
mentation, including patent-free and license-free Solutions. 
0321) Even if System could be rewired so that Chip A 
requests were directed to ChipT, ChipT could never answer 
for ChipA since KzK. The attack would have to be directed 
at the System ROM itself to bypass the Authentication pro 
tocol. 

0322. However, Protocol 4 has a number of disadvantages: 
0323 All Authentication Chips need to contain both 
asymmetric encrypt and decrypt functionality. Consequently 
each chip is larger, more complex, and more expensive than 
the chip required for Protocol 3. 
0324 For satisfactory security, each key needs to be 2048 
bits (compared to a minimum of 128 bits for symmetric 
cryptography in Protocol 1). The associated intermediate 
memory used by the encryption and decryption algorithms is 
correspondingly larger. 
0325 Key generation is non-trivial. Random numbers are 
not good keys. 
0326 If ChipT is implemented as a core, there may be 
difficulties in linking it into a given System ASIC. 
0327 If ChipT is implemented as software, not only is the 
implementation of System open to programming error and 
non-rigorous testing, but the integrity of the compiler and 
mathematics primitives must be rigorously checked for each 
implementation of System. This is more complicated and 
costly than simply using a well-tested chip. 
0328. Although many symmetric algorithms are specifi 
cally strengthened to be resistant to differential cryptanalysis 
(which is based on chosen text attacks), the private key K is 
Susceptible to a chosen text attack 
0329 Protocol 4 Authentication Chips could not be 
exported from the USA, since they would be considered 
strong encryption devices. 
0330. As with Protocol 3, the only specific timing require 
ment of Protocol 4 is that the return value of 0 (indicating a 
bad input) must be produced in the same amount of time 
regardless of where the error is in the input. Attackers can 
therefore not learn anything about what was bad about the 
input value. This is true for both RD and TST functions. 
0331 Variation on call to TST 
0332. If there are two Authentication Chips used, it is 
theoretically possible for a clone manufacturer to replace the 
System Authentication Chip with one that returns 1 (success) 
for each call to TST. The System can test for this by calling 
TST a number of times—N times with a wrong hash value, 
and expect the result to be 0. The final time that TST is called, 
the true returned value from ChipA is passed, and the return 
value is trusted. The question then arises of how many times 
to call TST. The number of calls must be random, so that a 
clone chip manufacturer cannot know the number ahead of 
time. If System has a clock, bits from the clock can be used to 
determine how many false calls to TST should be made. 
Otherwise the returned value from ChipA can be used. In the 
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latter case, an attacker could still rewire the System to permit 
a clone ChipT to view the returned value from Chip A, and 
thus know which hash value is the correct one. The worst case 
of course, is that the System can be completely replaced by a 
clone System that does not require authenticated consum 
ables—this is the limit case of rewiring and changing the 
System. For this reason, the variation on calls to TST is 
optional, depending on the System, the Consumable, and how 
likely modifications are to be made. Adding Such logic to 
System (for example in the case of a small desktop printer) 
may be considered not worthwhile, as the System is made 
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0341 a state machine alteration to the Read function to 
call FX and FX 
0342 Protocol 3 only requires minimal changes over Pro 
tocol 1. It is more secure and can be used in all places where 
Presence Only Authentication is required (Protocol 1). It is 
therefore the protocol of choice. Given that Protocols 1 and 3 
both make use of keyed one-way functions, the choice of 
one-way function is examined in more detail here. The fol 
lowing table outlines the attributes of the applicable choices. 
The attributes are worded so that the attribute is seen as an 
advantage. 

Triple DES Blowfish RC5 IDEA Random Sequences HMAC-MD5 HMAC-SHA1 HMAC-RIPEMD160 

Free of patents e e e e e e 

Random key generation e e e 
Can be exported from the e e e e 
USA 
Fast e e e e 

Preferred Key Size (bits) for 168 128 128 128 512 128 160 160 
use in this application 
Block size (bits) 64 64 64 64 2S6 512 512 512 
Cryptanalysis Attack-Free e e e e e 

(apart from weak keys) 
Output size given input size N eN eN eN seN 128 128 160 160 
Low Storage requirements e e e e 

Low Silicon complexity e e e e 
NSA designed e e 

more complicated. By contrast, adding such logic to a camera 
may be considered worthwhile. 
Clone Consumable using Real Authentication Chip 
0333. It is important to decrement the amount of consum 
able remaining before use that consumable portion. If the 
consumable is used first, a clone consumable could fake a loss 
of contact during a write to the special known address and 
then appear as a fresh new consumable. It is important to note 
that this attack still requires a real Authentication Chip in each 
consumable. 

Longevity of Key 
0334. A general problem of these two protocols is that 
once the authentication keys are chosen, it cannot easily be 
changed. In some instances a key-compromise is not a prob 
lem, while for others a key compromise is disastrous. 

Choosing a Protocol 

0335) Even if the choice of keys for Protocols 2 and 4 was 
straightforward, both protocols are impractical at the present 
time due to the high cost of silicon implementation (both due 
to key size and functional implementation). Therefore Proto 
cols 1 and 3 are the two protocols of choice. However, Pro 
tocols 1 and 3 contain much of the same components: both 
require read and write access; 
0336 both require implementation of a keyed one-way 
function; and 
0337 both require random number generation functional 

ity. 
0338 Protocol 3 requires an additional key (K), as well as 
Some minimal state machine changes: 
0339 a state machine alteration to enable FX to be 
called during Random; 
0340 a Test function which calls FX 

0343 An examination of the table shows that the choice is 
effectively between the 3 HMAC constructs and the Random 
Sequence. The problem of key size and key generation elimi 
nates the Random Sequence. Given that a number of attacks 
have already been carried out on MD5 and since the hash 
result is only 128 bits, HMAC-MD5 is also eliminated. The 
choice is therefore between HMAC-SHA1 and HMAC-RIP 
EMD160. RIPEMD-160 is relatively new, and has not been as 
extensively cryptanalyzed as SHA1. However, SHA-1 was 
designed by the NSA, so this may be seen by some as a 
negative attribute. 
0344) Given that there is not much between the two, 
SHA-1 will be used for the HMAC construct. 

Choosing A Random Number Generator 

0345 Each of the protocols described (1-4) requires a 
random number generator. The generator must be 'good” in 
the sense that the random numbers generated over the life of 
all Systems cannot be predicted. If the random numbers were 
the same for each System, an attacker could easily record the 
correct responses from a real Authentication Chip, and place 
the responses into a ROM lookup for a clone chip. With such 
an attack there is no need to obtain K or K. Therefore the 
random numbers from each System must be different enough 
to be unpredictable, or non-deterministic. As such, the initial 
value for R (the random seed) should be programmed with a 
physically generated random number gathered from a physi 
cally random phenomenon, one where there is no information 
about whether a particular bit will be 1 or 0. The seed for R 
must NOT be generated with a computer-run random number 
generator. Otherwise the generator algorithm and seed may 
be compromised enabling an attacker to generate and there 
fore know the set of all R values in all Systems. 
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0346 Having a different R seed in each Authentication 
Chip means that the first R will be both random and unpre 
dictable across all chips. The question therefore arises of how 
to generate Subsequent R values in each chip. 
0347 The base case is not to change Ratall. Consequently 
R and FR will be the same for each call to Random. If 
they are the same, then FR can be a constant rather than 
calculated. An attacker could then use a single valid Authen 
tication Chip to generate a valid lookup table, and then use 
that lookup table in a clone chip programmed especially for 
that System. A constant R is not secure. 
0348. The simplest conceptual method of changing R is to 
increment it by 1. Since R is random to begin with, the values 
across differing systems are still likely to be random. How 
ever given an initial R, all Subsequent R values can be deter 
mined directly (there is no need to iterate 10,000 times—R 
will take on values from Roto R-10000). An incrementing R 
is immune to the earlier attack on a constant R. Since R is 
always different, there is no way to construct a lookup table 
for the particular System without wasting as many real 
Authentication Chips as the clone chip will replace. 
0349 Rather than increment using an adder, another way 
of changing R is to implement it as an LFSR (Linear Feed 
back Shift Register). This has the advantage of less silicon 
than an adder, but the advantage of an attacker not being able 
to directly determine the range of R for a particular System, 
since an LFSR value-domain is determined by sequential 
access. To determine which values an given initial R will 
generate, an attacker must iterate through the possibilities and 
enumerate them. The advantages of a changing R are also 
evident in the LFSR solution. Since R is always different, 
there is no way to construct a lookup table for the particular 
System without using-up as many real Authentication Chips 
as the clone chip will replace (and only for that System). 
There is therefore no advantage in having a more complex 
function to change R. Regardless of the function, it will 
always be possible for an attacker to iterate through the life 
time set of values in a simulation. The primary security lies in 
the initial randomness of R. Using an LFSR to change R 
(apart from using less silicon than an adder) simply has the 
advantage of not being restricted to a consecutive numeric 
range (i.e. knowing R, R cannot be directly calculated; an 
attacker must iterate through the LFSRN times). 
0350. The Random number generator 70 within the 
Authentication Chip is therefore an LFSR 71 with 160 bits 
and four taps 72,73, 74 and 75, which feed an exclusive-OR 
gate 76, which in turn feeds back 77 to bits. Tap selection of 
the 160 bits for a maximal-period LFSR (i.e. the LFSR will 
cycle through all 2'-1 states, 0 is not a valid state) yields 
bits 5, 3, 2, and 0, as shown in FIG. 7. The LFSR is sparse, in 
that not many bits are used for feedback (only 4 out of 160 bits 
are used). This is a problem for cryptographic applications, 
but not for this application of non-sequential number genera 
tion. The 160-bit seed value for R can be any random number 
except 0, since an LFSR filled with Os will produce a never 
ending stream of 0s. Since the LFSR described is a maximal 
period LFSR, all 160 bits can be used directly as R. There is 
no need to construct a number sequentially from output bits of 
bo. After each successful call to TST, the random number (R) 
must be advanced by XORing bits 1, 2, 4, and 159, and 
shifting the result into the high order bit. The new R and 
corresponding FIR can be retrieved on the next call to 
Random. 

Holding out Against Logical Attacks 
0351 Protocol 3 is the authentication scheme used by the 
Authentication Chip. As such, it should be resistant to defeat 
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by logical means. While the effect of various types of attacks 
on Protocol 3 have been mentioned in discussion, this section 
details each type of attack in turn with reference to Protocol 3. 

Brute Force Attack 

0352. A Brute Force attack is guaranteed to break Protocol 
3. However the length of the key means that the time for an 
attacker to perform a brute force attack is too long to be worth 
the effort. An attacker only needs to break K to build a clone 
Authentication Chip. K is merely present to strengthen K. 
against other forms of attack. A Brute Force Attack on K. 
must therefore break a 160-bit key. An attack against K 
requires a maximum of 2'' attempts, with a 50% chance of 
finding the key after only 2' attempts. Assuming an array of 
a trillion processors, each running one million tests per sec 
ond, 2 (7.3x107) tests takes 2.3x10 years, which is 
longer than the lifetime of the universe. There are only 100 
million personal computers in the world. Even if these were 
all connected in an attack (e.g. via the Internet), this number 
is still 10,000 times smaller than the trillion-processor attack 
described. Further, if the manufacture of one trillion proces 
sors becomes a possibility in the age of nanocomputers, the 
time taken to obtain the key is longer than the lifetime of the 
universe. 

Guessing the Key Attack 
0353. It is theoretically possible that an attacker can sim 
ply "guess the key’. In fact, given enough time, and trying 
every possible number, an attacker will obtain the key. This is 
identical to the Brute Force attack described above, where 
2' attempts must be made before a 50% chance of success is 
obtained. The chances of someone simply guessing the key on 
the first try is 2'. For comparison, the chance of someone 
winning the top prize in a U.S. state lottery and being killed by 
lightning in the same day is only 1 in 2'. The chance of 
someone guessing the Authentication Chip key on the first go 
is 1 in 2', which is comparative to two people choosing 
exactly the same atoms from a choice of all the atoms in the 
Earth i.e. extremely unlikely. 

Quantum Computer Attack 
0354) To break K, a quantum computer containing 160 
qubits embedded in an appropriate algorithm must be built. 
An attack against a 160-bit key is not feasible. An outside 
estimate of the possibility of quantum computers is that 50 
qubits may be achievable within 50 years. Even using a 50 
qubit quantum computer, 2'' tests are required to crack a 160 
bit key. Assuming an array of 1 billion 50 qubit quantum 
computers, eachable to try 2' keys in 1 microsecond (beyond 
the current wildest estimates) finding the key would take an 
average of 18 billion years. 
Cyphertext Only attack 
0355 An attacker can launch a Cyphertext Only attack on 
K by calling monitoring calls to RND and RD, and on K by 
monitoring calls to RD and TST. However, given that all these 
calls also reveal the plaintext as well as the hashed form of the 
plaintext, the attack would be transformed into a stronger 
form of attack—a Known Plaintext attack. 

Known Plaintext Attack 

0356. It is easy to connect a logic analyzer to the connec 
tion between the System and the Authentication Chip, and 
thereby monitor the flow of data. This flow of data results in 
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known plaintext and the hashed form of the plaintext, which 
can therefore be used to launch a Known Plaintext attack 
against both K and K. To launch an attack against K. 
multiple calls to RND and TST must be made (with the call to 
TST being successful, and therefore requiring a call to RD on 
a valid chip). This is straightforward, requiring the attackerto 
have both a System Authentication Chip and a Consumable 
Authentication Chip. For each K X, HX pair revealed, a 
K. Y. HYI pair is also revealed. The attacker must collect 
these pairs for further analysis. The question arises of how 
many pairs must be collected for a meaningful attack to be 
launched with this data. An example of an attack that requires 
collection of data for statistical analysis is Differential Cryp 
tanalysis. However, there are no known attacks against 
SHA-1 or HMAC-SHA1, so there is no use for the collected 
data at this time. 

Chosen Plaintext Attacks 

0357 Given that the cryptanalyst has the ability to modify 
Subsequent chosen plaintexts based upon the results of pre 
vious experiments, K is open to apartial form of the Adaptive 
Chosen Plaintext attack, which is certainly a strongerform of 
attack than a simple Chosen Plaintext attack. A chosen plain 
text attack is not possible against K. Since there is no way for 
a caller to modify R, which used as input to the RND function 
(the only function to provide the result of hashing with K). 
Clearing R also has the effect of clearing the keys, so is not 
useful, and the SSI command calls CLR before storing the 
new R-value. 

Adaptive Chosen Plaintext Attacks 

0358. This kind of attack is not possible against K, since 
K is not susceptible to chosen plaintext attacks. However, a 
partial form of this attack is possible against K, especially 
since both System and consumables are typically available to 
the attacker (the System may not be available to the attacker 
in some instances, such as a specific car). The HMAC con 
struct provides security against all forms of chosen plaintext 
attacks. This is primarily because the HMAC construct has 2 
secret input variables (the result of the original hash, and the 
secret key). Thus finding collisions in the hash function itself 
when the input variable is secret is even harder than finding 
collisions in the plain hash function. This is because the 
former requires direct access to SHA-1 (not permitted in 
Protocol 3) in order to generate pairs of input/output from 
SHA-1. The only values that can be collected by an attacker 
are HMACR and HMACRIM). These are not attacks 
against the SHA-1 hash function itself, and reduce the attack 
to a Differential Cryptanalysis attack, examining statistical 
differences between collected data. Given that there is no 
Differential Cryptanalysis attack known against SHA-1 or 
HMAC, Protocol 3 is resistant to the Adaptive Chosen Plain 
text attacks. 

Purposeful Error Attack 

0359 An attacker can only launch a Purposeful Error 
Attack on the TST and RD functions, since these are the only 
functions that validate input against the keys. With both the 
TST and RD functions, a 0 value is produced if an error is 
found in the input—no further information is given. In addi 
tion, the time taken to produce the 0 result is independent of 
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the input, giving the attacker no information about which 
bit(s) were wrong. A Purposeful Error Attack is therefore 
fruitless. 

Chaining Attack 

0360 Any form of chaining attack assumes that the mes 
sage to be hashed is over several blocks, or the input variables 
can somehow be set. The HMAC-SHA1 algorithm used by 
Protocol 3 only ever hashes a single 512-bit block at a time. 
Consequently chaining attacks are not possible against Pro 
tocol 3. 

Birthday Attack 

0361. The strongest attack known against HMAC is the 
birthday attack, based on the frequency of collisions for the 
hash function. However this is totally impractical for mini 
mally reasonable hash functions such as SHA-1. And the 
birthday attack is only possible when the attacker has control 
over the message that is signed. Protocol 3 uses hashing as a 
form of digital signature. The System sends a number that 
must be incorporated into the response from a valid Authen 
tication Chip. Since the Authentication Chip must respond 
with HRIM), but has no control over the input value R, the 
birthday attack is not possible. This is because the message 
has effectively already been generated and signed. An 
attacker must instead search for a collision message that 
hashes to the same value (analogous to finding one person 
who shares your birthday). The clone chip must therefore 
attempt to find a new value R. Such that the hash of R and a 
chosen M yields the same hash value as HRM. However 
the System Authentication Chip does not reveal the correct 
hash value (the TST function only returns 1 or 0 depending on 
whether the hash value is correct). Therefore the only way of 
finding out the correct hash value (in order to find a collision) 
is to interrogate a real Authentication Chip. But to find the 
correct value means to update M, and since the decrement 
only parts of M are one-way, and the read-only parts of M 
cannot be changed, a clone consumable would have to update 
a real consumable before attempting to find a collision. The 
alternative is a Brute Force attack search on the TST function 
to find a success (requiring each clone consumable to have 
access to a System consumable). A Brute Force Search, as 
described above, takes longer than the lifetime of the uni 
verse, in this case, per authentication. Due to the fact that a 
timely gathering of a hash value implies a real consumable 
must be decremented, there is no point for a clone consum 
able to launch this kind of attack. 
Substitution with a Complete Lookup Table 
0362. The random number seed in each System is 160 bits. 
The worst case situation for an Authentication Chip is that no 
state data is changed. Consequently there is a constant value 
returned as M. However a clone chip must still return F 
RIM), which is a 160bit value. Assuming a 160-bit lookup of 
a 160-bit result, this requires 7.3x10 bytes, or 6.6x10 
terabytes, certainly more space than is feasible for the near 
future. This of course does not even take into account the 
method of collecting the values for the ROM. A complete 
lookup table is therefore completely impossible. 
Substitution with a Sparse Lookup Table 
0363 A sparse lookup table is only feasible if the mes 
sages sent to the Authentication Chip are somehow predict 
able, rather than effectively random. The random number Ris 
seeded with an unknown random number, gathered from a 
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naturally random event. There is no possibility for a clone 
manufacturer to know what the possible range of R is for all 
Systems, since each bit has a 50% chance of being a 1 or a 0. 
Since the range of R in all systems is unknown, it is not 
possible to build a sparse lookup table that can be used in all 
systems. The general sparse lookup table is therefore not a 
possible attack. However, it is possible for a clone manufac 
turer to know what the range of R is for a given System. This 
can be accomplished by loading a LFSR with the current 
result from a call to a specific System Authentication Chip’s 
RND function, and iterating some number of times into the 
future. If this is done, a special ROM can be built which will 
only contain the responses for that particular range of R, i.e. 
a ROM specifically for the consumables of that particular 
System. But the attacker still needs to place correct informa 
tion in the ROM. The attacker will therefore need to find a 
valid Authentication Chip and call it for each of the values in 
R 

0364 Suppose the clone Authentication Chip reports a full 
consumable, and then allows a single use before simulating 
loss of connection and insertion of a new full consumable. 
The clone consumable would therefore need to contain 
responses for authentication of a full consumable and authen 
tication of a partially used consumable. The worst case ROM 
contains entries for full and partially used consumables for R 
over the lifetime of System. However, a valid Authentication 
Chip must be used to generate the information, and be par 
tially used in the process. If a given System only produces 
about in R-values, the sparse lookup-ROM required is 10n 
bytes multiplied by the number of different values for M. The 
time taken to build the ROM depends on the amount of time 
enforced between calls to RD. 

0365. After all this, the clone manufacturer must rely on 
the consumer returning for a refill, since the cost of building 
the ROM in the first place consumes a single consumable. The 
clone manufacturer's business in Such a situation is conse 
quently in the refills. The time and cost then, depends on the 
size of R and the number of different values for Mthat must 
be incorporated in the lookup. In addition, a custom clone 
consumable ROM must be built to match each and every 
System, and a different valid Authentication Chip must be 
used for each System (in order to provide the full and partially 
used data). The use of an Authentication Chip in a System 
must therefore be examined to determine whether or not this 
kind of attack is worthwhile for a clone manufacturer. As an 
example, of a camera system that has about 10,000 prints in 
its lifetime. Assume it has a single Decrement Only value 
(number of prints remaining), and a delay of 1 second 
between calls to RD. In such a system, the sparse table will 
take about 3 hours to build, and consumes 100K. Remember 
that the construction of the ROM requires the consumption of 
a valid Authentication Chip, so any money charged must be 
worth more than a single consumable and the clone consum 
able combined. Thus it is not cost effective to perform this 
function for a single consumable (unless the clone consum 
able somehow contained the equivalent of multiple authentic 
consumables). If a clone manufacturer is going to go to the 
trouble of building a custom ROM for each owner of a Sys 
tem, an easier approach would be to update System to com 
pletely ignore the Authentication Chip. 
0366 Consequently, this attack is possible as a per-System 
attack, and a decision must be made about the chance of this 
occurring for a given System/Consumable combination. The 
chance will depend on the cost of the consumable and 
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Authentication Chips, the longevity of the consumable, the 
profit margin on the consumable, the time taken to generate 
the ROM, the size of the resultant ROM, and whether cus 
tomers will come back to the clone manufacturer for refills 
that use the same clone chip etc. 

Differential Cryptanalysis 
0367 Existing differential attacks are heavily dependent 
on the structure of S boxes, as used in DES and other similar 
algorithms. Although other algorithms such as HMAC-SHA1 
used in Protocol 3 have no Sboxes, an attacker can undertake 
a differential-like attack by undertaking statistical analysis 
of: 
0368 Minimal-difference inputs, and their corresponding 
outputs 
0369 Minimal-difference outputs, and their correspond 
ing inputs 
0370. To launch an attack of this nature, sets of input/ 
output pairs must be collected. The collection from Protocol 
3 can be via Known Plaintext, or from a Partially Adaptive 
Chosen Plaintext attack. Obviously the latter, being chosen, 
will be more useful. Hashing algorithms in general are 
designed to be resistant to differential analysis. SHA-1 in 
particular has been specifically strengthened, especially by 
the 80 word expansion so that minimal differences in input 
produce will still produce outputs that vary in a larger number 
of bit positions (compared to 128 bit hash functions). In 
addition, the information collected is not a direct SHA-1 
input/output set, due to the nature of the HMAC algorithm. 
The HMAC algorithm hashes a known value with an 
unknown value (the key), and the result of this hash is then 
rehashed with a separate unknown value. Since the attacker 
does not know the secret value, nor the result of the first hash, 
the inputs and outputs from SHA-1 are not known, making 
any differential attack extremely difficult. The following is a 
more detailed discussion of minimally different inputs and 
outputs from the Authentication Chip. 

Minimal Difference Inputs 

0371. This is where an attacker takes a set of X, FX 
values where the X values are minimally different, and exam 
ines the statistical differences between the outputs FX. The 
attack relies on X values that only differ by a minimal number 
of bits. The question then arises as to how to obtain minimally 
different X values in order to compare the FX values. 
0372 K. With K, the attacker needs to statistically 
examine minimally different X, FX pairs. However the 
attacker cannot choose any X value and obtain a related 
FDX value. Since X, FX pairs can only be generated by 
calling the RND function on a System Authentication Chip, 
the attacker must call RND multiple times, recording each 
observed pair in a table. A search must then be made through 
the observed values for enough minimally different X values 
to undertake a statistical analysis of the FX values. 
0373 K. With K, the attacker needs to statistically 
examine minimally different X, FX pairs. The only way 
of generating X, FX pairs is via the RD function, which 
produces FDX for a given Y. FY pair, where X=Y|M. 
This means thatY and the changeable part of M can be chosen 
to a limited extent by an attacker. The amount of choice must 
therefore be limited as much as possible. 
0374. The first way of limiting an attacker's choice is to 
limit Y, since RD requires an input of the format Y. F. Y. 
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Although a valid pair can be readily obtained from the RND 
function, it is a pair of RND's choosing. An attacker can only 
provide their own Y if they have obtained the appropriate pair 
from RND, or if they know K. Obtaining the appropriate pair 
from RND requires a Brute Force search. Knowing K is only 
logically possible by performing cryptanalysis on pairs 
obtained from the RND function—effectively a known text 
attack. Although RND can only be called so many times per 
second, K is common across System chips. Therefore known 
pairs can be generated in parallel. 
0375. The second way to limit an attacker's choice is to 
limit M, or at least the attacker's ability to choose M. The 
limiting of M is done by making some parts of M Read Only, 
yet different for each Authentication Chip, and other parts of 
M Decrement Only. The Read Only parts of M should ideally 
be different for each Authentication Chip, so could be infor 
mation Such as serial numbers, batch numbers, or random 
numbers. The Decrement Only parts of M mean that for an 
attacker to try a different M, they can only decrement those 
parts of M so many times—after the Decrement Only parts of 
M have been reduced to 0 those parts cannot be changed 
again. Obtaining a new Authentication chip provides a new 
M, but the Read Only portions will be different from the 
previous Authentication Chip's Read Only portions, thus 
reducing an attacker's ability to choose M even further. Con 
sequently an attacker can only gain a limited number of 
chances at choosing values forY and M. 

Minimal Difference Outputs 

0376. This is where an attacker takes a set of X, FX 
values where the FX values are minimally different, and 
examines the statistical differences between the X values. The 
attack relies on FX values that only differ by a minimal 
number of bits. For both K and K, there is no way for an 
attacker to generate an X value for a given FX. To do so 
would violate the fact that F is a one-way function. Conse 
quently the only way for an attacker to mountanattack of this 
nature is to record all observed X, FX pairs in a table. A 
search must then be made through the observed values for 
enough minimally different FDX values to undertake a sta 
tistical analysis of the X values. Given that this requires more 
work than a minimally different input attack (which is 
extremely limited due to the restriction on Mand the choice of 
R), this attack is not fruitful. 

Message Substitution Attacks 

0377. In order for this kind of attack to be carried out, a 
clone consumable must contain a real 

0378 Authentication chip, but one that is effectively reus 
able since it never gets decremented. The clone Authentica 
tion Chip would intercept messages, and Substitute its own. 
However this attack does not give Success to the attacker. A 
clone Authentication Chip may choose not to pass on a WR 
command to the real Authentication Chip. However the sub 
sequent RD command must return the correct response (as if 
the WR had succeeded). To return the correct response, the 
hash value must be known for the specific R and M. As 
described in the Birthday Attack section, an attacker can only 
determine the hash value by actually updating M in a real 
Chip, which the attacker does not want to do. Even changing 
the R sent by System does not help since the System Authen 
tication Chip must match the R during a subsequent TST. A 
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Message substitution attack would therefore be unsuccessful. 
This is only true if System updates the amount of consumable 
remaining before it is used. 

Reverse Engineering the Key Generator 

0379 If a pseudo-random number generator is used to 
generate keys, there is the potential for a clone manufacture to 
obtain the generator program or to deduce the random seed 
used. This was the way in which the Netscape security pro 
gram was initially broken. 

Bypassing Authentication Altogether 

0380 Protocol 3 requires the System to update the con 
sumable state data before the consumable is used, and follow 
every write by a read (to authenticate the write). Thus each use 
of the consumable requires an authentication. If the System 
adheres to these two simple rules, a clone manufacturer will 
have to simulate authentication via a method above (Such as 
sparse ROM lookup). 

Reuse of Authentication Chips 

0381. As described above, Protocol 3 requires the System 
to update the consumable state data before the consumable is 
used, and follow every write by a read (to authenticate the 
write). Thus each use of the consumable requires an authen 
tication. If a consumable has been used up, then its Authen 
tication Chip will have had the appropriate state-data values 
decremented to 0. The chip can therefore not be used in 
another consumable. Note that this only holds true for 
Authentication Chips that hold Decrement-Only data items. 
If there is no state data decremented with each usage, there is 
nothing stopping the reuse of the chip. This is the basic 
difference between Presence-Only Authentication and Con 
sumable Lifetime Authentication. Protocol 3 allows both. The 
bottom line is that if a consumable has Decrement Only data 
items that are used by the System, the Authentication Chip 
cannot be reused without being completely reprogrammed by 
a valid Programming Station that has knowledge of the secret 
key. 

Management Decision to Omit Authentication to Save Costs 

0382 Although not strictly an external attack, a decision 
to omit authentication in future Systems in order to save costs 
will have widely varying effects on different markets. In the 
case of high Volume consumables, it is essential to remember 
that it is very difficult to introduce authentication after the 
market has started, as systems requiring authenticated con 
sumables will not work with older consumables still in circu 
lation. Likewise, it is impractical to discontinue authentica 
tion at any stage, as older Systems will not work with the new, 
unauthenticated, consumables. In the second case, older Sys 
tems can be individually altered by replacing the System 
Authentication Chip by a simple chip that has the same pro 
gramming interface, but whose TST function always Suc 
ceeds. Ofcourse the System may be programmed to test for an 
always-Succeeding TST function, and shut down. In the case 
of a specialized pairing, such as a car/car-keys, or door/door 
key, or some other similar situation, the omission of authen 
tication in future systems is trivial and non-repercussive. This 
is because the consumer is sold the entire set of System and 
Consumable Authentication Chips at the one time. 
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Garrote/Bribe Attack 

0383. This form of attack is only successful in one of two 
circumstances: 
0384 K, K, and R are already recorded by the chip 
programmer, or 
0385 the attacker can coerce future values of K. K. and 
R to be recorded. 
0386 If humans or computer systems external to the Pro 
gramming Station do not know the keys, there is no amount of 
force or bribery that can reveal them. The level of security 
against this kind of attack is ultimately a decision for the 
System/Consumable owner, to be made according to the 
desired level of service. For example, a car company may 
wish to keep a record of all keys manufactured, so that a 
person can request a new key to be made for their car. How 
ever this allows the potential compromise of the entire key 
database, allowing an attacker to make keys for any of the 
manufacturer's existing cars. It does not allow an attacker to 
make keys for any new cars. Of course, the key database itself 
may also be encrypted with a further key that requires a 
certain number of people to combine their key portions 
together for access. If no record is kept of which key is used 
in a particular car, there is no way to make additional keys 
should one become lost. Thus an owner will have to replace 
his car's Authentication Chip and all his car-keys. This is not 
necessarily a bad situation. By contrast, in a consumable Such 
as a printer ink cartridge, the one key combination is used for 
all Systems and all consumables. Certainly if no backup of the 
keys is kept, there is no human with knowledge of the key, and 
therefore no attack is possible. However, a no-backup situa 
tion is not desirable for a consumable such as ink cartridges, 
since if the key is lost no more consumables can be made. The 
manufacturer should thereforekeep a backup of the key infor 
mation in several parts, where a certain number of people 
must together combine their portions to reveal the full key 
information. This may be required if case the chip program 
ming station needs to be reloaded. In any case, none of these 
attacks are against Protocol 3 itself, since no humans are 
involved in the authentication process. Instead, it is an attack 
against the programming stage of the chips. 

HMAC-SHA1 

0387. The mechanism for authentication is the HMAC 
SHA1 algorithm, acting on one of 
0388 HMAC-SHA1 (R, K.), or 
0389 HMAC-SHA1 (RIM, K.) 
0390 We will now examine the HMAC-SHA1 algorithm 
in greater detail than covered so far, and describes an optimi 
Zation of the algorithm that requires fewer memory resources 
than the original definition. 

HMAC 

0391 The HMAC algorithm proceeds, given the follow 
ing definitions: 
0392 H=the hash function (e.g. MD5 or SHA-1) 
0393 in number of bits output from H (e.g. 160 for SHA 
1, 128 bits for MD5) 
0394 M=the data to which the MAC function is to be 
applied 
0395 K-the secret key shared by the two parties 
0396 ipad=0x36 repeated 64 times 
0397 opad=0x5C repeated 64 times 
0398. The HMAC algorithm is as follows: 
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0399. Extend Kto 64 bytes by appending 0x00 bytes to the 
end of K 
04.00 XOR the 64 byte string created in (1) with ipad 
04.01. Append data stream M to the 64 byte string created 
in (2) 
0402. Apply H to the stream generated in (3) 
0403 XOR the 64 byte string created in (1) with opad 
0404 Append the H result from (4) to the 64 byte string 
resulting from (5) 
0405. Apply H to the output of (6) and output the result 
Thus: 

(0406 HMAC-SHA1 algorithm is simply HMAC with 
H=SHA-1. 

SHA-1 

0407. The SHA1 hashing algorithm is defined in the algo 
rithm as Summarized here. 
0408 Nine 32-bit constants are defined. There are 5 con 
stants used to initialize the chaining variables, and there are 4 
additive constants. 

Initial Chaining Values Additive Constants 

h Ox67452301 y OxSA827999 

04.09 Non-optimized SHA-1 requires a total of 2912 bits 
of data storage: 
0410. Five 32-bit chaining variables are defined: H. H. 
H. H. and Hs. 
0411 Five 32-bit working variables are defined: A, B, C, 
D, and E. 
0412. One 32-bit temporary variable is defined: t. 
0413 Eighty 32-bit temporary registers are defined: X-7. 
0414. The following functions are defined for SHA-1: 

Symbolic Nomenclature Description 

-- Addition modulo 2 
XY Result of rotating X left through Y bit positions 
f(X,Y,Z) (X aY) v(-X AZ) 

h(X,Y,Z) X €BY (BZ 

0415. The hashing algorithm consists of firstly padding 
the input message to be a multiple of 512 bits and initializing 
the chaining variables His with his. The padded message is 
then processed in 512-bit chunks, with the output hash value 
being the final 160-bit value given by the concatenation of the 
chaining variables: HHHHHs. The steps of the SHA-1 
algorithm are now examined in greater detail. 

Step 1. Preprocessing 

0416) The first step of SHA-1 is to pad the input message 
to be a multiple of 512 bits as follows and to initialize the 
chaining variables. 
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Steps to follow to preprocess the input message 

Pad the input 
message 

Append a 1 bit to the message 
Append Obits such that the length of the padded 
message is 64-bits short of a multiple of 512 bits. 
Append a 64-bit value containing the length in bits 
of the original input message. Store the length as 
most significant bit through to least significant bit. 

Initialize the H - h, H2 <-h2, H - his He-ha, Hs - his 
chaining variables 

Step 2. Processing 

0417. The padded input message can now be processed. 
We process the message in 512-bit blocks. Each 512-bit block 
is in the form of 16x32-bit words, referred to as InputWord 
5. 

Steps to follow for each 512 bit block (InputWords) 

Copy the 512 input For j = 0 to 15 
bits into Xo15 X = InputWord, 
Expand Xos into For i = 16 to 79 
X16-79 X, - (CX 3 6B X_s 6B X-14 6B X-16) U 1) 
initialize working A s- H, B - H, C - H., D - H E - Hs 
variables 
Round 1 For i = 0 to 19 

-((A 55) + f(B, C, D)+E+X, +y) 
E - D, D - C, C - (B 530), B - A, A - t 

Round 2 For i = 20 to 39 

-((A 55) +h(B, C, D)+E+X, +y.) 
E - D, D - C, C - (B (30), B - A, A - t 

Round 3 For i = 40 to 59 

<-((A 55) + g(B, C, D)+E+ X, +ys) 
E - D, D - C, C - (B 530), B - A, A - t 

Round 4 For i = 60 to 79 

<-((A 55) +h(B, C, D)+E+ X, + ya) 
E - D, D - C, C - (B (530), B - A, A - t 

Update chaining H - H + A, H, C-H + B, 
variables H - H + C, H, - H + D, 

Hs - Hs + E 

Step 3. Completion 

0418. After all the 512-bit blocks of the padded input 
message have been processed, the output hash value is the 
final 160-bit value given by: HHHHHs. 

Optimization for Hardware Implementation 

0419. The SHA-1 Step 2 procedure is not optimized for 
hardware. In particular, the 80 temporary 32-bit registers use 
up valuable silicon on a hardware implementation. This sec 
tion describes an optimization to the SHA-1 algorithm that 
only uses 16 temporary registers. The reduction in silicon is 
from 2560 bits down to 512 bits, a saving of over 2000 bits. It 
may not be important in some applications, but in the Authen 
tication Chip storage space must be reduced where possible. 
The optimization is based on the fact that although the origi 
nal 16-word message block is expanded into an 80-word 
message block, the 80 words are not updated during the 
algorithm. In addition, the words rely on the previous 16 
words only, and hence the expanded words can be calculated 
on-the-fly during processing, as long as we keep 16 words for 
the backward references. We require rotating counters to keep 
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track of which register we are up to using, but the effect is to 
save a large amount of storage. Rather than index X by a 
single value j, we use a 5 bit counter to count through the 
iterations. This can be achieved by initializing a 5-bit register 
with either 16 or 20, and decrementing it until it reaches 0. In 
order to update the 16 temporary variables as if they were 80, 
we require 4 indexes, each a 4-bit register. All 4 indexes 
increment (with wraparound) during the course of the algo 
rithm. 

Steps to follow for each 512 bit block (InputWords) 

Initialize working 
variables 
Round O 
Copy the 512 input 
bits into Xo-1s 
Round 1A 

A s- H, B - H, C - H., D - H E - Hs 
N - 13, N, C-8, N, C-2, N-0 
Do 16 times: 
X = InputWord 

?t N. N., f N, 
Do 16 times: 
<- ((A 55) + f(B, C, D) + E + X + y) 
?t N1, fN2, fNs), fNA 
E - D, D - C, C - (B 530), B - A, A - t 
Do 4 times: 
XN ((Xy (DX (DXNs (DXA) US 1) 
<- ((A 5) + f(B, C, D) + E + X + y) 

?t N, fN, fN, ?t N. 
E - D, D - C, C - (B (530), B - A, A - t 
Do 20 times: 
Xy - (CXN (EX (EX (EX) (1) 
<- ((A 5) +h(B, C, D) + E + X + y2) 

?t N, ?t N. ft N, ?t N. 
E - D, D - C, C - (B (530), B - A, A - t 
Do 20 times: 
Xy - (CXN (EX (EX (EX) (51) 
<- ((A (95) + g(B, C, D) + E + X + y) 

?h N, N., f N, fN 
E - D, D - C, C - (B 530), B - A, A - t 
Do 20 times: 
Xy - (CXN (EX (EX (EX) (1) 
<- ((A 55) +h(B, C, D) + E + X + y) 

?t N, N., f N, ?t N. 
E - D, D - C, C - (B (530), B - A, A - t 
H - H + A, H, C-H + B, 
H - H + C, H, C-H + D, 
Hs - Hs + E 

optional 

Round 1B 

Round 2 

Round 3 

Round 4 

Update chaining 
variables 

0420. The incrementing of N, N, and N during Rounds 
0 and 1A is optional. A software implementation would not 
increment them, since it takes time, and at the end of the 16 
times through the loop, all 4 counters will be their original 
values. Designers of hardware may wish to increment all 4 
counters together to save on control logic. Round 0 can be 
completely omitted if the caller loads the 512 bits of Xos. 

HMAC-SHA1 

0421. In the Authentication Chip implementation, the 
HMAC-SHA1 unit only ever performs hashing on two types 
of inputs: on R using K and on RM using K. Since the 
inputs are two constant lengths, rather than have HMAC and 
SHA-1 as separate entities on chip, they can be combined and 
the hardware optimized. The padding of messages in SHA-1 
Step 1 (a 1 bit, a string of Obits, and the length of the message) 
is necessary to ensure that different messages will not look the 
same after padding. Since we only deal with 2 types of mes 
sages, our padding can be constant OS. In addition, the opti 
mized version of the SHA-1 algorithm is used, where only 16 
32-bit words are used for temporary storage. These 16 regis 
ters are loaded directly by the optimized HMAC-SHA1 hard 
ware. The Nine 32-bit constants his and y are still 
required, although the fact that they are constants is an advan 
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tage for hardware implementation. Hardware optimized 
HMAC-SHA-1 requires a total of 1024 bits of data storage: 
0422 Five 32-bit chaining variables are defined: H. H. 
H. H. and Hs. 
0423 Five 32-bit working variables are defined: A, B, C, 
D, and E. 
0424 Five 32-bit variables for temporary storage and final 

result: Buff160s 
0425 One 32 bit temporary variable is defined: t. 
0426 Sixteen 32-bit temporary registers are defined: 
Xo-1s. 
0427. The following two sections describe the steps for the 
two types of calls to HMAC-SHA1. 

HR, K. 

0428. In the case of producing the keyed hash of Rusing 
K, the original input message R is a constant length of 160 
bits. We can therefore take advantage of this fact during 
processing. Rather than load Xos during the first part of the 
SHA-1 algorithm, we load Xos directly, and thereby omit 
Round 0 of the optimized Process Block (Step 2) of SHA-1. 
The pseudocode takes on the following steps: 

Description Action 

Process K (Dipad Xo - K (D Ox363636... 
Xss - 0x363636... 
H15 s his 
Process Block 

Process R Xo e-R 

Process Block 
Bufflé0s - His 

Process K (Dopad X - K(B 0x5C5C5C... 

H15 s his 
Process Block 

Process previous HX. X - Result 

1St 
ep 

5 O 

Variable Name 

MO... 15 

K 

K2 

AccessMode 0 . . 

MiniTicks 

SIWritten 

IsTrusted 

Total bits 
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Step Description Action 

15 Process Block 
16 Get results Bufflé0s - His 

HRIM, K, 
0429. In the case of producing the keyed hash of RIM 
using K, the original input message is a constant length of 
416 (256+160) bits. We can therefore take advantage of this 
fact during processing. Rather than load Xos during the first 
part of the SHA-1 algorithm, we load Xos directly, and 
thereby omit Round 0 of the optimized Process Block (Step 2) 
of SHA-1. The pseudocode takes on the following steps: 

Description Action 

Process KeDipad Xo - K2 (D 0x363636... 
Xss - 0x363636... 
His his 
Process Block 

Process RM Xo e-R 

X-15 s -0 
Process Block 
Temp - His 

Process K (Dopad Xols- K. ?D Ox5C5C5C ... 

His his 
Process Block 

Process previous HX. Xo -Temp 

1St 
ep 

X 5 5 O 
Process Block 

Get results Result - His 1 7 

Data Storage Integrity 
0430. Each Authentication Chip contains some non-vola 

tile memory in order to hold the variables required by Authen 
tication Protocol 3. The following non-volatile variables are 
defined: 

Size (in bits) Description 

2S6 16 words (each 16 bits) containing state data 
Such as serial numbers, media remaining etc. 

160 Key used to transform R during 
authentication. 

160 Key used to transform Mduring 
authentication. 

160 Current random number 
. 15) 32 The 16 sets of 2-bit AccessMode values for 

Mn). 
32 The minimum number of clock ticks between 

calls to key-based functions 
1 Ifset, the Secret key information (K1, K2, and 

R) has been written to the chip. If clear, the 
secret information has not been written yet. 

1 Ifset, the RND and TST functions can be 
called, but RD and WR functions cannot be 
called. 
If clear, the RND and TST functions cannot 
be called, but RD and WR functions can be called. 

802 
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0431. Note that if these variables are in Flash memory, it is 
not a simple matter to write a new value to replace the old. The 
memory must be erased first, and then the appropriate bits set. 
This has an effect on the algorithms used to change Flash 
memory based variables. For example, Flash memory cannot 
easily be used as shift registers. To update a Flash memory 
variable by a general operation, it is necessary to follow these 
steps: 
0432 Read the entire N bit value into a general purpose 
register; 
0433 Perform the operation on the general purpose regis 

ter; 
0434 Erase the Flash memory corresponding to the vari 
able; and 
0435 Set the bits of the Flash memory location based on 
the bits set in the general-purpose register. 
0436. A RESET of the Authentication Chip has no effect 
on these non-volatile variables. 

M and AccessMode 

0437. Variables MO through M15 are used to hold con 
Sumable state data, Such as serial numbers, batch numbers, 
and amount of consumable remaining. Each Mn register is 
16 bits, making the entire M vector 256 bits (32 bytes). 
Clients cannot read from or written to individual Min vari 
ables. Instead, the entire vector, referred to as M, is read or 
written in a single logical access. M can be read using the RD 
(read) command, and written to via the WR (write) command. 
The commands only succeed if K and K are both defined 
(SIWritten-1) and the Authentication Chip is a consumable 
non-trusted chip (IsTrusted=0). Although M may contain a 
number of different data types, they differ only in their write 
permissions. Each data type can always be read. Once in 
client memory, the 256 bits can be interpreted in any way 
chosen by the client. The entire 256 bits of Mare read at one 
time instead of in Smaller amounts for reasons of security, as 
described in the chapter entitled Authentication. The different 
write permissions are outlined in the following table: 

Data Type AccessNote 

Read Only Can never be written to 
ReadWrite Can always be written to 
Decrement Can only be written to if the new value is less than the old 
Only value. Decrement Only values are typically 16-bit or 32-bit 

values, but can be any multiple of 16 bits. 

0438 To accomplish the protection required for writing, a 
2-bit access mode value is defined for each Mn. The follow 
ing table defines the interpretation of the 2-bit access mode 
bit-pattern: 

Bits Op Interpretation Action taken during Write command 

OO RW ReadWrite The new 16-bit value is always 
written to Mn). 

O1 MSR Decrement Only The new 16-bit value is only written 
(Most Significant to Mnifit is less than the value 
Region) currently in Mn). This is used for 

access to the Most Significant 16 bits 
of a Decrement Only number. 
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Bits Op Interpretation Action taken during Write command 

10 NMSR Decrement Only The new 16-bit value is only written 
(Not the Most to MnifMn+1) can also 
Significant be written. The NMSR access 
Region) mode allows multiple precision 

values of 32 bits and more (multiples 
of 16 bits) to decrement. 

11 RO Read Only The new 16-bit value is ignored. 
Mn is left unchanged. 

0439. The 16 sets of access mode bits for the 16 Mn. 
registers are gathered together in a single 32-bit AccessMode 
register. The 32 bits of the AccessMode register correspond to 
Mn with n as follows: 

MSB LSB 

1 1 1 1 1 1 7 6 5 4 3 2 1 

5 4 3 2 1 0 

0440 Each 2-bit value is stored in hi/lo format. Conse 
quently, if MI0-5 were access mode MSR, with MI6-15 
access mode RO, the 32-bit AccessMode register would be: 
0441 11-11-11-11-11-11-11-11-11-11-01-01-01-01-01 
O1 

0442. During execution of a WR (write) command, 
AccessModen is examined for each Mn., and a decision 
made as to whether the new Mn value will replace the old. 
The AccessMode register is set using the Authentication 
Chip's SAM (Set Access Mode) command. Note that the 
Decrement Only comparison is unsigned, so any Decrement 
Only values that require negative ranges must be shifted into 
a positive range. For example, a consumable with a Decre 
ment Only data item range of -50 to 50 must have the range 
shifted to be 0 to 100. The System must then interpret the 
range 0 to 100 as being -50 to 50. Note that most instances of 
Decrement Only ranges are N to 0, so there is no range shift 
required. For Decrement Only data items, arrange the data in 
order from most significant to least significant 16-bit quanti 
ties from Mn onward. The access mode for the most signifi 
cant 16 bits (stored in Mn) should be set to MSR. The 
remaining registers (Mn+1, MLn+2 etc) should have their 
access modes set to NMSR. If erroneously set to NMSR, with 
no associated MSR region, each NMSR region will be con 
sidered independently instead of being a multi-precision 
comparison. 

K 

0443 K is the 160-bit secret key used to transform R 
during the authentication protocol. K is programmed along 
with K and R with the SSI (Set Secret Information) com 
mand. Since K must be kept secret, clients cannot directly 
read K. The commands that make use of K are RND and 
RD. RND returns a pair R. F. R where R is a random 
number, while RD requires an X, FX pair as input. K is 
used in the keyed one-way hash function HMAC-SHA1. As 
Such it should be programmed with a physically generated 
random number, gathered from a physically random phenom 
enon. K must NOT be generated with a computer-run ran 
dom number generator. The security of the Authentication 
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chips depends on K, K and R being generated in a way that 
is not deterministic. For example, to set K, a person can toss 
a fair coin 160 times, recording heads as 1, and tails as 0. K. 
is automatically cleared to 0 upon execution of a CLR com 
mand. It can only be programmed to a non-Zero value by the 
SSI command. 

K 

0444 K is the 160-bit secret key used to transform MIR 
during the authentication protocol. K is programmed along 
with K and R with the SSI (Set Secret Information) com 
mand. Since K must be kept secret, clients cannot directly 
read K. The commands that make use of K are RD and TST. 
RD returns a pair M, FMIX where X was passed in as one 
of the parameters to the RD function. TST requires an M. 
FIMIR pair as input, where R was obtained from the 
Authentication Chip's RND function. K is used in the keyed 
one-way hash function HMAC-SHA1. As such it should be 
programmed with a physically generated random number, 
gathered from a physically random phenomenon. K must 
NOT be generated with a computer-run random numbergen 
erator. The security of the Authentication chips depends on 
K. K. and R being generated in a way that is not determin 
istic. For example, to set K, a person can toss a fair coin 160 
times, recording heads as 1, and tails as 0. K2 is automatically 
cleared to 0 upon execution of a CLR command. It can only be 
programmed to a non-zero value by the SSI command. 

Rand IsTrusted 

0445 R is a 160-bit random number seed that is pro 
grammed along with K and K with the SSI (Set Secret 
Information) command. R does not have to be kept secret, 
since it is given freely to callers via the RND command. 
However R must be changed only by the Authentication Chip, 
and not set to any chosen value by a caller. Risused during the 
TST command to ensure that the R from the previous call to 
RND was used to generate the FMR value in the non 
trusted Authentication Chip (ChipA). Both RND and TST are 
only used in trusted Authentication Chips (ChipT). 
0446 IsTrusted is a 1-bit flag register that determines 
whether or not the Authentication Chip is a trusted chip 
(ChipT): 
0447. If the IsTrusted bit is set, the chip is considered to be 
a trusted chip, and hence clients can call RND and TST 
functions (but not RD or WR). 
0448. If the IsTrusted bit is clear, the chip is not considered 
to be trusted. Therefore RND and TST functions cannot be 
called (but RD and WR functions can be called instead). 
System never needs to call RND or TST on the consumable 
(since a clone chip would simply return 1 to a function Such as 
TST, and a constant value for RND). 
0449 The IsTrusted bit has the added advantage of reduc 
ing the number of available R, FR pairs obtainable by an 
attacker, yet still maintain the integrity of the Authentication 
protocol. To obtain valid R. FR pairs, an attacker requires 
a System Authentication Chip, which is more expensive and 
less readily available than the consumables. Both R and the 
IsTrusted bit are cleared to 0 by the CLR command. They are 
both written to by the issuing of the SSI command. The 
IsTrusted bit can only set by storing a non-Zero seed value in 
R via the SSI command (R must be non-zero to be a valid 
LFSR state, so this is quite reasonable). R is changed via a 
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160-bit maximal period LFSR with taps on bits 1, 2, 4, and 
159, and is changed only by a successful call to TST (where 
1 is returned). 
0450 Authentication Chips destined to be trusted Chips 
used in Systems (ChipT) should have their IsTrusted bit set 
during programming, and Authentication Chips used in Con 
sumables (ChipA) should have their IsTrusted bit kept clear 
(by storing 0 in R via the SSI command during program 
ming). There is no command to read or write the IsTrusted bit 
directly. The security of the Authentication Chip does not 
only rely upon the randomness of K and K2 and the strength 
of the HMAC-SHA1 algorithm. To prevent an attacker from 
building a sparse lookup table, the security of the Authenti 
cation Chip also depends on the range of Rover the lifetime 
ofall Systems. What this means is that an attacker must not be 
able to deduce what values of R there are in produced and 
future Systems. As such R should be programmed with a 
physically generated random number, gathered from a physi 
cally random phenomenon. R must NOT be generated with a 
computer-run random number generator. The generation of R 
must not be deterministic. For example, to generate an R for 
use in a trusted System chip, a person can toss a fair coin 160 
times, recording heads as 1, and tails as 0.0 is the only non 
valid initial value for a trusted R is 0 (or the IsTrusted bit will 
not be set). 

SIWritten 

0451. The SIWritten (Secret Information Written) 1-bit 
register holds the status of the secret information stored 
within the Authentication Chip. The secret information is K. 
K. and R. A client cannot directly access the SIWritten bit. 
Instead, it is cleared via the CLR command (which also clears 
K. K. and R). When the Authentication Chip is programmed 
with secret keys and random number seed using the SSI 
command (regardless of the value written), the SIWritten bit 
is set automatically. Although R is strictly not secret, it must 
be written together with K and K to ensure that an attacker 
cannot generate their own random number seed in order to 
obtain chosen R, FR pairs. The SIWritten status bit is used 
by all functions that access K, K, or R. If the SIWritten bit 
is clear, then calls to RD, WR, RND, and TST are interpreted 
as calls to CLR. 

MinTicks 

0452. There are two mechanisms for preventing an 
attacker from generating multiple calls to TST and RD func 
tions in a short period of time. The first is a clock limiting 
hardware component that prevents the internal clock from 
operating at a speed more than a particular maximum (e.g. 10 
MHz). The second mechanism is the 32-bit MinTicks regis 
ter, which is used to specify the minimum number of clock 
ticks that must elapse between calls to key-based functions. 
The MinTicks variable is cleared to 0 via the CLR command. 
Bits can then be set via the SMT (Set MiniTicks) command. 
The input parameter to SMT contains the bit pattern that 
represents which bits of MiniTicks are to be set. The practical 
effect is that an attacker can only increase the value in MinT 
icks (since the SMT function only sets bits). In addition, there 
is no function provided to allow a caller to read the current 
value of this register. The value of MinTicks depends on the 
operating clock speed and the notion of what constitutes a 
reasonable time between key-based function calls (applica 
tion specific). The duration of a single tick depends on the 
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operating clock speed. This is the maximum of the input clock 
speed and the Authentication Chip's clock-limiting hardware. 
For example, the Authentication Chip's clock-limiting hard 
ware may be set at 10 MHz (it is not changeable), but the input 
clock is 1 MHz. In this case, the value of 1 tick is based on 1 
MHz, not 10 MHz. If the input clock was 20 MHz instead of 
1 MHz, the value of 1 tick is based on 10 MHz (since the clock 
speed is limited to 10 MHz). 
0453. Once the duration of a tick is known, the MinTicks 
value can to be set. The value for MinTicks is the minimum 
number of ticks required to pass between calls to the key 
based RD and TST functions. The value is a real-time number, 
and divided by the length of an operating tick. Suppose the 
input clock speed matches the maximum clock speed of 10 
MHz. If we want a minimum of 1 second between calls to key 
based functions, the value for MinTicks is set to 10,000,000. 
Consider an attacker attempting to collectX, FX pairs by 
calling RND, RD and TST multiple times. If the MiniTicks 
value is set such that the amount of time between calls to TST 
is 1 second, then each pair requires 1 second to generate. To 
generate 2 pairs (only requiring 1.25 GB of storage), an 
attacker requires more than 1 year. An attack requiring 2 
pairs would require 5.84x10' years using a single chip, or 
584 years if 1 billion chips were used, making Such an attack 
completely impractical in terms of time (not to mention the 
storage requirements). 
0454. With regards to K, it should be noted that the MinT 
ickS variable only slows down an attacker and causes the 
attack to cost more since it does not stop an attacker using 
multiple System chips in parallel. However MinTicks does 
make an attack on K more difficult, since each consumable 
has a different M (part of M is random read-only data). In 
order to launch a differential attack, minimally different 
inputs are required, and this can only be achieved with a 
single consumable (containing an effectively constant part of 
M). Minimally different inputs require the attacker to use a 
single chip, and MinTicks causes the use of a single chip to be 
slowed down. If it takes a year just to get the data to start 
searching for values to begin a differential attack this 
increases the cost of attack and reduces the effective market 
time of a clone consumable. 

Authentication Chip Commands 

0455 The System communicates with the Authentication 
Chips via a simple operation command set. This section 
details the actual commands and parameters necessary for 
implementation of Protocol 3. The Authentication Chip is 
defined here as communicating to System via a serial inter 
face as a minimum implementation. It is a trivial matter to 
define an equivalent chip that operates over a wider interface 
(such as 8, 16 or 32 bits). Each command is defined by 3-bit 
opcode. The interpretation of the opcode can depend on the 
current value of the IsTrusted bit and the current value of the 
IsWritten bit. The following operations are defined: 

Op T W Mn Input Output Description 

OOO - — CLR Clear 
OO1 O O SSI 160, 160, 160 Set Secret 

Information 
O10 O 1 RD 160, 160 256, 160 Read M 

Securely 

28 
Aug. 26, 2010 

-continued 

Op T W Mn Input Output Description 

O10 1 1 RND 160, 160 Random 
O11 O 1 WR 256) Write M 
O11 1 1. TST 256, 160 1. Test 
1OO O 1 SAM 32 32 Set Access 

Mode 
101 — 1 GIT 1. Get Is Trusted 
110 – 1 SMT 32 Set MinTicks 

Op = Opcode, 
T = IsTrusted value, 
W = IsWritten value, 
Min = Mnemonic, 
n = number of bits required for parameter 

0456. Any command not defined in this table is interpreted 
as NOP (No Operation). Examples include opcodes 110 and 
111 (regardless of IsTrusted or Is Written values), and any 
opcode other than SSI when IsWritten–0. Note that the 
opcodes for RD and RND are the same, as are the opcodes for 
WR and TST. The actual command run upon receipt of the 
opcode will depend on the current value of the IsTrusted bit 
(as long as Is Written is 1). Where the IsTrusted bit is clear, RD 
and WR functions will be called. Where the IsTrusted bit is 
set, RND and TST functions will be called. The two sets of 
commands are mutually exclusive between trusted and non 
trusted Authentication Chips, and the same opcodes enforces 
this relationship. Each of the commands is examined in detail 
in the Subsequent sections. Note that some algorithms are 
specifically designed because Flash memory is assumed for 
the implementation of non-volatile variables. 

CLR Clear 

Input None 
Output None 
Changes All 

0457. The CLR (Clear) Command is designed to com 
pletely erase the contents of all Authentication Chip memory. 
This includes all keys and secret information, access mode 
bits, and state data. After the execution of the CLR command, 
an Authentication Chip will be in a programmable state, just 
as if it had been freshly manufactured. It can be repro 
grammed with a new key and reused. A CLR command con 
sists of simply the CLR command opcode. Since the Authen 
tication Chip is serial, this must be transferred one bit at a 
time. The bit order is LSB to MSB for each command com 

ponent. A CLR command is therefore sent as bits 0-2 of the 
CLR opcode. A total of 3 bits are transferred. The CLR 
command can be called directly at any time. The order of 
erasure is important. SIWritten must be cleared first, to dis 
able further calls to key access functions (such as RND, TST, 
RD and WR). If the AccessMode bits are cleared before 
SIWritten, an attacker could remove power at some point 
after they have been cleared, and manipulate M, thereby have 
a better chance of retrieving the secret information with a 
partial chosen text attack. The CLR commandis implemented 
with the following steps: 
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Step Action 

1 Erase SIWritten 
Erase IsTrusted 
Erase K. 
Erase K-2 
Erase R 
Erase M 

2 Erase AccessMode 
Erase MinTicks 

0458. Once the chip has been cleared it is ready for repro 
gramming and reuse. A blank chip is of no use to an attacker, 
since although they can create any value for M (M can be read 
from and writtento), key-based functions will not provide any 
information as K and K will be incorrect. It is not necessary 
to consume any input parameter bits if CLR is called for any 
opcode other than CLR. An attacker will simply have to 
RESET the chip. The reason for calling CLR is to ensure that 
all secret information has been destroyed, making the chip 
useless to an attacker. 

SSI Set Secret Information 

0459. Input: K. K. R=160 bits, 160 bits, 160 bits 
0460 Output: None 
0461) Changes: K. K. R. SIWritten, IsTrusted 
0462. The SSI (Set Secret Information) command is used 

to load the K. K. and R variables, and to set SIWritten and 
IsTrusted flags for later calls to RND, TST, RD and WR 
commands. An SSI command consists of the SSI command 
opcode followed by the secret information to be stored in the 
K. K. and R registers. Since the Authentication Chip is 
serial, this must be transferred one bit at a time. The bit order 
is LSB to MSB for each command component. An SSI com 
mand is therefore sent as: bits 0-2 of the SSI opcode, followed 
by bits 0-159 of the new value for K, bits 0-159 of the new 
value for K, and finally bits 0-159 of the seed value for R. A 
total of 483 bits are transferred. The K. K. R. SIWritten, and 
IsTrusted registers are all cleared to 0 with a CLR command. 
They can only be set using the SSI command. 
0463. The SSI command uses the flag SIWritten to store 
the fact that data has been loaded into K, K, and R. If the 
SIWritten and IsTrusted flags are clear (this is the case after a 
CLR instruction), then K, K and Rare loaded with the new 
values. If either flag is set, an attempted call to SSI results in 
a CLR command being executed, since only an attacker oran 
erroneous client would attempt to change keys or the random 
seed without calling CLR first. The SSI command also sets 
the IsTrusted flag depending on the value for R. If R=0, then 
the chip is considered untrustworthy, and therefore IsTrusted 
remains at 0. If Rz0, then the chip is considered trustworthy, 
and therefore IsTrusted is set to 1. Note that the setting of the 
IsTrusted bit only occurs during the SSI command. If an 
Authentication Chip is to be reused, the CLR command must 
be called first. The keys can then be safely reprogrammed 
with an SSI command, and fresh state information loaded into 
Musing the SAM and WR commands. The SSI command is 
implemented with the following steps: 
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Step Action 

1 CLR 

2 K - Read 160 bits from client 
3 K2 - Read 160 bits from client 
4 Re-Read 160 bits from client 
5 IF (Rz. O) 

IsTrusted 6-1 
6 SIWritten 6-1 

RD Read 

0464) Input: X, FX=160 bits, 160 bits 
0465. Output: M. F.XIM=256 bits, 160 bits 
0466 Changes: R 
0467. The RD (Read) command is used to securely read 
the entire 256 bits of state data (M) from a non-trusted 
Authentication Chip. Only a valid Authentication Chip will 
respond correctly to the RD request. The output bits from the 
RD command can be fed as the input bits to the TST command 
on a trusted Authentication Chip for verification, with the first 
256 bits (M) stored for later use if (as we hope) TST returns 1. 
Since the Authentication Chip is serial, the command and 
input parameters must be transferred one bit at a time. The bit 
order is LSB to MSB for each command component. A RD 
command is therefore: bits 0-2 of the RD opcode, followed by 
bits 0-159 of X, and bits 0-159 of FX. 323 bits are trans 
ferred in total. X and FX are obtained by calling the 
trusted Authentication Chip's RND command. The 320 bits 
output by the trusted chip's RND command can therefore be 
fed directly into the non-trusted chip's RD command, with no 
need for these bits to be stored by System. The RD command 
can only be used when the following conditions have been 
met: 

0468 SIWritten-1 indicating that K, K and Rhave been 
set up via the SSI command; and 
0469 IsTrusted=0 indicating the chip is not trusted since it 

is not permitted to generate random number sequences; 
0470. In addition, calls to RD must wait for the MinTick 
sRemaining register to reach 0. Once it has done so, the 
register is reloaded with MinTicks to ensure that a minimum 
time will elapse between calls to RD. Once MinTickske 
maining has been reloaded with MiniTicks, the RD command 
Verifies that the input parameters are valid. This is accom 
plished by internally generating FX for the input X, and 
then comparing the result against the input FX. This 
generation and comparison must take the same amount of 
time regardless of whether the input parameters are corrector 
not. If the times are not the same, an attacker can gain infor 
mation about which bits of FX are incorrect. The only 
way for the input parameters to be invalid is an erroneous 
System (passing the wrong bits), a case of the wrong consum 
able in the wrong System, a bad trusted chip (generating bad 
pairs), or an attack on the Authentication Chip. A constant 
value of 0 is returned when the input parameters are wrong. 
The time taken for 0 to be returned must be the same for all 
bad inputs so that attackers can learn nothing about what was 
invalid. Once the input parameters have been verified the 
output values are calculated. The 256 bit content of M are 
transferred in the following order: bits 0-15 of MIO), bits 0-15 
of M1, through to bits 0-15 of M15. FIRIM is calcu 
lated and output as bits 0-159. The R register is used to store 
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the X value during the validation of the X, FDX pair. This 
is because RND and RD are mutually exclusive. The RD 
command is implemented with the following steps: 

Step Action 

1 F (MinTicksRemaining z 0 
GOTO 1 

MinTicksRemaining - MinTicks 
Re-Read 160 bits from client 
Hash - Calculate FR 
OK - (Hash = next 160 bits from client) 
Note that this operation must take constant time so an attacker 
cannot determine how much of their guess is correct. 

6 F (OK) 
Output 256 bits of M to client 

Output 256 bits of 0 to client 
7 Hash - Calculate FRIM 
8 F (OK) 

Output 160 bits of Hash to client 

Output 160 bits of 0 to client 

RND Random 

0471. Input: None 
0472. Output: R, FR-160 bits, 160 bits 
0473 Changes: None 
0474 The RND (Random) command is used by a client to 
obtain a valid R. FR pair for use in a subsequent authen 
tication via the RD and TST commands. Since there are no 
input parameters, an RND command is therefore simply bits 
0-2 of the RND opcode. The RND command can only be used 
when the following conditions have been met: 
0475 SIWritten-1 indicating K and R have been set up 
via the SSI command; 
0476 IsTrusted=1 indicating the chip is permitted togen 
erate random number sequences; 
0477 RND returns both R and FR to the caller. The 
288-bit output of the RND command can be fed straight into 
the non-trusted chip's RD command as the input parameters. 
There is no need for the client to store them at all, since they 
are not required again. However the TST command will only 
succeed if the random number passed into the RD command 
was obtained first from the RND command. If a caller only 
calls RND multiple times, the same R, FR pair will be 
returned each time. R will only advance to the next random 
number in the sequence after a successful call to TST. See 
TST for more information. The RND command is imple 
mented with the following steps: 

Step Action 

1 Output 160 bits of R to client 
2 Hash - Calculate FR 
3 Output 160 bits of Hash to client 

TST Test 

0478. Input: X, FIRIX=256 bits, 160 bits 
0479. Output: 1 or 0–1 bit 
0480 Changes: M. Rand MiniTicksRemaining (or all reg 
isters if attack detected) 
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0481. The TST (Test) command is used to authenticate a 
read of M from a non-trusted Authentication Chip. The TST 
(Test) command consists of the TST command opcode fol 
lowed by input parameters: X and FIRIX. Since the 
Authentication Chip is serial, this must be transferred one bit 
at a time. The bit order is LSB to MSB for each command 
component. ATST command is therefore: bits 0-2 of the TST 
opcode, followed by bits 0-255 of M, bits 0-159 of FRIM). 
419 bits are transferred in total. Since the last 416 input bits 
are obtained as the output bits from a RD command to a 
non-trusted Authentication Chip, the entire data does not even 
have to be stored by the client. Instead, the bits can be passed 
directly to the trusted Authentication Chip’s TST command. 
Only the 256 bits of M should be kept from a RD command. 
The TST command can only be used when the following 
conditions have been met: 

0482 SIWritten-1 indicating K and R have been set up 
via the SSI command; 
0483 IsTrusted=1 indicating the chip is permitted togen 
erate random number sequences; 
0484. In addition, calls to TST must wait for the MinTick 
sRemaining register to reach 0. Once it has done so, the 
register is reloaded with MinTicks to ensure that a minimum 
time will elapse between calls to TST. TST causes the internal 
Mvalue to be replaced by the input M value. FIMIR is then 
calculated, and compared against the 160bit input hash value. 
A single output bit is produced: 1 if they are the same, and 0 
if they are different. The use of the internal M value is to save 
space on chip, and is the reason why RD and TST are mutu 
ally exclusive commands. If the output bit is 1, R is updated to 
be the next random number in the sequence. This forces the 
callerto use a new random number each time RD and TST are 
called. The resultant output bit is not output until the entire 
input string has been compared, so that the time to evaluate 
the comparison in the TST function is always the same. Thus 
no attacker can compare execution times or number of bits 
processed before an output is given. The next random number 
is generated from Rusing a 160-bit maximal period LFSR 
(tap selections on bits 159, 4, 2, and 1). The initial 160-bit 
value for R is set up via the SSI command, and can be any 
random number except 0 (an LFSR filled with Os will produce 
a never-ending stream of 0s). R is transformed by XORing 
bits 1, 2, 4, and 159 together, and shifting all 160 bits right 1 
bit using the XOR result as the input bit to bs. The new R 
will be returned on the next call to RND. Note that the time 
taken for 0 to be returned from TST must be the same for all 
bad inputs so that attackers can learn nothing about what was 
invalid about the input. 
0485 The TST command is implemented with the follow 
ing steps: 

Step Action 

1 IF (MinTicksRemaining z () 
GOTO 1 

2 MinTicksRemaining - MinTicks 
3 M 6 - Read 256 bits from client 
4 IF (R = 0) 

GOTO CLR 

5 Hash - Calculate FRIM 
6 OK - (Hash = next 160 bits from client) 

Note that this operation must take constant time so an attacker 
cannot determine how much of their guess is correct. 
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-continued 

Step Action 

7 IF (OK) 
Temps-R 
Erase R 
Advance TEMP wia LFSR 
R s- TEMP 

8 Output 1 bit of OK to client 

0486 Note that we can't simply advance R directly in Step 
7 since R is Flash memory, and must be erased in order for any 
set bit to become 0. If power is removed from the Authenti 
cation Chip during Step 7 after erasing the old value of R, but 
before the new value for R has been written, then R will be 
erased but not reprogrammed. We therefore have the situation 
of IsTrusted=1, yet R=0, a situation only possible due to an 
attacker. Step 4 detects this event, and takes action if the 
attack is detected. This problem can be avoided by having a 
second 160-bit Flash register for Randa Validity Bit, toggled 
after the new value has been loaded. It has not been included 
in this implementation for reasons of space, but if chip space 
allows it, an extra 160-bit Flash register would be useful for 
this purpose. 
0487. WR Write 
0488. Input: M=256 bits 
0489 Output: None 
0490 Changes: M 
0491 AWR (Write) command is used to update the write 
able parts of M containing Authentication Chip state data. 
The WR command by itself is not secure. It must be followed 
by an authenticated read of M (via a RD command) to ensure 
that the change was made as specified. The WR command is 
called by passing the WR command opcode followed by the 
new 256 bits of data to be written to M. Since the Authenti 
cation Chip is serial, the new value for M must be transferred 
one bit at a time. The bit order is LSB to MSB for each 
command component. A WR command is therefore: bits 0-2 
of the WRopcode, followed by bits 0-15 of MIO), bits 0-15 of 
MI1), through to bits 0-15 of M15. 259 bits are transferred 
in total. The WR command can only be used when SIWrit 
ten-1, indicating that K. K. and R have been set up via the 
SSI command (if SIWritten is 0, then K. K. and Rhave not 
been setup yet, and the CLR command is called instead). The 
ability to write to a specific Mn is governed by the corre 
sponding Access Mode bits as stored in the AccessMode 
register. The AccessMode bits can be set using the SAM 
command. When writing the new value to MIn the fact that 
Mn is Flash memory must be taken into account. All the bits 
of Mn must be erased, and then the appropriate bits set. 
Since these two steps occur on different cycles, it leaves the 
possibility of attack open. An attacker can remove power after 
erasure, but before programming with the new value. How 
ever, there is no advantage to an attacker in doing this: 
0492. A Read/Write Mn changed to 0 by this means is of 
no advantage since the attacker could have written any value 
using the WR command anyway. 
0493 A Read Only MIn changed to 0 by this means 
allows an additional known text pair (where the Mn is 0 
instead of the original value). For future use MInvalues, they 
are already 0, so no information is given. 
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0494. A Decrement Only Mn changed to 0 simply 
speeds up the time in which the consumable is used up. It does 
not give any new information to an attacker that using the 
consumable would give. 
0495. The WR command is implemented with the follow 
ing steps: 

Step Action 

1 DecEncountered - O 
EqEncountered - 0 
ne- 15 

2 Temp - Read 16 bits from client 
3 AM = AccessMode-n 

Compare to the previous value 

4 LT - (Temp < M-n) comparison is unsigned 
EQ - (Temp = M-n) 

5 WE - (AM= RW) v 
((AM = MSR) ALT) v 
((AM = NMSR) MDecEncountered VLT)) 

6 DecEncountered s- ((AM = MSR) ALT) v 
((AM = NMSR) MDecEncountered)v 
((AM = NMSR) MEqEncountered MLT) 
EqEncountered s- ((AM = MSR) MEQ) v 
((AM = NMSR) MEqEncountered AEQ) 
Advance to the next Access Mode set 
and write the new M-n if applicable 

8 IF (WE) 
Erase M-n 
M-n - Temp 

10 n 
11 IF (nz 0) 

GOTO 2 

SAM Set AccessMode 

0496 Input: AccessMode=32 bits 
0497 Output: AccessMode=32 bits 
0498 Changes: AccessMode 
0499. The SAM (Set Access Mode) command is used to 
set the 32 bits of the AccessMode register, and is only avail 
able for use in consumable Authentication Chips (where the 
IsTrusted flag O). The SAM command is called by passing 
the SAM command opcode followed by a 32-bit value that is 
used to set bits in the AccessMode register. Since the Authen 
tication Chip is serial, the data must be transferred one bit at 
a time. The bit order is LSB to MSB for each command 
component. A SAM command is therefore: bits 0-2 of the 
SAM opcode, followed by bits 0-31 of bits to be set in Access 
Mode. 35 bits are transferred in total. The AccessMode reg 
ister is only cleared to 0 upon execution of a CLR command. 
Since an access mode of 00 indicates an access mode of RW 
(read/write), not setting any AccessMode bits after a CLR 
means that all of Mican be read from and writtento. The SAM 
command only sets bits in the AccessMode register. Conse 
quently a client can change the access mode bits for Mn 
from RW to RO (read only) by setting the appropriate bits in 
a 32-bit word, and calling SAM with that 32-bit value as the 
input parameter. This allows the programming of the access 
mode bits at different times, perhaps at different stages of the 
manufacturing process. For example, the read only random 
data can be written to during the initial key programming 
stage, while allowing a second programming stage for items 
Such as consumable serial numbers. 
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(0500 Since the SAM command only sets bits, the effect is 
to allow the access mode bits corresponding to Mn to 
progress from RW to either MSR, NMSR, or RO. It should be 
noted that an access mode of MSR can be changed to RO, but 
this would not help an attacker, since the authentication of M 
after a write to a doctored Authentication Chip would detect 
that the write was not successful and hence abort the opera 
tion. The setting of bits corresponds to the way that Flash 
memory works best. The only way to clearbits in the Access 
Mode register, for example to change a Decrement Only Mn 
to be Read/Write, is to use the CLR command. The CLR 
command not only erases (clears) the AccessMode register, 
but also clears the keys and all of M. Thus the AccessModen 
bits corresponding to Mincan only usefully be changed once 
between CLR commands. The SAM command returns the 
new value of the AccessMode register (after the appropriate 
bits have been set due to the input parameter). By calling 
SAM with an input parameter of 0. AccessMode will not be 
changed, and therefore the current value of AccessMode will 
be returned to the caller. 
0501. The SAM command is implemented with the fol 
lowing steps: 

Step Action 

1 Temp - Read 32 bits from client 
SetBits(AccessMode, Temp) 

3 Output 32 bits of AccessMode to client 
2 

GIT Get Is Trusted 

0502. Input: None 
0503. Output: IsTrusted=1 bit 
0504 Changes: None 
0505. The GIT (Get Is Trusted) command is used to read 
the current value of the IsTrusted bit on the Authentication 
Chip. If the bit returned is 1, the Authentication Chip is a 
trusted System Authentication Chip. If the bit returned is 0. 
the Authentication Chip is a consumable Authentication 
Chip. A GIT command consists of simply the GIT command 
opcode. Since the Authentication Chip is serial, this must be 
transferred one bit at a time. The bit order is LSB to MSB for 
each command component. AGIT command is therefore sent 
as bits 0-2 of the GIT opcode. A total of 3 bits are transferred. 
The GIT command is implemented with the following steps: 

Step Action 

1 Output IsTrusted bit to client 

SMT Set MinTicks 

0506 Input: MiniTicks—32 bits 
0507 Output: None 
0508 Changes: MinTicks 
0509. The SMT (Set MiniTicks) command is used to set 
bits in the MiniTicks register and hence define the minimum 
number of ticks that must pass in between calls to TST and 
RD. The SMT command is called by passing the SMT com 
mand opcode followed by a 32-bit value that is used to set bits 
in the MiniTicks register. Since the Authentication Chip is 
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serial, the data must be transferred one bit at a time. The bit 
order is LSB to MSB for each command component. An SMT 
command is therefore: bits 0-2 of the SMT opcode, followed 
by bits 0-31 of bits to be set in MinTicks. 35 bits are trans 
ferred in total. The MinTicks register is only cleared to 0 upon 
execution of a CLR command. A value of 0 indicates that no 
ticks need to pass between calls to key-based functions. The 
functions may therefore be called as frequently as the clock 
speed limiting hardware allows the chip to run. 
0510 Since the SMT command only sets bits, the effect is 
to allow a client to set a value, and only increase the time delay 
if further calls are made. Setting a bit that is already set has no 
effect, and setting a bit that is clear only serves to slow the 
chip down further. The setting of bits corresponds to the way 
that Flash memory works best. The only way to clear bits in 
the MiniTicks register, for example to change a value of 10 
ticks to a value of 4 ticks, is to use the CLR command. 
However the CLR command clears the MiniTicks register to 0 
as well as clearing all keys and M. It is therefore useless for an 
attacker. Thus the MinTicks register can only usefully be 
changed once between CLR commands. 
0511. The SMT command is implemented with the fol 
lowing steps: 

Step Action 

1 Temp - Read 32 bits from client 
SetBits(MiniTicks, Temp) 

Programming Authentication Chips 
0512 Authentication Chips must be programmed with 
logically secure information in a physically secure environ 
ment. Consequently the programming procedures cover both 
logical and physical security. Logical security is the process 
of ensuring that K. K. R. and the random Mn values are 
generated by a physically random process, and not by a com 
puter. It is also the process of ensuring that the order in which 
parts of the chip are programmed is the most logically secure. 
Physical security is the process of ensuring that the program 
ming station is physically secure, so that K and K remain 
secret, both during the key generation stage and during the 
lifetime of the storage of the keys. In addition, the program 
ming station must be resistant to physical attempts to obtain 
or destroy the keys. The Authentication Chip has its own 
security mechanisms for ensuring that K and K- are kept 
secret, but the Programming Station must also keep K and K 
safe. 

Overview 

0513. After manufacture, an Authentication Chip must be 
programmed before it can be used. In all chips values for K. 
and K must be established. If the chip is destined to be a 
System Authentication Chip, the initial value for R must be 
determined. If the chip is destined to be a consumable 
Authentication Chip, R must be set to 0, and initial values for 
M and AccessMode must be set up. The following stages are 
therefore identified: 
0514 Determine Interaction between Systems and Con 
Sumables 
0515 Determine Keys for Systems and Consumables 
0516 Determine MiniTicks for Systems and Consumables 
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0517 Program Keys, Random Seed, MinTicks and 
Unused M 
0518. Program State Data and Access Modes 
0519. Once the consumable or system is no longer 
required, the attached Authentication Chip can be reused. 
This is easily accomplished by reprogrammed the chip start 
ing at Stage 4 again. Each of the stages is examined in the 
Subsequent sections. 

Stage 0: Manufacture 
0520. The manufacture of Authentication Chips does not 
require any special security. There is no secret information 
programmed into the chips at manufacturing stage. The algo 
rithms and chip process is not special. Standard Flash pro 
cesses are used. A theft of Authentication Chips between the 
chip manufacturer and programming station would only pro 
vide the clone manufacturer with blank chips. This merely 
compromises the sale of Authentication chips, not anything 
authenticated by Authentication Chips. Since the program 
ming station is the only mechanism with consumable and 
system product keys, a clone manufacturer would not be able 
to program the chips with the correct key. Clone manufactur 
ers would be able to program the blank chips for their own 
systems and consumables, but it would be difficult to place 
these items on the market without detection. In addition, a 
single theft would be difficult to base a business around. 
Stage 1: Determine Interaction between Systems and Con 
Sumables 
0521. The decision of what is a System and what is a 
Consumable needs to be determined before any Authentica 
tion Chips can be programmed. A decision needs to be made 
about which Consumables can be used in which Systems, 
since all connected Systems and Consumables must share the 
same key information. They also need to share state-data 
usage mechanisms even if some of the interpretations of that 
data have not yet been determined. A simple example is that 
of a car and car-keys. The car itself is the System, and the 
car-keys are the consumables. There are several car-keys for 
each car, each containing the same key information as the 
specific car. However each car (System) would contain a 
different key (shared by its car-keys), since we don't want 
car-keys from one car working in another. Another example is 
that of a photocopier that requires a particular toner cartridge. 
In simple terms the photocopier is the System, and the toner 
cartridge is the consumable. However the decision must be 
made as to what compatibility there is to be between car 
tridges and photocopiers. The decision has historically been 
made in terms of the physical packaging of the toner car 
tridge: certain cartridges will or won’t fit in a new model 
photocopier based on the design decisions for that copier. 
When Authentication Chips are used, the components that 
must work together must share the same key information. 
0522. In addition, each type of consumable requires a dif 
ferent way of dividing M (the state data). Although the way in 
which M is used will vary from application to application, the 
method of allocating Mn and AccessModen will be the 
Sale 

0523 Define the consumable state data for specific use 
0524 Set some MIn registers aside for future use (if 
required). Set these to be 0 and Read Only. 
0525. The value can be tested for in Systems to maintain 
compatibility. 
0526 Set the remaining Mn registers (at least one, but it 
does not have to be M15) to be Read Only, with the contents 
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of each Mn completely random. This is to make it more 
difficult for a clone manufacturer to attack the authentication 
keys. 
0527 The following examples show ways in which the 
state data may be organized. 

Example 1 

0528 Suppose we have a car with associated car-keys. A 
16-bit key number is more than enough to uniquely identify 
each car-key for a given car. The 256 bits of M could be 
divided up as follows: 

Mn Access Description 

O RO Key number (16 bits) 
1-4 RO Car engine number (64 bits) 
S-8 RO For future expansion = 0 (64 bits) 
8-15 RO Random bit data (128 bits) 

0529 If the car manufacturer keeps all logical keys for all 
cars, it is a trivial matter to manufacture a new physical 
car-key for a given car should one be lost. The new car-key 
would contain a new Key Number in MIO), but have the same 
K and K as the car's Authentication Chip. Car Systems 
could allow specific key numbers to be invalidated (for 
example if a key is lost). Such a system might require Key 0 
(the master key) to be inserted first, then all valid keys, then 
Key 0 again. Only those valid keys would now work with the 
car. In the worst case, for example if all car-keys are lost, then 
a new set of logical keys could be generated for the car and its 
associated physical car-keys if desired. The Car engine num 
ber would be used to tie the key to the particular car. Future 
use data may include such things as rental information, Such 
as driver/renter details. 

Example 2 

0530 Suppose we have a photocopier image unit which 
should be replaced every 100,000 copies. 32 bits are required 
to store the number of pages remaining. The 256 bits of M 
could be divided up as follows: 

Mn Access Description 

O RO Serial number (16 bits) 
1 RO Batch number (16 bits) 
2 MSR Page Count Remaining (32 bits, hillo) 
3 NMSR 

4-7 RO For future expansion = 0 (64 bits) 
8-15 RO Random bit data (128 bits) 

0531. If a lower quality image unit is made that must be 
replaced after only 10,000 copies, the 32-bit page count can 
still be used for compatibility with existing photocopiers. 
This allows several consumable types to be used with the 
same system. 

Example 3 

0532 Consider a Polaroid camera consumable containing 
25 photos. A 16-bit countdown is all that is required to store 
the number of photos remaining. The 256 bits of M could be 
divided up as follows: 
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Mn Access Description 

O RO Serial number (16 bits) 
1 RO Batch number (16 bits) 
2 MSR Photos Remaining (16 bits) 
3-6 RO For future expansion = 0 (64 bits) 
7-15 RO Random bit data (14.4 bits) 

0533. The Photos Remaining value at M2 allows a num 
ber of consumable types to be built for use with the same 
camera System. For example, a new consumable with 36 
photos is trivial to program. Suppose 2 years after the intro 
duction of the camera, a new type of camera was introduced. 
It is able to use the old consumable, but also can process a new 
film type. M3 can be used to define Film Type. Old film 
types would be 0, and the new film types would be some new 
value. New Systems can take advantage of this. Original 
systems would detect a non-zero value at M3 and realize 
incompatibility with new film types. New Systems would 
understand the value of M3 and so react appropriately. To 
maintain compatibility with the old consumable, the new 
consumable and System needs to have the same key informa 
tion as the old one. To make a clean break with a new System 
and its own special consumables, a new key set would be 
required. 

Example 4 

0534 Consider a printer consumable containing 3 inks: 
cyan, magenta, and yellow. Each ink amount can be decre 
mented separately. The 256 bits of M could be divided up as 
follows: 

Mn Access Description 

O RO Serial number (16 bits) 
1 RO Batch number (16 bits) 
2 MSR Cyan Remaining (32 bits, hi? lo) 
3 NMSR 
4 MSR Magenta Remaining (32 bits, hi? lo) 
5 NMSR 
6 MSR Yellow Remaining (32 bits, hi? lo) 
7 NMSR 
8-11 RO For future expansion = 0 (64 bits) 

12-15 RO Random bit data (64 bits) 

Stage 2: Determine Keys for Systems and Consumables 
0535. Once the decision has been made as to which Sys 
tems and consumables are to share the same keys, those keys 
must be defined. The values for K and K must therefore be 
determined. In most cases, K and K will be generated once 
for all time. All Systems and consumables that have to work 
together (both now and in the future) need to have the same K. 
and K values. K and K must therefore be kept secret since 
the entire security mechanism for the System/Consumable 
combination is made void if the keys are compromised. If the 
keys are compromised, the damage depends on the number of 
systems and consumables, and the ease to which they can be 
reprogrammed with new non-compromised keys: In the case 
of a photocopier with toner cartridges, the worst case is that a 
clone manufacturer could then manufacture their own 
Authentication Chips (or worse, buy them), program the 
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chips with the known keys, and then insert them into their own 
consumables. In the case of a car with car-keys, each car has 
a different set of keys. This leads to two possible general 
scenarios. The first is that after the car and car-keys are 
programmed with the keys, K and K- are deleted so no record 
of their values are kept, meaning that there is no way to 
compromise K and K. However no more car-keys can be 
made for that car without reprogramming the car's Authenti 
cation Chip. The second scenario is that the car manufacturer 
keeps K and K, and new keys can be made for the car. A 
compromise of K and K means that someone could make a 
car-key specifically for a particular car. 
0536 The keys and random data used in the Authentica 
tion Chips must therefore be generated by a means that is 
non-deterministic (a completely computer generated pseudo 
random number cannot be used because it is deterministic— 
knowledge of the generator's seed gives all future numbers). 
K and K should be generated by a physically random pro 
cess, and not by a computer. However, random bit generators 
based on natural Sources of randomness are subject to influ 
ence by external factors and also to malfunction. It is impera 
tive that such devices be tested periodically for statistical 
randomness. 
0537. A simple yet useful source of random numbers is the 
Lavarand(R) system from SGI. This generator uses a digital 
camera to photograph six lava lamps every few minutes. Lava 
lamps contain chaotic turbulent systems. The resultant digital 
images are fed into an SHA-1 implementation that produces 
a 7-way hash, resulting in a 160-bit value from every 7th bye 
from the digitized image. These 7 sets of 160 bits total 140 
bytes. The 140 byte value is fed into a BBS generator to 
position the start of the output bitstream. The output 160 bits 
from the BBS would be the key or the Authentication chip. 
0538 An extreme example of a non-deterministic random 
process is someone flipping a coin 160 times for K and 160 
times for K in a clean room. With each head or tail, a 1 or 0 
is entered on a panel of a Key Programmer Device. The 
process must be undertaken with several observers (for veri 
fication) in silence (someone may have a hidden micro 
phone). The point to be made is that secure data entry and 
storage is not as simple as it sounds. The physical security of 
the Key Programmer Device and accompanying Program 
ming Station requires an entire document of its own. Once 
keys K and K have been determined, they must be kept for 
as long as Authentication Chips need to be made that use the 
key. In the first car/car-key scenario K and K- are destroyed 
after a single System chip and a few consumable chips have 
been programmed. In the case of the photocopier?toner car 
tridge, K and K must be retained for as long as the toner 
cartridges are being made for the photocopiers. The keys must 
be kept securely. 

Stage 3: Determine MiniTicks for Systems and Consumables 
0539. The value of MiniTicks depends on the operating 
clock speed of the Authentication Chip (System specific) and 
the notion of what constitutes areasonable time between RD 
or TST function calls (application specific). The duration of a 
single tick depends on the operating clock speed. This is the 
maximum of the input clock speed and the Authentication 
Chip's clock-limiting hardware. For example, the Authenti 
cation Chip's clock-limiting hardware may be set at 10 MHz 
(it is not changeable), but the input clock is 1 MHz. In this 
case, the value of 1 tick is based on 1 MHz, not 10 MHz. If the 
input clock was 20 MHz instead of 1 MHz, the value of 1 tick 
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is based on 10 MHz (since the clock speed is limited to 10 
MHz). Once the duration of a tick is known, the MinTicks 
value can be set. The value for MinTicks is the minimum 
number of ticks required to pass between calls to RD or RND 
key-based functions. Suppose the input clock speed matches 
the maximum clock speed of 10 MHz. If we want a minimum 
of 1 second between calls to TST, the value for MinTicks is set 
to 10,000,000. Even a value such as 2 seconds might be a 
completely reasonable value for a System such as a printer 
(one authentication per page, and one page produced every 2 
or 3 seconds). 

Stage 4: Program Keys, Random Seed, MinTicks and Unused 
M 

0540 Authentication Chips are in an unknown state after 
manufacture. Alternatively, they have already been used in 
one consumable, and must be reprogrammed for use in 
another. Each Authentication Chip must be cleared and pro 
grammed with new keys and new state data. Clearing and 
Subsequent programming of Authentication Chips must take 
place in a secure Programming Station environment. 

Programming a Trusted System Authentication Chip 

0541. If the chip is to be a trusted System chip, a seed value 
for R must be generated. It must be a random number derived 
from a physically random process, and must not be 0. The 
following tasks must be undertaken, in the following order, 
and in a secure programming environment: 
RESET the chip 

CLR 

0542 
data 

Load R (160 bit register) with physically random 

SSIK, K, R 

SMT MinTickss. 
0543. The Authentication Chip is now ready for insertion 
into a System. It has been completely programmed. If the 
System Authentication Chips are stolen at this point, a clone 
manufacturer could use them to generate R, FR pairs in 
order to launch a known text attack on K, or to use for 
launching a partially chosen-text attack on K. This is no 
different to the purchase of a number of Systems, each con 
taining a trusted Authentication Chip. The security relies on 
the strength of the Authentication protocols and the random 
ness of K and K. 

Programming a Non-Trusted Consumable Authentication 
Chip 

0544. If the chip is to be a non-trusted Consumable 
Authentication Chip, the programming is slightly different to 
that of the trusted System Authentication Chip. Firstly, the 
seed value for R must be 0. It must have additional program 
ming for M and the AccessMode values. The future use MIn 
must be programmed with 0, and the random Mn must be 
programmed with random data. The following tasks must be 
undertaken, in the following order, and in a secure program 
ming environment: 
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RESET the chip 

CLR 

(0545 Load R (160 bit register) with 0 
(0546) SSIK, K, R 
Load X (256 bit register) with 0 
Set bits in X corresponding to appropriate Mn) with physi 
cally random data 

WRX 

(0547 Load Y (32 bit register) with 0 
Set bits in Y corresponding to appropriate Mn) with Read 
Only Access Modes 

SAMY 

SMTMinTicks 

0548. The non-trusted consumable chip is now ready to be 
programmed with the general state data. If the Authentication 
Chips are stolen at this point, an attacker could perform a 
limited chosen text attack. In the best situation, parts of Mare 
Read Only (O and random data), with the remainder of M 
completely chosen by an attacker (via the WR command). A 
number of RD calls by an attacker obtains FIMIR for a 
limited M. In the worst situation, M can be completely chosen 
by an attacker (since all 256 bits are used for state data). In 
both cases however, the attacker cannot choose any value for 
R since it is supplied by calls to RND from a System Authen 
tication Chip. The only way to obtain a chosen R is by a Brute 
Force attack. It should be noted that if Stages 4 and 5 are 
carried out on the same Programming Station (the preferred 
and ideal situation), Authentication Chips cannot be removed 
in between the stages. Hence there is no possibility of the 
Authentication Chips being stolen at this point. The decision 
to program the Authentication Chips at one or two times 
depends on the requirements of the System/Consumable 
manufacturer. 

Stage 5: Program State Data and Access Modes 

0549. This stage is only required for consumable Authen 
tication Chips, since M and AccessMode registers cannot be 
altered on System Authentication Chips. The future use and 
random values of Mn have already been programmed in 
Stage 4. The remaining state data values need to be pro 
grammed and the associated Access Mode values need to be 
set. Bear in mind that the speed of this stage will be limited by 
the value stored in the MinTicks register. This stage is sepa 
rated from Stage 4 on account of the differences either in 
physical location or in time between where/when Stage 4 is 
performed, and where/when Stage 5 is performed. Ideally, 
Stages 4 and 5 are performed at the same time in the same 
Programming Station. Stage 4 produces valid Authentication 
Chips, but does not load them with initial state values (other 
than 0). This is to allow the programming of the chips to 
coincide with production line runs of consumables. Although 
Stage 5 can be run multiple times, each time setting a different 
state data value and Access Mode value, it is more likely to be 
run a single time, setting all the remaining state data values 
and setting all the remaining Access Mode values. For 
example, a production line can be set up where the batch 
number and serial number of the Authentication Chip is pro 
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duced according to the physical consumable being produced. 
This is much harder to match if the state data is loaded at a 
physically different factory. 
0550 The Stage 5 process involves first checking to 
ensure the chip is a valid consumable chip, which includes a 
RD to gather the data from the Authentication Chip, followed 
by a WR of the initial data values, and then a SAM to perma 
nently set the new data values. The steps are outlined here: 

IsTrusted=GIT 
0551. If (IsTrusted), exit with error (wrong kind of chip) 
Call RND on a valid System chip to get a valid input pair 
Call RD on chip to be programmed, passing in valid input pair 
Load X (256 bit register) with results from a RD of Authen 
tication Chip 
Call TST on valid System chip to ensure X and consumable 
chip are valid 
0552) If (TST returns 0), exit with error (wrong consum 
able chip for system) 
Set bits of X to initial state values 

WRX 
0553 Load Y (32 bit register) with 0 
Set bits of Y corresponding to Access Modes for new state 
values 

SAMY 

0554) Of course the validation (Steps 1 to 7) does not have 
to occur if Stage 4 and 5 follow on from one another on the 
same Programming Station. But it should occur in all other 
situations where Stage 5 is run as a separate programming 
process from Stage 4. If these Authentication Chips are now 
stolen, they are already programmed for use in a particular 
consumable. An attacker could place the stolen chips into a 
clone consumable. Such a theft would limit the number of 
cloned products to the number of chips stolen. A single theft 
should not create a Supply constant enough to provide clone 
manufacturers with a cost-effective business. The alternative 
use for the chips is to save the attacker from purchasing the 
same number of consumables, each with an Authentication 
Chip, in order to launch a partially chosen text attack or brute 
force attack. There is no special security breach of the keys if 
Such an attack were to occur. 

Manufacture 

0555. The circuitry of the Authentication Chip must be 
resistant to physical attack. A Summary of manufacturing 
implementation guidelines is presented, followed by specifi 
cation of the chip's physical defenses (ordered by attack). 

Guidelines for Manufacturing 
0556. The following are general guidelines for implemen 
tation of an Authentication Chip in terms of manufacture: 
Standard process 
Minimum size (if possible) 

Clock Filter 

Noise Generator 

0557 Tamper Prevention and Detection circuitry 
Protected memory with tamper detection 
Boot circuitry for loading program code 
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Special implementation of FETs for key data paths 
Data connections in polysilicon layers where possible 

OverUnderPower Detection Unit 

0558 No test circuitry 

Standard Process 

0559 The Authentication Chip should be implemented 
with a standard manufacturing process (such as Flash). This is 
necessary to: 
Allow a great range of manufacturing location options 
Take advantage of well-defined and well-known technology 
Reduce cost 
Note that the standard process still allows physical protection 
mechanisms. 
Minimum size 
0560. The Authentication chip must have a low manufac 
turing cost in order to be included as the authentication 
mechanism for low cost consumables. It is therefore desirable 
to keep the chip size as low as reasonably possible. Each 
Authentication Chip requires 802 bits of non-volatile 
memory. In addition, the storage required for optimized 
HMAC-SHA1 is 1024 bits. The remainder of the chip (state 
machine, processor, CPU or whatever is chosen to implement 
Protocol 3) must be kept to a minimum in order that the 
number of transistors is minimized and thus the cost per chip 
is minimized. The circuit areas that process the secret key 
information or could reveal information about the key should 
also be minimized (see Non-Flashing CMOS below for spe 
cial data paths). 

Clock Filter 

0561. The Authentication Chip circuitry is designed to 
operate within a specific clock speed range. Since the user 
directly supplies the clock signal, it is possible for an attacker 
to attempt to introduce race-conditions in the circuitry at 
specific times during processing. An example of this is where 
a high clock speed (higher than the circuitry is designed for) 
may prevent an XOR from working properly, and of the two 
inputs, the first may always be returned. These styles of 
transient fault attacks can be very efficient at recovering 
secret key information. The lesson to be learned from this is 
that the input clock signal cannot be trusted. Since the input 
clock signal cannot be trusted, it must be limited to operate up 
to a maximum frequency. This can be achieved a number of 
ways. 
0562. In clock filter 80 an edge detect unit 81 passes the 
edge on to a delay 82, which in turn enables a gate 83 so that 
the clock signal is able to pass from the input port 84 to the 
output 85. 
0563 FIG. 8 shows the Clock Filter. 
0564. The delay should be set so that the maximum clock 
speed is a particular frequency (e.g. about 4 MHz). Note that 
this delay is not programmable it is fixed. The filtered clock 
signal would be further divided internally as required. 

Noise Generator 

0565. Each Authentication Chip should contain a noise 
generator that generates continuous circuit noise. The noise 
will interfere with other electromagnetic emissions from the 
chip's regular activities and add noise to the I signal. Place 
ment of the noise generator is not an issue on an Authentica 
tion Chip due to the length of the emission wavelengths. The 
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noise generator is used to generate electronic noise, multiple 
state changes each clock cycle, and as a source of pseudo 
random bits for the Tamper Prevention and Detection cir 
cuitry. A simple implementation of a noise generator is a 
64-bit LFSR seeded with a non-zero number. The clock used 
for the noise generator should be running at the maximum 
clock rate for the chip in order to generate as much noise as 
possible. 
Tamper Prevention and Detection circuitry 
0566. A set of circuits is required to test for and prevent 
physical attacks on the Authentication Chip. However what is 
actually detected as an attack may not be an intentional physi 
cal attack. It is therefore important to distinguish between 
these two types of attacks in an Authentication Chip: 
where you can be certain that a physical attack has occurred. 
where you cannot be certain that a physical attack has 
occurred. 
0567 The two types of detection differ in what is per 
formed as a result of the detection. In the first case, where the 
circuitry can be certain that a true physical attack has 
occurred, erasure of Flash memory key information is a sen 
sible action. In the second case, where the circuitry cannot be 
Sure if an attack has occurred, there is still certainly some 
thing wrong. Action must be taken, but the action should not 
be the erasure of secret key information. A suitable action to 
take in the second case is a chip RESET. If what was detected 
was an attack that has permanently damaged the chip, the 
same conditions will occur next time and the chip will RESET 
again. If, on the other hand, what was detected was part of the 
normal operating environment of the chip, a RESET will not 
harm the key. 
0568. A good example of an event that circuitry cannot 
have knowledge about, is a power glitch. The glitch may bean 
intentional attack, attempting to reveal information about the 
key. It may, however, be the result of a faulty connection, or 
simply the start of a power-down sequence. It is therefore best 
to only RESET the chip, and not erase the key. If the chip was 
powering down, nothing is lost. If the System is faulty, 
repeated RESETs will cause the consumer to get the System 
repaired. In both cases the consumable is still intact. A good 
example of an event that circuitry can have knowledge about, 
is the cutting of a data line within the chip. If this attack is 
somehow detected, it could only be a result of a faulty chip 
(manufacturing defect) or an attack. In either case, the erasure 
of the secret information is a sensible step to take. 
0569 Consequently each Authentication Chip should 
have 2 Tamper Detection Lines—one for definite attacks, and 
one for possible attacks. Connected to these Tamper Detec 
tion Lines would be a number of Tamper Detection test units, 
each testing for different forms of tampering. In addition, we 
want to ensure that the Tamper Detection Lines and Circuits 
themselves cannot also be tampered with. 
0570. At one end of the Tamper Detection Line 90 is a 
Source of pseudo-random bits 91 (clocking at high speed 
compared to the general operating circuitry). The Noise Gen 
erator circuit described above is an adequate source. The 
generated bits pass through two different paths—one 92 car 
ries the original data, and the other 93 carries the inverse of the 
data, it having passed through an inverter 94. The wires car 
rying these bits are in the layer above the general chip cir 
cuitry (for example, the memory, the key manipulation cir 
cuitry etc). The wires must also cover the random bit 
generator. The bits are recombined at a number of places via 
an XOR gate 95. If the bits are different (they should be), a 1 
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is output, and used by the particular unit (for example, each 
output bit from a memory read should be ANDed with this bit 
value). The lines finally come together at the Flash memory 
Erase circuit, where a complete erasure is triggered by a 0 
from the XOR. Attached to the line is a number of triggers, 
each detecting a physical attack on the chip. Each trigger has 
oversize nMOS transistors, such as 96, attached to GND. The 
Tamper Detection Line physically goes through these nMOS 
transistors. If the test fails, the trigger causes the Tamper 
Detect Line to become O. The XOR test will therefore fail on 
either this clock cycle or the next one (on average), thus 
RESETing or erasing the chip. FIG. 9 illustrates the basic 
principle of a Tamper Detection Line with its outputs con 
nected to either the Erase or RESET circuitry. 
0571. The Tamper Detection Line must go through the 
drain 100 of an output transistor 96 for each test, as illustrated 
by FIG. 10. It is not possible to break the Tamper Detect Line 
since this would stop the flow of 1s and Os from the random 
source. The XOR tests would therefore fail. As the Tamper 
Detect Line physically passes through each test, it is not 
possible to eliminate any particular test withoutbreaking the 
Tamper Detect Line. 
0572. It is important that the XORs take values from a 
variety of places along the Tamper Detect Lines in order to 
reduce the chances of an attack. FIG. 11 illustrates the taking 
of multiple XORs, indicated generally at 110, from the 
Tamper Detect Line to be used in the different parts of the 
chip. Each of these XORs 110 can be considered to be gen 
erating a ChipOK bit that can be used within each unit or 
Sub-unit. 
0573. A sample usage would be to have an OK bit in each 
unit that is ANDed with a given ChipOK bit each cycle. The 
OK bit is loaded with 1 on a RESET. If OK is 0, that unit will 
fail until the next RESET. If the Tamper Detect Line is func 
tioning correctly, the chip will either RESET or erase all key 
information. If the RESET or erase circuitry has been 
destroyed, then this unit will not function, thus thwarting an 
attacker. The destination of the RESET and Erase line and 
associated circuitry is very context sensitive. It needs to be 
protected in much the same way as the individual tamper 
tests. There is no point generating a RESET pulse if the 
attacker can simply cut the wire leading to the RESET cir 
cuitry. The actual implementation will depend very much on 
what is to be cleared at RESET, and how those items are 
cleared. 
(0574 Finally, FIG. 12 shows how the Tamper Lines 120 
cover the noise generator circuitry 121 of the chip. The gen 
erator 121 and NOT gate 122 are on one level, while the 
Tamper Detect Lines 120 run on a level above the generator 
121. 
Protected Memory with Tamper Detection 
0575. It is not enough to simply store secret information or 
program code in Flash memory. The Flash memory and RAM 
must be protected from an attacker who would attempt to 
modify (or set) a particular bit of program code or key infor 
mation. The mechanism used must conform to being used in 
the Tamper Detection Circuitry (described above). The first 
part of the solution is to ensure that the Tamper Detection Line 
passes directly above each Flash or RAM bit. This ensures 
that an attacker cannot probe the contents of Flash or RAM. A 
breach of the covering wire is a break in the Tamper Detection 
Line. The breach causes the Erase signal to be set, thus delet 
ing any contents of the memory. The high frequency noise on 
the Tamper Detection Line also obscures passive observation. 
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0576. The second part of the solution for Flash is to use 
multi-level data storage, but only to use a Subset of those 
multiple levels for valid bit representations. Normally, when 
multi-level Flash storage is used, a single floating gate holds 
more than one bit. For example, a 4-Voltage-state transistor 
can represent two bits. Assuming a minimum and maximum 
voltage representing 00 and 11 respectively, the two middle 
voltages represent 01 and 10. In the Authentication Chip, we 
can use the two middle Voltages to represent a single bit, and 
consider the two extremes to be invalid states. If an attacker 
attempts to force the state of a bit one way or the other by 
closing or cutting the gate's circuit, an invalid Voltage (and 
hence invalid state) results. The second part of the solution for 
RAM is to use a parity bit. The data part of the register can be 
checked against the parity bit (which will not match after an 
attack). The bits coming from Flash and RAM can therefore 
be validated by a number of test units (one per bit) connected 
to the common Tamper Detection Line. The Tamper Detec 
tion circuitry would be the first circuitry the data passes 
through (thus stopping an attacker from cutting the data 
lines). 

Boot Circuitry for Loading Program Code 

0577 Program code should be kept in multi-level Flash 
instead of ROM, since ROM is subject to being altered in a 
non-testable way. A boot mechanism is therefore required to 
load the program code into Flash memory (Flash memory is 
in an indeterminate state after manufacture). The boot cir 
cuitry must not be in ROM a small state-machine would 
suffice. Otherwise the boot code could be modified in an 
undetectable way. The boot circuitry must erase all Flash 
memory, check to ensure the erasure worked, and then load 
the program code. Flash memory must be erased before load 
ing the program code. Otherwise an attacker could put the 
chip into the boot state, and then load program code that 
simply extracted the existing keys. The state machine must 
also check to ensure that all Flash memory has been cleared 
(to ensure that an attacker has not cut the Erase line) before 
loading the new program code. The loading of program code 
must be undertaken by the secure Programming Station 
before secret information (such as keys) can be loaded. 

Special Implementation of FETs for Key Data Paths 

0578. The normal situation for FET implementation for 
the case of a CMOS Inverter 130, which involves a pMOS 
transistor 131 combined with an nMOS transistor 132) is 
shown in FIG. 13. 
0579 FIG. 14 is the voltage/current diagram for the 
CMOS inverter 130. During the transition, there is a small 
period of time 140 where both the nMOS transistor 132 and 
the pMOS transistor 131 have an intermediate resistance. The 
resultant power-ground short circuit causes a temporary 
increase in the current, and in fact accounts for the majority of 
current consumed by a CMOS device. A small amount of 
infrared light is emitted during the short circuit, and can be 
viewed through the silicon Substrate (silicon is transparent to 
infrared light). A Small amount of light is also emitted during 
the charging and discharging of the transistor gate capaci 
tance and transmission line capacitance. 
0580 For circuitry that manipulates secret key informa 

tion, such information must be kept hidden. An alternative 
non-flashing CMOS implementation 150 should therefore be 
used for all data paths that manipulate the key or a partially 
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calculated value that is based on the key. The use of two 
non-overlapping clocks (p1 and p2 can provide a non-flashing 
mechanism. (p1 is connected to a second gate 151 of all nMOS 
transistors 152, and p2 is connected to a second gate 153 of all 
pMOS transistors 154. The transition can only take place in 
combination with the clock. Since (p1 and p2 are non-over 
lapping, the pMOS and nMOS transistors will not have a 
simultaneous intermediate resistance. The setup is shown in 
FIG. 15 and the impedance diagram in FIG. 16. 
0581 Finally, regular CMOS inverters can be positioned 
near critical non-Flashing CMOS components. These invert 
ers should take their input signal from the Tamper Detection 
Line above. Since the Tamper Detection Line operates mul 
tiple times faster than the regular operating circuitry, the net 
effect will be a high rate of light-bursts next to each non 
Flashing CMOS component. Since a bright light overwhelms 
observation of a nearby faint light, an observer will not be 
able to detect what Switching operations are occurring in the 
chip proper. These regular CMOS inverters will also effec 
tively increase the amount of circuit noise, reducing the SNR 
and obscuring useful EMI. 
0582 There are a number of side effects due to the use of 
non-Flashing CMOS: 
The effective speed of the chip is reduced by twice the rise 
time of the clock per clock cycle. 
This is not a problem for an Authentication Chip. 
0583. The amount of current drawn by the non-Flashing 
CMOS is reduced (since the short circuits do not occur). 
However, this is offset by the use of regular CMOS inverters. 
0584 Routing of the clocks increases chip area, especially 
since multiple versions of p1 and p2 are required to cater for 
different levels of propagation. The estimation of chip area is 
double that of a regular implementation. 
0585. Design of the non-Flashing areas of the Authentica 
tion Chip are slightly more complex than to do the same with 
a with a regular CMOS design. In particular, standard cell 
components cannot be used, making these areas full custom. 
This is not a problem for something as Small as an Authenti 
cation Chip, particularly when the entire chip does not have to 
be protected in this manner. 
Connections in Polysilicon Layers where Possible 
0586. Wherever possible, the connections along which the 
key or secret data flows, should be made in the polysilicon 
layers. Where necessary, they can be in metal 1, but must 
never be in the top metal layer (containing the Tamper Detec 
tion Lines). 

OverUnderPower Detection Unit 

0587 Each Authentication Chip requires an OverUnder 
Power Detection Unit to prevent Power Supply Attacks. An 
OverUnderPower Detection Unit detects power glitches and 
tests the power level against a Voltage Reference to ensure it 
is within a certain tolerance. The Unit contains a single Volt 
age Reference and two comparators. The OverUnderPower 
Detection Unit would be connected into the RESET Tamper 
Detection Line, thus causing a RESET when triggered. A side 
effect of the OverUnderPower Detection Unit is that as the 
Voltage drops during a power-down, a RESET is triggered, 
thus erasing any work registers. 

No Test Circuitry 

0588 Test hardware on an Authentication Chip could very 
easily introduce Vulnerabilities. As a result, the Authentica 
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tion Chip should not contain any BIST or scan paths. The 
Authentication Chip must therefore be testable with external 
test vectors. This should be possible since the Authentication 
Chip is not complex. 

Reading ROM 
0589. This attack depends on the key being stored in an 
addressable ROM. Since each Authentication Chip stores its 
authentication keys in internal Flash memory and not in an 
addressable ROM, this attack is irrelevant. 

Reverse Engineering the Chip 
0590 Reverse engineering a chip is only useful when the 
security of authentication lies in the algorithm alone. How 
ever our Authentication Chips rely on a secret key, and not in 
the secrecy of the algorithm. Our authentication algorithm is, 
by contrast, public, and in any case, an attacker of a high 
Volume consumable is assumed to have been able to obtain 
detailed plans of the internals of the chip. In light of these 
factors, reverse engineering the chip itself, as opposed to the 
stored data, poses no threat. 

Usurping the Authentication Process 
0591. There are several forms this attack can take, each 
with varying degrees of success. In all cases, it is assumed that 
a clone manufacturer will have access to both the System and 
the consumable designs. An attacker may attempt to build a 
chip that tricks the System into returning a valid code instead 
of generating an authentication code. This attack is not pos 
sible for two reasons. The first reason is that System Authen 
tication chips and Consumable Authentication Chips, 
although physically identical, are programmed differently. In 
particular, the RD opcode and the RND opcode are the same, 
as are the WR and TST opcodes. A System authentication 
Chip cannot perform a RD command since every call is inter 
preted as a call to RND instead. The second reason this attack 
would fail is that separate serial data lines are provided from 
the System to the System and Consumable Authentication 
Chips. Consequently neither chip can see what is being trans 
mitted to or received from the other. If the attacker builds a 
clone chip that ignores WR commands (which decrement the 
consumable remaining), Protocol 3 ensures that the Subse 
quent RD will detect that the WR did not occur. The System 
will therefore not go ahead with the use of the consumable, 
thus thwarting the attacker. The same is true if an attacker 
simulates loss of contact before authentication—since the 
authentication does not take place, the use of the consumable 
doesn’t occur. An attacker is therefore limited to modifying 
each System in order for clone consumables to be accepted. 

Modification of System 
0592. The simplest method of modification is to replace 
the System's Authentication Chip with one that simply 
reports success for each call to TST. This can be thwarted by 
System calling TST several times for each authentication, 
with the first few times providing false values, and expecting 
a fail from TST. The final call to TST would be expected to 
succeed. The number of false calls to TST could be deter 
mined by some part of the returned result from RD or from the 
system clock. Unfortunately an attacker could simply rewire 
System so that the new System clone authentication chip can 
monitor the returned result from the consumable chip or 
clock. The clone System Authentication Chip would only 
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return Success when that monitored value is presented to its 
TST function. Clone consumables could then return any 
value as the hash result for RD, as the clone System chip 
would declare that value valid. There is therefore no point for 
the System to call the System Authentication Chip multiple 
times, since a rewiring attack will only work for the System 
that has been rewired, and not for all Systems. A similar form 
of attack on a System is a replacement of the System ROM. 
The ROM program code can be altered so that the Authenti 
cation never occurs. There is nothing that can be done about 
this, since the System remains in the hands of a consumer. Of 
course this would void any warranty, but the consumer may 
consider the alteration worthwhile if the clone consumable 
were extremely cheap and more readily available than the 
original item. 
0593. The System/consumable manufacturer must there 
fore determine how likely an attack of this nature is. Such a 
study must include given the pricing structure of Systems and 
Consumables, frequency of System service, advantage to the 
consumer of having a physical modification performed, and 
where consumers would go to get the modification per 
formed. The limit case of modifying a system is for a clone 
manufacturer to provide a completely clone System which 
takes clone consumables. This may be simple competition or 
violation of patents. Either way, it is beyond the scope of the 
Authentication Chip and depends on the technology or Ser 
Vice being cloned. 

DirectViewing of Chip Operation by Conventional Probing 

0594. In order to view the chip operation, the chip must be 
operating. However, the Tamper Prevention and Detection 
circuitry covers those sections of the chip that process or hold 
the key. It is not possible to view those sections through the 
Tamper Prevention lines. An attacker cannot simply slice the 
chip past the Tamper Prevention layer, for this will break the 
Tamper Detection Lines and cause an erasure of all keys at 
power-up. Simply destroying the erasure circuitry is not suf 
ficient, since the multiple ChipOK bits (now all 0) feeding 
into multiple units within the Authentication Chip will cause 
the chip's regular operating circuitry to stop functioning. To 
set up the chip for an attack, then, requires the attacker to 
delete the Tamper Detection lines, stop the Erasure of Flash 
memory, and somehow rewire the components that relied on 
the ChipOK lines. Even if all this could be done, the act of 
slicing the chip to this level will most likely destroy the charge 
patterns in the non-volatile memory that holds the keys, mak 
ing the process fruitless. 

DirectViewing of the Non-Volatile Memory 
0595. If the Authentication Chip were sliced so that the 
floating gates of the Flash memory were exposed, without 
discharging them, then the keys could probably be viewed 
directly using an STM or SKM. However, slicing the chip to 
this level without discharging the gates is probably impos 
sible. Using wet etching, plasma etching, ion milling, or 
chemical mechanical polishing will almost certainly dis 
charge the Small charges present on the floating gates. This is 
true of regular Flash memory, but even more so of multi-level 
Flash memory. 

Viewing the Light Bursts Caused by State Changes 
0596 All sections of circuitry that manipulate secret key 
information are implemented in the non-Flashing CMOS 
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described above. This prevents the emission of the majority of 
light bursts. Regular CMOS inverters placed in close prox 
imity to the non-Flashing CMOS will hide any faint emis 
sions caused by capacitor charge and discharge. The inverters 
are connected to the Tamper Detection circuitry, so they 
change state many times (at the high clock rate) for each 
non-Flashing CMOS state change. 

Monitoring EMI 
0597. The Noise Generator described above will cause 
circuit noise. The noise will interfere with other electromag 
netic emissions from the chip's regular activities and thus 
obscure any meaningful reading of internal data transfers. 

Viewing I. Fluctuations 
0598. The solution against this kind of attack is to decrease 
the SNR in the I signal. This is accomplished by increasing 
the amount of circuit noise and decreasing the amount of 
signal. The Noise Generator circuit (which also acts as a 
defense against EMI attacks) will also cause enough state 
changes each cycle to obscure any meaningful information in 
the I signal. In addition, the special Non-Flashing CMOS 
implementation of the key-carrying data paths of the chip 
prevents current from flowing when State changes occur. This 
has the benefit of reducing the amount of signal. 

Differential Fault Analysis 
0599. Differential fault bit errors are introduced in a non 
targeted fashion by ionization, microwave radiation, and 
environmental stress. The most likely effect of an attack of 
this nature is a change in Flash memory (causing an invalid 
state) or RAM (bad parity). Invalid states and bad parity are 
detected by the Tamper Detection Circuitry, and cause an 
erasure of the key. Since the Tamper Detection Lines cover 
the key manipulation circuitry, any error introduced in the key 
manipulation circuitry will be mirrored by an error in a 
Tamper Detection Line. If the Tamper Detection Line is 
affected, the chip will either continually RESET or simply 
erase the key upon a power-up, rendering the attack fruitless. 
Rather than relying on a non-targeted attack and hoping that 
just the right part of the chip is affected injust the right way”. 

an attacker is better off trying to introduce a targeted fault 
(such as overwrite attacks, gate destruction etc). For informa 
tion on these targeted fault attacks, see the relevant sections 
below. 

Clock Glitch Attacks 

0600. The Clock Filter (described above) eliminates the 
possibility of clock glitch attacks. 

Power Supply Attacks 
0601 The Overl JnderPower Detection Unit (described 
above) eliminates the possibility of power Supply attacks. 

Overwriting ROM 
0602 Authentication Chips store Program code, keys and 
secret information in Flash memory, and not in ROM. This 
attack is therefore not possible. 

Modifying EEPROM/Flash 
0603 Authentication Chips store Program code, keys and 
secret information in Flash memory. However, Flash memory 
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is covered by two Tamper Prevention and Detection Lines. If 
either of these lines is broken (in the process of destroying a 
gate) the attack will be detected on power-up, and the chip 
will either RESET (continually) or erase the keys from Flash 
memory. However, even if the attacker is able to somehow 
access the bits of Flash and destroy or short out the gate 
holding a particular bit, this will force the bit to have no 
charge or a full charge. These are both invalid states for the 
Authentication Chip’s usage of the multi-level Flash memory 
(only the two middle states are valid). When that data value is 
transferred from Flash, detection circuitry will cause the Era 
Sure Tamper Detection Line to be triggered—thereby erasing 
the remainder of Flash memory and RESETing the chip. A 
Modify EEPROM/Flash Attack is therefore fruitless. 

Gate Destruction Attacks 

0604 Gate Destruction Attacks rely on the ability of an 
attacker to modify a single gate to cause the chip to reveal 
information during operation. However any circuitry that 
manipulates secret information is covered by one of the two 
Tamper Prevention and Detection lines. If either of these lines 
is broken (in the process of destroying a gate) the attack will 
be detected on power-up, and the chip will either RESET 
(continually) or erase the keys from Flash memory. To launch 
this kind of attack, an attacker must first reverse-engineer the 
chip to determine which gate(s) should be targeted. Once the 
location of the target gates has been determined, the attacker 
must break the covering Tamper Detection line, stop the Era 
sure of Flash memory, and somehow rewire the components 
that rely on the ChipOK lines. Rewiring the circuitry cannot 
be done without slicing the chip, and even if it could be done, 
the act of slicing the chip to this level will most likely destroy 
the charge patterns in the non-volatile memory that holds the 
keys, making the process fruitless. 

Overwrite Attacks 

0605 An Overwrite Attack relies on being able to set 
individual bits of the key without knowing the previous value. 
It relies on probing the chip, as in the Conventional Probing 
Attack and destroying gates as in the Gate Destruction Attack. 
Both of these attacks (as explained in their respective sec 
tions), will not succeed due to the use of the Tamper Preven 
tion and Detection Circuitry and ChipOK lines. However, 
even if the attacker is able to somehow access the bits of Flash 
and destroy or short out the gate holding a particular bit, this 
will force the bit to have no charge or a full charge. These are 
both invalid states for the Authentication Chip’s usage of the 
multi-level Flash memory (only the two middle states are 
valid). When that data value is transferred from Flash detec 
tion circuitry will cause the Erasure Tamper Detection Line to 
be triggered—thereby erasing the remainder of Flash 
memory and RESETing the chip. In the same way, a parity 
check on tampered values read from RAM will cause the 
Erasure Tamper Detection Line to be triggered. An Overwrite 
Attack is therefore fruitless. 

Memory Remanence Attack 
0606 Any working registers or RAM within the Authen 
tication Chip may be holding part of the authentication keys 
when power is removed. The working registers and RAM 
would continue to hold the information for some time after 
the removal of power. If the chip were sliced so that the gates 
of the registers/RAM were exposed, without discharging 



US 2010/0213878 A1 

them, then the data could probably be viewed directly using 
an STM. The first defense can be found above, in the descrip 
tion of defense against Power Glitch Attacks. When power is 
removed, all registers and RAM are cleared, just as the 
RESET condition causes a clearing of memory. The chances 
then, are less for this attack to Succeed than for a reading of the 
Flash memory. RAM charges (by nature) are more easily lost 
than Flash memory. The slicing of the chip to reveal the RAM 
will certainly cause the charges to be lost (if they haven’t been 
lost simply due to the memory not being refreshed and the 
time taken to perform the slicing). This attack is therefore 
fruitless. 

Chip Theft Attack 
0607. There are distinct phases in the lifetime of an 
Authentication Chip. Chips can be stolen when at any of these 
Stages: 
After manufacture, but before programming of key 
After programming of key, but before programming of State 
data 
After programming of state data, but before insertion into the 
consumable or system 
After insertion into the system or consumable 
0608. A theft in between the chip manufacturer and pro 
gramming station would only provide the clone manufacturer 
with blank chips. This merely compromises the sale of 
Authentication chips, not anything authenticated by the 
Authentication chips. Since the programming station is the 
only mechanism with consumable and system product keys, a 
clone manufacturer would not be able to program the chips 
with the correct key. Clone manufacturers would be able to 
program the blank chips for their own Systems and Consum 
ables, but it would be difficult to place these items on the 
market without detection. The second form of theft can only 
happen in a situation where an Authentication Chip passes 
through two or more distinct programming phases. This is 
possible, but unlikely. In any case, the worst situation is where 
no state data has been programmed, so all of M is read/write. 
If this were the case, an attacker could attempt to launch an 
Adaptive Chosen Text Attack on the chip. The HMAC-SHA1 
algorithm is resistant to such attacks. The third form of theft 
would have to take place in between the programming station 
and the installation factory. The Authentication chips would 
already be programmed for use in a particular system or for 
use in a particular consumable. The only use these chips have 
to a thief is to place them into a clone System or clone 
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Consumable. Clone systems are irrelevant—a cloned System 
would not even require an authentication chip. For clone 
Consumables, such a theft would limit the number of cloned 
products to the number of chips stolen. A single theft should 
not create a Supply constant enough to provide clone manu 
facturers with a cost-effective business. The final form of theft 
is where the System or Consumable itself is stolen. When the 
theft occurs at the manufacturer, physical security protocols 
must be enhanced. If the theft occurs anywhere else, it is a 
matter of concern only for the owner of the item and the police 
or insurance company. The security mechanisms that the 
Authentication Chip uses assume that the consumables and 
systems are in the hands of the public. Consequently, having 
them stolen makes no difference to the security of the keys. 
We claim: 
1. An integrated circuit comprising first circuitry having 

first and second transistors which emit light during a change 
in state between states of low and high resistance and second 
circuitry having third transistors which emit light during a 
change in State, 

wherein the third transistors are disposed near at least one 
of the first and second transistors so that light emissions 
from the third transistors hinder optical detection of a 
pattern of light emitted by the first and second transis 
tOrS. 

2. An integrated circuit according to claim 1, wherein the 
first circuitry is configured Such that timing of the change of 
state of the first transistor relative to the second transistor is 
controlled so as to prevent the first and second transistors 
having simultaneous intermediate resistances between the 
low and high resistances. 

3. An integrated circuit according to claim 2, wherein first 
and second clock signals are Supplied to the respective first 
and second transistors, the timing of the change of State of 
each transistor being dependent on the Supplied clock signal. 

4. An integrated circuit according to claim 3, wherein the 
second clock signal is configured to rise and fall, or fall and 
rise, within between adjacent rises and falls of the first clock 
signal. 

5. An integrated circuit according to claim 1, wherein the 
first circuitry is an inverter. 

6. An integrated circuit according to claim 5, wherein the 
first transistor is a nMOS transistor and the second transistor 
is a pMOS transistor. 


