
Feb. 10, 1925. 1,525,999 
C. R. KING ET AL 

GLOWE 

Filed Oct, l, 1923 

FIG. I. 
N 

5 

I5 
a. 4. 

7 
16 I6 

a. - 8 
f-f 

O 

INVENTORS 
CHARLES R. ING 

ESTEl J. MCLELLAN 
\R.W. S. r. 

ATTORNEY. 

  



5 

10 

5 

20 

2 5 

30 

5 ; 

Patented Feb. 10, 1925. 1,525,999 

UNITED STATES PATENT OFFICE. 
CHARLEs R. KING AND ESTET. J. McCLELLAN, OF Los ANGELES, CALFORNIA. 

GLOVE. 
Application filed October 1, 1928. serial No. 665,851. 

To all whom it may concern 
Beit known that we, CHARLEs R. KING 

and ESTEL J. McCLELLAN, citizens of the 
United States, residing at Los Angeles, in 
the county of Los Angeles and State of Cali 
fornia, have invented certain new and usefil 
improvements in Gloves, of which the fol 
lowing is a specification. 

It is the object of this invention to provide 
a glove, and more particularly a workiing 
glove, including a back, palm, and thumb 
piece; and in which the usual objectionable 
seam around the base of the thumb is elitai 
nated; and in the construction of which the 
number of operations is ireduced to a mini 
imum, and an appreciable Saving in thread 
is effected. 
More particularly it is the object of the 

invention to provide a thunib piece for a 
glove having its base extended laterally at 
the side which is usually cut a Way, SO as to 
provide a thumb piece having symmetrical 
sides, in order that the die for cutting said 
thumb pieces may be used for both right 
and left hand gloves without reversing the 
same; and so as to also provide a base for 
the thumb piece of a width adapting the 
same to extend from the center seam of the 
palm of the glove, all the way around to the 
side edge of the back of the glove, the palm 
of the glove being formed without the usual 
depending strip at its side edge beyond its 
thanib portion. By this arrangement it will 
be seen that the base of the thumb piece may 
je stitched directly to the back of the glove 
to form the side seam, thereby eliminating 
stitching of said base of the thumb piece to 
said tisual depending strip of the palm piece, 
and then stitching the outer edge of Said 
depending strip to the back of the glove in 
order to form the side seam, as is the prac 
tice in the constructions heretofore em 
ployed. As a consequence, the exti'a Seam 
around the outside of the base of the thumb, 
and the extra operationi and thread necessi 
tated by the stitching of said seam, is elimi 
nated. 
The invention will be readily understood 

from the following description of the accom 
panying drawings, in which: 

Fig. 1 is a plan view of the blanks for 
the back, palm, and thumb of the improved 
glove. 

Fig. 2 is a plan view of the palm piece 
with the thumb stitched to the same. 

Fig. 3 is a similar view showing the thumb 

turned back to the position it assumes in 
the finished glove. 

Fig. 4 is a plan view showing the back 
Stitched to the palm and thumb pieces: 

Fig. 5 is a perspective view of the finished 
glove. 
The back and palm of the glove are pref 

erably separate blanks, the back being shown 
at 1, and having straight sides 2 and fingers 
3. The palm 4 is preferably cut in accord 
ance with usual practice to form the index 
and little fingers as shown at 5, and is pro 
vided with a straight side 6 at the little 
finger and extending to the base of the palm, 
and with a straight side 7 at the index finger 
which is inwardly offset at the lower por 
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tion of the palm So as to form 'an elongated 
cut-out poition 8 extending from the base 
of the palm to the base of the thumb: 
A longitudinal medial 'slit 9 is formed in 

the palm and extends from the base there 
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of to the base of the thumb, thus providing: 
a depending strip 10 in said palin which 
forms the inside of the thumb of the glove. 
The edge of strip 10 is curved to conform to 
the contour of the thumb as shown at 11. 
The upper end of slit 9 and the upper edge 

of the cut-out portion 8 are angularly dis 
posed with l'elation to the sides of thumb strip 10, preferably by similarly 'curving 
said parts toward the side edge:7 of the palm 
as shown at 12. 
The thumb piece for the glove comprises 

a thumb portion 14 adapted to form the 
outside of the thumb and coinforming to the 
contour of the thumb strip 10, and a base 
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15 integral with said thumb portion and 
of a length adapted to extend from the 
base of the thumb to the lower edge of the 
glove, so as to form the portion of the palm 
directly below the thuimb. 

95. 

The sides of base 15 project laterally 
beyond the sides of thiimb portion 14, so that 
oppositely inclined angularly disposed edges 
i6 connect the sides of said thumb portion 
and the sides of said base, said edges be 

00 

ing preferably curved similarly to curved. 
edges 12 of the palm of the glove. 
The thumb piece is foilined with sym 

metrical sides so that it may be used in A 

making right or left hand gloves, thereby 
simplifying the operation of cutting the 
blanks for the thumb pieces, by eliminat 
ing the necessity for reversing the cutting 
die. 
In assembling the glove as thus described, 
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2. 

the thumb piece is placed upon the palm 
piece as shown in Fig. 2, and the edges of 
the thumb portions 10 and 14, and the 
curved edges i2 and 16 are stitched together 

5 as shown at 17. The inner side edge of 
the base 15 is also stitched to the edge of 
the palm piece formed by slit. 9, as shown at 
18, and the thumb which is thus formed is 
then turned inside out as shown in Fig. 3, 

10 so that the thumb is in its natural position, 
with the base 15 extending below the same. 
The laterally extended inner side edge of 

base 15 being thus fixed to the edge of the 
palm piece formed by slit 9, the outer side 

15 edge of base 15, which projects laterally 
the same distance, will extend across the cut 
out portion 8 of the palm piece into aiine 
ment with the side edge 7 thereof, so as to 
fill in the palm of the glove. 

20 The glove is finished by stitching edges 6 
and 7 of the palm piece, and the outer side 
edge of base 15 of the thumb piece, to the 
edges 2 of the back 1 of the glove, as shown 
at 19, said stitching being continued around 

25 the index and little fingers of the palm, and 
around the edges of separate finger inserts 
20 for the two middle ?inger's of the glove. 
The wrist of the glove may be finished in any 
usual manner, as by binding the same as 

30 shown at 21 in Fig. 5. 
It will be noted that the lateral extension 

of the base of the thumb piece so that it may 
be stitched directly to the edge of back 1, 
without first stitching said base to an inter 

35 mediate depending side strip of the palm 
and then stitching said palm strip to the 
edge of the back, as is the present practice, 
eliminates the objectionable seam around 
the outside of the base of the thumb of the 
glove, and also saves the thread and labor 
incident to the formation of such an extra 
Sea. - 

It will be apparent that various changes 
may be made in the construction, combina 
tion, and arrangement of parts as thus de 
scribed, without departing from the spirit 
of the invention. 
What is claimed is: 
1. A glove comprising a back, a palm 

piece provided at its lower edge with alon 
gitudinally extending medial slit inclined 
at its upper end toward one side edge of 
said palm piece, the lower portion of said 
side edge of the palm piece being cut away 
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inclined similarly to said inclined end of 
said medial slit, the portion of said palm 
piece between said slit and said cut-out poi'- 
tion forming a depending thumb portion 

60 
piece, and a thumb piece having a base pro 
jecting laterally at both side edges so as to 
form a symmetrical structure adapted for 
either right or left hand gloves, the edges of 
said thumb piece between the side edges of 

with the upper edge of said cut-out portion 

spaced from the side edge of said palm s p 
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the thumb portion- thereof and the side 
edges of its base being inclined in opposite 
ing to said upper edge of said cut-out por 
tion of the palm piece and said upper end 
of the slit therein, said thumb piece having 
the edges of the thumb portion thereof and 
said oppositely inclined edges of the same 
fixed to the edge of said depending thumb 
portion of the palm piece to form a thumb 
for the glove adapted to be turned back 
upon the palm thereof with the base of the 
thumb piece positioned at the side edge of 
said palm below said thumb, said base ex 
tending laterally at its inner side edge to 
the edge of said palm piece at said slit and 
extending laterally at its outer side edge 
across said cut-out portion of the palm to 
the edge of the back of the glove and being 
stitched thereto, whereby a seam around the 
base of the thumb and spaced from the edge 
of the back of the glove is eliminated. 

directions on lines of curvature correspond 
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2. A glove comprising a back, a pain 
piece provided at its lower edge with a lon 
gitudinally extending medial slit, the lower 
portion of one side edge of the palm piece 
being cut away with the upper end of said 
cut-out portion inclined upwardly and 
out Wardly, the portion of said palm piece 
between said slit and said cut-out portion 
forming a depending thumb portion spaced 
from the side edge of said palm piece, and 
a thumb piece having a base provided with 
a laterally projecting outer side edge, the 
edge of said thumb piece between a side edge 
of the thumb portion and said oute side 
edge of its base being inclined similarly to 
said upper end of said cut-out portion of 
the palm piece, said thumb piece having its 
side edges between its thumb portion and its 
base and the side edges of said thumb por 
tion fixed to the edge of said depending por 
tion of the palm piece to form a thumb for 
the glove adapted to be turned back upon 
the palm thereof with the base of the thumb 
piece positioned at the side edge of said 
palm below said thumb, said base extend 
ing laterally at its outer side edge across 
said cut-out portion of the palm to the edge 
of the back of the glove and being fixed 
thereto. - - 

3. A glove comprising a back, a palm 
piece provided at its lower edge with a lon 
gitudinally extending medial slit inclined 
at its upper end toward one side edge of 
said palm piece, the lower portion of said 
side edge of the palm piece being cut away 
with the upper end of said cut-out portion 
inclined similarly to said inclined end of 
said medial slit, the portion of said palm 
piece between said slit and said cut-out por 
tion forming a depending thumb portion 
Spaced from the side edge of said pain piece, 
and a thumb piece having a base provided 
with a laterally projecting outer side edge, 
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the edges of said thumb piece between the 
side edges of the thumb portion thereof and 
the side edges of its base being inclined in 
opposite directions on lines of curvature cor 
responding to said upper end of Said cut-out 
portion of the palm piece and said upper 
end of said medial slit, said thumb piece 
having its side edges between its thumb por 
tion and its base and the side edges of said 
thumb portion fixed to the edge of said de 
pending portion of the palm piece to form 
a thumb for the glove adapted to be turned 
back upon the palm thereof with the base 
of the thumb piece positioned at the side 
edge of said palm below said thumb, said 
base extending laterally at its outer side 
edge across said cut-out polition of the palm 
to the edge of the back of the glove and be 
ing fixed thereto. . 

4. A glove comprising a back, a palm 
piece forming a depending thumb portion 
laterally spaced at its outer side edge from 
the prolongation of the side edge of the palm 
piece proper, the tipper ends of the side 
edges of said thumb portion being inclined 
upwardly and outwardly, and a thumb piece 
having a base, the edges of Said thumb piece 
between the side edges of the thumb por 
tion thereof and the side edges of its base 
being inclined in opposite directions on lines 
of curvature corresponding to Said upper 
ends of Said side edges of the depending 
humb portion of the palm piece, Said thumb 
piece having its side edges between its 
thumb portion and its base and the side 
edges of said thumb portion fixed to the 
edges of said depending portion of the palm 
iece to for in a thumb for the glove adapt 

(ed to be turned back upon the palm thereof, 
with the base of the thumb piece forming 
the palm below said thumb and said base of 
the thunb piece extending laterally at its 
outer side edge to the edge of the back of the 
glove and being fixed thereto. 

5. A glove comprising a back, a palm 
piece forming a depending thumb portion 
laterally spaced at its outer side edge from 
the prolongation of the side edge of the 
alm piece proper, the upper end of the 

outer side edge of said thumb portion being 
inclined upwardly and outwardly, and a 
thumb piece having a base, the edge of Said 
thumb piece between the Outer side edge of 
the thumb portion thereof and the oute 
side edge of its base being inclined similarly 
to said upper end of said outer side edge of 
the depending thumb portion of the palm 

3. 

piece, said thumb piece having its side edges 
between its thumb portion and its base and 
the side edges of said thumb portion fixed to 
the edges of said depending portion of the 
palm piece to form a thumb for the glove 
adapted to be turned back upon the palm 
thereof, with the base of the thumb piece po 
sitioned at the side of said palm below said 
thumb and Said base of the thumb piece ex 
tending laterally at its outer side edge to 
the edge of the back of the glove and being 
fixed thereto. 

6. A glove comprising a back, a palm 
piece having a longitudinally extending cut 
out portion at one side edge thereof form 
ing a portion of said palm piece spaced from 
the side edge of the palm and adapted to be 
turned back upon the palm proper to form 
the front of the thumb of the glove, the 
outer side edge of the front of the thumb 
curving into the side edge of the palm 
proper at the base of the thumb so as to fol 
low the contour of the edge of the hand be 
tween the thumb and index finger, and a 
thumb piece fixed to the edge of said front 
of the thumb to form the back of the same 
and having a depending base forming the 
portion of the palm of the glove below said 
thumb and extending laterally at its outer 
side edge across the cut-out portion of the 
palm piece to the edge of the back of the 
glove and being stitched thereto. 

7. A glove comprising a back, a palm 
piece forming a depending thumb portion 
laterally spaced at its Outer side edge from 
the prolongation of the side edge of the 
palm piece proper, and a thumb piece pro 
vided with a base having equi-distantly, lat 
erally projecting, symmetrical sides where 
by said thumb piece is adapted for either 
right or left hand gloves, said thumb piece 
having its side edges between its thumb por 
tion and its base and the side edges of said 
thumb portion fixed to the edges of said de 
pending thumb portion of the palm piece 
to form a thumb for the glove adapted to 
be turned back upon the palm thereof, with 
the base of the thumb piece forming the 
palm below said thumb and said base of the 
thumb piece extending laterally at its outer 
side edge to the edge of the back of the glove 
and being fixed thereto. 
In testimony whereof we have aflixed our 

signatures to this specification. 
CHARLES R. KING. 
ESTEL. J. McCLELLAN. 
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