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I. ? 

IS 

pin or key, E, which is guided by its shank in the beveled socket-hole of the shank, so as to 3o. 
a radial perforation of the socket B, and by its lock by its tapering part the tool-shank rig 
enlarged end in a socket, E”, arranged in line 
with the guide-perforation of the shank, as 
shown clearly in Fig. 4. The outer end of the 
locking-key Eis provided with a lead or thumb 
rest, b, while the inner enlarged end is made 
of cylindrical shape for being properly guided 
in the socket E. Adjoining the cylindrical 
end the shank of the key E is made of coni 
cally-tapering shape, the taper of the same cor 
responding with the bevel of the socket-hole ef 
of the tool-shank. Adjoining the conically 
tapering part of the enlarged end is arranged 
a shoulder, e, of slightly greater diameter than 
the shank of the pin, which shoulder bears 
against the inner end of the socket, so as to pre 
ventit from passing beyond this point when the 
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shank of the tool is not inserted. The enlarged 
end of the key E is acted upon by a spiral 
spring, which is interposed between it and the 
bottom of the socket E", said spring forcing the 
key in outward direction. 
For inserting the tool-shank the key is pressed 

inwardly against the spring, so as to permit 
the passage of the slotted end of the tool-shank 
over the shank of the pin until the tool-shank 
arrives at the bottom of the socket, when the 
key is released and thrown by its spring against 

idly to the socket B of the handle. For re 
moving the tool-shank the same operation is 
reversed. 

Having thus described my invention, Iclaim 
as new and desire to secure by Letters Patent 

l. The combination of a hollow tool-handle 
having a butt-end with beveled rim, and a fixed 
socket at the interior of the handle, with an 
end plate pivoted to the interior socket and 
pressed upon the end of the handle by a spring 
interposed between the head of the socket and 
the enlarged end of the pivot-pin, substantially 
as specified. - - - ? 

2. The combination of a tool-handle having 
a shank-socket, a tool-shank having a slotted 
end and a beveled socket-hole, and a trans 
versely-guided and spring-pressed locking-key 
having an enlarged inner end, a tapering por 
tion, and a shoulder in front of the tapering 
portion, substantially as described. 

In testimony that I claim the foregoing as 
my invention I have signed my name in pres 
ence of two subscribing witnesses. 

EDGAR BUELE. 
Witnesses: 

PAUL GOEIPEL, 
CARL KARP. 
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