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(57) ABSTRACT 

A data transmission apparatus comprises an estimation 
device to estimate a transmission condition of the transmis 
Sion channel in the transmitter based on at least Jitter 
information or a packet loSS rate obtained from the receiver, 
and a controller to change at least one of a bit rate of 
transmission data and a error resilience level according to 
the estimated transmission condition. 
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DATA TRANSMISSION APPARATUS AND 
METHOD 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of and claims the 
benefit of priority under 35 USC S120 from U.S. application 
Ser. No. 09/984,497, filed Oct. 30, 2001 and is based upon 
and claims the benefit of priority under 35 USC S119 from 
Japanese Patent Applications No. 2000-333916, filed Oct. 
31, 2000; and No. 2001-200156, filed Jun. 29, 2001, the 
entire contents of both which are incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention relates to a data transmission 
method for transmitting encoded moving/still picture by 
using a wired communication network Such as ISDN (Inte 
grated Services Digital Network) or a wireless communica 
tion network Such as PHS (Personal handy-phone System) 
or Satellite communication and a data transmission apparatus 
to which Such method is applied. 
0004 2. Description of Related Art 
0005. In recent years, with progress of digital encoding 
technology of a variety of information Such as image and a 
broadband network technology, the development of appli 
cations using these technologies becomes active, and a 
System of transmitting compression-encoded image by uti 
lizing a communication network is developed. 
0006 For example, an input video signal is encoded at a 
Video encoder, the obtained encoded data is provided to an 
encoded data transmitter, and transmission data is transmit 
ted to a transmission channel. In this way, a Video is encoded 
and transmitted. In recent years, with the spread of Internet/ 
Intranet, there has been increased an application or System 
of transmitting/receiving a packet of data. Providing data as 
a packet is very effective means for efficiently sharing a 
bandwidth of a communication channel by a plurality of 
USCS. 

0007. In the meantime, as a protocol for transmitting/ 
receiving packet data Via Internet/Intranet, there exists TCP/ 
IP (Transmission Control Protocol/Internet Protocol) or 
UDP/IP (User Datagram Protocol/Internet Protocol) and the 
like. 

0008 Among them, TCP/IP is an Internet standard pro 
tocol. This protocol is applied as the world's best known 
protocol to Intranet or LAN as well as Internet. TCP works 
in a transport layer that is a fourth layer of an OSI basic 
reference model, and IP works in a network layer that is a 
third layer. 
0009. In addition, UDP/IP is one of the TCP/IP suite 
transport layer protocols. TCP is a connection type protocol. 
UDP is a disconnection type protocol. As with TCP, a host 
application is identified by using a port number. This pro 
tocol is often used to carry Short data for monitor control of 
a network or real time oriented data Such as audio data or 
Video data. 

0.010 TCP/IP incorporates a frame such as retransmis 
Sion. Thus, this protocol is Strong against errors or the like. 
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Even if a large amount of time is required, this protocol is 
effective to download type applications if an attempt is made 
to validly receive data. However, this protocol is not pow 
erful for applications requiring real time properties. 

0011. In contrast, although UDP/IP does not have a 
retransmission frame, a delay associated with retransmission 
does not occur. Thus, this protocol is very effective to 
applications requiring real time processing. 

0012 Transmission of moving picture is exemplified as a 
typical example of application requiring real time proceSS 
ing. However, in the case of general Video communication, 
Video data has a very large amount of data, and Overflows a 
network bandwidth in most cases. In this case, a technique 
for encoding a Video data Signal, and transmitting a reduced 
amount of data is used. Techniques Such as motion com 
pensation, discrete cosine transform (DCT), Sub-band 
encoding, pyramid encoding, and variable-length encoding 
or a combination of these techniques are developed as 
compression-encoding of a Video Signal. 

0013 As an international standard system for moving 
picture encoding, there are ISO MPEG-1, MPEG-2, ITU-T 
H. 261, H. 262, and H.263. In addition, as an international 
Standard System for multiplying an encoded data Stream 
having a speech/audio signal compressed or other data, there 
are an ISO MPEG system, ITU-T H. 221, and H. 223. 
0014 Internet or the like is encompassed via an infinite 
number of networks. Usually, no one knows which network 
is used or what State is. In addition, an amount of data 
flowing a network changes from time to time. Thus, a System 
of judging what amount of data can be communicated in a 
real time is required. 

0015 Therefore, with further advancement from real 
time applications utilizing UDP/IP, there have been 
increased in number applications using a packet format 
called RTP (Real-time Transport Protocol) for adding and 
transmitting time information or the like to a packet. 

0016. This RTP is a protocol for transferring audio data 
signal or video data signal ruled in RFC 1889 in real time. 
Usually, data is carried on UDP (User Datagram Protocol). 
This protocol is assumed to be applied to a multimedia 
System Such as Video conference, and data can be exchanged 
in a real time interactive Scheme. However, the protocol has 
no Sound quality or picture quality assurance function. 
Sequential number or time Stamp data is assigned into an 
RTP header, thereby Supporting a read time operation. 

0017 RFC is an abbreviation of Request for Comments, 
and denotes a document Such as technical proposal or 
comments disclosed by TETF (Internet Engineering Task 
Force). Many de-fact standards Such as a variety of protocols 
of TCP/IP Suite are described in RFC. 

0018. By utilizing this RTP, time information and a 
packet number are added to a packet, So that a receiver can 
display a Voice or image by using correct time information, 
can determine a packet or the like whose order is replaced 
in a network, and can detect that a packet is lost by referring 
to a packet number. 

0.019 Moreover, the RTP provides with a system (RTCP) 
for notifying network State information Such as jitter or 
packet loSS rate from a transmitter to a receiver. 
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0020. However, how this RTCP information is utilized 
depends on applications, and is not determined in Standards. 
0021. In addition, in the case of an image, a bandwidth 
corresponding to Video transmission cannot be allocated in 
a network bandwidth, thus making it necessary to compress 
and deliver a Video signal in an encoding System Such as 
MPEG, as described previously. Although this encoding 
System is effective in a decreased amount of data, the System 
becomes very fragile to a packet loSS or error entry by 
Supplying data to unstable Internet. This is because a moving 
picture encoding System transmits only a difference between 
a current frame and a previous frame. Thus, partial data 
missing causes a very Serious problem. In the case of using 
the UDP or RTP, data retransmission is not basically carried 
out, thus making it necessary to counteract this problem. 
0022. There generally exist two modes in picture encod 
ing, that is, one is an inter-frame encoding mode for trans 
mitting a difference between the current frame and the 
previous frame and an intra-frame encoding mode for car 
rying out encoding in one frame. In general, intra-frame 
encoded pictures are provided at a proper timing, and 
inter-frame encoded pictures are provided between them. An 
interval between the frames encoded in an intra-frame 
encoding mode is called a GOP (Group of Picture) interval. 
0023. When an encoded picture is missing during trans 
mission to the decoder, the decoded picture corresponding to 
the missing encoded picture is destroyed. Thereafter, the 
intra-encoded pictures following the missing encoded pic 
ture are decoded based on the destroyed picture. Thus, all the 
Subsequent decoding pictures are affected by the destroyed 
picture, and decoding cannot be carried out correctly. There 
fore, an intra-frame encoded picture is inserted in the way of 
a stream of frames to cut off a propagation of missing error 
and recover adequate decoding. 
0024. In a conventional technology, it can determine that 
errors occur in a network. However, how to utilize the 
determination result has been unknown. Also, a System for 
notifying the network information to the transmitter in an 
unique format is conceived. However, the System is based on 
the Specification of associated applications and lackS a 
general-purpose use. The System receives transmission data 
using an information receiver, and controls a Video encoder 
within a range of the information received from the network 
via a transmission channel. 

0.025 A conventional network condition determination is 
conceived on assumption of network congestion. However, 
Since Internet is popularized in mobile environment, it is 
required to consider an error or the like in wireleSS envi 
ronment. Current technique does not assume countermea 
Sures against Such error. 
0.026 Further, in the case of dealing with the error, a case 
in which a network condition changes, and an error rate is 
not constant is not considered. If a short GOP interval is set 
in order to counteract a case in which errors frequently 
occur, the intra-frame encoding increaseS resulting in 
impairing the encoding efficiency. When errors occur fre 
quently qualitatively, it may be required to establish Such 
State in which Such errors occur frequently. However, in the 
case of a network in which an error hardly occurs in a normal 
State, and an error occurs only at one moment, this Setting is 
very wasteful. Conversely, when a long GOP interval is set, 
it is troublesome that a great influence occurs when an error 
OCCS. 
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0027 Thus, a real time transmission using RTP is noted. 
As described above, by utilizing the RTP that is a protocol 
for transferring audio data Signal or Video data Signal in real 
time, time information and a packet number are added to a 
packet, whereby the receiver can display a Voice or image by 
using correct time information, can determine a packet or the 
like whose order is replaced in a network, or can detect that 
a packet is lost by referring to a packet number. 
0028 Moreover, at the RTP, there is provided a system 
(RTCP) for notifying network state information such as jitter 
or packet loSS rate from the transmitter or receiver. 

BRIEF SUMMARY OF THE INVENTION 

0029. It is an object of the present invention to provide a 
data transmission apparatus and method capable of adjusting 
a transmission rate by using the RTP characteristics in 
accordance with a transmission State of a transmission 
channel based on notification of network State information 
Such as jitter or packet loSS rate, obtained from the receiver 
in the transmitter or capable of carrying out controls Such as 
changing error resilience, thereby making it possible to 
efficiently transmit data to the maximum, and fully utilize 
transmission that requires real time properties. 
0030. According to an aspect of the invention, there is 
provided a data transmission apparatus that transmits trans 
mission data from a transmitter to a receiver via a transmis 
Sion channel, comprising: an estimation device configured to 
estimate a transmission condition of the transmission chan 
nel in the transmitter based on at least Jitter information or 
a packet loSS rate obtained from the receiver; and a controller 
configured to change at least one of a bit rate of transmission 
data and a error resilience level according to the estimated 
transmission condition. 

0031. According to another aspect of the invention, there 
is provided a data transmission method comprising: estimat 
ing a transmission condition of the transmission channel in 
the transmitter based on at least Jitter information or a packet 
loSS rate obtained from the receiver; and changing at least 
one of a bit rate of transmission data and an error resilience 
level according to the estimated transmission condition. 
0032. According to another aspect of the invention, there 
is provided a data transmission program Stored on a com 
puter readable medium, comprising: instruction means for 
instructing a computer to estimate a transmission condition 
of the transmission channel in the transmitter based on at 
least Jitter information or a packet loSS rate obtained from 
the receiver; and instruction means for instructing the com 
puter to change at least one of a bit rate of transmission data 
and a error resilience level according to the estimated 
transmission condition. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

0033 FIG. 1 is a view showing a basic configuration of 
a data transmission apparatus according to a first embodi 
ment of the present invention; 
0034 FIG. 2 is a view showing another configuration in 
the present embodiment; 
0035 FIG. 3 is a view showing a configuration of a 
network condition determination device in the present 
embodiment; 
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0.036 FIG. 4 is a view showing a configuration of a video 
encoder in the present embodiment; 
0037 FIG. 5 is a view showing a configuration of an 
encoded parameter determining device in the present 
embodiment; 
0.038 FIG. 6 is a view showing a basic configuration of 
a data transmission apparatus in a Second embodiment of the 
present invention; 
0.039 FIG. 7 is a view showing a configuration of an 
encoded data Switch device in the present embodiment; 
0040 FIG. 8 is a view illustrating a timing of encoded 
data Switching at an encoded data Switch device in the 
present embodiment; 
0041 FIG. 9 is a view illustrating a timing of Switching 
encoded data with its different frame interval at the encoded 
data Switch device in the present embodiment; 
0.042 FIG. 10 is a flow chart showing a basic example of 
the network condition determination method at the network 
condition determination device in the first embodiment of 
the present invention; 
0.043 FIG. 11 is a flow chart showing a basic example 
when a delay is forced to occur by using the network 
condition determination method at the network condition 
determination device in the first embodiment of the present 
invention; 

0044 FIG. 12 is a flow chart showing a basic example 
considering a time direction change with the network con 
dition determination method at the network condition deter 
mination device in the present embodiment; 
004.5 FIG. 13 is a view showing an exemplary configu 
ration according to a third embodiment of the present 
invention; 
0.046 FIG. 14 is a flow chart showing an example of a 
GOP interval calculation method at a GOP interval calcu 
lator in the present embodiment; 
0047 FIG. 15 is a flow chart showing another example 
of a GOP interval calculation method at a GOP interval 
calculator in the present embodiment; and 
0048 FIG. 16 is a flow chart showing still another 
example of a GOP interval calculation method at a GOP 
interval calculator in the present embodiment. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0049. Hereinafter, embodiments of the present invention 
will be described with reference to the accompanying draw 
ings. 

0050. The present invention utilizes RTP or RTCP that is 
a protocol for transferring audio data Signal or video data 
Signal in real time. The transmitter performs controls Such as 
adjusting a transmission rate or changing error resilience in 
accordance with a transmission State of a transmission 
channel based on notification of network State information 
acquired from the receiver Such as jitter (Jitter information) 
or packet loSS rate. In this manner, data transmission can be 
carried out efficiently to the maximum. Hereinafter, embodi 
ments of the present invention will be described in detail. 
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First Embodiment 

0051 FIG. 1 shows a basic configuration of an image 
transmission apparatus according to a first embodiment of 
the present invention. In FIG. 1, a video signal 131 input 
from an image input device 101 is processed to be encoded. 
That is, an encoded data transmitter 103 processes encoded 
data 132 that has been encoded by a video decoder 102 in the 
form which conforms to a network, and transmits the 
encoded data to a receiver. A network information receiver 
104 receives network information 134 delivered from the 
receiver, and outputs the received information to a network 
condition determination device 105. This network condition 
determination device 105 has a function that determines a 
network condition from network information 135 output 
from the network information receiver 104, and notifies the 
result as network condition information 136 to the video 
encoder 102. 

0052 The video encoder 102 encodes the video signal 
131 using the network condition information 136. This 
encoding is carried out as follows. That is, in the case of RTP 
or RTCP, a packet loss rate or Jitter information is provided 
to the network condition determination device 105. The 
network condition determination device 105 determines 
that, if a packet loSS rate is not “0” or if a delay time is longer 
than a predetermined value, any load is applied to a network, 
and a presumed amount of data cannot be Supplied. Then, 
the network condition determination device 105 is config 
ured So as to carry out processing So as to issue an instruction 
(network condition information 136) for lowering a bit rate 
to the video encoder 102, and to lowly set a target bit rate in 
encoding. 

0053 According to the thus configured apparatus, when 
the Video signal 131 is inputted from the image input device 
101, the inputted video signal 131 is encoded by the video 
encoder 102. Encoded data 132 encoded by the video 
encoder 102 is inputted to the encoded data transmitter 103. 

0054 The encoded data transmitter 103 processes the 
encoded data in the form Suitable to a network, and receives 
the processed data to a receiver. The network information 
receiver 104 receives the network information 134 delivered 
from the receiver, and outputs the received information to 
the network condition determination device 105. 

0055. The network condition determination device 105 
determines a network condition from the network informa 
tion 135 outputted from a network information receiver, and 
notifies the result as the network condition information 136 
to the video encoder 102. 

0056. The video encoder 102 encodes the video signal 
131 using the thus notified network condition information 
136. 

0057 FIG. 10 shows a very simple example of a method 
for determining a network condition at the network condi 
tion determination device 105 by way of showing a flow 
chart. 

0.058 According to this flow chart, at the step S1001, a 
packet loSS rate of network information is checked to See if 
the rate is “0” or not. As the result of this check, if the packet 
loss is not “0”, an effective bit rate is calculated from the 
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packet loss rate in accordance with the step S1002. This bit 
rate can be calculated by formula (1) shown below. 

b'-bx(1-r) (1) 

0059) where “b” denotes a current bit rate, b' denotes 
a new bit rate, and “r” denotes a packet loSS rate. 

0060 Next, at the step S1003, a parameter (encoding 
parameter) obtained at the step S1002 is notified to the video 
encoder 102. Here, the above parameter is used to determine 
a rate control or error resilience level for encode processing 
at the image encoder 102. This parameter is also used for 
adjustments Such as adjusting and controlling the encode 
processing Speed of the input image Signal 131 to this 
parameter, thereby changing a bit rate, a frame interval, or 
an error resilience level. 

0061. On the other hand, at the step S1001, when the 
packet loSS rate is “0”, no parameter change occurs at the 
step S1004. This determination method is provided as a 
mere example. It is possible to employ any other method for 
obtaining a bit rate based on a case in which the criterion of 
the step S1001 is determined by thresholds without being set 
to “0” or others or based on a formula other than the above 
formula (1). 
0062) Therefore, according to the first embodiment, even 
when a transmission network bandwidth is unknown or 
when the bandwidth changes halfway, it is possible to reset 
a parameter or the like based on the receiver's network 
information, and then, encode and transmit an image in 
accordance with the parameter Suitable to a current network. 
In this manner, even in the case of a network congestion, 
although a bit rate is automatically lowered, and an image 
quality is lowered, it is possible to communicate an image 
without an occurrence of a phenomenon that an image is 
destroyed due to Such packet loSS. This method is very 
effective in image transmission in real time. 
0.063. The first embodiment can be carried out by modi 
fying it as follows. For example, as shown in FIG. 11, a 
method other than that shown in FIG. 10 is employed as a 
method for determining a network condition at the network 
condition determination device 105. That is, in the flow chart 
shown in FIG. 10, a parameter is set at only a packet loss 
rate. In contrast, in the method shown in FIG. 11, even when 
no packet loSS occurs at the Step S1104, a delay quantity is 
checked. As a result of this check, if a delay occurs in exceSS 
of a predetermined value, it is determined that a network is 
congested. When it is determined that a network is con 
gested, a bit rate is calculated, and a new parameter is set by 
using formula (2) below, for example, at the step S1105. 

0064 where “b” denotes a delay time, b' denotes a 
new bit rate, TN denotes a current time, TS denotes 
a start time, “d” denotes a delay time, and “dth” 
denotes delay time thresholds. 

0065 FIG. 2 shows an example when the network con 
dition determination device 105 is provided with a function 
for generating the network condition information 136 So as 
to provide the information to the image encoder 102 by 
extending the configuration shown in FIG. 1. 
0.066 According to a configuration shown in FIG. 2, the 
network condition determination device 105 is provided 
with a function for acquiring a current parameter at the 
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current image encoder 102 and a function for generating the 
network condition information 136 on what parameter 
should be set next from the thus acquired current parameter 
and network information 135, thereby providing the param 
eter to the image encoder 102. 
0067. In the case of this construction, the network con 
dition determination device 105 can recognize a State of a 
Video parameter, i.e., a State of the encode processing 
currently done at the Video encoder 102, thus making it 
possible for the network condition determination device to 
calculate and grasp a bit rate or the like. This construction is 
advantageous in the case of determining a network condition 
by comparing the network information 135 with parameter 
information 137. Thus, a system is realized which is capable 
of changing a parameter So as to Set an optimal bit rate in 
accordance with the network condition, and providing the 
parameter to the Video encoder 102, thereby adjusting the 
encode processing. 
0068. In this way, according to the present invention, 
transmission is adjusted in accordance with a transmission 
State of a transmission channel or error resilience is changed. 
The transmission State is adjusted by changing a bit rate or 
changing a frame interval. With respect to a change in 
quality of a transmission channel, the error resilience is 
changed according to the transmission State of the transmis 
Sion channel (for example, the error resilience is changed by 
changing an interval of an MPEG4 Synchronous signal). 
Therefore, data transmission can be carried out efficiently to 
the maximum, thereby enabling data transmission that 
makes it possible to fully utilize transmission requiring real 
time processing. 
0069 FIG. 3 shows a configuration when the configura 
tion shown in FIG. 2 is further developed. This network 
condition determination device 105 comprises a network 
information storage device 301 that stores past network 
information and an encoded parameter information Storage 
device 302 that Stores encoded parameter information Sup 
plied to the current video encoder 102. A network condition 
determination device 303 recognizes the past network infor 
mation and the current encoded parameter from these ele 
ments, decides an elapse of time in network condition from 
these elements to determine an optimal parameter assigned 
to the video encoder 102, and provides the parameter to the 
video encoder 102. 

0070. With this construction, it is possible to determine a 
network condition more accurately by referring to an elapse 
of time relevant to network information. FIG. 12 shows a 
flow chart of a network condition determination method in 
the case of using this System. Processing at the network 
condition determination device 303 will be described in 
accordance with this flow chart. First, the network condition 
determination device 303 determines whether or not packet 
loss is “0” at the step S1201. As a result of this determina 
tion, when the packet loSS is present, it is determined by the 
Step S1202 whether or not the past packet loSS occurs. AS a 
result, when the past packet loSS occurs, the loSS rate is 
compared with the current rate. If the current packet loSS rate 
is higher than the past packet loSS rate, it can be determined 
that the past correction has been invalid. 
0071. It is understood from this determination that the 
bandwidth overflow of transmission data Such as network 
congestion is not troublesome, but a possibility that a noise 
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or the like occurs over a channel resulting in destroying is 
high. Therefore, the network condition determination device 
303 does not change a bit rate at the step S1204, and carries 
out parameter Setting to ensure reliable error correction, and 
notifies the fact to the video encoder 102 at the step S1205. 

0072) If the current packet loss rate is lower than the past 
packet loss rate at the step S1203, the network condition 
determination device 303 determines that the past change 
WorkS efficiently, and re-calculates a valid bit rate from the 
packet loss rate at the step S1206. When the past packet loss 
does not occur at the step S1202, the last loss is determined 
as a channel noise, and processing goes to the Step S1204. 

0073. On the other hand, when no packet loss occurs at 
the step S1201, the network condition determination device 
303 checks a delay quantity at the step S1207. As a result, 
when the delay quantity exceeds thresholds “Th”, a valid bit 
rate is calculated from the delay quantity at the step S1208, 
and the calculation result is notified to the video encoder 102 
at the step S1205. 

0.074 Lastly, when the delay quantity does not exceeds 
the thresholds “Th’, the network condition determination 
device 303 determines that Successful communication is 
established, and does not change a parameter at the Step 
S1209. 

0075. By causing the network condition determination 
device 303 to carry out Such processing, the network con 
dition determination device 105 can have a function capable 
of determining whether a packet loSS occurs on a transmis 
Sion channel due to network congestion or whether a noise 
is generated, and the loSS occurs due to the impairment of a 
channel State Such as radio equipment. 

0.076 This function is provided as a mere example. For 
example, when the past packet loSS does not occur at the Step 
S1202, a control for lowering a bit rate may be made by 
determining network congestion instead of determination of 
noise. If the current packet loSS rate is improved more 
remarkably than the past packet loss rate at the step S1203, 
Similar parameter change may be made after checking how 
the past change has been made. In this way, in this System, 
a variety of determination Systems can be set according to a 
network. 

0077. In the foregoing, although there has been shown an 
example in which the video encoder 102 carries out encode 
processing based on encoded parameters determined and 
assigned at the network condition determination device 105, 
a configuration for the video encoder 102 to determine a 
parameter can be provided without being limited to the 
network condition determination device 105. An example is 
shown in FIG. 4. 

0078 FIG. 4 is a block diagram depicting an inclusive 
configuration when the video encoder 102 determines an 
encoded parameter. In the case of this example, the Video 
encoder 102 comprises an encoded parameter determination 
device 401 and a signal processor 402. 

0079. In the case of this configuration, the network con 
dition determination device 105 is configured to output the 
network condition information 136 from the network con 
dition determination device 303, and then, provide the 
information to the video encoder 102. 
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0080. In such a configuration, the network condition 
determination device 105 provides the network condition 
information 136 delivered from the network condition deter 
mination device 303 to the video encoder 102. Then, the 
video encoder 102 first inputs the network condition infor 
mation 136 to an encoded parameter determination device 
401. Then, the encoded parameter determination device 401 
recognizes a network condition from this network condition 
information 136, and generates an encoded parameter 431 in 
the form Suitable to the network condition. 

0081. The thus generated encoded parameter 431 is 
inputted to a signal processor 402. Then, this signal proces 
Sor 402 encodes the video signal 131 inputted from the video 
input device 101 by using this encoded parameter 431. 
0082) Encoding information 432 Such as the number of 
encoded bits after encoding is inputted to the encoded 
parameter determination device 401, and is used for the next 
encoded parameter determination. Encoded data 132 
encoded at the Signal processor 402 is output to the encoded 
data transmitter 103. 

0083 FIG. 5 is a block diagram depicting a configuration 
including a intra-frame encoding determination device 501 
that forcibly Sets intra-frame encoding at the encoded 
parameter determination device 401 shown in FIG. 4. As 
shown in the figure, the encoded parameter determination 
device 401 comprises an intra-frame encoding/determina 
tion device 501 and an encoded parameter determination 
device 502. 

0084. In the case of this configuration, the network con 
dition information 136 outputted from the network condition 
determination device 105 is input to the encoded parameter 
determination device 502 possessed by the encoded param 
eter determination device 401. Then, encoded parameter 
information 531 corresponding to the network condition 
information 136 is output from the encoded parameter 
determination device 502. 

0085. The encoded parameter information 531 is input to 
the intra-frame encoding determination device 501, and it is 
determined whether inter-frame encoding is carried out as is 
or intra-frame encoding is forcibly carried out. When it is 
determined as intra-frame encoding, the encoding parameter 
information 531 is updated so as to carry out intra-frame 
encoding, and is output as the encoded parameter informa 
tion 431 to the signal processor 402 of the video encoder 
102. 

0086. By doing this, even if the past data is not trans 
mitted correctly to a receiver, when the data can be received 
correctly after parameter change, a correct image can be 
reproduced. 

0087. It is possible to configure a video encoder capable 
of determining a network condition, which has functions of 
the video encoder 102 and network condition determination 
device 105, thereby making it possible to provide the 
previously described function in one block. 
0088. The encoded parameter determination device 401 
or network condition determination device 105 makes deter 
mination concerning the next encoded parameter Setting. 
However, if a picture quality is changed Suddenly due to 
temporary instability of network, an unclear picture may be 
produced. In order to SuppreSS Such a phenomenon, it is 
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possible to incorporate a mechanism in which a change in 
encoded parameter is Suppressed within its predetermined 
range. In the above described circumstance, this mechanism 
functions efficiently. 
0089 Although a bit rate or an error resilience parameter 
may be set as its calculated value, it is possible to employ a 
method of predetermining Some patterns, and then, Selecting 
the closest pattern from among them. Further, instead of the 
closest pattern, it is possible to make a Selection of the 
closest bit rate which is lower than the calculated bit rate. 
This makes it possible to prevent the generation of a Video 
image with its unexpected image quality due to a combina 
tion of a variety of parameters, and makes it possible to 
prepare a combination of encoded parameters that have been 
tested to Some extent. 

0090. In the foregoing example, when the packet loss rate 
is not “0” or when a delay exceeds the thresholds, there has 
been made a control Such that parameterS Such as bit rate or 
error resilience are changed, and the changed is reset to that 
Suitable to the current State. 

0.091 However, after recovery of a network condition, 
when no packet loSS occurs or when a Small delay occurs, it 
is possible to make a control for increasing a bit rate or 
decreasing an error resilience parameter. 
0092. The foregoing example will be described below 
according to a Second embodiment. 

Second Embodiment 

0.093 FIG. 6 is a view showing a basic configuration of 
an image transmission apparatus according to the Second 
embodiment of the present invention. The image transmis 
Sion apparatus shown in FIG. 6 comprises a plurality of 
media 601, an encoded data Switch device 602, an encoded 
data selector 603, an encoded data transmitter 103, a net 
work information receiver 104, and a network condition 
determination device 105. 

0094. The storage media 601 are used to store encoded 
data 631 on contents that have been encoded in advance. The 
Storage media 601 each Store encoded data on the same 
contents encoded by different encoded parameters, respec 
tively. 

0.095 The encoded data switch device 602 selects one of 
a plurality of Storage media 601, and provides encoding data 
631 stored in the thus selected storage medium 601 to the 
encoded data transmitter 103. A selection of the storage 
media is carried out in accordance with Switch information 
632 from the encoded data selector 603. 

0096. The network information receiver 104 has a func 
tion that receives network information 134 Such as packet 
loss rate or Jitter information delivered from a receiver or a 
network, and provides the received information as network 
information 135 to the network condition determination 
device 105. 

0097. The network condition determination device 105 
determines a network condition from the input network 
information 135, and outputs the result as network condition 
information 136 to the encoded data selector 603. The 
encoded data Selector 603 has a function for estimating, 
from this network condition information 136, which of the 
encoded data on encoding parameters is optimal to the 
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current network, and then, outputting to the encoded data 
Switch device 602 the Switch information 632 used for 
Switching in order to Select encoded data caused by the 
estimated optimal encoding parameter as an output. 

0098. The encoded data switch device 602 selects one 
item of encoded data from among the input encoded data 
631, and outputs encoded data 132. 
0099. With such a configuration, the encoded data 631 
encoded in advance and Store in the Storage medium 601 or 
the like is input to an encoding data Switch device 602 when 
the data is reproduced from the storage medium 601. That is, 
respective encoded data encoded by the differential encod 
ing parameters are maintained in a plurality of Storage media 
601. As a result of reproducing these items of data, the 
encoded data encoded by the different encoding parameters, 
respectively, is inputted. The encoded data Switch device 
602 Selects one from among these items of data, and outputs 
it to the encoded data transmitter 103. 

0100 This selection is carried out in accordance with 
Switch information 632 from the encoded data selector 603. 

0101. On the other hand, network information 134 such 
as packet loSS rate or Jitter information from a receiver is 
received at the network information receiver 104, and then, 
the received information is delivered to the network condi 
tion determination device 105. The network condition deter 
mination device 105 determines a network condition from 
the inputted network information 135, and outputs the result 
as network condition information 136 to an encoded data 
Selector 603. 

0102) The encoded data selector 603 estimates, from the 
network condition information 136, which of the encoded 
data of the encoding parameters is optimal to the current 
network, and outputs the Switch information 632 to the 
encoded data Switch device 602. 

0103) The encoded data Switch device 602 selects one 
item of the encoded data from among the input encoded data 
631, and outputs encoded data 132. 
0104. The present embodiment will be described by way 
of a specific example. 

0105 Now, assume that there exist five storage media 
601 a to 601e each having stored therein five items of 
encoded data encoded at 384 kbps, 128 kbps, 64 kbps, 32 
kbps, and 16 kbps. 
0106 That is, for example, a storage medium having 
Stored therein encoded data on contents encoded at 384 kbps 
is defined as a Storage medium 601a; a storage medium 
having Stored therein encoded data on contents encoded at 
128 kbps is defined as a storage medium 601b; a storage 
medium having Stored therein encoded data on contents 
encoded at 64 kbps is defined as a Storage medium 601c; a 
Storage medium having Stored therein encoded data on 
contents encoded at 32 kbps is defined as a Storage medium 
601d; and a storage medium having Stored therein encoded 
data on contents encoded at 16 kbps is defined as a Storage 
medium 601e. 

0107. In the case of using a transmission channel having 
its quality capable of being transmitted at 384 kbps, first, 
reproduced encoded data is Selected by the Storage medium 
601 a that is a Storage medium having Stored therein encoded 
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data on contents encoded at 384 kbps; transmission is started 
at 384 kbps, and reception of network information from the 
receiver Starts at the same time. 

0108. Although network information is received at a 
predetermined interval, if a problem occurs with a network 
based on the received information, a valid bit rate is calcu 
lated at a stage at which a packet loSS or delay occurs. The 
encoded data selector 603 selects encoded data on a bit rate 
close to the calculated bit rate, and the encoded data Switch 
device 602 Switches and transmits the selected data. 

0109 For example, the calculated bit rate is 140 kbps, a 
value close to this bit rate is 128 kbps. In this case, the above 
Switch device Selects and Switches encoded data reproduced 
from the storage medium 601b having stored therein 
encoded data on contents encoded at 128 kbps. In addition, 
if the calculated bit rate is 100 kbps, a value close to a bit 
rate lower than the calculated bit rate is 64 kbps. In this case, 
the Switch device Selects and Switches encoded data repro 
duced from the storage medium 601c having stored therein 
encoded data on contents encoded at 64 kbps. 
0110. In this way, in the present embodiment, contents 
are prepared after encoded in advance for type of transmis 
Sion bit rate, and a current optimal transmission rate is 
obtained based on network information Such as packet loSS 
rate or Jitter information from a receiver that is a function 
possessed by RTP. A Storage medium having Stored therein 
encoded data obtained at the bit rate corresponding to this 
transmission rate is selected by the Switch 602, and repro 
duced encoded data output of the Storage medium is trans 
mitted. In this manner, there is no need for a Server to carry 
out encode processing in real time, making it possible to 
reduce a load on the server. This is very effective in 
distributing a pre-produced Video Such as broadcast in 
particular. 

0111 Now, a modified example of the second embodi 
ment will be described here. FIG. 7 is a block diagram 
depicting a method for carrying out control for a Switch 
timing of encoded data to be inputted at the encoded data 
Switch device 602. 

0112 Encoded data 631 is inputted to the Switching 
position detecting device 701 and a Switch device 702. 
Switch information 632 is inputted to the Switching position 
detecting device 701. If there occurs a need to execute 
Switching from the current encoded data to the other 
encoded data according to the Switch information 632, the 
Switching position detecting device 701 analyzes encoded 
data, and detects a Switching enable position. 

0113. This means that a search is made for a frame 
encoded by intra-frame encoding (I-Picture). 
0114. When the Switching enable position is set, an 
instruction for Switching encoded data is Supplied to the 
Switch device 702 by using the Switching instruction infor 
mation 731. FIG. 8 shows an example of this instruction. 
ASSume that encoded data A is currently Selected, and there 
occurs a need to execute Switching to encoded data B 
according to the Switch information 632. 
0115. At this stage, assume that a frame is processed at 
the time of “switching instruction” shown in FIG.8. In such 
a case, if encoded data is Switched, an unmatched image 
occurs. This is because a difference from the previous image 
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is encoded in intra-frame encoding (P-Picture). Therefore, if 
encoded data is Switched at the time of P-Picture, an attempt 
is made to reproduce the next picture (picture P11 of 
encoded data (B)) by using immediately preceding picture 
(decoded picture I11 of encoding data (A)). This provides a 
problem that a correct decode picture cannot be obtained, 
and a picture is destroyed. Thus, there occurs a need to 
execute Switching at a timing of a picture of intra-frame 
encoding (I-Picture) undergoing encoding by that frame 
only. This timing is defined as a timing at a position marked 
with “execute switching”. 
0116. As in FIG. 9, a case in which the number of frames 
or time position differS depending on encoded data is con 
sidered. In this case as well, a Switching enable position of 
encoded data at a Switching destination is detected, and 
Switching of encoded data is executed when the Switching 
enable position is Set. 
0117. At the Switching position detecting device 701 
shown in FIG. 7, when a need to execute Switching accord 
ing to the Switch information 632 occurs, it is possible to 
employ a method for temporarily Stopping an output 132 to 
the encoded data transmitter 103, and then, outputting new 
encoded data to the encoded data transmitter 103 at a stage 
at which the Switching position is Set. 
0118. This method is effective when it is necessary to 
suppress a buffer overflow or the like by Switching encoded 
data. When an underflow is problematic, a stuffing bit is 
forcibly inserted, thereby making it possible to counteract 
Such an underflow. 

Third Embodiment 

0119) Now, a third embodiment according to the present 
invention will be described here. 

0120) The present embodiment describes an exemplary 
configuration of an encoding parameter determination 
device 401 of the video encoder 102 shown in FIG. 4 
according to the first embodiment when a time interval 
(GOP interval) between frames encoded in a intra-frame 
encoded mode is adjusted based on the network condition 
information 136 outputted from the network state determi 
nation device 105. Here, a description will be given by 
focusing on differences from the first embodiment. 
0121 FIG. 13 shows an exemplary configuration of the 
encoding parameter determination device 401. This device 
comprises a GOP interval calculator (GOP interval calcula 
tor) 1501 and an encoding parameter determination device 
502. 

0.122 The network condition information 136 outputted 
from the network condition determination device 105 
(including at least packet loss rate information) is input to an 
encoding parameter determination device 502. The param 
eter determination device 502 inputs packet loss rate infor 
mation 1531 of the network condition information 136 to the 
GOP interval calculator 1501. The GOP interval calculator 
1501 calculates a GOP interval from the packet loss rate 
information 1531. The GOP interval information 1532 is 
notified to the encoding parameter determination device 
401. The encoding parameter determination device 401 
outputs encoding parameter information 431 that contains 
the inputted GOP interval information 1532. When inter 
nally generated parameter information exists, the encoding 
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parameter determination device 401 outputs GOP interval 
information 1532 and encoding parameter information 431 
that contains the internally generated parameter information. 
0123 FIG. 14 shows an example of a method for deter 
mining a GOP interval at the GOP interval calculator. 
0.124. At the step S1601, it is determined whether or not 
a packet loSS occurs from the network condition information 
136. When such a packet loss occurs, the GOP interval is 
estimated by formula (3) below, for example, at the Step 
S1602. 

0125 where "gop" denotes a GOP interval, 
denotes a packet loSS rate, FN denotes a total number 
of current frames, FL denotes a total number of 
frames during past calculation, TN denotes a time, 
and TL denotes a time during past calculation. 

0126 The GOP interval obtained at the step S1602 is 
notified to the signal processor 402 at the step S1603, and 
encoding is carried out based on the notified value. 
0127. On the other hand, when no packet loss has 
occurred at the step S1601, the default GOP thresholds are 
read out at the step S1604. At the step S1603, this value is 
notified to the signal processor 402. 
0128. According to the present embodiment, it is possible 
to change dynamically the GOP interval to a value Suitable 
to a network. In this manner, when a Small number of errors 
occur, the GOP interval is increased, thereby making it 
possible to reduce wasteful intra-frame encoded modes in 
number. In contrast, when a large number of errors occur, the 
GOP interval is decreased, and a frame in the intra-frame 
encoded mode appears quickly, thereby making it possible to 
accelerate recovery. In the present embodiment, it is possible 
to efficiently Select an intra-frame encoded mode. 
0129 FIG. 15 shows another example of a method for 
determining a GOP interval at the GOP interval calculator in 
accordance with a flow chart. 

0130. In this example, even when packet loss is fewer 
than that in the system shown in FIG. 14, the network 
condition is estimated from the past history of packet loSS at 
the step S1704, and an optimal GOP interval is calculated. 
This technique makes it possible to estimate whether a 
network is completely free of an error or an error may occurs 
by checking the past history instead of resetting the GOP 
interval to the default value by determining that no packet 
loSS occurs at one moment. In this manner, it is possible to 
determine the network condition more accurately. 
0131 FIG. 16 shows still another example of a method 
for determining a GOP interval at the GOP internal calcu 
lator in accordance with a flow chart. 

0.132. In this example, the GOP interval is determined by 
a unique calculation System instead of determination based 
on the presence/absence of a packet loSS. This System can be 
used to determine the GOP interval from the current packet 
loSS rate in accordance with a single formula or to determine 
the most suitable GOP interval by checking the past history. 
0133) The following formula (4) shows an example of 
calculation formula for determining the GOP interval. 

0134) where "gop" denotes a GOP interval, “r” 
denotes a packet loSS rate, C. denotes a Sensitivity 

Nov. 17, 2005 

coefficient, FB denotes a total number of current 
frames, FL denotes a total number of frames during 
past calculation, TN denotes a current time, and TL 
denotes a time during past calculation. 

0135) In this example, the GOP interval calculated from 
an actual value is multiplied by a Sensitivity coefficient, 
thereby making it possible to meet a requirement for accel 
erating recovery by Sacrificing efficiency or a requirement 
when one does not take care even if an effect of error is 
somewhat extended. For example, if the sensitivity coeffi 
cient C. is set to be Smaller than 1, a GOP interval which is 
Smaller than that calculated from an actually measured value 
is output. In this manner, although the efficiency is Sacri 
ficed, when an error occurs, it is possible to estimate faster 
recovery. 

0.136 The present embodiment is not limited to formulas 
(3) and (4). For example, in these formulas, a value is 
calculated by using an increment during past calculation and 
Subsequent, it is possible to calculate the value by taking a 
margin Such as the n preceding increment. In this manner, it 
is possible to cope with a gradual change hidden in a change 
in detailed State or to eliminate a temporal change to Some 
extent. Similarly, algorithms are not limited to those shown 
in the present embodiment. 
0.137 The foregoing embodiment has described an exem 
plary configuration when a time interval (GOP interval) is 
adjusted, the time interval being between the frames 
encoded in the intra-frame encoded mode based on the 
network condition information 136 at the encoding param 
eter determination device 401 of the video encoder 102 
shown in FIG. 4 according to the first embodiment. Alter 
natively, there can be provided a configuration in which the 
network condition determination device 105 according to 
the first embodiment (FIG. 1, 2, or 3) determines a time 
interval (GOP interval) encoded in the intra-frame encoded 
mode based on information from the network information or 
information from the network information receiver 104 and 
information from the video encoder 102, and provides the 
encoded time interval to the image encoder 102. 
0.138. As described in the first embodiment, it is possible 
to configure a Video encoder capable of determining a 
network condition, the Video encoder having functions of 
the video encoder 102 and network condition determination 
device 105, thereby providing the previously described 
functions in one block. 

0.139. In the foregoing, although a variety of embodi 
ments have been described, in Short, the present invention 
utilizes characteristics of RTP, and comprises a System 
(RTCP) for notifying network state information such as jitter 
or packet loSS rate from a transmitter or receiver. At the 
transmitter, a bit rate of transmission data at the transmitter 
is adjusted according to a transmission State of a transmis 
Sion channel based on the notification of network State 
information acquired from the receiver in the transmitter 
Such as jitter or packet loSS rate So that control Such as 
change of the error resilience level can be carried out. 
Therefore, according to the above described present inven 
tion, data can be transmitted efficiently to the maximum So 
as to achieve data transmission that makes it possible to fully 
utilize transmission requiring real time properties as well. 
0140. The techniques described in the embodiments of 
the present invention can be distributed to be Stored as a 
computer executable program in a recording medium Such 
as a magnetic disk (such as a flexible disk or a hard disk); 
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an optical disk (such as CD-ROM, CD-R, CD-RW, DVD, or 
MO), and a recording medium Such as a semiconductor 
memory. Further, the above program can be distributed by 
means of transmission via a network. 

0141 According to the present invention, it is possible to 
determine a network condition, and then, optimally Set an 
encoding parameter. In addition, when a packet loSS caused 
by congestion and a loSS of a channel error coexist in a 
network, it is possible to determine the loSS, and then, to Set 
a parameter. 

0142. Therefore, according to the present invention, there 
can be provided a data transmission apparatus and method in 
which data can be transmitted efficiently to the maximum So 
as to achieve data transmission that makes it possible to fully 
utilize transmission requiring real time properties. 
0143 Additional advantages and modifications will 
readily occur to those skilled in the art. Therefore, the 
invention in its broader aspects is not limited to the Specific 
details and representative embodiments shown and 
described herein. Accordingly, various modifications may be 
made without departing from the Spirit or Scope of the 
general inventive concept as defined by the appended claims 
and their equivalents. 

1. A data transmission apparatus that transmits transmis 
Sion data from a transmitter to a receiver via a transmission 
channel, comprising: 

an estimation device configured to estimate a transmission 
condition of the transmission channel in the transmitter 
based on at least Jitter information or a packet loSS rate 
obtained from the receiver; and 

a controller configured to change at least one of a bit rate 
of transmission data and an error resilience level 
according to the estimated transmission condition. 

2. A data transmission apparatus that transmits transmis 
Sion data from a transmitter to a receiver via a transmission 
channel, comprising: 

a data generator provided on the transmitter and config 
ured to generate encoded data obtained by encoding a 
Single content at different transmission rates, 

an estimation device configured to estimate a transmission 
condition of the transmission channel in the transmitter 
based on at least Jitter information or a packet loSS rate 
obtained from the receiver; and 

a Selector configured to Select optimum encoded data 
having an optimum bit rate from the encoded data of 
the data generator to adjust a bit rate of the transmission 
data in the transmitter according to the estimated trans 
mission condition. 

3. A data transmission method of transmitting transmis 
Sion data from a transmitter to a receiver via a transmission 
channel, comprising: 

generating encoded data obtained by encoding a single 
content at different transmission rates, 

estimating a transmission condition of the transmission 
channel in the transmitter based on at least Jitter 
information or a packet loSS rate obtained from the 
receiver; and 

Selecting optimum encoded data having an optimum bit 
rate from the encoded data to adjust a bit rate of the 
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transmission data in the transmitter according to the 
estimated transmission condition. 

4. A data transmission method comprising: 
estimating a transmission condition of the transmission 

channel in the transmitter based on at least Jitter 
information or a packet loSS rate obtained from the 
receiver; and 

changing at least one of a bit rate of transmission data and 
an error resilience level according to the estimated 
transmission condition. 

5. A data transmitting apparatus that transmits transmis 
Sion data from a transmitter to a receiver via a transmission 
channel, comprising: 

an encoder configured to generate plural encoded data 
obtained by encoding a single content at different bit 
rates, in the transmitter; 

an estimating device configured to estimate a condition of 
the transmission channel based on Jitter information or 
packet loSS rate; and 

a Selector configured to Select encoded data having an 
optimum transmission rate from the plural encoded 
data according to the estimated transmission condition. 

6. A method of transmitting transmission data from a 
transmitter to a receiver via a transmission channel, com 
prising: 

Storing plural encoded data obtained by encoding a con 
tent at different bit rates; 

estimating a condition of the transmission channel based 
on Jitter information or packet loSS rate; and 

Selecting encoded data having optimum transmission rate 
from the plural encoded data according to the estimated 
transmission condition. 

7. A data transmission program Stored on a computer 
readable medium, comprising: 

instruction means for instructing a computer to estimate a 
transmission condition of the transmission channel in 
the transmitter based on at least Jitter information or a 
packet loSS rate obtained from the receiver; and 

instruction means for instructing the computer to change 
at least one of a bit rate of transmission data and a error 
resilience level according to the estimated transmission 
condition. 

8. A data transmission apparatus, comprising: 
a network receiver configured to receive network infor 

mation regarding a condition of a network; 
a network condition determination device configured to 

determine a network condition based on the network 
information from the network receiver; 

a Video encoder configured to encode a Video data Signal 
to generate encoded Video data and control a bit rate or 
an error resilience level of the encoded Video data 
according to the network condition information; and 

a transmitter configured to transmit the encoded Video 
data to the network. 

9-19. (canceled) 


