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To all whom it may concern: 
Be it known that I, MICHAEL BACKES, of 

Wallingford, in the county of New Haven and 
State of Connecticut, have invented a new and 
Improved Box for Explosive Caps, of which 
the following is a specification: 

Figure 1 is a perspective view of my inven 
tion, showing four of the improved boxes 
placed one upon the other. Fig. 2 is a ver 
tical section through two of the improved 
boxes, standing the one upon the other. Fig. 
3 is a plan or face view of the blank from 
which the cover of the box is made; Fig. 4, a 
plan or face view of the blank from which the 
body of the box is made. 

Similar letters of reference indicate corre 
sponding parts in all the figures. 
The object of this invention is to produce 

an inexpensive box for holding small paper 
explosive caps and other explosive caps safely 
during transportation and storage. 
The invention consists, principally, in mak 

ing the body of the box of a paper or paste. 
board blank, which is merely bent up into 
box form, but not secured at the corners, and 
in the combination of such a paper or paste 
board box with a metallic cover similarly 
made, the sides of the cover reaching down 
to the bottom of the box. 
The invention also consists in forming re 

cesses in the lower edges of the cover, all as 
hereinafter more fully described. 
A in the drawing represents the body of 

the box. It is made of paper or pasteboard, 
or equivalent flexible material, from a blank 
substantially like that shown in Fig. 4. The 
flaps of this blank are turned up to form the 
sides of the box, but remain unconnected at 
the corners. This construction, which, in con 
nection with the metallic cover B, renders the 
box sufficiently perfect, has the additional ad. 
vantage that the disconnected sides, in their 
tendency to resume the level with the bottom, 
press with sufficient firmness against the cov 
er as to retain the box and cover properly 
united. The box is also very much less ex 
pensive than if its sides were united at the 
corners, as in the shape shown the blank can 
be cut from a sheet and its flaps bent up at 
one single operation. - 

The cap or cover B is made of metal, 
or equivalent rigid or stiff material, from 
a blank substantially like that shown in Fig. 
3. The flaps of this blank are also turned up 
to form the sides of the cover, and remain 
also disconnected at the corners. The nature 
of the material from winich the cover is made 
causes it to retain the shape imparted to it. 
The lower edges of the cover have recesses a 
a cut into it, to give a hold to the fingers in 
withdrawing the cover from the box. The sides 
of the cover extend down as far as the bottom 
of the box A, and thus the box is entirely sur 
rounded with metal except at the bottom, 
winich remains flexible. This is a peculiar 
advantage, as in packing these boxes, after 
they have been filled with the explosive ma 
terial, they aré placed one upon the other, as 
in Figs. 1 and 2, which causes the flexible 
bottom of exery box to bear upon the hard 
cuver of the box next below, and to serve as 
a yielding cushion, which will prevent any 
appreciable amount of concussion between the 
boxes, and consequent explosion of their con 
tents. 
If it were not for the notches or recesses a 

in the sides of the cover, that otherwise com 
pletely overhang the body of the box, the re 
moval of the cover would be exceedingly dif 
ficult. 

I claim as my invention 
1. The combination of the flexible paste 

board box A with the rigid metallic cover B, 
whose sides extend down as far as the bot 
tom of the box, so that the closed box will 
have a flexible bottom and rigid top and sides, 
substantially as herein shown and described. 

2. The combination of the flexible paste 
board box A with the rigid metallic cover B, 
the sides of said cover extending down to the 
bottom of the box, and being provided with 
the notches or recesses a at at their lower 
edges, substantially as herein shown and de 
scribed. 
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