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UNITED STATES PATENT OFFICE. 
JAVIES SCANLAN, OF DISCO, ILLINOIS. 

STOVEPIPE-HOLDER. 
w 

Specification of Letters Patent, 
Application filed July 24, 1912. Serial No. 711,375. 

To all whom it may concern: 
Be it known that I, JAMES ScANLAN, a 

citizen- of the United States, residing at 
Disco, in the county of Hancock and State 
of Illinois, have invented certain new and 
useful Improvements in Stovepipe-Holders, 
of which the following is a specification, 
reference being had to the accompanying 
drawings. . 
This invention relates to improvements 

in stove pipe fasteners and has for its ob 
ject the provision of simple, efficient and 
inexpensive means to retain the stovepipe 
in the hole leading to the chimney flue and 
to also prevent separation of the pipe Sec 
tions at the joint thereof. . 
Another object of the invention resides 

in the provision of a holder for stovepipes 
which may be easily and quickly attached 
to and detached from the pipe, and is ca 
pable of a wide range of adjustment to per 
mit of its application to the pipe when dis 
posed at various distances from the chim 
ney wall. 

Still another object of the invention is 
to provide a device for securely retaining 
the end of the pipe in the hole in the chim 
ney wall and which may also be utilized 
as a pipe hanger to support a horizontally 
disposed pipe. 
With the above and other objects in view 

as will become apparent as the description 
proceeds, the invention consists in certain 
constructions, combinations and arrange 
ments of the parts that I shall hereinafter 
fully describe and claim. 
For a full understanding of the invention, 

reference is to be had to the following de 
scription and accompanying drawing in 
which 

Figure 1 is a side elevation illustrating 
the application of the device and showing 
the same attached to the vertically disposed 
stovepipe and to a chimney wall; Fig. 2 is 
a section taken on the line 2-2 of Fig. 1; 
and Fig. 3 is a detail perspective view of one 
of the longitudinally extensible members. 
Corresponding and like parts are referred 

to in the following description and desig 
nated in the accompanying drawings by 
like reference characters. 

Referring in detail to the drawing, 5 
designates two similar plates one of which 
is longitudinally adjustable upon the other. 
Each of these plates is provided with a . 
longitudinal slot 6, through which a trans 

versely disposed bolt 7 is passed. This bolt 
is provided with a head on one end, the 
other end thereof being threaded to receive 
a nut S. I preferably employ two of these 
connecting bolts between the adjustable 
plates to secure a rigid clamp for the ex 
tensible plates when the wing nuts 8 are 
threaded into binding engagement with said 
plates, whereby the same are held against 
casual relative movement. 
The plates 5 are each provided in one of 

their ends with the inclined notches or re 
cesses 9... which open upon corresponding 
longitudinal edges of said plates. A two 
part loop 10 is removably mounted upon the 
end of one of the plates 5, the sections of 
the loop being hingedly connected as shown 
at 11. The other ends of the loop sections 
are provided with openings to receive a bolt 
12, which is also adapted to be disposed in 
the notch or recess 9 in the end of one of the 
plates 5 upon which said loop is mounted. 
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A suitable clamping nut 13 is threaded upon . 
one end of this bolt to hold the loop against 
movement with relation to said plate. Upon 
the notched end of the other of the adjust 

80 

able plates 5, an attaching member 14 is 
mounted. This member is formed from a 
single piece of metal, bent upon itself and : 
having its ends spaced apart and disposed . . . 
in a plane at right angles to the plane of the 
intermediate portions of said plate, as shown 
at 15. These end portions of the attaching 
plate are also provided with openings to 
receive a bolt 16, which is adapted to be 
received in the notch or recess 9 provided in 
the end of one of the plates 5. The attach 
ing member 14 is provided with openings 
for the reception of screws, nails or anal 
ogous fastening devices whereby said mem 
ber may be securely attached to the chimney 
wall. A nut 17 is, of course, threaded on 
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the bolt 16 to clamp the ends of the at 
tached plate against the opposite faces of 
the adjustable plate 5. 
Upon an examination of the drawing, 

the manner of application and use of my im 
proved stovepipe holder will be clearly un 
derstood. The sections of the loop 10 are 
first opened, and engaged upon opposite 
sides of the avertical stovepipe section. The 
attaching member 14 is now secured in po 
sition adjacent, the flue opening, and the 
notched ends of the movable bars or plates 5. 
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are engaged with the bolts. 12 and 16 re 
spectively in the manner above described, 



in the respective bars 
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The nuts on the ends of said bolts are ad 
justed to tightly clamp the sleeve or loop 
and the attaching member to the adjustable 
bars. The bolts 7 disposed in the slots of 
the bars 5 are moved to the ends of the slots 

and he in its thereof 
adjusted into clamping engagement with the 
bars, thus providing a substantially rigid 
connection between the pipe engaging loop 
10, and the attaching member 14. By pro 
viding the plates 5 with the notches 9 in 
clined in relatively opposite directions, 
liability of the ends of said plates lifting 
off of the bolts 16 or 12 in the event, tilat, 
the holder is accidentally struck, will be 
effectually prevented. These inclined 
notches in the ends of the adjustable piate 
also admit of the easy and quick connec 
tion of the adjust alle plates to the S3c 
tional loop 10 and the attaching member 

When it is desired it; disco, nect 
the pipe sections () clear) tie sane, the 
holder may be easily and Juickly renoved 
by simply loosening the in lit on the end of 
the bolt 16 and diseng: ging the hotched 
end of the bar 5 from said bolt. The loop 
i0 nay remain up (, ) the vertical pipe Sec 
tion or be removed here from, as preferred, 

From the foregaig, it is believed that the 
construction and manner of operation of 
my improved stovepipe holder will be 
clearly understood. 
As the device consists of but few elements 

which are of simpic form, it will be obvious 
that the invention can be produced in its 
entirety at comparatively small cost. 

and attached to a 

It will also be readily understood that 
the invention may be utilized as a hanger 

beam or ceiling Wali to 
Support, a horizontally disposed pipe. 
The holder may be very easily and quickly 

adjusted, and is extremely efficient and Serv 
iceable in practical use. 
While I have shown and described the 

preferred construction and arrangement of 
the various elements, it will be understood 
that the invention is susceptible of consid 
erable modification, without departing from 
the essential features or sacrificing any of 
the advantages thereof. 

Having thus described the invention what 
is claimed is:- 

1. In a stove pipe holder, the combina 
tion with the pipe embracing loop and the 
waii bracket, said loop and bracket having 
spaced parallel portions; and bolts connect 
ing the same, of a longitudinally adjustable 
holder consisting of two plates one of which 
is slidable upon the other, each of said 
plates being provided adjacent to one end 
with a notch, Said notches opening upon 
One of the longitudinal edges of the plates 
and adapted to receive the boits of the pipe 
loop aid wail bracket respectively, and 
means to secure the plates of the holder to 

2. In a stove pipe holder, tine combina 
tion with a pipe engaging member and a 
wall bracket, said imeinbei and bracket hav 
ing spaced parallel portions and boits con 
hecting ti of it, holdier he sane, ing wo piates one of which is longitudinally 
slid:lie upon the other, the outer end of each 
of Said plates being provided with a trans 
versely extending obliquely inclined notch, 
said notches opening upon corresponding 
edges of the respective plates, and adapted 
to receive the bolts of the pipe engaging 
member and wall bracket l'espectively, and 
means for clamping the holder plates to 
gethe'. 

In testimony whereof hereinto affix my 
signature in the presence of two witnesses. 

- JAMES SCANLAN. 

Witnesses: 
R. B. WILLIAllis, 
J. R. Boori. 
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