A monitoring device (20) is provided for detecting late packet collisions on CSMA/CD LANs (10). The device (20) comprises a first detector (34) for detecting the presence of a packet on a LAN (10), a second detector (37) for detecting the occurrence of a packet collision on the LAN, and a late-collision indicator (43-36) which provides a late-collision indication whenever the second detector (37) detects the occurrence of a collision more than a predetermined time after the first detector (34) detects the presence of a packet. The monitoring device (20) may also be provided with a low-traffic indicator (42) arranged to flicker in the presence of low traffic on the LAN.
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SU+</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

+ Any designation of "SU" has effect in the Russian Federation. It is not yet known whether any such designation has effect in other States of the former Soviet Union.
LAN MONITORING METHOD AND APPARATUS

TECHNICAL FIELD

The present invention relates to a method and apparatus for monitoring packet-based LANs (local area networks) that utilize the media access control method known as CSMA/CD (Carrier Sense Multiple Access with Collision Detection).

BACKGROUND ART

As is well known, in a CSMA/CD LAN a number of stations are interconnected through a single shared cable (electrical or optical) logically configured as a bus (though possibly physically configured as a bus, tree or star). Data is transmitted between the stations in packets and generally signals are normally only present on the LAN when user data or control data is being transferred (that is, the LAN is idle - no signals present - in the gaps between packets). A station wishing to transmit data first checks that the LAN has been idle long enough for all transmissions to have propagated across the LAN; providing this check shows the LAN to be idle, the station then proceeds to transmit its data. It is, of course, still possible for two stations to start transmission at approximately the same instant and in this case there will be a collision between the two packets being transmitted. Each transmitting station listens out for any such collision and if one does occur, the station ceases transmission after having first transmitted a jam sequence that ensures the collision is detected by all the stations concerned. The stations responsible for transmitting the colliding packets will then attempt to retransmit their data after a short, random, delay.

If the LAN is functioning correctly, collisions should only occur within a predetermined time interval following the start of transmission by any particular station. The duration of this time interval is dependent on the longest propagation delay between any pair of stations on the network (or where the network is made up of several segments interconnected by repeaters, between any pair of stations on the relevant network segment), the time taken by a station to launch a packet, and the time
taken for a station to detect a collision. In practice, where a LAN is designed in accordance with a particular technical standard, this predetermined time interval will normally be determined with reference to the maximum values of the defining parameters as set down in the technical standard.

In some LAN fault conditions, packet collisions may occur after the initial time interval where such collisions are expected. It is possible to observe such collisions using network analyzers; however, such items of equipment are expensive and complex, requiring much skill to set them up to observe late collisions.

It is an object of the present invention to provide a method and apparatus that facilitate the monitoring of late collisions on CSMA/CD LANs.

DISCLOSURE OF THE INVENTION

According to one aspect of the present invention, there is provided apparatus for monitoring a CSMA/CD LAN, the said apparatus comprising:

- input means for providing a connection to the LAN to enable monitoring of the LAN whilst operational;

- first detection means coupled to the input means and operative to detect the presence of a packet on the LAN and to generate a first output signal in response thereto;

- second detection means coupled to the input means and operative to detect a packet collision on the LAN and to generate a second output signal in response thereto; and

- late-collision indicator means connected to receive the first and second output signals and operative to provide a late-collision output indication when the second output signal indicates the occurrence of a packet collision subsequent to the elapse of a predetermined time interval from the start of the last preceding packet as indicated by the first output signal.

The late-collision output indication, which is preferably a visual output, enables a user of the apparatus to readily discern the presence of late collisions and therefore of a fault on the LAN.
Advantageously, the late-collision detector means comprises timing means operative to generate an inhibit signal in response to said first output signal indicating the start of a packet on the LAN, said inhibit signal having a duration, from the time said first output signal indicates the start of the last preceding packet, corresponding to said predetermined time interval; and gating means connected to receive said second output signal and said inhibit signal and operative to provide a late-collision signal only when said inhibit signal is absent concurrently with said second output signal being present; the late-collision signal provided by said gating means being used to provide said late-collision output indication. The timing means may be a re-triggerable monostable.

Preferably, the late-collision detector means further comprises an output latch connected to receive the said late-collision signal from the gating means, said output latch being operative to latch said late-collision signal on receipt and to thereupon provide said late-collision output indication.

For monitoring LANs that employ a transmission medium adapted to carry electrical signals, the apparatus may be designed such that said first detection means is operative to provide said first output signal when the voltage on the LAN exceeds a first predetermined voltage magnitude; and said second detection means is operative to provide said second output signal when the voltage in the LAN exceeds a second predetermined voltage magnitude, greater than said first predetermined magnitude.

The apparatus may advantageously be provided in hand-portable form to permit user to move quickly between test locations. Furthermore, the said predetermined time interval that determines whether or not a collision is classed as a late collision, may be made adjustable.

According to another aspect of the present invention, there is provided a method of monitoring a CSMA/CD LAN, the method comprising the steps of detecting the presence of a packet on the LAN and providing a first output signal in response thereto; detecting a packet collision on the LAN and providing a second output signal in response thereto; and providing a late-collision output indication when said second output signal indicates the occurrence of a packet collision subsequent to the elapse of
a predetermined time interval from the start of the last preceding packet as indicated by said first output signal.

According to a further aspect of the present invention, there is provided apparatus for monitoring a CSMA/CD LAN, said apparatus comprising input means for providing a connection to said LAN to enable monitoring of the LAN whilst active; packet detection means coupled to said input means and operative to detect the presence of a packet on the LAN and to generate a first output signal in response thereto; extended-pulse means connected to receive the first output signal and operative to generate for each packet indicated thereby, an extended output pulse of a predetermined duration substantially greater than said packet, and indicator means connected to receive each said output pulse and operative to produce an optical or sound effect for the duration of each pulse, the said predetermined duration of each pulse being such that the optical or sound effect produced by said indicator means from a single pulse is visually or audibly discernible by an operator whereby to permit low activity in the LAN to be visually or audibly discernible by the operator.

BRIEF DESCRIPTION OF THE DRAWINGS

A hand-portable LAN monitoring device embodying the invention will now be particularly described, by way of non-limiting example, with reference to the accompanying diagrammatic drawings, in which:

Figure 1 illustrates generally how the monitoring device is used to monitor a LAN; and

Figure 2 is a schematic diagram of the monitoring circuitry of the monitoring device.

BEST MODE FOR CARRYING OUT THE INVENTION

Figure 1 illustrates a LAN segment the transmission medium of which is constituted by a coaxial cable 10. A number of computer workstations 11 are
connected to the cable 10 via connectors 12. The ends of the cable 10 are terminated by terminators 13 which match the characteristic impedance of the cable 10.

The illustrated LAN is, for example, a CSMA/CD LAN complying with the 10BASE5 variant of the IEEE 802.3 standard. In this case, the characteristic impedance of the coaxial cable 10 is 50 ohms and the terminators 13 can be simply constituted by 50 ohm resistors connected between the inner conductor and the outer shield of the cable. The signalling technique used is baseband with Manchester encoding and with a data rate of 10 megabits/second.

In transmitting packets over the LAN cable, the stations output pulse signals which have negative voltage excursions relative to the voltage of the cable between the packets (in this case, zero volts).

The LAN segment may be connected to one or more other LAN segments 15 via connectors 12 and one or more appropriate spanning devices such as the bridge 14.

Also illustrated in Figure 1 is the hand-portable LAN monitoring device 20. This device is battery powered and is provided with a coaxial-cable connector 21 for connecting the device to the cable 10 through a T-junction cable connector 16. Such connectors are generally to be found throughout the length of the LAN segment cable 10 and can serve as the connectors 12. When not providing a connection to the cable 10, the connector 16 has its unconnected stub left not terminated.

As can be seen in Figure 1, the monitoring device 20 includes a power on/off switch 22, a first LED (light-emitting diode) indicator 42 marked "LOW" for indicating low traffic conditions, and a second LED indicator 46 marked "LATE" for indicating late collisions on the LAN.

The internal circuitry of the monitoring device 20 is shown in Figure 2. Upon connection of the monitoring device 20 to the LAN cable 10 via the connectors 21 and 16, the voltage of the inner conductor of the cable 10 appears on an input line 30 of the Figure 2 circuitry. This voltage is fed to a short-term averaging circuit formed by a diode 31, resistor 32, capacitor 33 and resistor 29; the values of these components are chosen such that the voltage of the capacitor 33 tracks the envelope of the data packets appearing on the cable 10 rather than the individual pulses within the packet.
The voltage of the capacitor 33 is supplied to the "-" inputs of comparators 34 and 37, the "+" inputs of which are respectively supplied with a reference voltage $V_{R1}$ generated by a chain of resistors 35, 36, and a voltage $V_{R2}$ generated by a chain of resistors 38, 39. Reference voltage $V_{R1}$ is set at a level less negative than the envelope of a single data packet whereby the output of the comparator 34 will go high in the presence of a data packet on the LAN but will otherwise be low. Reference voltage $V_{R2}$ is set such that it is more negative than the voltage envelope of a single packet but is less negative than the voltage envelope produced when two packets collide; the output of the comparator 37 will thus normally be low but go high upon the occurrence of a collision and remain high while the collision continues.

The output of the comparator 34 thus indicates the presence of a packet while the output of the comparator 37 indicates the presence of a collision.

The output of the comparator 34 is fed to a monostable 43 triggered off the positive going edge of the pulse produced at the output of the comparator 34 when a packet is present on the LAN. The monostable 43 produces a positive pulse of a duration corresponding to the time interval after the start of a packet when a valid collision may occur. The parameters effecting the value of this time interval have already been mentioned above and the monostable is preferably such that the duration of this output pulse can be adjusted appropriately for different LANs.

By using the signals present at the output of the monostable 43 and at the output of the comparator 37, it is a simple matter to generate a signal indicative of the presence of a late collision of the LAN. More particularly, this can be achieved by feeding the output comparator 37 to a normal input of an AND gate 44 whilst feeding the output of the monostable 43 to an inverting input of the same AND gate 44. The gate 44 will thus be inhibited for the valid-collision time interval that follows that start of each packet of the LAN; beyond this valid-collision time interval, the output of the monostable 43 serves to enable the gate 44 so that should a collision subsequently occur whilst the currently detected packet is still present, then the collision signal output by the comparator 37 will be past through the gate 44. This signal is then latched by latch 45. In its latched state, the latch 45 activates a visual output in the
form of an LED (light emitting diode) 46 to thereby indicate to the user of the monitoring device the occurrence of a late collision on the LAN.

In addition to providing an indication of a late collision on the LAN, the monitoring device circuitry can be arranged to provide a low traffic indication. To this end, the output of the comparator 34 is fed to a monostable 40 which effectively acts as a pulse stretcher. Upon the comparator 34 producing an output pulse indicating the presence of a packet on the LAN (this pulse having a duration substantially corresponding to that of the packet), the monostable 40 is triggered to produce a corresponding low output pulse at a normally-high inverting output 50. The duration of this output pulse is many times greater than that of the packet giving rise to the pulse and is, for example, 100 milliseconds. This extended pulse is used to energize an LED (light emitting diode) 42 to provide the operator with a visual indication of the presence of a single packet on the LAN (the duration of the pulse being chosen to ensure visual discernability by a user). When the traffic on the LAN is low, the LED 42 will be seen to flicker; however, in the presence of normal high traffic on the LAN the LED will be continually energized. This simple visual indication of low traffic can be an extremely useful tool in tracking down LAN faults.

Various modifications to the described circuitry will be apparent to persons skilled in the art. Thus for example, the latch 45 may be replaced by a monostable operative to give an extended output pulse so that the presence of a late collision will be seen by the user of the monitoring device as a fixed duration energization of the LED 46.

A possible modification to the low traffic indicator would be to use a non-inverting output from the monostable 40 such that in the absence of traffic the LED 42 would be continuously energized, in the presence of low traffic the LED would flicker, while during normal traffic the LED would be de-energized. Another possible modification would be to use the output of the monostable 40 to gate the output of a sound source in order to produce an audibly discernible indicator of low traffic rather than a visual one (it will be appreciated that the duration of the extended pulse used to ensure user discernability of a single packet may be different where a sound source is used in place of an LED).
Although the illustrated monitoring device is intended for use with a coaxial cable, baseband LAN, it will be apparent to persons skilled in the art that similar monitoring devices could be made for LANs including optical cables or for LANs using broadband signalling techniques rather than baseband techniques.

Furthermore, whilst the monitoring device described above is of hand-portable form, the device could also be provided as a card for insertion into a station 11 or spanning device 14.
CLAIMS

1. Apparatus for monitoring a CSMA/CD LAN, said apparatus comprising:
   - input means (21) for providing a connection to said LAN (10) to enable
     monitoring of the LAN whilst operational;
   - first detection means (34) coupled to said input means (21) and operative to
     detect the presence of a packet on the LAN (10) and to generate a first output signal
     in response thereto;
   - second detection means (37) coupled to said input means (21) and operative
     to detect a packet collision on the LAN (10) and to generate a second output signal in
     response thereto; and
   - late-collision indicator means (43-45) connected to receive said first and
     second output signals and operative to provide a late-collision output indication when
     said second output signal indicates the occurrence of a packet collision subsequent to
     the elapse of a predetermined time interval from the start of the last preceding packet
     as indicated by said first output signal.

2. Apparatus according to claim 1, wherein said late-collision indicator means
   (43-45) comprises:
   - timing means (43) operative to generate an inhibit signal in response to said
     first output signal indicating the start of a packet on the LAN (10), said inhibit signal
     having a duration, from the time said first output signal indicates the start of the last
     preceding packet, corresponding to said predetermined time interval; and
   - gating means (44) connected to receive said second output signal and said
     inhibit signal and operative to provide a late-collision signal only when said inhibit
     signal is absent concurrently with said second output signal being present; the late-
     collision signal provided by said gating means (44) being used to provide said late-
     collision output indication.

3. Apparatus according to claim 2, wherein said timing means (43) is a re-
   triggerable monostable element.
4. Apparatus according to claim 2, wherein the late-collision indicator means further comprises an output latch (45) connected to receive the said late-collision signal from the gating means (44) said output latch (45) being operative to latch said late-collision signal on receipt and to thereupon provide said late-collision output indication.

5. Apparatus according to claim 1, wherein said late-collision indicator means includes means for adjusting the duration of said predetermined time interval.

6. Apparatus according to claim 1 for use with a LAN that employs a transmission medium (10) adapted to carry electrical signals, wherein:
   - said first detection means (34) is operative to provide said first output signal when the voltage on the LAN exceeds a first predetermined voltage magnitude; and
   - said second detection means (37) is operative to provide said second output signal when the voltage in the LAN exceeds a second predetermined voltage magnitude, greater than said first predetermined magnitude.

7. Apparatus according to claim 1 in the form of a hand-held instrument (20).

8. A method of monitoring a CSMA/CD LAN, the method comprising the steps of:
   - detecting the presence of a packet on the LAN and providing a first output signal in response thereto;
   - detecting a packet collision on the LAN and providing a second output signal in response thereto; and
   - providing a late-collision output indication when said second output signal indicates the occurrence of a packet collision subsequent to the elapse of a predetermined time interval from the start of the last preceding packet as indicated by said first output signal.

9. Apparatus for monitoring a CSMA/CD LAN, said apparatus comprising:
input means (21) for providing a connection to said LAN (10) to enable monitoring of the LAN whilst active;

- packet detection means (34) coupled to said input means (21) and operative to detect the presence of a packet on the LAN (10) and to generate a first output signal in response thereto;

- extended-pulse means (40) connected to receive the first output signal and operative to generate for each packet indicated thereby, an extended output pulse of a predetermined duration substantially greater than said packet, and

- indicator means (42) connected to receive each said output pulse and operative to produce an optical or sound effect for the duration of each pulse, the said predetermined duration of each pulse being such that the optical or sound effect produced by said indicator means from a single pulse is visually or audibly discernible by an operator whereby to permit low activity in the LAN to be visually or audibly discernible by the operator.
INTERNATIONAL SEARCH REPORT

I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

Int.Cl. 5 H04L12/26; H04L12/28

II. FIELDS SEARCHED

Minimum Documentation Search

Classification System Classification Symbols

Int.Cl. 5 H04L

Documentation Search other than Minimum Documentation

to the Extent that such Documents are Included in the Fields Search

III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP,A,0 213 063 (SIEMENS) see column 4, line 42 - column 5, line 4</td>
<td>1-3, 8</td>
</tr>
<tr>
<td></td>
<td>X</td>
<td>9</td>
</tr>
<tr>
<td>A</td>
<td>US,A,4 890 102 (OLIVER) 26 December 1989 see abstract</td>
<td>1,7-9</td>
</tr>
<tr>
<td>A</td>
<td>FR,A,2 577 368 (EDF) 14 August 1986 see abstract</td>
<td>1,8,9</td>
</tr>
<tr>
<td>A</td>
<td>EP,A,0 375 243 (AMP) see column 2, line 8 - line 15 see column 2, line 26 - line 31</td>
<td>1,2,8,9</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

A: document defining the general state of the art which is not considered to be of particular relevance
E: earlier document but published on or after the international filing date
L: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O: document referring to an oral disclosure, use, exhibition or other means
P: document published prior to the international filing date but later than the priority date claimed
QT: later document published after the international filing date or priority data and not in conflict with the application but cited to understand the principle or theory underlying the invention
X: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step
Y: document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
A: document member of the same patent family

IV. CERTIFICATION

Date of the Actual Completion of the International Search
1 20 JANUARY 1992

Date of Mailing of This International Search Report
30 JAN 1992

International Searching Authority
EUROPEAN PATENT OFFICE

Signature of Authorized Officer
MIKKELSEN C.
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td><strong>NACHRICHTEN ELEKTRONIK UND TELEMATIK.</strong>&lt;br&gt;vol. 40, no. 10, October 1986, HEIDELBERG DE&lt;br&gt;pages 409 - 413;&lt;br&gt;A.RUPP: 'AUFBAU UND MESSUNGEN AM ETHERNET'&lt;br&gt;see page 411, left column, line 33 - middle column, line 7</td>
<td>1, 2, 8, 9</td>
</tr>
<tr>
<td>A</td>
<td><strong>INTERNATIONAL TEST CONFERENCE 1987</strong>&lt;br&gt;September 1987, IEEE NEW YORK US&lt;br&gt;pages 136 - 146;&lt;br&gt;B.SCHUSHEIM: 'AUTOMATIC TEST OF LAN TRANSEIVERS'&lt;br&gt;see the whole document</td>
<td>1, 6, 8, 9</td>
</tr>
</tbody>
</table>
**ANNEX TO THE INTERNATIONAL SEARCH REPORT**  
**ON INTERNATIONAL PATENT APPLICATION NO. GB 9101952**  
SA 52920

This annex lists the patent family members relating to the patent documents cited in the above-mentioned international search report. The members are as contained in the European Patent Office EDP file on  
The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information. 20/01/92

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>AU-B- 586018</td>
<td>29-06-89</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU-A- 6170586</td>
<td>26-02-87</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 62047239</td>
<td>28-02-87</td>
</tr>
<tr>
<td>US-A-4890102</td>
<td>26-12-89</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>FR-A-2577368</td>
<td>14-08-86</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 2219341</td>
<td>31-08-90</td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/82