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To all whon, it involy concern: 
Be it known that I, ELIAS RAUDNITZ, of 

Prague, (Carolinenthal) in the Kingdom of Bo 
hemia, Austria-Hungary, have invented new 
and useful Improvements in Glove-Fasteners, 
also applicable as a fastener for garments, 
pocket-books, purses, and other similar ar 
ticles, of which the following is a specification, 
reference being had therein to the accom panying drawings. 
This invention has for its object to remedy 

certain defects in fastening devices by the 
manufacture of a fastener which lies flat upon 
the glove, which can be readily hooked in and 
out of position without trouble or inconven 
ience, Which has an elegant appearance, is dur 
able, and can be made at a very low price. 
The accompanying drawings illustrate my 

improved fastening device. - 
Figure 1 is a plan view of the fastener, show 

ing it both opened and closed, Fig. 2 being a 
longitudinal section, Fig. 3 a side view, and 
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Fig. 4 an inverted plan view, of the same, all 
On a larger scale. Figs. 5 and 5 are respect 
ively a top and side view of the single eye 
let, and Fig. 6 is a side sectional view of the 
button and fastening-eyelet without head. 
This improved fastener, which is stamped 

out of a metal sheet, consists of the spring 
button, nipple, or stud C, which, with the tail 
C and the upper part of the fastening-eyelet. 
b, is stamped out of one piece of metal. (See 
Fig. 6.) The round plates d, forming the 
glove-knots, are firmly attached to the nipple 
at and eyelet b. The nipplea is closed below 
and circumferentially recessed or grooved at 

It is, moreover, slotted crosswise below at 

a, and thus this part is rendered elastic and 
acts resiliently when pressed in position. The 
eyelet b is inserted in the glove in the usual 
well-known manner employed in eyeleting, 
the eyelet f being similarly secured in the 
other side of the glove-opening at such a dis 
tance from the former eyelet that the nipple 
a may be easily inserted in the eyelet.fi which 45 
is wider at its upper opening, so that, owing 
to the elasticity of the nipple and to the nar 
rowing of the eyelet f, the former may snap 
into the latter and form a secure fastening there with. 
The opening of this improved fastener is 

equally easy, as the nipple needs only to be 
raised to yield or spring together, and thus 
release it from the eyelet f. 
This improved fastener is equally applica 

ble to fastening parts of garments, pocket 
books, portfolios, purses, cigar-cases, and other 
similar articles. 
What I claim, and desire to secure by Let 

ters Patent of the United States, is 
In a glove-fastener, the combination, with 

the tail c, made integral with the fastening 
eyelet b, and the button or nipple a, grooved 
or recessed circumferentially at a' and slotted 
crosswise at a* to act as a spring, of the heads 65 
d, clamped on the outer ends of the nipple a 
and eyelet b, substantially as herein shown 
and described. 
In witness whereof I have hereuln to set my 

hand in presence of two witnesses. 
EILAS RAUDNITZ. 
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Witnesses: 
J. L. WALDAPPEL, 
ADOLPH FISCHER. 

  


