Title: SWAGE FITTING

Abstract: A swage fitting for connection of tubes by axial swaging includes a fitting body having a generally cylindrical body and an internal axial bore. A swage end of the fitting body includes a tapered inner surface that compresses a tapered outer surface of a sleeve into the tube when the fitting body is swaged to the sleeve and the tube. An adapter end of the fitting body may be fastened by a permanent or separable connection to another part.
Swage Fitting

Background of the Invention

Field of the Invention

[0001]

This invention relates to a swage fitting and a method of assembly thereof.

Description of Related Art

[0002]

Swage fittings are known to connect tubes and pipes to each other to form fluid-tight connections in applications where a secure connection is critical, such as in aerospace, marine, petroleum and chemical industries. An axial swage tool is used to swage fittings to a tube.

[0003]

During the swaging operation, the fitting is compressed axially by the swaging tool. The fitting’s inner sleeve is compressed radially into the tube with a progressively diminished diameter. As a result, the tube is compressed into an hourglass shape with annular indentations formed in the tube, thereby securing it in the fitting with a metal-to-metal seal.

[0004]

A typical swaged fitting includes a sleeve for receiving a tube and a swage ring sized to receive the sleeve. The swage ring includes an inner tapered surface that engages with a tapered outer surface of the sleeve prior to swaging. Some swage rings may be formed of a plurality of distinct pieces.

[0005]

During swaging, the swage ring is moved axially in a forward direction over the sleeve such that interaction of the tapered surfaces on the ring and sleeve deforms the sleeve and tube inwardly to form a swaged connection between them. The swage ring and sleeve are thus permanently swaged to the tube.

[0006]

Other known end fittings for a tube include a male end fitting assembly used with a female fitting. The female end fitting includes a sleeve placed over a tube and a nut. The male fitting has a threaded outer surface for screwing into the nut, and a conical inner surface for receiving the tubing and the sleeve of the female end fitting assembly. As the nut is advanced axially, the sleeve is mated to the adapter fitting. The prior art suffers from the problem that these swage fittings have undesirable mass compared to the same length of tubing.
Summary of the Invention

[0007]

The present invention provides a swage fitting that is compact and that has a weight that is reduced by about 20-25% relative to conventional assemblies. The swage fitting of the invention does not have a conventional swage ring. The invention minimizes the size, weight and number of parts relative to conventional solutions, and may be installed using a swage tool. Assembly of the fitting to a tube is thus simplified, resulting in a more efficient and reliable swaging. Reduced weight also allows the swage fitting to be utilized with tubes in smaller spaces.

[0008]

A first embodiment of the invention is a swage fitting for attachment to a tube. The swage fitting includes a generally cylindrical fitting body having an internal axial bore. A swage end of the fitting body includes a tapered inner surface that compresses a tapered outer surface of a sleeve into the tube when the fitting is swaged to the sleeve and the tube.

[0009]

In the first embodiment of the invention, the swage end of the fitting body may include an annular groove. The tapered inner surface of the fitting body may include a shoulder. The fitting body may connect the tube to another tube or fitting when the swage end is swaged to the sleeve and the tube and when an adapter end is connected to a mating fitting assembly.

[0010]

A second embodiment of the invention is a swage fitting for attachment to a tube. A sleeve defines an axial bore and has an inner surface for receiving the tube and a tapered outer surface. During swaging a tapered inner surface of a fitting body compresses the tapered outer surface of the sleeve applying a radial swage force to the tube inwardly to make a swaged connection. The swage force is applied directly to the fitting and tube by an axial swage tool.

[0011]

In the second embodiment of the invention, the tapered outer surface of the sleeve may include a shoulder that restricts axial movement of the sleeve. The tapered outer surface of the sleeve may include a protrusion. The tapered inner surface of the fitting body may be directly swaged to the tapered outer surface of the sleeve. The fitting body may fit an axial swage tool.

[0012]

A third embodiment of the invention is a method of attaching a swage fitting and a tube. A sleeve having a tapered outer surface is inserted into an axial bore of a fitting body having a tapered inner surface. The tube is inserted into an axial bore of the sleeve. The fitting body is placed into an axial swage tool and is axially swaged to the sleeve and the sleeve to the tube by swaging the tapered inner surface of the fitting body to the tapered outer surface of the sleeve.
In the third embodiment of the invention, a swage end of the fitting body may be swaged to the sleeve and an adapter end of the fitting body may be mated to a separable end fitting assembly. The adapter end may be male or female flareless, beam seal, flared, weld or any other configuration for fastening to another fitting or tube. Axial movement of the sleeve and the tube may be restricted during axial swaging by a shoulder formed on the fitting body. Axial movement of the fitting body with respect to the sleeve may be inhibited by a groove formed on the tapered inner surface of the fitting body swaged to a protrusion formed on the tapered outer surface of the sleeve.

Other embodiments, features and advantages of the invention will be apparent from the following detailed description and drawings that illustrate, by way of example, various features of the invention.

**Brief Description of the Drawings**

FIG. 1 is a disassembled perspective view of a tube, a sleeve and a fitting body according to the invention.

FIGS. 2A-2B are preswaged perspective views of the sleeve and the fitting body according to the invention.

FIG. 3 is a disassembled cross-sectional view of the tube, sleeve and fitting body according to the invention.

FIG. 4A is a cross-sectional view of a preswaged tube, sleeve and fitting body according to the invention.

FIG. 4B is a cross-sectional view of a swaged tube, sleeve and fitting body according to the invention.

FIG. 5A is a perspective view of the swage fitting assembled with a mating part according to the invention.

FIG. 5B is a cross-sectional view of the swage fitting assembled with a mating part according to the invention.
Detailed Description of the Invention

[0022]

FIGS. 1-5 illustrate a swage fitting assembly according to the invention. FIG. 1 is a disassembled perspective view of a tube 10, a sleeve 20 and a fitting body 30. Tube 10, sleeve 20 and fitting body 30 each have a generally cylindrical configuration and an axial bore sized such that sleeve 20 is received on tube 10 and fitting body 30 is received on sleeve 20.

[0023]

Tube 10 may be any standard tube or other tube that is substantially cylindrical. The outer surface of sleeve 20 is configured to accept fitting body 30. Fitting body 30 is a connector for mating to another part, tube or device that may have a different size, design, etc., thereby enabling the other part or device to be joined together with tube 10 via fitting body 30. For example, FIGS. 5A-5B show fitting body 30 mated to a flareless fitting assembly including another tube 11.

[0024]

Sleeve 20 and fitting body 30 may be formed from any suitable material. For example, sleeve 20 and fitting body 30 may be constructed from a homogenous material such as copper, brass, stainless steel, Incoloy, aluminum, titanium or the like. Sleeve 20 and fitting body 30 may alternatively be formed of a composite material. Sleeve 20 and fitting body 30 may be scaled as necessary for tubes 10 of different sizes and applications. Internal and external features of sleeve 20 and fitting body 30 are illustrated in FIGS. 2-5 and are described in detail below.

[0025]

FIGS. 2A-2B are perspective views of sleeve 20 and fitting body 30 in which sleeve 20 is preswaged in fitting body 30. Together, sleeve 20 and fitting body 30 comprise a swage fitting assembly for attachment to a tube. Sleeve 20 has an axial bore 25 (FIG. 2A) and fitting body 30 has an axial bore 34 (FIG. 2B). Before a swaging operation, sleeve 20 may be removably preset within fitting body 30.

[0026]

Sleeve 20 includes an inner surface for receiving a tube and a tapered outer surface 24 (FIG. 3). Fitting body 30 includes a tapered inner surface configured to axially swage fitting body 30 to sleeve 20 and the tube.

[0027]

In attaching the swage fitting to a tube, sleeve 20 is preset into axial bore 34 of fitting body 30, and the tube is inserted into axial bore 25 of sleeve 20. Fitting body 30 is axially swaged to sleeve 20, and sleeve 20 is swaged to tube 10, by swaging the inner surface of fitting body 30 to the tapered outer surface of sleeve 20.

[0028]
The preswaged sleeve 20 and fitting body 30 may be fit into an axial swage tool and a tube inserted into axial bore 25 of sleeve 20. In swaging, the swage tool forces sleeve 20 into fitting body 30 to lock them into place with an interference fit. An example of a suitable swage tool is described in US 8,458,876, which is incorporated herein by reference. After swaging, tube 10, sleeve 20 and fitting body 30 are permanently coupled and allow fluid and/or gas from tube 10 to flow through the axial bores of sleeve 20 and fitting body 30.

[0029]

FIG. 3 is a disassembled cross-sectional view of tube 10, sleeve 20 and fitting body 30. Sleeve 20, also referred to as a fitting end, includes flange 21 on its external surface for physically limiting the axial swage force applied by fitting body 30. Flange 21 is a force bearing surface when axial swaging is performed. Flange 21 may also serve as an engagement surface for a yoke of a swage tool.

[0030]

One side of flange 21 includes radius 22 that is swaged against internal radius 35 of fitting body 30. Radius 22 restricts axial movement of fitting body 30. Tapered outer surface 24 of sleeve 20 extends in an axial direction from flange 21. Protrusion or locking ridge 23 is formed on tapered outer surface 24 for securing physical engagement between sleeve 20 and corresponding locking groove 36 of fitting body 30 upon swaging. On the other side of flange 21 (the side opposite to tapered outer surface 24), axial extension 27 extends in an axial direction from flange 21.

[0031]

Axial bore 25 of sleeve 20 is sized to receive tube 10. Within axial bore 25, annular or sealing grooves 26 may be provided on the inner surface of sleeve 20 to bite into tube 10 upon axial swaging, thereby ensuring engagement between tube 10 and sleeve 20.

[0032]

Any number of grooves 26 may be provided. In one embodiment, 2-4 grooves 26 are provided. Grooves 26 bite into tube 10 to improve sealing and to increase the force required to remove the tube from the swaged fitting. A shoulder may be formed on the inner surface of sleeve 20 to ensure that tube 10 does not slide completely through sleeve 20.

[0033]

Fitting body 30 has a generally cylindrical body extending between an adapter end 31 and a swage end 33. The swage end of axial bore 34 defines tapered inner surface 35 that radially compresses tapered outer surface 24 of sleeve 20 into tube 10 when fitting body 30 is swaged to sleeve 20 and tube 10. The adapter end of axial bore 34 defines conical inner surface 38 for mating with a part.

[0034]
Adapter end 31 may be, for example, a flareless male end for mating with a female end fitting assembly of a part. Swage end 33 may include a flange or hexagonal head and an internal annular groove 36. A shoulder 37 may be formed in axial bore 34. Fitting body 30 connects tube 10 to another tube when swage end 33 is swaged to sleeve 20 and tube 10, and adapter end 31 is mated to an adapter end fitting assembly of a part (FIG. 5).

[0035]

Threads may be provided on an external surface of fitting body 30 for connection to a corresponding adapter or mating part. The mating part may include a female threaded fastener and/or a male end fitting. Fitting body 30 may be removably fastened and unfastened to the corresponding threaded fastener of the part. This allows the swage fitting to be permanently attached to tube 10 while a mating part is separably joined to the swaged fitting. Fitting body 30 need not necessarily include external threads so long as fitting body 30 is configured as a connector for joining another part or device to tube 10. Fitting body 30 may further be swaged by another swage fitting assembly in order to, for example, connect tube 10 to another tube via fitting body 30.

[0036]

The flange or hexagonal head provided on the exterior surface of fitting body 30 at swage end 33 allows torquing of fitting body 30 by a tool such as a wrench or the like. Recess 32 is formed between adapter end 31 and swage end 33 and provides a surface for a swage tool to secure fitting body 30 during swaging.

[0037]

Axial bore 34 of fitting body 30 is sized to receive sleeve 20. The inner surface of fitting body 30 includes taper 35 for swaging directly to the outer surface of sleeve 20 including rounded shoulder 22. One or more annular grooves 36 provided along the tapered inner surface of fitting body 30 lock into corresponding protrusions 23 provided on the external surface of sleeve 20.

[0038]

After swaging, groove 36 and protrusion 23 substantially inhibit axial movement of fitting body 30 with respect to sleeve 20 and help to ensure that fitting body 30 and sleeve 20 do not separate. Shoulder 37 provided on the tapered inner surface of fitting body 30 restricts axial movement of tube 10 and sleeve 20 within fitting body 30 to properly position tube 10, sleeve 20 and fitting body 30 before and after swaging.

[0039]

The inner surface of fitting body 30 or outer surface of sleeve 20 may be coated with a lubricant, such as Teflon or the like, to limit metal-to-metal contact between fitting body 30 and sleeve 20. Silicon may also be applied to the grooves to improve sealing.
[0040] Fitting body 30 is a connector for mating to another part and/or device and also swages itself to sleeve 20 and sleeve 20 to tube 10. The tapered inner surface of fitting body 30 is directly swaged to the tapered outer surface of sleeve 20. Thus, the fitting assembly is provided without a separate deforming ring, as is typically required. This provides a reduction in size and weight of the fitting assembly, and simplifies swaging operation. The smaller size and weight of the swage fitting also allows swaging operations to be performed in previously inaccessible areas. During swaging, the fitting body, sleeve and tube are deformed together to form a secure and strong connection.

[0041] FIG. 4A is a cross-sectional view of a preswaged fitting body 30, sleeve 20 and tube 10 according to the invention. Before swaging, the diameter of sleeve 20 is such that tube 10 may be slid at least partway through sleeve 20 without applying radial force. The inner surface taper of fitting body 30 and outer surface taper of sleeve 20 are such that sleeve 20 may be positioned partway through fitting body 30. Fitting body 30 may be mounted in a swaging tool for axial swaging. Fitting body 30 and sleeve 20 may be mounted in a swage tool prior to insertion of tube 10, but there is no requirement that it occur in this order. Without sufficient force, the increasing taper angle of sleeve 20 relative to the inner taper angle of fitting body 30 prevents sleeve 20 from sliding further into axial bore 34, as shown in FIG. 4A.

[0042] A swaging tool may hydraulically swage fitting body 30 and sleeve 20 together and deform sleeve 20 and tube 10 to form a permanent connection. FIG. 4B is a cross-sectional view of a swaged fitting body 30, sleeve 20 and tube 10 according to the invention. As a result of swaging, sleeve 20 and tube 10 are swaged together to form a permanent physical bond. In particular, the force of axial swaging reduces the interior diameter of tube 10 and sleeve 20.

[0043] During swaging, the protrusions and grooves are deformed radially inward. This deformation forms a lock that inhibits relative axial movement in a reverse direction between fitting body 30 and sleeve 20. The swaged grooves 41 bite into tube 10 and provide physical engagement between sleeve 20 and tube 10 to inhibit axial movement after swaging. Annular grooves 26 formed on the inner surface of sleeve 20 that is swaged to tube 10 inhibit axial movement of sleeve 20 with respect to tube 10.

[0044] Similarly, the swaged protrusion 42 bites into fitting body 30 and provides physical engagement between fitting body 30 and sleeve 20 to prevent axial movement after swaging. Grooves 36 formed on the tapered inner surface of fitting body 30 that is axially swaged to the
tapered outer surface of sleeve 20 inhibits axial movement of fitting body 30 with respect to sleeve 20. The swaged shoulder 43 of sleeve 20 further restricts axial movement of fitting body 30 over sleeve 20. The location of the protrusions and grooves of sleeve 20 and fitting body 30 are selected to provide smooth axial loading during swaging and to increase the strength of the swaged connection.

[0045]

Shoulder 37 formed on fitting body 30 also restricts axial movement of sleeve 20 and tube 10 during and after axial swaging. The frictional engagement between sleeve 20 and tube 10 in these areas inhibits reverse movement of fitting body 30, sleeve 20 and tube 10.

[0046]

FIG. 5A is a perspective view of the swage fitting assembled with a mating part according to the invention. The swage fitting includes sleeve 20 and fitting body 30 swaged to tube 10. FIG. 5A illustrates fitting body 30 mated to a corresponding nut 50 to connect tube 10 to tube 11. Nut 50 may be separable from fitting body 30 so as to allow tubes 10, 11 to become assembled and disassembled. Fitting body 30 includes a swage end swaged to sleeve 20 and tube 10, and an adapter end is mated to end fitting assembly and tube 11. In this manner, fitting body 30 connects tube 10 to tube 11.

[0047]

FIG. 5B is a cross-sectional view of the swage fitting assembled with a mating part according to the invention. The swage end of fitting body 30 includes a tapered inner surface compressing a tapered outer surface of sleeve 20 into tube 10 when fitting body 30 is swaged to sleeve 20 and tube 10.

[0048]

Tube 11 is attached to a mating part including nut 50 and sleeve 51. At the adapter end of fitting body 30, the outer surface of fitting body 30 defines an external thread for mating with an inner thread of nut 50 to secure the connection between tube 10 and tube 11. The inner surface of the adapter end may be a conical inner surface for mating with the part such as sleeve 51 and tube 11.

[0049]

For example, the adapter end of fitting body 30 may be coupled between tube 11, sleeve 51 and nut 50 to secure the connection between tube 10 and tube 11. The adapter end may form a flareless male fitting for mating with a corresponding female end fitting assembly. Thus, the swage end of fitting body 30 is swaged to sleeve 20 and the adapter end of fitting body 30 is fastened to female end fitting assembly 50, 51 and tube 11. The mating parts 50, 51 illustrated in FIGS. 5A and 5B are merely exemplary and are not limiting.

[0050]
The invention provides a swage fitting that is capable of withstanding high pressures, that is lightweight and compact, and that is easily adapted to conventional swage tools. The length of time necessary to install and inspect the fitting are improved as well. The swage fitting assembly described herein may be swaged to a tube of any desired size.

[0051]

The embodiments of the invention described herein are illustrative and not restrictive. Modification may be made without departing from the spirit of the invention as defined by the following claims.
Claims

1. A swage fitting for attachment to a tube, comprising:
   a generally cylindrical fitting body having an internal axial bore, wherein
   a swage end of the fitting body has a tapered inner surface that compresses a tapered outer
   surface of a sleeve into the tube when the fitting body is swaged to the sleeve and the tube.
2. The swage fitting of claim 1, wherein an adapter end of the fitting body is configured to
   mate with another adapter end fitting assembly.
3. The swage fitting of claim 1, wherein the swage end includes a hexagonal head.
4. The swage fitting of claim 1, wherein the swage end includes an internal annular groove.
5. The swage fitting of claim 1, wherein the tapered inner surface of the fitting body includes
   a shoulder.
6. The swage fitting of claim 1, wherein the fitting body connects the tube to another tube
   when the swage end is swaged to the sleeve and the tube and when the adapter end is fastened to
   an end fitting assembly.
7. A swage fitting for attachment to a tube, comprising:
   a sleeve having an inner surface for receiving the tube and a tapered outer surface; and
   a fitting body having an adapter end for fastening to a part and a swage end including a
   tapered inner surface that compresses the tapered outer surface of the sleeve into the tube when
   the fitting body is swaged.
8. The swage fitting according to claim 7, wherein the tapered outer surface of the sleeve
   includes a shoulder.
9. The swage fitting according to claim 8, wherein the shoulder restricts axial movement of
   the sleeve.
10. The swage fitting according to claim 7, wherein the tapered outer surface of the sleeve
    includes a protrusion.
11. The swage fitting according to claim 7, wherein the tapered inner surface of the fitting
    body is directly swaged to the tapered outer surface of the sleeve.
12. The swage fitting according to claim 7, wherein the fitting body fits an axial swage tool.
13. A method of attaching a swage fitting and a tube, comprising:
    inserting a sleeve having a tapered outer surface into an axial bore of a fitting body having a
    tapered inner surface;
    inserting the tube into an axial bore of the sleeve; and
    placing the fitting body into an axial swage tool and axially swaging the fitting body to the
    sleeve and the sleeve to the tube by swaging the tapered inner surface of the fitting body to the
    tapered outer surface of the sleeve.
14. The method according to claim 13, wherein
a swage end of the fitting body is swaged to the sleeve, and
an adapter end of the fitting body is mated to a separable end fitting assembly of the part.
15. The method according to claim 13, further comprising:
forming a shoulder on the fitting body to restrict axial movement of the sleeve and the tube
during axial swaging.
16. The method according to claim 13, further comprising:
inhibiting axial movement of the fitting body with respect to the sleeve by a groove formed on
the tapered inner surface of the fitting body swaged to a protrusion formed on the tapered outer
surface of the sleeve.
17. The method according to claim 14, further comprising:
mating the adapter end of the fitting body to another fitting or tube.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8)- B21D 39/04, F16L 13/14, B23P 11/00, F16L 21/00, F16L 19/02 (2016.01)
CPC - B21D39/04, F16L13/14, B23P11/00, F16L21/00, F16L19/0206, F16L19/02

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC (8) B21D 39/04, F16L 13/14, B23P 11/00, F16L 21/00, F16L 19/02 (2016.01)
CPC: B21D39/04, F16L13/14, B23P11/00, F16L21/00, F16L19/0206, F16L19/02

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

IPC (8) B21D 39/04, F16L 13/14, B21D 41/04, B23P 11/00, B23P 19/04, B25B 27/10, F16L 13/16, F16L 55/00, F16L 21/00 (2016.01)
CPC: B21D39/04, B21D41/04, B23P11/00, B23P19/04, B25B27/10, F16L13/16, F16L55/00, F16L13/14 (keyword limited; terms below)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PatBase; Google Patents; Google Scholar; Google Web;

Search terms used: Swage fitting connector adapter body coupler axial tapered slanted angled surface portion area wall shoulder inner - outer hexagonal head section grip nut

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 6,450,553 B1 (Suresh) 17 September 2002 (17.09.2002), entire document, especially Fig. 1, 3, 4, 5; col 3, in 58-59; col 4, in 15-17; col 5, in 63-64; col 6, in 59-62; col 6, in 47-60; col 6, in 10-12; col 5, in 44-46; col 7, in 7-9; col 5, in 14-15; col 6, in 20-23; col 5, in 47-58; col 6, in 13-14; col 6, in 25-30; col 7, in 9-16;</td>
<td>1, 4-5, 7-13, 15-16</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,517,126 B1 (Petersen et al.) 11 February 2003 (11.02.2003), entire document, especially Fig. 1, 5, col 4, in 64-66; col 5, in 5-7; col 3, in 14-17; col 4, in 66 to col 5, in 1; col 5, in 8-11; col 3, in 25-27;</td>
<td>1-3, 6-7, 11</td>
</tr>
<tr>
<td>A</td>
<td>US 2012/0205910 A1 (Danhash) 16 August 2012 (16.08.2012), entire document</td>
<td>1-17</td>
</tr>
</tbody>
</table>

* Special further cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search
06 May 2016

Date of mailing of the international search report
26 MAY 2016

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No. 571-273-8300

Authorized officer:
Lee W. Young
PCT Helpdesk: 571-272-4300
PCT OSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (January 2015)