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Patented May 4, 1954 

UNITED STATES 

2,677,332 

PATENT OFFICE 
2,67,332 

MODE, LOCOMOTIVE 

Emi Wollenweider, Sacs'aimento, Calif., assignor, 
by decree of distribution, to Wera, Wollenweider 

Application November 19, 1949, Serial No. 128,429 
(C. 105-65) Cairn. 

This invention is directed to, and it is an object 
to provide, certain novel improvements in Self 
propelled model or miniature railroad locomo 
tives. 
One object of the invention is to provide a novel 

railroad locomotive Whose motive power is fluid 
preSSure. Such pressure being provided by the 
Sublimation of Dry Ice enclosed within a reservoir 
preferably mounted in the tender of the locomo 
tive. 
Another object of this invention is to provide 

a novel, throttle valve controlled, fiuid pressure 
feed System between the Dry Ice reservoir and the 
cylinder Units of the locomotive. 
An additional object of the invention is to pro 

wide the locomotive With a throttle and direction 
of travel control mechanism of novel construc 
tion and function; such mechanism being 
not inted in the cab of the locomotive and a,c- 

tuated-preferably-by a reversible electric motor 
which is energized by, and responds to, a remote 
control circuit. 
A further object of the inventioi) is to provide 

a throttle and direction of travel Control mech 
aniSA, as in the preceding paragraph, which in 
cludes a novel arrangenient of Cooperative Work 
ing parts adapted, upon actuation of the electric 
notor in one direction or the other, to open or 
ciose the throttle valve respectiveiy, and when 
actuated in Said other direction to act, after 
closing the throtte Valve, to shift the locomotive 
Valve link notion to forward and reverse trave 
positions alternately. 

It is also an object Of this in Vertion to incor 
porate the fluid preSSure feed System, and the 
control techanism, in the locOotive and its 
tender, in a practical and effective manner. 
A further object of the invention is to produce 

a model railroad engine which is unique in motive 
power, easy to control, and reliable in Operation. 
These objects are accomplished by means of 

Such Structure and relative arrangement of parts 
as Will fully appear by a perusal of the following 
Specification and claim, 

In the drawingS: 
Fig. 1 is a diagrammatic Side outline of a model 

locomotive embodying the invention. 
Fig. 2 is a perspective diagram of the fiuid pres 

Sure feed System. 
Fig. 3 is a COSS Section. On line 3-3 Of Fig. 1. 
Fig. 4 is a fragmentary longitudinal sectional 

elevation of the rear end of the tender and Ory 
ce reservoir. 
Fig. 5 is an end elevation of the throttle and 

direction of travel control rechanism, With the 
parts in position for forward travel. 
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Fig. 6 is a top plain view of Said control mech 

anism. 
Fig. 7 is a cross section on line - of Fig. 6. 
Fig. 8 is an end elevation, of the control mech 

anism, opposite from Fig. 5. 
Referring now more particularly to the chair 

acters of reference on the drawings, the model or 
miniature railroad locomotive is indicated gen 
erally at , such locomotive including a simulated 
boiler shell 2 including a steam done 3. Rear 
Wardly of the boiler shell 2 the locomotive is 
formed with a cab Á in which certain mechanism 
is mounted, as will hereinafter appear; there 
being a tender, indicated generally at 5, coupled 
With the locomotive. 
The locomotive is propelled by transversely 

spaced cylinder units 6 connected in actuating 
relation to the driving wheels of the IOCOno 
tive; the driving connections being similar to 
those of a full size locomotive. 
The cyinder units 6 each include a valve chest 

8, and each valve chest 8 is connected to a valve 
link inction S; the latter being jointly and simul 
taneously operated by a bellcrank lever . 
The bellcrank level it includes an upstanding 

leg adapted to be shifted forwardly Or rear 
Wardly whereby to set the valve link motion 9 and 
the valve chest 8 for corresponding travel of the 
locomotive. 
A longitudinal, reciprocable link 2 is pivotally 

connected to the leg of the bellcrank lever C 
and extends rearwardly into the cab. A for connec 
tion to actuating mechanism, as Will hereinafter 
appeal. 

Fluid pressure is supplied to the valve chests 8 
of the cylinder UnitS 6, for the purpose of actuate 
ing the latter, in the following manner: 
The teader 5 coil prises a hollow body 3 hay 

ing a renovable rear end door is held in place by 
a Suitable friction catch 5. The body 3 has a 
fittid pressure reservoir 6 mounted therein, and 
Such reservoir is in the form of a cylindrical, lo 
gitudinally extending tank; there being Space be 
tween opposite sides of the reservoir is and the 
body 3, as at , to permit of doWn-flow of air 
about Said reservoir, in heat eXchange relation. 
For this purpose the body 3 of the tender is 
open, top and botton, as ShoWn, with the top 
covered by a screen 8. 
The rear end of the reservoir 6 is initially 

open, but is normally closed by an end plug 9 
Secured in place by a pin and bayonet slot lock 
20. The end plug 9 is normally sealed by a pres 
Sure expansible Cup 2. On the rear end of said 
plug bearing against the inner wall of the res 
ervoir 6. 
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By removing the rear end door 4 on the body 
3, the end plug i 9 is accessible and may be 
manually removed so that pieces of Dry Ice may 
be placed in the reservoir 6 from its rear end. 
After placement of the pieces of Dry Ice in the 
reservoir 6 and return of the end plug 9 to its 
in-place locked position, such Dry Ice begins to 
Sublime, creating a pressure in the reservoir 6; 
Such Sublimation being enhanced by virtue of the 
heat exchange which occurs upon air flow about 
the reservoir 5 downwardly through the screen 
8, as previously explained. 
A pressure relief or Safety valve 22 is mounted 

atop the reservoir 6 for the purpose of prevent 
ing dangerously high pressure in Said reservoir. 
At its for Ward end the reservoir f6 is fitted 

with an upstanding pressure outlet tube 23 whose 
lower end portion extends forwardly from the 
tender to a coupling 24; Such coupling being in 
communication. With a flexible hose 25 Which 
spans between the tender 5 and locomotive to 
permit of relative turning motion therebetween. 
The flexible hose 25 connects, at its forward end, 
to a conduit 26 which leads into the forward end 
of a thermalizing reservoir 27; such thermalizing 
reservoir being a longitudinally extending, cy 
indrical tank mounted in the simulated boiler 
shell 2 of the locomotive , and having a pressure 
relief or safety valve 28 in the simulated steam 
dome 3. The purpose of the thernalizing reser 
voir 27 is to permit the fuid pressure, which re 
Sults from Sublimation of the Dry Ice in the 
reservoir 6, to sufficiently increase in tempera 
ture so that it will not freeze up Working paltS 
through which it later passes, in the manner 
hereinafter described. 
Another conduit 29 leads from the lear of the 

thermalizing reservoir 27 forwardly to a point 
between the cylinder units 6, whence said con 
duit is branched, as at 30, with the branches 
feeding the corresponding valve chests 3. The 
numeral 3 indicates the exhaust Conduits lead 
ing from said valve chestS. 
A throttle valve 32 is interposed in the conduit 

29, and is employed as the locomotive Speed con 
trol. 
The throttle valve 32 and the rear end of the 

link 2 are both disposed in the cab 4, and-by 
means of the following mechanism in Said Cab 
are actuated to control the speed of the loco 
motive, and its direction of travel, respectively. 
Such control mechanism is shown in detail in 

Figs. 5-8, inclusive, and comprises a base 33 hav 
ing upstanding end plates 34 and 35 Spaced apart 
transversely of the locomotive. A very Small 
reversible electric motor 36 is mounted on the 
base 33; such motor being actuated, reversibly, 
by a remote control circuit (not shown) which 
includes the rails upon which the locomotive 
travels. This is generally the type of l'enote 
control circuit used in connection with electric 
motor propelled model locomotives, and is there 
fore not here shown. The motor 36 drives a 
gear train, indicated generally at 3, which gear 
train includes a gear 38. The gear 38 is carried 
in a circumferential channel of a driving disc 
39 whereby to form a slip clutch between Said 
parts, as at 40. The driving disc 39 includes a 
hub. 4 journaled in connection with the end 
plate 34, and said disc 39 is connected coaxially 
to the needle valve 42 which the throttle valve 
32 includes. 
Operation of the electric motor 36 in one direc 

tion rotates the needle valve 42 to closed posi 
tion, while operation of the motor in the opposite 
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4. 
direction rotates the needle valve 42 to open 
position, whereby to stop or start the locomotive. 
Also, by adjustment between Such positions the 
speed of the locomotive is effectively controlled. 
When the reversible electric motor 36 is run in 

said one direction to close the needle valve 42, 
the gear 38 Will continue to be driven even 
though the needle valve 42 stops as it reaches its 
fully closed position; this for the reason that the 
slip clutch 40 comes into play, permitting con 
tinued rotation of said gear 38. This continued 
rotation of the gear 38, after closing of the needle 
valve 42, is employed to cause reciprocation of the 
link 2, and consequent control of the direction 
of travel, in the following manner: 
In laterally offset relation to the needle valve 

42, but Substantially parallel thereto, there is a 
cross shaft 43 having a gear 44 thereon adapted 
to mesh with the gear 38; the adjacent end of 
the cross shaft 33 being journaled in the up 
standing end portion of a bellcrank lever 43 
pivoted, as at 46, on the end plate 34. 
A leaf spring Ai normally urges the lower leg 

of the bellcrank lever 45 upwardly, whereby 
to Swing the cross shaft 3 laterally away from 
the gear 38 a sufficient distance to unmesh the 
gear 34 from said gear 38. The opposite end of 
the cross shaft 43 has sufficient loose-play in its 
mount to permit of Such lateral motion of Saic 
croSS Shaft. 
When the driving disc 39 is rotated to a posi 

tion with the needle valve 42 fully closed, a can 
28 on said driving disc strikes the lower leg of the 
bellcrank iéver 5 and SWings it down Wardly O 
then place the gear 44 in mesh with the gear 33, 
whereby with the electric motor 36 running in 
the aforesaid one direction the cross shaft 43 is 
driven in the direction indicated by the arrow in 
Fig. 5. 
At the end opposite the gear 44, and adjacent 

the inner end of the reciprocable link 2, the 
cross shaft, 43 is fitted, in relatively turnable 
relation, with a crank disc 49; Said Crank disc 
being driven by a ladial pin 50 on Said CrOSS Shaft 
bearing against a stop shoulder 5 on Said disc 43. 
The crank disc is has a crank arm 52 pivotal 

ly connected thereto in eccentric relation, as at 
53, and which crank arm extends rearwardly to 
actuate an upstanding motion converting lever 
54 pivoted, intermediate its ends, as at 55, to the 
end plate 35. The lower end of the motion cor 
verting lever 54 connects to the rear end of the 
reciprocable link 2. 
The above described mechanism, upon meshing 

of the gears 38 and 44, with resultant driving 
of the cross shaft 43 and crank disc 49, relatively 
slowly reciprocates the link 2 whereby to posi 
tion the valve link motion 9 for forward or rear 
ward travel of the locomotive, alternately. 
To indicate whether the link 2 is set for for 

ward or rearward travel of the locomotive, the 
following signal assembly is provided: 
A pair of transversely spaced electric signal 

lights 56 in protective sleeves 57 upstand from a 
suitably mounted circuit plate 58, with the cen 
tral terminals 59 of said lights exposed below 
the plate 58 and engaging Corresponding, dielec 
trically mounted contact fingers 60. 
A contact arm 6 on the motion converting 

lever 54 is adapted to engage, alternately, with 
vertically spaced, lateral contacts 62 on the fin 
gers 60, whereby to cause illumination of one 
signal light 56 when the link 2 is advanced, and 
to cause illumination of the other signal light 56 
when the link 2 is retracted. 
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Different colored glow buttons 63, in the roof 
of the cab 4 directly above corresponding signal 
lightS 56, glow in response to energization of said 
lights, whereby to indicate to the operator at a 
remote station whether the locomotive is set to 
travel forwardly or rearwardly. 

In Order to hold the link 2 Set in an advanced 
Or retracted position for forward or rearward 
travel of the locomotive, or at intermediate points 
with the locomotive stationary, the following au 
tomatic holding mechanism is provided: 
The crank disc 49 is formed with a circumfer 

ential groove 63, and a spring finger 64 having a 
nub 65 on its free end runs in the circumferen 
tial groove 63, Successively engaging in notches 66 
in the bottom of Said groove, with opposed ones 
of Said notches representing the advanced and 
retracted positions of the link 2, while the other 
notches represent the neutral positions of said 
link. While this arrangement has sufficient fric 
tion drag to hold the link 2 in any selected posi 
tion of adjustment, the arrangement does not 
prevent effective rotation of the crank disc 49 by 
the cross Shaft 43. 

After any given operation to adjust the link 2 
the electric motor 36 is energized in its other 
direction of travel, whereupon the radial pin 5g 
backs slightly away from the stop shoulder 5 
and the cam 48 moves away from the bellcrank 
lever 45, So that the spring 47 acting on said 
lever 45 laterally shifts the cross shaft 43 and 
unmeshes the gear 44. Thereafter, with con 
tinued running of the motor 36 in said other 
direction the gear 38 driving the disc 39 opens the 
needle valve 42, whereupon fluid pressure feeds 
through the described conduit system to the valve 
chestS 8 and cylinder units 6 to cause the loco 
notive to travel; the speed of travel being de 
pendent upon the extent of opening of the needle 
Valve 2. 
Thus, with the described control mechanism, 

a. Single reversible electric motor 36, regulated by 
a remote control circuit, is operative to control 
the direction of travel of the locomotive, its start 
ing and Stopping, and its speed. 
Under certain running conditions where a 

greater Supply of fluid pressure is desired, a sec 
Ond or Supplemental tender, including a Dry Ice 
type, fluid pressure reservoir (not shown), may 
be coupled to the tender 5. In this event the fluid 
preSSure from the Second tender is fed to the fluid 
pressure reservoir 6 by means including a fit 
ting 67 in the end plug 9; such fitting being of 
a check valve type. 
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The employment of fluid pressure, derived by 

the sublimation of Dry Ice as the motive power, 
is a novel feature in miniature or model locomo 
tives, and further the described control mecha 
nism provides a practical and reliable means for 
the remote control of the locomotive. 
From the foregoing description it will be readily 

seen that there has been produced such a device 
as substantially fulfills the objects of the inven 
tion, as set forth herein. 
While this specification sets forth in detail the 

present and preferred construction of the device, 
Still in practice Such deviations from Such detail 
may be resorted to as do not form a departure 
from the Spirit of the invention, as defined by 
the appended claim. 

Having thus described the invention, the foll 
lowing is claimed as new and useful, and upon 
Which Letters Patent are desired: 

In a model Dry-Ice operated locomotive, a 
preSSure tank to receive Dry Ice and simulating a 
tender, Said tank having an entry opening in its 
rear end, and an outlet conduit leading from the 
tank to a point of use of the pressure generated 
from the Dry Ice; a removable plug unit to seal 
the opening, and a passage-fitting mounted in 
and projecting rearwardly from the plug unit 
and arranged for connection to an additional 
Source of pressure supply, the fitting including an 
inwardly opening check valve. 
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