(54) Title: AN UNBONDED FLEXIBLE PIPE

(57) Abstract: An unbonded flexible pipe is disclosed with a longitudinal axis and which comprises from inside outwards a carcass 2 formed by metal windings with gaps between neighbouring windings, at least one covering tape 3 and an inner sealing sheath 5 of a polymer extruded onto the covering tape 3. The covering tape 3 is helically wound with a winding direction defining a tape length direction and a tape width direction perpendicular to the tape length direction. The covering tape 3 comprises lengthwise continuous filament yarns (warp yarns) arranged in the tape length direction of the covering tape. The covering tape 3 has a thickness direction perpendicular to the tape length direction and the tape width direction. The warp yarns have a thickness determined in the thickness direction of the covering tape 3 of about 100 µm or less, such as of about 50 µm or less, such as from about 3 to about 30 µm, preferably from about 5 to about 25 µm.

Fig. 1

1 7b 7a 6
4 5 3 2
AN UNBONDED FLEXIBLE PIPE

TECHNICAL FIELD
The present invention concerns an unbonded flexible pipe suitable for subsea transportation of fluids, such as water, CO2, petrochemical products and/or drilling fluids.

BACKGROUND ART
Flexible unbonded pipes of the present type are for example described in the standard "Recommended Practice for Flexible Pipe", ANSI/API 17 B, fourth Edition, July 2008, and the standard "Specification for Unbonded Flexible Pipe", ANSI/API 17J, Third edition, July 2008. Such pipes usually comprise an inner liner also often called an inner sealing sheath or an inner sheath, which forms a barrier against the outflow of the fluid which is conveyed in the bore of the pipe, and one or more armoring layers. In general flexible pipes are expected to have a lifetime of 20 years in operation. Examples of unbonded flexible pipes are e.g. disclosed in US 6,454,887, US 6,415,825, US 6,123,114 and US 5,601,893.

The term "unbonded" means in this text that at least two of the layers including the armoring layers and polymer layers are not bonded to each other. In practice the known pipe normally comprises at least two armoring layers which are not bonded to each other, neither directly nor indirectly via another layer.

The inner sealing sheath is the innermost sealing sheath of the pipe.

For many applications a pipe of the above type will need to fulfill a number of requirements. First of all the pipe should have a high mechanical strength to withstand the enormous forces it will be subjected to during transportation, deployment and operation. The internal pressure (from inside of the pipe and outwards) and the external pressure (from outside of the pipe) are usually very high and may vary considerably along the length of the pipeline,
particularly when applied at varying water depths. For many applications, and in particular for use at water depths where it will be subjected to very high external pressure it is required that the unbonded flexible pipe comprises an internal armor layer arranged inside the inner sealing sheath to prevent collapse of the pipe. Such internal armor layer is usually referred to as a carcass and is usually in the form of helically wound and interlocked wires.

However, due to the heat of the fluid often transported in such pipes there have been problems since the influence of the carcass to the inner sealing sheath when subjected to increased pressure and heat has shown to be very damaging. When a notch was formed in the inner sealing sheath, crack propagation from the notch resulted in weakening of the inner sealing sheath and ultimately the inner sealing sheath would leak.

An attempt to solve this problem has been provided in US 4,706,713, by winding a protective sheath around the carcass prior to extrusion of the inner sealing sheath thereon.

In US 6,843,279 it is suggested to wind a tape with a winding angle of less than 35 degrees between the carcass and the inner sealing sheath.

The application of a protective sheath between the carcass and the inner sealing sheath as described in the above prior art document has shown to alleviate risk of damaging the inner sealing sheath due to notch sensitivity for some applications. However, for applications where the unbonded flexible pipe will be subjected to very high external pressure and/or where the fluid transported is very hot, the problems of inner sealing sheath damage still need to be solved.

**DISCLOSURE OF INVENTION**

An object of the present invention is to provide an unbonded flexible pipe suitable for transporting fluids at relatively high temperature and at relatively deep water, where the risk of damage of the inner sealing sheath due to
notch sensitivity of the inner sealing sheath is reduced compared to prior art solutions.

These and other objects have been solved by the invention as defined in the claims and as described herein below.

It has been found that the invention and embodiments thereof have a number of additional advantages which will be clear to the skilled person from the following description.

According to the invention it has surprisingly been found that by winding a covering tape between the carcass and the inner sealing sheath, where the covering tape comprises thin continuous filament yarns (referred to as warp yarns) arranged in the tape length direction of the covering tape, the covering tape provides a high notch resistance pipe. It is believed that this effect is due to the winding in the length direction of the covering tape which inherently results in a pulling effect in the length direction combined with that the covering tape comprises thin continuous filament yarns arranged in same direction. The damaging notches found in prior art pipes with tape between carcass and inner sealing sheath have been found to be located mainly along edges of the tape. By providing the unbonded flexible pipe with a tape between the carcass and the inner sealing sheath according to the present invention formation of notches located along edges of the tape has found to be significantly decreased.

It should be emphasized that the term "comprises/comprising" when used herein is to be interpreted as an open term, i.e. it should be taken to specify the presence of specifically stated feature(s), such as element(s), unit(s), integer(s), step(s) component(s) and combination(s) thereof, but does not preclude the presence or addition of one or more other stated features.

The term "substantially" should herein be taken to mean that ordinary product variances and tolerances are comprised.
The terms "inside" and "outside" a layer of the pipe is used to designate the relative distance to the axis of the pipe, such that inside a layer means the area encircled by the layer, i.e. with a shorter axial distance than the layer, and "outside a layer" means the area not encircled by the layer and not contained by the layer, i.e. with a shorter axial distance than the layer.

The term "inner side" of a layer is the side of the layer facing the axis of the pipe. The term "outer side" of a layer is the side of the layer facing away from the axis of the pipe.

The term "innermost layer" means the layer closest to the centre axis of the pipe seen in radial direction, and accordingly the "outermost layer" means the layer farthest from the centre axis of the pipe seen in radial direction.

The term "winding direction" means winding direction relatively to the longitudinal axis of the unbonded flexible pipe unless otherwise specified.

Filaments are continuously single fiber (also called monofilament).

The phrase "continuous" as used herein in connection with fibers, filaments, strands or ravings means that the fibers, filaments, strands, yarns or ravings means that they generally have a significant length but should not be understood to mean that the length is perpetual or infinite. Continuous fibers, such as continuous filaments, strands, yarns or ravings preferably have a length of at least about 10 m, preferably at least about 100 m, more preferably at least about 1000 m.

The term "strand" is used to designate an untwisted bundle of filaments.

The term "yarn" is used to designate a twisted bundle of filaments and/or cut fibers. Yarn includes threads and ropes. The yarn may be a primary yarn made directly from filaments and/or cut fibers or a secondary yarn made from yarns and/or cords. Secondary yarns are also referred to as cords.
The term "roving" is used to designate an untwisted bundle of strands or yarns. A roving includes a strand of more than two filaments. A non-twisted bundle of more than two filaments is accordingly both a strand and a roving.

Filament yarn consists of filament fibers (very long continuous fibers) either twisted together or only grouped together. Thicker monofilaments are typically used for industrial purposes rather than fabric production or decoration.

Tex is a unit of weight expressing the size or coarseness of a natural or synthetic filament or yarn. The tex value of a filament or yarn is the weight in grams per 1 km of the filament or yarn.

1 denier = wt. in g/9000 m = 1/9 tex

The unbonded flexible pipe of the invention has a longitudinal axis and comprises from inside and outwards a carcass formed by metal windings with gaps between neighbouring windings, at least one covering tape and an inner sealing sheath of a polymer extruded onto the covering tape. The covering tape is helically wound with a winding direction defining a tape length direction and a tape width direction perpendicular to the tape length direction. The covering tape comprises lengthwise continuous filament yarns (warp yarns) arranged in the tape length direction of the covering tape. The covering tape has a thickness direction perpendicular to the tape length direction and the tape width direction. The warp yarns have a thickness determined in the thickness direction of the covering tape of about 100 μm or less. For improved results it is desired that the warp yarns are even thinner such as of about 50 μm or less, such as from about 3 to about 30 μm, more preferably from about 5 to about 25 μm.

Generally it is desired that the thinner the warp yarns are, the more warp yarns are provided per unit width of the covering tape.
In an embodiment the warp yarns have a coarseness of about 500 tex (g/km) or less, such as of about 300 tex or less, such as from about 25 tex to about 200 tex, preferably from about 50 tex to about 150 tex. The coarseness is a function of the thickness and the material(s) of the warp yarns.

The warp yarns advantageously comprise or consist of twisted bundles of filaments optionally impregnated with a resin. By using even finer filaments for providing the warp yarns, the risk of notch formation in the inner sealing sheath is further reduced.

In an embodiment the warp yarns comprise or consist of untwisted bundles of filaments optionally impregnated with a resin.

Where the warp yarns comprise or consist of bundles of filaments it is highly advantageous that the warp yarns are impregnated with a resin since this has shown to further reduce the risk of notch formation in the inner sealing sheath.

The warp yarns advantageously comprise filaments with a thickness of from about 1 to about 30 µm, preferably from about 5 to about 25 µm.

In an embodiment the warp yarns comprise filaments with a coarseness of about 200 tex or less, such as from about 10 tex to about 180 tex, preferably from about 50 tex to about 150 tex.

In principle any kind of fibers and/or filaments as well as combinations of filaments can be used for forming the warp yarns.

Examples of suitable filaments include carbon filaments, glass filaments, basalt filaments, polymer filaments and combinations thereof.

In an embodiment the warp yarns comprise thermoset polymer filaments, such as epoxy, polyester, vinylester, polyurethane, phenolic and mixtures thereof.
It has been found that where the warp yarns comprise thermoplastic filaments any risk of notch formation in the inner sealing sheath is further reduced.

Therefore in a preferred embodiment the warp yarns comprise thermoplastic polymer, such as aramide filaments, polypropylene filaments, polyethylene filaments, polycarbonate filaments, thermoplastic polyester filaments and mixtures thereof. Advantageously, the thermoplastic polymer has a melting temperature of at least about 150 °C, such of at least about 200 °C. Thereby the filaments of thermoplastic polymer do not fully melt when the inner sealing sheath is extruded onto the covering tape.

For providing a good strength of the covering tape the warp yarns are advantageously woven with crossing weft yarns. In principle the crossing weft yarns can have any angle relative to the warp yarns. Advantageously the weft yarns are arranged in a relatively straight and parallel formation. For providing a covering tape that can be wound without undesired width deformation, the weft yarns are advantageously arranged with an angle of from about 35 degrees to about 165 degrees to the warp yarns.

In a preferred embodiment the weft yarns are substantially perpendicular to the warp yarns.

The weaving can preferably be provided with as few crossings between warp yarns and weft yarns as possible. Advantageously each weft yarn crosses each weft yarn only once. Thereby the total thickness of the covering tape can be held very low while simultaneously providing a sufficient strength.

Advantageously the weft yarns are continuous weft yarns. It is generally desired that the weft yarns have a thickness similar to or thinner than the warp yarns. In an embodiment the weft yarns have a thickness determined in the thickness direction of the covering tape of 100 µm or less, such as of about 50 pm or less, such as from about 3 to about 30 pm, preferably from about 5 to about 25 µm.
Advantageously the weft yarns comprise filaments with a thickness of from about 1 to about 30 µm, preferably from about 5 to about 25 µm.

In an embodiment the weft yarns comprise filaments with a coarseness of about 500 tex (g/km) or less, such as of about 300 tex or less, such as from about 25 tex to about 200 tex, preferably from about 50 tex to about 150 tex.

The weft yarns can be of any type of material or materials e.g. as the fiber and filament materials mentioned for the warp yarns above.

In an embodiment the weft yarns and the warp yarns are of the same material or material combination.

In an embodiment the weft yarns are of a different material or material combination relative to the warp yarns.

In an embodiment the warp yarns have a coarseness which is at least as high as the coarseness of the weft yarns, preferably the warp yarns have a coarseness which is higher than the coarseness of the weft yarns, such as at least about 10 tex higher than the coarseness of the weft yarns, such as at least about 25 tex higher than the coarseness of the weft yarns, such as at least about 50 tex higher than the coarseness of the weft yarns.

It has been found that the strength of the covering tape in its width direction advantageously should not be too high relative to the strength of the covering tape in its length direction. Thereby the risk of forming notches in the inner sealing sheath along the edges of the covering tape due to tight winding of the covering tape is kept relatively low. This width to length strength ratio can e.g. be provided by selection of the number of warp yarns and weft yarns.

The number of warp yarns and the number of weft yarns are herein determined per 5 cm² of the covering tape (determined as 5 cm in length direction X 5 cm in width direction).
In an embodiment the number of warp yarns is larger than the number of weft yarns. Preferably the number of warp yarns is at least about twice the number of weft yarns. Even more preferably the number of weft yarns is at least about three times the number of warp yarns.

In an embodiment the number of warp yarns is from about 20 to about 100 and the number of weft yarns is from about 5 to about 50. Preferably the number of warp yarns is from about 30 to about 75 and the number of weft yarns is from about 10 to about 30.

It has been found to be highly advantageous to impregnate the warp yarns and/or the weft yarns. By using impregnated warp yarns and/or weft yarns the arrangement of the warp yarns and the weft yarns can be held very stable and any risk of yarns sticking out of the structure of the covering tape is kept very low while the crossing of weft yarns and warp yarns simultaneously can be kept at a minimum.

When using a thermoplastic resin this impregnation can in a simple manner cause the weft yarns and the warp yarns to stick together in their weaving structure by simply heating the covering tape after weaving.

Advantageously the warp yarns and/or the weft yarns are therefore impregnated with a thermoplastic resin, such as a thermoplastic resin comprising polyamide (PA), polybutylene terephthalate (PBT), thermoplastic polyester (PET), polycarbonate (PC), polyethylene (PE), polypropylene (PP), polyvinyl chloride (PVC) and mixtures comprising one or more of these thermoplastic resins.

In a preferred embodiment the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point which is lower than a melting point of the warp yarns and the weft yarns. More preferably the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point which is lower than any melting point of any of the warp yarns and the weft yarns. Advantageously the covering tape has been subjected to a thermal
treatment comprising softening the thermoplastic resin without melting any weft yarns or warp yarns. The softening of the thermoplastic resin is advantageously sufficient to cause the weft yarns and the warp yarns to stick together where they cross in their weaving structure.

In an embodiment the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point of about 200 °C or less such as about 180 °C or less.

In an embodiment the warp yarns and/or the weft yarns are impregnated with a thermoplastic resin by being fully coated with the thermoplastic resin. This is the simplest way of providing that the weft yarns and the warp yarns can stick together where they are crossing in their weaving structure.

The weft yarns and the warp yarns are advantageously coated with thermoplastic resin prior to weaving of the covering tape.

Advantageously the warp yarns and the weft yarns are of identical material(s), preferably the warp yarns and the weft yarns are substantially identical.

In an embodiment the warp yarns and the weft yarns are of polyester and/or basalt and the warp yarns and/or the weft yarns are impregnated with polyvinyl chloride.

In an embodiment the covering tape has a longitudinal tensile strength in its length direction and a width tensile strength in its width direction, wherein its longitudinal tensile strength is higher than the width tensile strength. Thereby the risk of forming notches in the inner sealing sheath along the edges of the covering tape due to tight winding of the covering tape is kept very low.

Preferably the longitudinal tensile strength is at least about 10 % higher than its width tensile strength, such as at least about 50 % higher, such as at least 100 % higher, such as from about 200 % to about 800 % higher than its width tensile strength.
In an embodiment the longitudinal tensile strength is at least about 500 N/5 cm, such as at least about 1000 N/5cm, preferably the longitudinal tensile strength is from about 1500 to about 5000 N/5cm.

In an embodiment the width tensile strength is up to about 2500 N/5 cm, such as up to about 2000 N/5cm, such as is from about 50 to about 1500 N/5cm.

In an embodiment the covering tape is impregnated with a resin, such as a thermoplastic resin after it has been woven.

Advantageously the covering tape has a thickness of 0.5 mm or less. More preferably the covering tape is even thinner e.g. about 0.2 mm or less, preferably of up to about 0.1 mm.

The covering tape can have any width. For simple handling in the winding process the width of the covering tape should advantageously not exceed about 200 cm. Also it is desired that the width of the covering tape is not too small and preferably not less than about 3 cm. Advantageously the covering tape has a width of from about 5 cm to about 150 cm, such as from about 10 cm to about 100 cm, such as from about 20 cm to about 75.

The covering tape can in principle be wound upon the carcass with any winding degree. However, it has been found that a very low winding degree may complicate the winding process and result in undesired folds of the covering tape which again can negatively affect formation of notches in the inner sealing sheath extruded onto the covering tape.

Advantageously the covering tape is helically wound with an angle to the longitudinal axis of the pipe of about 40 degree or more, such as of about 45 degree or more, such as of about 50 degree or more.

For optimal results it is desired to apply the covering tape such that the carcass is covered with a plurality of layers of the covering tape.
Therefore, in an embodiment the pipe comprises a plurality of covering tape wound upon each other between the carcass and the inner sealing sheath, such as preferably 3, 4 or 5 covering tapes.

The covering tape or tapes are advantageously wound with an overlap such as from about 5 width % to about 90 width % in overlap. Preferably the winding overlap is from about 20 width % to about 60 width %, more preferably from about 30 width % to about 50 width %.


Advantageously the carcass is made from helically wound, folded and interlocked strips of steel.

In an embodiment the carcass is made from helically wound, profiled steel wires optionally interlocked with folded strips of steel.


In an embodiment inner sealing sheath is in the form of an extruded layer comprising or consisting of from polyvinylidene fluoride (PVDF) (copolymer or monomer), polyethylene (PS) (optionally crosslinked) and/or polyamide (PA 6, PA 11 or PA 12).

The present invention is in particular advantageous where the inner sealing sheath comprises or consists of a flour containing polymer since such materials usually are relative notch sensitive.
In one embodiment the inner sealing sheath is in the form of an extruded layer comprising or consisting of a flour containing polymer such as fluorinated alkoxyethylene (PFA), polytetrafluoroethylene (PTFE), polyvinylidene fluoride (PVDF) or mixtures thereof.


In one embodiment the flexible pipe is an unbonded pipe, the flexible pipe preferably comprises two or more outer armoring layers, preferably comprising at least one pressure armoring layer and at least one tensile armoring layer, preferably anti-wear layer or layers are applied between the outer armoring layers. Such layers are described in the above mentioned prior art publications.
Such outer armoring layer or layers may for example comprise one or more of the materials selected from metals or fiber reinforced polymers or both metal and fiber reinforced polymer, e.g. any of the materials described above.

Such outer armoring layer or layers may preferably be in the form of helically wound profiles and/or folded strips as described in the above prior art publications.

In one embodiment such outer armoring layer or layers is/are in the form of helically wound profiles and/or folded strips.

In one embodiment the flexible pipe comprises an outer sheath. The outer sheath may preferably be liquid impervious. The outer sheath may for example be a polymer sheath. Such outer sheath is described in the above mentioned prior art publications.

In one embodiment the flexible pipe comprises one or more additional polymer layers and/or metal layers such as one or more thermal insulation layers, and one or more film and/or foil layers. Such layers are described in the above mentioned prior art publications.

In one embodiment the flexible pipe of the invention comprises a sensor for example as described in any one of US 7,024,941, WO 2008077410, WO 2012062328, WO 2009106078 and WO 2011042023.

All features of the invention including ranges and preferred ranges can be combined in various ways within the scope of the invention, unless there are specific reasons not to combine such features.

Further scope of applicability of the present invention will become apparent from the detailed description given hereinafter. However, it should be understood that the detailed description and specific examples, while indicating preferred embodiments of the invention, are given by way of illustration only, since various changes and modifications within the spirit and
scope of the invention will become apparent to those skilled in the art from this detailed description.

**BRIEF DESCRIPTION OF DRAWINGS AND EXAMPLES**

The invention will be explained more fully below in connection with a preferred embodiment and with reference to the drawings in which:

FIG. 1 is a schematic side view of an unbonded flexible pipe of the invention.

FIG. 2 is a schematic side view of another unbonded flexible pipe of the invention.

The figures are schematic and simplified for clarity and they show only details which are essential to the understanding of the invention, while other details are left out. Throughout the same reference numerals are used for identical or corresponding parts.

The flexible pipe shown in Fig. 1 comprises from inside and out a carcass 2, a helically wound covering tape 3, an inner sealing sheath 5, a pressure armor layer 4, two cross wound tensile armor layers 7a, 7b and an outer sheath 1.

Whereas the unbonded flexible pipe of the invention must have the carcass 2, the helically wound covering tape 3 and the inner sealing sheath 5, the layers on the outer side of the inner sealing sheath 5 are not necessarily required and one or more of these layers may be omitted. In the same way the unbonded flexible pipe may have further layers as described above.

The inner sealing sheath 5 is advantageously of polyethylene (HDPE), cross linked polyethylene (PEX), Polyvinylidifluorid (PVDF) or polyamide (PA) and has the purpose of preventing outflow of the fluid transferred in the bore of the pipe, indicated with the arrow. The carcass 2 is normally of metal and has the main purpose of reinforcing the pipe against collapse. The carcass 6 is not liquid tight. The helically wound covering tape 3 is as described above. As shown the helically wound covering tape 3 is helically wound with a relatively
low winding angle to the longitudinal axis of the unbonded flexible pipe as indicated with the reference number 6.

The pressure armor layer 4 is often of helically wound armor element(s) of metal or composite material or combinations, which is wound with an angle to the axis of the pipe of about 65 degrees or more e.g. about 85 degrees. The pressure armor layer 4 is not liquid tight.

The cross wound tensile armor layers 7a, 7b are wound from elongate armor elements. The two armor layers with opposite winding directions are normally referred to as being cross wound. The outer sheath 1 can be a liquid tight outer sealing sheath protecting the armor layer mechanically and protect against ingress of sea water or it can be a liquid pervious outer sheath merely providing mechanical protection. Where the outer sheath 1 is liquid pervious it is often desired that the unbonded flexible pipe comprises an intermediate sealing sheath covering the pressure armor layer 4, in particular where the pressure armor layer 4 is of or comprises metal. The unbonded flexible pipe advantageously comprises anti-friction layers between the armor layers 4, 7a, 7b. The anti-friction layers are usually not liquid tight and may for example be in the form of a wound tape.

Fig. 2 shows a variation of the flexible armored pipe shown in Fig. 1 comprising from inside and out a carcass 12, a helically wound covering tape 13, an inner sealing sheath 15, a pressure armor layer 14, two cross wound tensile armor layers 17a, 17b and an outer sheath 11. The helically wound covering tape 13 is helically wound with a relatively high winding angle to the longitudinal axis of the unbonded flexible pipe as indicated with the reference number 16.

**Examples**

*Example 1*
An unbonded flexible pipe with an inner diameter of about 20 cm and comprising a plurality of layers is prepared. The layers of the unbonded flexible pipe are as shown in table 1 in the listed order from inside and out of the unbonded flexible pipe.

<table>
<thead>
<tr>
<th>Layer</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>A carcass</td>
<td>The carcass is made from strips of a steel. The strips are folded and interlocked as shown in &quot;Recommended Practice for Flexible Pipe&quot;, ANSI/API 17 B, fourth Edition, July 2008, fig 7, e). The Steel is stainless steel is Nicrofer® marketed by ThyssenKrupp VDM Gmbh</td>
</tr>
<tr>
<td>A covering layer</td>
<td>The covering layer is provided by 3 layers of helically wound covering tapes (winding degree is 55; overlap is 15 cm), with a width of 40 cm and a thickness of 0.1 mm. The covering tapes comprise warp yarns and perpendicular weft yarns of basalt filaments impregnated with polyethylene.</td>
</tr>
<tr>
<td>An inner sealing sheath</td>
<td>The inner sealing sheath is an extruded polyvinylidene difluoride, Solef® PVDF with a thickness of about 6 mm.</td>
</tr>
<tr>
<td>A pressure armor layer</td>
<td>The pressure armor is provided by helically wound and interlocked, elongate C shaped profiles of carbon steel.</td>
</tr>
<tr>
<td>An anti-friction layer</td>
<td>The anti-friction layer is provided by thin, helically wound polymer tapes.</td>
</tr>
<tr>
<td>A first tensile armor layer</td>
<td>The first tensile armor layer is provided by helically wound wires of carbon steel.</td>
</tr>
<tr>
<td>An anti-friction layer</td>
<td>The anti-friction layer is provided by thin, helically</td>
</tr>
</tbody>
</table>
A second tensile armor layer

The second tensile armor layer is provided by helically wound wires of carbon steel.

A holding tape

The anti-friction layer (anti-bird-cage layer) is of helically wound aramide fibers with a high winding degree > 80 to the longitudinal axis.

An outer sheath

The outer sheath is a liquid impermeable extruded layer of polyamide PA11 with a thickness of about 6 mm.

<table>
<thead>
<tr>
<th>Table 1</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Example 2</strong></td>
</tr>
</tbody>
</table>

As example 1, but where the covering layer is provided by 4 layers of helically wound covering tapes (winding degree is 40; overlap is 25 cm), with a width of 50 cm and a thickness of 0.09 mm. The covering tapes comprise warp yarns and weft yarns of thermoset polyester filaments impregnated with thermoplastic polyester. The weft yarns have an angle of 75 degrees to the warp yarns.

| Example 3 |

As example 1, but where the covering layer is provided by 4 layers of helically wound covering tapes (winding degree is 50; overlap is 20 cm), with a width of 50 cm and a thickness of 0.08 mm. The covering tapes comprise warp yarns of carbon filaments impregnated with polypropylene and weft yarns of aramide filaments impregnated polypropylene. The weft yarns have an angle of 45 degrees to the warp yarns.
Some preferred embodiments have been shown in the foregoing, but it should be stressed that the invention is not limited to these, but may be embodied in other ways within the subject-matter defined in the following claims.
PATENT CLAIMS

1. An unbonded flexible pipe having a longitudinal axis and comprising from inside outwards a carcass formed by metal windings with gaps between neighbouring windings, at least one covering tape and an inner sealing sheath of a polymer extruded onto the covering tape, wherein the covering tape is helically wound with a winding direction defining a tape length direction and a tape width direction perpendicular to the tape length direction, the covering tape comprises lengthwise continuous filament yarns (warp yarns) arranged in the tape length direction of the covering tape, said covering tape has a thickness direction perpendicular to the tape length direction and the tape width direction, said warp yarns have a thickness determined in the thickness direction of the covering tape of about 100 pm or less, such as of about 50 pm or less, such as from about 3 to about 30 pm, preferably from about 5 to about 25 μm.

2. The unbonded flexible pipe of claim 1, wherein the warp yarns have a coarseness of about 500 tex (g/km) or less, such as of about 300 tex or less, such as from about 25 tex to about 200 tex, preferably from about 50 tex to about 150 tex.

3. The unbonded flexible pipe of claim 1 or claim 2, wherein the warp yarns comprise or consist of twisted bundles of filaments optionally impregnated with a resin.

4. The unbonded flexible pipe of any one of the preceding claims, wherein the warp yarns comprises or consists of untwisted bundles of filaments optionally impregnated with a resin.

5. The unbonded flexible pipe of any one of the preceding claims, wherein the warp yarns comprise filaments with a thickness of from about 1 to about 30 pm, preferably from about 5 to about 25 pm.
6. The unbonded flexible pipe of any one of the preceding claims, wherein the warp yarns comprise filaments with a coarseness of about 200 tex or less, such as from about 10 tex to about 180 tex, preferably from about 50 tex to about 150 tex.

7. The unbonded flexible pipe of any one of the preceding claims, wherein the warp yarns comprise filaments selected from carbon filaments, glass filaments, basalt filaments, polymer filaments and combinations thereof.

8. The unbonded flexible pipe of claim 7, wherein the warp yarns comprise thermoset polymer filaments, such as epoxy, polyester, vinylester, polyurethane, phenolic and mixtures thereof.

9. The unbonded flexible pipe of claim 7 or claim 8, wherein the warp yarns comprise thermoplastic polymer, such as aramide filaments, polypropylene filaments, polyethylene filaments, polycarbonate filaments, thermoplastic polyester filaments and mixtures thereof, the thermoplastic polymer preferably has a melting temperature of at least about 150 °C, such of at least about 200 °C.

10. The unbonded flexible pipe of any one of the preceding claims, wherein the warp yarns are woven with crossing weft yarns, preferably arranged with an angle of from about 35 degrees to about 165 degrees to the warp yarns, more preferably the weft yarns are substantially perpendicular to the warp yarns.

11. The unbonded flexible pipe of claim 10, wherein the weft yarns are continuous weft yarns, preferably having a thickness determined in the thickness direction of the covering tape of 100 µm or less, such as of about 50 µm or less, such as from about 3 to about 30 µm, preferably from about 5 to about 25 µm.
12. The unbonded flexible pipe of claim 10 or claim 11, wherein the weft yarns comprise filaments with a thickness of from about 1 to about 30 µm, preferably from about 5 to about 25 µm.

13. The unbonded flexible pipe of any one of the preceding claims 10-12, wherein the weft yarns comprise filaments with a coarseness of about 500 tex (g/km) or less, such as of about 300 tex or less, such as from about 25 tex to about 200 tex, preferably from about 50 tex to about 150 tex.

14. The unbonded flexible pipe of any one of the preceding claims 10-13, wherein the weft yarns comprise filaments selected from carbon filaments, glass filaments, basalt filaments, polymer filaments and combinations thereof.

15. The unbonded flexible pipe of claim 14, wherein the weft yarns comprise thermoset polymer filaments, such as epoxy, polyester, vinylester, polyurethane, phenolic and mixtures thereof.

16. The unbonded flexible pipe of claim 14 or claim 15, wherein the weft yarns comprise thermoplastic polymer, such as aramide filaments, polypropylene filaments, polyethylene filaments, polycarbonate filaments, thermoplastic polyester filaments and mixtures thereof, the thermoplastic polymer preferably has a melting temperature of at least about 150 °C, such of at least about 200 °C.

17. The unbonded flexible pipe of any one of the preceding claims 10-16, wherein the warp yarns have a coarseness which is at least as high as the coarseness of the weft yarns, preferably the warp yarns have a coarseness which is higher than the coarseness of the weft yarns, such as at least about 10 tex higher than the coarseness of the weft yarns, such as at least about 25 tex higher than the coarseness of the weft yarns, such as at least about 50 tex higher than the coarseness of the weft yarns.

18. The unbonded flexible pipe of any one of the preceding claims 10-17, wherein the covering tape comprises per 5 cm² (determined as 5 cm in length
direction X 5 cm in width direction) a number of warp yarns and a number of weft yarns, wherein the number of warp yarns is larger than the number of weft yarns, preferably the number of warp yarns is at least about twice the number of weft yarns, more preferably the number of warp yarns is at least about three times the number of weft yarns.

19. The unbonded flexible pipe of any one of the preceding claims 10-18, wherein the covering tape comprises per 5 cm² (determined as 5 cm in length direction X 5 cm in width direction) a number of warp yarns and a number of weft yarns, wherein the number of warp yarns is from about 20 to about 100 and the number of weft yarns is from about 5 to about 50, preferably the number of warp yarns is from about 30 to about 75 and the number of weft yarns is from about 10 to about 30.

20. The unbonded flexible pipe of any one of the preceding claims 10-19, wherein the warp yarns and/or the weft yarns are impregnated with a thermoplastic resin, such as a thermoplastic resin comprising polyamide (PA) polybutylene terephthalate (PBT), thermoplastic polyester (PET), polycarbonate (PC), polyethylene (PE), polypropylene (PP), polyvinyl chloride (PVC) and mixtures comprising one or more of these thermoplastic resins.

21. The unbonded flexible pipe of claim 20, wherein the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point which is lower than a melting point of the warp yarns and the weft yarns, preferably the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point which is lower than any melting point of any of the warp yarns and the weft yarns.

22. The unbonded flexible pipe of claim 20 or claim 21, wherein the thermoplastic resin impregnating the warp yarns and/or the weft yarns has a melting point of about 200 °C or less such as about 180 °C or less.
23. The unbonded flexible pipe of any one of the preceding claims 20-22, wherein the warp yarns and/or the weft yarns are impregnated with a thermoplastic resin by being fully coated with the thermoplastic resin.

24. The unbonded flexible pipe of any one of the preceding claims 10-23, wherein the warp yarns and the weft yarns are of identical material(s), preferably the warp yarns and the weft yarns are substantially identical.

25. The unbonded flexible pipe of any one of the preceding claims 10-24, wherein the warp yarns and the weft yarns are of polyester and/or basalt and the warp yarns and/or the weft yarns are impregnated with polyvinyl chloride.

26. The unbonded flexible pipe of any one of the preceding claims 10-25, wherein the covering tape has a longitudinal tensile strength in its length direction and a width tensile strength in its width direction, wherein its longitudinal tensile strength is higher than the width tensile strength, preferably the longitudinal tensile strength is at least about 10 % higher than its width tensile strength, such as at least about 50 % higher, such as at least 100 % higher, such as from about 200 % to about 800 % higher than its width tensile strength.

27. The unbonded flexible pipe of claim 26, wherein the longitudinal tensile strength is at least about 500 N/5 cm, such as at least about 1000 N/5cm, preferably the longitudinal tensile strength is from about 1500 to about 5000 N/5cm.

28. The unbonded flexible pipe of claim 26 or claim 27, wherein the width tensile strength is up to about 2500 N/5 cm, such as up to about 2000 N/5cm, such as is from about 50 to about 1500 N/5cm.
29. The unbonded flexible pipe of any one of the preceding claims, wherein the covering tape is impregnated with a resin, such as a thermoplastic resin.

30. The unbonded flexible pipe of any one of the preceding claims, wherein the covering tape has a thickness of 0.5 mm or less, preferably of about 0.2 mm or less, preferably of up to about 0.1 mm.

31. The unbonded flexible pipe of any one of the preceding claims, wherein the covering tape has a width of from about 3 cm to about 200 cm, such as from about 5 cm to about 150 cm, such as from about 10 cm to about 100 cm, such as from about 20 cm to about 75.

32. The unbonded flexible pipe of any one of the preceding claims, wherein the covering tape is helically wound with an angle to the longitudinal axis of the pipe of about 40 degree or more, such as of about 45 degree or more, such as of about 50 degree or more.

33. The unbonded flexible pipe of any one of the preceding claims, wherein the pipe comprises a plurality of covering tapes wound upon each other between the carcass and the inner sealing sheath, such as preferably 3, 4 or 5 covering tapes.

34. The unbonded flexible pipe of any one of the preceding claims, wherein the carcass is made from helically wound, folded and interlocked strips of steel.

35. The unbonded flexible pipe of any one of the preceding claims, wherein the carcass is made from helically wound, profiled steel wires optionally interlocked with folded strips of steel.

36. The unbonded flexible pipe of any one of the preceding claims, wherein inner sealing sheath is in the form of an extruded layer comprising or consisting of a flour containing polymer such as fluorinated alkoxyethylene
(PFA), polytetrafluoroethylene (PTFE), polyvinylidene fluoride (PVDF) or mixtures thereof.

37. The unbonded flexible pipe of any one of the preceding claims, wherein inner sealing sheath is in the form of an extruded layer comprising or consisting of from polyvinylidene fluoride (PVDF) (copolymer or monomer), polyethylene (PS) (optionally crosslinked) and/or polyamide (PA 6, PA 11 or PA 12).
## INTERNATIONAL SEARCH REPORT

### A. CLASSIFICATION OF SUBJECT MATTER

F16L 11/08 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

CPC&IPC: F16L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

DK, NO, SE, FI: Classes as above.

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPDOC & WPI

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 470671 3 A (SADAMITSU et al.) 17 November 1987 See Fig. 1 and column 2 lines 54-63</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 2010326558 A1 (DO) 30 December 2010 See Fig. 1 and paragraphs [0028H0030]</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>WO 03044414 A1 (NKT FLEXIBLES IS) 30 May 2003 See Fig. 1 and page 5 line 25 to page 6 line 7</td>
<td>1</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☒ See patent family annex.

Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search: 1/1/2013

Date of mailing of the international search report: 1/1/2013

Name and mailing address of the ISA

Nordic Patent Institute

Helgeshol Alle 81

DK - 2630 Taastrup, Denmark.

Facsimile No. +45 43 50 80 08

Authorized officer: Bllgitte Dragsted Horstmann

Telephone No. +45 43 50 85 27

Form PCT/ISA/2 10 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report / Publication date</th>
<th>Patent family member(s) / Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 4706713 A 1987.11.17</td>
<td>NO 852479 A 1985.12.23</td>
</tr>
<tr>
<td></td>
<td>NO 165612B B 1990.11.26</td>
</tr>
<tr>
<td></td>
<td>EP 0166385 A2 1986.01.02</td>
</tr>
<tr>
<td></td>
<td>EP 0166385 A3 1987.04.29</td>
</tr>
<tr>
<td></td>
<td>JPS 616485 A 1986.01.13</td>
</tr>
<tr>
<td></td>
<td>JPH0556437B B2 1993.08.19</td>
</tr>
<tr>
<td></td>
<td>JPS 61157785U U 1986.09.30</td>
</tr>
<tr>
<td></td>
<td>JPH 0516477 Y Y2 1993.04.30</td>
</tr>
<tr>
<td></td>
<td>FR 2926347 B1 2009.12.18</td>
</tr>
<tr>
<td></td>
<td>WO 2009112664 A2 2009.09.17</td>
</tr>
<tr>
<td></td>
<td>WO 2009112664 A3 2009.11.05</td>
</tr>
<tr>
<td></td>
<td>DK 201070339 A 2010.07.22</td>
</tr>
<tr>
<td></td>
<td>GB 2468801 A 2010.09.22</td>
</tr>
<tr>
<td></td>
<td>GB 2468801 B 2013.03.27</td>
</tr>
<tr>
<td></td>
<td>NO 20100916 A 2010.10.06</td>
</tr>
<tr>
<td></td>
<td>US 8353316 B2 2013.01.15</td>
</tr>
<tr>
<td>WO 03044414 A1 2003.05.30</td>
<td>AU 2002366056 A1 2003.06.10</td>
</tr>
<tr>
<td></td>
<td>EP 1446603 A1 2004.08.18</td>
</tr>
<tr>
<td></td>
<td>EP 1446603 B1 2008.01.09</td>
</tr>
<tr>
<td></td>
<td>BR 0214091 A 2004.09.28</td>
</tr>
<tr>
<td></td>
<td>BR 0214091 B1 2013.02.19</td>
</tr>
<tr>
<td></td>
<td>AT 383539T T 2008.01.15</td>
</tr>
</tbody>
</table>