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UNITED STATES 

2,653,602 

PATENT OFFICE 
2,653,602 

NJECTION DEVICE 

John H. Smoot, Darien, Conn., assignor to Becton 
Dickinson and Company, Rutherford, N.J., a 
corporation of New Jersey 
Application June 17, 1950, Serial No. 168,797 

(Cl. 128—173) 9 Claims. 
1. 

This invention relates to a structurally and 
functionally improved injection device of the 
hypodernic type and especially an apparatus 
by means of which medicament may be injected 
below the epidermis without the necessity of 
employing a skin-penetrating needle. 

It has heretofore been proposed to provide var 
ious types of hypodermic injection devices oper 
ating under the velocity injection principle 
whereby a Sufficiently fine stream of medica 
ment is expelled under a force such that it Will 
penetrate the skin and lodge in underlying tis 
Sues. In many of these devices it has been 
necessary to potentialize or “cock' the apparatus 
manually against the tension of an accumulator 
which might be in the form of a Spring or of a 
body of fluid under pressure. Such potentializing 
has at best required the expenditure of consid 
erable time and effort. In the case of a rela 
tively weak person, the achievement of this 1e 
Sult has been difficult, if not impossible, especially 
if it was necessary to utilize the apparatus a, 
number of times. 

it is an object of the invention to furnish a 
Structure aS part of a hypodermic injection de 
vice and by means of which a power cocking of 
the apparatus Will be feasible. Accordingly, the 
difficulties heretofore encountered will be over 
corne and the apparatus will be ready for re-use 
With the elapse of only a Small interval of time 
after it has once been discharged. 
A further object is that of providing a device 

of this type and in which a structure may be 
included such that the operator will be able, 
Without. Substantial effort, to reset the device 
prior to the cocking operation. Therefore, it will 
not be necessary to even perform this operation 
manually. 
An additional object is that of providing a 

hypodernic injection device by means of which 
the foregoing results are achieved, and which 
apparatus would embody relatively few parts each 
individually simple and rugged in construction; 
Such parts being, capable of ready assemblage and 
operating over long periods of time with freedom 
from all difficulties. 
With these and other objects in mind reference 

is had to the attached sheets of drawings illus 
trating practical embodiments of the invention 
and in which: 

Fig. 1 is a Sectional side view of one form of 
apparatus and illustrating the parts in an initial 
position; 

Fig. 2 is a fragmentary view of certain of the 
mechanism as shown in Fig. 1 but illustrating 
the parts in a different position; 
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Fig. 3 is a view similar to Fig. i. but showing. 

an alternative forma of apparatus; and 
Fig. 4 is a transverse Sectional view taken 

along the lines 4-4 and in the direction of the 
arrows as indicated in Fig. 3. 

Referring primarily to Figs, 1 and 2 the 
numeral 5 indicates the body of the device from 
Which a handle 6 may extend. The rear end of 
body 5 may be closed as at . Its forward end 
provides a medicament chamber and an ejection 
orifice therefor. Conveniently, as illustrated, this 
changer may be embodied in a plug 8 connected 
to body 5 by Screw threads and which plug in 
turn Supports a cap 9. The latter is formed with 
an opening through which a nozzle ?-6 may pro 
ject. The discharge end of this nozzle may 
be defined by an orifice of, for example, .002' 
to .003'. The plug. 8 is conveniently lined with 
1'esilient Or backing material 2. A medicament 
containing ampule which may be in the form of 
a rubber sack 3 is disposed in contact with this 
lining and mounts nozzle 0. The capacity of 
the ampule should be such as to provide the de 
Sired body of medicament to be injected. Again, 
for example, it may be it co. 

COOperating With the base of the ampule to 
effect injection Cf medicament through the ori 
fice is a plunger 4. This plunger is carried 
by the forward end of a tube 5 slidably mounted 
within body 5. Fube 5 may be formed with an 
axially extending groove 6 within which the end 
of a guiding pin T carried by body 5 may ride 
to prevent rotation of the tube. The rear end 
Of the tube mounts a sleeve 8. This sleeve is 
conveniently formed with threads which adjust 
ably Support a retaining member in the form of 
a ring 9 having an angular forward face. En 
gaging this face when the parts are in the posi 
tions shown in Figs. 1 and 2 is a trigger mecha 
nism. This may include a rearwardly extending 
pawl 26 pivoted as at 2? and provided with a pro 
jection 22. A trigger which is manually shift 
able may be provided by a pivotally supported 
lever 23 having an arm cooperable with projec 
tion 22; a Spring 24 being arranged to act against 
this lever and the pawl 20. A shaft 25 acting as a 
"safety” is disposed adjacent lever 23. This shaft, 
together with the parts just described, is mount 
ed by an extension 26 which may form a part 
of body 5. 
The ejection of medicament at the desired 

velocities requires the use of considerable force. 
Therefore, an accumulator structure is prefer 
ably employed. This structure in the embodi 
ment illustrated in Fig. 1 has been shown as in 
cluding a pair of Springs 27. As is apparent ac 
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cumulatOS embodying other forms of power 
might be utilized in lieu of these springs. If 
SplingS are employed, then they may be pre-ten 
Sioned to around 200 pounds When disposed With 
the parts in the positicins shown in Fig. 1. When 
tensioned to their fully cornpressed state, as in 
Fig. 2, they may react with a force of around 290 
pounds. To thus compiress them seeve 8 may 
slidably mount a cocking plunger 28 Which haS 
its inner end operatively bearing against the aS 
sembly of the accumulator. When this plunger 
is shifted from the position shown in Fig. 1 to 
that illustrated in Fig. 2, then the accumulator 
will be fully potentialized. 
The foregoing structure is illustrative of my 

present invention. It represents one form of in 
jection apparatus as heretofore developed and 
employing an accumulator structure suitable for 
achieving the desired injections. With the ex 
ception of the combination involved and certain : 
more or less detailed configurations of plunger 28 
it forms no part of the present concept Which is 
dedicated to the provision of power mechanisms 
under the control of the operator. As afore 
brought out, the present invention has to do With 
the potentializing or cocking of the apparatus as 
Will be hereinafter described. 
Thus, the end of plunger 28 which extends to 

the rear is conveniently formed with a detent in 
the form of a flange 29. The extreme rear pOr 
tion of the plunger may terminate in a rounded 
surface such as 3. Cooperating With that Sur 
face is a rod or member 3 which has its forward 
face inclined as at 32 to provide a cam. Surface 
cooperable with surface 30. Rod 3 terminates 
in or is connected to a piston 33 Which Slidably 
moves in a cylinder 34 forming a part of the 
handle S. A. Spring 35 normally maintains rod 3 
and piston 33 in the position shown in Fig. 1. As 
will be apparent when these parts are projected 
against the action of spring 35 cam surface 32 
will ride against surface 30 to thus project 
plunger 28 to the position shown in Fig. 2. 
To maintain the plunger 28 in that position a 

retaining unit conveniently in the form of a 
spring pressed pivoted catch 36 is employed. The 
mounting of this catch may be upon body 5 and 
an actuator 3 conveniently extends from the 
catch beyond the surface of that body So that 
this part may be shifted. With plunger 28 pro 
jected to the position shown in Fig. 2 it will be 
apparent that the forward or inner end of that 
member bearing against the structures of the ac 
cumulator will have compressed or potentialized 
that accumulator to a maximum extent. In the 
embodiment, illustrated this will partake of a full 
compression of the springs 27. Under these cir 
cumstances and as also shown in Fig. 2, the pawl 
20 bears against the forward face of ring 9 to 
thus prevent, a release of the parts. 
Now with a view to providing a structure by 

means of which plunger 3 may be power pro 
jected, a fiask 38 of compressed gas is employed. 
This may be in the form of a more or less con 
ventional CO2 cartridge. The Outer end Of han 
dle S presents a chamber for the accommodation 
of this flask and mounts a tightening and closing 
cap 39. As the latter is brought to fully Seated 
position it will force flask 38 inWardly against 
the pointed cannula. A? to thus perforate the Seal 
of the flask. A passage 4f is also formed in the 
handle so that gas under pressure may be con 
ducted to the cylinder 34 to thus effect a projec 
tion of piston 33 and the plunger 3 extending 
therefon. 

In order to control the flow of gas a valve 2 

i Uj 
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4. 
may be interposed within passage 4. This Valve, 
as shown, is normally maintained in Seated po 
Sition by the pressure of the gas as Well as by 
rineans of spring 43. A stem 44 extends from the 
body of the valve to a point beyond the Surface 
of handle 6. An actuating lever for this stern haS 
been indicated at 45 and is pivotally Supported as 
at 46. It may normally be urged to a position at 
which the valve is closed by Spring 47 which Will 
supplement the action of Spring 43. A vent 48 
of extremely reduced diameter may extend from 
the cylinder 34. As shown, and if desired, lever 
45 may be continued beyond pivot 46 as at 49 and 
under certain conditions be cocperative with an 
extension 5 projecting from tube 5 through a 
slot 52 in body 5. 
As will be understood an operator desiring to 

effect a cocking of the accumulator and With the 
parts positioned as shown in Fig. 1 may simply 
rock lever 45 around its pivot against the action 
of spring 47. Under these circumstances Com 
pressed air or gas will flow through passage 4 
into cylinder 34. It will serve to project rod 3 
and cause the surface 32 of the same to COOperate 
With surface 30 of plunger 28. This Will cause 
the latter to be shifted from the position shown 
in Fig. 1 to that illustrated in Fig. 2. When SO 
shifted the latch 36 will retain plunger 28 pro 
jected which-as afore brought Out-Will poten 
tialize the accumulator. Upon the release of 
lever 45 Valve 42 will reseat to interrupt further 
flow of the compressed gas or air. Under these 
circumstances spring 35 will return the rod and 
piston to the position shown in Fig. 1. This will 
be because the fluid and the pressure Will eScape 
through vent 48. As afore brought out the diam 
eter of this vent is relatively small. Accordingly 
the amount of air or gas escaping through the 
same when the valve is open Will be inappre 
ciable. However, a slow escape may occur So that 
the piston and rod will be returned to their nor 
mal positions in a few Seconds. 
in lieu of this valve arrangement, other Struc 

tures may in certain instances preferably be emi 
ployed. Sor example, as ShoWn in my prior ap 
plication for United States letters Patent Serial 
No. 5,540, filed January 31, 1948 for “Injection 
Device,' a valve assembly which is suitable for 
the present, pirpose may be eployed. AS Will 
also be understood the Surfaces which provide 
for the shift of motion of rod 3 with respect to 
plinge 23 might pe replaced by any Sitable 
Úransmitting mecha,Xaism; the present cam Sur 
faces having been illustrated for the sake of sim 
plicity of showing. Additionally the power mech 
anism as embracing the cartridge 38, valve as 
Sembly, piston, etc. need not neces$arily be con 
tained in a handle portion 6 extending per 
pendicular to the axis of body 5. This is merely 
One convenient manner of providing for the con 
lete aSSenby. 
Now With the parts disposed as described it 

Will e UnderstGod that an Operator might con 
veniently bring the end of nozzle to a point 
adjacent the area to be injected. Thereupon by 
shifting level 23 after releasing the Safety shaft 
25, the pawl 2 may rock upwardly. Jnder these 
Cil'CtZIn Stance:S the en tji'e tuige 45 Will Shift to the 
light, as viewed in Fig. 1. This will be because 
a rear'yard shift of punger 28 is prevented by 
lateh 33. With such movement of the 5 plunger 

| : Will be proiected With considerable force to 
expel the medicament within ampule 3 at high 
Velocity and in the form of a fine stream from 
orifice . Therefore, the epidermis will be 
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penetrated by the medicament; the discharge 
COntinuing until all the medicament within the 
aiapule has been exhausted. As shown in Fig. 2 
and indicated in dotted lines, extension S Will 
be adjacent the upper arm 49 of the lever 45 
under these circumstances. An operator desiring 
to effect a reloading of the apparatus may readily 
do. So by Swinging that lever in a counterclock 
Wise direction as viewed in Figs. 1 and 2 so as to 
engage extension 5f and retract the same to 
gether with tube 5 and its associated parts. 
Prior to this shifting latch 36 may be rocked to 
inoperative position by grasping the manipulat 
ing portion 37 and raising the same which will 
clear the latch from the flange 29. With such 
rearward shifting of the parts plunger 4 will be 
withdrawn from the medicament-contained com 
partment, Pawl 29 will ride over the Surfaces 
of the elements as they are shifted rearwardly 
and will finally reach :, position at which it 
braces against the foreward face of ring 9. 
The loading cap 9 may now be removed and a 
fresh anipule placed in the medicament cham 
ber after which the loading cap may be reap 
plied. The device is now ready for potentializ 
ing or Cocking as previously described. 

In FigS. 3 and 4 an apparatus has been shown 
which corresponds generally to that heretofore 
described in connection with Figs. 1 and 2. 
Therefore, the same reference numerals have 
been largely employed to designate correspond 
ing parts, However, in this form of apparatus 
the passage 52 leading from the compressed air 
or gas task has interposed in it a, valve 53. For 
the sake of simplicity of illustration this valve has 
been shown as embracing a rotatably mounted 
body formed with a channel 53. A crank arm 
35 extends from the valve body and is link Con 
nected as at 55 with a pivotally mounted Spring 
pressed handle 5i. According to the position of 
this valve body fluid under pressure may flow 
through either channel 58 or 59. A spring pressed 
valve 69 corresponding to valve 42 is interpOSed 
in channel 53 which is continued through to the 
cylinder 34. Channel 59 may conveniently ex 
tend to a point adjacent the forward end of body 
5 which in this embodiment is in the form of a 
cylinder 60'. The tube. 5. functions as a piston. 
Therefore, when fluid under pressure is admitted 
in the forward end of the body, tube 5 Will be 
power retracted together with all parts associ 
ated With the same. 
In common with the structure shown at 48 in 

Fig. 1. a spring pressed valve 60 is provided with. 
an actuating stem 44. Also a vent, 6 may be 
furnished through the wall of the body to pre 
vent, entrapped fluid from preventing proper 
grovernent of the partS. 
vent in Fig. 3 should be materially reduced SO 
that a power retraction of the tube as afore 
described will not be prevented because of too 
rapid escape of the pressure fluid. Again in this 
form of apparatus it is in many respects pre 
ferred to employ a valve mechanism as disclosed 
in may aforementioned earlier application. An 
obvious modification and extension of that valve 
inechanism may be resorted to in order to assure 
a prope: flowing of the gas under pressure from 
Within the forward end of body 5. 

In operating a device of the type shown in FigS. 
3 and 4 the same sequence of procedure may be 
resorted to in order to achieve a cocking of the 
apparatus and a firing of the same. In this 
connection it will be understood that an Oper 
ator may simply swing handle 57 in a counter 

The diarineter of the 
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6. 
clockwise direction so that the valve 53 permits 
a flow of fluid under pressure through branch 
59 into the cylinder furnished adjacent the for 
Ward eind of body 5. Under these circumstances 
the tuihe 5 and its associated parts Will be re 
tracted from the position shown in dot, and dash 
lines in Fig. 3 to that shown in full lines in that 
figure. A fresh ampule may be placed in posi 
tion. Thereupon a shifting of the lever or handle: 
5 in 3 clockWise direction Will cause link 56 to 
rotate valve 53 so that the latter affords con 
Intanication between passage 52 and branch. 58. 

ais Will cock the device. 
Thus, among others, the Several objects of 

the invention as Specifically afore noted are 
achieved. Obviously numerous changes in con 
struction and rearrangement of the parts. Inay 
be resorted to without departing from the Spirit 
of the invention as defined by the claims. 

I claim: 
1. In a device for injecting liquid medicament, 

in combination, a hollow body providing a me 
dicament chamber adjacent one of its ends, a 
pressure accumulator movably mounted within 
said body, means providing a Surface extending 
from said accumulator and projectable thereWith 
to move into said chamber and expel medica 
ment therefrom, manually releasable latch means 
carried by said body and connectable with said 
accumulator for maintaining the Same in re 
tracted position, means movably connected with 
said accumulator and projectable With respect 
thereto to increase the pressure therein while 
said accumulator is maintained in Such position, 
power means for Operating Said preSSure increaS 
ing means and manually Operated means for con 
trolling Said power means. 

2. In a device for injecting liquid medicament, 
in combination, a hollow body providing a me 
dicament chamber adjacent one of its ends, a 
pressure accumulator movably mounted within 
said body, means providing a Surface extending 
from Said accumulator and projectable there 
with to move into said chamber and expel me 
icament therefrom, manually releasable latch 
means carried by said body and connectable with 
said accumulator for maintaining the Same in 
retracted position, means movably connected With 
said accumulator and projectable with respect 
thereto to increase the pressure therein while 
said accumulator is maintained in Such position, 
further latching means for retaining the preS 
sure increasing means in projected position, pow 
er means for operating Said pressure increaSing 
means and manually operated means for control 
ling Said power means. 

3. In a device for injecting liquid medicament, 
in combination, a hollow body providing a me 
dicament chamber adjacent one of its ends, a 
pressure accumulator novably mounted within 
said body, means providing a surface extending 
from said accumulator and projectable there 
with to move into said chamber and expel me 
dicament therefrom, manually releasable latch 
means carried by said body and connectable with 
said accumulator for maintaining the Same in 
retracted position, means movably connected with 
said accumulator and projectable with respect 
thereto to increase the pressure therein while 
said accuraulator is maintained in Such position, 
further latching means for retaining the pres 
sure increasing means in projected position, re 
leasing means for said further latching means 
accessible from the exterior of Said body, power 
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means for operating said pressure increasing 
means and for controlling Said poWer meanS. 

4. In a device for injecting liquid medicament, 
in combination, a hollow body providing a me 
dicament chamber adjacent one of its ends, a 
pressure accumulator movably mounted Within 
said body, means providing a Surface extending 
from said accumulator and projectable thereWith 
to move into said chamber and expel medicament 
therefron, manually releasable latch means car 
ried by said body and connectable with Said ac 
cumulator for maintaining the Same in retracted 
position, a plunger extending from within Said 
accumulator to a point beyond the exterior of 
the same and movable with respect to Said ac 
cumulator, said plunger upon being projected 
With respect to said accumulator increasing the 
pressure therein while such accumulator is main 
tained in retracted position and powe means 
acting against Said plunger for projecting it with 
respect to said accumulator. 

5. In a device for injecting liquid medicament, 
in combination, a hollow body providing a me 
dicament chamber adjacent one of its ends, a 
pressure accumulator novably mounted within 
said body, means providing a surface extending 
from Said accumulator and projectable there 
With to move into said chamber and expel ne 
dicament therefrom, manually releasable latch 
means carried by said body and connectable with 8 
said accumulator for maintaining the Same in 
retracted position, a plunger extending froin with 
in said accumulator to a point beyond the ex 
terior of the Same and movabie With reSpect O 
Said accumulator, Said plunger upon being pro 
jected with respect to said accumulator increaS 
ing the pressure therein while Such accumulator 
is maintained in retracted position, power means 
acting against said plunger for projecting it with 
respect to said accumulator, Said plunger being 
formed with a detent Surface and a further latch 
movably carried by Said body and cooperating 
With Said detent Surface. 

6. In a device for injecting liquid medicament, 
in combination, a hollow body providing a me- “ 
dicament chamber adjacent one of its ends, a 
pressure accumulator movably mounted Within 
said body, means providing a Surface extending 
from said accumulator and projectable therewith 
to move into Said chamber and expel medica 
ment therefromm, manually releaSable latch means 
carried by said body and connectable with said 
accumula O for naintaining the Sane in re 
tracted position, a plunger extending from With 
in said accinulator to a point beyond the ex 
terior of the Same and novable With respect to 
said accumulatOir, Said plunger upon being pro 
jected with respect to Said accumulator increas 
ing the pressure therein while Such accumulator 
is maintained in retracted position, power means 
acting against Said plunger for projecting it With 
respect, to Said acculinulator, a power projected 
rod carried by said body and means operatively 
coupling Said rod to project Said plunger upon 
Said rod being projected. 

7. In a device for injecting liquid medicanent, 
in combination, a hollow body providing a ne 
dicament chambel' adjacent One of its ends, a 
pressure accumulator movably mounted within 
said body, means providing a Surface extending 
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from Said accumulator and projectable therewith 
to move into Said chamber and expenedicainent 
therefron, manually releasable latch neans 
carried by Said body and connectable with said 
accumulator for maintaining the Salme in Ire 
tracted position, a plunger extending from within 
Said accumulator to a point beyond the exterior 
of the same and movable with respect to said 
accumulator, Said plunger upon being projected 
With respect to said accumulator increasing the 
preSSure therein While Such accumulator is 
maintained in retracted position, power means 
acting against Said plunger for projecting it with 
respect to Said accumulator, a power projected 
rod carried by Said body, said body being formed 
With a cylinder, a projectable piston and rod 
lying within and extending from Said cylinder, 
IIleans for operatively coupling Said rod with Said 
plungel to project the latter upon the former 
being projected and control means governing the 
projection of Such piston. 

8. In a device for injecting liquid nedicanent, 
in combination, a hollow body providing a me 
dicainent chamber adjacent one of it; ends, a 
preSSure accumulator novably mounted within 
Said body, means providing a surface extending 
from Said accumulator and projectable herewith 
to move into Said chamber and expel medicanent 
therefron, inainually releasable latch means 
Carried by Said body and connectable with Said 
accumulator for maintaining the same in ire 
tracted position, means movably connected with 
Said accuinulatO and projectable with respect, 
thereto to increase the pressure thereiin While 
Said accumulator is maintained in such position, 
power means for operating Said pressure inci'aas 
ing learTS, further power means for retracting 
gaid preSSure accumulator and manually oper 
ated means for controlling said power means. 

9. In a device for injecting liquid medicament, 
in combination, a hollow body providing a line 
dicament chamber adjacent one of its ends, a 
preSSure accumulator movably mounted within 
Said body, means providing a surface extending 
frolin Said accumulator and projectable there with 
to move into Said chamber and expel medicament 
therefroin, nanually releasable latch means 
Carried by Said body and connectable with Said 
accumulator for maintaining the same in re 
tracted position, means movably connected with 
Said accumulator and projectable with respect 
thereto to increase the pressure therein while 
Said accumulator is maintained in such position, 
pOWier means for Operating Said pressure increas 
ing means, Said body providing a cylinder, said 
preSSure accumulator providing a piston movable 
Within Said cylinder and means associated with 
Said body for conducting fluid into said cylinder 
to forcibly retract said pressure accumulator. 

JOHN H. SNOOT. 

References Cited in the file of this patent 
UNITED STATES PATENTS 

Nürnber Nane Date 
2,322.245 Lockhart ---------- June 22, 1943 
2,380,534 Lockhart ---------- July 31, 1945 
2,413,303 FOlKnilan ------------- Cec. 31, 1946 
2.459.875 FOlkman -------------- Jan. 25, 1949 
2,547,099 Smoot -------------- Apr. 3, 1951 


