Title: HINGE FOR ENLARGING THE VOLUME OF AN AIRCRAFT STORAGE BIN

Abstract: In a preferred embodiment, a retrofit storage bin door hinge includes an extension member that increases the storage volume of the bin by at least 5 percent or 10 percent, thereby permitting the storage of larger carry-on bags. Required access to the ceiling panels during maintenance operations is preserved by the hinges pivotal attachment to a pivot mount attached to the ceiling of a storage bin. In this manner, the hinge assembly and door may be readily translated downwardly to provide full access to the ceiling panels during a maintenance operation.
HINGE FOR ENLARGING THE VOLUME OF AN AIRCRAFT STORAGE BIN RELATED APPLICATIONS

[0001] This application claims priority to U.S. Provisional Patent Application Serial No. 62/316,929, entitled "Bin Door Extension Bracket," filed April 1, 2016, the contents of which is herein incorporated by reference in their entirety.

BACKGROUND

[0002] In commercial aircraft, overhead stowage bins are provided for storing passenger belongings during flight. Overhead stowage bin designs usually require that typical carry-on luggage be oriented sideways with handles and wheels forward or aft. When passenger carry-on luggage fails to fit in these configurations, cabin attendants initiate time consuming gate check procedures to load the remaining carry-on items onto the aircraft.

[0003] Moreover, older aircraft tend to have smaller storage bins into which it is more difficult to fit modern carry-on bags. Heretofore it has been impractical to modify the storage bins because of the requirement that the ceiling panels should be fully accessible and removable during maintenance. The conventional belief, therefore, has been that the outer envelope of the storage bin should not or cannot be modified.

[0004] There exists a long-felt need for a solution that enhances the space of the storage bins of older aircraft in a cost effective manner while preserving the required access to ceiling panels during maintenance operations.

SUMMARY OF ILLUSTRATIVE EMBODIMENTS

[0005] In a preferred embodiment, a retrofit storage bin door hinge includes an extension member than increases the storage volume of the bin by at least 5 percent or 10 percent, thereby permitting the storage of larger carry-on bags. Required access to the ceiling panels during
maintenance operations is preserved by the hinges pivotable attachment to a pivot mount attached to the ceiling of a storage bin. In this manner the hinge assembly and door may be readily translated downwardly to provide full access to the ceiling panels during a maintenance operation. In one aspect, a method of retrofitting an aircraft storage bin comprising a storage bin including an upper surface and a door hingeably coupled to the storage bin, wherein the door and storage bin at least partially define an enclosed storage bin space when the door is in a closed position, comprises installing a pivot mount attached to the upper surface of the storage bin, installing a hinge body member extending from the pivot mount toward the door of the storage bin, the hinge body member having a first portion rotatably coupled to the piston mount and having a second portion releasably attached to the upper surface of the storage bin such that the second portion can pivot downwardly when the second portion is released from the upper surface, installing a piston member carried by the hinge body member, the piston member having a first end coupled to the hinge body member and a second end coupled to the door such that the piston member is carried downwardly when the hinge body member pivots downwardly, wherein the piston member actuates as the door is moved from the closed position to an open position, and installing an extension member that bridges a gap between the door and the upper surface of the storage bin, the extension member having an end hingedly coupled to the door, wherein said gap corresponds to a distance that an upper edge of the door is positioned laterally relative to a position of the edge prior to installation of said extension member, such that the enclosed storage bin space is larger relative to the storage bin space prior to installation of said extension member.

[0006] In a further aspect, the hinge body member may be configured to permit the door to be translated downwardly to permit access to and removal of ceiling panels without decoupling the door from the storage bin. In another aspect, the mounting position of the first end of the
piston member is adjustable relative to the hinge body member. In another aspect, the extension member is integrally formed with the hinge body member.

[0007] In certain embodiments, the hinge body member is releasably attached to the upper surface of the storage bin via at least one flange extending from the upper surface of the storage bin. The hinge body member may be released from the upper surface of the storage bin by removal of at most two pins or fasteners. The method may further include installing a shroud member substantially covering the hinge body member and the pivot member.

[0008] The retrofitting method may increase the storage bin space relative to the storage bin space prior to installation of said extension member. The method may increase the storage bin space by 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, or 20 percent.

[0009] In certain embodiments, the retrofitting method may further include installing a second hinge body member, a second piston member and a second extension member spanning said gap. The forgoing general description of the illustrative implementations and the following detailed description thereof are merely exemplary aspects of the teachings of this disclosure, and are not restrictive.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0010] The accompanying drawings, which are incorporated in and constitute a part of the specification, illustrate one or more embodiments and, together with the description, explain these embodiments. The accompanying drawings have not necessarily been drawn to scale. Any values dimensions illustrated in the accompanying graphs and figures are for illustration purposes only and may or may not represent actual or preferred values or dimensions. Where applicable, some or all features may not be illustrated to assist in the description of underlying features. In the drawings:
FIG. 1A is a perspective view of an installed bracket hinge assembly connecting a storage bin door to an overhead storage bin for a commercial aircraft interior according to an embodiment;

FIG. 1B is a perspective view of an example bin door hinge assembly including a bin mount hingedly connected to a door mount, for example with a pin;

FIG. 1C is an example of a gas strut assembly for aiding in closing and opening the storage bin door;

FIG. 2A is a perspective view of a bracket hinge assembly including a bracket extension and a pivot anchor according to a first embodiment;

FIG. 2B is a side view drawing of the bracket extension of FIG. 2A according to the first embodiment;

FIG. 2C is a top view drawing of the bracket extension of FIG. 2A according to the first embodiment;

FIG. 2D is an exploded view of the bracket hinge assembly of FIG. 2A including the bracket extension and the pivot anchor configured to secure to existing bin door hardware including the bin door hinge according to the first embodiment;

FIG. 3A is a perspective view of a bracket hinge assembly including a storage bin bracket and a bracket extension according to a second embodiment;

FIG. 3B is a top right perspective drawing of a storage bin bracket configured for a quick release, the storage bin bracket having a first end including a flange on each lateral side, each flange having an aperture, a middle section configured to attach to the storage bin, and a second end including a flange on each lateral side, each flange having an aperture according to the second embodiment;

FIG. 3C is a side view drawing of a bracket extension including a quick release according to the second embodiment;
[0021] FIG. 4A is a perspective view of a storage bin door connected to the overhead storage bin using a bracket hinge assembly with bracket extension, illustrating a difference between an existing bin door orientation and a space that is added by using the bracket hinge assembly according to the first or the second embodiment;

[0022] FIG. 4B is a perspective view of a storage bin door connected to the overhead storage bin using the bracket hinge assembly of FIG. 3A, where the bracket hinge assembly is configured to place the storage bin door in the maintenance mode according to an embodiment;

[0023] FIG. 4C is an enlarged perspective view of the bracket hinge assembly configured to place the storage bin door in the maintenance mode according to the embodiment of FIG. 4B;

[0024] FIG. 5A is a cross-section of a portion of an aircraft compartment including a ceiling panel section, a storage bin section having a front bin edge, and a hinge portion connecting the bin door to the storage bin using existing hinge hardware according to an embodiment;

[0025] FIG. 5B is an enlarged view of a hinge portion of FIG. 5A showing the bin door connected to the existing bin door attachment and damper according to an embodiment;

[0026] FIG. 6A is a cross-section of a portion of an aircraft compartment including a ceiling panel section, a storage bin section having a front bin edge, and a hinge portion connecting the bin door to the storage bin using the bracket hinge assembly shown in FIG. 3A according to an embodiment;

[0027] FIG. 6B is an enlarged view of a hinge portion of FIG. 6A showing the bin door connected to the storage bin using the bracket hinge assembly, the existing bin door attachment, and damper according to an embodiment; and

[0028] FIG. 7 is a cross-section of the bin door connected to the overhead storage bin using the bracket hinge assembly of FIG. 3A, where the bracket hinge assembly is configured to place the bin door in the maintenance mode according to an embodiment.
DETAILED DESCRIPTION OF ILLUSTRATIVE EMBODIMENTS

[0029] The description set forth below in connection with the appended drawings is intended to be a description of various, illustrative embodiments of the disclosed subject matter. Specific features and functionalities are described in connection with each illustrative embodiment; however, it will be apparent to those skilled in the art that the disclosed embodiments may be practiced without each of those specific features and functionalities.

[0030] Reference throughout the specification to "one embodiment" or "an embodiment" means that a particular feature, structure, or characteristic described in connection with an embodiment is included in at least one embodiment of the subject matter disclosed. Thus, the appearance of the phrases "in one embodiment" or "in an embodiment" in various places throughout the specification is not necessarily referring to the same embodiment. Further, the particular features, structures or characteristics may be combined in any suitable manner in one or more embodiments. Further, it is intended that embodiments of the disclosed subject matter cover modifications and variations thereof.

[0031] It must be noted that, as used in the specification and the appended claims, the singular forms "a," "an," and "the" include plural referents unless the context expressly dictates otherwise. That is, unless expressly specified otherwise, as used herein the words "a," "an," "the," and the like carry the meaning of "one or more." Additionally, it is to be understood that terms such as "left," "right," "top," "bottom," "front," "rear," "side," "height," "length," "width," "upper," "lower," "interior," "exterior," "inner," "outer," and the like that may be used herein merely describe points of reference and do not necessarily limit embodiments of the present disclosure to any particular orientation or configuration. Furthermore, terms such as "first," "second," "third," etc., merely identify one of a number of portions, components, steps, operations, functions, and/or points of reference as disclosed herein, and likewise do not
necessarily limit embodiments of the present disclosure to any particular configuration or orientation.

[0032] Furthermore, the terms "approximately," "about," "proximate," "minor variation," and similar terms generally refer to ranges that include the identified value within a margin of 20%, 10% or preferably 5% in certain embodiments, and any values therebetween.

[0033] All of the functionalities described in connection with one embodiment are intended to be applicable to the additional embodiments described below except where expressly stated or where the feature or function is incompatible with the additional embodiments. For example, where a given feature or function is expressly described in connection with one embodiment but not expressly mentioned in connection with an alternative embodiment, it should be understood that the inventors intend that that feature or function may be deployed, utilized or implemented in connection with the alternative embodiment unless the feature or function is incompatible with the alternative embodiment.

[0034] A bracket hinge assembly is provided to substantially increase a capacity of a commercial aircraft overhead storage bin, while maintaining existing storage bins and bin doors. Addition of the disclosed bracket hinge assembly allows a "wheels-first" orientation, which in turn provides space for an additional carry-on bag in each storage bin. By reorienting an existing bin door with the bracket hinge assembly, more storage bin volume is created. To minimize cost, the disclosed bracket hinge assembly may permit reuse of all of the existing components as well as existing bin door hinge mounting locations. Salvaged parts can be re-assembled with components of the disclosed bracket hinge assembly resulting in a substantial saving of time when considering a complete ship-set retrofit.

[0035] In addition to the enlarged opening described above, the disclosed bracket hinge assembly permits the bin door to pivot down into a maintenance mode to allow access to and removal of adjacent ceiling tiles. This unique design feature allows the existing bin door to
rotate down and away for ceiling panel access and/or removal, while still remaining attached to the storage bin with no loose parts. This may result, for example, in maintaining original equipment manufacturer (OEM) specifications for an existing ceiling panel removal procedure.

[0036] FIG. 1A is a perspective view of an installed quick release bracket hinge assembly 110, for example a bracket hinge assembly 300 (See FIG. 3A), connecting a storage bin door (bin door) 102, shown in an open configuration, to an overhead storage bin (storage bin) 106 for a commercial aircraft interior according to an example embodiment. As shown, the installed bracket hinge assembly 110 includes a shroud 112 covering components of the bracket hinge assembly 110, for example to prevent pinching of passenger items within the mechanisms or to protect from dust or damage to the mechanisms. In some implementations, the bracket hinge assembly 110 can be configured for use with existing hinge hardware. In an example, the shroud 112 can include one or more apertures 118 to secure a pre-existing strut assembly 150 (discussed in greater detail below in relation to FIG. 1C), and a pair of projections 116a-b to accommodate portions of the individual components of the bracket hinge assembly 110.

[0037] As shown in FIGs. 1A and IB, the preexisting bin door hardware configured for mating with the bracket hinge assembly 110, in some embodiments, may include a bin door hinge 108 (discussed in greater detail below in relation to FIG. IB) including a bin mount 130 hingedly connected to a door mount 120, for example with at least one pin 140.

[0038] In an example, the door mount 120 can have a curved structure 122 configured to complement a curvature of the bin door 102. In an example, the door mount 120 can secure to the bin door 102 using a set of fasteners through a set of apertures 142 of the curved structure 122.

[0039] The bin door 102 is hinged in such a manner as to permit maximum access to an interior of the storage bin 106 when the bin door 102 is open in order to facilitate placement into and removal from the storage bin 106 of passenger luggage items. In operation, the bin door 102
swings upwards at a hinge assembly including mated hinge elements 132, 134, 140, and the gas strut 149 of the gas strut assembly 150 extends, pushing out a piston 156 to assist in lifting the bin door 102 toward a ceiling of the aircraft cabin. Conversely, upon shutting the bin door 102, the piston 156 of the strut assembly 150 pushes into the gas strut 149, dampening closing and loading a spring mechanism that assists during re-opening. While the strut assembly 150 in conventional door bracket mechanisms connects directly to an upper surface 106a of the storage bin 106, in the illustrated embodiment, a bracket assembly 110 is included to extend the position of the strut assembly 150 outward toward an aisle from a conventional mounting position proximate a rear of the shroud 112, providing increased bin storage capacity. Other benefits of such bracket assemblies 110 are described below in example embodiments of FIGs. 2A through 2D and FIGs. 3A through 3C.

[0040] FIGs. 2A through 2D illustrate a first example of a bracket hinge assembly providing increased capacity for a storage bin and also enabling a maintenance position for more readily accessing a ceiling panel mounted above the storage bin (e.g., storage bin 106 of FIG. 1A). In summary, a pivot mount 204 is attached to the upper surface of the storage bin. A hinge body member 202 extends from the pivot mount 204 toward the door of the storage bin, the hinge body member having a first portion 252 rotatably coupled to the piston mount 204 and having a second portion 230 releaseably attached to the upper surface of the storage bin such that the second portion can pivot downwardly when the second portion is released from the upper surface. The piston member 150 is carried by the hinge body member 202 and has a first end 280c coupled to the hinge body member and a second end 154 coupled to the door such that the piston member is carried downwardly when the hinge body member pivots downwardly. The piston member 150 actuates as the door is moved from the closed position to an open position. An extension member 220 bridges a gap between the door and the upper surface of the storage bin, the extension member having an end hingedly coupled to the door. The gap
corresponds to a distance that an upper edge of the door is positioned laterally relative to a position of the edge prior to installation of said extension member, such that the enclosed storage bin space is larger relative to the storage bin space prior to installation of said extension member, wherein the hinge body member is configured to permit the door to be translated downwardly to permit access to and removal of ceiling panels without decoupling the door from the storage bin. A mounting position 164 of the first end 160 of the piston member is adjustable relative to the hinge body member. The extension member 220 may integrally formed with the hinge body member or formed as a separate piece. The hinge body member 202 may releasably attached to the upper surface of the storage bin via at least one flange 312 extending from the upper surface of the storage bin. The hinge body member 202 may be released from the upper surface of the storage bin by removal of at most two pins or fasteners installed in apertures 314, 364. A shroud member 110 may substantially cover the hinge body member 202 or the pivot member. The enclosed storage bin space may be at least 5 percent or 10 percent larger relative to the storage bin space prior to installation of said extension member. The retrofitting method described herein may increase the storage bin space by at least 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, or 20 percent. The storage bin may be equipped with a second hinge body member, a second piston member and a second extension member spanning the gap.

[0041] FIG. 2A is a perspective view of an example bracket hinge assembly 200 including a bracket extension 202 and a pivot anchor 204 according to an embodiment. The bracket hinge assembly 200, for example, may be compatible with the shroud 112 of FIG. 1A for use as the bracket hinge assembly 110. FIGs. 2B and 2C are a side view and top view, respectively, of the bracket extension 202 of FIG. 2A according to an example.

[0042] The bracket extension 202 can include a mating end 220 having a set of apertures 224, arranged in substantially the same configuration and spacing as a set of apertures 136 of the
bin mount 130 (FIG. IB), and a pair of protrusions 222a-b configured to compliment a tapered shape 134 of the bin mount 130. In an example, the pair of raised guides 222a-b can facilitate alignment of the set of apertures 136 of the bin mount 130 and the set of apertures 224 of the mating end 220 of the bracket extension 202.

[0043] In an example illustrated in FIG. 2B, the mating end 220 can include a riser 228 separating the mating end 220, laterally, relative to the extender 240 by a displacement height 264. The height displacement provided by the riser 228, for example, allows for disposition of the protrusions 222a, 222b between a horizontal surface of the mating end 220 and the vertical surface of the rise 228. Further, the riser 228 allows the extension arm 240 to be configured in a different lateral plane than horizontal surface of the mating end 220. This may provide for clearance between the bracket assembly 200 and the curved profile of the inner surface of the storage bin 106. As illustrated in FIG. 2A, a pair of diagonal support members 226a are disposed between the riser 228 and the mating end 220, for example to provide additional structural support and integrity to the stepped shape of the mating end 220. The diagonal support members, for example, create a set of triangular exterior walls parallel to the protrusions 222a, 222b and disposed along opposing edges of the mating end 220.

[0044] The mating end 220 of the bracket extension 202 can connect to an extender 240 with a bin mounting surface 230. In an example, the bin mounting surface 230 can include a set of apertures 232 arranged in substantially the same configuration and spacing as the set of apertures 136 of the bin mount 130. In an example, the set of apertures 232 of the bin mounting surface 230 can be used to secure the bracket extension 202 to an upper interior surface of the storage bin 106 using the existing mounting locations previously securing the bin mount 130 in position, and a set of fasteners 280a (illustrated as screws in FIG. 2D) which may be the same fasteners previously securing the bin mount 130 in this location.
[0045] Closing and opening of the door 102 (see FIG. 1A) can be assisted with use of the gas strut assembly 150 that can help lift and hold the bin door 102 in the open position as well as dampen during a closing movement. The door mount 120, as shown in FIG. 1B, includes a channel 126 at a distal end of a central flange 124 that is intersected by an aperture 128 orthogonal to the channel 126. Turning to FIG. 1C, the gas strut assembly 150 includes a piston end 156 with a flattened distal connector 152 configured to slide into the channel 126 of the door mount 120, as illustrated in FIG. 1A. The flattened distal connector 152 includes an aperture 154 configured to align and secure with the aperture 128 of the central flange 124 according to an example.

[0046] In an example, the gas strut assembly 150 can be secured to an upper interior surface of the storage bin 106 using a pivoting anchor 160. The pivoting anchor 160 can be configured to connect to the gas strut 149 using a pin 170 that intersects the gas strut 149 and a pair of flanges 162a-b of the pivoting anchor 160. In an example, the gas strut 149 connects to the extender 240 of the bracket extension 202 with an adjustment plate 168. In an example, the pivoting anchor 160 can include one or more apertures 166 and a scaled or ridged surface 164 configured to lock into a complementary scaled or ridged surface of the adjustment plate 168 for preventing slippage and preventing aligned parts from moving laterally. In an example, the fasteners securing the adjustment plate 168 can be loosened and the pivoting anchor 160 can be re-secured to the adjustment plate 168 at a different point along their scaled surfaces 164, 168.

[0047] FIG. 2D is an exploded view of the bracket hinge assembly 200 including the bracket extension 202 and the pivot anchor 204 configured to secure to existing bin door hardware such as the bin mount 130 and strut assembly 150. As shown in FIG. 2D, alignments are illustrated between the bracket hinge assembly 200 and each of the bin mount 130 and the strut assembly 150.
[0048] As shown in FIG. 1A, the bin door hinge 108 includes the bin mount 130 hingedly connected to the door mount 120, for example with the pin 140. Returning to FIG. 2D, in an example, the bin mount 130 includes the set of apertures 136 and is configured to secure to the mating end 220 of the bracket extension 202 using a set of fasteners 280d. In an example, the bin mount 130 can have a stepped surface 138 configured to elevate a connecting portion 132 for receiving the pin 140. In an example, the bin mount 130 can have the tapered surface 134 opposite the end mating the door mount 120. In an example, the tapered surface 134 may originally have configured to fit a groove in the storage bin 106 for a securing.

[0049] the door mount 120 is configured to connect to the strut assembly 150 by pairing apertures 128 and 154. For example, the strut assembly 150 may be connected to the door mount 120 via a pin or another fastener.

[0050] On an opposite end, the strut assembly 150, in some embodiments, is configured to connect to a raised member 242 of the extension arm 240 via a set of apertures 244 within the raised member which provide a mating surface for apertures of the pivoting anchor 160 of the strut assembly 150. The raised member 242 extends substantially from an end of the extension arm connecting to the bin mounting surface 230 to a position between the pair of flanges 250a, 250b of the pivoting second end 252 of the bracket extension 202. The raised member 242, for example, may provide stability and separation to the pair of flanges 250a, 250b as well as an enforced mounting surface for connecting to the strut assembly 150. For example, the raised member 242 receives fasteners 280c extending through the pivot anchor 160 of the strut assembly 150 without allowing the fasteners 280c to extend through the bracket assembly 200 to a position proximate the inner upper surface of the storage bin. In some implementations, the raised member 242 is partially hollow, for example to reduce weight. The raised member 242 extends across a central axis of the bin mounting surface 230 in an extension wedge 242a.
of the raised member 242. The extension wedge 242a, for example, may provide additional structural stability and strength to the extension arm 240.

[0051] In connecting the strut assembly 150 to the extension arm 240 rather than to its conventional mounting position on the inner upper surface of the bin door, for example, the strut assembly 150 is extended in position toward the bin door 102. The relocation of the strut assembly 150, for example, enables adjustment of the extension of the bin door 102 relative to its conventional range of motion.

[0052] In some embodiments, the pivoting second end 252 of the bracket assembly 200 is configured for installation in a position formerly mating with the pivot anchor 160 of the strut assembly 150. The pivot anchor 204 of the bracket assembly 200, in some implementations, includes a pair of parallel flanges 210a, 210b connected by a mounting surface 211 including a mounting aperture 214. The pivot anchor 204, for example, may be configured for releasable attachment to the upper inner surface 106a of the storage bin 106 (e.g., around reference 112 of FIG. 1A) using a set of fasteners 280b configured to connect with the upper inner surface 106a of the storage bin 106 through the apertures 214 of the mounting surface 211 of the pivot anchor 204. The pivot anchor 204 may be configured to pivotably connect to a pivoting second end 252 of the bracket extension 202.

[0053] In some implementations, the bracket extension 202 includes a pair of flanges 254 opposite the mating end 220 of the bracket extension 202. The pair of flanges 254 are parallel and separated by the extender 240. Each flange 254a, 254b includes a corresponding aperture 254a, 254b orthogonally positioned in each flange 254a, 254b such that a pin may be extended through the apertures 254a, 254b perpendicular to a longitudinal axis of the extender 240. The flanges 254a, 254b may mount between the flanges 210a, 210b of the pivot anchor 204 such that the apertures 212a, 212b of the pivot anchor are in alignment with the apertures 254a, 254b of the bracket extension 202. At least one pin mechanism may pivotally connect the pivot
anchor 204 to the bracket extension 202 about the apertures 212a, 212b, 254a, and 254b. For example, as illustrated in FIG. 2D, a pin 282a may pivotably connect apertures 212a and 254a, while a second pin 282b may pivotably connect apertures 212b and 254b such that the mating end 220 of the bracket extension 202 can rotate down in a maintenance mode (see FIGs. 4B, 7). In an example, the maintenance mode is configured to place the bin door 102a in a swing away position, thereby facilitating ceiling panel removal. To enter maintenance mode, for example, the fasteners 280a connecting the bracket extension 202 to the upper interior surface of the storage bin 106 (as shown in FIG. 2D) may be disconnected, allowing the mating end 220 to drop downward via the pivot anchor 204.

As illustrated in FIGs. 2B and 2C, respectively, in some embodiments, the mating end 220 of the extension bracket 200 can have a length 262 and width 272 configured to secure to the door mount 120 of the bin door hinge 108 (shown in FIG. 1A). Further, the extender 240 has a length 266, providing for a combined extension bracket length of 274. The length 274, for example, may provide reconfiguration of a mounting position of an upper edge 602a of a bin door 602a (shown in FIG. 6B) such that mounting angle of the bin door 602a is reduced, providing additional volume within the storage bin. Where the door mount 130, for example, used to connect with an upper surface of the storage bin 106, the door mount 130 connects to the mating end 220 of the extension bracket 200 which extends between the door mount 130 and the prior mounting position of the strut assembly 150. This allows for shifting of the mounting positions of the strut assembly 150 and the door mount 130 by approximately a length between the position of the pivot anchor 204 (e.g., about the pivot end 252 of the hinge assembly 200 and a position of the apertures 244 of the extension arm 240, providing connection to the strut assembly 150. This is illustrated, for example, in FIG. 2B as a length 276.
In an example, portions of the bracket hinge assembly 200, 300 can be formed from a stamped metal such as aluminum, or from a mold or 3D printed part using a plastic and/or composite material. In another embodiment, portions of the existing hardware can be combined with portions of the bracket hinge assembly 200, 300 to make a single unit (not shown). For example, the bracket extension 202 can be combined with the bin mount 130 of the bin door hinge 108.

To enable interoperability of the bracket extension 202 with preexisting bracket hinge assemblies of various manufacturers, in some embodiments, a greater number of apertures are provided on the bracket extension 202 than required for interfacing with various bin door attachments, thus enabling manufacture of a same apparatus for installation in a variety of storage bin configurations. In a further example, rather than being round, apertures of the bracket extension may be provided in elongated slots or ovals such that the apertures of the bracket extension tolerate minor misalignment with the bin door attachment.

A method for retrofitting an aircraft cabin with the bracket hinge assembly 200 of FIG. 2A, for example, may include detaching the pivoting anchor 160 connecting the gas strut assembly 150 from an upper surface of a stowage bin.

The method may further include unfastening a bin door hinge 108 from a mounting position on the upper surface of the stowage bin.

The method may include installing the pivoting anchor 160 connecting the gas strut assembly 150 to the bracket extension 202. For example, the gas strut assembly 150 may connect to the extender 240 of the bracket extension 202 via at least one fastener aperture, such as the set of apertures 244 illustrated in FIG. 2D.

The method may further include fastening the bin door hinge 108 to the mating end 220 of the bracket extension 202. For example, the bin door hinge 108 may connect to the bracket
extension 202 via the apertures 136 of the bin mount 130 aligning with mated apertures 224 of the mating end 220 of the bracket extension 202.

[0061] The method may further include connecting the pivot anchor 204 to the end of the bracket extension 202. The bracket extension 202, for example may be pivotally attached to apertures 212 of the pivot anchor 204 via apertures 254 using a pivoting fastener such as one or more pins 282.

[0062] The method may include fastening the pivot anchor 204 to a position on the upper surface of the stowage bin proximate a former mounting location of the gas strut assembly 150. For example, apertures configured to mate with fasteners 280b used to connect the gas strut assembly 150 to the upper surface of the stowage bin may be repurposed for connecting the pivot anchor 204 to the upper surface of the stowage bin.

[0063] In another embodiment, as shown in FIGs. 3A-3C, a quick release bracket hinge assembly 300 can include a quick release to lower down the bin door 102 into the maintenance mode (See FIGs. 4B, 7). In an example, a quick release bracket hinge assembly 300 can include a bin bracket 304 configured to secure to an upper interior surface of the storage bin 106 and a quick release bracket extension 302 configured to connect to the door mount 120 of the bin door hinge 108. In this scenario, the bin bracket 304 replaces the pivot anchor 204 and the quick release bracket extension 302 replaces the bracket extension 202.

[0064] Turning to FIG. 3B, a top left perspective drawing of a bin bracket 304 is shown having a first end 310 including a pair of flanges 312a-b on each lateral side, each flange 312a-b having an aperture 314a-b, as well as a set of apertures 316 configured to secure to the bin mount 130 using a set of fasteners 280d (see FIG. 2D). In an example, the first end 310 can include central aperture 318 for structural support. The pair of flanges 312a-b of the first end 310 can extend to a bin mounting section 320 of the bin bracket 304 which includes a set of apertures 322 arranged in substantially the same configuration and spacing as the set of apertures 136 of the
bin mount 130 which are configured to align with the existing mounting locations previously securing the bin mount 130 in position, to attach the bin bracket 304 to the storage bin 106 using the set of fasteners 280a (FIG. 2D) which may be the same fasteners previously securing the bin mount 130 in this location. In an example, the bin mounting section 320 can include an elongated aperture 324 configured to adjust an attachment location of variations of a bin bracket and storage bin combination.

[0065] The bin bracket 304 can include a second end 330 tapering 332 from the bin mounting section 320, which includes a pair of flanges 332a-b on each lateral side, each flange 332a-b having an aperture 334a-b according to an example.

[0066] FIG. 3C is a side view illustration of a bracket extension 302 including a mating end 350, an extending section 360 having a pair of flanges 362a, 362b, and a pivoting second end 370 having a pair of flanges 372a-b configured to complement the pair of flanges 332a-b of the bin bracket 304 according to an example.

[0067] In some embodiments, the mating end 350 includes a set of apertures 352 arranged in substantially the same configuration and spacing as the set of apertures 136 of the bin mount 130. In an example, the extending section 360 further includes a set of apertures 366 arranged in substantially the same configuration and spacing as the adjustment plate 168 and the pivoting anchor 160 of the strut assembly 150. The set of apertures 366 can be securing locations for the strut assembly 150 according to an example.

[0068] In some embodiments, spacing of the pair of flanges 372a-b is configured to be more narrow than the pair of flanges 332a-b. In an example, each flange 362a, 362b has an aperture 364 configured to align with the aperture 314 of the flange 312 of the first end of the bin bracket 304. In an example, the aperture 334 of the bin bracket 304 is configured to secure to an aperture 374a-b of the pivoting second end 370 of the bracket extension 302, while also forming
a joint for rotation. In an example, the bin bracket 304 and the bracket extension 302 can be secured at the apertures 314a-b, 364a-b using a pin, rod, or other quick release mechanism.

[0069] In an example, the mating end 350 can be structurally reinforced by a pair of extensions 368a-b connecting each flange 362a, 362b to both lateral sides of the mating end 350. In another example, a flange 362c extending from the extending section 360 to the mating end 350 can also provide mechanical support to the mating end 350.

[0070] The pair of flanges 362 are parallel and separated by the mating end 350. Each flange 362a, 362b includes a corresponding aperture 364a, 364b orthogonally positioned in each flange 362a, 362b such that a pin may be extended through the apertures 364a, 364b perpendicular to a longitudinal axis of the mating end 350. The flanges 372a, 372b may mount between the flanges 332a, 332b of the bin bracket 304 such that the apertures 314a, 314b of the bin bracket 304 are in alignment with the apertures 362a, 362b of the bracket extension 302. At least one pin mechanism may pivotally connect the bin bracket 304 to the bracket extension 302 about the apertures 314a, 314b, 362a, and 362b. For example, as illustrated in FIG. 3A, a first pin 306, or alternatively a pair of plugs, may pivotally connect apertures 334a, 372a and 334b, 372b, while a second pin, or alternatively a pair of plugs, may pivotally connect apertures 314a, 364a, and 314b, 364b such that the mating end 350 of the bracket extension 302 can rotate down in a maintenance mode (see FIGs. 4B, 7).

[0071] A method for retrofitting an aircraft cabin with the bracket hinge assembly of FIGs. 3A-3C, for example, may include detaching a pivoting anchor 160 connecting the gas strut assembly 150 to an upper surface of a stowage bin.

[0072] The method may further include unfastening a bin door hinge 108 from a mounting position on the upper surface of the stowage bin.

[0073] The method may include installing the pivoting anchor 160 connecting the gas strut assembly 150 to the quick release bracket extension 302. For example, the pivot anchor 160
of the gas strut assembly 150 may connect to the extending section 360 of the quick release bracket extension 302 via at least one fastener aperture 366.

[0074] The method may further include fastening the bin door hinge 108 to the mating end 350 of the quick release bracket extension 302. For example, the bin door hinge 108 may connect to the quick release bracket extension 302 via apertures 136 of the bin mount 130 aligning with mated apertures 352 of the mating end 350 of the quick release bracket extension 302.

[0075] The method may further include connecting the bin bracket 304 to the end 370 of the quick release bracket extension 302. The quick release bracket extension 302, for example, may be pivotally attached to apertures 374 of the bin bracket 304 via apertures 334 using a pivoting fastener such as one or more pins.

[0076] The method may include fastening the bin bracket 304 to a position on the upper surface of the stowage bin proximate a former mounting location of the gas strut assembly 150. For example, apertures configured to mate with fasteners used to connect the gas strut assembly 150 to the upper surface of the stowage bin may be repurposed for connecting the bin bracket 304 to the upper surface of the stowage bin via aperture 324.

[0077] As best illustrated in FIG. 4A, a bin door 402a is connected to a storage bin using a bracket assembly for extending the hinge position of the bin door 402a, such as the bracket assembly 200 described in relation to FIGS. 2A-D or the bracket assembly 300 described in relation to FIGs. 3A-C. FIG. 4A illustrates a difference between a bin door 402b, having an existing bin door orientation, and bin door 402a mounted with a bracket extension assembly, thus forming an extra volume produced by a gap 410 between a former mounting position and the present mounting position. Using the bracket hinge assembly 200 or 300, for example, a mounting angle of the bin door 402a is adjusted within a range of about 5 degrees closer to vertical to 20 degrees closer to vertical. For example, the bracket hinge assembly 200 or 300 may modify the mounting angle of the bin door 402a by at least 12 degrees closer to vertical.
In this configuration, the gap 410, for example, may provide clearance to an upper set of carry-on luggage wheels or other carry-on item feature that may not otherwise be afforded clearance when the bin door is mounted at the steeper angle illustrated in FIG. 4A. Although FIG. 4A illustrates the gap 410 between the bin doors 402a, 402b as an opening for viewing within the stowage bin interior space, it may be noted that, in an installed configuration, each stowage bin may be configured with the same bracket hinge extension apparatus such that the bin doors 402 are in alignment in the closed (stowed) position.

[0078] The maintenance mode is shown in FIG. 4B, demonstrating a perspective view of a bin door 402a connected to a storage bin 406 using the quick release bracket hinge assembly 300, where the quick release bracket extension 302 is shown pivoted downward 420, thereby lowering the bin door 402a according to an example. The bin door 402a, for example, may be lowered by at least 1 inch, at least two inches, or over three inches vertically using the quick release bracket hinge assembly 300. FIG. 4C is an enlarged perspective view of the quick release bracket hinge assembly 300 showing the bin bracket 304 and the bracket extension 302 secured at the apertures 334,374 and released at the apertures 314, 364.

[0079] Benefits of using the disclosed bracket hinge assembly 200 and the bracket hinge assembly 300 can be demonstrated by comparing to the existing hardware setup. FIG. 5A is a cross-section of a portion of an aircraft compartment including a ceiling panel section 510, a storage bin section 520 having a front bin edge 522, and a hinge portion connecting a bin door 502 to the storage bin using existing hinge hardware according to an example. FIG. 5B is an enlarged view of a hinge portion of FIG. 5A showing the bin door 502 connected to the bin door hinge 108 and strut assembly 150 according to an example.

[0080] FIG. 6A is a cross-section of a portion of an aircraft compartment including a ceiling panel section 610, a storage bin section 620 having a front bin edge 622, and a hinge portion connecting a bin door 602 to the storage bin using the bracket hinge assembly 300 shown in
FIGs. 3A-3C according to an example. FIG. 6B is an enlarged view of a hinge portion of FIG. 6A showing the bin door 602 connected to the storage bin using the bracket hinge assembly 300, the bin door hinge 108, and strut assembly 150 according to an example. The bin door 602 is noticeably separated from the front bin edge 622 of the storage bin section 620 providing extra storage space 630.

[0081] Further demonstrating the benefit of using the disclosed bracket hinge assembly 200 of FIG. 2A and the quick release bracket hinge assembly 300 of FIG. 3A, FIG. 7 shows the bin door 102 placed in a maintenance mode 700. In an example, once the optional cover 112 and the quick release fastener are removed, the quick release bracket hinge assembly 300 is configured to pivot downwardly and place the bin door 102 in a maintenance mode 700.

[0082] As discussed above, the bracket hinge assembly 200 of FIG. 2A and the quick release bracket hinge assembly 300 of FIG. 3A may provide the benefits of increased storage volume in overhead stowage bins through decreasing a mounting angle of the bin door of the stowage compartment. Due to the decrease in mounting angle, for example, the bracket hinge assemblies may provide additional clearance for upper wheels of a wheeled luggage, handles, or other features of carry-on passenger items.

[0083] The bracket hinge assembly 200 of FIG. 2A and the quick release bracket hinge assembly 300 of FIG. 3A may be designed for retrofit replacement using preexisting bin door hardware such that only a portion of the preexisting bin door securing apparatus is replaced. Further, in some implementations, one or more fastener apertures or other bracket features may be designed for interoperability with preexisting hardware supplied by various original equipment manufacturers (OEMs). In this manner, the bracket hinge assemblies 110, 200, 300 may be universally installed as retrofit solutions in existing passenger cabin configurations.

[0084] While certain embodiments have been described, these embodiments have been presented by way of example only, and are not intended to limit the scope of the present
disclosures. Indeed, the novel methods, apparatuses and systems described herein can be embodied in a variety of other forms; furthermore, various omissions, substitutions and changes in the form of the methods, apparatuses and systems described herein can be made without departing from the spirit of the present disclosures. The accompanying claims and their equivalents are intended to cover such forms or modifications as would fall within the scope and spirit of the present disclosures.
CLAIMS

What is claimed is:

1. An aircraft storage bin comprising:
   - a storage bin including an upper surface;
   - a door hingeably coupled to the storage bin, wherein the door and storage bin at least partially define an enclosed storage bin space when the door is in a closed position;
   - a pivot mount attached to the upper surface of the storage bin;
   - a hinge body member extending from the pivot mount toward the door of the storage bin, the hinge body member having a first portion rotatably coupled to the piston mount and having a second portion releaseably attached to the upper surface of the storage bin such that the second portion can pivot downwardly when the second portion is released from the upper surface;
   - a piston member carried by the hinge body member, the piston member having a first end coupled to the hinge body member and a second end coupled to the door such that the piston member is carried downwardly when the hinge body member pivots downwardly, wherein the piston member actuates as the door is moved from the closed position to an open position; and
   - an extension member that bridges a gap between the door and the upper surface of the storage bin, the extension member having an end hingedly coupled to the door;

   wherein said gap corresponds to a distance that an upper edge of the door is positioned laterally relative to a position of the edge prior to installation of said extension member, such that the enclosed storage bin space is larger relative to the storage bin space prior to installation of said extension member.
2. The storage bin of claim 1, wherein the hinge body member is configured to permit the door to be translated downwardly to permit access to and removal of ceiling panels without decoupling the door from the storage bin.

3. The apparatus of claim 1, wherein a mounting position of the first end of the piston member is adjustable relative to the hinge body member.

4. The apparatus of claim 1, wherein the extension member is integrally formed with the hinge body member.

5. The apparatus of claim 1, wherein the hinge body member is releasably attached to the upper surface of the storage bin via at least one flange extending from the upper surface of the storage bin.

6. The apparatus of claim 1, wherein the hinge body member may be released from the upper surface of the storage bin by removal of at most two pins or fasteners.

7. The apparatus of claim 1, further comprising a shroud member substantially covering the hinge body member and the pivot member.

8. The apparatus of claim 1, wherein the enclosed storage bin space is at least 5 percent larger relative to the storage bin space prior to installation of said extension member.

9. The apparatus of claim 1, wherein the enclosed storage bin space is at least 10 percent larger relative to the storage bin space prior to installation of said extension member.

10. The apparatus of claim 1, further comprising a second hinge body member, a second piston member and a second extension member spanning said gap.

11. A method of retrofitting an aircraft storage bin comprising an upper surface and a door hingeably coupled to the storage bin, wherein the door and storage bin at least partially define an enclosed storage bin space when the door is in a closed position, the method comprising:

    installing a pivot mount attached to the upper surface of the storage bin;
installing a hinge body member extending from the pivot mount toward the door of the storage bin, the hinge body member having a first portion rotatably coupled to the piston mount and having a second portion releasably attached to the upper surface of the storage bin such that the second portion can pivot downwardly when the second portion is released from the upper surface;

installing a piston member carried by the hinge body member, the piston member having a first end coupled to the hinge body member and a second end coupled to the door such that the piston member is carried downwardly when the hinge body member pivots downwardly, wherein the piston member actuates as the door is moved from the closed position to an open position; and

installing an extension member that bridges a gap between the door and the upper surface of the storage bin, the extension member having an end hingedly coupled to the door;

wherein said gap corresponds to a distance that an upper edge of the door is positioned laterally relative to a position of the edge prior to installation of said extension member, such that the enclosed storage bin space is larger relative to the storage bin space prior to installation of said extension member.

12. The method of claim 11, wherein the hinge body member is configured to permit the door to be translated downwardly to permit access to and removal of ceiling panels without decoupling the door from the storage bin.

13. The method of claim 11, wherein a mounting position of the first end of the piston member is adjustable relative to the hinge body member.

14. The method of claim 11, wherein the extension member is integrally formed with the hinge body member.
15. The method of claim 11, wherein the hinge body member is releasably attached to the upper surface of the storage bin via at least one flange extending from the upper surface of the storage bin.

16. The method of claim 11, wherein the hinge body member may be released from the upper surface of the storage bin by removal of at most two pins or fasteners.

17. The method of claim 11, further comprising installing a shroud member substantially covering the hinge body member and the pivot member.

18. The method of claim 11, wherein the retrofitted enclosed storage bin space is at least 5 percent larger relative to the storage bin space prior to installation of said extension member.

19. The method of claim 11, wherein the retrofitted enclosed storage bin space is at least 10 percent larger relative to the storage bin space prior to installation of said extension member.

20. The method of claim 11, further comprising installing a second hinge body member, a second piston member and a second extension member spanning said gap.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC - B64D 11/00; E05D 3/06, 7/00, 15/40 (2017.01)
CPC - B64D 11/00, 11/003; E05D 3/06, 7/00, 15/40

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
See Search History document

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
See Search History document

Electronic database consulted during the international search (name of database and, where practicable, search terms used)
See Search History document

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5,593,203 A (ABBOTT JD) January 14, 1997; entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 5,035,471 A (ACKERMAN D) July 30, 1991; entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 6,290,175 B1 (HARTJE et al.) September 18, 2001; entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 5,639,149 A (GRASSMUCK MD) June 17, 1997; entire document</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 4,185,415 A (LACONTE RJ) January 29, 1980; entire document</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

- Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier application or patent but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - "&" document member of the same patent family

Date of the actual completion of the international search: 09 June 2017 (09.06.2017)

Date of mailing of the international search report: 27 JUN 2017

Name and mailing address of the ISA/Authorised officer
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No. 571-273-8300
PCT Helpdesk: 571-272-4300
PCT OSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (January 2015)